
STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS AND MINING

  
APPLICATION FOR PERMIT TO DRILL 1. WELL NAME and NUMBER

Cane Creek Unit 7-1 

2. TYPE OF WORK

DRILL NEW WELL     REENTER P&A WELL     DEEPEN WELL  
3. FIELD OR WILDCAT

BIG FLAT  

4. TYPE OF WELL
Oil Well             Coalbed Methane Well: NO 

5. UNIT or COMMUNITIZATION AGREEMENT NAME
CANE CREEK  

6. NAME OF OPERATOR
FIDELITY E&P COMPANY 

7. OPERATOR PHONE
303 893-3133 

8. ADDRESS OF OPERATOR
2585 Heartland Drive, Sheridan, WY, 82801 

9. OPERATOR E-MAIL
marv.rygh@fidelityepco.com 

10. MINERAL LEASE NUMBER
(FEDERAL, INDIAN, OR STATE)

UTU-53626 

11. MINERAL OWNERSHIP

FEDERAL    INDIAN    STATE    FEE  
12. SURFACE OWNERSHIP

FEDERAL    INDIAN    STATE    FEE  

13. NAME OF SURFACE OWNER (if box 12 = 'fee')
  

14. SURFACE OWNER PHONE (if box 12 = 'fee')
 

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee')
 

16. SURFACE OWNER E-MAIL (if box 12 = 'fee')
 

17. INDIAN ALLOTTEE OR TRIBE NAME
(if box 12 = 'INDIAN')

 

18. INTEND TO COMMINGLE PRODUCTION FROM
MULTIPLE FORMATIONS

YES  (Submit Commingling Application)    NO  

19. SLANT
  

VERTICAL   DIRECTIONAL   HORIZONTAL  

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN

LOCATION AT SURFACE 823 FNL   874 FEL NENE 7  26.0 S 20.0 E S 

Top of Uppermost Producing Zone 823 FNL   874 FEL NENE 7  26.0 S 20.0 E S 

At Total Depth 823 FNL   874 FEL NENE 7  26.0 S 20.0 E S 

21. COUNTY
GRAND  

22. DISTANCE TO NEAREST LEASE LINE (Feet)
874 

23. NUMBER OF ACRES IN DRILLING UNIT
1951 

 
 

25. DISTANCE TO NEAREST WELL IN SAME POOL
(Applied For Drilling or Completed)

0 

26. PROPOSED DEPTH
MD: 7950     TVD: 7950 

27. ELEVATION - GROUND LEVEL

5960 

28. BOND NUMBER

CO1395 

29. SOURCE OF DRILLING WATER /
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

Municipal  

Hole, Casing, and Cement Information

String Hole Size Casing Size Length Weight Grade & Thread Max Mud Wt. Cement Sacks Yield Weight

 Cond  26  20  0 - 60  94.0   J-55 ST&C  15.0  Class G  81  1.17  15.0

 Surf  17.5  13.375  0 - 1500  54.5   J-55 ST&C  13.5  Type II  200  3.48  11.0

        Type II  193  1.8  13.5

 I1  12.25  9.625  0 - 4344  40.0   HCN-80 LT&C  15.8  Halliburton Light , Type Unknown  296  2.16  12.5

        Halliburton Premium , Type Unknown  255  1.23  15.8

 Prod  8.75  7  0 - 7950  29.0   P-110 LT&C  16.5  Halliburton Premium , Type Unknown  420  1.3  16.5

ATTACHMENTS
 

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES
 

 WELL PLAT OR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER  COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT (IF FEE SURFACE) FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLY OR HORIZONTALLY

DRILLED)

TOPOGRAPHICAL MAP

NAME Stephanie Masters TITLE Operations Tech PHONE 307 675-4924 

SIGNATURE DATE 04/28/2011 EMAIL Stephanie.Masters@fidelityepco.com 

API NUMBER ASSIGNED

    43019500100000

    
Permit Manager 

APPROVAL

FORM 3

AMENDED REPORT

API Well Number: 43019500100000

FORM 3
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES AMENDED REPORT
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR PERMIT TO DRILL 1. WELL NAME andCaNnUeMCeEeRk
Unit 7-1

2. TYPE OF WORK 3. FIELD OR WILDCAT
DRILL NEW WELL I REENTER P&A WELL DEEPEN WELL I BIG FLAT

4. TYPE OF WELL 5. UNIT or COMMUNITIZATION AGREEMENT NAME
Oil Well Coalbed Methane Well: NO CANE CREEK

6. NAME OF OPERATOR 7. OPERATOR PHONE
FIDELITY E&P COMPANY 303 893-3133

8. ADDRESS OF OPERATOR 9. OPERATOR E-MAIL
2585 Heartland Drive, Sheridan, WY, 82801 marv.rygh@fidelityepco.com

10. MINERAL LEASE NUMBER 11. MINERAL OWNERSHIP 12. SURFACE OWNERSHIP
(FEDERAL,INDIAN,ORUA53E626

FEDERAL I INDIAN I STATE FEE FEDERAL INDIAN STATEI FEEl

13. NAME OF SURFACE OWNER (if box 12 = 'fee') 14. SURFACE OWNER PHONE (if box 12 = 'fee')

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee') 16. SURFACE OWNER E-MAIL (if box 12 = 'fee')

17. INDIAN ALLOTTEE OR TRIBE NAME 18. INTEND TO COMMINGLE PRODUCTION FROM 19. SLANT

(if box 12 = 'INDIAN') MULTIPLE FORMATIONS

YES (Submit Commingling Application) NO VERTICAL DIRECTIONAL HORIZONTAL I

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN

LOCATION AT SURFACE 823 FNL 874 FEL NENE 7 26.0 S 20.0 E S

Top of Uppermost Producing Zone 823 FNL 874 FEL NENE 7 26.0 S 20.0 E S

At Total Depth 823 FNL 874 FEL NENE 7 26.0 S 20.0 E S

21. COUNTY 22. DISTANCE TO NEAREST LEASE LINE (Feet) 23. NUMBER OF ACRES IN DRILLING UNIT
GRAND 874 1951

25. DISTANCE TO NEAREST WELL IN SAME POOL 26. PROPOSED DEPTH
(Applied For Drilling or Completed) MD: 7950 TVD: 7950

0

27. ELEVATION - GROUND LEVEL 28. BOND NUMBER 29. SOURCE OF DRILLING WATER /
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

5960 CO1395 Municipal

Hole, Casing, and Cement Information

Hole Size Casing Size Length Weight Grade & Thread Max Mud Wt. Cement Sacks Yield Weight

26 20 0 - 60 94.0 J-55 ST&C 15.0 Class G 81 1.17 15.0

17.5 13.375 0 - 1500 54.5 J-55 ST&C 13.5 Type II 200 3.48 11.0

Type II 193 1.8 13.5

12.25 9.625 0 - 4344 40.0 HCN-80 LT&C 15.8 Halliburton Light , Type Unknown 296 2.16 12.5

Halliburton Premium , Type Unknown 255 1.23 15.8

8.75 7 0 - 7950 29.0 P-110 LT&C 16.5 Halliburton Premium , Type Unknown 420 1.3 16.5

ATTACHMENTS

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES

WELL PLAT OR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT (IF FEE SURFACE) FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLY OR HORIZONTALLY TOPOGRAPHICAL MAP
DRILLED)

NAME Stephanie Masters TITLE Operations Tech PHONE 307 675-4924

SIGNATURE DATE 04/28/2011 EMAIL Stephanie.Masters@fidelityepco.com

API NUMBER ASSIGNED APPROVAL
43019500100000 I

Permit

API Well Number: 43019500100000

FORM 3
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES AMENDED REPORT
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR PERMIT TO DRILL 1. WELL NAME andCaNnUeMCeEeRk
Unit 7-1

2. TYPE OF WORK 3. FIELD OR WILDCAT
DRILL NEW WELL I REENTER P&A WELL DEEPEN WELL I BIG FLAT

4. TYPE OF WELL 5. UNIT or COMMUNITIZATION AGREEMENT NAME
Oil Well Coalbed Methane Well: NO CANE CREEK

6. NAME OF OPERATOR 7. OPERATOR PHONE
FIDELITY E&P COMPANY 303 893-3133

8. ADDRESS OF OPERATOR 9. OPERATOR E-MAIL
2585 Heartland Drive, Sheridan, WY, 82801 marv.rygh@fidelityepco.com

10. MINERAL LEASE NUMBER 11. MINERAL OWNERSHIP 12. SURFACE OWNERSHIP
(FEDERAL,INDIAN,ORUA53E626

FEDERAL I INDIAN I STATE FEE FEDERAL INDIAN STATEI FEEl

13. NAME OF SURFACE OWNER (if box 12 = 'fee') 14. SURFACE OWNER PHONE (if box 12 = 'fee')

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee') 16. SURFACE OWNER E-MAIL (if box 12 = 'fee')

17. INDIAN ALLOTTEE OR TRIBE NAME 18. INTEND TO COMMINGLE PRODUCTION FROM 19. SLANT

(if box 12 = 'INDIAN') MULTIPLE FORMATIONS

YES (Submit Commingling Application) NO VERTICAL DIRECTIONAL HORIZONTAL I

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN

LOCATION AT SURFACE 823 FNL 874 FEL NENE 7 26.0 S 20.0 E S

Top of Uppermost Producing Zone 823 FNL 874 FEL NENE 7 26.0 S 20.0 E S

At Total Depth 823 FNL 874 FEL NENE 7 26.0 S 20.0 E S

21. COUNTY 22. DISTANCE TO NEAREST LEASE LINE (Feet) 23. NUMBER OF ACRES IN DRILLING UNIT
GRAND 874 1951

25. DISTANCE TO NEAREST WELL IN SAME POOL 26. PROPOSED DEPTH
(Applied For Drilling or Completed) MD: 7950 TVD: 7950

0

27. ELEVATION - GROUND LEVEL 28. BOND NUMBER 29. SOURCE OF DRILLING WATER /
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

5960 CO1395 Municipal

Hole, Casing, and Cement Information

Hole Size Casing Size Length Weight Grade & Thread Max Mud Wt. Cement Sacks Yield Weight

26 20 0 - 60 94.0 J-55 ST&C 15.0 Class G 81 1.17 15.0

17.5 13.375 0 - 1500 54.5 J-55 ST&C 13.5 Type II 200 3.48 11.0

Type II 193 1.8 13.5

12.25 9.625 0 - 4344 40.0 HCN-80 LT&C 15.8 Halliburton Light , Type Unknown 296 2.16 12.5

Halliburton Premium , Type Unknown 255 1.23 15.8

8.75 7 0 - 7950 29.0 P-110 LT&C 16.5 Halliburton Premium , Type Unknown 420 1.3 16.5

ATTACHMENTS

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES

WELL PLAT OR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT (IF FEE SURFACE) FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLY OR HORIZONTALLY TOPOGRAPHICAL MAP
DRILLED)

NAME Stephanie Masters TITLE Operations Tech PHONE 307 675-4924

SIGNATURE DATE 04/28/2011 EMAIL Stephanie.Masters@fidelityepco.com

API NUMBER ASSIGNED APPROVAL
43019500100000 I

Permit

API Well Number: 43019500100000

FORM 3
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES AMENDED REPORT
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR PERMIT TO DRILL 1. WELL NAME andCaNnUeMCeEeRk
Unit 7-1

2. TYPE OF WORK 3. FIELD OR WILDCAT
DRILL NEW WELL I REENTER P&A WELL DEEPEN WELL I BIG FLAT

4. TYPE OF WELL 5. UNIT or COMMUNITIZATION AGREEMENT NAME
Oil Well Coalbed Methane Well: NO CANE CREEK

6. NAME OF OPERATOR 7. OPERATOR PHONE
FIDELITY E&P COMPANY 303 893-3133

8. ADDRESS OF OPERATOR 9. OPERATOR E-MAIL
2585 Heartland Drive, Sheridan, WY, 82801 marv.rygh@fidelityepco.com

10. MINERAL LEASE NUMBER 11. MINERAL OWNERSHIP 12. SURFACE OWNERSHIP
(FEDERAL,INDIAN,ORUA53E626

FEDERAL I INDIAN I STATE FEE FEDERAL INDIAN STATEI FEEl

13. NAME OF SURFACE OWNER (if box 12 = 'fee') 14. SURFACE OWNER PHONE (if box 12 = 'fee')

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee') 16. SURFACE OWNER E-MAIL (if box 12 = 'fee')

17. INDIAN ALLOTTEE OR TRIBE NAME 18. INTEND TO COMMINGLE PRODUCTION FROM 19. SLANT

(if box 12 = 'INDIAN') MULTIPLE FORMATIONS

YES (Submit Commingling Application) NO VERTICAL DIRECTIONAL HORIZONTAL I

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN

LOCATION AT SURFACE 823 FNL 874 FEL NENE 7 26.0 S 20.0 E S

Top of Uppermost Producing Zone 823 FNL 874 FEL NENE 7 26.0 S 20.0 E S

At Total Depth 823 FNL 874 FEL NENE 7 26.0 S 20.0 E S

21. COUNTY 22. DISTANCE TO NEAREST LEASE LINE (Feet) 23. NUMBER OF ACRES IN DRILLING UNIT
GRAND 874 1951

25. DISTANCE TO NEAREST WELL IN SAME POOL 26. PROPOSED DEPTH
(Applied For Drilling or Completed) MD: 7950 TVD: 7950

0

27. ELEVATION - GROUND LEVEL 28. BOND NUMBER 29. SOURCE OF DRILLING WATER /
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

5960 CO1395 Municipal

Hole, Casing, and Cement Information

Hole Size Casing Size Length Weight Grade & Thread Max Mud Wt. Cement Sacks Yield Weight

26 20 0 - 60 94.0 J-55 ST&C 15.0 Class G 81 1.17 15.0

17.5 13.375 0 - 1500 54.5 J-55 ST&C 13.5 Type II 200 3.48 11.0

Type II 193 1.8 13.5

12.25 9.625 0 - 4344 40.0 HCN-80 LT&C 15.8 Halliburton Light , Type Unknown 296 2.16 12.5

Halliburton Premium , Type Unknown 255 1.23 15.8

8.75 7 0 - 7950 29.0 P-110 LT&C 16.5 Halliburton Premium , Type Unknown 420 1.3 16.5

ATTACHMENTS

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES

WELL PLAT OR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT (IF FEE SURFACE) FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLY OR HORIZONTALLY TOPOGRAPHICAL MAP
DRILLED)

NAME Stephanie Masters TITLE Operations Tech PHONE 307 675-4924

SIGNATURE DATE 04/28/2011 EMAIL Stephanie.Masters@fidelityepco.com

API NUMBER ASSIGNED APPROVAL
43019500100000 I

Permit

API Well Number: 43019500100000

FORM 3
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES AMENDED REPORT
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR PERMIT TO DRILL 1. WELL NAME andCaNnUeMCeEeRk
Unit 7-1

2. TYPE OF WORK 3. FIELD OR WILDCAT
DRILL NEW WELL I REENTER P&A WELL DEEPEN WELL I BIG FLAT

4. TYPE OF WELL 5. UNIT or COMMUNITIZATION AGREEMENT NAME
Oil Well Coalbed Methane Well: NO CANE CREEK

6. NAME OF OPERATOR 7. OPERATOR PHONE
FIDELITY E&P COMPANY 303 893-3133

8. ADDRESS OF OPERATOR 9. OPERATOR E-MAIL
2585 Heartland Drive, Sheridan, WY, 82801 marv.rygh@fidelityepco.com

10. MINERAL LEASE NUMBER 11. MINERAL OWNERSHIP 12. SURFACE OWNERSHIP
(FEDERAL,INDIAN,ORUA53E626

FEDERAL I INDIAN I STATE FEE FEDERAL INDIAN STATEI FEEl

13. NAME OF SURFACE OWNER (if box 12 = 'fee') 14. SURFACE OWNER PHONE (if box 12 = 'fee')

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee') 16. SURFACE OWNER E-MAIL (if box 12 = 'fee')

17. INDIAN ALLOTTEE OR TRIBE NAME 18. INTEND TO COMMINGLE PRODUCTION FROM 19. SLANT

(if box 12 = 'INDIAN') MULTIPLE FORMATIONS

YES (Submit Commingling Application) NO VERTICAL DIRECTIONAL HORIZONTAL I

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN

LOCATION AT SURFACE 823 FNL 874 FEL NENE 7 26.0 S 20.0 E S

Top of Uppermost Producing Zone 823 FNL 874 FEL NENE 7 26.0 S 20.0 E S

At Total Depth 823 FNL 874 FEL NENE 7 26.0 S 20.0 E S

21. COUNTY 22. DISTANCE TO NEAREST LEASE LINE (Feet) 23. NUMBER OF ACRES IN DRILLING UNIT
GRAND 874 1951

25. DISTANCE TO NEAREST WELL IN SAME POOL 26. PROPOSED DEPTH
(Applied For Drilling or Completed) MD: 7950 TVD: 7950

0

27. ELEVATION - GROUND LEVEL 28. BOND NUMBER 29. SOURCE OF DRILLING WATER /
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

5960 CO1395 Municipal

Hole, Casing, and Cement Information

Hole Size Casing Size Length Weight Grade & Thread Max Mud Wt. Cement Sacks Yield Weight

26 20 0 - 60 94.0 J-55 ST&C 15.0 Class G 81 1.17 15.0

17.5 13.375 0 - 1500 54.5 J-55 ST&C 13.5 Type II 200 3.48 11.0

Type II 193 1.8 13.5

12.25 9.625 0 - 4344 40.0 HCN-80 LT&C 15.8 Halliburton Light , Type Unknown 296 2.16 12.5

Halliburton Premium , Type Unknown 255 1.23 15.8

8.75 7 0 - 7950 29.0 P-110 LT&C 16.5 Halliburton Premium , Type Unknown 420 1.3 16.5

ATTACHMENTS

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES

WELL PLAT OR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT (IF FEE SURFACE) FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLY OR HORIZONTALLY TOPOGRAPHICAL MAP
DRILLED)

NAME Stephanie Masters TITLE Operations Tech PHONE 307 675-4924

SIGNATURE DATE 04/28/2011 EMAIL Stephanie.Masters@fidelityepco.com

API NUMBER ASSIGNED APPROVAL
43019500100000 I

Permit

API Well Number: 43019500100000

FORM 3
STATE OF UTAH

DEPARTMENT OF NATURAL RESOURCES AMENDED REPORT
DIVISION OF OIL, GAS AND MINING

APPLICATION FOR PERMIT TO DRILL 1. WELL NAME andCaNnUeMCeEeRk
Unit 7-1

2. TYPE OF WORK 3. FIELD OR WILDCAT
DRILL NEW WELL I REENTER P&A WELL DEEPEN WELL I BIG FLAT

4. TYPE OF WELL 5. UNIT or COMMUNITIZATION AGREEMENT NAME
Oil Well Coalbed Methane Well: NO CANE CREEK

6. NAME OF OPERATOR 7. OPERATOR PHONE
FIDELITY E&P COMPANY 303 893-3133

8. ADDRESS OF OPERATOR 9. OPERATOR E-MAIL
2585 Heartland Drive, Sheridan, WY, 82801 marv.rygh@fidelityepco.com

10. MINERAL LEASE NUMBER 11. MINERAL OWNERSHIP 12. SURFACE OWNERSHIP
(FEDERAL,INDIAN,ORUA53E626

FEDERAL I INDIAN I STATE FEE FEDERAL INDIAN STATEI FEEl

13. NAME OF SURFACE OWNER (if box 12 = 'fee') 14. SURFACE OWNER PHONE (if box 12 = 'fee')

15. ADDRESS OF SURFACE OWNER (if box 12 = 'fee') 16. SURFACE OWNER E-MAIL (if box 12 = 'fee')

17. INDIAN ALLOTTEE OR TRIBE NAME 18. INTEND TO COMMINGLE PRODUCTION FROM 19. SLANT

(if box 12 = 'INDIAN') MULTIPLE FORMATIONS

YES (Submit Commingling Application) NO VERTICAL DIRECTIONAL HORIZONTAL I

20. LOCATION OF WELL FOOTAGES QTR-QTR SECTION TOWNSHIP RANGE MERIDIAN

LOCATION AT SURFACE 823 FNL 874 FEL NENE 7 26.0 S 20.0 E S

Top of Uppermost Producing Zone 823 FNL 874 FEL NENE 7 26.0 S 20.0 E S

At Total Depth 823 FNL 874 FEL NENE 7 26.0 S 20.0 E S

21. COUNTY 22. DISTANCE TO NEAREST LEASE LINE (Feet) 23. NUMBER OF ACRES IN DRILLING UNIT
GRAND 874 1951

25. DISTANCE TO NEAREST WELL IN SAME POOL 26. PROPOSED DEPTH
(Applied For Drilling or Completed) MD: 7950 TVD: 7950

0

27. ELEVATION - GROUND LEVEL 28. BOND NUMBER 29. SOURCE OF DRILLING WATER /
WATER RIGHTS APPROVAL NUMBER IF APPLICABLE

5960 CO1395 Municipal

Hole, Casing, and Cement Information

Hole Size Casing Size Length Weight Grade & Thread Max Mud Wt. Cement Sacks Yield Weight

26 20 0 - 60 94.0 J-55 ST&C 15.0 Class G 81 1.17 15.0

17.5 13.375 0 - 1500 54.5 J-55 ST&C 13.5 Type II 200 3.48 11.0

Type II 193 1.8 13.5

12.25 9.625 0 - 4344 40.0 HCN-80 LT&C 15.8 Halliburton Light , Type Unknown 296 2.16 12.5

Halliburton Premium , Type Unknown 255 1.23 15.8

8.75 7 0 - 7950 29.0 P-110 LT&C 16.5 Halliburton Premium , Type Unknown 420 1.3 16.5

ATTACHMENTS

VERIFY THE FOLLOWING ARE ATTACHED IN ACCORDANCE WITH THE UTAH OIL AND GAS CONSERVATION GENERAL RULES

WELL PLAT OR MAP PREPARED BY LICENSED SURVEYOR OR ENGINEER COMPLETE DRILLING PLAN

AFFIDAVIT OF STATUS OF SURFACE OWNER AGREEMENT (IF FEE SURFACE) FORM 5. IF OPERATOR IS OTHER THAN THE LEASE OWNER

DIRECTIONAL SURVEY PLAN (IF DIRECTIONALLY OR HORIZONTALLY TOPOGRAPHICAL MAP
DRILLED)

NAME Stephanie Masters TITLE Operations Tech PHONE 307 675-4924

SIGNATURE DATE 04/28/2011 EMAIL Stephanie.Masters@fidelityepco.com

API NUMBER ASSIGNED APPROVAL
43019500100000 I

Permit



API Well Number: 43019500100000

ONSHOREORDERNO.1 CONFlDENTIAL- TIGHTHOLE
FidelityExploration&ProductionCompany
CaneCreekUnit#7-1 Lease No.UTU-53626
823' FNLand874' FEL
NENESection7, T26S- R20E DRILLINGPROGRAM
GrandCounty,Utah Page 1

ONSHOREOIL&GASORDERNO.1
Approvalof Operationson Onshore

Federal and IndianOiland GasLeases

Allleaseand/orunitoperationswillbeconductedinsucha mannerthatfullcomplianceisrnadewithapplicable
laws,regulations(43CFR3100),OnshoreOilandGasOrderNo.1,andtheapprovedplanofoperations.The
operatorisfullyresponsiblefortheactionsofhissubcontractors.Acopyoftheseconditionswißbe fumished
the fieldrepresentativetoinsurecompliance.

1. ESTIMATEDTOPSOF ALLGEOLOGICGROlJPS,FORMATIONS,MEMBERScORONES

Theestimatedtopsofimporiantgeologicmarkersareas follows:

Formation Measured Depth Subsea

WingateSand Surface - - -

Chinie 344' +5,616'

Moenkopi 701' +5,259'

Cutler 1,183' +4,777'

HonakerTrail 2,230' +3,730'

Paradox 3,772' +2,188'

CaneCreekShale 7,685' -1,725'

T.D. 7,950' -1,990'

2. ESTIMATEDDEPTHANDTHICKNESSOFOIL,GAS,WATER&OTHERMINERALZONES

Theestimateddepths at whichthetopandbottomoftheanticipatedwater,oil,gas orothermineral
bearingformationsare expectedtobeencounteredareas follows:

Substance Formation Depth Thíckness

Brine Ca1 Saleek 37,966805 6600'
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Allfreshwaterandprospectivelyvaluablemineralsencounteredduringdrilling,willbe recordedby
depthand willbe cased and cemented.Whenpossible,water flowrates willbe measured and
sampleswillbetakenandanalyzedwiththeresultsbeingsubmittedtotheBLM.Alloilandgasshows
willbe testedtodeterminecommercialpotential.

3. SPECIFICATIONSFORBLOWOUTPREVENTIONEQUIPMENTANDDIVERTERSYSTEMS

FidelityExploration&ProductionCompany'sminimumspecificationsforpressurecontrolequipment
areas follows:

RamType: 10,000psiw.p.

BOPsystemswillbe consistentwithAPIRP53and0nshoreOilandGas0rder No.2. Pressure tests
ofthesurfacecasingandallBCPequipmentpotentiallysubjecttopressurewillbe conductedbefore
drillingthesurfacecasingshoe.Blowoutpreventercontrolswillbe installedpriortodrdlingthesurface
casingshoeandwillremaininuse untilthewelliscompletedorabandoned.Rampreventerswillbe
inspectedandoperatedeachtrip(nomorethanoncea dayisnecessary),andannularpreventerswill
be inspectedandoperatedweeklytoensuregoodmechanicalworkingorder.These inspectionsshall
be recordedinthedrillinglogandinthedailydrillingreport.

Ramtypepreventersandassociatedequipmentshallbe testedtoapprovedstackworkingpressure
if isolatedby test plugor to 70 percent of intemalyieldpressureof casing. Pressure shall be
maintainedforat least10minutesoruntilrequirementsoftestare met,whicheveris longer. Ifa test
plugis utilized,nobleed-offpressureisacceptable. Fora testnot utilizinga testplug,ifa declinein
pressureofmorethan10 percentin30 minutesoccurs,thetestshallbe consideredtohave failed.
Valveoncasingheadbelowtestplugshallbe open duringtestofBOPstack.

Annulartypepreventers(ifused)shaË\be testedto50 percentofratedworkingpressure.Pressure
shallbe maintainedat least 10minutesor untilprovisionsoftestaremet,whicheveris longer.

Valvesshallbe testedfromworkingpressuresideduringBOPEtestswithalldownstream valves
open.

Whentestingthekilllinevalve(s)thecheckvalveshallbe heldopenortheballremoved.

A BOPEpitleveldrillshallbeconductedweeklyforeach drilling
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TheBOPandrelatedequipmentshallmeettheminimumrequirementsofOnshoreOilandGas Order
No.2forequipmentand testingrequirements,procedures,etc., and individualcomponentsshallbe
operableas designed. Chartrecordersshallbe used forallpressuretests.

Pressure testsshallapplytoallrelatedwellcontrolequipment.

Allof theabove describedtestsand/ordrlilsshallbe recordedin thedrillinglog. Testcharts,with
individualtest results identified,shallbe rnaintainedon locationwhliedrillingand shallbe made
availabletoa BLMrepresentativeuponrequest.
Pressuretestsshallapplytoallrelatedwellcontrolequipment.

a. ThesizeandratingoftheBOPstack isshownontheattacheddiagram. Althougha righas
notbeenchosentodrillthiswell,rnostoftheequipmentforthisdepthofhole inthearea use
a T3 0,000psiworkingpressureblowoutpreventor.

b. Achokelineanda killlineare tobe properlyinstalled. The killline is _ng tobe used as a
l l-upline,

c. Theaccumulatorsystemshallhavea pressurecapacitytoprovideforrepeated operationof
hydraulicpreventers,

d. Drillstringsafetyvalve(s),tofitalltoolsinthedrillstring,are tobe maintainedon therigfloor
whiledrillingoperationsare inprogress.

4. PROPOSEDCASINGPROGRAM

a. Theproposedcasingand cementingprogramshallbe conductedas approvedto protect
and/orisolateallusablewater zones, potentiallyproductivezones,lost circulationzones,
abnormallypressuredzones, and any prospectivelyvaluable deposits of minerals.Any
isolatingmediumotherthancementshallreceiveapprovalpriortouse. Thecasingsetting
depthshallbecalculatedtopositionthecasingseatoppositea competentformationwhich
willcontainthe maximumpressureto whichit willbe exposed during normaldrilling
operations.Determinationofcasingsettingdepthshallbe basedon allrelevantfactors,
including;presencelabsenceof hydrocarbons;fracturegradients;usable waterzones;
formationpressures;lostcirculationzones;otherminerals;or otherunusualcharacteristics.
Allindicationsofusablewatershallbe reported.
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b. Casingcollarsshallhavea minimumclearanceof0.422inchesofalls des inthehole/casing
annulus,withrecognitionthatvariancescanbegrantedforjustifiedexceptions.

c. Allwaitingoncementtimesshallbe adequatetoachievea minimumof500psicompressive
strengthat thecasingshoe priortodrillingout

d. Allcasingexcepttheconductorcasing,shallbeneworreconditionedandtestedusedcasing
thatmeets or exceeds APIstandardsfornewcasing,

e. The surfacecasingshallbe cementedbacktosurfaceeitherduringtheprimarycementjob
orby remedialcementing.

f. Allindicationsofusablewatershallbe repodedtotheauthorízedofficerpriortorunningthe
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k. Theproposedcasingprogramwillbeas follows:

Purpose Depth HoleSize 0.D. Weight Grade Type New/Used

Conductor 0' -

603 26" 20" - - - - - - - - - New

Surface 0'-1,500' 17-1/2" 13-3/8" 54.5# J-55 ST&C New

Intermediate 0' - 4,344' 12-1/4" 9-5/8" 40# HCL-80 LT&C New

Production O'-7,950' 8-3/4" 7" 29# P-ii0 LT&C New

Popose Collapse Burst Tensile

Surface 1130 2730 514

Intermediate 4230 5750 837

Production 8530 11220 797

* Casingdesign subject tochange,pendingmaterialavailabilityand cost Ifmudweight
exceeds9.5 ppgon surfaceorintermediatehole,or 18.0ppgatTD casing designmaybe
aftered.Tackweldfloatshoetosurfacecasing.Strapweldfirstcasingjointand thebottom
ofthecollarofthesecondjointonsudaceandintermediatestringsofcasing. Cleanand drift
allstringsofcasingpriortorunning.Removeallthreadsealant(Kindex)priortorunning.
Unloadallcasingand tubingstringswitha forklift

PEl
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5. PROPOSEDCEMENTINGPROGRAM

a. The cementprogramwillbe as follows:

Surface TypeandAmount

TOC@Surface Lead: 200 sx SanJuan PRBll,3.48ft3/sk,11 ppg.
Tail: 193sx San JuanPRBll, 1.80ft3/sk,13.5ppg.

Intermediate Typeand Amount

TOC@Surface Lead; 296 sx HalliburtonLightPremium,0.8%HaladR-322(LowFluidLoss
Control),0.2°ÀWG-17(AdditiveMaterial),0.125 lbm/skPoly-E-Flake(Lost
CirculationAdditive),0.2%HR-5(Retarder),15%Salt,2.16ft3/sk,12.5ppg.
Tail:255 sx PremiumCement,94 lbm/skPremiumCement,0.6%HaladR-413

(LowFluidLossControl),0.3%SuperCBL(GasMigrationControl),0.45%HR-

5 (Retarder),418%Salt,0.3%D-AIR3000 (Defoamer),0.3%Versaset
(ThixotropicAdditive),1.23ft3/sk,15.8\bm/gaL

Production TypeandAmount

TOC@4,144' 440 sx PremiumCement,94 Ibm/skPremiumCement,15% Salt,0.6%
HaladR-413(LowFluidLossControl),0.2%HaladR-344(LowFluidLoss
Control),0.2%SuperCBL(Expander),0.4%D-AlR3000 (Defoamer),6%
WellLife665 (AdditiveMaterial),0.4%HR-5(Retarder),0.3%CFR-3
(Dispersant),15%HI-Dense#4 (HeavyWeightAdditive),1.30ft3/sk,16.5ppg.

* Surfacecementcalculatedwith100%excess.
Intermediatecementcalculatedwith25%excess.
Productioncementcalculatedwith25%excess.

b. Aftercementingbutbeforecommencinganytest,thecasingstringshallstandcementeduntil
thecementhas reacheda compressivestrengthofat least 500 psiat theshoe. WOCtime
shallbe recordedinthedriller'slog,

c. Thefollowingreportsshallbe filedwiththeDistrictManagerwithin30 days aftertheworkis
completed.

1. Progress reports,Form3160-5 (formerly9-331)"SundyNoticesand Reportson
Wells",mustincludecompleteinformation
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TOC@Surface Lead: 200 sx SanJuan PRBll,3.48ft3/sk,11 ppg.
Tail: 193sx San JuanPRBll, 1.80ft3/sk,13.5ppg.

Intermediate Typeand Amount

TOC@Surface Lead; 296 sx HalliburtonLightPremium,0.8%HaladR-322(LowFluidLoss
Control),0.2°ÀWG-17(AdditiveMaterial),0.125 lbm/skPoly-E-Flake(Lost
CirculationAdditive),0.2%HR-5(Retarder),15%Salt,2.16ft3/sk,12.5ppg.
Tail:255 sx PremiumCement,94 lbm/skPremiumCement,0.6%HaladR-413

(LowFluidLossControl),0.3%SuperCBL(GasMigrationControl),0.45%HR-

5 (Retarder),418%Salt,0.3%D-AIR3000 (Defoamer),0.3%Versaset
(ThixotropicAdditive),1.23ft3/sk,15.8\bm/gaL

Production TypeandAmount

TOC@4,144' 440 sx PremiumCement,94 Ibm/skPremiumCement,15% Salt,0.6%
HaladR-413(LowFluidLossControl),0.2%HaladR-344(LowFluidLoss
Control),0.2%SuperCBL(Expander),0.4%D-AlR3000 (Defoamer),6%
WellLife665 (AdditiveMaterial),0.4%HR-5(Retarder),0.3%CFR-3
(Dispersant),15%HI-Dense#4 (HeavyWeightAdditive),1.30ft3/sk,16.5ppg.

* Surfacecementcalculatedwith100%excess.
Intermediatecementcalculatedwith25%excess.
Productioncementcalculatedwith25%excess.

b. Aftercementingbutbeforecommencinganytest,thecasingstringshallstandcementeduntil
thecementhas reacheda compressivestrengthofat least 500 psiat theshoe. WOCtime
shallbe recordedinthedriller'slog,

c. Thefollowingreportsshallbe filedwiththeDistrictManagerwithin30 days aftertheworkis
completed.

1. Progress reports,Form3160-5 (formerly9-331)"SundyNoticesand Reportson
Wells",mustincludecompleteinformation
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a. Settingof each stringofcasing,showingthesize,grade,weightofcasing
set, holesize, settingdepth, amounts and typeofcementused, whether
cement circulatedor thetopof thecementbehind the casing, depth of
cementingtoolsused,casing testmethodand results,and the date work
was done. Showthespud date onthefirstreportssubmitted.

b. Temperatureor bond logsmustbesubmittedfor
eachwellwherethecasingcementwas not
circulatedtothesurface,

d. Auxiliaryequipmenttobe used isas follows:

1. Kellycock
2. Nobitfloatis deemed necessary.
3. Asubwitha fullopeningvave.

6. PROPOSEDCIRCULATINGMEDIUMORMEDIUMS

a. Theproposedcirculatingmediumstobe employedindrillingareas follows:

Interval MudTyge MudWt. Visc. F/L

O'- 1,500' AirMist - - - - - - -

1,500' - 4,344' AirMist/AeratedWater - - - - - - - - -

4,344' - 7,950' OilBasedMud 15.5-16.5ppg 50-55 5.0

Sufficientmudmaterialswillbe storedon locationtomaintainwellcontroland combatlost
circulationproblemsthatmightreasonablybe expected,

b. Duetopotentialforcontaminationofusablequalitywateraquifers,chromatesare banned
fromFederalleases.

c. HazardoussubstancesspecificallylistedbytheEPAas a hazardouswaste ordemonstrating
a characteristicof a hazardous waste willnotbe used in drilling,testingor completion
operations.
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7. PROPOSEDTESTING,LOGGING,ANDCORING

The anticipatedtypeandamountoftesting,loggingandcoringareas follows:

a. Nodrillstemtestsare anticipated. However,if DST'sare run,thefollowingrequirements
willbe adheredto:

Initialopeningof drillstemtesttoolsshallbe restrictedtodaylighthoursunless specific
approvaltostartduringotherhoursisobtainedfromtheauthorizedofficer.However,DST's
maybe allowedtocontinueatnightifthetestwasinitiatedduringdaylighthoursandtherate
of flowis stabilizedand ifadequate lightingis available(i.e.lightingwhichisadequatefor
visibilityandvapor-proofforsafe operations).Packerscan be reieased,buttrippingshallnot
beginbeforedaylight,unlesspriorapprovalisobtainedfromtheauthorizedoificer. Closed
chamberDSTsmaybe accomplishedday or night

A DSTthatflowstothe surfacewithevidenceofhydrocarbonsshallbe eitherreversedout
ofthetestingstringundercontrolledsurfaceconditions.Thiswouldinvolveprovidedsome
meansforreversecirculation.

Separationequipmentrequiredfortheanticipatedrecoveryshallbe properlyinstalledbefore
a test starts.

Allengineswithin100feetofthewellborethatarerequiredto 'run"duringthetestshallhave
sparkarrestersorwatercooledexhausts.

b. Theloggingprogramwillconsistofthefol[owing:AGR-SP-DIL-SFL-ML,GR-CALl-FOC/CNL,

Sonic(BHC)andMudLogtobe runfromSurfaceCasingto4,344'anda GR-SP-DIL-SFL-
ML,GR-CALIFDC/CNL,Sonic(Dipole),BoreholeImager(CBIL),andMudLogtobe runfrom
4,344'toTD.

c. Nocores are anticipated.

d. Whetherthewellis completedas a dryholeor as a producer,ILWellCompletionand
RecompletionReportandLog"(Form3160-4)willbe submittednot laterihan 30 days after
completionofthewelloraftercompletionofoperationsbeingperformed,inaccordancewith
43 CFR 3164. Twocopiesof all logs, coredescriptions,core analyses, well-testdata,
geologicsummaries,sampledescription,andallothersurveysordataobtainedandcompiled
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duringthedrilling,workover,and/orcompletionoperations,willbe filedwithform3160-4.

Samples(cuttings,fluids,and/orgases)willbe submittedwhenrequestedbytheauthorized
officer(AO)

e. The anticipatedcompletionprogramis as follows:

Perforatezonesof interestandplaceon production.

8. EXPECTEDBOTTOMHOLEPRESSURE

a. The expectedmaximumbottomhaiepressureis +/- 7000psi.

b. Nohydrogensuitidegas is anticipated,

c. As perOnshoreOrderNo.6, Ill,A,2.b.,if hydrogensulfideis presentthe"operatorshall
initiallytesttheH2Sconcentrationof the gas streamforeach wellor productionfacility..."
Submitthe results of thistestwithin30 days of filingForm3160-4,"WellCompletionor
RecompletionReportandLog".

9. OTHERINFORMATIONANDNOTIFICATIONREQUIREMENTS

a. Shouldthewellbe successfullycompletedforproduction,theAOwillbe notifiedwhenthe
wellisplacedina producingstatus.Suchnotificationwillbe sentbytelegramorotherwritten
communications,not later than5 days followingthedate on whichthewellis placedon
production.

b. Productiondata shall be reportedto the MMSpursuant to 30 CFR 216.5 usingform
MMS/3160.

c. Thedateonwhichproductioniscommencedorresumedwillbe construedforoilwellsas the
dateonwhichliquidhydrocarbonsare firstsoldorshippedfroma temporarystorage facility,
suchas a test tank,andforwhicha run ticketis requiredtobe generatedor, thedate on
whichliquidhydrocarbonsarefirstproducedintoa permanentstoragefacility,whicheverfirst
occurs;and,forgas wellsas thedate onwhichassociated liquidhydrocarbonsarefirst
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duringthedrilling,workover,and/orcompletionoperations,willbe filedwithform3160-4.

Samples(cuttings,fluids,and/orgases)willbe submittedwhenrequestedbytheauthorized
officer(AO)

e. The anticipatedcompletionprogramis as follows:
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8. EXPECTEDBOTTOMHOLEPRESSURE

a. The expectedmaximumbottomhaiepressureis +/- 7000psi.

b. Nohydrogensuitidegas is anticipated,

c. As perOnshoreOrderNo.6, Ill,A,2.b.,if hydrogensulfideis presentthe"operatorshall
initiallytesttheH2Sconcentrationof the gas streamforeach wellor productionfacility..."
Submitthe results of thistestwithin30 days of filingForm3160-4,"WellCompletionor
RecompletionReportandLog".

9. OTHERINFORMATIONANDNOTIFICATIONREQUIREMENTS
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or shippedfroma temporarystoragefacility,suchas a testtank,and forwhicha runticket
is requiredtobe generatedorthedateonwhichgas is firstmeasuredthroughpermanent
meteringfacilities,whicheverfirstoccurs.

d. PursuanttoNTL-4A,lesseesoroperatorsareauthorizedtovent/flaregasduringinitialwell
evaluationtests,not exceedinga periodof30 daysor theproductionof50 MMCFof gas,
whicheveroccursfirst. AnapplicationmustbefiledwiththeDistrictEngineerand approval
received,forany venting/flaringofgas beyondthe initlal30 dayor authorizedtest period.

e. Gas producedfromthiswellmaynotbe vented or flaredbeyondan initialauthorizedtest
periodof30 days or 50 MMCFfollowingitscompletion,whicheveroccursfirst,withoutthe
prlorwrittenapprovalof theAuthorizedOfficer.Shouldgas be vented or flaredwithout
approvalbeyondtheauthorizedtestperiod,theoperatormaybe directedtoshut-inthewell
untilthegas canbe capturedor theoperators_h_atbe_reire_dgornpensate thelessorfor
thatportionof thegasvented or flaredwithoutapprovalwhichisdeterminedtohave been
avoidablylost.

f. Aschernaticfacilitiesdiagramas requiredby43 CFR3162.7-2,3162.7-3and 3162.7-4shall
be submittedtotheappropriateDistrictOfficewithin30daysofinstallationorfirstproduction,
whicheveroccursfirst Allsite securityregulatËonsas specifiedin 43 DFR3162.7 and
OnshoreOrderNo.3 shallbeadheredto.Allproductlinesenteringand leavinghydrocarbon
storagetankswillbe effectivelysealedinaccordancewith43 CFR3162.7-4.

g. Section102(b)(3)of the Federal Oiland Gas RoyaltyManagementActof 1982, as
implementedbytheapplicableprovisionsoftheoperatingregulationsatTt\e43CFR3162.4-
1(c),requiresthat"notlaterthanthe5th businessday afteranywellbeginsproductionon
whichroyaltyis due anywhereon a lease siteor alocatedto a lease site, or resumes
productionin thecase ofa wellwhichhas beenoffproductionformorethan90 days, the
operatorshallnotifytheauthorizedofficerby letterorsundrynotice,Form3160-5,or orally
tobefollowedbya letterorsundrynotice,ofthedate onwhichsuch productionhas begun
orresumed."

Ifyoufailtocomplywiththisrequirementinthemannerandtimeallowed,youshallbe liable
fora civilpenaltyofupto$10,000perviolationforeachdaysuchviolationcontinues,notto
exceeda maximumof20 days. See Section109(c)(3)oftheFederalOiland Gas Royalty
ManagementActof1982andtheimplementingregulationsatTitle43CFR3162.4-1(b)(5)(ii).
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h. Drillingoperationsare plannedtocommenceuponapprovalofthisapplication,

i. Itis anticipatedthatthedrillingofthiswellwilltakeapproxirnately25 days,

j, Nolocationwillbe constructedormoved,nowellwillbeplugged,and nodrillingorworkover
equipmentwillbe removedfroma wellto be placedina suspended status withoutprior
approvalof the AO. Ifoperationsare tobe suspended,priorapprovalof theAO willbe
obtainedandnotificationgivenbeforeresumptionofoperations.

k. ImmediateReport:Spills,blowouts,fires,leaks,accidents,oranyotherunusualoccurrences
shallbepromptlyreportedin accordancewiththerequirementsofNTL-3Aor its revision.

l. Ifa replacementrigiscontemplatedforcompletionoperations,a "SundryNotice"Form3160-
5 tothateffectwillbe filed,forpriorapprovaloftheAO,andallconditionsofthisapproved
planareapplicableduringalloperationsconductedwiththereplacementrig,

m. PursuanttoOnshoreOrderNo.7, withtheapprovaloftheDistrictEngineer,producedwater
maybe temporarilydisposedof intounlinedpitsfora periodofupto90 days. Duringthe
periodso authorized,an applicationforapprovalofthepermanentdisposalmethod,along
withthe requiredwater analysis and other information,mustbe submittedto theDistrict
Engineer.

n. Nowellabandonmentoperationswillbecommencedwithoutthe priorapprovaloftheAO.
Inthecase ofnewlydrilleddryholesorfailures,and inemergencysituations,oralapproval
willbe obtainedfromtheSO. A"SubsequentReportofAbandonment"Form3160-5,willbe
filedwiththeAOwithin30daysfollowingcompletionofthewellforabandonment.Thisreport
willindicatewhereplugswereplacedandthe currentstatusofsurfacerestoration. Final
abandonmentwillnot be approveduntilthe surfacereclamationwork requiredby the
approvedAPDorapprovedabandonmentnoticehas been completedtothesatisfactionof
theAOorhisrepresentative.ortheappropriateSurfaceManagingAgency.
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BASIS OF ELEVATION
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API Well Number: 43019500100000

FIDELITY EXPLR. & PROD. CO.
CANE CREEK UNIT #7-1

LOCATED IN GRAND COUNTY, UTAH
SECTION 7, T26S, R20E, S.L.B.&M.

LOCATION STAKE '

PHOTO: VIEW FROM CORNER #5 TO LOCATION STAKE CAMERA ANGLE: SOUTHEASTERLY

PHOTO: VIEW FROM BEGINNING OF PROPOSED ACCESS CAMERA ANGLE: NORTHWESTERLY

Uintah Engineering & Land Surveying LOCATIONPHOTOs 10 3 1 07 moro
85 South 200 East Vernal, Utah 84078 410NTH DAY YEAR

435-789-1017 uels@uelsine.com TAKENBY:LK. DRAWNBY:C.C.
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823' FNLand 874' FEL
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ONSHOREOIL&GASORDERNO.1
Thirteen PointSurface UsePlan

Anonsiteinspectionofthesubjectwellwasconductedon Monday,November19,2007atapproximately
2:45p.m.Weatherconditionswereclear,coolandbreezy.Inattendanceat theonsite inspectionwere
thefollowingindividuals:

JeffBrown PET/NRS BLM- Monticello
BonnieCarson EnvironmentalEngineer SmilingLakeConsulting
ScottCarson Geologist Sm[lingLakeConsuËting
CharlieHarrison DirtContractor HarrisonOilfieldServices
Joe icenogle DirectorofEnv.Affairs FidelityE &P
MikeKeller EnvironmentalEngineer FidelËtyE&P
RandySmith FieldAssistant Permitcoinc,

1. EXISTINGROADS

a. The proposedwellsiteis locatedapproximately28.8 mileswest ofMoab,UT.

b. DirectionstotheiocationfromMoab,Utahareas follows:

ProceednorthwestonHighway163for11.2miles.Turnleftonto Highway313 and
proceedsouthwest14.5miles. Turnleftat theforkinthe roadand proceedsoutheast1.4
miles.Turnleftandproceedeast 0.2 miles.Turnleftontoan existing2-trackroadand
proceednortheast1.5milesuntilreachingtheproposedlocation,

c. Forlocationof access roads,see MapsA&B.

d, Improvementtotheexistingaccesswillnotbe necessarysince all roadsare maintained
bytheGrandCountyRoadDepartmentorUtahStateHighwaydepartment.

e. Allexistingroadswillbe maintainedandkeptingoodrepairduringalldrillingand
completionoperationsassociatedwiththiswell.
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f. Existingroadsandnewlyconstructedroads on surfaceunderthejurisdictionofany
SurfaceManagingAgencyshallbe maintainedinaccordancewiththestandardsofthe
SMA.

2. NEWORRECONSTRUCTEDACCESSROADS

a. Therewillbe 1.5milesofexisting2-trackroadtobe upgraded.Theroadwillbe
constructedinaccordancewithGoldBookstandards.

b. Theroadwillbe flat-bladed(minimaldisturbance)witha runningsurfaceof 14 feet.

c. The maximumgradeofthenewaccesswillbeapproximately3%.

d. Ten tumoutswillbe installedas shownon MapB. Tumoutswillbe constructed10'wide
by200' long.

e. Noculvertsor lowwatercrossingswillbe installed.

f. The proposedaccessroadwascenterlineflaggedat thetimeofstaking.

g. Surfacingofthepadandnewaccessmaybe necessary,dependingontheweather
conditionsat thetimeofdrilling.

h. Nogatesorcattleguardswillbe necessary.

i. Surfacedisturbanceandvehiculartravelwillbe limitedtotheapprovedlocationand
approvedaccessroute.Anyaddtionalareaneededwillbeapprovedbythe Field
Managerinadvance.

j. Ifatanytimethefacilitieslocatedonpubliclandsauihorizedbythetermsofthelease are
nolongerincludedinthelease(duetoa contractionintheunitorotherleaseorunit
boundarychange)theBLMwillprocessa change inauthorizationtotheappropriate
statute.The authorizationwillbe subiecttoappropriaterental,orotherfinancial
obligationsdeterminedbytheauthorizedofficer.

k. Noroad rightofwaywillbe
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3. LOCATIONOF EXISTINGWELLSWITHINA 1-MILERADIUSOFTHEPROPOSEDLOCATION

a. Waterwells- none

b. Injectionwells - none

c. Producingwells- none

d. Drillingwells- none

e. Shut Inwells- none

f. Abandonedwells- two

g. DnjHoles - none

4. LOCATIONOFEXISTINGAND/ORPROPOSEDPRODUCTIONFACILITIES

a. Productionfacilitieswillbe locatedon thewellpad. Allareas notneededforproduction
and work-overoperationswillbe reclaimed,Ifproductionis established,a production
facilitieslayoutwillbe submittedviasundrynotice.

b. Ifa pumpingunitis installed,itwillbe equippedw\tha noisereducingmuffler(similartoa
DP-60).

c. Allpermanentstructures(onsiteforsixmonthsor longer)constructedorinstalled
(includingoilwellpumpjacks)willbe painteda flat,nonreflectivecolortomatchthe
standardenvironmentalcolors,as determinedbytheRockyMountainFive-State
InteragencyCommittee.Allfacilitieswillbe paintedwithinsixmonthsof installation.
FacilitiesrequiredtocomplywiththeOccupationalSafetyandHealthAct(OSHA)maybe
excluded. Colorswillmatchtheadjacentvegetation.The actualcolorwillbe specifiedby
theBureauofLandManagement

d. Allsitesecurityguidelinesidentifiedin43 CFR3162.7-5andOnshoreOilandGasOrder
No.3shallbe followed:
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e. Ifa gasmeter runis constructed,itwillbe locatedwithin500 feetofthewellhead. The
gasflowlinewillbeburiedfromtheweliheadtothemeterandwillbeburieddownstreamof
themeteruntilit leavesthepad. Meterrunswillbe housed and/orfenced.The gas meter
shallbecalibratedpriortofirstsales andshallbe calibratedquarterlythereafter.Allgas
productionandmeasurementshallcomplywiththeprovisionof43 CFR3162.7-3,
OnshoreOrderNo.5 andAmericanGasAssociation(AGA)ReportNo.3.

f. The tankbattery willbe surroundedbya bermofsufficientcapacitytocontain1-1/2times
thestoragecapacityofthelargesttank.Allloadinglinesandvalveswillbe placedinside
thebermsurroundingthetankbattery.Alloilproductionandmeasurementshallconform
totheprovisionsof43 CFR3162.7-3andOnshoreOiiand Gas OrderNo.4.

g. Productionfacilitieson locationmayincludea linedorunlinedproducedwaterpitas
specifiedinOnshoreOrderNo.7. liwateris producedfromthewell,an OnshoreOrder
No.7 applicationmustbe submitted.

h. Anynecessarypitswillbe properlyfencedtopreventanywildlifeentnj.

i. Alloff-leasestorage,off-leasemeasurement,orcomminglingon-leaseoroff-leasewill
havepriorwrittenapprovalfromtheAuthorizedOfficer,

j. Allaccess roads willbe maintainedas necessarytopreventerosionandaccommodate
year-roundtraffic.

k. Theroadwillbe maintainedina safeuseablecondition.

5. LOCATIONANDTYPEOFWATERSUPPLY

a. Allwaterneededfordrillingpurposeswillbe obtainedfromthemunicipalwatersupplyin
Moab,Utah.

b. Waterwillbe hauledtolocationoverthe roadsmarkedonMapsAandB,

c. Nowaterwellistobe drilledonthislease.

d. The waterhaulerwillnotifytheappropriateauthoritiespriortoutilizingthemunicipalwater
source.
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6. CONSTRUCTIONMATERIALS

a. Pad constructionmaterialwillbe native(thatfoundinthewellpad).

b. Nativematerialfoundinthepad mayalsobe usedforroadupgrading.

c. The use ofmaterialsunderBLMJurisdictionwillconformwith43 CFR3610.2-3.

d. Noconstructionmaterialswillbe removedfromFederalland.

7. METHODSOFHANDLINGWASTE

a. AIIfluidscontainedwithinthereservepitwillbe allowedtoevaporateandthepliwillbe
backfilled.The reservepitwillbe linedwitha feltlinerunderneatha 24 milplasticliner.

b. Bumingwillnot be allowed.Alltrashwillbe containedina trashcage and itscontents
removedat theend of drillingoperationsand hauledtoan approveddisposalsight Trash
willbe hauledas necessary,butnotlaterthanat thecompletionofdrillingoperattons.

c. Anysaltsand/orchemicalswhicharean integralpartofthedrillingsystemwillbe
disposedofinthesame manneras thedrillingfluid.

d. Sewagewillbe placedina portablechemicaltoiletor holdingtankanddisposed ofin
accordancewithstate and countyregulations,

e. The producedfluids(otherthanwater)willbeproducedintoa testtankuntilsuch timeas
constructionofproductionfacilitiesis completed.Anyspillsofoil,gas salt waterorother
producedfluidswillbecleaned up and removed.

8. ANCILLARYFACILITIES

Therearenoairstrips,camps,orotherfacilitiesplannedduringthedrillingoftheproposedwell.
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9. WELLSITELAYOUT

a. See LocationLayoutandTypicalCrossSectionsfororientationof rig,crosssectionof drill
padandcutsandfi]Is.

b. Sixinchesoftopsoil(orthemaximumavailable)willbe salvagedduringconstructionand
reservedforuse in reclamation,

c. Anybrush/treeswillbe stockpiledseparatelyfromthetopsoil.

d, The locationofmudtanks;reservepit,trashcage; piperacks;livingfacilitiesand soil
stockpilesis shownontheTypicalRigLayout.

e, The flarepitwillbe locateda minimumof30 feet fromtheedge ofthe reservepitand a
minimumof100 feetfromthewellhead.

f. The reservepitwillbe fencedonthrees des with3 strandsofbarbedwireduringdrilling.
The foudhside willbe fenced uponrigrelease,

g. Anypitscontainingfluidwillbe fencedtopreventwildlifeentry.

h. Anyburiedpipelineswillbe seeded withthesameseedmixturetobe specifiedby the
BLM,

i. Allwells,whetherdrilling,producing,suspended,or abandoned,willbe identifiedin
accordancewith43 CFR3162.6

10. PLANSFORSURFACERECLAMATION

a. Immediatelyuponcompletionofdrilling,allequipmentthatis notnecessary forproduction
shallbe removed.

b. The reservepitwillbeallowedtodryand willthenbe backfilled.

c. Immediatelyuponwellcompletion,thelocationand surroundingareawillbe clearedof all
unused tubing,equipment,debris,materials,trashand junknotrequiredforproduction,

d. Seedingwillbe done inthefallas requiredbytheBLM. , e,
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e. The abandonmentmarkerwillbeat least fourfeetabovegroundlevelandwillbe inscribed
withthefollowing:operatorname,lease number,wellnameandsurveyeddescription
(township,range,sectionand eitherquarter-quarterorfootages).

f. Atsuchtimeas thewellispluggedand abandoned, theoperatorshallsubmita
subsequentreportofabandonment.

11. SURFACEOWNERSHIP

Access Roads - AliaccessroadsaremaintainedbytheBLMortheCountyRoad
Department

Wellpad - Thewellpadis locatedonBureauofLandManagement.

12. OTHERINFORMATION

a. AClassIllarcheologicalhas been conductedbySWCA.Acopyofthisreporthas been
submittedto theBLMdirectlybySWCA.

b. Theoperatoris responsibleforinformingallpersonsintheareaswhoareassociatedwith
thisprojectthattheywillbe subjecttoprosecutionforknowinglydisturbinghistoricor
archaeologicalsites,orforcollectingartifacts.Ifhstoricorarchaeologicalmaterialsare
uncoveredduringconstruction,theoperatoris toimmediatelystopworkthatmightfurther
disturbsuch materials,andcontacttheauthorizedofficer(AO).Withinfiveworkingdays
theAOwillinformtheoperatoras to:

-whether thematerialsappear eligiblefortheNationalRegisterof HistoricPlaces;

-the mitigationmeasures theoperatorwillikelyhavetoundertakebeforethesitecanbe
used(assuminginsitupreservationis notnecessary);and

-a timeframefortheAOtocompleteandexpeditedreviewunder36 CFR800.11to
confirm,throughtheStateHistoricPreservationOfficer,thatthefíndingsoftheAOare
correctand thatmitigationisappropriate.
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Iftheoperatorwishes,at any time,to relocateactivitiestoavoidtheexpense ofmitigation
and/orthedelaysassociatedwiththisprocess,theAOwillassumeresponsibilityfor
whateverrecordationandstabilizationoftheexposedmaterialsmaybe required.
Otherwise,theoperatorwillbe responsibleformitigationcosts. TheAOwillprovide
technicalandproceduralguidelinesfortheconductof mitigation.Uponverificationfrom
theAOthatrequiredmitigationhas been completed,theoperatorwillthenbeallowedto
resumeconstruction.

c. Alllease and/orunitoperationswillbe conductedinsucha mannerthatfullcomplianceis
madewithallapplicablelaws,regulations,OnshoreOilandGasOrders,theapproved
planofoperations,andanyapplicableNoticetoLessees. The operatorisfully
responsiblefortheactionsofhissubcontractors.Acopyoftheseconditionswillbe
fumishedthefieldrepresentativetoinsurecompliance.

d. AcompletecopyoftheapprovedAPDshallbeon locationduringconstructionof the
locationand drilingactivities.

e. Therewillbe nodeviationfromtheproposeddrillingand/orworkoverprogramwithout
priorapprovalfromtheAO.Safedrillingand operatingpracticesmustbe observed.All
wells,whetherdrilling,producing,suspended,or abandonedwillbe identifiedin
accordancewith43 CFR3162.h.

f. "SundryNoticeand ReportonWells"(Frorn3160-5)willbefiledforapprovalforall
changes of plansand otheroperationsinaccordancewith43 CFR3162.3-2.

g. Thispermitwillbevalidfora periodoftwoyearsfromthedateofapproval.Anextension
periodmaybegranted,ifrequested,priortotheexpirationoftheoriginalapprovalperiod.

h. TheoperatororhiscontractorshallcontacttheBLMOfficesat435/259-611148 hours
priortoconstructionactivities.

AGENTANDOPERATOR'SCONTACTINFORMATION

Drilling&ComoletionMatters
FidelityExploration&ProductionCompany
1700Lincoln,Suite2800
Denver,CO80202
HarveyDunham
720/966-5769(Office) ed 4,
303/893-1964(Fax)
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FIDELITY
Exploration&ProductionCompany

5/3/2011

Division of Oil, Gas & Mining
1594 W. N. Temple STE 1210
Salt Lake City, UT84114-5801

RE:Cane Creek Unit #7-1
Lease UTU-53626
823' FNL874' FEL
NENESec 7, T26S, R20E
Grand County, Utah

Dear Diana:

Please note that this location was staked at a non-standard spacing in accordance with the rules and
regulations of the Utah Division of Oil Gas and Mining. This was done for geological considerations.
Please also note that Fidelity Exploration and Production Company is the only working interest owner
within a 460 foot radius. Therefore, request your administrative approval of this exception to spacing.

If you should need additional information, please don't hesitate to contact me.

Thank you,

Ste nie Masters
Operations Technician Ill
Fidelity Exploration and Production Company
Sheridan, Wyoming 82801
307-675-4924

2585 Heartland Drive
Sheridan, WY82801

Phone: 307.672.7111
Fax:307.673.6850

An MDUResources Group,Inc
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regulations of the Utah Division of Oil Gas and Mining. This was done for geological considerations.
Please also note that Fidelity Exploration and Production Company is the only working interest owner
within a 460 foot radius. Therefore, request your administrative approval of this exception to spacing.

If you should need additional information, please don't hesitate to contact me.

Thank you,

Ste nie Masters
Operations Technician Ill
Fidelity Exploration and Production Company
Sheridan, Wyoming 82801
307-675-4924

2585 Heartland Drive
Sheridan, WY82801

Phone: 307.672.7111
Fax:307.673.6850

An MDUResources Group,Inc
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 United States Department of the Interior 
 
 BUREAU OF LAND MANAGEMENT 
 Utah State Office 
 P.O. Box 45155 
 Salt Lake City, Utah 84145-0155 
 
IN REPLY REFER TO: 
3160 
(UT-922) 
       April 29, 2011 
 
Memorandum 
 
To:     Assistant Field Office Manager Resources, Moab District 
 
From:    Michael Coulthard, Petroleum Engineer 
 
Subject: 2011 Plan of Development Cane Creek Unit, 

Grand and San Juan Counties, Utah. 
 
 
Pursuant to email between Diana Whitney, Division of Oil, Gas and 
Mining, and Mickey Coulthard, Utah State Office, Bureau of Land 
Management, the following well is planned for calendar year 2011 
within the Cane Creek Unit, Grand and San Juan Counties, Utah. 
 
API #                                 WELL NAME                                                          LOCATION 
 
(Proposed PZ Cane Creek Shale) 
 
43-019-50010 Cane Creek Unit 7-1 Sec 07 T26S R20E 0823 FNL 0874 FEL 
 
This well is currently pending approval by the BLM.  The well is 
currently being permitted under API number 43-019-31591 (please 
refer to the 2008 Plan of Development for more details).  
 
 
This office has no objection to permitting the well at this time. 
 
 
 
 
 
 
       
 
 
 
 
bcc: File – Cane Creek Unit 
 Division of Oil Gas and Mining 
 Central Files 
 Agr. Sec. Chron 
 Fluid Chron 
 
MCoulthard:mc:4-29-11  

Division of Oil Gas and Mining

Michael L. 
Coulthard

Digitally signed by Michael L. Coulthard 
DN: cn=Michael L. Coulthard, o=Bureau of Land 
Management, ou=Branch of Minerals, 
email=Michael_Coulthard@blm.gov, c=US 
Date: 2011.04.29 14:25:28 -06'00'
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Utah State Office

P.O. Box 45155
Salt Lake City, Utah 84145-0155
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WORKSHEET
APPLICATION FOR PERMIT TO DRILL

APD RECEIVED: 4/28/2011 API NO. ASSIGNED: 43019500100000

WELL NAME: Cane Creek Unit 7-1   

OPERATOR: FIDELITY E&P COMPANY (N3155) PHONE NUMBER: 307 675-4924

CONTACT: Stephanie Masters   

PROPOSED LOCATION: NENE 07 260S 200E Permit Tech Review:

SURFACE: 0823 FNL 0874 FEL Engineering Review:

BOTTOM: 0823 FNL 0874 FEL Geology Review:

COUNTY: GRAND 

LATITUDE: 38.56077 LONGITUDE: -109.74829

UTM SURF EASTINGS: 609059.00 NORTHINGS: 4268573.00

FIELD NAME: BIG FLAT   

LEASE TYPE: 1 - Federal   

LEASE NUMBER: UTU-53626             PROPOSED PRODUCING FORMATION(S): CANE CREEK 

SURFACE OWNER: 1 - Federal COALBED METHANE: NO

RECEIVED AND/OR REVIEWED: LOCATION AND SITING:

PLAT R649-2-3.

Bond: FEDERAL - CO1395      Unit:  CANE CREEK 

Potash R649-3-2. General
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Water Permit: Municipal           Board Cause No:  R649-3-3
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Fee Surface Agreement           Siting:  

Intent to Commingle R649-3-11. Directional Drill

 Commingling Approved  

Comments:          Presite Completed
                  

Stipulations:         1 - Exception Location - bhill
                             4 - Federal Approval - dmason
                             23 - Spacing - dmason
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Permit To Drill

******************
Well Name:  Cane Creek Unit 7-1

API Well Number:  43019500100000

Lease Number:  UTU-53626

Surface Owner:   FEDERAL 

Approval Date:  5/4/2011

Issued to:
FIDELITY E&P COMPANY, 2585 Heartland Drive, Sheridan, WY 82801

Authority:
Pursuant to Utah Code Ann. §40-6-1 et seq., and Utah Administrative Code R649-3-1 et seq., the
Utah Division of Oil, Gas and Mining issues conditions of approval, and permit to drill the listed
well. This permit is issued in accordance with the requirements of R649-3-3. The expected producing
formation or pool is the CANE CREEK Formation(s), completion into any other zones will require
filing a Sundry Notice (Form 9). Completion and commingling of more than one pool will require
approval in accordance with R649-3-22.

Duration:
This approval shall expire one year from the above date unless substantial and continuous operation
is underway, or a request for extension is made prior to the expiration date

Exception Location:
Appropriate information has been submitted to DOGM and administrative approval of the requested
exception location is hereby granted. 

General:
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas Conservation
General Rules, and the applicable terms and provisions of the approved Application for permit to drill.

Conditions of Approval:
State approval of this well does not supercede the required federal approval, which must be obtained
prior to drilling. 

This proposed well is located in an area for which drilling units (well spacing patterns) have not been
established through an order of the Board of Oil, Gas and Mining (the “Board”). In order to avoid the
possibility of waste or injury to correlative rights, the operator is requested, once the well has been
drilled, completed, and has produced, to analyze geological and engineering data generated
therefrom, as well as any similar data from surrounding areas if available. As soon as is practicable
after completion of its analysis, and if the analysis suggests an area larger than the quarter-quarter
section upon which the well is located is being drained, the operator is requested to seek an
appropriate order from the Board establishing drilling and spacing units in conformance with such
analysis by filing a Request for Agency Action with the Board. 

API Well No: 43019500100000API Well No: 43019500100000

State of Utah
DEPARTMENT OF NATURAL RESOURCES

-/ MICHAEL R. STYLER

GAR . H BE RT
Exoutim Drotor

comrmr Division of Oil, Gas and Mining
GREGORY S. BELL JOHN R. BAZA
Lieuterant Gowrær Busion Director

Permit To Drill
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Well Name: Cane Creek Unit 7-1
API Well Number: 43019500100000

Lease Number: UTU-53626
Surface Owner: FEDERAL
Approval Date: 5/4/2011

Issued to:
FIDELITY E&P COMPANY, 2585 Heartland Drive, Sheridan, WY 82801

Authority:
Pursuant to Utah Code Ann. §40-6-1et seq., and Utah Administrative Code R649-3-1 et seq., the
Utah Division of Oil, Gas and Mining issues conditions of approval, and permit to drill the listed
well. This permit is issued in accordance with the requirements of R649-3-3. The expected producing
formation or pool is the CANE CREEK Formation(s), completion into any other zones will require
filing a Sundry Notice (Form 9). Completion and commingling of more than one pool will require
approval in accordance with R649-3-22.

Duration:
This approval shall expire one year from the above date unless substantial and continuous operation
is underway, or a request for extension is made prior to the expiration date

Exception Location:
Appropriate information has been submitted to DOGM and administrative approval of the requested
exception location is hereby granted.

General:
Compliance with the requirements of Utah Admin. R. 649-1 et seq., the Oil and Gas Conservation
General Rules, and the applicable terms and provisions of the approved Application for permit to drill.

Conditions of Approval:
State approval of this well does not supercede the required federal approval, which must be obtained
prior to drilling.

This proposed well is located in an area for which drilling units (well spacing patterns) have not been
established through an order of the Board of Oil, Gas and Mining (the "Board"). In order to avoid the
possibility of waste or injury to correlative rights, the operator is requested, once the well has been
drilled, completed, and has produced, to analyze geological and engineering data generated
therefrom, as well as any similar data from surrounding areas if available. As soon as is practicable
after completion of its analysis, and if the analysis suggests an area larger than the quarter-quarter
section upon which the well is located is being drained, the operator is requested to seek an
appropriate order from the Board establishing drilling and spacing units in conformance with such
analysis by filing a Request for Agency Action with the
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Notification Requirements:
The operator is required to notify the Division of Oil, Gas and Mining of the following actions during
drilling of this well:
   • Within 24 hours following the spudding of the well – contact Carol Daniels at 801-538-5284
     (please leave a voicemail message if not available)
     OR
     submit an electronic sundry notice (pre-registration required) via the Utah Oil & Gas website
     at http://oilgas.ogm.utah.gov

Reporting Requirements:
All reports, forms and submittals as required by the Utah Oil and Gas Conservation General Rules
will be promptly filed with the Division of Oil, Gas and Mining, including but not limited to:
   • Entity Action Form (Form 6) – due within 5 days of spudding the well
   • Monthly Status Report (Form 9) – due by 5th day of the following calendar month
   • Requests to Change Plans (Form 9) – due prior to implementation
   • Written Notice of Emergency Changes (Form 9) – due within 5 days
   • Notice of Operations Suspension or Resumption (Form 9) – due prior to implementation
   • Report of Water Encountered (Form 7) – due within 30 days after completion
   • Well Completion Report (Form 8) – due within 30 days after completion or plugging

Approved By:

For John Rogers
Associate Director, Oil & Gas 
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• Written Notice of Emergency Changes (Form 9) - due within 5 days
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• Report of Water Encountered (Form 7) - due within 30 days after completion
• Well Completion Report (Form 8) - due within 30 days after completion or plugging
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Associate Director, Oil &
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RECEIVED: Apr. 19, 2012

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-53626 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK UNIT 7-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500100000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0823 FNL 0874 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENE Section: 07 Township: 26.0S Range: 20.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

5 /4 /2012

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Fidelity would like to request an APD extension on the referenced well. 

NAME (PLEASE PRINT) PHONE NUMBER 
 Stephanie Masters 307 675-4924

TITLE
 Operations Tech

SIGNATURE
 N/A

DATE
 4 /19 /2012

May 07, 2012

Sundry Number: 24939 API Well Number: 43019500100000Sundry Number: 24939 API Well Number: 43019500100000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 7-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500100000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0823 FNL 0874 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 07 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

5/4/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENTREPORT DEEPEN FRACTURETREAT NEWCONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity would like to request an APD extension on the referenced well. Approved by the
Utah Division of

OFI, Gas and Mining

Date: May 07, 2012

By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 4/19/2012

RECEIVED: Apr. 19,

Sundry Number: 24939 API Well Number: 43019500100000
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RECEIVED: Apr. 19,



RECEIVED: Apr. 19, 2012

  

The Utah Division of Oil, Gas, and Mining

- State of Utah
- Department of Natural Resources

Electronic Permitting System - Sundry Notices

Request for Permit Extension Validation Well Number 43019500100000
 

API:  43019500100000
Well Name:  CANE CREEK UNIT 7-1 

Location:  0823 FNL 0874 FEL QTR NENE SEC 07 TWNP 260S RNG 200E MER S
Company Permit Issued to:  FIDELITY E&P COMPANY

Date Original Permit Issued:  5 /4 /2011

The undersigned as owner with legal rights to drill on the property as permitted above, hereby verifies that the
information as submitted in the previously approved application to drill, remains valid and does not require revision.
Following is a checklist of some items related to the application, which should be verified.

If located on private land, has the ownership changed, if so, has the surface agreement been updated?  
 Yes      No

Have any wells been drilled in the vicinity of the proposed well which would affect the spacing or siting
requirements for this location?     Yes      No

Has there been any unit or other agreements put in place that could affect the permitting or operation of this
proposed well?     Yes      No

Have there been any changes to the access route including ownership, or rightof- way, which could affect the
proposed location?     Yes      No

Has the approved source of water for drilling changed?     Yes      No

Have there been any physical changes to the surface location or access route which will require a change in
plans from what was discussed at the onsite evaluation?     Yes      No

Is bonding still in place, which covers this proposed well?     Yes      No

        
Signature:  Stephanie Masters Date: 4 /19 /2012

Title:  Operations Tech Representing: FIDELITY E&P COMPANY

Sundry Number: 24939 API Well Number: 43019500100000Sundry Number: 24939 API Well Number: 43019500100000

UTAH

DNR The Utah Division of Oil, Gas, and Mining
'

- State of Utah
- Department of Natural Resources
Electronic Permitting System - Sundry Notices

OTI. EMI Pr N1NTrie

Request for Permit Extension Validation Well Number 43019500100000

API: 43019500100000
Well Name: CANE CREEK UNIT 7-1

Location: 0823 FNL 0874 FEL QTR NENE SEC 07 TWNP 260S RNG 200E MER S
Company Permit Issued to: FIDELITYE&P COMPANY

Date Original Permit Issued: 5/4/2011

The undersigned as owner with legal rights to drill on the property as permitted above, hereby verifies that the
information as submitted in the previously approved application to drill, remains valid and does not require revision.
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• Have any wells been drilled in the vicinity of the proposed well which would affect the spacing or siting
requirements for this location? O Yes No

• Has there been any unit or other agreements put in place that could affect the permitting or operation of this
proposed well? (_) Yes No

• Have there been any changes to the access route including ownership, or rightof- way, which could affect the
proposed location? O Yes i No

· Has the approved source of water for drilling changed? O Yes No

• Have there been any physical changes to the surface location or access route which will require a change in
plans from what was discussed at the onsite evaluation? Yes No

' Is bonding still in place, which covers this proposed well? Yes No

Signature: Stephanie Masters Date: 4/19/2012
Title: Operations Tech Representing: FIDELITYE&P COMPANY

RECEIVED: Apr. 19,
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DNR The Utah Division of Oil, Gas, and Mining
'
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OTI. EMI Pr N1NTrie
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Sundry Number: 24939 API Well Number: 43019500100000

UTAH

DNR The Utah Division of Oil, Gas, and Mining
'

- State of Utah
- Department of Natural Resources

Electronic Permitting System - Sundry Notices
OTI. EMI Pr N1NTrie

Request for Permit Extension Validation Well Number 43019500100000

API: 43019500100000
Well Name: CANE CREEK UNIT 7-1

Location: 0823 FNL 0874 FEL QTR NENE SEC 07 TWNP 260S RNG 200E MER S
Company Permit Issued to: FIDELITYE&P COMPANY

Date Original Permit Issued: 5/4/2011

The undersigned as owner with legal rights to drill on the property as permitted above, hereby verifies that the
information as submitted in the previously approved application to drill, remains valid and does not require revision.
Following is a checklist of some items related to the application, which should be verified.

* If located on private land, has the ownership changed, if so, has the surface agreement been updated? O
Yes No

• Have any wells been drilled in the vicinity of the proposed well which would affect the spacing or siting
requirements for this location? O Yes No

• Has there been any unit or other agreements put in place that could affect the permitting or operation of this
proposed well? (_) Yes No

• Have there been any changes to the access route including ownership, or rightof- way, which could affect the
proposed location? O Yes i No

· Has the approved source of water for drilling changed? O Yes No

• Have there been any physical changes to the surface location or access route which will require a change in
plans from what was discussed at the onsite evaluation? Yes No

' Is bonding still in place, which covers this proposed well? Yes No

Signature: Stephanie Masters Date: 4/19/2012
Title: Operations Tech Representing: FIDELITYE&P COMPANY

RECEIVED: Apr. 19,

Sundry Number: 24939 API Well Number: 43019500100000

UTAH

DNR The Utah Division of Oil, Gas, and Mining
'

- State of Utah
- Department of Natural Resources

Electronic Permitting System - Sundry Notices
OTI. EMI Pr N1NTrie

Request for Permit Extension Validation Well Number 43019500100000

API: 43019500100000
Well Name: CANE CREEK UNIT 7-1

Location: 0823 FNL 0874 FEL QTR NENE SEC 07 TWNP 260S RNG 200E MER S
Company Permit Issued to: FIDELITYE&P COMPANY

Date Original Permit Issued: 5/4/2011

The undersigned as owner with legal rights to drill on the property as permitted above, hereby verifies that the
information as submitted in the previously approved application to drill, remains valid and does not require revision.
Following is a checklist of some items related to the application, which should be verified.

* If located on private land, has the ownership changed, if so, has the surface agreement been updated? O
Yes No

• Have any wells been drilled in the vicinity of the proposed well which would affect the spacing or siting
requirements for this location? O Yes No

• Has there been any unit or other agreements put in place that could affect the permitting or operation of this
proposed well? (_) Yes No

• Have there been any changes to the access route including ownership, or rightof- way, which could affect the
proposed location? O Yes i No

· Has the approved source of water for drilling changed? O Yes No

• Have there been any physical changes to the surface location or access route which will require a change in
plans from what was discussed at the onsite evaluation? Yes No

' Is bonding still in place, which covers this proposed well? Yes No

Signature: Stephanie Masters Date: 4/19/2012
Title: Operations Tech Representing: FIDELITYE&P COMPANY

RECEIVED: Apr. 19,



RECEIVED: Apr. 19, 2012

Sundry Number: 24939 API Well Number: 43019500100000Sundry Number: 24939 API Well Number:Sundry Number: 24939 API Well Number:Sundry Number: 24939 API Well Number:Sundry Number: 24939 API Well Number:Sundry Number: 24939 API Well Number:



RECEIVED: Jun. 07, 2012

                           FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-53626 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK UNIT 7-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500100000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0823 FNL 0874 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENE Section: 07 Township: 26.0S Range: 20.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

6 /7 /2012

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Fidelity hereby request permission to change the surface casing as
previously planned. Fidelity would like to set approximately 743'

(Moenkopi is projected at 693') of 13-3/8", 68#, BTC surface casing.
Fidelity feels that this will enhance the probability of obtaining a better

cement job, yet still allowing isolation of the Shinarump formation. 

NAME (PLEASE PRINT) PHONE NUMBER 
 Stephanie Masters 307 675-4924

TITLE
 Operations Tech

SIGNATURE
 N/A

DATE
 6 /7 /2012

July 10, 2012

Sundry Number: 26603 API Well Number: 43019500100000Sundry Number: 26603 API Well Number: 43019500100000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 7-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500100000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0823 FNL 0874 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 07 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

6/7/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity hereby request permission to change the surface casing as Accepted by the
previously planned. Fidelity would like to set approximately 743' utah Division of

(Moenkopi is projected at 693') of 13-3/8", 68#, BTC surface casing. Oil, Gas and Mining

Fidelity feels that this will enhance the probability of obtaining a better Date: July 10, 2012
cement job, yet still allowing isolation of the Shinarump formation.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 6/7/2012

RECEIVED: Jun. 07,

Sundry Number: 26603 API Well Number: 43019500100000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 7-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500100000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0823 FNL 0874 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 07 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

6/7/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity hereby request permission to change the surface casing as Accepted by the
previously planned. Fidelity would like to set approximately 743' utah Division of

(Moenkopi is projected at 693') of 13-3/8", 68#, BTC surface casing. Oil, Gas and Mining

Fidelity feels that this will enhance the probability of obtaining a better Date: July 10, 2012
cement job, yet still allowing isolation of the Shinarump formation.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 6/7/2012

RECEIVED: Jun. 07,

Sundry Number: 26603 API Well Number: 43019500100000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 7-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500100000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0823 FNL 0874 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 07 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

6/7/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity hereby request permission to change the surface casing as Accepted by the
previously planned. Fidelity would like to set approximately 743' utah Division of

(Moenkopi is projected at 693') of 13-3/8", 68#, BTC surface casing. Oil, Gas and Mining

Fidelity feels that this will enhance the probability of obtaining a better Date: July 10, 2012
cement job, yet still allowing isolation of the Shinarump formation.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 6/7/2012

RECEIVED: Jun. 07,

Sundry Number: 26603 API Well Number: 43019500100000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 7-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500100000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0823 FNL 0874 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 07 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

6/7/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity hereby request permission to change the surface casing as Accepted by the
previously planned. Fidelity would like to set approximately 743' utah Division of

(Moenkopi is projected at 693') of 13-3/8", 68#, BTC surface casing. Oil, Gas and Mining

Fidelity feels that this will enhance the probability of obtaining a better Date: July 10, 2012
cement job, yet still allowing isolation of the Shinarump formation.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 6/7/2012

RECEIVED: Jun. 07,

Sundry Number: 26603 API Well Number: 43019500100000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 7-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500100000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0823 FNL 0874 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 07 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

6/7/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity hereby request permission to change the surface casing as Accepted by the
previously planned. Fidelity would like to set approximately 743' utah Division of

(Moenkopi is projected at 693') of 13-3/8", 68#, BTC surface casing. Oil, Gas and Mining

Fidelity feels that this will enhance the probability of obtaining a better Date: July 10, 2012
cement job, yet still allowing isolation of the Shinarump formation.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 6/7/2012

RECEIVED: Jun. 07,



RECEIVED: Jul. 11, 2012

                           FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-53626 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK UNIT 7-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500100000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0823 FNL 0874 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENE Section: 07 Township: 26.0S Range: 20.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

7 /11 /2012

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Fidelity request to change the previous planned bop, Fidelity would like
to run the Cameron 13-5/8" 10 M MBS system (Multi bowel system). As

a result Fidelity would like to use an 13-5/8" X 10000 psi WP for all
hole segments. Please see attached diagram.

NAME (PLEASE PRINT) PHONE NUMBER 
 Stephanie Masters 307 675-4924

TITLE
 Operations Tech

SIGNATURE
 N/A

DATE
 7 /11 /2012

July 12, 2012

Sundry Number: 27708 API Well Number: 43019500100000Sundry Number: 27708 API Well Number: 43019500100000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 7-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500100000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
2585 Heartland Drive , Sheridan, WY, 82801 8543 303 893-3133 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0823 FNL 0874 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 07 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

7/11/2012
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity request to change the previous planned bop, Fidelity would like Accepted by the
to run the Cameron 13-5/8" 10 M MBS system (Multi bowel system). As utah Division of

a result Fidelity would like to use an 13-5/8" X 10000 psi WP for all Oil, Gas and Mining

hole segments. Please see attached diagram. Date: July 12, 2012

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Stephanie Masters 307 675-4924 Operations Tech

SIGNATURE DATE
N/A 7/11/2012

RECEIVED: Jul. 11,

Sundry Number: 27708 API Well Number: 43019500100000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
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current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK
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RECEIVED: Feb. 26, 2013

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-53626 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK UNIT 7-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500100000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0823 FNL 0874 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENE Section: 07 Township: 26.0S Range: 20.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

2 /21 /2013

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Fidelity Exploration and Production Company spud the Cane Creek Unit
7-1 well on 2/21/2013. Set 80' of 20" 52.78# conductor pipe and

cemented with 11 cu yards Redi Mix.

NAME (PLEASE PRINT) PHONE NUMBER 
 Joy Gardner 720 956-5763

TITLE
 Sr. Engineering Tech

SIGNATURE
 N/A

DATE
 2 /26 /2013

February 26, 2013

Sundry Number: 34998 API Well Number: 43019500100000Sundry Number: 34998 API Well Number: 43019500100000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 7-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500100000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0823 FNL 0874 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 07 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

2 /2 1/2 0 13 REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity Exploration and Production Company spud the Cane Creek Unit Accepted by the7-1 well on 2/21/2013. Set 80' of 20" 52.78# conductor pipe and Utah Division of
cemented with 11 cu yards Redi Mix. Oil, Gas and Mining

FOR RECORD ONLY
February 26, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 2/26/2013

RECEIVED: Feb. 26,

Sundry Number: 34998 API Well Number: 43019500100000
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QtrlQtr: NENE Section: 07 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
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Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE
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OPERATOR CHANGE PLUG AND ABANDON PLUG BACK
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Date of Spud:
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TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity Exploration and Production Company spud the Cane Creek Unit Accepted by the7-1 well on 2/21/2013. Set 80' of 20" 52.78# conductor pipe and Utah Division of
cemented with 11 cu yards Redi Mix. Oil, Gas and Mining

FOR RECORD ONLY
February 26, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 2/26/2013

RECEIVED: Feb. 26,

Sundry Number: 34998 API Well Number: 43019500100000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 7-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500100000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0823 FNL 0874 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 07 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

2 /2 1/2 0 13 REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity Exploration and Production Company spud the Cane Creek Unit Accepted by the7-1 well on 2/21/2013. Set 80' of 20" 52.78# conductor pipe and Utah Division of
cemented with 11 cu yards Redi Mix. Oil, Gas and Mining

FOR RECORD ONLY
February 26, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 2/26/2013

RECEIVED: Feb. 26,

Sundry Number: 34998 API Well Number: 43019500100000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 7-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500100000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0823 FNL 0874 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 07 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

2 /2 1/2 0 13 REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity Exploration and Production Company spud the Cane Creek Unit Accepted by the7-1 well on 2/21/2013. Set 80' of 20" 52.78# conductor pipe and Utah Division of
cemented with 11 cu yards Redi Mix. Oil, Gas and Mining

FOR RECORD ONLY
February 26, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 2/26/2013

RECEIVED: Feb. 26,

Sundry Number: 34998 API Well Number: 43019500100000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 7-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500100000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0823 FNL 0874 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 07 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

2 /2 1/2 0 13 REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity Exploration and Production Company spud the Cane Creek Unit Accepted by the7-1 well on 2/21/2013. Set 80' of 20" 52.78# conductor pipe and Utah Division of
cemented with 11 cu yards Redi Mix. Oil, Gas and Mining

FOR RECORD ONLY
February 26, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 2/26/2013

RECEIVED: Feb. 26,



RECEIVED: Feb. 12, 2013

                           FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-53626 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK UNIT 7-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500100000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0823 FNL 0874 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENE Section: 07 Township: 26.0S Range: 20.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

2 /8 /2013

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Fidelity Exploration and Production Company requests permission to
move the surface hole location approximately four feet to the north and

ten feet to the east in order to better accommodate the rig layout. In
addition, we request permission to include 7500 sq feet south of the

reserve pit in the south west corner of the drill pad. Attached are plats
and rig layout.

NAME (PLEASE PRINT) PHONE NUMBER 
 Joy Gardner 720 956-5763

TITLE
 Sr. Engineering Tech

SIGNATURE
 N/A

DATE
 2 /12 /2013

March 04, 2013

Sundry Number: 34666 API Well Number: 43019500100000Sundry Number: 34666 API Well Number: 43019500100000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 7-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500100000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0823 FNL 0874 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 07 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

2/8/2013
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity Exploration and Production Company requests permission to Approved by the
move the surface hole location approximately four feet to the north and utah Division of

ten feet to the east in order to better accommodate the rig layout. In oil, Gas anci Mining

addition, we request permission to include 7500 sq feet south of the Date: March 04, 2013
reserve pit in the south west corner of the drill pad. Attached are plats

and rig layout. By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 2/12/2013

RECEIVED: Feb. 12,

Sundry Number: 34666 API Well Number: 43019500100000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 7-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500100000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0823 FNL 0874 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 07 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

2/8/2013
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity Exploration and Production Company requests permission to Approved by the
move the surface hole location approximately four feet to the north and utah Division of

ten feet to the east in order to better accommodate the rig layout. In oil, Gas anci Mining

addition, we request permission to include 7500 sq feet south of the Date: March 04, 2013
reserve pit in the south west corner of the drill pad. Attached are plats

and rig layout. By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 2/12/2013

RECEIVED: Feb. 12,

Sundry Number: 34666 API Well Number: 43019500100000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 7-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500100000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0823 FNL 0874 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 07 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

2/8/2013
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity Exploration and Production Company requests permission to Approved by the
move the surface hole location approximately four feet to the north and utah Division of

ten feet to the east in order to better accommodate the rig layout. In oil, Gas anci Mining

addition, we request permission to include 7500 sq feet south of the Date: March 04, 2013
reserve pit in the south west corner of the drill pad. Attached are plats

and rig layout. By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 2/12/2013

RECEIVED: Feb. 12,

Sundry Number: 34666 API Well Number: 43019500100000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 7-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500100000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0823 FNL 0874 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 07 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

2/8/2013
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity Exploration and Production Company requests permission to Approved by the
move the surface hole location approximately four feet to the north and utah Division of

ten feet to the east in order to better accommodate the rig layout. In oil, Gas anci Mining

addition, we request permission to include 7500 sq feet south of the Date: March 04, 2013
reserve pit in the south west corner of the drill pad. Attached are plats

and rig layout. By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 2/12/2013

RECEIVED: Feb. 12,

Sundry Number: 34666 API Well Number: 43019500100000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 7-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500100000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0823 FNL 0874 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 07 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

2/8/2013
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity Exploration and Production Company requests permission to Approved by the
move the surface hole location approximately four feet to the north and utah Division of

ten feet to the east in order to better accommodate the rig layout. In oil, Gas anci Mining

addition, we request permission to include 7500 sq feet south of the Date: March 04, 2013
reserve pit in the south west corner of the drill pad. Attached are plats

and rig layout. By:

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 2/12/2013

RECEIVED: Feb. 12,



RECEIVED: Feb. 20, 2013

 United States Department of the Interior 
 
 BUREAU OF LAND MANAGEMENT 
 Utah State Office 
 P.O. Box 45155 
 Salt Lake City, Utah 84145-0155 
 
IN REPLY REFER TO: 
3160 
(UT-922) 
       January 31, 2013 
 
Memorandum 
 
To:     Assistant Field Office Manager Resources, 
  Moab Field Office 
 
From:    Michael Coulthard, Petroleum Engineer 
 
Subject: 2013 Plan of Development Cane Creek Unit, 

Grand and San Juan Counties, Utah. 
 
 
Pursuant to email between Eric Jones, Moab Field Office, and 
Mickey Coulthard, Utah State Office, Bureau of Land Management, 
the following wells has been revised to be drilled horizontally 
as shown below.  The Cane Creek Unit 7-1 was previously permitted 
as a vertical well.  The Cane Creek Unit 13-1 lateral has been 
modified. The proposed wells are planned for calendar year 2013 
within the Cane Creek Unit, Grand and San Juan Counties, Utah. 
Please refer to our memos dated April 29, 2011 and June 19, 2012. 
 
API #              WELL NAME                         LOCATION 
 
(Proposed PZ Cane Creek Shale) 
 
43-019-50010 Cane Creek Unit  7-1 Sec 07 T26S R20E 0823 FNL 0874 FEL 
                       Lateral 1: Sec 06 T26S R20E 2749 FSL 0971 FWL 
 
43-019-50014 Cane Creek Unit 13-1 Sec 13 T26S R20E 2071 FNL 0880 FEL 
                       Lateral 1: Sec 18 T26S R20E 0410 FSL 1820 FWL 
 
 
 
This office has no objection to permitting the wells at this 
time. 
 
 
       
 
 
bcc: File – Cane Creek Unit 
 Division of Oil Gas and Mining 
 Central Files 
 Agr. Sec. Chron 
 Fluid Chron 
 
MCoulthard:mc:1-31-13  

Division of Oil Gas and Mining

Michael L. Coulthard
Digitally signed by Michael L. Coulthard 
DN: cn=Michael L. Coulthard, o=Bureau of Land Management, ou=Branch of 
Minerals, email=Michael_Coulthard@blm.gov, c=US 
Date: 2013.01.31 10:07:27 -07'00'

Sundry Number: 34666 API Well Number: 43019500100000Sundry Number: 34666 API Well Number: 43019500100000

United States Department of the Interior

BUREAU OF LAND MANAGEMENT
Utah State Office

P.O. Box 45155
Salt Lake City, Utah 84145-0155

IN FŒPLY FŒFER TO:
3160
(UT-922)

January 31, 2013

Memorandum

To: Assistant Field Office Manager Resources,
Moab Field Office

From: Michael Coulthard, Petroleum Engineer

Subject: 2013 Plan of Development Cane Creek Unit,
Grand and San Juan Counties, Utah.
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Michael L.Coulthard 6275¾=---

bcc: File - Cane Creek Unit
Division of Oil Gas and Mining
Central Files
Agr. Sec. Chron
Fluid Chron

MCoulthard:mc:1-31-13

RECEIVED: Feb. 20,

Sundry Number: 34666 API Well Number: 43019500100000

United States Department of the Interior

BUREAU OF LAND MANAGEMENT
Utah State Office

P.O. Box 45155
Salt Lake City, Utah 84145-0155

IN FŒPLY FŒFER TO:
3160
(UT-922)

January 31, 2013

Memorandum

To: Assistant Field Office Manager Resources,
Moab Field Office

From: Michael Coulthard, Petroleum Engineer

Subject: 2013 Plan of Development Cane Creek Unit,
Grand and San Juan Counties, Utah.

Pursuant to email between Eric Jones, Moab Field Office, and
Mickey Coulthard, Utah State Office, Bureau of Land Management,
the following wells has been revised to be drilled horizontally
as shown below. The Cane Creek Unit 7-1 was previously permitted
as a vertical well. The Cane Creek Unit 13-1 lateral has been
modified. The proposed wells are planned for calendar year 2013
within the Cane Creek Unit, Grand and San Juan Counties, Utah.
Please refer to our memos dated April 29, 2011 and June 19, 2012.

API # WELL NAME LOCATION

(Proposed PZ Cane Creek Shale)

43-019-50010 Cane Creek Unit 7-1 Sec 07 T26S R20E 0823 FNL 0874 FEL
Lateral 1: Sec 06 T26S R20E 2749 FSL 0971 FWL

43-019-50014 Cane Creek Unit 13-1 Sec 13 T26S R20E 2071 FNL 0880 FEL
Lateral 1: Sec 18 T26S R20E 0410 FSL 1820 FWL

This office has no objection to permitting the wells at this
time.

Michael L.Coulthard 6275¾=---

bcc: File - Cane Creek Unit
Division of Oil Gas and Mining
Central Files
Agr. Sec. Chron
Fluid Chron

MCoulthard:mc:1-31-13

RECEIVED: Feb. 20,

Sundry Number: 34666 API Well Number: 43019500100000

United States Department of the Interior

BUREAU OF LAND MANAGEMENT
Utah State Office

P.O. Box 45155
Salt Lake City, Utah 84145-0155

IN FŒPLY FŒFER TO:
3160
(UT-922)

January 31, 2013

Memorandum

To: Assistant Field Office Manager Resources,
Moab Field Office

From: Michael Coulthard, Petroleum Engineer

Subject: 2013 Plan of Development Cane Creek Unit,
Grand and San Juan Counties, Utah.

Pursuant to email between Eric Jones, Moab Field Office, and
Mickey Coulthard, Utah State Office, Bureau of Land Management,
the following wells has been revised to be drilled horizontally
as shown below. The Cane Creek Unit 7-1 was previously permitted
as a vertical well. The Cane Creek Unit 13-1 lateral has been
modified. The proposed wells are planned for calendar year 2013
within the Cane Creek Unit, Grand and San Juan Counties, Utah.
Please refer to our memos dated April 29, 2011 and June 19, 2012.

API # WELL NAME LOCATION

(Proposed PZ Cane Creek Shale)

43-019-50010 Cane Creek Unit 7-1 Sec 07 T26S R20E 0823 FNL 0874 FEL
Lateral 1: Sec 06 T26S R20E 2749 FSL 0971 FWL

43-019-50014 Cane Creek Unit 13-1 Sec 13 T26S R20E 2071 FNL 0880 FEL
Lateral 1: Sec 18 T26S R20E 0410 FSL 1820 FWL

This office has no objection to permitting the wells at this
time.

Michael L.Coulthard 6275¾=---

bcc: File - Cane Creek Unit
Division of Oil Gas and Mining
Central Files
Agr. Sec. Chron
Fluid Chron

MCoulthard:mc:1-31-13

RECEIVED: Feb. 20,

Sundry Number: 34666 API Well Number: 43019500100000

United States Department of the Interior

BUREAU OF LAND MANAGEMENT
Utah State Office

P.O. Box 45155
Salt Lake City, Utah 84145-0155

IN FŒPLY FŒFER TO:
3160
(UT-922)

January 31, 2013

Memorandum

To: Assistant Field Office Manager Resources,
Moab Field Office

From: Michael Coulthard, Petroleum Engineer

Subject: 2013 Plan of Development Cane Creek Unit,
Grand and San Juan Counties, Utah.

Pursuant to email between Eric Jones, Moab Field Office, and
Mickey Coulthard, Utah State Office, Bureau of Land Management,
the following wells has been revised to be drilled horizontally
as shown below. The Cane Creek Unit 7-1 was previously permitted
as a vertical well. The Cane Creek Unit 13-1 lateral has been
modified. The proposed wells are planned for calendar year 2013
within the Cane Creek Unit, Grand and San Juan Counties, Utah.
Please refer to our memos dated April 29, 2011 and June 19, 2012.

API # WELL NAME LOCATION

(Proposed PZ Cane Creek Shale)

43-019-50010 Cane Creek Unit 7-1 Sec 07 T26S R20E 0823 FNL 0874 FEL
Lateral 1: Sec 06 T26S R20E 2749 FSL 0971 FWL

43-019-50014 Cane Creek Unit 13-1 Sec 13 T26S R20E 2071 FNL 0880 FEL
Lateral 1: Sec 18 T26S R20E 0410 FSL 1820 FWL

This office has no objection to permitting the wells at this
time.

Michael L.Coulthard 6275¾=---

bcc: File - Cane Creek Unit
Division of Oil Gas and Mining
Central Files
Agr. Sec. Chron
Fluid Chron

MCoulthard:mc:1-31-13

RECEIVED: Feb. 20,

Sundry Number: 34666 API Well Number: 43019500100000

United States Department of the Interior

BUREAU OF LAND MANAGEMENT
Utah State Office

P.O. Box 45155
Salt Lake City, Utah 84145-0155

IN FŒPLY FŒFER TO:
3160
(UT-922)

January 31, 2013

Memorandum

To: Assistant Field Office Manager Resources,
Moab Field Office

From: Michael Coulthard, Petroleum Engineer

Subject: 2013 Plan of Development Cane Creek Unit,
Grand and San Juan Counties, Utah.

Pursuant to email between Eric Jones, Moab Field Office, and
Mickey Coulthard, Utah State Office, Bureau of Land Management,
the following wells has been revised to be drilled horizontally
as shown below. The Cane Creek Unit 7-1 was previously permitted
as a vertical well. The Cane Creek Unit 13-1 lateral has been
modified. The proposed wells are planned for calendar year 2013
within the Cane Creek Unit, Grand and San Juan Counties, Utah.
Please refer to our memos dated April 29, 2011 and June 19, 2012.

API # WELL NAME LOCATION

(Proposed PZ Cane Creek Shale)

43-019-50010 Cane Creek Unit 7-1 Sec 07 T26S R20E 0823 FNL 0874 FEL
Lateral 1: Sec 06 T26S R20E 2749 FSL 0971 FWL

43-019-50014 Cane Creek Unit 13-1 Sec 13 T26S R20E 2071 FNL 0880 FEL
Lateral 1: Sec 18 T26S R20E 0410 FSL 1820 FWL

This office has no objection to permitting the wells at this
time.

Michael L.Coulthard 6275¾=---

bcc: File - Cane Creek Unit
Division of Oil Gas and Mining
Central Files
Agr. Sec. Chron
Fluid Chron

MCoulthard:mc:1-31-13

RECEIVED: Feb. 20,



RECEIVED: Feb. 20, 2013

Sundry Number: 34666 API Well Number: 43019500100000Sundry Number: 34666 API Well Number: 43019500100000

Form 3160-5
(August2007) UNITED STATES FORM APPROVED

DEPARTMENT OF THE INTERIOR OMB NO. 1004-0135

BUREAU OF LAND MANAGEMENT Expires. Julv 3l,2010
5. Lease SerialNo.

SUNDRY NOTICES AND REPORTS ON WELLS UTUS3626
Do not use this form for proposals to drill or to re-enter an .

abandoned well. Use form 3160-3 (APD) for such proposals. 6. If Indian, Allottee or Tribe Name

SUBMIT IN TRIPLICATE - Other instructions on reverse side. 7. If Unit or CA/Agreement, Name und/or No.
UTU80000X

1. Type of Well 8. Well Name and No.

U Oil Well O Gas Well O Other
CANE CREEK UNIT7-1

2. Name of Operator Contact: JOY GARDNER 9. API Well No.
FIDELITY EXPL & PROD COMPANY E-Mail:joy.gardner@fidelityepco.com 43-019-50010-00-X1

3a. Address 3b. Phone No. (include area code) 10. Fieldand Pool, or Exploratory
1700 LINCOLNSTREET, SUITE 2800 Ph: 720-956-5763 UNDESIGNATED
DENVER, CO 80203

4. Locationof Well (Footage. Sec., T., R., M., or Survey Description) l l. County or Parish, and State

Sec 7 T26S R20E NENE 823FNL 874FEL GRAND COUNTY, UT

12. CHECK APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O Acidize O Deepen O Production (Start/Resume) O Water Shut-Off
g Notice of Intent

0 Alter Casing 0 Fracture Treat 0 Reclamation 0 Well Integrity
0 Subsequent Report O Casing Repair O New Construction O Recomplete g Other

0 Final Abandonment Notice O Change Plans O Plug and Abandon O Temporarily Abandon ange to Original A

O Convert to Injection 0 Plug Back O Water Disposal

13 DescribeProposedor CompletedOperation(elearly state all pertinent details, includingestimated siarting date of any proposedwork and approximate durationthercof.
If the proposal is to deepen directionallyor recomplete horizontally,give subsurlàcc locationsand measured and true verttcal depths of all peronent markers and zones.
Attach the Bond tmder which the work will be performedor provide the Bond No. on filewith BLM/BlA. Requiredsubsequent reports shall be filed within 30 days
followingcompletion of the involvedoperations. [f the operation results in a multiple completion or recompletionina new interval, a Form3160-4shall be filedonce
testinghas been completed. Final Abandonment Notices shall be filedonly aller all requirements, includingreclamation, have been completed,and the operator has
determinedthat the site is ready for linal inspection.)

Fidelity would like to request permission to drill the Cane Creek horizontally per the attached
drilling program. It is anticipated that an 8-1/2" pilot hole will be drilled throughthe Cane
Creek Shale. The well willthen be logged. After evaluation, the well will be plugged back to
approximately 6,900' and drilled directionally from a kick-offpoint of 7,189' MD. The well will
then be drilled out with a 8-1/2" bit to TD of 12,600' MD 7,900' TVD. The actual directional
program may be altered as dictated by hole conditions or log evaluation. Surface location is in
Section 7 T26S R20E, 823' FNL and 874' FEL (NENE). Projected Bottom Hole Location is in Section 6
T26S R20E, 2749' FSL and 971' FWL (SWNW). Please refer to the attached directional program for
details.

14. I hereby certify that the foregoing is true and correct.
Electronic Submission #183447 verlfle i by the BLMWell Information System

For FIDELITY EXPL & PROD 2OMPANY, sentto the Moab
Committed to AFMSS for processing by M/ RIE MCGANNon g4(93MMO302SE)

Name(Printed/Typed) JOY GARDNER Title AUTHORIZED REPRESENTATIVE

Signature (ElectromeSubmission) Date 01/15/2013

THIS SPACE FOR FEDERAL OR STATE OFFICE USE

Apgoved By_
_ _ _

Title Date

Conditionsof approval, if any, are atiached. Approval of this notice does not warrant or
certify that the applicant holds legalor equitable title to those rights in the subject lease
which would entitle the applicant to conduct operations thereon. Office

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency of the United
States any false, fictitiousor fraudulent statements or representations as to any matter within itsjurisdiction.

** BLM REVISED ** BLM REVISED ** BLM REVISED ** BLM REVISED ** BLM REVISED
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Apgoved By_
_ _ _

Title Date

Conditionsof approval, if any, are atiached. Approval of this notice does not warrant or
certify that the applicant holds legalor equitable title to those rights in the subject lease
which would entitle the applicant to conduct operations thereon. Office

Title 18 U.S.C. Section 1001 and Title 43 U.S.C. Section 1212, make it a crime for any person knowingly and willfully to make to any department or agency of the United
States any false, fictitiousor fraudulent statements or representations as to any matter within itsjurisdiction.

** BLM REVISED ** BLM REVISED ** BLM REVISED ** BLM REVISED ** BLM REVISED

Sundry Number: 34666 API Well Number: 43019500100000

Form 3160-5
(August2007) UNITED STATES FORM APPROVED

DEPARTMENT OF THE INTERIOR OMB NO. 1004-0135

BUREAU OF LAND MANAGEMENT
Expires. Julv 3l,2010

5. Lease SerialNo.
SUNDRY NOTICES AND REPORTS ON WELLS UTUS3626

Do not use this form for proposals to drill or to re-enter an .

abandoned well. Use form 3160-3 (APD) for such proposals. 6. If Indian, Allottee or Tribe Name

SUBMIT IN TRIPLICATE - Other instructions on reverse side. 7. If Unit or CA/Agreement, Name und/or No.
UTU80000X

1. Type of Well 8. Well Name and No.

U Oil Well O Gas Well O Other
CANE CREEK UNIT7-1

2. Name of Operator Contact: JOY GARDNER 9. API Well No.
FIDELITY EXPL & PROD COMPANY E-Mail:joy.gardner@fidelityepco.com 43-019-50010-00-X1

3a. Address 3b. Phone No. (include area code) 10. Fieldand Pool, or Exploratory
1700 LINCOLNSTREET, SUITE 2800 Ph: 720-956-5763 UNDESIGNATED
DENVER, CO 80203

4. Locationof Well (Footage. Sec., T., R., M., or Survey Description) l l. County or Parish, and State

Sec 7 T26S R20E NENE 823FNL 874FEL GRAND COUNTY, UT

12. CHECK APPROPRIATE BOX(ES) TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

O Acidize O Deepen O Production (Start/Resume) O Water Shut-Off
g Notice of Intent

0 Alter Casing 0 Fracture Treat 0 Reclamation 0 Well Integrity
0 Subsequent Report O Casing Repair O New Construction O Recomplete g Other

0 Final Abandonment Notice O Change Plans O Plug and Abandon O Temporarily Abandon ange to Original A

O Convert to Injection 0 Plug Back O Water Disposal

13 DescribeProposedor CompletedOperation(elearly state all pertinent details, includingestimated siarting date of any proposedwork and approximate durationthercof.
If the proposal is to deepen directionallyor recomplete horizontally,give subsurlàcc locationsand measured and true verttcal depths of all peronent markers and zones.
Attach the Bond tmder which the work will be performedor provide the Bond No. on filewith BLM/BlA. Requiredsubsequent reports shall be filed within 30 days
followingcompletion of the involvedoperations. [f the operation results in a multiple completion or recompletionina new interval, a Form3160-4shall be filedonce
testinghas been completed. Final Abandonment Notices shall be filedonly aller all requirements, includingreclamation, have been completed,and the operator has
determinedthat the site is ready for linal inspection.)
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Section 7 T26S R20E, 823' FNL and 874' FEL (NENE). Projected Bottom Hole Location is in Section 6
T26S R20E, 2749' FSL and 971' FWL (SWNW). Please refer to the attached directional program for
details.
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RECEIVED: Feb. 20, 2013

Sundry Number: 34666 API Well Number: 43019500100000Sundry Number: 34666 API Well Number: 43019500100000

I971' FWL BHL HORIZONTAL
IJAD 83 LATITUDE -38.570578'

LONGITUDE=109.760682. SCALE 1"-1000

NAD 83
LATITUDE =38.562589°

LONGITUDE=109.748823
N 89'58'58"E 5241.00 87 FEL BHL PILOT

874 FELCA¥£ ORPRÆ /2-1 zGROUNDELEV.=5960
E1L PILOT-MAO-&P - - ¿

LATlTUDE =38.5E3872" M
LONGITUDE=109.718867

oo

TIMOTHY M.l.a

TIMOTHYM KEOÔH
05-21-12

N 89*54'18"W
2607.61') S89'51'27"E 2642.16'

EL :VATIONS ARE BASEDON PLATEAUAZMUTHTRIANGULATION
STATION(EL=6114). BEARINGS ARE BASED ON GPS
OBSERVATION.

LEGÆ¥A CANE CREEK UNIT 7 --1

WITHINSECTION7, T 26 S, R 20 E, SLM,
FOUNDGOVERNMENTMONUMENT GRANDCOUNTY,UTAH

PREPARED FOR
WELLLOCATION FIA£2TY £XPLORATION & PRODT/CTION
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RECEIVED: Feb. 20, 2013

Sundry Number: 34666 API Well Number: 43019500100000Sundry Number: 34666 API Well Number: 43019500100000

FÍ ÌTY
Exploration&ProductionCompany A Schlumberger Company

AnMDUResourcesGroupcompany
GE: 5957'/ KB: 23'

DESIGN TARGET DETAILS

Name TVD +N/-S +E/-W Northing Easting Shape
BHL7-1 STO1 7595.0 3535.1 -3378.7 91262.72 2497543.71 Point
Land 7-1 STO1 7595.0 948.0 -375.1 88734.93 2500597.45 Polnt

e Pt 3000 - ---

KOP l.6°/IOD @7tB9 MD -

.8000--- -- "Land7-1SICI"9 966'MD §j
Lant7 ISTOI" 966 M - -

2 0 5 0 750 1000

VerticalSection at 3l6 30 (500 usftlin)
I L_I_ _\ I l

-3100 -1500 II

5000- -- -- West(-)/East(+) (1500 usftlin)

WELL DETAILS: Cane Creek Unit 7-iH

Ground Level: 5957,0
Northing Easting Latittude Longitude

87794.45 2500991.04 38° 33' 39.210 N 109° 44' 53.490 W

¯¯ Tie-in to Pilot @7139' MD

I /1000- - - - - - -p -

P II.6°/100' @7189' MD

"TD 7-1 ST01" @ 11930' MD
7, Cane Creek Uni! 7-ll! - STOI

Cane( ik h117 I P10 -· ·-[--

8000 - -

II 1000 2000 3000 4000 5000
Vertical Section at 316,30 (1000 usft/In)

SECTION DETAILS

MD Inc Azi TVD +N/-S +E/-W Dieg TFace VSect Target
7139.0 0.00 0.00 7050.0 625.0 0.0 0.00 0.00 451.8
7189.0 0.00 0.00 7100.0 625.0 0.0 0.00 0.00 451.8
7966.6 90.00 310.74 7595.0 948.0 -376.1 11.57 -49.26 944.5 Plan: Design #1 (Cane Creek Unit 7-lHISTO1)

11930.8 90.00 310.74 7595.0 3535.1 -3378.7 0.00 0.004890.1 BHL 7-1 ST01
Created By. Breck Enoch Ðale:
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RECEIVED: Feb. 20, 2013

Sundry Number: 34666 API Well Number: 43019500100000Sundry Number: 34666 API Well Number: 43019500100000

FI LITY n ng e rt
'*2242'" ASchlumberger Company

Database: EDM6000.1 Single User Db Local Co-ordinate Reference: WellCano Creek Unit 7-10
company: FidelllyExploration&Production Co- TVDReference: WEt.L@ SS60.0esti (OriginalWellElev)
Projeel: Grand County. UT MD Reference: WELL@ 5980.desti (Orißlna‡WellElev)
Site: Sec7 T268 R20E NptthReference: True
Welt Cano Creek Unit7-1H SilfvoyCalcidation Method: MInfraum Curvature
Wetbore: ST01
Dosign: Design #1

Formations

Measured Vertleal Dip
Dopth Depth Dip - Direckon
(uaft) (usft) Name Lithology [')

0.0 0.0 Wingate Sand
336.0 336.0 Chinte
693,0 693.0 Moenkopf

1,175.0 1,175.0 Cutler
2,222.0 2,222.0 Honaker Trait
3,746.0 3,746.0 Paradox Forrnatlan
3,962.0 3,962.0 Sall i
4,222.0 4,222.0 Clastic 1
4,441.0 4,441.0 Clasllo2
4,845.8 4,645.0 Clastio 3
4,809.5 4,807.0 Clastic 4
5,172.9 6,160.0 Clastic S
5,389.8 5,365.0 Clastic 7
5,595.9 5,659.0 Clastic 8
5,797.8 5,749.0 Clastio 9
6,906.1 5,851.0 Clastic 10
6,074.0 6,009.0 Clastic 12
8,288.7 6,193.0 Clastic14
7,242.1 7,153.0 Clastle 18
7,455.7 7.354,0 Clastic 20
7,779.3 7,560.0 Top Cane Creek Shale
7,657.3 7,563.0 Cane Creek Shale B

PlanAnnotations

Measured. Vertical 1.oçal Coordinates
Depth Depth +ANS WEFW
(usit) (usfi) (usft) (ualt) Cominent

7,139.0 7,050.0 626.0 0.0 Tle-In to Pilot @7139' MD
7,109.0 7,100.0 025.0 0.0 KOP 11.8'l100'@ 7109' MD
7.966,6 7,694.9 948.1 -375,1 Land 7-1 STo1" 00* @7960' MD

11,930.8 7,595.0 3,535.1 -3,378.8 "TD7-1 ST01" @11930' MD

06/07/12 1:58:fóPM Page 7 COMPASS 5000.1 Bulld
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T26 S, R20 E, S. L.B. &M FIDELITY EXPLR. & PROD. CO.
Well location, CANE CREEK UNIT #7-1, located as
shown in the NE 1/4 NE 1/4 of Section 7, T26S,
R20E, S.L.B.&M., Grand County, Utah.

BASIS OF ELEVATlON

PLATEAU AZIMUTHTRIANGULATIONSTATION LOCATED IN o
THE SW 1/4 SE 1/4 OF SECTION 17, T26S, R20E, S.L.B.&M.
TAKEN FROM THE GOLD BAR CANYON QUADRANGLE,UTAH,
GRAND COUNTY 7.5 MINUTEQUAD. (TOPOGRAPHIC MAP)
PUBLISHED BY THE UNITED STATES DEPARTMENTOF THE90°00'00" INTERIOR, GEOLOGlCALSURVEY. SAID ELEVATIONIS MARKED o

GLO ANGLE 5280.00' (G.L.O.) AS BEING 6114 FEET. o

BASIS OF BEARINGS
LOT 4 LOT 3 LOT 2 LOT 1 BASIS OF BEARINGS IS A G.P.S. OBSERVATION.

LOT 5 LOT 6 LOT 7 LOT 8 N

SCALE
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i a as
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Elev. Ungraded Ground = 5960'
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Cap, 1.0' High Cap, 0.7' High Cap, 0.8' High CERTIFICATEAk k LANDNB954'18"W - 2607.61' (Meas.) NB951'27"W - 2642.16' (Meas.) THIS IS TO CERTIFYTHAT THE ABOVE D

FIELD NOTES OF ACTUALSURVEYS M OR UNDE
SUPERVISIONAND THAT THE SAME A O
BEST OF MY KNOWLEDGEAND BELIE

REGIS DL DS OR
REVISED: 02-05-13 H.K.W. REGISTR
REVISED: 01-28-13 S.S. STATE O kg
REVISED: 12-06-07

UINTAH ENGINEERING & LAND SURVEYING
85 SOUTH 200 EAST - VERNAL, UTAH 84078

(435) 789-1017
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= PROPOSED WELL HEAD. LONGITUDE= 109'45'38.63" (109.760731) LONGITUDE= 10944'55.74" (109.748817) L.K. S.V. S.L. G.L.O. PLAT

NAD 27 (TARGET BOTTOMHOLE) NAD 27 (SURFACE LOCAT10N) WFATHFR FILEA = SECTION CORNERS LOCATED. LATITUDE = 3834'14.45" (38.570681) LATITUDE = 3833'39.13" (38.560869) WARMLONGITUDE = 109 45'36.20" (109.760056) LONGITUDE= 109'44'53.31" (109.748142) FIDELITYEXPLR. & PROD.
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FIDELITY EXPLR. & PROD. CO.
mu FIGURE #2

×-section TYPICAL CROSS SECTIONS FOR LANDScale
CANE CREEK UNIT #7-1

1" = So', SECTION 7, T26S, R20E, S.L.B.&M. No. 16131
DATE: 12-06-07

827' FNL 864' FELDRAWN BY: S.L. RO .

REV: 01-28-13 S.S.
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----
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e = 1 1/2: 1
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NOTE:

ITopsoil should not be
Stripped Below Finished * NOTE
Grade on Substructure Area. E/LL QUANT/TY/NCLUDES

5% EOR COMPACT/ON
APPROX/MATE ACREAGES

WELLS/TE DISTURBANCE = ± 4.906 ACRESAPPROXIMATE YARDAGES
ACCESS ROAD D/STURBANCE = ± 5.465 ACRESEXCESS MATERIAL = 5,JJO Cu. Yds.

(6") Topsoil Stripping = 3,510 Cu. Yds Topsoil & Pit Backfill = 5,JJO Cu. Yds. TOTAL = ±10.J71ACRES
Remaining Location =20,JJO Cu. Yds· (1/2 Pit Vol.)

TOTAL CUT = 23,840 CU. YDS. EXCESS UNBALANCE = 0 Cu. Yds UINTAH ENGINEERING & LAND SURVEYINGFILL = 18,570 CU. YDS. (After Interirn Rehabilitation)
BS So. 200 East * Vernal, Utah 84078 * (435)
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RECEIVED: Nov. 04, 2013

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-53626 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK UNIT 7-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500100000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0823 FNL 0874 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENE Section: 07 Township: 26.0S Range: 20.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

11 /1 /2013

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 

NAME (PLEASE PRINT) PHONE NUMBER 
 Joy Gardner 720 956-5763

TITLE
 Sr. Engineering Tech

SIGNATURE
 N/A

DATE
 11 /4 /2013

November 05, 2013

Sundry Number: 44429 API Well Number: 43019500100000Sundry Number: 44429 API Well Number: 43019500100000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 7-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500100000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0823 FNL 0874 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 07 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

11/1/2013
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
November 05, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 11/4/2013

RECEIVED: Nov. 04,

Sundry Number: 44429 API Well Number: 43019500100000
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DRILLING REPORT
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11/1/2013
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
November 05, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech
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N/A 11/4/2013
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Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 7-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500100000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0823 FNL 0874 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 07 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION
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NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 11/4/2013

RECEIVED: Nov. 04,



RECEIVED: Nov. 04, 2013

Sundry Number: 44429 API Well Number: 43019500100000Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/1/2013
e Report #: 3, DFS: -3.81

Well Name: Cane Creek 7-1 Daily Depth Progress:
API/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

1.00 0.00 948.0 61.0 100.00 0.00
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,196.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/30/2013 06:00 10/1/2013 06:00 -3.81 0.0 0.0
Operations at Report Time
Rig Idle, Pre Job Safety Meeting at 07:00.
Operations Summary
Pre Job Safety meeting with Tri State Trucking, Sterling Crane, Rig Crew on 7-1 Loc: Set 2 pieces of sub. Set derrick on sub. Rigup backyard.Raise derrick.
Shutdown, wait on daylight.
CCU 26-3 Loc: Move last 5 loads misc. equip. Rollup liner and general cleanup of location.
Operations Next Report Period
Rig Up &Tear Down
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Our (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.00 1.00 22 Rig Idle. Wait on Daylight. 103.0 103.0
07:00 0.50 1.50 1 Pre Job Safety Meeting with Tri State Trucking, Sterling Crane, Nabors Rig 103.0 103.0

Crew. Emphasis on Overhead Loads, 100% Tie-off.

07:30 4.50 6.00 1 Set 2 pieces of sub. Rig up HPU and plug in backyard. Move derrick into 103.0 103.0
postion to be set on sub. Rec'd HWDP, Drill Collars, Jar and Shock Sub.

12:00 6.00 12.00 1 Set derrick on Sub. Prep to raise. Set PreMix Tank , Barite Hopper, Flare 103.0 103.0
Box, and Zeco Equipment. 1 crane released at 17:00 hrs.

18:00 1.00 13.00 1 Pre Job Safety Meeting, emphasis on raising derrick. Raise Derrick. 103.0 103.0
19:00 11.00 24.00 22 Rig Idle. Wait on Daylight.

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)
7/1/2013 Conductor 103.0

Page 1/1 Report Printed:

Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/1/2013
e Report #: 3, DFS: -3.81

Well Name: Cane Creek 7-1 Daily Depth Progress:
API/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

1.00 0.00 948.0 61.0 100.00 0.00
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,196.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

9/30/2013 06:00 10/1/2013 06:00 -3.81 0.0 0.0
Operations at Report Time
Rig Idle, Pre Job Safety Meeting at 07:00.
Operations Summary
Pre Job Safety meeting with Tri State Trucking, Sterling Crane, Rig Crew on 7-1 Loc: Set 2 pieces of sub. Set derrick on sub. Rigup backyard.Raise derrick.
Shutdown, wait on daylight.
CCU 26-3 Loc: Move last 5 loads misc. equip. Rollup liner and general cleanup of location.
Operations Next Report Period
Rig Up &Tear Down
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Our (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.00 1.00 22 Rig Idle. Wait on Daylight. 103.0 103.0
07:00 0.50 1.50 1 Pre Job Safety Meeting with Tri State Trucking, Sterling Crane, Nabors Rig 103.0 103.0

Crew. Emphasis on Overhead Loads, 100% Tie-off.

07:30 4.50 6.00 1 Set 2 pieces of sub. Rig up HPU and plug in backyard. Move derrick into 103.0 103.0
postion to be set on sub. Rec'd HWDP, Drill Collars, Jar and Shock Sub.

12:00 6.00 12.00 1 Set derrick on Sub. Prep to raise. Set PreMix Tank , Barite Hopper, Flare 103.0 103.0
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18:00 1.00 13.00 1 Pre Job Safety Meeting, emphasis on raising derrick. Raise Derrick. 103.0 103.0
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Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)
7/1/2013 Conductor 103.0
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Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Our (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.00 1.00 22 Rig Idle. Wait on Daylight. 103.0 103.0
07:00 0.50 1.50 1 Pre Job Safety Meeting with Tri State Trucking, Sterling Crane, Nabors Rig 103.0 103.0

Crew. Emphasis on Overhead Loads, 100% Tie-off.

07:30 4.50 6.00 1 Set 2 pieces of sub. Rig up HPU and plug in backyard. Move derrick into 103.0 103.0
postion to be set on sub. Rec'd HWDP, Drill Collars, Jar and Shock Sub.

12:00 6.00 12.00 1 Set derrick on Sub. Prep to raise. Set PreMix Tank , Barite Hopper, Flare 103.0 103.0
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alexishuefner
Sticky Note
API on drilling reports should be 4301950010



RECEIVED: Nov. 04, 2013

Sundry Number: 44429 API Well Number: 43019500100000Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/2/2013
Report #: 4, DFS: -2.81

Well Name: Cane Creek 7-1 Daily Depth Progress:
APillJW1 Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

1.00 0.00 948.0 61.0 100.00 0.00
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) Kick Off Depth (TVD)(ftKB)

13,196.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

10/1/2013 06:00 10/2/2013 06:00 -2.81 0.0 0.0
Operations at Report Time
Rig ilde, pre-job safety meeting @ 07:00
Operations Summary
safety meeting, rig up sub base and raise same, rig up stompers, welders working on barite hopper tie ends, booie line, flow line, set northwestern air package,
rig up & hooking up equip.
Operations Next Report Period

Rig Up &Tear Down
Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Stait Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 22 Rig idle, waiting on day light 103.0 103.0
07:00 0.50 1.50 1 Pre job safety meeting with tri-state,sterling crane, nabors rig crew, 103.0 103.0

emphasis on pinch points, overhead loads, 100% tiroff
07:30 2.00 3.50 1 Rig up & raise sub base 103.0 103.0
09:30 4.00 7.50 1 Rig up & install skid package 103.0 103.0
13:30 5.00 12.50 1 Rig up, welders working on barite hopper tie ends, booie line, flow line, roof 103.0 103.0

on chake manifold shed, set cat walk, rigging up Zeco equip., setting
northwestern air package

18:30 11.50 24.00 22 Waiting on day light 103.0 103.0

Mud Check: <depth>ftKB, <dttm>
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MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbl) Solids (%) CaCi (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth 1n(ftKB) Depth Out (ft... Drilled(ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) IDNom Min(in)
7/1/2013 Conductor 103.0
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M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

1.00 0.00 948.0 61.0 100.00 0.00
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) Kick Off Depth (TVD)(ftKB)

13,196.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

10/1/2013 06:00 10/2/2013 06:00 -2.81 0.0 0.0
Operations at Report Time
Rig ilde, pre-job safety meeting @ 07:00
Operations Summary
safety meeting, rig up sub base and raise same, rig up stompers, welders working on barite hopper tie ends, booie line, flow line, set northwestern air package,
rig up & hooking up equip.
Operations Next Report Period

Rig Up &Tear Down
Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Stait Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
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09:30 4.00 7.50 1 Rig up & install skid package 103.0 103.0
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northwestern air package
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MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbl) Solids (%) CaCi (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth 1n(ftKB) Depth Out (ft... Drilled(ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) IDNom Min(in)
7/1/2013 Conductor 103.0
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Report #: 5, DFS: -1.81

Well Name: Cane Creek 7-1 Daily Depth Progress:
APl/UWI Excaliber ID WellArea Basin Field Name Well Connguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
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Operations at Report Time
Rigging up
Operations Summary
Stand down safety meeting, rigging up elect. power to rig floor, welders working on barite hopper, flow lines, booie line, rigging up northwestern air package,
scope up derrick, rig up same
Operations Ne×t Report Period
Rig Up &Tear Down
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Cantact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401
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Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
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line & booie line, hooking up elect. to rig floor, string up block, hooking up
misc. equip., northwestern air rigging up equip.

18:00 3.50 15.50 1 Clear rig floor, scope up derrick
21:30 2.50 18.00 1 rig up kelly hose, bails & hydraulis to top drive
00:00 2.00 20.00 1 rig up cat walk &v-door

02:00 2.00 22.00 1 rig up bumper hoses to stand pipe, hang turnbuckles
04:00 2.00 24.00 1 rig up escape lines from derrick, pick up cables off ground, break out saver

sub
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Run Date Csg Des (ftKB) Top (ftKB) OD (in) lD (in) Wt/Len (Ib/ft) Grade (in) JDNom Min(in)
7/1/2013 Conductor 103.0
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Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/3/2013
Report #: 5, DFS: -1.81

Well Name: Cane Creek 7-1 Daily Depth Progress:
APl/UWI Excaliber ID WellArea Basin Field Name Well Connguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

1.00 0.00 948.0 61.0 100.00 0.00
Target Depth (ftKB) KickOffDate KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,196.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

10/2/2013 06:00 10/3/2013 06:00 -1.81 0.0 0.0
Operations at Report Time
Rigging up
Operations Summary
Stand down safety meeting, rigging up elect. power to rig floor, welders working on barite hopper, flow lines, booie line, rigging up northwestern air package,
scope up derrick, rig up same
Operations Ne×t Report Period
Rig Up &Tear Down
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Cantact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 5.00 5.00 22 Safety stand down meeting @moab valley inn
11:00 7.00 12.00 1 Rigging up nabors M40, welders fabbing up wet barite hopper system, flow

line & booie line, hooking up elect. to rig floor, string up block, hooking up
misc. equip., northwestern air rigging up equip.

18:00 3.50 15.50 1 Clear rig floor, scope up derrick
21:30 2.50 18.00 1 rig up kelly hose, bails & hydraulis to top drive
00:00 2.00 20.00 1 rig up cat walk &v-door

02:00 2.00 22.00 1 rig up bumper hoses to stand pipe, hang turnbuckles
04:00 2.00 24.00 1 rig up escape lines from derrick, pick up cables off ground, break out saver

sub
Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(Ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mLImL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bb1) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled (ft) Date Ín Date Out Drill Time (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) lD (in) Wt/Len (Ib/ft) Grade (in) JDNom Min(in)
7/1/2013 Conductor 103.0

Page 1/1 Report Printed:



RECEIVED: Nov. 04, 2013

Sundry Number: 44429 API Well Number: 43019500100000Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/4/2013
Report #: 6, DFS: -0.81

Well Name: Cane Creek 7-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Conflguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

1.00 0.00 948.0 61.0 100.00 0.00
Target Depth (ftKB) KickOff Date Kick Off Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,196.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/3/2013 06:00 10/4/2013 06:00 -0.81 0.0 0.0
Operations at Report Time
Picking up pipe
Operations Summary
rigging up, install flow line & boole line, weld 20" on conductor pipe, change oil in draworks & engine, load bha on pipe rack, strap &calb. bha, pick up bha &
rack in derrick
Operations Next Report Period

Weather Wellbore
Snow Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Štart Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 12.00 12.00 1 rig up the rest of rig equip. weld conductor pipe with rotating head to 20"
conductor, change oil in draworks

(notify Carol Daniels with state of utah @ 09:45 on 10-3-2013 of spudding
well CCU 7-1 on 10-4-2013, also sent e-mail to Jeff Brown w/BLM of
spudding well CCU 7-1 on 10-4-2013)

18:00 6.00 18.00 1 Install flow line, booie line, & hook up to muffler, change oil in engine, pick
up & rack back pipe in derrick, hook up turnbuckleson conductor pipe

00:00 3.50 21.50 6 load BHA on pipe rack, strap &calb. same
03:30 2.50 24.00 6 Pick up, make up BHA &rack in derrick
Mud Check: <depth>ftKB, <dttm>
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa-s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(Ib/bbí) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bb1) LCM ECD -Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date in Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)
7/1/2013 Conductor 103.0

Page 1/1 Report Printed:

Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/4/2013
Report #: 6, DFS: -0.81

Well Name: Cane Creek 7-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Conflguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

1.00 0.00 948.0 61.0 100.00 0.00
Target Depth (ftKB) KickOff Date Kick Off Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,196.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/3/2013 06:00 10/4/2013 06:00 -0.81 0.0 0.0
Operations at Report Time
Picking up pipe
Operations Summary
rigging up, install flow line & boole line, weld 20" on conductor pipe, change oil in draworks & engine, load bha on pipe rack, strap &calb. bha, pick up bha &
rack in derrick
Operations Next Report Period

Weather Wellbore
Snow Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Štart Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 12.00 12.00 1 rig up the rest of rig equip. weld conductor pipe with rotating head to 20"
conductor, change oil in draworks

(notify Carol Daniels with state of utah @ 09:45 on 10-3-2013 of spudding
well CCU 7-1 on 10-4-2013, also sent e-mail to Jeff Brown w/BLM of
spudding well CCU 7-1 on 10-4-2013)

18:00 6.00 18.00 1 Install flow line, booie line, & hook up to muffler, change oil in engine, pick
up & rack back pipe in derrick, hook up turnbuckleson conductor pipe

00:00 3.50 21.50 6 load BHA on pipe rack, strap &calb. same
03:30 2.50 24.00 6 Pick up, make up BHA &rack in derrick
Mud Check: <depth>ftKB, <dttm>
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa-s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(Ib/bbí) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bb1) LCM ECD -Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date in Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)
7/1/2013 Conductor 103.0

Page 1/1 Report Printed:

Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/4/2013
Report #: 6, DFS: -0.81

Well Name: Cane Creek 7-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Conflguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

1.00 0.00 948.0 61.0 100.00 0.00
Target Depth (ftKB) KickOff Date Kick Off Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,196.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/3/2013 06:00 10/4/2013 06:00 -0.81 0.0 0.0
Operations at Report Time
Picking up pipe
Operations Summary
rigging up, install flow line & boole line, weld 20" on conductor pipe, change oil in draworks & engine, load bha on pipe rack, strap &calb. bha, pick up bha &
rack in derrick
Operations Next Report Period

Weather Wellbore
Snow Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Štart Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 12.00 12.00 1 rig up the rest of rig equip. weld conductor pipe with rotating head to 20"
conductor, change oil in draworks

(notify Carol Daniels with state of utah @ 09:45 on 10-3-2013 of spudding
well CCU 7-1 on 10-4-2013, also sent e-mail to Jeff Brown w/BLM of
spudding well CCU 7-1 on 10-4-2013)

18:00 6.00 18.00 1 Install flow line, booie line, & hook up to muffler, change oil in engine, pick
up & rack back pipe in derrick, hook up turnbuckleson conductor pipe

00:00 3.50 21.50 6 load BHA on pipe rack, strap &calb. same
03:30 2.50 24.00 6 Pick up, make up BHA &rack in derrick
Mud Check: <depth>ftKB, <dttm>
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa-s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(Ib/bbí) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bb1) LCM ECD -Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date in Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)
7/1/2013 Conductor 103.0

Page 1/1 Report Printed:

Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/4/2013
Report #: 6, DFS: -0.81

Well Name: Cane Creek 7-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Conflguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

1.00 0.00 948.0 61.0 100.00 0.00
Target Depth (ftKB) KickOff Date Kick Off Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,196.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/3/2013 06:00 10/4/2013 06:00 -0.81 0.0 0.0
Operations at Report Time
Picking up pipe
Operations Summary
rigging up, install flow line & boole line, weld 20" on conductor pipe, change oil in draworks & engine, load bha on pipe rack, strap &calb. bha, pick up bha &
rack in derrick
Operations Next Report Period

Weather Wellbore
Snow Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Štart Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 12.00 12.00 1 rig up the rest of rig equip. weld conductor pipe with rotating head to 20"
conductor, change oil in draworks

(notify Carol Daniels with state of utah @ 09:45 on 10-3-2013 of spudding
well CCU 7-1 on 10-4-2013, also sent e-mail to Jeff Brown w/BLM of
spudding well CCU 7-1 on 10-4-2013)

18:00 6.00 18.00 1 Install flow line, booie line, & hook up to muffler, change oil in engine, pick
up & rack back pipe in derrick, hook up turnbuckleson conductor pipe

00:00 3.50 21.50 6 load BHA on pipe rack, strap &calb. same
03:30 2.50 24.00 6 Pick up, make up BHA &rack in derrick
Mud Check: <depth>ftKB, <dttm>
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa-s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(Ib/bbí) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bb1) LCM ECD -Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date in Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)
7/1/2013 Conductor 103.0

Page 1/1 Report Printed:

Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/4/2013
Report #: 6, DFS: -0.81

Well Name: Cane Creek 7-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Conflguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

1.00 0.00 948.0 61.0 100.00 0.00
Target Depth (ftKB) KickOff Date Kick Off Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,196.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/3/2013 06:00 10/4/2013 06:00 -0.81 0.0 0.0
Operations at Report Time
Picking up pipe
Operations Summary
rigging up, install flow line & boole line, weld 20" on conductor pipe, change oil in draworks & engine, load bha on pipe rack, strap &calb. bha, pick up bha &
rack in derrick
Operations Next Report Period

Weather Wellbore
Snow Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Štart Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 12.00 12.00 1 rig up the rest of rig equip. weld conductor pipe with rotating head to 20"
conductor, change oil in draworks

(notify Carol Daniels with state of utah @ 09:45 on 10-3-2013 of spudding
well CCU 7-1 on 10-4-2013, also sent e-mail to Jeff Brown w/BLM of
spudding well CCU 7-1 on 10-4-2013)

18:00 6.00 18.00 1 Install flow line, booie line, & hook up to muffler, change oil in engine, pick
up & rack back pipe in derrick, hook up turnbuckleson conductor pipe

00:00 3.50 21.50 6 load BHA on pipe rack, strap &calb. same
03:30 2.50 24.00 6 Pick up, make up BHA &rack in derrick
Mud Check: <depth>ftKB, <dttm>
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa-s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(Ib/bbí) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bb1) LCM ECD -Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date in Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)
7/1/2013 Conductor 103.0

Page 1/1 Report Printed:



RECEIVED: Nov. 04, 2013

Sundry Number: 44429 API Well Number: 43019500100000Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/5/2013
Report #: 7, DFS: 0.19

WeII Name: Cane Creek 7-1 Daily Depth Progress: 61.00
API/UW1 Excaliber ID Well Area Basin Field Name Well Confguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP S]iding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

1.00 0.00 948.0 61.0 100.00 0.00
Target Depth (ftKB) KickOff Date Kick Off Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,196.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/4/2013 06:00 10/5/2013 06:00 0.19 102.0 163.0 61.00
Operations at Report Time

Drilling
Operations Summary
Picking up BHA,pick up drillpipe, center conductor pipe, test air jammer lines to 1100psi, make up 17 1/2" hammer bit, hammer, & 8" drill collars, spud in well @
01:30 on 10/5/13, drill to 163', repair top drive
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 4.00 4.00 6 Picking up BHA, install corrosion ring
10:00 4.00 8.00 6 Pick up DrillPipe and set back in derrick
14:00 4.00 12.00 22 Center conductor with turn buckles, finish rigging up air jammer package
18:00 2.00 14.00 16 Blow down air jammer lines, test lines, repair leaks, retest air jammer lines

20:00 5.50 19.50 6 Pick up 8" D.C., bit sub, hammer, pull rotaty bushing up on collars, and 102.0
rotating head, make up bit, Iower in well, install rotating head lock down
same, put rotaty master bushing back in, make up x-o, install rotating
rubber on pipe, install rotating rubber in head, tag @102'

01:30 1.50 21.00 2 Air drillfrom 102' to 163', repair air leak on blooey line, install 2" bull plug. 102.0 163.0

03:00 3.00 24.00 8 Connection broke above IBOP on top drive, make back up and change 163.0 163.0
dies on clamp,pull rotating rubber,

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

102.0 1,050.0 948.00 10/5/2013 01:30 10/7/2013 06:00 1.00 948.0 1.00 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

7/1/2013 Conductor 103.0

Page 1/1 Report Printed:

Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/5/2013
Report #: 7, DFS: 0.19

WeII Name: Cane Creek 7-1 Daily Depth Progress: 61.00
API/UW1 Excaliber ID Well Area Basin Field Name Well Confguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP S]iding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

1.00 0.00 948.0 61.0 100.00 0.00
Target Depth (ftKB) KickOff Date Kick Off Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,196.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/4/2013 06:00 10/5/2013 06:00 0.19 102.0 163.0 61.00
Operations at Report Time

Drilling
Operations Summary
Picking up BHA,pick up drillpipe, center conductor pipe, test air jammer lines to 1100psi, make up 17 1/2" hammer bit, hammer, & 8" drill collars, spud in well @
01:30 on 10/5/13, drill to 163', repair top drive
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 4.00 4.00 6 Picking up BHA, install corrosion ring
10:00 4.00 8.00 6 Pick up DrillPipe and set back in derrick
14:00 4.00 12.00 22 Center conductor with turn buckles, finish rigging up air jammer package
18:00 2.00 14.00 16 Blow down air jammer lines, test lines, repair leaks, retest air jammer lines

20:00 5.50 19.50 6 Pick up 8" D.C., bit sub, hammer, pull rotaty bushing up on collars, and 102.0
rotating head, make up bit, Iower in well, install rotating head lock down
same, put rotaty master bushing back in, make up x-o, install rotating
rubber on pipe, install rotating rubber in head, tag @102'

01:30 1.50 21.00 2 Air drillfrom 102' to 163', repair air leak on blooey line, install 2" bull plug. 102.0 163.0
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18:00 2.00 14.00 16 Blow down air jammer lines, test lines, repair leaks, retest air jammer lines

20:00 5.50 19.50 6 Pick up 8" D.C., bit sub, hammer, pull rotaty bushing up on collars, and 102.0
rotating head, make up bit, Iower in well, install rotating head lock down
same, put rotaty master bushing back in, make up x-o, install rotating
rubber on pipe, install rotating rubber in head, tag @102'

01:30 1.50 21.00 2 Air drillfrom 102' to 163', repair air leak on blooey line, install 2" bull plug. 102.0 163.0

03:00 3.00 24.00 8 Connection broke above IBOP on top drive, make back up and change 163.0 163.0
dies on clamp,pull rotating rubber,
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Daily Drilling Performance
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7/1/2013 Conductor 103.0
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RECEIVED: Nov. 04, 2013

Sundry Number: 44429 API Well Number: 43019500100000Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/6/2013
Report #: 8, DFS: 1.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 222.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DnllingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

1.00 0.00 948.0 61.0 100.00 0.00
Target Depth (ftKB) Kick Off Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,196.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

10/5/2013 06:00 10/6/2013 06:00 1.19 163.0 385.0 222.00
Operations at Report Time
Drillinghead
Operations Summary
Change out rotating head rubber, survey, install new rotating rubber in head, drill from 163' to 281', repair top drive, pressure test top drive with air. Drill from 281'
to 385'.
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.50 2.50 6 Pick up on 8" DC, change out rotating head rubber. 163.0 163.0
08:30 0.50 3.00 10 Survey @88' 0.28* 163.0 163.0
09:00 1.50 4.50 6 Pick up stand instal rotating rubber in head &clamp on rotating head 163.0 163.0
10:30 3.50 8.00 2 Air drill 17 1/2" hole from 163' to 281' 163.0 281.0

14:00 13.50 21.50 8 Top Drive down leaking around goose neck, lay down 2 jts. drill pipe, 281.0 281.0
remove kelly hose, remove goose neck from top drive, waited on parts,
repair top drive, press test with air.

03:30 0.50 22.00 5 Press test lines &top drive to 513psi. OK, pick up 2 singles that were layed 281.0 281.0
down.

04:00 2.00 24.00 2 Air drillfrom 281' to 385', ROP 40/90 fph, RPM 30, CFM 2800, PSI 250 281.0 385.0

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1. .

MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbi) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbi) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth ln (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

102.0 1,050.0 948.00 10/5/2013 01:30 10/7/2013 06:00 1.00 948.0 1.00 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

7/1/2013 Conductor 103.0
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7/1/2013 Conductor 103.0

Page 1/1 Report Printed:

Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/6/2013
Report #: 8, DFS: 1.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 222.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DnllingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

1.00 0.00 948.0 61.0 100.00 0.00
Target Depth (ftKB) Kick Off Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,196.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

10/5/2013 06:00 10/6/2013 06:00 1.19 163.0 385.0 222.00
Operations at Report Time
Drillinghead
Operations Summary
Change out rotating head rubber, survey, install new rotating rubber in head, drill from 163' to 281', repair top drive, pressure test top drive with air. Drill from 281'
to 385'.
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.50 2.50 6 Pick up on 8" DC, change out rotating head rubber. 163.0 163.0
08:30 0.50 3.00 10 Survey @88' 0.28* 163.0 163.0
09:00 1.50 4.50 6 Pick up stand instal rotating rubber in head &clamp on rotating head 163.0 163.0
10:30 3.50 8.00 2 Air drill 17 1/2" hole from 163' to 281' 163.0 281.0

14:00 13.50 21.50 8 Top Drive down leaking around goose neck, lay down 2 jts. drill pipe, 281.0 281.0
remove kelly hose, remove goose neck from top drive, waited on parts,
repair top drive, press test with air.

03:30 0.50 22.00 5 Press test lines &top drive to 513psi. OK, pick up 2 singles that were layed 281.0 281.0
down.

04:00 2.00 24.00 2 Air drillfrom 281' to 385', ROP 40/90 fph, RPM 30, CFM 2800, PSI 250 281.0 385.0

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1. .

MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbi) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbi) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth ln (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

102.0 1,050.0 948.00 10/5/2013 01:30 10/7/2013 06:00 1.00 948.0 1.00 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

7/1/2013 Conductor 103.0
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Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/6/2013
Report #: 8, DFS: 1.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 222.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DnllingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

1.00 0.00 948.0 61.0 100.00 0.00
Target Depth (ftKB) Kick Off Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,196.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

10/5/2013 06:00 10/6/2013 06:00 1.19 163.0 385.0 222.00
Operations at Report Time
Drillinghead
Operations Summary
Change out rotating head rubber, survey, install new rotating rubber in head, drill from 163' to 281', repair top drive, pressure test top drive with air. Drill from 281'
to 385'.
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.50 2.50 6 Pick up on 8" DC, change out rotating head rubber. 163.0 163.0
08:30 0.50 3.00 10 Survey @88' 0.28* 163.0 163.0
09:00 1.50 4.50 6 Pick up stand instal rotating rubber in head &clamp on rotating head 163.0 163.0
10:30 3.50 8.00 2 Air drill 17 1/2" hole from 163' to 281' 163.0 281.0

14:00 13.50 21.50 8 Top Drive down leaking around goose neck, lay down 2 jts. drill pipe, 281.0 281.0
remove kelly hose, remove goose neck from top drive, waited on parts,
repair top drive, press test with air.

03:30 0.50 22.00 5 Press test lines &top drive to 513psi. OK, pick up 2 singles that were layed 281.0 281.0
down.

04:00 2.00 24.00 2 Air drillfrom 281' to 385', ROP 40/90 fph, RPM 30, CFM 2800, PSI 250 281.0 385.0

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1. .

MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbi) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbi) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth ln (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

102.0 1,050.0 948.00 10/5/2013 01:30 10/7/2013 06:00 1.00 948.0 1.00 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

7/1/2013 Conductor 103.0
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Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/6/2013
Report #: 8, DFS: 1.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 222.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DnllingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

1.00 0.00 948.0 61.0 100.00 0.00
Target Depth (ftKB) Kick Off Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,196.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

10/5/2013 06:00 10/6/2013 06:00 1.19 163.0 385.0 222.00
Operations at Report Time
Drillinghead
Operations Summary
Change out rotating head rubber, survey, install new rotating rubber in head, drill from 163' to 281', repair top drive, pressure test top drive with air. Drill from 281'
to 385'.
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.50 2.50 6 Pick up on 8" DC, change out rotating head rubber. 163.0 163.0
08:30 0.50 3.00 10 Survey @88' 0.28* 163.0 163.0
09:00 1.50 4.50 6 Pick up stand instal rotating rubber in head &clamp on rotating head 163.0 163.0
10:30 3.50 8.00 2 Air drill 17 1/2" hole from 163' to 281' 163.0 281.0

14:00 13.50 21.50 8 Top Drive down leaking around goose neck, lay down 2 jts. drill pipe, 281.0 281.0
remove kelly hose, remove goose neck from top drive, waited on parts,
repair top drive, press test with air.

03:30 0.50 22.00 5 Press test lines &top drive to 513psi. OK, pick up 2 singles that were layed 281.0 281.0
down.

04:00 2.00 24.00 2 Air drillfrom 281' to 385', ROP 40/90 fph, RPM 30, CFM 2800, PSI 250 281.0 385.0

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1. .

MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbi) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbi) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth ln (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

102.0 1,050.0 948.00 10/5/2013 01:30 10/7/2013 06:00 1.00 948.0 1.00 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

7/1/2013 Conductor 103.0
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RECEIVED: Nov. 04, 2013

Sundry Number: 44429 API Well Number: 43019500100000Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/7/2013
Report #: 9, DFS: 2.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 665.00
APi/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

1.00 0.00 948.0 61.0 100.00 0.00
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,196.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/6/2013 06:00 10/7/2013 06:00 2.19 385.0 1,050.0 665.00
Operations at Report Time
Drilling @ 1065' (TD @ 1085')
Operations Summary
Drilling from 385' to 419', survey, POOH, TlH with 6 1/4 DCs, drillfrom 419' to 571', POOH, TlH with DCs, drill from 571' to 762' survey, drillfrom 762' to 984',
hammer quit, POOH, no drag, change hammer, TlH, drillingfrom 984' to 1,050'.

sent e-mail to Jeff Brown with BLM on 10-6-2013 of running and cementing 13 3/8" surface casing on 10-7-2013.
Operations Next Report Period

Nipple up B.O.P.
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 2 Drill from 385' to 419' with air and foam mist 385.0 419.0

07:00 1.00 2.00 10 Survey @388' 0.24* 419.0 419.0

08:00 2.00 4.00 6 POOH, remove clamp, pull rotatinghead rubber, pick up 6 1/4" DCs & 419.0 419.0
install rotating rubber back in rotating head

10:00 3.00 7.00 2 Drill with air &foam mist from 419' to 571', RPM 30, PSI 500, CFM 3600, 419.0 571.0
ROP 40/90

13:00 1.50 8.50 6 POOH with drill pipe, pull rubber, TlH with 6 1/4" DCs, install rubber 571.0 571.0
14:30 3.50 12.00 2 Drill with air &foam mist from 571' to 762' 571.0 762.0
18:00 1.00 13.00 10 Survey @720' 0.60*, (had to take survey twice,toolfailed first time). 762.0 762.0
19:00 4.00 17.00 2 Drill with air &foam mist from 762' to 984',RPM 30, PSI 600, CFM 4200, 762.0 984.0

ROP 35/90, hammer quit.
23:00 1.00 18.00 6 POOH to change hammer, 984.0 984.0
00:00 2.50 20.50 6 Rack back 6 1/4" D.C.s, lay down 1 - 8" DC, pull rotary, &rotating head, 984.0 984.0

break bit, lay down air hammer.
02:30 1.00 21.50 6 Make up new air hammer motor. 984.0 984.0
03:30 1.50 23.00 6 Reinstall rotating head & rotary bushing, TlH. 984.0 984.0
05:00 1.00 24.00 2 Drill with air & foam mist from 984' to 1,050', RPM 30, PSI 600, CFM 4200, 984.0 1,050.0

ROP 40/90.

Mud Check: <·lepth>ftKB, <dttm>

Date Depth (ftKB) Density (1b/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1.

MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date in Date Out DdllTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

102.0 1,050.0 948.00 10/5/2013 01:30 10/7/2013 06:00 1.00 948.0 1.00 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

7/1/2013 Conductor 103.0
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Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/7/2013
Report #: 9, DFS: 2.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 665.00
APi/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

1.00 0.00 948.0 61.0 100.00 0.00
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,196.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/6/2013 06:00 10/7/2013 06:00 2.19 385.0 1,050.0 665.00
Operations at Report Time
Drilling @ 1065' (TD @ 1085')
Operations Summary
Drilling from 385' to 419', survey, POOH, TlH with 6 1/4 DCs, drillfrom 419' to 571', POOH, TlH with DCs, drill from 571' to 762' survey, drillfrom 762' to 984',
hammer quit, POOH, no drag, change hammer, TlH, drillingfrom 984' to 1,050'.

sent e-mail to Jeff Brown with BLM on 10-6-2013 of running and cementing 13 3/8" surface casing on 10-7-2013.
Operations Next Report Period

Nipple up B.O.P.
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.00 1.00 2 Drill from 385' to 419' with air and foam mist 385.0 419.0

07:00 1.00 2.00 10 Survey @388' 0.24* 419.0 419.0

08:00 2.00 4.00 6 POOH, remove clamp, pull rotatinghead rubber, pick up 6 1/4" DCs & 419.0 419.0
install rotating rubber back in rotating head

10:00 3.00 7.00 2 Drill with air &foam mist from 419' to 571', RPM 30, PSI 500, CFM 3600, 419.0 571.0
ROP 40/90

13:00 1.50 8.50 6 POOH with drill pipe, pull rubber, TlH with 6 1/4" DCs, install rubber 571.0 571.0

14:30 3.50 12.00 2 Drill with air &foam mist from 571' to 762' 571.0 762.0

18:00 1.00 13.00 10 Survey @720' 0.60*, (had to take survey twice,toolfailed first time). 762.0 762.0

19:00 4.00 17.00 2 Drill with air &foam mist from 762' to 984',RPM 30, PSI 600, CFM 4200, 762.0 984.0
ROP 35/90, hammer quit.

23:00 1.00 18.00 6 POOH to change hammer, 984.0 984.0

00:00 2.50 20.50 6 Rack back 6 1/4" D.C.s, lay down 1 - 8" DC, pull rotary, &rotating head, 984.0 984.0
break bit, lay down air hammer.

02:30 1.00 21.50 6 Make up new air hammer motor. 984.0 984.0
03:30 1.50 23.00 6 Reinstall rotating head & rotary bushing, TlH. 984.0 984.0
05:00 1.00 24.00 2 Drill with air & foam mist from 984' to 1,050', RPM 30, PSI 600, CFM 4200, 984.0 1,050.0

ROP 40/90.

Mud Check: <·lepth>ftKB, <dttm>

Date Depth (ftKB) Density (1b/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1.

MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date in Date Out DdllTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

102.0 1,050.0 948.00 10/5/2013 01:30 10/7/2013 06:00 1.00 948.0 1.00 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)
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Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/7/2013
Report #: 9, DFS: 2.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 665.00
APi/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

1.00 0.00 948.0 61.0 100.00 0.00
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,196.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/6/2013 06:00 10/7/2013 06:00 2.19 385.0 1,050.0 665.00
Operations at Report Time
Drilling @ 1065' (TD @ 1085')
Operations Summary
Drilling from 385' to 419', survey, POOH, TlH with 6 1/4 DCs, drillfrom 419' to 571', POOH, TlH with DCs, drill from 571' to 762' survey, drillfrom 762' to 984',
hammer quit, POOH, no drag, change hammer, TlH, drillingfrom 984' to 1,050'.

sent e-mail to Jeff Brown with BLM on 10-6-2013 of running and cementing 13 3/8" surface casing on 10-7-2013.
Operations Next Report Period

Nipple up B.O.P.
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.00 1.00 2 Drill from 385' to 419' with air and foam mist 385.0 419.0

07:00 1.00 2.00 10 Survey @388' 0.24* 419.0 419.0

08:00 2.00 4.00 6 POOH, remove clamp, pull rotatinghead rubber, pick up 6 1/4" DCs & 419.0 419.0
install rotating rubber back in rotating head

10:00 3.00 7.00 2 Drill with air &foam mist from 419' to 571', RPM 30, PSI 500, CFM 3600, 419.0 571.0
ROP 40/90

13:00 1.50 8.50 6 POOH with drill pipe, pull rubber, TlH with 6 1/4" DCs, install rubber 571.0 571.0

14:30 3.50 12.00 2 Drill with air &foam mist from 571' to 762' 571.0 762.0

18:00 1.00 13.00 10 Survey @720' 0.60*, (had to take survey twice,toolfailed first time). 762.0 762.0

19:00 4.00 17.00 2 Drill with air &foam mist from 762' to 984',RPM 30, PSI 600, CFM 4200, 762.0 984.0
ROP 35/90, hammer quit.

23:00 1.00 18.00 6 POOH to change hammer, 984.0 984.0

00:00 2.50 20.50 6 Rack back 6 1/4" D.C.s, lay down 1 - 8" DC, pull rotary, &rotating head, 984.0 984.0
break bit, lay down air hammer.

02:30 1.00 21.50 6 Make up new air hammer motor. 984.0 984.0
03:30 1.50 23.00 6 Reinstall rotating head & rotary bushing, TlH. 984.0 984.0
05:00 1.00 24.00 2 Drill with air & foam mist from 984' to 1,050', RPM 30, PSI 600, CFM 4200, 984.0 1,050.0

ROP 40/90.

Mud Check: <·lepth>ftKB, <dttm>

Date Depth (ftKB) Density (1b/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1.

MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date in Date Out DdllTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

102.0 1,050.0 948.00 10/5/2013 01:30 10/7/2013 06:00 1.00 948.0 1.00 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

7/1/2013 Conductor 103.0
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Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/7/2013
Report #: 9, DFS: 2.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 665.00
APi/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

1.00 0.00 948.0 61.0 100.00 0.00
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,196.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/6/2013 06:00 10/7/2013 06:00 2.19 385.0 1,050.0 665.00
Operations at Report Time
Drilling @ 1065' (TD @ 1085')
Operations Summary
Drilling from 385' to 419', survey, POOH, TlH with 6 1/4 DCs, drillfrom 419' to 571', POOH, TlH with DCs, drill from 571' to 762' survey, drillfrom 762' to 984',
hammer quit, POOH, no drag, change hammer, TlH, drillingfrom 984' to 1,050'.

sent e-mail to Jeff Brown with BLM on 10-6-2013 of running and cementing 13 3/8" surface casing on 10-7-2013.
Operations Next Report Period

Nipple up B.O.P.
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.00 1.00 2 Drill from 385' to 419' with air and foam mist 385.0 419.0

07:00 1.00 2.00 10 Survey @388' 0.24* 419.0 419.0

08:00 2.00 4.00 6 POOH, remove clamp, pull rotatinghead rubber, pick up 6 1/4" DCs & 419.0 419.0
install rotating rubber back in rotating head

10:00 3.00 7.00 2 Drill with air &foam mist from 419' to 571', RPM 30, PSI 500, CFM 3600, 419.0 571.0
ROP 40/90

13:00 1.50 8.50 6 POOH with drill pipe, pull rubber, TlH with 6 1/4" DCs, install rubber 571.0 571.0

14:30 3.50 12.00 2 Drill with air &foam mist from 571' to 762' 571.0 762.0

18:00 1.00 13.00 10 Survey @720' 0.60*, (had to take survey twice,toolfailed first time). 762.0 762.0

19:00 4.00 17.00 2 Drill with air &foam mist from 762' to 984',RPM 30, PSI 600, CFM 4200, 762.0 984.0
ROP 35/90, hammer quit.

23:00 1.00 18.00 6 POOH to change hammer, 984.0 984.0

00:00 2.50 20.50 6 Rack back 6 1/4" D.C.s, lay down 1 - 8" DC, pull rotary, &rotating head, 984.0 984.0
break bit, lay down air hammer.

02:30 1.00 21.50 6 Make up new air hammer motor. 984.0 984.0
03:30 1.50 23.00 6 Reinstall rotating head & rotary bushing, TlH. 984.0 984.0
05:00 1.00 24.00 2 Drill with air & foam mist from 984' to 1,050', RPM 30, PSI 600, CFM 4200, 984.0 1,050.0

ROP 40/90.

Mud Check: <·lepth>ftKB, <dttm>

Date Depth (ftKB) Density (1b/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1.

MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date in Date Out DdllTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

102.0 1,050.0 948.00 10/5/2013 01:30 10/7/2013 06:00 1.00 948.0 1.00 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

7/1/2013 Conductor 103.0

Page 1/1 Report Printed:

Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/7/2013
Report #: 9, DFS: 2.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 665.00
APi/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

1.00 0.00 948.0 61.0 100.00 0.00
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,196.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/6/2013 06:00 10/7/2013 06:00 2.19 385.0 1,050.0 665.00
Operations at Report Time
Drilling @ 1065' (TD @ 1085')
Operations Summary
Drilling from 385' to 419', survey, POOH, TlH with 6 1/4 DCs, drillfrom 419' to 571', POOH, TlH with DCs, drill from 571' to 762' survey, drillfrom 762' to 984',
hammer quit, POOH, no drag, change hammer, TlH, drillingfrom 984' to 1,050'.

sent e-mail to Jeff Brown with BLM on 10-6-2013 of running and cementing 13 3/8" surface casing on 10-7-2013.
Operations Next Report Period

Nipple up B.O.P.
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.00 1.00 2 Drill from 385' to 419' with air and foam mist 385.0 419.0

07:00 1.00 2.00 10 Survey @388' 0.24* 419.0 419.0

08:00 2.00 4.00 6 POOH, remove clamp, pull rotatinghead rubber, pick up 6 1/4" DCs & 419.0 419.0
install rotating rubber back in rotating head

10:00 3.00 7.00 2 Drill with air &foam mist from 419' to 571', RPM 30, PSI 500, CFM 3600, 419.0 571.0
ROP 40/90

13:00 1.50 8.50 6 POOH with drill pipe, pull rubber, TlH with 6 1/4" DCs, install rubber 571.0 571.0

14:30 3.50 12.00 2 Drill with air &foam mist from 571' to 762' 571.0 762.0

18:00 1.00 13.00 10 Survey @720' 0.60*, (had to take survey twice,toolfailed first time). 762.0 762.0

19:00 4.00 17.00 2 Drill with air &foam mist from 762' to 984',RPM 30, PSI 600, CFM 4200, 762.0 984.0
ROP 35/90, hammer quit.

23:00 1.00 18.00 6 POOH to change hammer, 984.0 984.0

00:00 2.50 20.50 6 Rack back 6 1/4" D.C.s, lay down 1 - 8" DC, pull rotary, &rotating head, 984.0 984.0
break bit, lay down air hammer.

02:30 1.00 21.50 6 Make up new air hammer motor. 984.0 984.0
03:30 1.50 23.00 6 Reinstall rotating head & rotary bushing, TlH. 984.0 984.0
05:00 1.00 24.00 2 Drill with air & foam mist from 984' to 1,050', RPM 30, PSI 600, CFM 4200, 984.0 1,050.0

ROP 40/90.

Mud Check: <·lepth>ftKB, <dttm>

Date Depth (ftKB) Density (1b/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1.

MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date in Date Out DdllTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

102.0 1,050.0 948.00 10/5/2013 01:30 10/7/2013 06:00 1.00 948.0 1.00 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

7/1/2013 Conductor 103.0
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RECEIVED: Nov. 04, 2013

Sundry Number: 44429 API Well Number: 43019500100000Sundry Number: 44429 API Well Number: 43019500100000

FIDEUTY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/8/2013
E "O Report #: 10, DFS: 3.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 35.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

105.50 0.00 34.1 34.1 100.00 0.00
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,196.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/7/2013 06:00 10/8/2013 06:00 3.19 1,050.0 1,085.0 35.00
Operations at Report Time
rough cutting pipe
Operations Summary
Drill from 1050' to 1085', blow hole clean, survey, POOH, rig up casing equipment, make up shoe track & run 13 3/8" casing to 1085', change elevators, install
plug in cement head, make up cement head, circulate hole clean with rig pump &water, hook up Halliburton, test lines to 2500 psi, mix &pump cement. Cement
13 3/8" casing in place, center casing in rotary, WOC, rig down casing crew, top out surface casing, pump out cellar, remove turn buckles, nipple down blooey
line from rotating head, rough cut pipe.
Operations Next Report Penod
Nipple up B.O.P.
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 0.50 0.50 2 Air drill with foam/mist from 1050' to 1085'. 1,050.0 1,085.0
06:30 1.00 1.50 5 Blow hole clean 1,085.0 1,085.0
07:30 0.50 2.00 10 Survey @ 1050' 0.63* 1,085.0 1,085.0
08:00 4.00 6.00 6 POOH, pull rotating head, lay down hammer & bit. 1,085.0 1,085.0
12:00 0.50 6.50 6 Pick up 8" D.C. and rack back in derrick. 1,085.0 1,085.0
12:30 3.00 9.50 22 Rig up B&L casing equipulpment to run 13 3/8" casing. 1,085.0 1,085.0
15:30 2.50 12.00 12 Make up shoe track& run 13 3/8" casing to 1085ft. 1,085.0 1,085.0
18:00 2.00 14.00 22 Rig down side door elevators, install plug in cement head, install cement 1,085.0 1,085.0

head, rig up hard lines.
20:00 1.50 15.50 5 Circulate hole clean, & held safety meeting with Halliburton. 1,085.0 1,085.0
21:30 2.00 17.50 12 Test lines to 2500psi, mix & pump, 30bbl. water spacer, 200bbis lead cmt. 1,085.0 1,085.0

= 435sks. @ 12.3ppg, 2.41 yield,82.7bbis. tailcmt. = 215sks. @12.8ppg,
2.14 yield, displace with 164.5bbls. water, bump plug with 800psi & hold for
15 mins. bleed off,got approximately 3/4bbl back. Estimate 94bbis cmt
returned.

23:30 2.00 19.50 13 WOC, center pipe in rotar/, rig down cement head & B & L equipment. 1,085.0 1,085.0
01:30 1.00 20.50 13 WOC, top out cement job - mix & pump 30 sks = 13 bbls. @12.3 ppg, 2.41 1,085.0 1,085.0

yield, got 5 bbis. good cement back to surface.
02:30 2.50 23.00 22 Rig down & load out Halliburton, pump out seller, remove turn buckles, 1,085.0 1,085.0

nipple down blooey line from rotating head, hook on to conductor pipe
05:00 1.00 24.00 14 Rough cut conductor & 13 3/8" casing, lay down cut offs. 1,085.0 1,085.0
Mud Check:<·fepth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfli... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowl¡ne(°F) Comment

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

102.0 3,704.0 3,602.00 10/5/2013 01:30 10/14/2013 06:00 66.50 54.2 66.50 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) 1D(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
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Sundry Number: 44429 API Well Number: 43019500100000

FIDEUTY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/8/2013
E "O Report #: 10, DFS: 3.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 35.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

105.50 0.00 34.1 34.1 100.00 0.00
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,196.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/7/2013 06:00 10/8/2013 06:00 3.19 1,050.0 1,085.0 35.00
Operations at Report Time
rough cutting pipe
Operations Summary
Drill from 1050' to 1085', blow hole clean, survey, POOH, rig up casing equipment, make up shoe track & run 13 3/8" casing to 1085', change elevators, install
plug in cement head, make up cement head, circulate hole clean with rig pump &water, hook up Halliburton, test lines to 2500 psi, mix &pump cement. Cement
13 3/8" casing in place, center casing in rotary, WOC, rig down casing crew, top out surface casing, pump out cellar, remove turn buckles, nipple down blooey
line from rotating head, rough cut pipe.
Operations Next Report Penod
Nipple up B.O.P.
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 0.50 0.50 2 Air drill with foam/mist from 1050' to 1085'. 1,050.0 1,085.0
06:30 1.00 1.50 5 Blow hole clean 1,085.0 1,085.0
07:30 0.50 2.00 10 Survey @ 1050' 0.63* 1,085.0 1,085.0
08:00 4.00 6.00 6 POOH, pull rotating head, lay down hammer & bit. 1,085.0 1,085.0
12:00 0.50 6.50 6 Pick up 8" D.C. and rack back in derrick. 1,085.0 1,085.0
12:30 3.00 9.50 22 Rig up B&L casing equipulpment to run 13 3/8" casing. 1,085.0 1,085.0
15:30 2.50 12.00 12 Make up shoe track& run 13 3/8" casing to 1085ft. 1,085.0 1,085.0
18:00 2.00 14.00 22 Rig down side door elevators, install plug in cement head, install cement 1,085.0 1,085.0

head, rig up hard lines.
20:00 1.50 15.50 5 Circulate hole clean, & held safety meeting with Halliburton. 1,085.0 1,085.0
21:30 2.00 17.50 12 Test lines to 2500psi, mix & pump, 30bbl. water spacer, 200bbis lead cmt. 1,085.0 1,085.0

= 435sks. @ 12.3ppg, 2.41 yield,82.7bbis. tailcmt. = 215sks. @12.8ppg,
2.14 yield, displace with 164.5bbls. water, bump plug with 800psi & hold for
15 mins. bleed off,got approximately 3/4bbl back. Estimate 94bbis cmt
returned.

23:30 2.00 19.50 13 WOC, center pipe in rotar/, rig down cement head & B & L equipment. 1,085.0 1,085.0
01:30 1.00 20.50 13 WOC, top out cement job - mix & pump 30 sks = 13 bbls. @12.3 ppg, 2.41 1,085.0 1,085.0

yield, got 5 bbis. good cement back to surface.
02:30 2.50 23.00 22 Rig down & load out Halliburton, pump out seller, remove turn buckles, 1,085.0 1,085.0

nipple down blooey line from rotating head, hook on to conductor pipe
05:00 1.00 24.00 14 Rough cut conductor & 13 3/8" casing, lay down cut offs. 1,085.0 1,085.0
Mud Check:<·fepth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfli... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowl¡ne(°F) Comment

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

102.0 3,704.0 3,602.00 10/5/2013 01:30 10/14/2013 06:00 66.50 54.2 66.50 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) 1D(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
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Sundry Number: 44429 API Well Number: 43019500100000

FIDEUTY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/8/2013
E "O Report #: 10, DFS: 3.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 35.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

105.50 0.00 34.1 34.1 100.00 0.00
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,196.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/7/2013 06:00 10/8/2013 06:00 3.19 1,050.0 1,085.0 35.00
Operations at Report Time
rough cutting pipe
Operations Summary
Drill from 1050' to 1085', blow hole clean, survey, POOH, rig up casing equipment, make up shoe track & run 13 3/8" casing to 1085', change elevators, install
plug in cement head, make up cement head, circulate hole clean with rig pump &water, hook up Halliburton, test lines to 2500 psi, mix &pump cement. Cement
13 3/8" casing in place, center casing in rotary, WOC, rig down casing crew, top out surface casing, pump out cellar, remove turn buckles, nipple down blooey
line from rotating head, rough cut pipe.
Operations Next Report Penod
Nipple up B.O.P.
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 0.50 0.50 2 Air drill with foam/mist from 1050' to 1085'. 1,050.0 1,085.0
06:30 1.00 1.50 5 Blow hole clean 1,085.0 1,085.0
07:30 0.50 2.00 10 Survey @ 1050' 0.63* 1,085.0 1,085.0
08:00 4.00 6.00 6 POOH, pull rotating head, lay down hammer & bit. 1,085.0 1,085.0
12:00 0.50 6.50 6 Pick up 8" D.C. and rack back in derrick. 1,085.0 1,085.0
12:30 3.00 9.50 22 Rig up B&L casing equipulpment to run 13 3/8" casing. 1,085.0 1,085.0
15:30 2.50 12.00 12 Make up shoe track& run 13 3/8" casing to 1085ft. 1,085.0 1,085.0
18:00 2.00 14.00 22 Rig down side door elevators, install plug in cement head, install cement 1,085.0 1,085.0

head, rig up hard lines.
20:00 1.50 15.50 5 Circulate hole clean, & held safety meeting with Halliburton. 1,085.0 1,085.0
21:30 2.00 17.50 12 Test lines to 2500psi, mix & pump, 30bbl. water spacer, 200bbis lead cmt. 1,085.0 1,085.0

= 435sks. @ 12.3ppg, 2.41 yield,82.7bbis. tailcmt. = 215sks. @12.8ppg,
2.14 yield, displace with 164.5bbls. water, bump plug with 800psi & hold for
15 mins. bleed off,got approximately 3/4bbl back. Estimate 94bbis cmt
returned.

23:30 2.00 19.50 13 WOC, center pipe in rotar/, rig down cement head & B & L equipment. 1,085.0 1,085.0
01:30 1.00 20.50 13 WOC, top out cement job - mix & pump 30 sks = 13 bbls. @12.3 ppg, 2.41 1,085.0 1,085.0

yield, got 5 bbis. good cement back to surface.
02:30 2.50 23.00 22 Rig down & load out Halliburton, pump out seller, remove turn buckles, 1,085.0 1,085.0

nipple down blooey line from rotating head, hook on to conductor pipe
05:00 1.00 24.00 14 Rough cut conductor & 13 3/8" casing, lay down cut offs. 1,085.0 1,085.0
Mud Check:<·fepth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfli... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowl¡ne(°F) Comment

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

102.0 3,704.0 3,602.00 10/5/2013 01:30 10/14/2013 06:00 66.50 54.2 66.50 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) 1D(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
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Sundry Number: 44429 API Well Number: 43019500100000

FIDEUTY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/8/2013
E "O Report #: 10, DFS: 3.19
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APl/UWI Excaliber ID Well Area Basin Field Name Well Connguration Type
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County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
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Operator Surface Legal Location
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Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
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RECEIVED: Nov. 04, 2013

Sundry Number: 44429 API Well Number: 43019500100000Sundry Number: 44429 API Well Number: 43019500100000

FIOUTY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/9/2013
Report #: 11, DFS: 4.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APi/UWI Excaliber ID Well Area Basin Field Name Well Contiguration Type
43-019-31591 74*26635 Paradox Dane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

105.50 0.00 34.1 34.1 100.00 0.00
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,196.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/8/2013 06:00 10/9/2013 06:00 4.19 1,085.0 1,085.0 0.00
Operations at Report Time

Testing BOPE
Operations Summary
Install well head & test with nitrogen to 800 psi, nipple up A & B sections, nipple up BOPE, hook up control lines, testing choke manifold to 250 low & 10,000 high
Operations Next Report Pedod

Trips
Weather Wellbore

Sunny and Clear
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.50 6.50 14 Make final cuts on pipe, install and weld on well head, test to 800psi. with 1,085.0 1,085.0
nitrogen, nipple up A & B section well heads, remove 4" pipe rams

12:30 17.50 24.00 14 install 4 1/2" pipe rams, nipple up BOPs, single rams, double rams, 1,085.0 1,085.0
annular, wing valves &smith rotating head, hook up killline & choke line,
hydraulic lines, torque bolts with cameron torquewrench, testing choke
manifold to 250 low & 10,000 high

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Ge1 (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...
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Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) 1DNom Min(in)
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Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 6.50 6.50 14 Make final cuts on pipe, install and weld on well head, test to 800psi. with 1,085.0 1,085.0

nitrogen, nipple up A & B section well heads, remove 4" pipe rams
12:30 17.50 24.00 14 install 4 1/2" pipe rams, nipple up BOPs, single rams, double rams, 1,085.0 1,085.0

annular, wing valves &smith rotating head, hook up killline & choke line,
hydraulic lines, torque bolts with cameron torquewrench, testing choke
manifold to 250 low & 10,000 high

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Ge1 (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(Ib/bbi) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bb]) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date in Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (br) % Slide Time... % Rot Time (%)

102.0 3,704.0 3,602.00 10/5/2013 01:30 10/14/2013 06:00 66.50 54.2 66.50 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) 1DNom Min(in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
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FIDELÍTY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/10/2013
Report #: 12, DFS: 5.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
API/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
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Operations Summary
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Daily Contacts

Job Contact Position Of6ce
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Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

105.50 0.00 34.1 34.1 100.00 0.00
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,196.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/9/2013 06:00 10/10/2013 06:00 5.19 1,085.0 1,085.0 0.00
Operations at Report Time

Operations Summary
hook up control line to bops, and function tes same,TEST BOPs, test casing to 1900psi., we1der fit &weld up bouy line
Operations Next Report Period

Drilling
Weather Wellbore
Rain
Daily Contacts

Job Contact Position Of6ce
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man I WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 4.00 4.00 14 Install control lines to BOPs, &function test same 1,085.0 1,085.0
10:00 14.50 18.50 15 Test BOPs, all rams &valves to 250 low & 10,000 high, ann. to 250 low & 1,085.0 1,085.0

7000 high, stand pipe to 250 low &4000 high back to pumps, changed out
swivel packing, repaired 4" valve on mud pump

00:30 1.50 20.00 15 Test casing to 1900psi., rig down caneron testers 1,085.0 1,085.0
02:00 4.00 24.00 14 Welder fit &weld flanges on bouy line &bolt in place to rotating head 1,085.0 1,085.0

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT([b/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (br) % Slide Time... % Rot Time (%)

102.0 3,704.0 3,602.00 10/5/2013 01:30 10/14/2013 06:00 66.50 54.2 66.50 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) 1D(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

Page 1/1 Report Printed:



RECEIVED: Nov. 04, 2013

Sundry Number: 44429 API Well Number: 43019500100000Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/11/2013
Report #: 13, DFS: 6.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APllUWI Excaliber ID Well Area Basin Field Name Well Contiguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.corn (970) 986-4401 9/28/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

105.50 0.00 34.1 34.1 100.00 0.00
Target Depth (ftKB) KickOff Date Kick Off Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,196.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/10/2013 06:00 10/11/2013 06:00 6.19 1,085.0 1,085.0 0.00
Operations at Report Time
TlH
Operations Summary
RIU Blooie Line. RIU turnbucklesto stack. Set Catwalk and rig up power to catwalk. RIH picking up 4-1/2" DP and standing back stands in derrick. Rig Service.
Picked up 21 jointsof 4-1/2" HWDP. M/UAir hammer & 12-1/4" Bit. Test Air Hammer. RIH with Air Hammer on 8" &6" DC's.
Operations Next Report Period

Drilling
Weather Wellbore
Rain
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401
Sam Loredo Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.00 2.00 14 Make up bolts on Blooie Line. Rigged up turnbuckles on stack. 1,085.0 1,085.0
08:00 1.00 3.00 1 Set in Power catwalk and rigged up catwalk pówer. 1,085.0 1,085.0
09:00 5.00 8.00 6 Set Pipe Racks. Load racks with 4-1/2" Drill Pipe. Strap drill pipe. 1,085.0 1,085.0
14:00 3.00 11.00 8 While picking up drill pipe Drag Chain on Top Drive Track was damaged. 1,085.0 1,085.0

Replaced 3 ft of drag chain.
17:00 1.00 12.00 6 RIH Picking up 4-1/2" drillpipe. 1,085.0 1,085.0
18:00 2.50 14.50 6 RIH picking up 4-1/2" 1,500 ft of DrillPipe. 1,085.0 1,085.0
20:30 0.50 15.00 9 Serviced Rig and Equipment. Changed out pull back ram. 1,085.0 1,085.0
21:00 1.50 16.50 22 Pulled solid Master Bushing, Installed split Master Bushings. Removed 1,085.0 1,085.0

solid master bushing from rig floor.

22:30 1.50 18.00 6 RIH picking up 1500 ft of 4-1/2" Drill Pipe, standing stands back in derrick. 1,085.0 1,085.0

00:00 1.50 19.50 6 Strap 21 jointsof 4-1/2" HWDP. RIH picking up 21 jointsof 4-1/2" HWDP 1,085.0 1,085.0
and standing back in derrick.

01:30 4.50 24.00 6 Lay down 8" DC. MlU Numa Air Hammer & 12-1/4" Bit. Test Air Hammer. 1,085.0 1,085.0
Pick up 8" DC. RIH with 6" Dc's. Reposition jars &TlH.

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Sud) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft.. Drilled(ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

102.0 3,704.0 3,602.00 10/5/2013 01:30 10/14/2013 06:00 66.50 54.2 66.50 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) lD (in) Wt/Len (lb/ft) Grade (in) ID Nom Min(in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
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Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/11/2013
Report #: 13, DFS: 6.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APllUWI Excaliber ID Well Area Basin Field Name Well Contiguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.corn (970) 986-4401 9/28/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

105.50 0.00 34.1 34.1 100.00 0.00
Target Depth (ftKB) KickOff Date Kick Off Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,196.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/10/2013 06:00 10/11/2013 06:00 6.19 1,085.0 1,085.0 0.00
Operations at Report Time
TlH
Operations Summary
RIU Blooie Line. RIU turnbucklesto stack. Set Catwalk and rig up power to catwalk. RIH picking up 4-1/2" DP and standing back stands in derrick. Rig Service.
Picked up 21 jointsof 4-1/2" HWDP. M/UAir hammer & 12-1/4" Bit. Test Air Hammer. RIH with Air Hammer on 8" &6" DC's.
Operations Next Report Period

Drilling
Weather Wellbore
Rain
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 2.00 2.00 14 Make up bolts on Blooie Line. Rigged up turnbuckles on stack. 1,085.0 1,085.0
08:00 1.00 3.00 1 Set in Power catwalk and rigged up catwalk pówer. 1,085.0 1,085.0
09:00 5.00 8.00 6 Set Pipe Racks. Load racks with 4-1/2" Drill Pipe. Strap drill pipe. 1,085.0 1,085.0
14:00 3.00 11.00 8 While picking up drill pipe Drag Chain on Top Drive Track was damaged. 1,085.0 1,085.0

Replaced 3 ft of drag chain.
17:00 1.00 12.00 6 RIH Picking up 4-1/2" drillpipe. 1,085.0 1,085.0
18:00 2.50 14.50 6 RIH picking up 4-1/2" 1,500 ft of DrillPipe. 1,085.0 1,085.0
20:30 0.50 15.00 9 Serviced Rig and Equipment. Changed out pull back ram. 1,085.0 1,085.0
21:00 1.50 16.50 22 Pulled solid Master Bushing, Installed split Master Bushings. Removed 1,085.0 1,085.0

solid master bushing from rig floor.

22:30 1.50 18.00 6 RIH picking up 1500 ft of 4-1/2" Drill Pipe, standing stands back in derrick. 1,085.0 1,085.0

00:00 1.50 19.50 6 Strap 21 jointsof 4-1/2" HWDP. RIH picking up 21 jointsof 4-1/2" HWDP 1,085.0 1,085.0
and standing back in derrick.

01:30 4.50 24.00 6 Lay down 8" DC. MlU Numa Air Hammer & 12-1/4" Bit. Test Air Hammer. 1,085.0 1,085.0
Pick up 8" DC. RIH with 6" Dc's. Reposition jars &TlH.

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Sud) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft.. Drilled(ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

102.0 3,704.0 3,602.00 10/5/2013 01:30 10/14/2013 06:00 66.50 54.2 66.50 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) lD (in) Wt/Len (lb/ft) Grade (in) ID Nom Min(in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
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Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/11/2013
Report #: 13, DFS: 6.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APllUWI Excaliber ID Well Area Basin Field Name Well Contiguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.corn (970) 986-4401 9/28/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

105.50 0.00 34.1 34.1 100.00 0.00
Target Depth (ftKB) KickOff Date Kick Off Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,196.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/10/2013 06:00 10/11/2013 06:00 6.19 1,085.0 1,085.0 0.00
Operations at Report Time
TlH
Operations Summary
RIU Blooie Line. RIU turnbucklesto stack. Set Catwalk and rig up power to catwalk. RIH picking up 4-1/2" DP and standing back stands in derrick. Rig Service.
Picked up 21 jointsof 4-1/2" HWDP. M/UAir hammer & 12-1/4" Bit. Test Air Hammer. RIH with Air Hammer on 8" &6" DC's.
Operations Next Report Period

Drilling
Weather Wellbore
Rain
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 2.00 2.00 14 Make up bolts on Blooie Line. Rigged up turnbuckles on stack. 1,085.0 1,085.0
08:00 1.00 3.00 1 Set in Power catwalk and rigged up catwalk pówer. 1,085.0 1,085.0
09:00 5.00 8.00 6 Set Pipe Racks. Load racks with 4-1/2" Drill Pipe. Strap drill pipe. 1,085.0 1,085.0
14:00 3.00 11.00 8 While picking up drill pipe Drag Chain on Top Drive Track was damaged. 1,085.0 1,085.0

Replaced 3 ft of drag chain.
17:00 1.00 12.00 6 RIH Picking up 4-1/2" drillpipe. 1,085.0 1,085.0
18:00 2.50 14.50 6 RIH picking up 4-1/2" 1,500 ft of DrillPipe. 1,085.0 1,085.0
20:30 0.50 15.00 9 Serviced Rig and Equipment. Changed out pull back ram. 1,085.0 1,085.0
21:00 1.50 16.50 22 Pulled solid Master Bushing, Installed split Master Bushings. Removed 1,085.0 1,085.0

solid master bushing from rig floor.

22:30 1.50 18.00 6 RIH picking up 1500 ft of 4-1/2" Drill Pipe, standing stands back in derrick. 1,085.0 1,085.0

00:00 1.50 19.50 6 Strap 21 jointsof 4-1/2" HWDP. RIH picking up 21 jointsof 4-1/2" HWDP 1,085.0 1,085.0
and standing back in derrick.

01:30 4.50 24.00 6 Lay down 8" DC. MlU Numa Air Hammer & 12-1/4" Bit. Test Air Hammer. 1,085.0 1,085.0
Pick up 8" DC. RIH with 6" Dc's. Reposition jars &TlH.

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Sud) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft.. Drilled(ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

102.0 3,704.0 3,602.00 10/5/2013 01:30 10/14/2013 06:00 66.50 54.2 66.50 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) lD (in) Wt/Len (lb/ft) Grade (in) ID Nom Min(in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
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Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/11/2013
Report #: 13, DFS: 6.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APllUWI Excaliber ID Well Area Basin Field Name Well Contiguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.corn (970) 986-4401 9/28/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

105.50 0.00 34.1 34.1 100.00 0.00
Target Depth (ftKB) KickOff Date Kick Off Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,196.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/10/2013 06:00 10/11/2013 06:00 6.19 1,085.0 1,085.0 0.00
Operations at Report Time
TlH
Operations Summary
RIU Blooie Line. RIU turnbucklesto stack. Set Catwalk and rig up power to catwalk. RIH picking up 4-1/2" DP and standing back stands in derrick. Rig Service.
Picked up 21 jointsof 4-1/2" HWDP. M/UAir hammer & 12-1/4" Bit. Test Air Hammer. RIH with Air Hammer on 8" &6" DC's.
Operations Next Report Period

Drilling
Weather Wellbore
Rain
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 2.00 2.00 14 Make up bolts on Blooie Line. Rigged up turnbuckles on stack. 1,085.0 1,085.0
08:00 1.00 3.00 1 Set in Power catwalk and rigged up catwalk pówer. 1,085.0 1,085.0
09:00 5.00 8.00 6 Set Pipe Racks. Load racks with 4-1/2" Drill Pipe. Strap drill pipe. 1,085.0 1,085.0
14:00 3.00 11.00 8 While picking up drill pipe Drag Chain on Top Drive Track was damaged. 1,085.0 1,085.0

Replaced 3 ft of drag chain.
17:00 1.00 12.00 6 RIH Picking up 4-1/2" drillpipe. 1,085.0 1,085.0
18:00 2.50 14.50 6 RIH picking up 4-1/2" 1,500 ft of DrillPipe. 1,085.0 1,085.0
20:30 0.50 15.00 9 Serviced Rig and Equipment. Changed out pull back ram. 1,085.0 1,085.0
21:00 1.50 16.50 22 Pulled solid Master Bushing, Installed split Master Bushings. Removed 1,085.0 1,085.0

solid master bushing from rig floor.

22:30 1.50 18.00 6 RIH picking up 1500 ft of 4-1/2" Drill Pipe, standing stands back in derrick. 1,085.0 1,085.0

00:00 1.50 19.50 6 Strap 21 jointsof 4-1/2" HWDP. RIH picking up 21 jointsof 4-1/2" HWDP 1,085.0 1,085.0
and standing back in derrick.

01:30 4.50 24.00 6 Lay down 8" DC. MlU Numa Air Hammer & 12-1/4" Bit. Test Air Hammer. 1,085.0 1,085.0
Pick up 8" DC. RIH with 6" Dc's. Reposition jars &TlH.

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Sud) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft.. Drilled(ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

102.0 3,704.0 3,602.00 10/5/2013 01:30 10/14/2013 06:00 66.50 54.2 66.50 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) lD (in) Wt/Len (lb/ft) Grade (in) ID Nom Min(in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
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FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/11/2013
Report #: 13, DFS: 6.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APllUWI Excaliber ID Well Area Basin Field Name Well Contiguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.corn (970) 986-4401 9/28/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

105.50 0.00 34.1 34.1 100.00 0.00
Target Depth (ftKB) KickOff Date Kick Off Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,196.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/10/2013 06:00 10/11/2013 06:00 6.19 1,085.0 1,085.0 0.00
Operations at Report Time
TlH
Operations Summary
RIU Blooie Line. RIU turnbucklesto stack. Set Catwalk and rig up power to catwalk. RIH picking up 4-1/2" DP and standing back stands in derrick. Rig Service.
Picked up 21 jointsof 4-1/2" HWDP. M/UAir hammer & 12-1/4" Bit. Test Air Hammer. RIH with Air Hammer on 8" &6" DC's.
Operations Next Report Period

Drilling
Weather Wellbore
Rain
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 2.00 2.00 14 Make up bolts on Blooie Line. Rigged up turnbuckles on stack. 1,085.0 1,085.0
08:00 1.00 3.00 1 Set in Power catwalk and rigged up catwalk pówer. 1,085.0 1,085.0
09:00 5.00 8.00 6 Set Pipe Racks. Load racks with 4-1/2" Drill Pipe. Strap drill pipe. 1,085.0 1,085.0
14:00 3.00 11.00 8 While picking up drill pipe Drag Chain on Top Drive Track was damaged. 1,085.0 1,085.0

Replaced 3 ft of drag chain.
17:00 1.00 12.00 6 RIH Picking up 4-1/2" drillpipe. 1,085.0 1,085.0
18:00 2.50 14.50 6 RIH picking up 4-1/2" 1,500 ft of DrillPipe. 1,085.0 1,085.0
20:30 0.50 15.00 9 Serviced Rig and Equipment. Changed out pull back ram. 1,085.0 1,085.0
21:00 1.50 16.50 22 Pulled solid Master Bushing, Installed split Master Bushings. Removed 1,085.0 1,085.0

solid master bushing from rig floor.

22:30 1.50 18.00 6 RIH picking up 1500 ft of 4-1/2" Drill Pipe, standing stands back in derrick. 1,085.0 1,085.0

00:00 1.50 19.50 6 Strap 21 jointsof 4-1/2" HWDP. RIH picking up 21 jointsof 4-1/2" HWDP 1,085.0 1,085.0
and standing back in derrick.

01:30 4.50 24.00 6 Lay down 8" DC. MlU Numa Air Hammer & 12-1/4" Bit. Test Air Hammer. 1,085.0 1,085.0
Pick up 8" DC. RIH with 6" Dc's. Reposition jars &TlH.

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Sud) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft.. Drilled(ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

102.0 3,704.0 3,602.00 10/5/2013 01:30 10/14/2013 06:00 66.50 54.2 66.50 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) lD (in) Wt/Len (lb/ft) Grade (in) ID Nom Min(in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
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RECEIVED: Nov. 04, 2013

Sundry Number: 44429 API Well Number: 43019500100000Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/12/2013
Report #: 14, DFS: 7.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 1,345.00
APllUWI Excaliber 1D Well Area Basin Field Name We11 Conilguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

105.50 0.00 34.1 34.1 100.DO 0.00
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) Kick Off Depth (TVD) (ftKB)

13,196.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

10/11/2013 06:00 10/12/2013 06:00 7.19 1,085.0 2,430.0 1,345.00
Operations at Report Time
Drill 12-1/4" Hole
Operations Summary
RIHwith BHAto 1,032'. Displaced water from hole with air. Drilled float equipment and cement from 1,032' to 1,085'. Drilled and surveyed 12-1/4" hole from
1,085' to 2,430'.
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 0.50 0.50 6 Trip in hole tag cement at 1,032'. 1,085.0 1,085.0

06:30 0.50 1.00 6 Installed Rotating Head Rubber. 1,085.0 1,085.0

07:00 2.00 3.00 5 Displaced water from casing with air. 1,085.0 1,085.0

09:00 1.00 4.00 2 Drilledout Float Equipment and Cement from 1,032' to 1,085'. 1,085.0 1,085.0

10:00 0.50 4.50 5 Circulated hole clean with Air. 1,085.0 1,085.0

10:30 2.00 6.50 2 Drilled 12-1/4" Hole with Air from 1,085' to 1,221'. 1,085.0 1,221.0
12:30 0.50 7.00 6 Pulled 3 stands of 4-1/2" Drill Pipe, Run 2 stands of HWDP in hole. 1,221.0 1,221.0
13:00 4.50 11.50 2 Drilled 12-1/4" Hole with Air from 1,221' to 1,597'. 1,221.0 1,597.0
17:30 0.50 12.00 10 Survey with slickline at 1,501', 0.78 Degrees. 1,597.0 1,597.0
18:00 2.50 14.50 2 Drilled 12-1/4" hole from 1,597' to 1,850'. Water in cuttings at 1,850'. 1,597.0 1,850.0
20:30 0.50 15.00 5 Circulated with air to evaluate amount of water encountered. Switched from 1,850.0 1,850.0

air to Mist.

21:00 0.50 15.50 2 Drilled 12-1/4" Hole from 1,850' to 1,880'. 1,850.0 1,880.0
21:30 0.50 16.00 9 Serviced Top Drive. Changed out Gripper Dies. 1,880.0 1,880.0
22:00 1.00 17.00 2 Drilled 12-1/4" Hole from 1,880' to 1980'. 1,880.0 1,980.0
23:00 0.50 17.50 9 Bolt dropped on noor.Inspected Top Drive and derrick. Bolt came out of 1,980.0 1,980.0

derrick ladder.

23:30 1.00 18.50 2 Drilled 12-1/4" Hole from 1,980' to 2,076'. 1,980.0 2,076.0

00:30 0.50 19.00 10 Survey with slickline at 1,980', 0.36 Degrees. 2,076.0 2,076.0

01:00 5.00 24.00 2 Drilled 12-1/4" Hole from 2,076' to 2,430'. 2,076.0 2,430.0

Mud Check: <depth>ftKB, <dttm>
Date Depth (ftKB) Density (ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out Dri!!Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

102.0 3,704.0 3,602.00 10/5/2013 01:30 10/14/2013 06:00 66.50 54.2 66.50 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
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Report #: 14, DFS: 7.19
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Operator Surface Legal Location
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Operations at Report Time
Drill 12-1/4" Hole
Operations Summary
RIHwith BHAto 1,032'. Displaced water from hole with air. Drilled float equipment and cement from 1,032' to 1,085'. Drilled and surveyed 12-1/4" hole from
1,085' to 2,430'.
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 0.50 0.50 6 Trip in hole tag cement at 1,032'. 1,085.0 1,085.0

06:30 0.50 1.00 6 Installed Rotating Head Rubber. 1,085.0 1,085.0

07:00 2.00 3.00 5 Displaced water from casing with air. 1,085.0 1,085.0
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12:30 0.50 7.00 6 Pulled 3 stands of 4-1/2" Drill Pipe, Run 2 stands of HWDP in hole. 1,221.0 1,221.0
13:00 4.50 11.50 2 Drilled 12-1/4" Hole with Air from 1,221' to 1,597'. 1,221.0 1,597.0
17:30 0.50 12.00 10 Survey with slickline at 1,501', 0.78 Degrees. 1,597.0 1,597.0
18:00 2.50 14.50 2 Drilled 12-1/4" hole from 1,597' to 1,850'. Water in cuttings at 1,850'. 1,597.0 1,850.0
20:30 0.50 15.00 5 Circulated with air to evaluate amount of water encountered. Switched from 1,850.0 1,850.0

air to Mist.

21:00 0.50 15.50 2 Drilled 12-1/4" Hole from 1,850' to 1,880'. 1,850.0 1,880.0
21:30 0.50 16.00 9 Serviced Top Drive. Changed out Gripper Dies. 1,880.0 1,880.0
22:00 1.00 17.00 2 Drilled 12-1/4" Hole from 1,880' to 1980'. 1,880.0 1,980.0
23:00 0.50 17.50 9 Bolt dropped on noor.Inspected Top Drive and derrick. Bolt came out of 1,980.0 1,980.0

derrick ladder.

23:30 1.00 18.50 2 Drilled 12-1/4" Hole from 1,980' to 2,076'. 1,980.0 2,076.0

00:30 0.50 19.00 10 Survey with slickline at 1,980', 0.36 Degrees. 2,076.0 2,076.0

01:00 5.00 24.00 2 Drilled 12-1/4" Hole from 2,076' to 2,430'. 2,076.0 2,430.0

Mud Check: <depth>ftKB, <dttm>
Date Depth (ftKB) Density (ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
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Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/12/2013
Report #: 14, DFS: 7.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 1,345.00
APllUWI Excaliber 1D Well Area Basin Field Name We11 Conilguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
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Operator Surface Legal Location
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Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

105.50 0.00 34.1 34.1 100.DO 0.00
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) Kick Off Depth (TVD) (ftKB)

13,196.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

10/11/2013 06:00 10/12/2013 06:00 7.19 1,085.0 2,430.0 1,345.00
Operations at Report Time
Drill 12-1/4" Hole
Operations Summary
RIHwith BHAto 1,032'. Displaced water from hole with air. Drilled float equipment and cement from 1,032' to 1,085'. Drilled and surveyed 12-1/4" hole from
1,085' to 2,430'.
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 0.50 0.50 6 Trip in hole tag cement at 1,032'. 1,085.0 1,085.0

06:30 0.50 1.00 6 Installed Rotating Head Rubber. 1,085.0 1,085.0

07:00 2.00 3.00 5 Displaced water from casing with air. 1,085.0 1,085.0

09:00 1.00 4.00 2 Drilledout Float Equipment and Cement from 1,032' to 1,085'. 1,085.0 1,085.0

10:00 0.50 4.50 5 Circulated hole clean with Air. 1,085.0 1,085.0

10:30 2.00 6.50 2 Drilled 12-1/4" Hole with Air from 1,085' to 1,221'. 1,085.0 1,221.0
12:30 0.50 7.00 6 Pulled 3 stands of 4-1/2" Drill Pipe, Run 2 stands of HWDP in hole. 1,221.0 1,221.0
13:00 4.50 11.50 2 Drilled 12-1/4" Hole with Air from 1,221' to 1,597'. 1,221.0 1,597.0
17:30 0.50 12.00 10 Survey with slickline at 1,501', 0.78 Degrees. 1,597.0 1,597.0
18:00 2.50 14.50 2 Drilled 12-1/4" hole from 1,597' to 1,850'. Water in cuttings at 1,850'. 1,597.0 1,850.0
20:30 0.50 15.00 5 Circulated with air to evaluate amount of water encountered. Switched from 1,850.0 1,850.0

air to Mist.

21:00 0.50 15.50 2 Drilled 12-1/4" Hole from 1,850' to 1,880'. 1,850.0 1,880.0
21:30 0.50 16.00 9 Serviced Top Drive. Changed out Gripper Dies. 1,880.0 1,880.0
22:00 1.00 17.00 2 Drilled 12-1/4" Hole from 1,880' to 1980'. 1,880.0 1,980.0
23:00 0.50 17.50 9 Bolt dropped on noor.Inspected Top Drive and derrick. Bolt came out of 1,980.0 1,980.0

derrick ladder.

23:30 1.00 18.50 2 Drilled 12-1/4" Hole from 1,980' to 2,076'. 1,980.0 2,076.0

00:30 0.50 19.00 10 Survey with slickline at 1,980', 0.36 Degrees. 2,076.0 2,076.0

01:00 5.00 24.00 2 Drilled 12-1/4" Hole from 2,076' to 2,430'. 2,076.0 2,430.0

Mud Check: <depth>ftKB, <dttm>
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Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

7/1/2013 Conductor 103.0

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
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Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/12/2013
Report #: 14, DFS: 7.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 1,345.00
APllUWI Excaliber 1D Well Area Basin Field Name We11 Conilguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

105.50 0.00 34.1 34.1 100.DO 0.00
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) Kick Off Depth (TVD) (ftKB)

13,196.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

10/11/2013 06:00 10/12/2013 06:00 7.19 1,085.0 2,430.0 1,345.00
Operations at Report Time
Drill 12-1/4" Hole
Operations Summary
RIHwith BHAto 1,032'. Displaced water from hole with air. Drilled float equipment and cement from 1,032' to 1,085'. Drilled and surveyed 12-1/4" hole from
1,085' to 2,430'.
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 0.50 0.50 6 Trip in hole tag cement at 1,032'. 1,085.0 1,085.0

06:30 0.50 1.00 6 Installed Rotating Head Rubber. 1,085.0 1,085.0

07:00 2.00 3.00 5 Displaced water from casing with air. 1,085.0 1,085.0

09:00 1.00 4.00 2 Drilledout Float Equipment and Cement from 1,032' to 1,085'. 1,085.0 1,085.0

10:00 0.50 4.50 5 Circulated hole clean with Air. 1,085.0 1,085.0

10:30 2.00 6.50 2 Drilled 12-1/4" Hole with Air from 1,085' to 1,221'. 1,085.0 1,221.0
12:30 0.50 7.00 6 Pulled 3 stands of 4-1/2" Drill Pipe, Run 2 stands of HWDP in hole. 1,221.0 1,221.0
13:00 4.50 11.50 2 Drilled 12-1/4" Hole with Air from 1,221' to 1,597'. 1,221.0 1,597.0
17:30 0.50 12.00 10 Survey with slickline at 1,501', 0.78 Degrees. 1,597.0 1,597.0
18:00 2.50 14.50 2 Drilled 12-1/4" hole from 1,597' to 1,850'. Water in cuttings at 1,850'. 1,597.0 1,850.0
20:30 0.50 15.00 5 Circulated with air to evaluate amount of water encountered. Switched from 1,850.0 1,850.0

air to Mist.

21:00 0.50 15.50 2 Drilled 12-1/4" Hole from 1,850' to 1,880'. 1,850.0 1,880.0
21:30 0.50 16.00 9 Serviced Top Drive. Changed out Gripper Dies. 1,880.0 1,880.0
22:00 1.00 17.00 2 Drilled 12-1/4" Hole from 1,880' to 1980'. 1,880.0 1,980.0
23:00 0.50 17.50 9 Bolt dropped on noor.Inspected Top Drive and derrick. Bolt came out of 1,980.0 1,980.0

derrick ladder.

23:30 1.00 18.50 2 Drilled 12-1/4" Hole from 1,980' to 2,076'. 1,980.0 2,076.0

00:30 0.50 19.00 10 Survey with slickline at 1,980', 0.36 Degrees. 2,076.0 2,076.0

01:00 5.00 24.00 2 Drilled 12-1/4" Hole from 2,076' to 2,430'. 2,076.0 2,430.0

Mud Check: <depth>ftKB, <dttm>
Date Depth (ftKB) Density (ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out Dri!!Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

102.0 3,704.0 3,602.00 10/5/2013 01:30 10/14/2013 06:00 66.50 54.2 66.50 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

7/1/2013 Conductor 103.0

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
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RECEIVED: Nov. 04, 2013

Sundry Number: 44429 API Well Number: 43019500100000Sundry Number: 44429 API Well Number: 43019500100000

FIÑÙTY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/13/2013
e , Report #: 15, DFS: 8.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 945.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig EmailAddress Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
Drilling Hours (hr) Circu ating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

105.50 0.00 34.1 34.1 100.00 0.00
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,196.0
Daily Operations
Report Start Date Repon End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

10/12/2013 06:00 10/13/2013 06:00 8.19 2,430.0 3,375.0 945.00
Operations at Report Time
Drill 12-1/4" Hole
Operations Summary
Drilled &Surveyed 12-1/4" Hole from 2,430' to 3,035'. Survey, changed out Encoder on Top Drive. Dri!!ed 12-1/4" Hole from 3,035' to 3,375'.
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man IWSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 2.50 2.50 2 Drilled 12-1/4" Hole from 2,430' to 2,553'. 2,430.0 2,553.0
08:30 0.50 3.00 10 Survey with slickline at 2,457', 0.97 degrees INC. 2,553.0 2,553.0
09:00 1.00 4.00 9 Serviced Top Drive. Greased Swivel, Drawworks, Retorque Lower Manual 2,553.0 2,553.0

1BOPon Top Drive.
10:00 8.00 12.00 2 Drilled 12-1/4" Hole from 2,553' to 2,870'. 2,553.0 2,870.0
18:00 3.00 15.00 2 Drilled 12-1/4" hole from 2,870' to 3,035'. 2,870.0 3,035.0
21:00 0.50 15.50 10 Survey with slickline at 2,935', 0.53 degrees INC. 3,035.0 3,035.0
21:30 1.00 16.50 8 Changed out Encoder on Top Drive. 3,035.0 3,035.0
22:30 7.50 24.00 2 Drilled 12-1/4" hole from 3,035' to 3,375'. 3,035.0 3,375.0
Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa-s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (Tom) (1b... Gel (30m) (ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCi (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DnliTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

102.0 3,704.0 3,602.00 10/5/2013 01:30 10/14/2013 06:00 66.50 54.2 66.50 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
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Sundry Number: 44429 API Well Number: 43019500100000

FIÑÙTY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/13/2013
e , Report #: 15, DFS: 8.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 945.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig EmailAddress Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
Drilling Hours (hr) Circu ating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

105.50 0.00 34.1 34.1 100.00 0.00
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,196.0
Daily Operations
Report Start Date Repon End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

10/12/2013 06:00 10/13/2013 06:00 8.19 2,430.0 3,375.0 945.00
Operations at Report Time
Drill 12-1/4" Hole
Operations Summary
Drilled &Surveyed 12-1/4" Hole from 2,430' to 3,035'. Survey, changed out Encoder on Top Drive. Dri!!ed 12-1/4" Hole from 3,035' to 3,375'.
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man IWSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 2.50 2.50 2 Drilled 12-1/4" Hole from 2,430' to 2,553'. 2,430.0 2,553.0
08:30 0.50 3.00 10 Survey with slickline at 2,457', 0.97 degrees INC. 2,553.0 2,553.0
09:00 1.00 4.00 9 Serviced Top Drive. Greased Swivel, Drawworks, Retorque Lower Manual 2,553.0 2,553.0

1BOPon Top Drive.
10:00 8.00 12.00 2 Drilled 12-1/4" Hole from 2,553' to 2,870'. 2,553.0 2,870.0
18:00 3.00 15.00 2 Drilled 12-1/4" hole from 2,870' to 3,035'. 2,870.0 3,035.0
21:00 0.50 15.50 10 Survey with slickline at 2,935', 0.53 degrees INC. 3,035.0 3,035.0
21:30 1.00 16.50 8 Changed out Encoder on Top Drive. 3,035.0 3,035.0
22:30 7.50 24.00 2 Drilled 12-1/4" hole from 3,035' to 3,375'. 3,035.0 3,375.0
Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa-s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (Tom) (1b... Gel (30m) (ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCi (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DnliTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

102.0 3,704.0 3,602.00 10/5/2013 01:30 10/14/2013 06:00 66.50 54.2 66.50 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
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Sundry Number: 44429 API Well Number: 43019500100000

FIÑÙTY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/13/2013
e , Report #: 15, DFS: 8.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 945.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig EmailAddress Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
Drilling Hours (hr) Circu ating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

105.50 0.00 34.1 34.1 100.00 0.00
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,196.0
Daily Operations
Report Start Date Repon End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

10/12/2013 06:00 10/13/2013 06:00 8.19 2,430.0 3,375.0 945.00
Operations at Report Time
Drill 12-1/4" Hole
Operations Summary
Drilled &Surveyed 12-1/4" Hole from 2,430' to 3,035'. Survey, changed out Encoder on Top Drive. Dri!!ed 12-1/4" Hole from 3,035' to 3,375'.
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man IWSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 2.50 2.50 2 Drilled 12-1/4" Hole from 2,430' to 2,553'. 2,430.0 2,553.0
08:30 0.50 3.00 10 Survey with slickline at 2,457', 0.97 degrees INC. 2,553.0 2,553.0
09:00 1.00 4.00 9 Serviced Top Drive. Greased Swivel, Drawworks, Retorque Lower Manual 2,553.0 2,553.0

1BOPon Top Drive.
10:00 8.00 12.00 2 Drilled 12-1/4" Hole from 2,553' to 2,870'. 2,553.0 2,870.0
18:00 3.00 15.00 2 Drilled 12-1/4" hole from 2,870' to 3,035'. 2,870.0 3,035.0
21:00 0.50 15.50 10 Survey with slickline at 2,935', 0.53 degrees INC. 3,035.0 3,035.0
21:30 1.00 16.50 8 Changed out Encoder on Top Drive. 3,035.0 3,035.0
22:30 7.50 24.00 2 Drilled 12-1/4" hole from 3,035' to 3,375'. 3,035.0 3,375.0
Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa-s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (Tom) (1b... Gel (30m) (ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCi (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DnliTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

102.0 3,704.0 3,602.00 10/5/2013 01:30 10/14/2013 06:00 66.50 54.2 66.50 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
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Sundry Number: 44429 API Well Number: 43019500100000

FIÑÙTY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/13/2013
e , Report #: 15, DFS: 8.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 945.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig EmailAddress Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
Drilling Hours (hr) Circu ating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

105.50 0.00 34.1 34.1 100.00 0.00
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,196.0
Daily Operations
Report Start Date Repon End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

10/12/2013 06:00 10/13/2013 06:00 8.19 2,430.0 3,375.0 945.00
Operations at Report Time
Drill 12-1/4" Hole
Operations Summary
Drilled &Surveyed 12-1/4" Hole from 2,430' to 3,035'. Survey, changed out Encoder on Top Drive. Dri!!ed 12-1/4" Hole from 3,035' to 3,375'.
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man IWSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 2.50 2.50 2 Drilled 12-1/4" Hole from 2,430' to 2,553'. 2,430.0 2,553.0
08:30 0.50 3.00 10 Survey with slickline at 2,457', 0.97 degrees INC. 2,553.0 2,553.0
09:00 1.00 4.00 9 Serviced Top Drive. Greased Swivel, Drawworks, Retorque Lower Manual 2,553.0 2,553.0

1BOPon Top Drive.
10:00 8.00 12.00 2 Drilled 12-1/4" Hole from 2,553' to 2,870'. 2,553.0 2,870.0
18:00 3.00 15.00 2 Drilled 12-1/4" hole from 2,870' to 3,035'. 2,870.0 3,035.0
21:00 0.50 15.50 10 Survey with slickline at 2,935', 0.53 degrees INC. 3,035.0 3,035.0
21:30 1.00 16.50 8 Changed out Encoder on Top Drive. 3,035.0 3,035.0
22:30 7.50 24.00 2 Drilled 12-1/4" hole from 3,035' to 3,375'. 3,035.0 3,375.0
Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa-s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (Tom) (1b... Gel (30m) (ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCi (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DnliTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

102.0 3,704.0 3,602.00 10/5/2013 01:30 10/14/2013 06:00 66.50 54.2 66.50 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
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Sundry Number: 44429 API Well Number: 43019500100000

FIÑÙTY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/13/2013
e , Report #: 15, DFS: 8.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 945.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig EmailAddress Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
Drilling Hours (hr) Circu ating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

105.50 0.00 34.1 34.1 100.00 0.00
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,196.0
Daily Operations
Report Start Date Repon End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

10/12/2013 06:00 10/13/2013 06:00 8.19 2,430.0 3,375.0 945.00
Operations at Report Time
Drill 12-1/4" Hole
Operations Summary
Drilled &Surveyed 12-1/4" Hole from 2,430' to 3,035'. Survey, changed out Encoder on Top Drive. Dri!!ed 12-1/4" Hole from 3,035' to 3,375'.
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man IWSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 2.50 2.50 2 Drilled 12-1/4" Hole from 2,430' to 2,553'. 2,430.0 2,553.0
08:30 0.50 3.00 10 Survey with slickline at 2,457', 0.97 degrees INC. 2,553.0 2,553.0
09:00 1.00 4.00 9 Serviced Top Drive. Greased Swivel, Drawworks, Retorque Lower Manual 2,553.0 2,553.0

1BOPon Top Drive.
10:00 8.00 12.00 2 Drilled 12-1/4" Hole from 2,553' to 2,870'. 2,553.0 2,870.0
18:00 3.00 15.00 2 Drilled 12-1/4" hole from 2,870' to 3,035'. 2,870.0 3,035.0
21:00 0.50 15.50 10 Survey with slickline at 2,935', 0.53 degrees INC. 3,035.0 3,035.0
21:30 1.00 16.50 8 Changed out Encoder on Top Drive. 3,035.0 3,035.0
22:30 7.50 24.00 2 Drilled 12-1/4" hole from 3,035' to 3,375'. 3,035.0 3,375.0
Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa-s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (Tom) (1b... Gel (30m) (ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCi (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DnliTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

102.0 3,704.0 3,602.00 10/5/2013 01:30 10/14/2013 06:00 66.50 54.2 66.50 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
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RECEIVED: Nov. 04, 2013

Sundry Number: 44429 API Well Number: 43019500100000Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/14/2013
Report #: 16, DFS: 9.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 329.00
APllUWI Exca11berID Well Area Basin Field Name Well Contlguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
Dri11ingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

105.50 0.00 34.1 34.1 100.00 0.00
Target Depth (ftKB) Kick Off Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,196.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

10/13/2013 06:00 10/14/2013 06:00 9.19 3,375.0 3,704.0 329.00
Operations at Report Time
Drill 12-1/4" Hole
Operations Summary
Drilled 12-1/4" Hole from 3,375' to 3,609' and watered out. Trip out of hole, L/D Air Hammer BHA. MlUStraight Motor BHA,Trip in hole to 3,609'. Drilled 12-1/4"
Hole from 3,609' to 3,704'.
Operations Next Report Period
Drilling
Weather Wellbore
Rain Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 4.00 4.00 2 Drilled 12-1/4" Hole from 3,375' to 3,513'. 3,375.0 3,513.0

10:00 0.50 4.50 10 Survey on slickline at 3,415', 0.49 degrees Inc. 3,513.0 3,513.0

10:30 0.50 5.00 9 Serviced Rig and Equipment. 3,513.0 3,513.0
11:00 1.00 6.00 8 Welder repaired hole in Blooie Line. 3,513.0 3,513.0

12:00 3.00 9.00 2 Drilled 12-1/4" Hole from 3,513' to 3,609'. Watered out at 3,609'. 3,513.0 3,609.0

15:00 1.00 10.00 5 Circulated and load hole with 100 bbis of water. 3,609.0 3,609.0
16:00 4.00 14.00 6 Trip out of hole. L/D Air Hammer BHA. 3,609.0 3,609.0

20:00 3.50 17.50 6 MlUStraight Motor, Float Sub, Shock Sub, picked up 8" DC. M/U Reed 12- 3,609.0 3,609.0
1/4" Bit. M/UXO and test motor - Good. Picked up 8" DC, Run 1 stand of
8.0" DC's, 6-1/2" DC's and Jars.

23:30 1.00 18.50 22 Disconnected Koomey lines from HCR Valve, Connected lines to 3,609.0 3,609.0
Halliburton HCR and opened valve. Switched lines back to Rig HCR.

00:30 2.00 20.50 6 Trip in hole with BHA to 3,609'. 3,609.0 3,609.0
02:30 1.00 21.50 5 Filled drill pipe and brought air unit online. 3,609.0 3,609.0
03:30 2.50 24.00 2 Drilled 12-1/4" Hole from 3,609' to 3,704'. 3,609.0 3,704.0

WOB 8-18K, SPP 530 psi., 212 GPM
Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Ge1 (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(Ib/bbt) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) Oil Water Ratio
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Daily Drilling Performance
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Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

7/1/2013 Conductor 103.0

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
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1/4" Bit. M/UXO and test motor - Good. Picked up 8" DC, Run 1 stand of
8.0" DC's, 6-1/2" DC's and Jars.
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03:30 2.50 24.00 2 Drilled 12-1/4" Hole from 3,609' to 3,704'. 3,609.0 3,704.0
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Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Ge1 (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(Ib/bbt) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbi) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

102.0 3,704.0 3,602.00 10/5/2013 01:30 10/14/2013 06:00 66.50 54.2 66.50 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

7/1/2013 Conductor 103.0

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
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RECEIVED: Nov. 04, 2013

Sundry Number: 44429 API Well Number: 43019500100000Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/15/2013
Report #: 17, DFS: 10.19

Well Name: Cane Creek 7-1 Daily Depth Progress:
API/UW1 Excaliber ID Well Area Basin Field Name Well Cont1gurationType
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

Target Depth (ftKB) Kick Off Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)
13,196.0

Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/14/2013 06:00 10/15/2013 06:00 10.19 0.0 0.0
Operations at Report Time
Trouble shoot Yellow Dog Pumps.
Operations Summary
Welder repaired hole in Blooie Line. Drilled 12-1/4" Hole from 3,704' to 3,992'. Survey, Service Rig & troubleshootsurvey machine. Hand crank slickline out of
hole. Drilled 12-1/4" Hole from 3,992' to 4,183'. Trouble shoot water transfer pumps.
Operations Next Report Period
Run Casing &Cement
Weather Wellbore
Cloudy
Daily Contacts

Job Contact Position Oft1ce
Delbert Sullivan Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code i Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.50 1.50 8 Welder repaired hole in Blooie Line. 3,704.0 3,704.0
07:30 0.50 2.00 5 Broke circulation, brought air unit online. 3,704.0 3,704.0
08:00 4.00 6.00 2 Drilled 12-1/4" Hole from 3,704' to 3,806'. 3,704.0 3,806.0

WOB 18-35K, SPP 530 psi., 225 GPM,
2250 scfm air.

12:00 6.00 12.00 2 Drilled 12-1/4" Hole from 3,806' to 3,931'. 3,806.0 3,931.0
WOB 18-35K, SPP 530 psi., 225 GPM,
2250 scfm air.

18:00 1.50 13.50 2 Drilled 12-1/4" Hole from 3,931' to 3,992'. 3,931.0 3,992.0
WOB 18-35K, SPP 530 psi., 225 GPM,
2250 scfm air.

19:30 1.00 14.50 9 Serviced Rig and Equipment. Troubleshoot survey machine. 3,992.0 3,992.0
20:30 2.50 17.00 10 Survey with slickline at 3,930'. Survey machine would not work. Hand crank 3,992.0 3,992.0

slickline out with survey. 1.24 Degrees Inc.
23:00 4.00 21.00 2 Drilled 12-1/4" Hole from 3,992' to 4,183'. 3,992.0 4,183.0

WOB 10-15K, SPP 530 psi., 225 GPM, 80 RPM
2250 scfm air.

03:00 3.00 24.00 8 Yellow Dog Pump would not start, R/U backup Pump. Unable to pump 4,183.0 4,183.0
water from reserve pit to mud tanks.

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa·s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlondes (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio
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Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (1b/ft) Grade (in) ID Nom Min(in)
7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
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Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (1b/ft) Grade (in) ID Nom Min(in)
7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
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RECEIVED: Nov. 04, 2013

Sundry Number: 44429 API Well Number: 43019500100000Sundry Number: 44429 API Well Number: 43019500100000

FIDEUTY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/16/2013
Report #: 18, DFS: 11.19

Well Name: Cane Creek 7-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Contiguration Type
43-019-31591 74*26635 Paradox Dane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

Target Depth (ftKB) KickOff Date Kick Off Depth (ftKB) KickOff Depth (TVD)(ftKB)
13,196.0

Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/15/2013 06:00 10/16/2013 06:00 11.19 0.0 0.0
Operations at Report Time
Run 9-5/8" Casing.
Operations Summary
Drilled 12-1/4" hole from 4,183' to 4,310', 9-5/8" Casing Point. Circulated, Wiped hole, CBU 2 x times. Tripped out and L/D 8" BHA. Held PJSM with B&L Casing
Crew. RIU Casing Equipment. Ran 9-5/8" Casing to 2,200'.
Operations Next Report Period
Run Casing &Cement
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Delbert Sullivan Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 0.50 0.50 5 Filled mud tanks with water. 4,183.0 4,183.0
06:30 1.00 1.50 5 Circulated and brought air unit online. 4,183.0 4,183.0
07:30 2.50 4.00 2 Drilled 12-1/4" Hole from 4,183' to 4,310', 9-5/8" Casing Point. 4,183.0 4,310.0

WOB 10-15K, SPP 530 psi., 225 GPM, 80 RPM
2250 scfm air.

10:00 2.00 6.00 5 Circulated with air and water. 4,310.0 4,310.0
12:00 1.00 7.00 6 Wiped holed from 4,310' to 1,213'. 4,310.0 4,310.0
13:00 0.50 7.50 9 Serviced Rig and Equipment. 4,310.0 4,310.0
13:30 1.00 8.50 6 Trip in hole to 4,298'. Washed down to 4,310'. 4,310.0 4,310.0
14:30 2.50 11.00 5 Circulated 1-1/2 bottoms up, spotted viscous pillon bottom. 4,310.0 4,310.0
17:00 1.50 12.50 6 Tripped out of hole from 4,310' to 1,213'. 4,310.0 4,310.0
18:30 0.50 13.00 6 Removed Rotating Head Rubber and stripped off of drill pipe. 4,310.0 4,310.0
19:00 0.50 13.50 6 Trip out of hole from 1,213' to BHA. 4,310.0 4,310.0
19:30 2.50 16.00 6 Stood back 6-1/2" DC's and Jars. L/D four 8" Dc's. Drained motor and 4,310.0 4,310.0

broke off bit. L/D 8" DC, Shock Sub, Float Sub, and motor.
22:00 3.00 19.00 12 Held PJSM with B&L Casing Crew. Removed drillingbales and installed 4,310.0 4,310.0

casing bales. Adjust bale clamps. RIU casing Tongs and Equipment.

01:00 1.00 20.00 12 M/U9-5/8" Shoe Track. Run 4 jts of 9-5/8", 47#, HCP-110, BTC Casing. 4,310.0 4,310.0
Threadlock, shoe, float collar and 3 collars on 9-5/8" casing.

02:00 1.00 21.00 12 RIU Spyder and CRT Tool on Top Drive. 4,310.0 4,310.0
03:00 3.00 24.00 12 Ran 9-5/8" Casing from 168' to 2,200'. pumped pipe capacity volume at 4,310.0 4,310.0

603', and 1,080'.
Mud Check:<depth>ftKB, :dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbf/1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1. .

MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlondes (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (lb/ft) Grade (in) ID Nom Min(in)
7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
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Sundry Number: 44429 API Well Number: 43019500100000

FIDEUTY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/16/2013
Report #: 18, DFS: 11.19

Well Name: Cane Creek 7-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Contiguration Type
43-019-31591 74*26635 Paradox Dane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

Target Depth (ftKB) KickOff Date Kick Off Depth (ftKB) KickOff Depth (TVD)(ftKB)
13,196.0

Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/15/2013 06:00 10/16/2013 06:00 11.19 0.0 0.0
Operations at Report Time
Run 9-5/8" Casing.
Operations Summary
Drilled 12-1/4" hole from 4,183' to 4,310', 9-5/8" Casing Point. Circulated, Wiped hole, CBU 2 x times. Tripped out and L/D 8" BHA. Held PJSM with B&L Casing
Crew. RIU Casing Equipment. Ran 9-5/8" Casing to 2,200'.
Operations Next Report Period
Run Casing &Cement
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Delbert Sullivan Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 0.50 0.50 5 Filled mud tanks with water. 4,183.0 4,183.0
06:30 1.00 1.50 5 Circulated and brought air unit online. 4,183.0 4,183.0
07:30 2.50 4.00 2 Drilled 12-1/4" Hole from 4,183' to 4,310', 9-5/8" Casing Point. 4,183.0 4,310.0

WOB 10-15K, SPP 530 psi., 225 GPM, 80 RPM
2250 scfm air.

10:00 2.00 6.00 5 Circulated with air and water. 4,310.0 4,310.0
12:00 1.00 7.00 6 Wiped holed from 4,310' to 1,213'. 4,310.0 4,310.0
13:00 0.50 7.50 9 Serviced Rig and Equipment. 4,310.0 4,310.0
13:30 1.00 8.50 6 Trip in hole to 4,298'. Washed down to 4,310'. 4,310.0 4,310.0
14:30 2.50 11.00 5 Circulated 1-1/2 bottoms up, spotted viscous pillon bottom. 4,310.0 4,310.0
17:00 1.50 12.50 6 Tripped out of hole from 4,310' to 1,213'. 4,310.0 4,310.0
18:30 0.50 13.00 6 Removed Rotating Head Rubber and stripped off of drill pipe. 4,310.0 4,310.0
19:00 0.50 13.50 6 Trip out of hole from 1,213' to BHA. 4,310.0 4,310.0
19:30 2.50 16.00 6 Stood back 6-1/2" DC's and Jars. L/D four 8" Dc's. Drained motor and 4,310.0 4,310.0

broke off bit. L/D 8" DC, Shock Sub, Float Sub, and motor.
22:00 3.00 19.00 12 Held PJSM with B&L Casing Crew. Removed drillingbales and installed 4,310.0 4,310.0

casing bales. Adjust bale clamps. RIU casing Tongs and Equipment.

01:00 1.00 20.00 12 M/U9-5/8" Shoe Track. Run 4 jts of 9-5/8", 47#, HCP-110, BTC Casing. 4,310.0 4,310.0
Threadlock, shoe, float collar and 3 collars on 9-5/8" casing.

02:00 1.00 21.00 12 RIU Spyder and CRT Tool on Top Drive. 4,310.0 4,310.0
03:00 3.00 24.00 12 Ran 9-5/8" Casing from 168' to 2,200'. pumped pipe capacity volume at 4,310.0 4,310.0

603', and 1,080'.
Mud Check:<depth>ftKB, :dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbf/1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1. .

MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlondes (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (lb/ft) Grade (in) ID Nom Min(in)
7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
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Sundry Number: 44429 API Well Number: 43019500100000

FIDEUTY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/16/2013
Report #: 18, DFS: 11.19

Well Name: Cane Creek 7-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Contiguration Type
43-019-31591 74*26635 Paradox Dane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

Target Depth (ftKB) KickOff Date Kick Off Depth (ftKB) KickOff Depth (TVD)(ftKB)
13,196.0

Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/15/2013 06:00 10/16/2013 06:00 11.19 0.0 0.0
Operations at Report Time
Run 9-5/8" Casing.
Operations Summary
Drilled 12-1/4" hole from 4,183' to 4,310', 9-5/8" Casing Point. Circulated, Wiped hole, CBU 2 x times. Tripped out and L/D 8" BHA. Held PJSM with B&L Casing
Crew. RIU Casing Equipment. Ran 9-5/8" Casing to 2,200'.
Operations Next Report Period
Run Casing &Cement
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Delbert Sullivan Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 0.50 0.50 5 Filled mud tanks with water. 4,183.0 4,183.0
06:30 1.00 1.50 5 Circulated and brought air unit online. 4,183.0 4,183.0
07:30 2.50 4.00 2 Drilled 12-1/4" Hole from 4,183' to 4,310', 9-5/8" Casing Point. 4,183.0 4,310.0

WOB 10-15K, SPP 530 psi., 225 GPM, 80 RPM
2250 scfm air.

10:00 2.00 6.00 5 Circulated with air and water. 4,310.0 4,310.0
12:00 1.00 7.00 6 Wiped holed from 4,310' to 1,213'. 4,310.0 4,310.0
13:00 0.50 7.50 9 Serviced Rig and Equipment. 4,310.0 4,310.0
13:30 1.00 8.50 6 Trip in hole to 4,298'. Washed down to 4,310'. 4,310.0 4,310.0
14:30 2.50 11.00 5 Circulated 1-1/2 bottoms up, spotted viscous pillon bottom. 4,310.0 4,310.0
17:00 1.50 12.50 6 Tripped out of hole from 4,310' to 1,213'. 4,310.0 4,310.0
18:30 0.50 13.00 6 Removed Rotating Head Rubber and stripped off of drill pipe. 4,310.0 4,310.0
19:00 0.50 13.50 6 Trip out of hole from 1,213' to BHA. 4,310.0 4,310.0
19:30 2.50 16.00 6 Stood back 6-1/2" DC's and Jars. L/D four 8" Dc's. Drained motor and 4,310.0 4,310.0

broke off bit. L/D 8" DC, Shock Sub, Float Sub, and motor.
22:00 3.00 19.00 12 Held PJSM with B&L Casing Crew. Removed drillingbales and installed 4,310.0 4,310.0

casing bales. Adjust bale clamps. RIU casing Tongs and Equipment.

01:00 1.00 20.00 12 M/U9-5/8" Shoe Track. Run 4 jts of 9-5/8", 47#, HCP-110, BTC Casing. 4,310.0 4,310.0
Threadlock, shoe, float collar and 3 collars on 9-5/8" casing.

02:00 1.00 21.00 12 RIU Spyder and CRT Tool on Top Drive. 4,310.0 4,310.0
03:00 3.00 24.00 12 Ran 9-5/8" Casing from 168' to 2,200'. pumped pipe capacity volume at 4,310.0 4,310.0

603', and 1,080'.
Mud Check:<depth>ftKB, :dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbf/1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1. .

MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlondes (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (lb/ft) Grade (in) ID Nom Min(in)
7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
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Sundry Number: 44429 API Well Number: 43019500100000

FIDEUTY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/16/2013
Report #: 18, DFS: 11.19

Well Name: Cane Creek 7-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Contiguration Type
43-019-31591 74*26635 Paradox Dane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

Target Depth (ftKB) KickOff Date Kick Off Depth (ftKB) KickOff Depth (TVD)(ftKB)
13,196.0

Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/15/2013 06:00 10/16/2013 06:00 11.19 0.0 0.0
Operations at Report Time
Run 9-5/8" Casing.
Operations Summary
Drilled 12-1/4" hole from 4,183' to 4,310', 9-5/8" Casing Point. Circulated, Wiped hole, CBU 2 x times. Tripped out and L/D 8" BHA. Held PJSM with B&L Casing
Crew. RIU Casing Equipment. Ran 9-5/8" Casing to 2,200'.
Operations Next Report Period
Run Casing &Cement
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Delbert Sullivan Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 0.50 0.50 5 Filled mud tanks with water. 4,183.0 4,183.0
06:30 1.00 1.50 5 Circulated and brought air unit online. 4,183.0 4,183.0
07:30 2.50 4.00 2 Drilled 12-1/4" Hole from 4,183' to 4,310', 9-5/8" Casing Point. 4,183.0 4,310.0

WOB 10-15K, SPP 530 psi., 225 GPM, 80 RPM
2250 scfm air.

10:00 2.00 6.00 5 Circulated with air and water. 4,310.0 4,310.0
12:00 1.00 7.00 6 Wiped holed from 4,310' to 1,213'. 4,310.0 4,310.0
13:00 0.50 7.50 9 Serviced Rig and Equipment. 4,310.0 4,310.0
13:30 1.00 8.50 6 Trip in hole to 4,298'. Washed down to 4,310'. 4,310.0 4,310.0
14:30 2.50 11.00 5 Circulated 1-1/2 bottoms up, spotted viscous pillon bottom. 4,310.0 4,310.0
17:00 1.50 12.50 6 Tripped out of hole from 4,310' to 1,213'. 4,310.0 4,310.0
18:30 0.50 13.00 6 Removed Rotating Head Rubber and stripped off of drill pipe. 4,310.0 4,310.0
19:00 0.50 13.50 6 Trip out of hole from 1,213' to BHA. 4,310.0 4,310.0
19:30 2.50 16.00 6 Stood back 6-1/2" DC's and Jars. L/D four 8" Dc's. Drained motor and 4,310.0 4,310.0

broke off bit. L/D 8" DC, Shock Sub, Float Sub, and motor.
22:00 3.00 19.00 12 Held PJSM with B&L Casing Crew. Removed drillingbales and installed 4,310.0 4,310.0

casing bales. Adjust bale clamps. RIU casing Tongs and Equipment.

01:00 1.00 20.00 12 M/U9-5/8" Shoe Track. Run 4 jts of 9-5/8", 47#, HCP-110, BTC Casing. 4,310.0 4,310.0
Threadlock, shoe, float collar and 3 collars on 9-5/8" casing.

02:00 1.00 21.00 12 RIU Spyder and CRT Tool on Top Drive. 4,310.0 4,310.0
03:00 3.00 24.00 12 Ran 9-5/8" Casing from 168' to 2,200'. pumped pipe capacity volume at 4,310.0 4,310.0

603', and 1,080'.
Mud Check:<depth>ftKB, :dttm>
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Drilled 12-1/4" hole from 4,183' to 4,310', 9-5/8" Casing Point. Circulated, Wiped hole, CBU 2 x times. Tripped out and L/D 8" BHA. Held PJSM with B&L Casing
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Delbert Sullivan Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 0.50 0.50 5 Filled mud tanks with water. 4,183.0 4,183.0
06:30 1.00 1.50 5 Circulated and brought air unit online. 4,183.0 4,183.0
07:30 2.50 4.00 2 Drilled 12-1/4" Hole from 4,183' to 4,310', 9-5/8" Casing Point. 4,183.0 4,310.0

WOB 10-15K, SPP 530 psi., 225 GPM, 80 RPM
2250 scfm air.

10:00 2.00 6.00 5 Circulated with air and water. 4,310.0 4,310.0
12:00 1.00 7.00 6 Wiped holed from 4,310' to 1,213'. 4,310.0 4,310.0
13:00 0.50 7.50 9 Serviced Rig and Equipment. 4,310.0 4,310.0
13:30 1.00 8.50 6 Trip in hole to 4,298'. Washed down to 4,310'. 4,310.0 4,310.0
14:30 2.50 11.00 5 Circulated 1-1/2 bottoms up, spotted viscous pillon bottom. 4,310.0 4,310.0
17:00 1.50 12.50 6 Tripped out of hole from 4,310' to 1,213'. 4,310.0 4,310.0
18:30 0.50 13.00 6 Removed Rotating Head Rubber and stripped off of drill pipe. 4,310.0 4,310.0
19:00 0.50 13.50 6 Trip out of hole from 1,213' to BHA. 4,310.0 4,310.0
19:30 2.50 16.00 6 Stood back 6-1/2" DC's and Jars. L/D four 8" Dc's. Drained motor and 4,310.0 4,310.0

broke off bit. L/D 8" DC, Shock Sub, Float Sub, and motor.
22:00 3.00 19.00 12 Held PJSM with B&L Casing Crew. Removed drillingbales and installed 4,310.0 4,310.0

casing bales. Adjust bale clamps. RIU casing Tongs and Equipment.

01:00 1.00 20.00 12 M/U9-5/8" Shoe Track. Run 4 jts of 9-5/8", 47#, HCP-110, BTC Casing. 4,310.0 4,310.0
Threadlock, shoe, float collar and 3 collars on 9-5/8" casing.

02:00 1.00 21.00 12 RIU Spyder and CRT Tool on Top Drive. 4,310.0 4,310.0
03:00 3.00 24.00 12 Ran 9-5/8" Casing from 168' to 2,200'. pumped pipe capacity volume at 4,310.0 4,310.0

603', and 1,080'.
Mud Check:<depth>ftKB, :dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbf/1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1. .

MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlondes (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (lb/ft) Grade (in) ID Nom Min(in)
7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
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RECEIVED: Nov. 04, 2013

Sundry Number: 44429 API Well Number: 43019500100000Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/17/2013
Report #: 19, DFS: 12.19

Well Name: Cane Creek 7-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)
13,196.0

Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

10/16/2013 06:00 10/17/2013 06:00 12.19 0.0 0.0
Operations at Report Time
W.O.C.
Operations Summary
Ran 9-5/8" Casing to 4,300'. R/D Casing Equipment. RIU Halliburton and pumped primary cement job. W.O.C. Installed and tested Pack-Off. R/U Halliburton to
9-5/8" x 13-3/8" Annulus and pumped Top Job. W.O.C. pumped 2nd top job and did not pressure up. W.O.C.
Operations Next Report Period

Trips
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401
Sam Loredo Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 4.00 4.00 12 Ran 9-5/8" Casing from 2,200' to 4,269'. MlUCasing Hanger and Landing 4,310.0 4,310.0
Joint. Land casing in wellhead with depth of casing shoe at 4,300'.

10:00 2.00 6.00 5 Pumped 313 bbis of water down casing. RID Casing Tongs and 4,310.0 4,310.0
Equipment.

12:00 1.00 7.00 12 Held PJSM with Halliburton. R/U Cement Head and Lines. Pumped 5 bbis 4,310.0 4,310.0
of water and cement head was leaking.

13:00 1.50 8.50 12 Removed Cement Head, Checked and reinstalled Cement Head. Pressure 4,310.0 4,310.0
test lines.

14:30 2.50 11.00 12 Cement 9-5/8" Casing. Pressure Test lines to 2500 psi. Pumped 20 bbls 4,310.0 4,310.0
water spacer, 116.9 bbis of Tail Cement, Displaced with 311.5 bbls water.
Bumped plug and floats held. Bled off pressure and RID Cement Head and
Lines.

17:00 4.00 15.00 13 W.O.C. Backed out Landing Joint. 4 Bolt Rotating Head. Rigged down 4,310.0 4,310.0
Blooie Line.

21:00 1.00 16.00 12 Cameron installed and tested Pack-Off to 3500 psi. 4,310.0 4,310.0
22:00 1.00 17.00 12 Held PJSM with Halliburton. Rigged up lines to lower casing valve on A- 4,310.0 4,310.0

Section of wellhead.
23:00 2.50 19.50 12 Pressure test lines to 2500 psi. Pumped 3 bbi Spacer, 20 bbis Super Flush, 4,310.0 4,310.0

5 bbl water spacer, 255.7 bbis Tail Cement, displaced lines with 5 bbis of
MMCR Water. Did not pressure up.

01:30 2.50 22.00 13 W.O.C. Removed Smith Rotating Head, Installed Halliburton Rotating Head 4,310.0 4,310.0
& Orbit Valve.

04:00 1.00 23.00 12 Pumped 2 bbls water, 27 bbis of Class G Cement with 2% Calcium 4,310.0 4,310.0
Chloride. Pump rate 2 BPM, 60 psi. Did not pessure up.

05:00 1.00 24.00 13 W.O.C. 4,310.0 4,310.0

Mud Check:<depth>ftKB, idttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (ibf/1... Get (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlondes (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth 1n(ftKB) Depth Out (ft... Dnlled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)
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Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/17/2013
Report #: 19, DFS: 12.19

Well Name: Cane Creek 7-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)
13,196.0

Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

10/16/2013 06:00 10/17/2013 06:00 12.19 0.0 0.0
Operations at Report Time
W.O.C.
Operations Summary
Ran 9-5/8" Casing to 4,300'. R/D Casing Equipment. RIU Halliburton and pumped primary cement job. W.O.C. Installed and tested Pack-Off. R/U Halliburton to
9-5/8" x 13-3/8" Annulus and pumped Top Job. W.O.C. pumped 2nd top job and did not pressure up. W.O.C.
Operations Next Report Period

Trips
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401
Sam Loredo Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 4.00 4.00 12 Ran 9-5/8" Casing from 2,200' to 4,269'. MlUCasing Hanger and Landing 4,310.0 4,310.0
Joint. Land casing in wellhead with depth of casing shoe at 4,300'.

10:00 2.00 6.00 5 Pumped 313 bbis of water down casing. RID Casing Tongs and 4,310.0 4,310.0
Equipment.

12:00 1.00 7.00 12 Held PJSM with Halliburton. R/U Cement Head and Lines. Pumped 5 bbis 4,310.0 4,310.0
of water and cement head was leaking.

13:00 1.50 8.50 12 Removed Cement Head, Checked and reinstalled Cement Head. Pressure 4,310.0 4,310.0
test lines.

14:30 2.50 11.00 12 Cement 9-5/8" Casing. Pressure Test lines to 2500 psi. Pumped 20 bbls 4,310.0 4,310.0
water spacer, 116.9 bbis of Tail Cement, Displaced with 311.5 bbls water.
Bumped plug and floats held. Bled off pressure and RID Cement Head and
Lines.

17:00 4.00 15.00 13 W.O.C. Backed out Landing Joint. 4 Bolt Rotating Head. Rigged down 4,310.0 4,310.0
Blooie Line.

21:00 1.00 16.00 12 Cameron installed and tested Pack-Off to 3500 psi. 4,310.0 4,310.0
22:00 1.00 17.00 12 Held PJSM with Halliburton. Rigged up lines to lower casing valve on A- 4,310.0 4,310.0

Section of wellhead.
23:00 2.50 19.50 12 Pressure test lines to 2500 psi. Pumped 3 bbi Spacer, 20 bbis Super Flush, 4,310.0 4,310.0

5 bbl water spacer, 255.7 bbis Tail Cement, displaced lines with 5 bbis of
MMCR Water. Did not pressure up.

01:30 2.50 22.00 13 W.O.C. Removed Smith Rotating Head, Installed Halliburton Rotating Head 4,310.0 4,310.0
& Orbit Valve.

04:00 1.00 23.00 12 Pumped 2 bbls water, 27 bbis of Class G Cement with 2% Calcium 4,310.0 4,310.0
Chloride. Pump rate 2 BPM, 60 psi. Did not pessure up.

05:00 1.00 24.00 13 W.O.C. 4,310.0 4,310.0

Mud Check:<depth>ftKB, idttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (ibf/1... Get (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlondes (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth 1n(ftKB) Depth Out (ft... Dnlled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)
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Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/17/2013
Report #: 19, DFS: 12.19

Well Name: Cane Creek 7-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)
13,196.0

Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

10/16/2013 06:00 10/17/2013 06:00 12.19 0.0 0.0
Operations at Report Time
W.O.C.
Operations Summary
Ran 9-5/8" Casing to 4,300'. R/D Casing Equipment. RIU Halliburton and pumped primary cement job. W.O.C. Installed and tested Pack-Off. R/U Halliburton to
9-5/8" x 13-3/8" Annulus and pumped Top Job. W.O.C. pumped 2nd top job and did not pressure up. W.O.C.
Operations Next Report Period

Trips
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401
Sam Loredo Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 4.00 4.00 12 Ran 9-5/8" Casing from 2,200' to 4,269'. MlUCasing Hanger and Landing 4,310.0 4,310.0
Joint. Land casing in wellhead with depth of casing shoe at 4,300'.

10:00 2.00 6.00 5 Pumped 313 bbis of water down casing. RID Casing Tongs and 4,310.0 4,310.0
Equipment.

12:00 1.00 7.00 12 Held PJSM with Halliburton. R/U Cement Head and Lines. Pumped 5 bbis 4,310.0 4,310.0
of water and cement head was leaking.

13:00 1.50 8.50 12 Removed Cement Head, Checked and reinstalled Cement Head. Pressure 4,310.0 4,310.0
test lines.

14:30 2.50 11.00 12 Cement 9-5/8" Casing. Pressure Test lines to 2500 psi. Pumped 20 bbls 4,310.0 4,310.0
water spacer, 116.9 bbis of Tail Cement, Displaced with 311.5 bbls water.
Bumped plug and floats held. Bled off pressure and RID Cement Head and
Lines.

17:00 4.00 15.00 13 W.O.C. Backed out Landing Joint. 4 Bolt Rotating Head. Rigged down 4,310.0 4,310.0
Blooie Line.

21:00 1.00 16.00 12 Cameron installed and tested Pack-Off to 3500 psi. 4,310.0 4,310.0
22:00 1.00 17.00 12 Held PJSM with Halliburton. Rigged up lines to lower casing valve on A- 4,310.0 4,310.0

Section of wellhead.
23:00 2.50 19.50 12 Pressure test lines to 2500 psi. Pumped 3 bbi Spacer, 20 bbis Super Flush, 4,310.0 4,310.0

5 bbl water spacer, 255.7 bbis Tail Cement, displaced lines with 5 bbis of
MMCR Water. Did not pressure up.

01:30 2.50 22.00 13 W.O.C. Removed Smith Rotating Head, Installed Halliburton Rotating Head 4,310.0 4,310.0
& Orbit Valve.

04:00 1.00 23.00 12 Pumped 2 bbls water, 27 bbis of Class G Cement with 2% Calcium 4,310.0 4,310.0
Chloride. Pump rate 2 BPM, 60 psi. Did not pessure up.

05:00 1.00 24.00 13 W.O.C. 4,310.0 4,310.0

Mud Check:<depth>ftKB, idttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (ibf/1... Get (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlondes (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth 1n(ftKB) Depth Out (ft... Dnlled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)
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Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/17/2013
Report #: 19, DFS: 12.19

Well Name: Cane Creek 7-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)
13,196.0

Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

10/16/2013 06:00 10/17/2013 06:00 12.19 0.0 0.0
Operations at Report Time
W.O.C.
Operations Summary
Ran 9-5/8" Casing to 4,300'. R/D Casing Equipment. RIU Halliburton and pumped primary cement job. W.O.C. Installed and tested Pack-Off. R/U Halliburton to
9-5/8" x 13-3/8" Annulus and pumped Top Job. W.O.C. pumped 2nd top job and did not pressure up. W.O.C.
Operations Next Report Period

Trips
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401
Sam Loredo Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 4.00 4.00 12 Ran 9-5/8" Casing from 2,200' to 4,269'. MlUCasing Hanger and Landing 4,310.0 4,310.0
Joint. Land casing in wellhead with depth of casing shoe at 4,300'.

10:00 2.00 6.00 5 Pumped 313 bbis of water down casing. RID Casing Tongs and 4,310.0 4,310.0
Equipment.

12:00 1.00 7.00 12 Held PJSM with Halliburton. R/U Cement Head and Lines. Pumped 5 bbis 4,310.0 4,310.0
of water and cement head was leaking.

13:00 1.50 8.50 12 Removed Cement Head, Checked and reinstalled Cement Head. Pressure 4,310.0 4,310.0
test lines.

14:30 2.50 11.00 12 Cement 9-5/8" Casing. Pressure Test lines to 2500 psi. Pumped 20 bbls 4,310.0 4,310.0
water spacer, 116.9 bbis of Tail Cement, Displaced with 311.5 bbls water.
Bumped plug and floats held. Bled off pressure and RID Cement Head and
Lines.

17:00 4.00 15.00 13 W.O.C. Backed out Landing Joint. 4 Bolt Rotating Head. Rigged down 4,310.0 4,310.0
Blooie Line.

21:00 1.00 16.00 12 Cameron installed and tested Pack-Off to 3500 psi. 4,310.0 4,310.0
22:00 1.00 17.00 12 Held PJSM with Halliburton. Rigged up lines to lower casing valve on A- 4,310.0 4,310.0

Section of wellhead.
23:00 2.50 19.50 12 Pressure test lines to 2500 psi. Pumped 3 bbi Spacer, 20 bbis Super Flush, 4,310.0 4,310.0

5 bbl water spacer, 255.7 bbis Tail Cement, displaced lines with 5 bbis of
MMCR Water. Did not pressure up.

01:30 2.50 22.00 13 W.O.C. Removed Smith Rotating Head, Installed Halliburton Rotating Head 4,310.0 4,310.0
& Orbit Valve.

04:00 1.00 23.00 12 Pumped 2 bbls water, 27 bbis of Class G Cement with 2% Calcium 4,310.0 4,310.0
Chloride. Pump rate 2 BPM, 60 psi. Did not pessure up.

05:00 1.00 24.00 13 W.O.C. 4,310.0 4,310.0

Mud Check:<depth>ftKB, idttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (ibf/1... Get (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlondes (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth 1n(ftKB) Depth Out (ft... Dnlled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)
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Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/17/2013
Report #: 19, DFS: 12.19

Well Name: Cane Creek 7-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)
13,196.0

Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

10/16/2013 06:00 10/17/2013 06:00 12.19 0.0 0.0
Operations at Report Time
W.O.C.
Operations Summary
Ran 9-5/8" Casing to 4,300'. R/D Casing Equipment. RIU Halliburton and pumped primary cement job. W.O.C. Installed and tested Pack-Off. R/U Halliburton to
9-5/8" x 13-3/8" Annulus and pumped Top Job. W.O.C. pumped 2nd top job and did not pressure up. W.O.C.
Operations Next Report Period

Trips
Weather Wellbore
Sunny and Clear
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401
Sam Loredo Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 4.00 4.00 12 Ran 9-5/8" Casing from 2,200' to 4,269'. MlUCasing Hanger and Landing 4,310.0 4,310.0
Joint. Land casing in wellhead with depth of casing shoe at 4,300'.

10:00 2.00 6.00 5 Pumped 313 bbis of water down casing. RID Casing Tongs and 4,310.0 4,310.0
Equipment.

12:00 1.00 7.00 12 Held PJSM with Halliburton. R/U Cement Head and Lines. Pumped 5 bbis 4,310.0 4,310.0
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RECEIVED: Nov. 04, 2013

Sundry Number: 44429 API Well Number: 43019500100000Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/18/2013
Report #: 20, DFS: 13.19

Well Name: Cane Creek 7-1 Daily Depth Progress:
APllUWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) Kick Off Depth (TVD) (ftKB)
13,196.0

Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

10/17/2013 06:00 10/18/2013 06:00 13.19 0.0 0.0
Operations at Report Time
Pick up 4-1/2" Drill Pipe
Operations Summary
W.O.C. M/U Rotating Head Bolts. Pumped 3 top cement job. Pressured to 500 psi for 20 min. RID Halliburton. Installed Drip Pan on BOP. Ran Gyro on slick line
unit. Spot pipe racks, and load with 4-1/2" DP. M/U Flow Line, Turnbuckles, Trip Nipple, and valves on Rotating Head. RlH picked up 30 jts 4-1/2" HWDP & 96
jts 4-1/2" DP. Circulated at 4,024'. POH standing back pipe in derrick. RIH picking up 4-1/2" Drill Pipe.
Operations Next Report Period
Drilling
Weather Wel1bore
Sunny and Clear
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401
Sam Loredo Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.00 2.00 13 W.O.C. MlUbolts on Rotating Head. Removed turnbuckleson BOP. Stage 4,310.0 4,310.0
Drip Pans.

08:00 2.00 4.00 12 Held PJSM with Halliburton. Pumped 3rd topjob,20 bbis of Class G 4,310.0 4,310.0
cement. Pessured up, held 530 psi for 20 min. Bled off pressure and R/D
Halliburton equipment.

10:00 1.00 5.00 14 Rig up Drip Pan on Annular. 4,310.0 4,310.0
11:00 3.00 8.00 10 Run Gyro on slick line unit to 4,200', survey out every 100 ft. RID Gyro 4,310.0 4,310.0

equipment. Stage drillpipe and HWDP to be picked up.
14:00 4.00 12.00 14 Complete installation of Drip Pans. R/U Turnbuckles. Set Hematite Hopper. 4,310.0 4,310.0

Rig up flareline.

18:00 2.50 14.50 14 Installed Flow Line, and valves on Rotating Head. Install Trip Nipple. 4,310.0 4,310.0
20:30 0.50 15.00 6 L/D two 6-1/2" DC's and Jars. 4,310.0 4,310.0
21:00 5.00 20.00 6 RIH to 4,024' picking up 30 Jts of 4-1/2" HWDP and 96 Jts of 4-1/2" Drill 4,310.0 4,310.0

Pipe.

02:00 1.00 21.00 5 Circulated 1 hole volume with water, add defoamer to mud pits. 4,310.0 4,310.0
03:00 0.50 21.50 9 Serviced Top Drive. Changed out Gripper Die Block. 4,310.0 4,310.0
03:30 2.00 23.50 6 Trip out of hole from 4,024' to surface. 4,310.0 4,310.0
05:30 0.50 24.00 6 RIH picking up 4-1/2" DrillPipe. 4,310.0 4,310.0

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Get (30m) (ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlondes (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ibtft) Grade (in) ID Nom Min(in)
7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
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03:00 0.50 21.50 9 Serviced Top Drive. Changed out Gripper Die Block. 4,310.0 4,310.0
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unit. Spot pipe racks, and load with 4-1/2" DP. M/U Flow Line, Turnbuckles, Trip Nipple, and valves on Rotating Head. RlH picked up 30 jts 4-1/2" HWDP & 96
jts 4-1/2" DP. Circulated at 4,024'. POH standing back pipe in derrick. RIH picking up 4-1/2" Drill Pipe.
Operations Next Report Period
Drilling
Weather Wel1bore
Sunny and Clear
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 2.00 2.00 13 W.O.C. MlUbolts on Rotating Head. Removed turnbuckleson BOP. Stage 4,310.0 4,310.0

Drip Pans.
08:00 2.00 4.00 12 Held PJSM with Halliburton. Pumped 3rd topjob,20 bbis of Class G 4,310.0 4,310.0

cement. Pessured up, held 530 psi for 20 min. Bled off pressure and R/D
Halliburton equipment.

10:00 1.00 5.00 14 Rig up Drip Pan on Annular. 4,310.0 4,310.0
11:00 3.00 8.00 10 Run Gyro on slick line unit to 4,200', survey out every 100 ft. RID Gyro 4,310.0 4,310.0

equipment. Stage drillpipe and HWDP to be picked up.
14:00 4.00 12.00 14 Complete installation of Drip Pans. R/U Turnbuckles. Set Hematite Hopper. 4,310.0 4,310.0

Rig up flareline.

18:00 2.50 14.50 14 Installed Flow Line, and valves on Rotating Head. Install Trip Nipple. 4,310.0 4,310.0
20:30 0.50 15.00 6 L/D two 6-1/2" DC's and Jars. 4,310.0 4,310.0
21:00 5.00 20.00 6 RIH to 4,024' picking up 30 Jts of 4-1/2" HWDP and 96 Jts of 4-1/2" Drill 4,310.0 4,310.0

Pipe.

02:00 1.00 21.00 5 Circulated 1 hole volume with water, add defoamer to mud pits. 4,310.0 4,310.0

03:00 0.50 21.50 9 Serviced Top Drive. Changed out Gripper Die Block. 4,310.0 4,310.0
03:30 2.00 23.50 6 Trip out of hole from 4,024' to surface. 4,310.0 4,310.0

05:30 0.50 24.00 6 RIH picking up 4-1/2" DrillPipe. 4,310.0 4,310.0

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Get (30m) (ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlondes (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ibtft) Grade (in) ID Nom Min(in)
7/1/2013 Conductor 103.0

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
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RECEIVED: Nov. 04, 2013

Sundry Number: 44429 API Well Number: 43019500100000Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/19/2013
Report #: 21, DFS: 14.19

Well Name: Cane Creek 7-1 Daily Depth Progress:
APllUWI Excaliber 1D Well Area Basin Field Name Well Cont1guration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

Target Depth (ftKB) KickOff Date Kick Off Depth (ftKB) KickOff Depth (TVD)(ftKB)
13,196.0

Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/18/2013 06:00 10/19/2013 06:00 14.19 0.0 0.0
Operations at Report Time
Clean mud tanks
Operations Summary
Pickup 4 1/2" drillpipe. Trip out stand back. Pressure Test casing to 6600 psi, good test. Trip in hole picking up 4 1/2" drillpipe. M/UBHA, R1H to 4,000'. Slip &
Cut Drilling Line. RIH to 4,250'. Drilled out float equipment and cement from 4,056' to 4,310'. Drilled 10' of new 8-1/2" Hole. Perform 18.0 EMW FIT. Shipping
water out of mud tanks.
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.50 1.50 6 Trip in hole picking up drillpipe. Rabbit all tubulars. 4,310.0 4,310.0
07:30 0.50 2.00 8 Repair hydraulic hose on ST-80 4,310.0 4,310.0
08:00 0.50 2.50 6 Trip in hole picking up drillpipe, rabbit all tubulars..Pump throughdrillstring 4,310.0 4,310.0

prior to tripout.
08:30 0.50 3.00 6 Trip out and rack drillpipe in derrick. 4,310.0 4,310.0
09:00 0.50 3.50 22 PreJob Safety Meeting Cameron Testers and Rig Crew. Rig up test 4,310.0 4,310.0

equipment.
09:30 1.50 5.00 22 Fill hole with rig pump. Close Blind Rams. Pressure up casing with rig 4,310.0 4,310.0

pump to 3700 psi. Continue pressure test on 9 5/8" casing with Cameron
to 6600 psi. Hold for 30 min. Good Test. Bleedoff and rig down test
equipment.

11:00 2.50 7.50 6 Trip in hole picking up drillpipe, rabbit all tubulars. 4,310.0 4,310.0
13:30 1.00 8.50 8 Repair Hydraulic Hose on Top Drive. 4,310.0 4,310.0
14:30 2.00 10.50 6 Pump through string to clear. Trip out, Rack drillpipe in derrick. 4,310.0 4,310.0
16:30 0.50 11.00 22 Installed Mouse Hole. Stage BHAcomponents. 4,310.0 4,310.0
17:00 4.00 15.00 6 M/U Motor, Stab, Float Sub, Monel wl MWD, and XO. Orient and shallow 4,310.0 4,310.0

test MWD. M/U Security 8-1/2" MMD64M PDC Bit, Monel 27 jts of HWDP,
Jars, 8 Jts HWDP.

21:00 1.50 16.50 6 Trip in hole with BHA to 4,000'. 4,310.0 4,310.0
22:30 1.00 17.50 21 Slipped and cut off 60' of drilling line. Adjust Crown-O-Matic. 4,310.0 4,310.0
23:30 0.50 18.00 9 Serviced Rig and Equipment. 4,310.0 4,310.0
00:00 1.00 19.00 6 Trip in hole to 4,250'. Pulled Trip Nipple and installed Rotating Head 4,310.0 4,310.0

Element.

01:00 2.00 21.00 2 Drilled out cement and float equipment from 4,256' to 4,310'. Drilled 8-1/2" 4,310.0 4,320.0
Hole from 4,310' to 4,320'.

03:00 1.00 22.00 5 Circulated hole clean. Spotted LCM Pill. 4,320.0 4,320.0
04:00 0.50 22.50 5 Performed FIT to 18.0 ppg EMWwith 1950 psi, OMW 9.3 PPG. 4,320.0 4,320.0
04:30 1.50 24.00 5 Shipped water out of mud tanks. 4,320.0 4,320.0

Mud Check: <depth>ftKB, =dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(lb/bbi) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

Mud Lost (Hole) (bb[) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment

Page 1/2 Report Printed:

Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/19/2013
Report #: 21, DFS: 14.19

Well Name: Cane Creek 7-1 Daily Depth Progress:
APllUWI Excaliber 1D Well Area Basin Field Name Well Cont1guration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

Target Depth (ftKB) KickOff Date Kick Off Depth (ftKB) KickOff Depth (TVD)(ftKB)
13,196.0

Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/18/2013 06:00 10/19/2013 06:00 14.19 0.0 0.0
Operations at Report Time
Clean mud tanks
Operations Summary
Pickup 4 1/2" drillpipe. Trip out stand back. Pressure Test casing to 6600 psi, good test. Trip in hole picking up 4 1/2" drillpipe. M/UBHA, R1H to 4,000'. Slip &
Cut Drilling Line. RIH to 4,250'. Drilled out float equipment and cement from 4,056' to 4,310'. Drilled 10' of new 8-1/2" Hole. Perform 18.0 EMW FIT. Shipping
water out of mud tanks.
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.50 1.50 6 Trip in hole picking up drillpipe. Rabbit all tubulars. 4,310.0 4,310.0
07:30 0.50 2.00 8 Repair hydraulic hose on ST-80 4,310.0 4,310.0
08:00 0.50 2.50 6 Trip in hole picking up drillpipe, rabbit all tubulars..Pump throughdrillstring 4,310.0 4,310.0

prior to tripout.
08:30 0.50 3.00 6 Trip out and rack drillpipe in derrick. 4,310.0 4,310.0
09:00 0.50 3.50 22 PreJob Safety Meeting Cameron Testers and Rig Crew. Rig up test 4,310.0 4,310.0

equipment.
09:30 1.50 5.00 22 Fill hole with rig pump. Close Blind Rams. Pressure up casing with rig 4,310.0 4,310.0

pump to 3700 psi. Continue pressure test on 9 5/8" casing with Cameron
to 6600 psi. Hold for 30 min. Good Test. Bleedoff and rig down test
equipment.

11:00 2.50 7.50 6 Trip in hole picking up drillpipe, rabbit all tubulars. 4,310.0 4,310.0
13:30 1.00 8.50 8 Repair Hydraulic Hose on Top Drive. 4,310.0 4,310.0
14:30 2.00 10.50 6 Pump through string to clear. Trip out, Rack drillpipe in derrick. 4,310.0 4,310.0
16:30 0.50 11.00 22 Installed Mouse Hole. Stage BHAcomponents. 4,310.0 4,310.0
17:00 4.00 15.00 6 M/U Motor, Stab, Float Sub, Monel wl MWD, and XO. Orient and shallow 4,310.0 4,310.0

test MWD. M/U Security 8-1/2" MMD64M PDC Bit, Monel 27 jts of HWDP,
Jars, 8 Jts HWDP.

21:00 1.50 16.50 6 Trip in hole with BHA to 4,000'. 4,310.0 4,310.0
22:30 1.00 17.50 21 Slipped and cut off 60' of drilling line. Adjust Crown-O-Matic. 4,310.0 4,310.0
23:30 0.50 18.00 9 Serviced Rig and Equipment. 4,310.0 4,310.0
00:00 1.00 19.00 6 Trip in hole to 4,250'. Pulled Trip Nipple and installed Rotating Head 4,310.0 4,310.0

Element.

01:00 2.00 21.00 2 Drilled out cement and float equipment from 4,256' to 4,310'. Drilled 8-1/2" 4,310.0 4,320.0
Hole from 4,310' to 4,320'.

03:00 1.00 22.00 5 Circulated hole clean. Spotted LCM Pill. 4,320.0 4,320.0
04:00 0.50 22.50 5 Performed FIT to 18.0 ppg EMWwith 1950 psi, OMW 9.3 PPG. 4,320.0 4,320.0
04:30 1.50 24.00 5 Shipped water out of mud tanks. 4,320.0 4,320.0

Mud Check: <depth>ftKB, =dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(lb/bbi) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

Mud Lost (Hole) (bb[) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment
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Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/19/2013
Report #: 21, DFS: 14.19

Well Name: Cane Creek 7-1 Daily Depth Progress:
APllUWI Excaliber 1D Well Area Basin Field Name Well Cont1guration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

Target Depth (ftKB) KickOff Date Kick Off Depth (ftKB) KickOff Depth (TVD)(ftKB)
13,196.0

Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/18/2013 06:00 10/19/2013 06:00 14.19 0.0 0.0
Operations at Report Time
Clean mud tanks
Operations Summary
Pickup 4 1/2" drillpipe. Trip out stand back. Pressure Test casing to 6600 psi, good test. Trip in hole picking up 4 1/2" drillpipe. M/UBHA, R1H to 4,000'. Slip &
Cut Drilling Line. RIH to 4,250'. Drilled out float equipment and cement from 4,056' to 4,310'. Drilled 10' of new 8-1/2" Hole. Perform 18.0 EMW FIT. Shipping
water out of mud tanks.
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.50 1.50 6 Trip in hole picking up drillpipe. Rabbit all tubulars. 4,310.0 4,310.0
07:30 0.50 2.00 8 Repair hydraulic hose on ST-80 4,310.0 4,310.0
08:00 0.50 2.50 6 Trip in hole picking up drillpipe, rabbit all tubulars..Pump throughdrillstring 4,310.0 4,310.0

prior to tripout.
08:30 0.50 3.00 6 Trip out and rack drillpipe in derrick. 4,310.0 4,310.0
09:00 0.50 3.50 22 PreJob Safety Meeting Cameron Testers and Rig Crew. Rig up test 4,310.0 4,310.0

equipment.
09:30 1.50 5.00 22 Fill hole with rig pump. Close Blind Rams. Pressure up casing with rig 4,310.0 4,310.0

pump to 3700 psi. Continue pressure test on 9 5/8" casing with Cameron
to 6600 psi. Hold for 30 min. Good Test. Bleedoff and rig down test
equipment.

11:00 2.50 7.50 6 Trip in hole picking up drillpipe, rabbit all tubulars. 4,310.0 4,310.0
13:30 1.00 8.50 8 Repair Hydraulic Hose on Top Drive. 4,310.0 4,310.0
14:30 2.00 10.50 6 Pump through string to clear. Trip out, Rack drillpipe in derrick. 4,310.0 4,310.0
16:30 0.50 11.00 22 Installed Mouse Hole. Stage BHAcomponents. 4,310.0 4,310.0
17:00 4.00 15.00 6 M/U Motor, Stab, Float Sub, Monel wl MWD, and XO. Orient and shallow 4,310.0 4,310.0

test MWD. M/U Security 8-1/2" MMD64M PDC Bit, Monel 27 jts of HWDP,
Jars, 8 Jts HWDP.

21:00 1.50 16.50 6 Trip in hole with BHA to 4,000'. 4,310.0 4,310.0
22:30 1.00 17.50 21 Slipped and cut off 60' of drilling line. Adjust Crown-O-Matic. 4,310.0 4,310.0
23:30 0.50 18.00 9 Serviced Rig and Equipment. 4,310.0 4,310.0
00:00 1.00 19.00 6 Trip in hole to 4,250'. Pulled Trip Nipple and installed Rotating Head 4,310.0 4,310.0

Element.

01:00 2.00 21.00 2 Drilled out cement and float equipment from 4,256' to 4,310'. Drilled 8-1/2" 4,310.0 4,320.0
Hole from 4,310' to 4,320'.

03:00 1.00 22.00 5 Circulated hole clean. Spotted LCM Pill. 4,320.0 4,320.0
04:00 0.50 22.50 5 Performed FIT to 18.0 ppg EMWwith 1950 psi, OMW 9.3 PPG. 4,320.0 4,320.0
04:30 1.50 24.00 5 Shipped water out of mud tanks. 4,320.0 4,320.0

Mud Check: <depth>ftKB, =dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(lb/bbi) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

Mud Lost (Hole) (bb[) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment
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Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/19/2013
Report #: 21, DFS: 14.19

Well Name: Cane Creek 7-1 Daily Depth Progress:
APllUWI Excaliber 1D Well Area Basin Field Name Well Cont1guration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

Target Depth (ftKB) KickOff Date Kick Off Depth (ftKB) KickOff Depth (TVD)(ftKB)
13,196.0

Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/18/2013 06:00 10/19/2013 06:00 14.19 0.0 0.0
Operations at Report Time
Clean mud tanks
Operations Summary
Pickup 4 1/2" drillpipe. Trip out stand back. Pressure Test casing to 6600 psi, good test. Trip in hole picking up 4 1/2" drillpipe. M/UBHA, R1H to 4,000'. Slip &
Cut Drilling Line. RIH to 4,250'. Drilled out float equipment and cement from 4,056' to 4,310'. Drilled 10' of new 8-1/2" Hole. Perform 18.0 EMW FIT. Shipping
water out of mud tanks.
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.50 1.50 6 Trip in hole picking up drillpipe. Rabbit all tubulars. 4,310.0 4,310.0
07:30 0.50 2.00 8 Repair hydraulic hose on ST-80 4,310.0 4,310.0
08:00 0.50 2.50 6 Trip in hole picking up drillpipe, rabbit all tubulars..Pump throughdrillstring 4,310.0 4,310.0

prior to tripout.
08:30 0.50 3.00 6 Trip out and rack drillpipe in derrick. 4,310.0 4,310.0
09:00 0.50 3.50 22 PreJob Safety Meeting Cameron Testers and Rig Crew. Rig up test 4,310.0 4,310.0

equipment.
09:30 1.50 5.00 22 Fill hole with rig pump. Close Blind Rams. Pressure up casing with rig 4,310.0 4,310.0

pump to 3700 psi. Continue pressure test on 9 5/8" casing with Cameron
to 6600 psi. Hold for 30 min. Good Test. Bleedoff and rig down test
equipment.

11:00 2.50 7.50 6 Trip in hole picking up drillpipe, rabbit all tubulars. 4,310.0 4,310.0
13:30 1.00 8.50 8 Repair Hydraulic Hose on Top Drive. 4,310.0 4,310.0
14:30 2.00 10.50 6 Pump through string to clear. Trip out, Rack drillpipe in derrick. 4,310.0 4,310.0
16:30 0.50 11.00 22 Installed Mouse Hole. Stage BHAcomponents. 4,310.0 4,310.0
17:00 4.00 15.00 6 M/U Motor, Stab, Float Sub, Monel wl MWD, and XO. Orient and shallow 4,310.0 4,310.0

test MWD. M/U Security 8-1/2" MMD64M PDC Bit, Monel 27 jts of HWDP,
Jars, 8 Jts HWDP.

21:00 1.50 16.50 6 Trip in hole with BHA to 4,000'. 4,310.0 4,310.0
22:30 1.00 17.50 21 Slipped and cut off 60' of drilling line. Adjust Crown-O-Matic. 4,310.0 4,310.0
23:30 0.50 18.00 9 Serviced Rig and Equipment. 4,310.0 4,310.0
00:00 1.00 19.00 6 Trip in hole to 4,250'. Pulled Trip Nipple and installed Rotating Head 4,310.0 4,310.0

Element.

01:00 2.00 21.00 2 Drilled out cement and float equipment from 4,256' to 4,310'. Drilled 8-1/2" 4,310.0 4,320.0
Hole from 4,310' to 4,320'.

03:00 1.00 22.00 5 Circulated hole clean. Spotted LCM Pill. 4,320.0 4,320.0
04:00 0.50 22.50 5 Performed FIT to 18.0 ppg EMWwith 1950 psi, OMW 9.3 PPG. 4,320.0 4,320.0
04:30 1.50 24.00 5 Shipped water out of mud tanks. 4,320.0 4,320.0

Mud Check: <depth>ftKB, =dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(lb/bbi) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

Mud Lost (Hole) (bb[) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment
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Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/19/2013
Report #: 21, DFS: 14.19

Well Name: Cane Creek 7-1 Daily Depth Progress:
APllUWI Excaliber 1D Well Area Basin Field Name Well Cont1guration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

Target Depth (ftKB) KickOff Date Kick Off Depth (ftKB) KickOff Depth (TVD)(ftKB)
13,196.0

Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/18/2013 06:00 10/19/2013 06:00 14.19 0.0 0.0
Operations at Report Time
Clean mud tanks
Operations Summary
Pickup 4 1/2" drillpipe. Trip out stand back. Pressure Test casing to 6600 psi, good test. Trip in hole picking up 4 1/2" drillpipe. M/UBHA, R1H to 4,000'. Slip &
Cut Drilling Line. RIH to 4,250'. Drilled out float equipment and cement from 4,056' to 4,310'. Drilled 10' of new 8-1/2" Hole. Perform 18.0 EMW FIT. Shipping
water out of mud tanks.
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.50 1.50 6 Trip in hole picking up drillpipe. Rabbit all tubulars. 4,310.0 4,310.0
07:30 0.50 2.00 8 Repair hydraulic hose on ST-80 4,310.0 4,310.0
08:00 0.50 2.50 6 Trip in hole picking up drillpipe, rabbit all tubulars..Pump throughdrillstring 4,310.0 4,310.0

prior to tripout.
08:30 0.50 3.00 6 Trip out and rack drillpipe in derrick. 4,310.0 4,310.0
09:00 0.50 3.50 22 PreJob Safety Meeting Cameron Testers and Rig Crew. Rig up test 4,310.0 4,310.0

equipment.
09:30 1.50 5.00 22 Fill hole with rig pump. Close Blind Rams. Pressure up casing with rig 4,310.0 4,310.0

pump to 3700 psi. Continue pressure test on 9 5/8" casing with Cameron
to 6600 psi. Hold for 30 min. Good Test. Bleedoff and rig down test
equipment.

11:00 2.50 7.50 6 Trip in hole picking up drillpipe, rabbit all tubulars. 4,310.0 4,310.0
13:30 1.00 8.50 8 Repair Hydraulic Hose on Top Drive. 4,310.0 4,310.0
14:30 2.00 10.50 6 Pump through string to clear. Trip out, Rack drillpipe in derrick. 4,310.0 4,310.0
16:30 0.50 11.00 22 Installed Mouse Hole. Stage BHAcomponents. 4,310.0 4,310.0
17:00 4.00 15.00 6 M/U Motor, Stab, Float Sub, Monel wl MWD, and XO. Orient and shallow 4,310.0 4,310.0

test MWD. M/U Security 8-1/2" MMD64M PDC Bit, Monel 27 jts of HWDP,
Jars, 8 Jts HWDP.

21:00 1.50 16.50 6 Trip in hole with BHA to 4,000'. 4,310.0 4,310.0
22:30 1.00 17.50 21 Slipped and cut off 60' of drilling line. Adjust Crown-O-Matic. 4,310.0 4,310.0
23:30 0.50 18.00 9 Serviced Rig and Equipment. 4,310.0 4,310.0
00:00 1.00 19.00 6 Trip in hole to 4,250'. Pulled Trip Nipple and installed Rotating Head 4,310.0 4,310.0

Element.

01:00 2.00 21.00 2 Drilled out cement and float equipment from 4,256' to 4,310'. Drilled 8-1/2" 4,310.0 4,320.0
Hole from 4,310' to 4,320'.

03:00 1.00 22.00 5 Circulated hole clean. Spotted LCM Pill. 4,320.0 4,320.0
04:00 0.50 22.50 5 Performed FIT to 18.0 ppg EMWwith 1950 psi, OMW 9.3 PPG. 4,320.0 4,320.0
04:30 1.50 24.00 5 Shipped water out of mud tanks. 4,320.0 4,320.0

Mud Check: <depth>ftKB, =dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT(lb/bbi) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

Mud Lost (Hole) (bb[) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment
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RECEIVED: Nov. 04, 2013

Sundry Number: 44429 API Well Number: 43019500100000Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/19/2013
Report #: 21, DFS: 14.19

Well Name: Cane Creek 7-1 Daily Depth Progress:
API/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out Drill Time (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)
7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
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RECEIVED: Nov. 04, 2013

Sundry Number: 44429 API Well Number: 43019500100000Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/20/2013
Report #: 22, DFS: 15.19

Well Name: Cane Creek 7-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Conilguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Wel] Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)
13,196.0

Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/19/2013 06:00 10/20/2013 06:00 15.19 0.0 0.0
Operations at Report Time

Drill8-1/2" Pilot Hole.
Operations Summary
Clean Pits. Shipped OBM to active system. Displaced water with 13.9 ppg OBM. Drilled 8-1/2" Pilot hole from 4,320' to 5,152'.
Operations Next Report Period

Drilling
Weether Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 4.00 4.00 5 Cleaned water out of mud pits, premix, and triptanks. Transfer 35 bbl of 4,320.0 4,320.0

diesel to tank#5. Changed shaker screens.
10:00 1.00 5.00 5 Transferred OBM from tank Farm into active system. 4,320.0 4,320.0
11:00 2.00 7.00 5 Displaced water out of well with 13.9 ppg OBM. Close annular preventer 4,320.0 4,320.0

and circulate throughchokeline and Gas Buster.

13:00 5.00 12.00 2 Drilled 8-1/2" Pilot Hole From 4,320' to 4,460'. WOB 7-25k, Rotary 0-50 4,320.0 4,460.0
rpm, Q= 493 gpm. P= 3200 psi. MW in/out: 13.9 in I 13.9 ppg out. Bgas: 25
units, no flare. Cgas: 0 units.

18:00 6.00 18.00 2 Drilled 8-1/2" Pilot Hole From 4,460' to 4,806'. WOB 18-25k, Rotary 0-50 4,460.0 4,806.0
rpm, Q= 528 gpm. P= 3600 psi. MW inlout: 13.8 in I 13.7 ppg out. Bgas: 70
units, no flare. Cgas: 0 units.

00:00 6.00 24.00 2 Drilled 8-1/2" Pilot Hole From 4,806' to 5,152'. WOB 18-25k, Rotary 0-50 4,806.0 5,152.0
rpm, Q= 528 gpm. P= 3600 psi. MW inlout: 13.8 in I 13.8 ppg out. Bgas: 70
units, no flare. Cgas: 0 units.
BOP Drill, Men in position 75 seconds.

Mud Check: 4,357.0ftKB, 10/19/2013 06:00
Date Depth (ftKB) Density (Ib/ga[) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Get (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

10/19/2013 4,357.0 14.00 70 24.0 12.000 8.000 12.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

4.600 4.400 27.0 22
Mud Lost (Ho[e) (bbl) Mud Lost (Surf) (bbi) LCM ECD -Manual Entr... T Flowline (°F) Comment

11.0 68.0
Mud Check: 4,932.0ftKB, 10/19/2013 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1..

10/19/2013 4,932.0 13.80 54 23.0 14.000 8.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

34,163.000 291,610.00 25.0 24
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbi) LCM ECD -Manual Entr... T Flowline (°F) Comment
41.0 14.20 120.0 Total Mud Lost Last 24hrs: 52bbIs to SCE

Daily Drilling Performance
Depth ln (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DnllTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)
7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
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Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/20/2013
Report #: 22, DFS: 15.19

Well Name: Cane Creek 7-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Conilguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Wel] Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)
13,196.0

Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/19/2013 06:00 10/20/2013 06:00 15.19 0.0 0.0
Operations at Report Time

Drill8-1/2" Pilot Hole.
Operations Summary
Clean Pits. Shipped OBM to active system. Displaced water with 13.9 ppg OBM. Drilled 8-1/2" Pilot hole from 4,320' to 5,152'.
Operations Next Report Period

Drilling
Weether Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 4.00 4.00 5 Cleaned water out of mud pits, premix, and triptanks. Transfer 35 bbl of 4,320.0 4,320.0

diesel to tank#5. Changed shaker screens.
10:00 1.00 5.00 5 Transferred OBM from tank Farm into active system. 4,320.0 4,320.0
11:00 2.00 7.00 5 Displaced water out of well with 13.9 ppg OBM. Close annular preventer 4,320.0 4,320.0

and circulate throughchokeline and Gas Buster.

13:00 5.00 12.00 2 Drilled 8-1/2" Pilot Hole From 4,320' to 4,460'. WOB 7-25k, Rotary 0-50 4,320.0 4,460.0
rpm, Q= 493 gpm. P= 3200 psi. MW in/out: 13.9 in I 13.9 ppg out. Bgas: 25
units, no flare. Cgas: 0 units.

18:00 6.00 18.00 2 Drilled 8-1/2" Pilot Hole From 4,460' to 4,806'. WOB 18-25k, Rotary 0-50 4,460.0 4,806.0
rpm, Q= 528 gpm. P= 3600 psi. MW inlout: 13.8 in I 13.7 ppg out. Bgas: 70
units, no flare. Cgas: 0 units.

00:00 6.00 24.00 2 Drilled 8-1/2" Pilot Hole From 4,806' to 5,152'. WOB 18-25k, Rotary 0-50 4,806.0 5,152.0
rpm, Q= 528 gpm. P= 3600 psi. MW inlout: 13.8 in I 13.8 ppg out. Bgas: 70
units, no flare. Cgas: 0 units.
BOP Drill, Men in position 75 seconds.

Mud Check: 4,357.0ftKB, 10/19/2013 06:00
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Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)
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Operations at Report Time

Drill8-1/2" Pilot Hole.
Operations Summary
Clean Pits. Shipped OBM to active system. Displaced water with 13.9 ppg OBM. Drilled 8-1/2" Pilot hole from 4,320' to 5,152'.
Operations Next Report Period

Drilling
Weether Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 4.00 4.00 5 Cleaned water out of mud pits, premix, and triptanks. Transfer 35 bbl of 4,320.0 4,320.0

diesel to tank#5. Changed shaker screens.
10:00 1.00 5.00 5 Transferred OBM from tank Farm into active system. 4,320.0 4,320.0
11:00 2.00 7.00 5 Displaced water out of well with 13.9 ppg OBM. Close annular preventer 4,320.0 4,320.0

and circulate throughchokeline and Gas Buster.

13:00 5.00 12.00 2 Drilled 8-1/2" Pilot Hole From 4,320' to 4,460'. WOB 7-25k, Rotary 0-50 4,320.0 4,460.0
rpm, Q= 493 gpm. P= 3200 psi. MW in/out: 13.9 in I 13.9 ppg out. Bgas: 25
units, no flare. Cgas: 0 units.

18:00 6.00 18.00 2 Drilled 8-1/2" Pilot Hole From 4,460' to 4,806'. WOB 18-25k, Rotary 0-50 4,460.0 4,806.0
rpm, Q= 528 gpm. P= 3600 psi. MW inlout: 13.8 in I 13.7 ppg out. Bgas: 70
units, no flare. Cgas: 0 units.

00:00 6.00 24.00 2 Drilled 8-1/2" Pilot Hole From 4,806' to 5,152'. WOB 18-25k, Rotary 0-50 4,806.0 5,152.0
rpm, Q= 528 gpm. P= 3600 psi. MW inlout: 13.8 in I 13.8 ppg out. Bgas: 70
units, no flare. Cgas: 0 units.
BOP Drill, Men in position 75 seconds.

Mud Check: 4,357.0ftKB, 10/19/2013 06:00
Date Depth (ftKB) Density (Ib/ga[) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Get (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

10/19/2013 4,357.0 14.00 70 24.0 12.000 8.000 12.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

4.600 4.400 27.0 22
Mud Lost (Ho[e) (bbl) Mud Lost (Surf) (bbi) LCM ECD -Manual Entr... T Flowline (°F) Comment

11.0 68.0
Mud Check: 4,932.0ftKB, 10/19/2013 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1..

10/19/2013 4,932.0 13.80 54 23.0 14.000 8.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

34,163.000 291,610.00 25.0 24
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbi) LCM ECD -Manual Entr... T Flowline (°F) Comment
41.0 14.20 120.0 Total Mud Lost Last 24hrs: 52bbIs to SCE

Daily Drilling Performance
Depth ln (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DnllTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)
7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

Page 1/1 Report Printed:

Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/20/2013
Report #: 22, DFS: 15.19

Well Name: Cane Creek 7-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Conilguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Wel] Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)
13,196.0

Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/19/2013 06:00 10/20/2013 06:00 15.19 0.0 0.0
Operations at Report Time

Drill8-1/2" Pilot Hole.
Operations Summary
Clean Pits. Shipped OBM to active system. Displaced water with 13.9 ppg OBM. Drilled 8-1/2" Pilot hole from 4,320' to 5,152'.
Operations Next Report Period

Drilling
Weether Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 4.00 4.00 5 Cleaned water out of mud pits, premix, and triptanks. Transfer 35 bbl of 4,320.0 4,320.0

diesel to tank#5. Changed shaker screens.
10:00 1.00 5.00 5 Transferred OBM from tank Farm into active system. 4,320.0 4,320.0
11:00 2.00 7.00 5 Displaced water out of well with 13.9 ppg OBM. Close annular preventer 4,320.0 4,320.0

and circulate throughchokeline and Gas Buster.

13:00 5.00 12.00 2 Drilled 8-1/2" Pilot Hole From 4,320' to 4,460'. WOB 7-25k, Rotary 0-50 4,320.0 4,460.0
rpm, Q= 493 gpm. P= 3200 psi. MW in/out: 13.9 in I 13.9 ppg out. Bgas: 25
units, no flare. Cgas: 0 units.

18:00 6.00 18.00 2 Drilled 8-1/2" Pilot Hole From 4,460' to 4,806'. WOB 18-25k, Rotary 0-50 4,460.0 4,806.0
rpm, Q= 528 gpm. P= 3600 psi. MW inlout: 13.8 in I 13.7 ppg out. Bgas: 70
units, no flare. Cgas: 0 units.

00:00 6.00 24.00 2 Drilled 8-1/2" Pilot Hole From 4,806' to 5,152'. WOB 18-25k, Rotary 0-50 4,806.0 5,152.0
rpm, Q= 528 gpm. P= 3600 psi. MW inlout: 13.8 in I 13.8 ppg out. Bgas: 70
units, no flare. Cgas: 0 units.
BOP Drill, Men in position 75 seconds.

Mud Check: 4,357.0ftKB, 10/19/2013 06:00
Date Depth (ftKB) Density (Ib/ga[) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Get (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

10/19/2013 4,357.0 14.00 70 24.0 12.000 8.000 12.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

4.600 4.400 27.0 22
Mud Lost (Ho[e) (bbl) Mud Lost (Surf) (bbi) LCM ECD -Manual Entr... T Flowline (°F) Comment

11.0 68.0
Mud Check: 4,932.0ftKB, 10/19/2013 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1..

10/19/2013 4,932.0 13.80 54 23.0 14.000 8.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

34,163.000 291,610.00 25.0 24
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbi) LCM ECD -Manual Entr... T Flowline (°F) Comment
41.0 14.20 120.0 Total Mud Lost Last 24hrs: 52bbIs to SCE

Daily Drilling Performance
Depth ln (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DnllTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)
7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
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FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/20/2013
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Well Name: Cane Creek 7-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Conilguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Wel] Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
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Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/19/2013 06:00 10/20/2013 06:00 15.19 0.0 0.0
Operations at Report Time

Drill8-1/2" Pilot Hole.
Operations Summary
Clean Pits. Shipped OBM to active system. Displaced water with 13.9 ppg OBM. Drilled 8-1/2" Pilot hole from 4,320' to 5,152'.
Operations Next Report Period

Drilling
Weether Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 4.00 4.00 5 Cleaned water out of mud pits, premix, and triptanks. Transfer 35 bbl of 4,320.0 4,320.0

diesel to tank#5. Changed shaker screens.
10:00 1.00 5.00 5 Transferred OBM from tank Farm into active system. 4,320.0 4,320.0
11:00 2.00 7.00 5 Displaced water out of well with 13.9 ppg OBM. Close annular preventer 4,320.0 4,320.0

and circulate throughchokeline and Gas Buster.

13:00 5.00 12.00 2 Drilled 8-1/2" Pilot Hole From 4,320' to 4,460'. WOB 7-25k, Rotary 0-50 4,320.0 4,460.0
rpm, Q= 493 gpm. P= 3200 psi. MW in/out: 13.9 in I 13.9 ppg out. Bgas: 25
units, no flare. Cgas: 0 units.

18:00 6.00 18.00 2 Drilled 8-1/2" Pilot Hole From 4,460' to 4,806'. WOB 18-25k, Rotary 0-50 4,460.0 4,806.0
rpm, Q= 528 gpm. P= 3600 psi. MW inlout: 13.8 in I 13.7 ppg out. Bgas: 70
units, no flare. Cgas: 0 units.

00:00 6.00 24.00 2 Drilled 8-1/2" Pilot Hole From 4,806' to 5,152'. WOB 18-25k, Rotary 0-50 4,806.0 5,152.0
rpm, Q= 528 gpm. P= 3600 psi. MW inlout: 13.8 in I 13.8 ppg out. Bgas: 70
units, no flare. Cgas: 0 units.
BOP Drill, Men in position 75 seconds.

Mud Check: 4,357.0ftKB, 10/19/2013 06:00
Date Depth (ftKB) Density (Ib/ga[) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Get (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

10/19/2013 4,357.0 14.00 70 24.0 12.000 8.000 12.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

4.600 4.400 27.0 22
Mud Lost (Ho[e) (bbl) Mud Lost (Surf) (bbi) LCM ECD -Manual Entr... T Flowline (°F) Comment

11.0 68.0
Mud Check: 4,932.0ftKB, 10/19/2013 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1..

10/19/2013 4,932.0 13.80 54 23.0 14.000 8.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

34,163.000 291,610.00 25.0 24
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbi) LCM ECD -Manual Entr... T Flowline (°F) Comment
41.0 14.20 120.0 Total Mud Lost Last 24hrs: 52bbIs to SCE

Daily Drilling Performance
Depth ln (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DnllTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)
7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
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RECEIVED: Nov. 04, 2013

Sundry Number: 44429 API Well Number: 43019500100000Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/21/2013
Report #: 23, DFS: 16.19

Well Name: Cane Creek 7-1 Daily Depth Progress:
AP1/UWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (br) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,196.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/20/2013 06:00 10/21/2013 06:00 16.19 0.0 0.0
Operations at Report Time

Weight up Active System
Operations Summary
Drill 8 1/2" Pilot Hole from 5,152' to 6,068'. Took a kick, shut well in. Circulate Drillers Method to remove kick from hole. Shut well in at 03:30 Hrs. Weighting up
active system to 14.5 ppg.
Operations Next Report Period

Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drilled 8-1/2" Pilot Hole From 5,152' to 5,418'. WOB 18-25k, Rotary 0-50 5,152.0 5,418.0
rpm, Q= 528 gpm. P= 3600 psi. MW inlout: 13.8 in / 13.8 ppg out. Bgas: 70
units, no flare. Cgas: 0 units.
BOP Drill, Men in position 75 seconds.

12:00 6.00 12.00 2 Drilled 8-1/2" Pilot Hole From 5,418' to 5,797'. WOB 18-25k, Rotary 0-50 5,418.0 5,797.0
rpm, Q= 528 gpm. P= 3600 psi. MW inlout: 13.8 in I 13.8 ppg out. Bgas: 70
units, no flare. Cgas: 0 units.

18:00 4.00 16.00 2 Drilled 8-1/2" Pilot Hole From 5,79T to 6,068'. WOB 18-25k, Rotary 0-50 5,797.0 6,068.0
rpm, Q= 500 gpm. P= 3300 psi. MW inlout: 13.8 in I 13.8 ppg out. Bgas: 70
units, no flare. Cgas: 200 units.

22:00 2.00 18.00 5 Took 10 BBLkick, picked up, spaced out killed pumps and shut well in. 6,068.0 6,068.0
Total influx43 bbls. SIDP 700 PSI, SICP 465 psi. Lined up on Super Choke
with returns throughGas Buster. Pumped 100 bbls and no returns to
surface. Shut well in and checked Choke Manifold Lines.

00:00 3.50 21.50 5 Lined up on Super Choke with returns through Gas Buster. Pumped total 6,068.0 6,068.0
of 142 bbl before getting returns to surface. Circulated gas &Salt Water
influx out of hole using Drillers method. Shut well in at 03:35 Hrs.

03:30 2.50 24.00 5 Weight up active system to 14.5 ppg. 6,068.0 6,068.0

Mud Check: 5,606.0ftKB, 10/20/2013 06:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa·s) YP OR (Ibf/1... Get (10s) (Ibf... Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

10/20/2013 5,606.0 13.85 50 23.0 13.000 7.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mLlmL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

4.300 5.100 25.5 284,097
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

0.0 0.0 115.0
Daily Drilling Performance
Depth ln (ftKB) Depth Out (ft... Dnlled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
SetDepth ODNomMax

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)
7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
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Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/21/2013
Report #: 23, DFS: 16.19

Well Name: Cane Creek 7-1 Daily Depth Progress:
AP1/UWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (br) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,196.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/20/2013 06:00 10/21/2013 06:00 16.19 0.0 0.0
Operations at Report Time

Weight up Active System
Operations Summary
Drill 8 1/2" Pilot Hole from 5,152' to 6,068'. Took a kick, shut well in. Circulate Drillers Method to remove kick from hole. Shut well in at 03:30 Hrs. Weighting up
active system to 14.5 ppg.
Operations Next Report Period

Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 6.00 6.00 2 Drilled 8-1/2" Pilot Hole From 5,152' to 5,418'. WOB 18-25k, Rotary 0-50 5,152.0 5,418.0

rpm, Q= 528 gpm. P= 3600 psi. MW inlout: 13.8 in / 13.8 ppg out. Bgas: 70
units, no flare. Cgas: 0 units.
BOP Drill, Men in position 75 seconds.

12:00 6.00 12.00 2 Drilled 8-1/2" Pilot Hole From 5,418' to 5,797'. WOB 18-25k, Rotary 0-50 5,418.0 5,797.0
rpm, Q= 528 gpm. P= 3600 psi. MW inlout: 13.8 in I 13.8 ppg out. Bgas: 70
units, no flare. Cgas: 0 units.

18:00 4.00 16.00 2 Drilled 8-1/2" Pilot Hole From 5,79T to 6,068'. WOB 18-25k, Rotary 0-50 5,797.0 6,068.0
rpm, Q= 500 gpm. P= 3300 psi. MW inlout: 13.8 in I 13.8 ppg out. Bgas: 70
units, no flare. Cgas: 200 units.

22:00 2.00 18.00 5 Took 10 BBLkick, picked up, spaced out killed pumps and shut well in. 6,068.0 6,068.0
Total influx43 bbls. SIDP 700 PSI, SICP 465 psi. Lined up on Super Choke
with returns throughGas Buster. Pumped 100 bbls and no returns to
surface. Shut well in and checked Choke Manifold Lines.

00:00 3.50 21.50 5 Lined up on Super Choke with returns through Gas Buster. Pumped total 6,068.0 6,068.0
of 142 bbl before getting returns to surface. Circulated gas &Salt Water
influx out of hole using Drillers method. Shut well in at 03:35 Hrs.

03:30 2.50 24.00 5 Weight up active system to 14.5 ppg. 6,068.0 6,068.0

Mud Check: 5,606.0ftKB, 10/20/2013 06:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa·s) YP OR (Ibf/1... Get (10s) (Ibf... Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

10/20/2013 5,606.0 13.85 50 23.0 13.000 7.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mLlmL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

4.300 5.100 25.5 284,097
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

0.0 0.0 115.0
Daily Drilling Performance
Depth ln (ftKB) Depth Out (ft... Dnlled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
SetDepth ODNomMax

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)
7/1/2013 Conductor 103.0

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
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Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (br) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,196.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/20/2013 06:00 10/21/2013 06:00 16.19 0.0 0.0
Operations at Report Time

Weight up Active System
Operations Summary
Drill 8 1/2" Pilot Hole from 5,152' to 6,068'. Took a kick, shut well in. Circulate Drillers Method to remove kick from hole. Shut well in at 03:30 Hrs. Weighting up
active system to 14.5 ppg.
Operations Next Report Period

Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 6.00 6.00 2 Drilled 8-1/2" Pilot Hole From 5,152' to 5,418'. WOB 18-25k, Rotary 0-50 5,152.0 5,418.0

rpm, Q= 528 gpm. P= 3600 psi. MW inlout: 13.8 in / 13.8 ppg out. Bgas: 70
units, no flare. Cgas: 0 units.
BOP Drill, Men in position 75 seconds.

12:00 6.00 12.00 2 Drilled 8-1/2" Pilot Hole From 5,418' to 5,797'. WOB 18-25k, Rotary 0-50 5,418.0 5,797.0
rpm, Q= 528 gpm. P= 3600 psi. MW inlout: 13.8 in I 13.8 ppg out. Bgas: 70
units, no flare. Cgas: 0 units.

18:00 4.00 16.00 2 Drilled 8-1/2" Pilot Hole From 5,79T to 6,068'. WOB 18-25k, Rotary 0-50 5,797.0 6,068.0
rpm, Q= 500 gpm. P= 3300 psi. MW inlout: 13.8 in I 13.8 ppg out. Bgas: 70
units, no flare. Cgas: 200 units.

22:00 2.00 18.00 5 Took 10 BBLkick, picked up, spaced out killed pumps and shut well in. 6,068.0 6,068.0
Total influx43 bbls. SIDP 700 PSI, SICP 465 psi. Lined up on Super Choke
with returns throughGas Buster. Pumped 100 bbls and no returns to
surface. Shut well in and checked Choke Manifold Lines.

00:00 3.50 21.50 5 Lined up on Super Choke with returns through Gas Buster. Pumped total 6,068.0 6,068.0
of 142 bbl before getting returns to surface. Circulated gas &Salt Water
influx out of hole using Drillers method. Shut well in at 03:35 Hrs.

03:30 2.50 24.00 5 Weight up active system to 14.5 ppg. 6,068.0 6,068.0

Mud Check: 5,606.0ftKB, 10/20/2013 06:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa·s) YP OR (Ibf/1... Get (10s) (Ibf... Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

10/20/2013 5,606.0 13.85 50 23.0 13.000 7.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mLlmL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

4.300 5.100 25.5 284,097
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

0.0 0.0 115.0
Daily Drilling Performance
Depth ln (ftKB) Depth Out (ft... Dnlled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
SetDepth ODNomMax

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)
7/1/2013 Conductor 103.0

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

Page 1/1 Report Printed:

Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/21/2013
Report #: 23, DFS: 16.19

Well Name: Cane Creek 7-1 Daily Depth Progress:
AP1/UWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (br) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,196.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/20/2013 06:00 10/21/2013 06:00 16.19 0.0 0.0
Operations at Report Time

Weight up Active System
Operations Summary
Drill 8 1/2" Pilot Hole from 5,152' to 6,068'. Took a kick, shut well in. Circulate Drillers Method to remove kick from hole. Shut well in at 03:30 Hrs. Weighting up
active system to 14.5 ppg.
Operations Next Report Period

Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 6.00 6.00 2 Drilled 8-1/2" Pilot Hole From 5,152' to 5,418'. WOB 18-25k, Rotary 0-50 5,152.0 5,418.0

rpm, Q= 528 gpm. P= 3600 psi. MW inlout: 13.8 in / 13.8 ppg out. Bgas: 70
units, no flare. Cgas: 0 units.
BOP Drill, Men in position 75 seconds.

12:00 6.00 12.00 2 Drilled 8-1/2" Pilot Hole From 5,418' to 5,797'. WOB 18-25k, Rotary 0-50 5,418.0 5,797.0
rpm, Q= 528 gpm. P= 3600 psi. MW inlout: 13.8 in I 13.8 ppg out. Bgas: 70
units, no flare. Cgas: 0 units.

18:00 4.00 16.00 2 Drilled 8-1/2" Pilot Hole From 5,79T to 6,068'. WOB 18-25k, Rotary 0-50 5,797.0 6,068.0
rpm, Q= 500 gpm. P= 3300 psi. MW inlout: 13.8 in I 13.8 ppg out. Bgas: 70
units, no flare. Cgas: 200 units.

22:00 2.00 18.00 5 Took 10 BBLkick, picked up, spaced out killed pumps and shut well in. 6,068.0 6,068.0
Total influx43 bbls. SIDP 700 PSI, SICP 465 psi. Lined up on Super Choke
with returns throughGas Buster. Pumped 100 bbls and no returns to
surface. Shut well in and checked Choke Manifold Lines.

00:00 3.50 21.50 5 Lined up on Super Choke with returns through Gas Buster. Pumped total 6,068.0 6,068.0
of 142 bbl before getting returns to surface. Circulated gas &Salt Water
influx out of hole using Drillers method. Shut well in at 03:35 Hrs.

03:30 2.50 24.00 5 Weight up active system to 14.5 ppg. 6,068.0 6,068.0

Mud Check: 5,606.0ftKB, 10/20/2013 06:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa·s) YP OR (Ibf/1... Get (10s) (Ibf... Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

10/20/2013 5,606.0 13.85 50 23.0 13.000 7.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mLlmL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

4.300 5.100 25.5 284,097
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

0.0 0.0 115.0
Daily Drilling Performance
Depth ln (ftKB) Depth Out (ft... Dnlled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
SetDepth ODNomMax

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)
7/1/2013 Conductor 103.0

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

Page 1/1 Report Printed:

Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/21/2013
Report #: 23, DFS: 16.19

Well Name: Cane Creek 7-1 Daily Depth Progress:
AP1/UWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (br) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,196.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/20/2013 06:00 10/21/2013 06:00 16.19 0.0 0.0
Operations at Report Time

Weight up Active System
Operations Summary
Drill 8 1/2" Pilot Hole from 5,152' to 6,068'. Took a kick, shut well in. Circulate Drillers Method to remove kick from hole. Shut well in at 03:30 Hrs. Weighting up
active system to 14.5 ppg.
Operations Next Report Period

Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 6.00 6.00 2 Drilled 8-1/2" Pilot Hole From 5,152' to 5,418'. WOB 18-25k, Rotary 0-50 5,152.0 5,418.0

rpm, Q= 528 gpm. P= 3600 psi. MW inlout: 13.8 in / 13.8 ppg out. Bgas: 70
units, no flare. Cgas: 0 units.
BOP Drill, Men in position 75 seconds.

12:00 6.00 12.00 2 Drilled 8-1/2" Pilot Hole From 5,418' to 5,797'. WOB 18-25k, Rotary 0-50 5,418.0 5,797.0
rpm, Q= 528 gpm. P= 3600 psi. MW inlout: 13.8 in I 13.8 ppg out. Bgas: 70
units, no flare. Cgas: 0 units.

18:00 4.00 16.00 2 Drilled 8-1/2" Pilot Hole From 5,79T to 6,068'. WOB 18-25k, Rotary 0-50 5,797.0 6,068.0
rpm, Q= 500 gpm. P= 3300 psi. MW inlout: 13.8 in I 13.8 ppg out. Bgas: 70
units, no flare. Cgas: 200 units.

22:00 2.00 18.00 5 Took 10 BBLkick, picked up, spaced out killed pumps and shut well in. 6,068.0 6,068.0
Total influx43 bbls. SIDP 700 PSI, SICP 465 psi. Lined up on Super Choke
with returns throughGas Buster. Pumped 100 bbls and no returns to
surface. Shut well in and checked Choke Manifold Lines.

00:00 3.50 21.50 5 Lined up on Super Choke with returns through Gas Buster. Pumped total 6,068.0 6,068.0
of 142 bbl before getting returns to surface. Circulated gas &Salt Water
influx out of hole using Drillers method. Shut well in at 03:35 Hrs.

03:30 2.50 24.00 5 Weight up active system to 14.5 ppg. 6,068.0 6,068.0

Mud Check: 5,606.0ftKB, 10/20/2013 06:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa·s) YP OR (Ibf/1... Get (10s) (Ibf... Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

10/20/2013 5,606.0 13.85 50 23.0 13.000 7.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mLlmL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

4.300 5.100 25.5 284,097
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

0.0 0.0 115.0
Daily Drilling Performance
Depth ln (ftKB) Depth Out (ft... Dnlled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
SetDepth ODNomMax

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)
7/1/2013 Conductor 103.0

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
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RECEIVED: Nov. 04, 2013

Sundry Number: 44429 API Well Number: 43019500100000Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/22/2013
Report #: 24, DFS: 17.19

Well Name: Cane Creek 7-1 Daily Depth Progress:
APllUWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)
13,196.0

Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/21/2013 06:00 10/22/2013 06:00 17.19 0.0 0.0
Operations at Report Time
Weight up Active System
Operations Summary
Weight up mud to 14.5 ppg. Pumped 14.5 ppg OBM around on choke. Flow check - flowing. Weight up mud to 15.0 ppg. Pumped 15.0 OBM around. Shut well
in, 85 psi on casing. Weight up to 15.3 ppg. Pump 15.3 OBM around. Worked string. Shut well in casing built to 150 psi. Weight up to 15.8 ppg.
Total OBM Loss = 117 bb!s, 85 bbls to Formation, 32 bbls to SCE.
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man I WSL (970) 986-4401
Sam Loredo Company Man I WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 2.50 2.50 22 Pump 14.5 ppg KillWeight Mud. Rate 40 spm. 6,068.0 6,068.0
08:30 3.50 6.00 22 Shutdown to build volume. Last weight out 13.5 ppg. SICP = 265 psi. 6,068.0 6,068.0

Rotate string every 30 min, 3500 ft/lbs to rotate.
12:00 1.50 7.50 22 Pump 14.5 ppg KillWeight Mud. Pumped bottoms up, weight In/Out 14.5 6,068.0 6,068.0

ppg.
13:30 0.50 8.00 22 Shutdown. Flow check well to triptank. Well flowed at 2 bpm. Shut well in 6,068.0 6,068.0

SICP 245 psi.
14:00 3.00 11.00 22 Raise mud weight in active system to 15.0 ppg. 6,068.0 6,068.0
17:00 4.00 15.00 22 Pump 15.0 ppg KillWeight Mud. Pumped bottoms up, weight In/Out 15.0 6,068.0 6,068.0

ppg. Shut well in at 20:47 Hrs. Monitoring casing pressure.
21:00 3.00 18.00 22 Raised weight in active system to 15.3 ppg. 6,068.0 6,068.0
00:00 4.00 22.00 22 Pump 15.3 ppg KillWeight Mud. Pumped bottoms up, weight In/Out 15.3 6,068.0 6,068.0

ppg. Worked string. Shut well in at 04:00 Hrs. Monitoring casing pressure.

04:00 2.00 24.01) 22 Raised weight in active system to 15.8 ppg. 6,068.0 6,068.0
Mud Check: <depth>ftKB, 10/21/201:: 06:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

10/21/2013 14.90 52 25.0 16.000 8.000 13.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Ca cium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCi (ppm) Oil Water Ratio

5.800 5.000 31.5 227,439
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bb1) LCM ECD -Manual Entr... T Flowline (°F) Comment

Mud Check: 6,068.0ftKB, 10/21/2013 23:59
Date Depth (ftKB) Density (lb/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

10/21/2013 6,068.0 15.35 82 30.0 17.000 10.000 13.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mLlmL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

67,115.000 5.000 31.0 272,072 73.9/26.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

45.0 15.81 91.0
Daily Drilling Performance
Depth 1n(ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)
7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Interrnediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
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Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/22/2013
Report #: 24, DFS: 17.19

Well Name: Cane Creek 7-1 Daily Depth Progress:
APllUWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)
13,196.0

Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/21/2013 06:00 10/22/2013 06:00 17.19 0.0 0.0
Operations at Report Time
Weight up Active System
Operations Summary
Weight up mud to 14.5 ppg. Pumped 14.5 ppg OBM around on choke. Flow check - flowing. Weight up mud to 15.0 ppg. Pumped 15.0 OBM around. Shut well
in, 85 psi on casing. Weight up to 15.3 ppg. Pump 15.3 OBM around. Worked string. Shut well in casing built to 150 psi. Weight up to 15.8 ppg.
Total OBM Loss = 117 bb!s, 85 bbls to Formation, 32 bbls to SCE.
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man I WSL (970) 986-4401
Sam Loredo Company Man I WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 2.50 2.50 22 Pump 14.5 ppg KillWeight Mud. Rate 40 spm. 6,068.0 6,068.0
08:30 3.50 6.00 22 Shutdown to build volume. Last weight out 13.5 ppg. SICP = 265 psi. 6,068.0 6,068.0

Rotate string every 30 min, 3500 ft/lbs to rotate.
12:00 1.50 7.50 22 Pump 14.5 ppg KillWeight Mud. Pumped bottoms up, weight In/Out 14.5 6,068.0 6,068.0

ppg.
13:30 0.50 8.00 22 Shutdown. Flow check well to triptank. Well flowed at 2 bpm. Shut well in 6,068.0 6,068.0

SICP 245 psi.
14:00 3.00 11.00 22 Raise mud weight in active system to 15.0 ppg. 6,068.0 6,068.0
17:00 4.00 15.00 22 Pump 15.0 ppg KillWeight Mud. Pumped bottoms up, weight In/Out 15.0 6,068.0 6,068.0

ppg. Shut well in at 20:47 Hrs. Monitoring casing pressure.
21:00 3.00 18.00 22 Raised weight in active system to 15.3 ppg. 6,068.0 6,068.0
00:00 4.00 22.00 22 Pump 15.3 ppg KillWeight Mud. Pumped bottoms up, weight In/Out 15.3 6,068.0 6,068.0

ppg. Worked string. Shut well in at 04:00 Hrs. Monitoring casing pressure.

04:00 2.00 24.01) 22 Raised weight in active system to 15.8 ppg. 6,068.0 6,068.0
Mud Check: <depth>ftKB, 10/21/201:: 06:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

10/21/2013 14.90 52 25.0 16.000 8.000 13.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Ca cium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCi (ppm) Oil Water Ratio

5.800 5.000 31.5 227,439
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bb1) LCM ECD -Manual Entr... T Flowline (°F) Comment

Mud Check: 6,068.0ftKB, 10/21/2013 23:59
Date Depth (ftKB) Density (lb/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

10/21/2013 6,068.0 15.35 82 30.0 17.000 10.000 13.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mLlmL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

67,115.000 5.000 31.0 272,072 73.9/26.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

45.0 15.81 91.0
Daily Drilling Performance
Depth 1n(ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)
7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Interrnediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

Page 1/1 Report Printed:

Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/22/2013
Report #: 24, DFS: 17.19

Well Name: Cane Creek 7-1 Daily Depth Progress:
APllUWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)
13,196.0

Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/21/2013 06:00 10/22/2013 06:00 17.19 0.0 0.0
Operations at Report Time
Weight up Active System
Operations Summary
Weight up mud to 14.5 ppg. Pumped 14.5 ppg OBM around on choke. Flow check - flowing. Weight up mud to 15.0 ppg. Pumped 15.0 OBM around. Shut well
in, 85 psi on casing. Weight up to 15.3 ppg. Pump 15.3 OBM around. Worked string. Shut well in casing built to 150 psi. Weight up to 15.8 ppg.
Total OBM Loss = 117 bb!s, 85 bbls to Formation, 32 bbls to SCE.
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man I WSL (970) 986-4401
Sam Loredo Company Man I WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 2.50 2.50 22 Pump 14.5 ppg KillWeight Mud. Rate 40 spm. 6,068.0 6,068.0
08:30 3.50 6.00 22 Shutdown to build volume. Last weight out 13.5 ppg. SICP = 265 psi. 6,068.0 6,068.0

Rotate string every 30 min, 3500 ft/lbs to rotate.
12:00 1.50 7.50 22 Pump 14.5 ppg KillWeight Mud. Pumped bottoms up, weight In/Out 14.5 6,068.0 6,068.0

ppg.
13:30 0.50 8.00 22 Shutdown. Flow check well to triptank. Well flowed at 2 bpm. Shut well in 6,068.0 6,068.0

SICP 245 psi.
14:00 3.00 11.00 22 Raise mud weight in active system to 15.0 ppg. 6,068.0 6,068.0
17:00 4.00 15.00 22 Pump 15.0 ppg KillWeight Mud. Pumped bottoms up, weight In/Out 15.0 6,068.0 6,068.0

ppg. Shut well in at 20:47 Hrs. Monitoring casing pressure.
21:00 3.00 18.00 22 Raised weight in active system to 15.3 ppg. 6,068.0 6,068.0
00:00 4.00 22.00 22 Pump 15.3 ppg KillWeight Mud. Pumped bottoms up, weight In/Out 15.3 6,068.0 6,068.0

ppg. Worked string. Shut well in at 04:00 Hrs. Monitoring casing pressure.

04:00 2.00 24.01) 22 Raised weight in active system to 15.8 ppg. 6,068.0 6,068.0
Mud Check: <depth>ftKB, 10/21/201:: 06:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

10/21/2013 14.90 52 25.0 16.000 8.000 13.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Ca cium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCi (ppm) Oil Water Ratio

5.800 5.000 31.5 227,439
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bb1) LCM ECD -Manual Entr... T Flowline (°F) Comment

Mud Check: 6,068.0ftKB, 10/21/2013 23:59
Date Depth (ftKB) Density (lb/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

10/21/2013 6,068.0 15.35 82 30.0 17.000 10.000 13.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mLlmL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

67,115.000 5.000 31.0 272,072 73.9/26.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

45.0 15.81 91.0
Daily Drilling Performance
Depth 1n(ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)
7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Interrnediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

Page 1/1 Report Printed:

Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/22/2013
Report #: 24, DFS: 17.19

Well Name: Cane Creek 7-1 Daily Depth Progress:
APllUWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)
13,196.0

Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/21/2013 06:00 10/22/2013 06:00 17.19 0.0 0.0
Operations at Report Time
Weight up Active System
Operations Summary
Weight up mud to 14.5 ppg. Pumped 14.5 ppg OBM around on choke. Flow check - flowing. Weight up mud to 15.0 ppg. Pumped 15.0 OBM around. Shut well
in, 85 psi on casing. Weight up to 15.3 ppg. Pump 15.3 OBM around. Worked string. Shut well in casing built to 150 psi. Weight up to 15.8 ppg.
Total OBM Loss = 117 bb!s, 85 bbls to Formation, 32 bbls to SCE.
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man I WSL (970) 986-4401
Sam Loredo Company Man I WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 2.50 2.50 22 Pump 14.5 ppg KillWeight Mud. Rate 40 spm. 6,068.0 6,068.0
08:30 3.50 6.00 22 Shutdown to build volume. Last weight out 13.5 ppg. SICP = 265 psi. 6,068.0 6,068.0

Rotate string every 30 min, 3500 ft/lbs to rotate.
12:00 1.50 7.50 22 Pump 14.5 ppg KillWeight Mud. Pumped bottoms up, weight In/Out 14.5 6,068.0 6,068.0

ppg.
13:30 0.50 8.00 22 Shutdown. Flow check well to triptank. Well flowed at 2 bpm. Shut well in 6,068.0 6,068.0

SICP 245 psi.
14:00 3.00 11.00 22 Raise mud weight in active system to 15.0 ppg. 6,068.0 6,068.0
17:00 4.00 15.00 22 Pump 15.0 ppg KillWeight Mud. Pumped bottoms up, weight In/Out 15.0 6,068.0 6,068.0

ppg. Shut well in at 20:47 Hrs. Monitoring casing pressure.
21:00 3.00 18.00 22 Raised weight in active system to 15.3 ppg. 6,068.0 6,068.0
00:00 4.00 22.00 22 Pump 15.3 ppg KillWeight Mud. Pumped bottoms up, weight In/Out 15.3 6,068.0 6,068.0

ppg. Worked string. Shut well in at 04:00 Hrs. Monitoring casing pressure.

04:00 2.00 24.01) 22 Raised weight in active system to 15.8 ppg. 6,068.0 6,068.0
Mud Check: <depth>ftKB, 10/21/201:: 06:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

10/21/2013 14.90 52 25.0 16.000 8.000 13.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Ca cium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCi (ppm) Oil Water Ratio

5.800 5.000 31.5 227,439
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bb1) LCM ECD -Manual Entr... T Flowline (°F) Comment

Mud Check: 6,068.0ftKB, 10/21/2013 23:59
Date Depth (ftKB) Density (lb/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

10/21/2013 6,068.0 15.35 82 30.0 17.000 10.000 13.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mLlmL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

67,115.000 5.000 31.0 272,072 73.9/26.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

45.0 15.81 91.0
Daily Drilling Performance
Depth 1n(ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)
7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Interrnediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

Page 1/1 Report Printed:

Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/22/2013
Report #: 24, DFS: 17.19

Well Name: Cane Creek 7-1 Daily Depth Progress:
APllUWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)
13,196.0

Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/21/2013 06:00 10/22/2013 06:00 17.19 0.0 0.0
Operations at Report Time
Weight up Active System
Operations Summary
Weight up mud to 14.5 ppg. Pumped 14.5 ppg OBM around on choke. Flow check - flowing. Weight up mud to 15.0 ppg. Pumped 15.0 OBM around. Shut well
in, 85 psi on casing. Weight up to 15.3 ppg. Pump 15.3 OBM around. Worked string. Shut well in casing built to 150 psi. Weight up to 15.8 ppg.
Total OBM Loss = 117 bb!s, 85 bbls to Formation, 32 bbls to SCE.
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man I WSL (970) 986-4401
Sam Loredo Company Man I WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 2.50 2.50 22 Pump 14.5 ppg KillWeight Mud. Rate 40 spm. 6,068.0 6,068.0
08:30 3.50 6.00 22 Shutdown to build volume. Last weight out 13.5 ppg. SICP = 265 psi. 6,068.0 6,068.0

Rotate string every 30 min, 3500 ft/lbs to rotate.
12:00 1.50 7.50 22 Pump 14.5 ppg KillWeight Mud. Pumped bottoms up, weight In/Out 14.5 6,068.0 6,068.0

ppg.
13:30 0.50 8.00 22 Shutdown. Flow check well to triptank. Well flowed at 2 bpm. Shut well in 6,068.0 6,068.0

SICP 245 psi.
14:00 3.00 11.00 22 Raise mud weight in active system to 15.0 ppg. 6,068.0 6,068.0
17:00 4.00 15.00 22 Pump 15.0 ppg KillWeight Mud. Pumped bottoms up, weight In/Out 15.0 6,068.0 6,068.0

ppg. Shut well in at 20:47 Hrs. Monitoring casing pressure.
21:00 3.00 18.00 22 Raised weight in active system to 15.3 ppg. 6,068.0 6,068.0
00:00 4.00 22.00 22 Pump 15.3 ppg KillWeight Mud. Pumped bottoms up, weight In/Out 15.3 6,068.0 6,068.0

ppg. Worked string. Shut well in at 04:00 Hrs. Monitoring casing pressure.

04:00 2.00 24.01) 22 Raised weight in active system to 15.8 ppg. 6,068.0 6,068.0
Mud Check: <depth>ftKB, 10/21/201:: 06:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

10/21/2013 14.90 52 25.0 16.000 8.000 13.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Ca cium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCi (ppm) Oil Water Ratio

5.800 5.000 31.5 227,439
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bb1) LCM ECD -Manual Entr... T Flowline (°F) Comment

Mud Check: 6,068.0ftKB, 10/21/2013 23:59
Date Depth (ftKB) Density (lb/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

10/21/2013 6,068.0 15.35 82 30.0 17.000 10.000 13.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mLlmL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

67,115.000 5.000 31.0 272,072 73.9/26.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

45.0 15.81 91.0
Daily Drilling Performance
Depth 1n(ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)
7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Interrnediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

Page 1/1 Report Printed:



RECEIVED: Nov. 04, 2013

Sundry Number: 44429 API Well Number: 43019500100000Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/23/2013
Report #: 25, DFS: 18.19

Well Name: Cane Creek 7-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) KickOff Depth (TVD) (ftKB)
13,196.0

Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/22/2013 06:00 10/23/2013 06:00 18.19 0.0 0.0
Operations at Report Time
Drill 8-1/2" Pilot Hole
Operations Summary
Weight up active to 15.8 ppg. Pump 15.8 ppg KWM. Flow Check - Well Dead. Drilled 8-1/2" Pilot Hole from 6,068' to 6,849'.
Total mud loss last 24 hrs = 62 bbis to Formation.
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 4.00 4.00 22 Weight up Premix and Active system to 15.8 ppg. Well Shut-in, SICP = 158 6,068.0 6,068.0
psi.

10:00 2.00 6.00 22 Pump 15.8 ppg mud throughckoke, returns throughGas Buster. 6,068.0 6,068.0

12:00 1.00 7.00 22 Build volume of 15.8 ppg OBM. 6,068.0 6,068.0

13:00 1.50 8.50 22 Pump 15.8 ppg mud throughchoke, returns throughGas Buster. 6,068.0 6,068.0

14:30 0.50 9.00 22 Flow Check, monitor well for flow. Build volume while checking for f1ow. 6,068.0 6,068.0

15:00 1.00 10.00 5 Circulate and condition mud. 6,068.0 6,068.0
16:00 2.00 12.00 2 Drilled 8-1/2" Pilot Hole From 6,068' to 6,177'. WOB 18-25k, Rotarf 0-50 6,068.0 6,177.0

rpm, Q= 422-498 gpm. P= 3500 psi. MW inlout: 15.8 in / 15.8 ppg out.
Bgas: 70 units, no flare. Cgas: 200 units.

18:00 6.00 18.00 2 Drilled 8-1/2" Pilot Hole From 6,177' to 6,530'. WOB 18-25k, Rotary 0-50 6,177.0 6,530.0
rpm, Q= 422-498 gpm. P= 3500 psi. MW inlout: 15.8 in I 15.8 ppg out.
Bgas: 70 units, no flare. Cgas: 200 units.
BOP Drill, men at station 49 seconds

00:00 6.00 24.00 2 Drilled 8-1/2" Pilot Hole From 6,530' to 6,849'. WOB 18-25k, Rotary 0-50 6,530.0 6,849.0
rpm, Q= 422-498 gpm. P= 3700 psi. MW inlout: 16.0 in / 15.8 ppg out.
Bgas: 70 units, no flare. Cgas: 200 units.

Mud Check: 6,068.0ftKB, 10/22/2013 06:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

10/22/2013 6,068.0 15.80 82 33.0 17.000 10.000 13.000 4.0 2
MBT(lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

4.800 4.500 34.0 254,177
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

17.0
Mud Check: 6,677.0ftKB, 10/22/2013 23:59
Date Depth (ftKB) Density (]b/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (lbf... Gel (10m) (1b... Get (30m) (lb... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1. .

10/22/2013 6,677.0 15.80 79 36.0 24.000 12.000 14.000 4.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

6.200 4.600 35.5 254,462
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

0.0 42.0 16.36 103.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DnllTime (hr) BHA ROP (ft/hr) Rot Time (hr) Sllde Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
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Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/23/2013
Report #: 25, DFS: 18.19

Well Name: Cane Creek 7-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) KickOff Depth (TVD) (ftKB)
13,196.0

Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/22/2013 06:00 10/23/2013 06:00 18.19 0.0 0.0
Operations at Report Time
Drill 8-1/2" Pilot Hole
Operations Summary
Weight up active to 15.8 ppg. Pump 15.8 ppg KWM. Flow Check - Well Dead. Drilled 8-1/2" Pilot Hole from 6,068' to 6,849'.
Total mud loss last 24 hrs = 62 bbis to Formation.
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 4.00 4.00 22 Weight up Premix and Active system to 15.8 ppg. Well Shut-in, SICP = 158 6,068.0 6,068.0
psi.

10:00 2.00 6.00 22 Pump 15.8 ppg mud throughckoke, returns throughGas Buster. 6,068.0 6,068.0

12:00 1.00 7.00 22 Build volume of 15.8 ppg OBM. 6,068.0 6,068.0

13:00 1.50 8.50 22 Pump 15.8 ppg mud throughchoke, returns throughGas Buster. 6,068.0 6,068.0

14:30 0.50 9.00 22 Flow Check, monitor well for flow. Build volume while checking for f1ow. 6,068.0 6,068.0

15:00 1.00 10.00 5 Circulate and condition mud. 6,068.0 6,068.0
16:00 2.00 12.00 2 Drilled 8-1/2" Pilot Hole From 6,068' to 6,177'. WOB 18-25k, Rotarf 0-50 6,068.0 6,177.0

rpm, Q= 422-498 gpm. P= 3500 psi. MW inlout: 15.8 in / 15.8 ppg out.
Bgas: 70 units, no flare. Cgas: 200 units.

18:00 6.00 18.00 2 Drilled 8-1/2" Pilot Hole From 6,177' to 6,530'. WOB 18-25k, Rotary 0-50 6,177.0 6,530.0
rpm, Q= 422-498 gpm. P= 3500 psi. MW inlout: 15.8 in I 15.8 ppg out.
Bgas: 70 units, no flare. Cgas: 200 units.
BOP Drill, men at station 49 seconds

00:00 6.00 24.00 2 Drilled 8-1/2" Pilot Hole From 6,530' to 6,849'. WOB 18-25k, Rotary 0-50 6,530.0 6,849.0
rpm, Q= 422-498 gpm. P= 3700 psi. MW inlout: 16.0 in / 15.8 ppg out.
Bgas: 70 units, no flare. Cgas: 200 units.

Mud Check: 6,068.0ftKB, 10/22/2013 06:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

10/22/2013 6,068.0 15.80 82 33.0 17.000 10.000 13.000 4.0 2
MBT(lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

4.800 4.500 34.0 254,177
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

17.0
Mud Check: 6,677.0ftKB, 10/22/2013 23:59
Date Depth (ftKB) Density (]b/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (lbf... Gel (10m) (1b... Get (30m) (lb... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1. .

10/22/2013 6,677.0 15.80 79 36.0 24.000 12.000 14.000 4.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

6.200 4.600 35.5 254,462
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

0.0 42.0 16.36 103.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DnllTime (hr) BHA ROP (ft/hr) Rot Time (hr) Sllde Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

Page 1/1 Report Printed:
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FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/23/2013
Report #: 25, DFS: 18.19

Well Name: Cane Creek 7-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
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Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/22/2013 06:00 10/23/2013 06:00 18.19 0.0 0.0
Operations at Report Time
Drill 8-1/2" Pilot Hole
Operations Summary
Weight up active to 15.8 ppg. Pump 15.8 ppg KWM. Flow Check - Well Dead. Drilled 8-1/2" Pilot Hole from 6,068' to 6,849'.
Total mud loss last 24 hrs = 62 bbis to Formation.
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 4.00 4.00 22 Weight up Premix and Active system to 15.8 ppg. Well Shut-in, SICP = 158 6,068.0 6,068.0
psi.

10:00 2.00 6.00 22 Pump 15.8 ppg mud throughckoke, returns throughGas Buster. 6,068.0 6,068.0

12:00 1.00 7.00 22 Build volume of 15.8 ppg OBM. 6,068.0 6,068.0

13:00 1.50 8.50 22 Pump 15.8 ppg mud throughchoke, returns throughGas Buster. 6,068.0 6,068.0

14:30 0.50 9.00 22 Flow Check, monitor well for flow. Build volume while checking for f1ow. 6,068.0 6,068.0

15:00 1.00 10.00 5 Circulate and condition mud. 6,068.0 6,068.0
16:00 2.00 12.00 2 Drilled 8-1/2" Pilot Hole From 6,068' to 6,177'. WOB 18-25k, Rotarf 0-50 6,068.0 6,177.0

rpm, Q= 422-498 gpm. P= 3500 psi. MW inlout: 15.8 in / 15.8 ppg out.
Bgas: 70 units, no flare. Cgas: 200 units.

18:00 6.00 18.00 2 Drilled 8-1/2" Pilot Hole From 6,177' to 6,530'. WOB 18-25k, Rotary 0-50 6,177.0 6,530.0
rpm, Q= 422-498 gpm. P= 3500 psi. MW inlout: 15.8 in I 15.8 ppg out.
Bgas: 70 units, no flare. Cgas: 200 units.
BOP Drill, men at station 49 seconds

00:00 6.00 24.00 2 Drilled 8-1/2" Pilot Hole From 6,530' to 6,849'. WOB 18-25k, Rotary 0-50 6,530.0 6,849.0
rpm, Q= 422-498 gpm. P= 3700 psi. MW inlout: 16.0 in / 15.8 ppg out.
Bgas: 70 units, no flare. Cgas: 200 units.

Mud Check: 6,068.0ftKB, 10/22/2013 06:00
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MBT(lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

4.800 4.500 34.0 254,177
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

17.0
Mud Check: 6,677.0ftKB, 10/22/2013 23:59
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Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

0.0 42.0 16.36 103.0
Daily Drilling Performance
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Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
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Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/23/2013
Report #: 25, DFS: 18.19

Well Name: Cane Creek 7-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
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Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) KickOff Depth (TVD) (ftKB)
13,196.0

Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/22/2013 06:00 10/23/2013 06:00 18.19 0.0 0.0
Operations at Report Time
Drill 8-1/2" Pilot Hole
Operations Summary
Weight up active to 15.8 ppg. Pump 15.8 ppg KWM. Flow Check - Well Dead. Drilled 8-1/2" Pilot Hole from 6,068' to 6,849'.
Total mud loss last 24 hrs = 62 bbis to Formation.
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 4.00 4.00 22 Weight up Premix and Active system to 15.8 ppg. Well Shut-in, SICP = 158 6,068.0 6,068.0
psi.

10:00 2.00 6.00 22 Pump 15.8 ppg mud throughckoke, returns throughGas Buster. 6,068.0 6,068.0

12:00 1.00 7.00 22 Build volume of 15.8 ppg OBM. 6,068.0 6,068.0

13:00 1.50 8.50 22 Pump 15.8 ppg mud throughchoke, returns throughGas Buster. 6,068.0 6,068.0

14:30 0.50 9.00 22 Flow Check, monitor well for flow. Build volume while checking for f1ow. 6,068.0 6,068.0

15:00 1.00 10.00 5 Circulate and condition mud. 6,068.0 6,068.0
16:00 2.00 12.00 2 Drilled 8-1/2" Pilot Hole From 6,068' to 6,177'. WOB 18-25k, Rotarf 0-50 6,068.0 6,177.0

rpm, Q= 422-498 gpm. P= 3500 psi. MW inlout: 15.8 in / 15.8 ppg out.
Bgas: 70 units, no flare. Cgas: 200 units.

18:00 6.00 18.00 2 Drilled 8-1/2" Pilot Hole From 6,177' to 6,530'. WOB 18-25k, Rotary 0-50 6,177.0 6,530.0
rpm, Q= 422-498 gpm. P= 3500 psi. MW inlout: 15.8 in I 15.8 ppg out.
Bgas: 70 units, no flare. Cgas: 200 units.
BOP Drill, men at station 49 seconds

00:00 6.00 24.00 2 Drilled 8-1/2" Pilot Hole From 6,530' to 6,849'. WOB 18-25k, Rotary 0-50 6,530.0 6,849.0
rpm, Q= 422-498 gpm. P= 3700 psi. MW inlout: 16.0 in / 15.8 ppg out.
Bgas: 70 units, no flare. Cgas: 200 units.

Mud Check: 6,068.0ftKB, 10/22/2013 06:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...
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4.800 4.500 34.0 254,177
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

17.0
Mud Check: 6,677.0ftKB, 10/22/2013 23:59
Date Depth (ftKB) Density (]b/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (lbf... Gel (10m) (1b... Get (30m) (lb... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1. .

10/22/2013 6,677.0 15.80 79 36.0 24.000 12.000 14.000 4.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

6.200 4.600 35.5 254,462
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

0.0 42.0 16.36 103.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DnllTime (hr) BHA ROP (ft/hr) Rot Time (hr) Sllde Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
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Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/23/2013
Report #: 25, DFS: 18.19

Well Name: Cane Creek 7-1 Daily Depth Progress:
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) KickOff Depth (TVD) (ftKB)
13,196.0

Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/22/2013 06:00 10/23/2013 06:00 18.19 0.0 0.0
Operations at Report Time
Drill 8-1/2" Pilot Hole
Operations Summary
Weight up active to 15.8 ppg. Pump 15.8 ppg KWM. Flow Check - Well Dead. Drilled 8-1/2" Pilot Hole from 6,068' to 6,849'.
Total mud loss last 24 hrs = 62 bbis to Formation.
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 4.00 4.00 22 Weight up Premix and Active system to 15.8 ppg. Well Shut-in, SICP = 158 6,068.0 6,068.0
psi.

10:00 2.00 6.00 22 Pump 15.8 ppg mud throughckoke, returns throughGas Buster. 6,068.0 6,068.0

12:00 1.00 7.00 22 Build volume of 15.8 ppg OBM. 6,068.0 6,068.0

13:00 1.50 8.50 22 Pump 15.8 ppg mud throughchoke, returns throughGas Buster. 6,068.0 6,068.0

14:30 0.50 9.00 22 Flow Check, monitor well for flow. Build volume while checking for f1ow. 6,068.0 6,068.0

15:00 1.00 10.00 5 Circulate and condition mud. 6,068.0 6,068.0
16:00 2.00 12.00 2 Drilled 8-1/2" Pilot Hole From 6,068' to 6,177'. WOB 18-25k, Rotarf 0-50 6,068.0 6,177.0

rpm, Q= 422-498 gpm. P= 3500 psi. MW inlout: 15.8 in / 15.8 ppg out.
Bgas: 70 units, no flare. Cgas: 200 units.

18:00 6.00 18.00 2 Drilled 8-1/2" Pilot Hole From 6,177' to 6,530'. WOB 18-25k, Rotary 0-50 6,177.0 6,530.0
rpm, Q= 422-498 gpm. P= 3500 psi. MW inlout: 15.8 in I 15.8 ppg out.
Bgas: 70 units, no flare. Cgas: 200 units.
BOP Drill, men at station 49 seconds

00:00 6.00 24.00 2 Drilled 8-1/2" Pilot Hole From 6,530' to 6,849'. WOB 18-25k, Rotary 0-50 6,530.0 6,849.0
rpm, Q= 422-498 gpm. P= 3700 psi. MW inlout: 16.0 in / 15.8 ppg out.
Bgas: 70 units, no flare. Cgas: 200 units.

Mud Check: 6,068.0ftKB, 10/22/2013 06:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

10/22/2013 6,068.0 15.80 82 33.0 17.000 10.000 13.000 4.0 2
MBT(lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

4.800 4.500 34.0 254,177
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

17.0
Mud Check: 6,677.0ftKB, 10/22/2013 23:59
Date Depth (ftKB) Density (]b/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (lbf... Gel (10m) (1b... Get (30m) (lb... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1. .

10/22/2013 6,677.0 15.80 79 36.0 24.000 12.000 14.000 4.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

6.200 4.600 35.5 254,462
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

0.0 42.0 16.36 103.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DnllTime (hr) BHA ROP (ft/hr) Rot Time (hr) Sllde Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
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RECEIVED: Nov. 04, 2013

Sundry Number: 44429 API Well Number: 43019500100000Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/24/2013
Report #: 26, DFS: 19.19

Well Name: Cane Creek 7-1 Daily Depth Progress:
AP1/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DnllingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)
13,196.0

Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/23/2013 06:00 10/24/2013 06:00 19.19 0.0 0.0
Operations at Report Time
Wiper Trip
Operations Summary
Drilled 8-1/2" Pilot Hole from 6,849' to 7,590'. Circulate to verify Core Point. Pump Dry Job. Flow Check, No Flow. Short Trip to 9 5/8" Shoe at 4300 ft.
Operations Next Report Period
Trips
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Štart Depth (ftKB) End Depth (ftKB)
06:00 6.00 6.00 2 Drilled 8-1/2" Pilot Hole From 6,849' to 7,116'. WOB 18-25k, Rotary 0-50 6,849.0 7,116.0

rpm, Q= 422 gpm. P= 3500 psi. MW inlout: 16.0 in I 15.8 ppg out. Bgas:
120 units, no flare. Cgas: 200 units.

12:00 1.00 7.00 8 Route returns to Gas Buster from flow line. Leak at flange. Replaced 7,116.0 7,116.0
gasket in flange.

13:00 1.00 8.00 5 Circulate and condition OBM. Weight in 16.0 ppg, weight out 15.6 ppg. 7,116.0 7,116.0
14:00 4.00 12.00 2 Drilled 8-1/2" Pilot Hole From 7,116' to 7,270'. WOB 18-25k, Rotary 0-50 7,116.0 7,270.0

rpm, Q= 422 gpm. P= 3500 psi. MW inlout: 16.2 in / 16.2 ppg out. Bgas:
1500 units, no flare. Cgas: 2600 units.

18:00 6.00 18.00 2 Drilled 8-1/2" Pilot Hole From 7,270' to 7,527'. WOB 14-23k, Rotary 0-50 7,270.0 7,527.0
rpm, Q= 422 gpm. P= 3500 psi. MW inlout: 16.4 in / 16.4 ppg out. Bgas:
2600 units, no flare. Cgas: 3000 units.

00:00 1.50 19.50 2 Drilled 8-1/2" Pilot Hole From 7,527' to 7,590'. WOB 14-23k, Rotary 0-50 7,527.0 7,590.0
rpm, Q= 422 gpm. P= 3500 psi. MW inlout: 16.4 in / 16.4 ppg out. Bgas:
2400 units, no flare. Cgas: 2450 units.

01:30 2.50 22.00 5 Circulated bottoms up for geologist, top of Cane Creek. 7,590.0 7,590.0
04:00 1.00 23.00 5 Pump Dry Job. Flow check. No Flow. 7,590.0 7,590.0
05:00 1.00 24.00 6 Short Trip to shoe from 7590 ' to 7224'. Trip speed 8-10 min per stand. 7,590.0 7,590.0

Monitor hole fillon triptank.
Mud Check: 7,180.0ftKB, 10/23/2013 06:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

10/23/2013 7,180.0 16.20 71 39.0 24.000 12.000 15.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbl) Solids (%) CaC1 (ppm) OilWater Ratio

4.800 3.900 35.0 219,951
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

29.0 98.0
Mud Check: 7,590.0ftKB, 10/23/2013 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

10/23/2013 7,590.0 16.40 74 42.0 24.000 13.000 15.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

5.500 4.200 35.0 92,403
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

33.0 27.0 118.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (ib/ft) Grade (in) ID Nom Min(in)
7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
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Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/24/2013
Report #: 26, DFS: 19.19

Well Name: Cane Creek 7-1 Daily Depth Progress:
AP1/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DnllingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)
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gasket in flange.

13:00 1.00 8.00 5 Circulate and condition OBM. Weight in 16.0 ppg, weight out 15.6 ppg. 7,116.0 7,116.0
14:00 4.00 12.00 2 Drilled 8-1/2" Pilot Hole From 7,116' to 7,270'. WOB 18-25k, Rotary 0-50 7,116.0 7,270.0

rpm, Q= 422 gpm. P= 3500 psi. MW inlout: 16.2 in / 16.2 ppg out. Bgas:
1500 units, no flare. Cgas: 2600 units.

18:00 6.00 18.00 2 Drilled 8-1/2" Pilot Hole From 7,270' to 7,527'. WOB 14-23k, Rotary 0-50 7,270.0 7,527.0
rpm, Q= 422 gpm. P= 3500 psi. MW inlout: 16.4 in / 16.4 ppg out. Bgas:
2600 units, no flare. Cgas: 3000 units.

00:00 1.50 19.50 2 Drilled 8-1/2" Pilot Hole From 7,527' to 7,590'. WOB 14-23k, Rotary 0-50 7,527.0 7,590.0
rpm, Q= 422 gpm. P= 3500 psi. MW inlout: 16.4 in / 16.4 ppg out. Bgas:
2400 units, no flare. Cgas: 2450 units.

01:30 2.50 22.00 5 Circulated bottoms up for geologist, top of Cane Creek. 7,590.0 7,590.0
04:00 1.00 23.00 5 Pump Dry Job. Flow check. No Flow. 7,590.0 7,590.0
05:00 1.00 24.00 6 Short Trip to shoe from 7590 ' to 7224'. Trip speed 8-10 min per stand. 7,590.0 7,590.0

Monitor hole fillon triptank.
Mud Check: 7,180.0ftKB, 10/23/2013 06:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

10/23/2013 7,180.0 16.20 71 39.0 24.000 12.000 15.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbl) Solids (%) CaC1 (ppm) OilWater Ratio

4.800 3.900 35.0 219,951
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

29.0 98.0
Mud Check: 7,590.0ftKB, 10/23/2013 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

10/23/2013 7,590.0 16.40 74 42.0 24.000 13.000 15.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

5.500 4.200 35.0 92,403
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

33.0 27.0 118.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (ib/ft) Grade (in) ID Nom Min(in)
7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
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RECEIVED: Nov. 04, 2013

Sundry Number: 44429 API Well Number: 43019500100000Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/25/2013
Report #: 27, DFS: 20.19

Well Name: Cane Creek 7-1 Daily Depth Progress:
APllUWI Excallber 10 Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

Target Depth (ftKB) Kick Off Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,196.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/24/2013 06:00 10/25/2013 06:00 20.19 0.0 0.0
Operations at Report Time
TlH
Operations Summary
Short Trip to shoe at 4300 ft. Flow check, No Flow. Trip in hole to 7590 ft. Circulate bottoms up. Trip out to pickup coring tools, SLM. Rack back Diretional BHA.

no mud loss in last 24hrs.
Operations Next Report Period
Trips
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 4.00 4.00 6 Short trip to shoe at 4300 ft. Monitorhole on triptank. Hole takingproper 7,590.0 7,590.0

fill.Trip speed to 6000 ft, 7-10 mps. Trip speed 3-5 mps 6000' to 4300'. No
adverse hole condition.

10:00 0.50 4.50 1 Flow check at shoe., No Flow.Reposition MPD HCR valve on standpipe 7,590.0 7,590.0
line.

10:30 0.50 5.00 9 Rig Service. Lubricate rig. Flow Check, No Flow. 7,590.0 7,590.0

11:00 3.00 8.00 6 Trip in hole from 4300' to 7590'. Montior returns on triptank. Fill at 5800 ft. 7,590.0 7,590.0
Wash 1 stand to bottom. BOP Drill Men to Stations, 62 sec. Function TlW
valve.

14:00 3.00 11.00 5 Circulate bottoms up prior to trip.Max Gas: 3660 units, 25 ft Flare. 7,590.0 7,590.0
Circulate tillgas dropped to ~2100 units. Flow Check, No Flow. Pump 50
bbl dry job.

17:00 12.50 23.50 6 Trip out from 7590'. Pull 5 stands at 10 mps. Flow Check, No Flow. 7,590.0 7,590.0
Continue tripout at 5-7 mps to 6000'. Montior hole on triptank. Continue
tripout at 3-5 mps. check flow @shoe, continue tripout at3- 5 mps. Adjust
tripspeed to prevent swabbing. BOP Drill Men to Stations 43 sec.

05:30 0.50 24.00 6 Work BHA. Pull MWD Pulser and Probe. Drain Motor. 7,590.0 7,590.0

Mud Check: 7,590.0ftKB, 13/24/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (1bf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1. .

10/24/2013 7,590.0 16.40 76 42.0 24.000 13.000 15.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

5.200 4.100 36.0 243,260
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline("F) Comment

122.0
Mud Check: 7,590.0ftKB, 10/24/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa·s) YP OR (1bf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1.

10/24/2013 7,590.0 16.50 84 39.0 27.000 13.000 15.000 4.0 2
MBT(lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCl (ppm) Oil Water Ratio

6.300 5.300 36.0 243,260
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbí) LCM ECD - Manual Entr... T Flowline(°F) Comment

122.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date ln Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ibift) Grade (in) IDNom Min(in)
7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
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Time Log
Cum Dur
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line.
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valve.
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Circulate tillgas dropped to ~2100 units. Flow Check, No Flow. Pump 50
bbl dry job.
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Cum Dur
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adverse hole condition.
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line.
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bbl dry job.
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Continue tripout at 5-7 mps to 6000'. Montior hole on triptank. Continue
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6.300 5.300 36.0 243,260
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbí) LCM ECD - Manual Entr... T Flowline(°F) Comment

122.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date ln Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ibift) Grade (in) IDNom Min(in)
7/1/2013 Conductor 103.0

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

Page 1/2 Report Printed:

Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/25/2013
Report #: 27, DFS: 20.19

Well Name: Cane Creek 7-1 Daily Depth Progress:
APllUWI Excallber 10 Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

Target Depth (ftKB) Kick Off Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,196.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/24/2013 06:00 10/25/2013 06:00 20.19 0.0 0.0
Operations at Report Time
TlH
Operations Summary
Short Trip to shoe at 4300 ft. Flow check, No Flow. Trip in hole to 7590 ft. Circulate bottoms up. Trip out to pickup coring tools, SLM. Rack back Diretional BHA.

no mud loss in last 24hrs.
Operations Next Report Period
Trips
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 4.00 4.00 6 Short trip to shoe at 4300 ft. Monitorhole on triptank. Hole takingproper 7,590.0 7,590.0

fill.Trip speed to 6000 ft, 7-10 mps. Trip speed 3-5 mps 6000' to 4300'. No
adverse hole condition.

10:00 0.50 4.50 1 Flow check at shoe., No Flow.Reposition MPD HCR valve on standpipe 7,590.0 7,590.0
line.

10:30 0.50 5.00 9 Rig Service. Lubricate rig. Flow Check, No Flow. 7,590.0 7,590.0

11:00 3.00 8.00 6 Trip in hole from 4300' to 7590'. Montior returns on triptank. Fill at 5800 ft. 7,590.0 7,590.0
Wash 1 stand to bottom. BOP Drill Men to Stations, 62 sec. Function TlW
valve.

14:00 3.00 11.00 5 Circulate bottoms up prior to trip.Max Gas: 3660 units, 25 ft Flare. 7,590.0 7,590.0
Circulate tillgas dropped to ~2100 units. Flow Check, No Flow. Pump 50
bbl dry job.

17:00 12.50 23.50 6 Trip out from 7590'. Pull 5 stands at 10 mps. Flow Check, No Flow. 7,590.0 7,590.0
Continue tripout at 5-7 mps to 6000'. Montior hole on triptank. Continue
tripout at 3-5 mps. check flow @shoe, continue tripout at3- 5 mps. Adjust
tripspeed to prevent swabbing. BOP Drill Men to Stations 43 sec.

05:30 0.50 24.00 6 Work BHA. Pull MWD Pulser and Probe. Drain Motor. 7,590.0 7,590.0

Mud Check: 7,590.0ftKB, 13/24/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (1bf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1. .

10/24/2013 7,590.0 16.40 76 42.0 24.000 13.000 15.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

5.200 4.100 36.0 243,260
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline("F) Comment

122.0
Mud Check: 7,590.0ftKB, 10/24/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa·s) YP OR (1bf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1.

10/24/2013 7,590.0 16.50 84 39.0 27.000 13.000 15.000 4.0 2
MBT(lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCl (ppm) Oil Water Ratio

6.300 5.300 36.0 243,260
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbí) LCM ECD - Manual Entr... T Flowline(°F) Comment

122.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date ln Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ibift) Grade (in) IDNom Min(in)
7/1/2013 Conductor 103.0

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

Page 1/2 Report Printed:



RECEIVED: Nov. 04, 2013

Sundry Number: 44429 API Well Number: 43019500100000Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/26/2013
Report #: 28, DFS: 21.19

Well Name: Cane Creek 7-1 Daily Depth Progress:
API/UWI Excaliber ID Well Area Basin Field Name Well Cont1gurationType
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

Target Depth (ftKB) KickOff Date Kick Off Depth (ftKB) KickOff Depth (TVD)(ftKB)
13,196.0

Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/25/2013 06:00 10/26/2013 06:00 21.19 0.0 0.0
Operations at Report Time
Coring
Operations Summary
Rack back Directional BHA., Make up Coring BHA, Trip in hole with coring assembly. Wash down and tag bottom. Space out and close annular. Circulate
bottoms up through MPD. L/D single, pick up 8ft. pup jt. make up stand, cut core from 7590' to 7663'.
Flow throughMPD on Full Open Choke WHP = 60 psi.

69bbl. loss of obm to hole in last 24hrs.
Operations Next Report Period

Trips
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.50 1.50 6 Drain mud motor. Flush Motor withdiesel. Breakout bit. Rack back 7,590.0 7,590.0

directional assembly.
07:30 0.50 2.00 1 Clean and clear floor. Move Coring toolsto floor. Pre Job safety meeting 7,590.0 7,590.0

with HES Core Hands and Rig Crew.
08:00 2.50 4.50 4 Pickup 90 ft Core Barrrel. Install Core Sleeves. 7,590.0 7,590.0
10:30 1.50 6.00 6 Trip in hole with 6 x Drill collars and 20 jnts. HWDP. Lay down drilling jar. 7,590.0 7,590.0

Remove tripnipple and install rotating head rubber.
12:00 5.00 11.00 6 Trip in hole to 7590' with coring assembly. Fillpipe every 2000 ft. 7,590.0 7,590.0
17:00 3.00 14.00 5 Fill pipe and circulate bottoms with MPD on full open choke. Max Gas 3961 7,590.0 7,590.0

units, Max Flare 30 ft
20:00 10.00 24.00 4 Lay down single, Pick up 8ft. pup jt., make up stand, coring from 7590' to 7,590.0 7,663.0

7,663', WOB 5/15, RPM 50, SPM 76, SPP 1800, Flow throughMPD on Full
Open Choke WHP 60 psi. BOP DR1LL38secs.

Mud Check: 7,590.0ftKB, 10/25/2013 06:00
Date Depth (ftKB) Density (ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (1bf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (1b... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

10/25/2013 7,590.0 16.60 88 0.0 26.000 13.000 15.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (1b/bbi) Solids (%) CaCI (ppm) OilWater Ratio

5.800 3.900 36.0 87,226
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

16.0
Mud Check: 7,597.0ftKB, 10/25/2013 11:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

10/25/2013 7,597.0 16.45 107 37.0 22.000 12.000 14.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCl (ppm) OilWater Ratio

5.600 4.600 34.0 87,226
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

69.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (1b/ft) Grade (in) IDNom Min(in)
7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

Page 1/1 Report Printed:

Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/26/2013
Report #: 28, DFS: 21.19

Well Name: Cane Creek 7-1 Daily Depth Progress:
API/UWI Excaliber ID Well Area Basin Field Name Well Cont1gurationType
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

Target Depth (ftKB) KickOff Date Kick Off Depth (ftKB) KickOff Depth (TVD)(ftKB)
13,196.0

Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/25/2013 06:00 10/26/2013 06:00 21.19 0.0 0.0
Operations at Report Time
Coring
Operations Summary
Rack back Directional BHA., Make up Coring BHA, Trip in hole with coring assembly. Wash down and tag bottom. Space out and close annular. Circulate
bottoms up through MPD. L/D single, pick up 8ft. pup jt. make up stand, cut core from 7590' to 7663'.
Flow throughMPD on Full Open Choke WHP = 60 psi.

69bbl. loss of obm to hole in last 24hrs.
Operations Next Report Period

Trips
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.50 1.50 6 Drain mud motor. Flush Motor withdiesel. Breakout bit. Rack back 7,590.0 7,590.0

directional assembly.
07:30 0.50 2.00 1 Clean and clear floor. Move Coring toolsto floor. Pre Job safety meeting 7,590.0 7,590.0

with HES Core Hands and Rig Crew.
08:00 2.50 4.50 4 Pickup 90 ft Core Barrrel. Install Core Sleeves. 7,590.0 7,590.0
10:30 1.50 6.00 6 Trip in hole with 6 x Drill collars and 20 jnts. HWDP. Lay down drilling jar. 7,590.0 7,590.0

Remove tripnipple and install rotating head rubber.
12:00 5.00 11.00 6 Trip in hole to 7590' with coring assembly. Fillpipe every 2000 ft. 7,590.0 7,590.0
17:00 3.00 14.00 5 Fill pipe and circulate bottoms with MPD on full open choke. Max Gas 3961 7,590.0 7,590.0

units, Max Flare 30 ft
20:00 10.00 24.00 4 Lay down single, Pick up 8ft. pup jt., make up stand, coring from 7590' to 7,590.0 7,663.0

7,663', WOB 5/15, RPM 50, SPM 76, SPP 1800, Flow throughMPD on Full
Open Choke WHP 60 psi. BOP DR1LL38secs.

Mud Check: 7,590.0ftKB, 10/25/2013 06:00
Date Depth (ftKB) Density (ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (1bf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (1b... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

10/25/2013 7,590.0 16.60 88 0.0 26.000 13.000 15.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (1b/bbi) Solids (%) CaCI (ppm) OilWater Ratio

5.800 3.900 36.0 87,226
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

16.0
Mud Check: 7,597.0ftKB, 10/25/2013 11:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

10/25/2013 7,597.0 16.45 107 37.0 22.000 12.000 14.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCl (ppm) OilWater Ratio

5.600 4.600 34.0 87,226
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

69.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (1b/ft) Grade (in) IDNom Min(in)
7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

Page 1/1 Report Printed:

Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/26/2013
Report #: 28, DFS: 21.19

Well Name: Cane Creek 7-1 Daily Depth Progress:
API/UWI Excaliber ID Well Area Basin Field Name Well Cont1gurationType
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

Target Depth (ftKB) KickOff Date Kick Off Depth (ftKB) KickOff Depth (TVD)(ftKB)
13,196.0

Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/25/2013 06:00 10/26/2013 06:00 21.19 0.0 0.0
Operations at Report Time
Coring
Operations Summary
Rack back Directional BHA., Make up Coring BHA, Trip in hole with coring assembly. Wash down and tag bottom. Space out and close annular. Circulate
bottoms up through MPD. L/D single, pick up 8ft. pup jt. make up stand, cut core from 7590' to 7663'.
Flow throughMPD on Full Open Choke WHP = 60 psi.

69bbl. loss of obm to hole in last 24hrs.
Operations Next Report Period

Trips
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.50 1.50 6 Drain mud motor. Flush Motor withdiesel. Breakout bit. Rack back 7,590.0 7,590.0

directional assembly.
07:30 0.50 2.00 1 Clean and clear floor. Move Coring toolsto floor. Pre Job safety meeting 7,590.0 7,590.0

with HES Core Hands and Rig Crew.
08:00 2.50 4.50 4 Pickup 90 ft Core Barrrel. Install Core Sleeves. 7,590.0 7,590.0
10:30 1.50 6.00 6 Trip in hole with 6 x Drill collars and 20 jnts. HWDP. Lay down drilling jar. 7,590.0 7,590.0

Remove tripnipple and install rotating head rubber.
12:00 5.00 11.00 6 Trip in hole to 7590' with coring assembly. Fillpipe every 2000 ft. 7,590.0 7,590.0
17:00 3.00 14.00 5 Fill pipe and circulate bottoms with MPD on full open choke. Max Gas 3961 7,590.0 7,590.0

units, Max Flare 30 ft
20:00 10.00 24.00 4 Lay down single, Pick up 8ft. pup jt., make up stand, coring from 7590' to 7,590.0 7,663.0

7,663', WOB 5/15, RPM 50, SPM 76, SPP 1800, Flow throughMPD on Full
Open Choke WHP 60 psi. BOP DR1LL38secs.

Mud Check: 7,590.0ftKB, 10/25/2013 06:00
Date Depth (ftKB) Density (ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (1bf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (1b... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

10/25/2013 7,590.0 16.60 88 0.0 26.000 13.000 15.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (1b/bbi) Solids (%) CaCI (ppm) OilWater Ratio

5.800 3.900 36.0 87,226
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

16.0
Mud Check: 7,597.0ftKB, 10/25/2013 11:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

10/25/2013 7,597.0 16.45 107 37.0 22.000 12.000 14.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCl (ppm) OilWater Ratio

5.600 4.600 34.0 87,226
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

69.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (1b/ft) Grade (in) IDNom Min(in)
7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

Page 1/1 Report Printed:

Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/26/2013
Report #: 28, DFS: 21.19

Well Name: Cane Creek 7-1 Daily Depth Progress:
API/UWI Excaliber ID Well Area Basin Field Name Well Cont1gurationType
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

Target Depth (ftKB) KickOff Date Kick Off Depth (ftKB) KickOff Depth (TVD)(ftKB)
13,196.0

Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/25/2013 06:00 10/26/2013 06:00 21.19 0.0 0.0
Operations at Report Time
Coring
Operations Summary
Rack back Directional BHA., Make up Coring BHA, Trip in hole with coring assembly. Wash down and tag bottom. Space out and close annular. Circulate
bottoms up through MPD. L/D single, pick up 8ft. pup jt. make up stand, cut core from 7590' to 7663'.
Flow throughMPD on Full Open Choke WHP = 60 psi.

69bbl. loss of obm to hole in last 24hrs.
Operations Next Report Period

Trips
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.50 1.50 6 Drain mud motor. Flush Motor withdiesel. Breakout bit. Rack back 7,590.0 7,590.0

directional assembly.
07:30 0.50 2.00 1 Clean and clear floor. Move Coring toolsto floor. Pre Job safety meeting 7,590.0 7,590.0

with HES Core Hands and Rig Crew.
08:00 2.50 4.50 4 Pickup 90 ft Core Barrrel. Install Core Sleeves. 7,590.0 7,590.0
10:30 1.50 6.00 6 Trip in hole with 6 x Drill collars and 20 jnts. HWDP. Lay down drilling jar. 7,590.0 7,590.0

Remove tripnipple and install rotating head rubber.
12:00 5.00 11.00 6 Trip in hole to 7590' with coring assembly. Fillpipe every 2000 ft. 7,590.0 7,590.0
17:00 3.00 14.00 5 Fill pipe and circulate bottoms with MPD on full open choke. Max Gas 3961 7,590.0 7,590.0

units, Max Flare 30 ft
20:00 10.00 24.00 4 Lay down single, Pick up 8ft. pup jt., make up stand, coring from 7590' to 7,590.0 7,663.0

7,663', WOB 5/15, RPM 50, SPM 76, SPP 1800, Flow throughMPD on Full
Open Choke WHP 60 psi. BOP DR1LL38secs.

Mud Check: 7,590.0ftKB, 10/25/2013 06:00
Date Depth (ftKB) Density (ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (1bf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (1b... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

10/25/2013 7,590.0 16.60 88 0.0 26.000 13.000 15.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (1b/bbi) Solids (%) CaCI (ppm) OilWater Ratio

5.800 3.900 36.0 87,226
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

16.0
Mud Check: 7,597.0ftKB, 10/25/2013 11:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

10/25/2013 7,597.0 16.45 107 37.0 22.000 12.000 14.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCl (ppm) OilWater Ratio

5.600 4.600 34.0 87,226
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

69.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (1b/ft) Grade (in) IDNom Min(in)
7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
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Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/26/2013
Report #: 28, DFS: 21.19

Well Name: Cane Creek 7-1 Daily Depth Progress:
API/UWI Excaliber ID Well Area Basin Field Name Well Cont1gurationType
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

Target Depth (ftKB) KickOff Date Kick Off Depth (ftKB) KickOff Depth (TVD)(ftKB)
13,196.0

Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/25/2013 06:00 10/26/2013 06:00 21.19 0.0 0.0
Operations at Report Time
Coring
Operations Summary
Rack back Directional BHA., Make up Coring BHA, Trip in hole with coring assembly. Wash down and tag bottom. Space out and close annular. Circulate
bottoms up through MPD. L/D single, pick up 8ft. pup jt. make up stand, cut core from 7590' to 7663'.
Flow throughMPD on Full Open Choke WHP = 60 psi.

69bbl. loss of obm to hole in last 24hrs.
Operations Next Report Period

Trips
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.50 1.50 6 Drain mud motor. Flush Motor withdiesel. Breakout bit. Rack back 7,590.0 7,590.0

directional assembly.
07:30 0.50 2.00 1 Clean and clear floor. Move Coring toolsto floor. Pre Job safety meeting 7,590.0 7,590.0

with HES Core Hands and Rig Crew.
08:00 2.50 4.50 4 Pickup 90 ft Core Barrrel. Install Core Sleeves. 7,590.0 7,590.0
10:30 1.50 6.00 6 Trip in hole with 6 x Drill collars and 20 jnts. HWDP. Lay down drilling jar. 7,590.0 7,590.0

Remove tripnipple and install rotating head rubber.
12:00 5.00 11.00 6 Trip in hole to 7590' with coring assembly. Fillpipe every 2000 ft. 7,590.0 7,590.0
17:00 3.00 14.00 5 Fill pipe and circulate bottoms with MPD on full open choke. Max Gas 3961 7,590.0 7,590.0

units, Max Flare 30 ft
20:00 10.00 24.00 4 Lay down single, Pick up 8ft. pup jt., make up stand, coring from 7590' to 7,590.0 7,663.0

7,663', WOB 5/15, RPM 50, SPM 76, SPP 1800, Flow throughMPD on Full
Open Choke WHP 60 psi. BOP DR1LL38secs.

Mud Check: 7,590.0ftKB, 10/25/2013 06:00
Date Depth (ftKB) Density (ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (1bf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (1b... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

10/25/2013 7,590.0 16.60 88 0.0 26.000 13.000 15.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (1b/bbi) Solids (%) CaCI (ppm) OilWater Ratio

5.800 3.900 36.0 87,226
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

16.0
Mud Check: 7,597.0ftKB, 10/25/2013 11:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

10/25/2013 7,597.0 16.45 107 37.0 22.000 12.000 14.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCl (ppm) OilWater Ratio

5.600 4.600 34.0 87,226
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

69.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (1b/ft) Grade (in) IDNom Min(in)
7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
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RECEIVED: Nov. 04, 2013

Sundry Number: 44429 API Well Number: 43019500100000Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/27/2013
Espk Pr u:r C a-¡ Report #: 29, DFS: 22.19

Well Name: Cane Creek 7-1 Daily Depth Progress:
APl/lJWI Excaliber 1D Well Area Basin Field Name Well Confguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

Target Depth (ftKB) KickOffDate KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,196.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/26/2013 06:00 10/27/2013 06:00 22.19 0.0 0.0
Operations at Report Time
TI H
Operations Summary
Cut 4" Core from 7663' to 77674'. Core Barrel Jammed.Break off core. Circulate bottoms up. Flow check, No Flow. Pump Dry job. Flow through MPD on Full
Open Choke WHP = 60 psi.POOH, lay down Core Barrels &Tools, Coring bit. Recover 81ft. of core, Make up Dir. BHA, Surface test MWD & TlH to 5200'.

9 bbl. loss of obm to hole in last 24hrs.
Operations Next Report Period

Trips
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Tme Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.00 1.00 4 Core from 7663' to 7,675', WOB 5/15, RPM 50, SPM 76, SPP 1800, Flow 7,663.0 7,674.0

through MPD on Full Open Choke WHP 60 psi. Core barrel jammed 6 ft
from full run. Breakoff core.

07:00 1.50 2.50 5 Circulate bottoms up prior to tripout with core. . Flow throughMPD WHP 7,674.0 7,674.0
=60 psi. Flow check, No Flow. Pump 50 bbl DryJob 2 ppg over.

08:30 5.50 8.00 6 Trip out from 7674' to 1450'. Pull 5 stands at 10 mps. Flow Check, No Flow. 7,674.0 7,674.0
Continue tripout at 5-7 mps to 6000'. Montior hole on triptank. Continue
tripout at 2-3 mps. Flow check at shoe, No Flow. BOP Trip Drill,Men to
Stations: 85 sec.

14:00 0.50 8.50 6 Pull Rotating Head Rubber. Install Trip Nipple.. Flow Check, No flow. 7,674.0 7,674.0

14:30 1.50 10.00 6 Trip out from 1455' to 105'. Rack Back HWDP and 2 stands of Drill Collars. 7,674.0 7,674.0

16:00 6.00 16.00 4 Break out and Lay down Core tubes with support. Breakout Bit and Core 7,674.0 7,674.0
Barrels.
81 Feet of Core recovered. Process cores with Core Lab.

22:00 0.50 16.50 7 Service rig & top drive 7,674.0 7,674.0

22:30 7.50 24.00 6 Make up Directional BHA, Surface test MWD. Trip in hole to 5200'. Filling 7,674.0 7,674.0
pipe every 20stds.

Mud Check: 7,597.0ftKB, 10/26/2013 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibf/1... Gel (10s) (Ibf... Ge1 (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1..

10/26/2013 7,597.0 16.40 55 24.0 13.000 5.000 6.000 4.0 2
MBT(lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

4.600 3.400 36.0 255,524
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbi) LCM ECD -Manual Entr... T Flowline (°F) Comment

Mud Check: 7,674.0ftKB, 10/26/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Get (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

10/26/2013 7,674.0 16.40 56 24.0 13.000 6.000 7.000 4.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlondes (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

4.700 3.700 38.0 255,524
Mud Lost (Hoje) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

9.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (lb/ft) Grade (in) IDNom Min(in)
7/1/2013 Conductor 103.0
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Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/27/2013
Espk Pr u:r C a-¡ Report #: 29, DFS: 22.19

Well Name: Cane Creek 7-1 Daily Depth Progress:
APl/lJWI Excaliber 1D Well Area Basin Field Name Well Confguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

Target Depth (ftKB) KickOffDate KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,196.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/26/2013 06:00 10/27/2013 06:00 22.19 0.0 0.0
Operations at Report Time
TI H
Operations Summary
Cut 4" Core from 7663' to 77674'. Core Barrel Jammed.Break off core. Circulate bottoms up. Flow check, No Flow. Pump Dry job. Flow through MPD on Full
Open Choke WHP = 60 psi.POOH, lay down Core Barrels &Tools, Coring bit. Recover 81ft. of core, Make up Dir. BHA, Surface test MWD & TlH to 5200'.

9 bbl. loss of obm to hole in last 24hrs.
Operations Next Report Period

Trips
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Tme Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.00 1.00 4 Core from 7663' to 7,675', WOB 5/15, RPM 50, SPM 76, SPP 1800, Flow 7,663.0 7,674.0

through MPD on Full Open Choke WHP 60 psi. Core barrel jammed 6 ft
from full run. Breakoff core.

07:00 1.50 2.50 5 Circulate bottoms up prior to tripout with core. . Flow throughMPD WHP 7,674.0 7,674.0
=60 psi. Flow check, No Flow. Pump 50 bbl DryJob 2 ppg over.

08:30 5.50 8.00 6 Trip out from 7674' to 1450'. Pull 5 stands at 10 mps. Flow Check, No Flow. 7,674.0 7,674.0
Continue tripout at 5-7 mps to 6000'. Montior hole on triptank. Continue
tripout at 2-3 mps. Flow check at shoe, No Flow. BOP Trip Drill,Men to
Stations: 85 sec.

14:00 0.50 8.50 6 Pull Rotating Head Rubber. Install Trip Nipple.. Flow Check, No flow. 7,674.0 7,674.0

14:30 1.50 10.00 6 Trip out from 1455' to 105'. Rack Back HWDP and 2 stands of Drill Collars. 7,674.0 7,674.0

16:00 6.00 16.00 4 Break out and Lay down Core tubes with support. Breakout Bit and Core 7,674.0 7,674.0
Barrels.
81 Feet of Core recovered. Process cores with Core Lab.

22:00 0.50 16.50 7 Service rig & top drive 7,674.0 7,674.0

22:30 7.50 24.00 6 Make up Directional BHA, Surface test MWD. Trip in hole to 5200'. Filling 7,674.0 7,674.0
pipe every 20stds.

Mud Check: 7,597.0ftKB, 10/26/2013 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibf/1... Gel (10s) (Ibf... Ge1 (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1..

10/26/2013 7,597.0 16.40 55 24.0 13.000 5.000 6.000 4.0 2
MBT(lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

4.600 3.400 36.0 255,524
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbi) LCM ECD -Manual Entr... T Flowline (°F) Comment

Mud Check: 7,674.0ftKB, 10/26/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Get (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

10/26/2013 7,674.0 16.40 56 24.0 13.000 6.000 7.000 4.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlondes (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

4.700 3.700 38.0 255,524
Mud Lost (Hoje) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

9.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (lb/ft) Grade (in) IDNom Min(in)
7/1/2013 Conductor 103.0
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Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/27/2013
Espk Pr u:r C a-¡ Report #: 29, DFS: 22.19

Well Name: Cane Creek 7-1 Daily Depth Progress:
APl/lJWI Excaliber 1D Well Area Basin Field Name Well Confguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

Target Depth (ftKB) KickOffDate KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,196.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/26/2013 06:00 10/27/2013 06:00 22.19 0.0 0.0
Operations at Report Time
TI H
Operations Summary
Cut 4" Core from 7663' to 77674'. Core Barrel Jammed.Break off core. Circulate bottoms up. Flow check, No Flow. Pump Dry job. Flow through MPD on Full
Open Choke WHP = 60 psi.POOH, lay down Core Barrels &Tools, Coring bit. Recover 81ft. of core, Make up Dir. BHA, Surface test MWD & TlH to 5200'.

9 bbl. loss of obm to hole in last 24hrs.
Operations Next Report Period

Trips
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Tme Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.00 1.00 4 Core from 7663' to 7,675', WOB 5/15, RPM 50, SPM 76, SPP 1800, Flow 7,663.0 7,674.0

through MPD on Full Open Choke WHP 60 psi. Core barrel jammed 6 ft
from full run. Breakoff core.

07:00 1.50 2.50 5 Circulate bottoms up prior to tripout with core. . Flow throughMPD WHP 7,674.0 7,674.0
=60 psi. Flow check, No Flow. Pump 50 bbl DryJob 2 ppg over.

08:30 5.50 8.00 6 Trip out from 7674' to 1450'. Pull 5 stands at 10 mps. Flow Check, No Flow. 7,674.0 7,674.0
Continue tripout at 5-7 mps to 6000'. Montior hole on triptank. Continue
tripout at 2-3 mps. Flow check at shoe, No Flow. BOP Trip Drill,Men to
Stations: 85 sec.

14:00 0.50 8.50 6 Pull Rotating Head Rubber. Install Trip Nipple.. Flow Check, No flow. 7,674.0 7,674.0

14:30 1.50 10.00 6 Trip out from 1455' to 105'. Rack Back HWDP and 2 stands of Drill Collars. 7,674.0 7,674.0

16:00 6.00 16.00 4 Break out and Lay down Core tubes with support. Breakout Bit and Core 7,674.0 7,674.0
Barrels.
81 Feet of Core recovered. Process cores with Core Lab.

22:00 0.50 16.50 7 Service rig & top drive 7,674.0 7,674.0

22:30 7.50 24.00 6 Make up Directional BHA, Surface test MWD. Trip in hole to 5200'. Filling 7,674.0 7,674.0
pipe every 20stds.

Mud Check: 7,597.0ftKB, 10/26/2013 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibf/1... Gel (10s) (Ibf... Ge1 (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1..

10/26/2013 7,597.0 16.40 55 24.0 13.000 5.000 6.000 4.0 2
MBT(lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

4.600 3.400 36.0 255,524
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbi) LCM ECD -Manual Entr... T Flowline (°F) Comment

Mud Check: 7,674.0ftKB, 10/26/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Get (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

10/26/2013 7,674.0 16.40 56 24.0 13.000 6.000 7.000 4.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlondes (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

4.700 3.700 38.0 255,524
Mud Lost (Hoje) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

9.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (lb/ft) Grade (in) IDNom Min(in)
7/1/2013 Conductor 103.0
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Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/27/2013
Espk Pr u:r C a-¡ Report #: 29, DFS: 22.19

Well Name: Cane Creek 7-1 Daily Depth Progress:
APl/lJWI Excaliber 1D Well Area Basin Field Name Well Confguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

Target Depth (ftKB) KickOffDate KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,196.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/26/2013 06:00 10/27/2013 06:00 22.19 0.0 0.0
Operations at Report Time
TI H
Operations Summary
Cut 4" Core from 7663' to 77674'. Core Barrel Jammed.Break off core. Circulate bottoms up. Flow check, No Flow. Pump Dry job. Flow through MPD on Full
Open Choke WHP = 60 psi.POOH, lay down Core Barrels &Tools, Coring bit. Recover 81ft. of core, Make up Dir. BHA, Surface test MWD & TlH to 5200'.

9 bbl. loss of obm to hole in last 24hrs.
Operations Next Report Period

Trips
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Tme Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.00 1.00 4 Core from 7663' to 7,675', WOB 5/15, RPM 50, SPM 76, SPP 1800, Flow 7,663.0 7,674.0

through MPD on Full Open Choke WHP 60 psi. Core barrel jammed 6 ft
from full run. Breakoff core.

07:00 1.50 2.50 5 Circulate bottoms up prior to tripout with core. . Flow throughMPD WHP 7,674.0 7,674.0
=60 psi. Flow check, No Flow. Pump 50 bbl DryJob 2 ppg over.

08:30 5.50 8.00 6 Trip out from 7674' to 1450'. Pull 5 stands at 10 mps. Flow Check, No Flow. 7,674.0 7,674.0
Continue tripout at 5-7 mps to 6000'. Montior hole on triptank. Continue
tripout at 2-3 mps. Flow check at shoe, No Flow. BOP Trip Drill,Men to
Stations: 85 sec.

14:00 0.50 8.50 6 Pull Rotating Head Rubber. Install Trip Nipple.. Flow Check, No flow. 7,674.0 7,674.0

14:30 1.50 10.00 6 Trip out from 1455' to 105'. Rack Back HWDP and 2 stands of Drill Collars. 7,674.0 7,674.0

16:00 6.00 16.00 4 Break out and Lay down Core tubes with support. Breakout Bit and Core 7,674.0 7,674.0
Barrels.
81 Feet of Core recovered. Process cores with Core Lab.

22:00 0.50 16.50 7 Service rig & top drive 7,674.0 7,674.0

22:30 7.50 24.00 6 Make up Directional BHA, Surface test MWD. Trip in hole to 5200'. Filling 7,674.0 7,674.0
pipe every 20stds.

Mud Check: 7,597.0ftKB, 10/26/2013 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibf/1... Gel (10s) (Ibf... Ge1 (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1..

10/26/2013 7,597.0 16.40 55 24.0 13.000 5.000 6.000 4.0 2
MBT(lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

4.600 3.400 36.0 255,524
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbi) LCM ECD -Manual Entr... T Flowline (°F) Comment

Mud Check: 7,674.0ftKB, 10/26/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Get (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

10/26/2013 7,674.0 16.40 56 24.0 13.000 6.000 7.000 4.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlondes (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

4.700 3.700 38.0 255,524
Mud Lost (Hoje) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

9.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (lb/ft) Grade (in) IDNom Min(in)
7/1/2013 Conductor 103.0
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Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/27/2013
Espk Pr u:r C a-¡ Report #: 29, DFS: 22.19

Well Name: Cane Creek 7-1 Daily Depth Progress:
APl/lJWI Excaliber 1D Well Area Basin Field Name Well Confguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

Target Depth (ftKB) KickOffDate KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,196.0
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/26/2013 06:00 10/27/2013 06:00 22.19 0.0 0.0
Operations at Report Time
TI H
Operations Summary
Cut 4" Core from 7663' to 77674'. Core Barrel Jammed.Break off core. Circulate bottoms up. Flow check, No Flow. Pump Dry job. Flow through MPD on Full
Open Choke WHP = 60 psi.POOH, lay down Core Barrels &Tools, Coring bit. Recover 81ft. of core, Make up Dir. BHA, Surface test MWD & TlH to 5200'.

9 bbl. loss of obm to hole in last 24hrs.
Operations Next Report Period

Trips
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Tme Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.00 1.00 4 Core from 7663' to 7,675', WOB 5/15, RPM 50, SPM 76, SPP 1800, Flow 7,663.0 7,674.0

through MPD on Full Open Choke WHP 60 psi. Core barrel jammed 6 ft
from full run. Breakoff core.

07:00 1.50 2.50 5 Circulate bottoms up prior to tripout with core. . Flow throughMPD WHP 7,674.0 7,674.0
=60 psi. Flow check, No Flow. Pump 50 bbl DryJob 2 ppg over.

08:30 5.50 8.00 6 Trip out from 7674' to 1450'. Pull 5 stands at 10 mps. Flow Check, No Flow. 7,674.0 7,674.0
Continue tripout at 5-7 mps to 6000'. Montior hole on triptank. Continue
tripout at 2-3 mps. Flow check at shoe, No Flow. BOP Trip Drill,Men to
Stations: 85 sec.

14:00 0.50 8.50 6 Pull Rotating Head Rubber. Install Trip Nipple.. Flow Check, No flow. 7,674.0 7,674.0

14:30 1.50 10.00 6 Trip out from 1455' to 105'. Rack Back HWDP and 2 stands of Drill Collars. 7,674.0 7,674.0

16:00 6.00 16.00 4 Break out and Lay down Core tubes with support. Breakout Bit and Core 7,674.0 7,674.0
Barrels.
81 Feet of Core recovered. Process cores with Core Lab.

22:00 0.50 16.50 7 Service rig & top drive 7,674.0 7,674.0

22:30 7.50 24.00 6 Make up Directional BHA, Surface test MWD. Trip in hole to 5200'. Filling 7,674.0 7,674.0
pipe every 20stds.

Mud Check: 7,597.0ftKB, 10/26/2013 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibf/1... Gel (10s) (Ibf... Ge1 (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1..

10/26/2013 7,597.0 16.40 55 24.0 13.000 5.000 6.000 4.0 2
MBT(lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

4.600 3.400 36.0 255,524
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbi) LCM ECD -Manual Entr... T Flowline (°F) Comment

Mud Check: 7,674.0ftKB, 10/26/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Get (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

10/26/2013 7,674.0 16.40 56 24.0 13.000 6.000 7.000 4.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlondes (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

4.700 3.700 38.0 255,524
Mud Lost (Hoje) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

9.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (lb/ft) Grade (in) IDNom Min(in)
7/1/2013 Conductor 103.0
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RECEIVED: Nov. 04, 2013

Sundry Number: 44429 API Well Number: 43019500100000Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/28/2013
Report #: 30, DFS: 23.19

Well Name: Cane Creek 7-1 Daily Depth Progress:
APIIUWI E×caliber ID Well Area Basin Field Name Well Conñguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)
13,196.0

Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/27/2013 06:00 10/28/2013 06:00 23.19 0.0 0.0
Operations at Report Time
Logging
Operations Summary
Trip in hole from 5200' to 7575'. Circulate bottoms up throughMPD. Wash and ream from 7575' to 7674', Log with MWD. Drill 8 1/2" Pilot hole from 7674' to
7800'. Cir. B/U, pump slug, POOH, L/D MWD tools, RIU lubricator & Schlumberger, RIH with Run #1, PEX.

Mud Losses past 24 hrs: 66 bbl (17 bbl Solids, 49 bbl Hole)
Operations Next Report Period
Wire Line Logs
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 3.00 3.00 6 Trip in hole from 5200' to 7575'. 15 ft above Core point. 7,674.0 7,674.0
09:00 2.00 5.00 5 Fill pipe and circulate bottoms up throughMPD. Max Flare 30 ft. Max WHP 7,674.0 7,674.0

= 600 psi, complete circulation FOC WHP = 85 psi. Max Gas not available,
Gas Detector offline due to shaker issue.

11:00 0.50 5.50 3 Wash and ream cored section from 7590' to 7674'. Log realtime with 7,674.0 7,674.0
Gamma. Q = 385 gpm.

11:30 2.00 7.50 2 Rotary Drill from 7674' to 7800 ft. Q= 400 gpm, 35-50 pm, WOB 15-25k. 7,674.0 7,800.0
Pump 2 x 15 bbl, 30ppb LCM sweeps.(20 ppb fine Vanguard, 10 ppb
CalCarb). Shoot on bottom Survey.

13:30 1.50 9.00 5 Circulate Bottoms up. BGas: 1100 units. MW: 16.4 ppg. Flow Check, No 7,800.0 7,800.0
Flow. Spot 40 bbl LCMPill,
[20 ppb Vangard Fine, 10 ppb Cal Carb]. Flow throughMPD on FOC.

15:00 11.00 20.00 6 POOH slowly, check flow @shoe, no flow, pull rotating rubber, lay down 7,800.0 7,800.0
jars, lay down MWD tools, BOP drill58sec.

02:00 3.50 23.50 11 Rig up Lubricator & Schlumberger wire line 7,800.0 7,800.0
05:30 0.50 24.00 11 Run in hole with PEX Logs. 7,800.0 7,800.0

Mud Check: 7,800.0ftKB, 10/27/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (ibf... Gel (10m) (Ib... Get (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

10/27/2013 7,800.0 16.50 67 34.0 17.000 9.000 13.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bb1) Solids (%) CaCI (ppm) OilWater Ratio

4.400 3.800 36.5 256,737
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

49.0 17.0 102.0
Mud Check: <depth>ftKB, 10/27/2013 23:45
Date Depth (ftKB) Density (ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

10/27/2013 16.40 72 33.0 16.000 9.000 13.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

4.400 3.800 40.0 256,737
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbi) LCM ECD - Manual Entr... T Flowline (F) Comment

0.0 0.0 . 102.0
Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) 1D(in) Wt/Len (Ibift) Grade (in) lD Nom Min(in)
7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
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Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/28/2013
Report #: 30, DFS: 23.19

Well Name: Cane Creek 7-1 Daily Depth Progress:
APIIUWI E×caliber ID Well Area Basin Field Name Well Conñguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)
13,196.0

Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/27/2013 06:00 10/28/2013 06:00 23.19 0.0 0.0
Operations at Report Time
Logging
Operations Summary
Trip in hole from 5200' to 7575'. Circulate bottoms up throughMPD. Wash and ream from 7575' to 7674', Log with MWD. Drill 8 1/2" Pilot hole from 7674' to
7800'. Cir. B/U, pump slug, POOH, L/D MWD tools, RIU lubricator & Schlumberger, RIH with Run #1, PEX.

Mud Losses past 24 hrs: 66 bbl (17 bbl Solids, 49 bbl Hole)
Operations Next Report Period
Wire Line Logs
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 3.00 3.00 6 Trip in hole from 5200' to 7575'. 15 ft above Core point. 7,674.0 7,674.0
09:00 2.00 5.00 5 Fill pipe and circulate bottoms up throughMPD. Max Flare 30 ft. Max WHP 7,674.0 7,674.0

= 600 psi, complete circulation FOC WHP = 85 psi. Max Gas not available,
Gas Detector offline due to shaker issue.

11:00 0.50 5.50 3 Wash and ream cored section from 7590' to 7674'. Log realtime with 7,674.0 7,674.0
Gamma. Q = 385 gpm.

11:30 2.00 7.50 2 Rotary Drill from 7674' to 7800 ft. Q= 400 gpm, 35-50 pm, WOB 15-25k. 7,674.0 7,800.0
Pump 2 x 15 bbl, 30ppb LCM sweeps.(20 ppb fine Vanguard, 10 ppb
CalCarb). Shoot on bottom Survey.

13:30 1.50 9.00 5 Circulate Bottoms up. BGas: 1100 units. MW: 16.4 ppg. Flow Check, No 7,800.0 7,800.0
Flow. Spot 40 bbl LCMPill,
[20 ppb Vangard Fine, 10 ppb Cal Carb]. Flow throughMPD on FOC.

15:00 11.00 20.00 6 POOH slowly, check flow @shoe, no flow, pull rotating rubber, lay down 7,800.0 7,800.0
jars, lay down MWD tools, BOP drill58sec.

02:00 3.50 23.50 11 Rig up Lubricator & Schlumberger wire line 7,800.0 7,800.0
05:30 0.50 24.00 11 Run in hole with PEX Logs. 7,800.0 7,800.0

Mud Check: 7,800.0ftKB, 10/27/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (ibf... Gel (10m) (Ib... Get (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

10/27/2013 7,800.0 16.50 67 34.0 17.000 9.000 13.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bb1) Solids (%) CaCI (ppm) OilWater Ratio

4.400 3.800 36.5 256,737
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

49.0 17.0 102.0
Mud Check: <depth>ftKB, 10/27/2013 23:45
Date Depth (ftKB) Density (ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...
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MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

4.400 3.800 40.0 256,737
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbi) LCM ECD - Manual Entr... T Flowline (F) Comment

0.0 0.0 . 102.0
Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) 1D(in) Wt/Len (Ibift) Grade (in) lD Nom Min(in)
7/1/2013 Conductor 103.0

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
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Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/28/2013
Report #: 30, DFS: 23.19

Well Name: Cane Creek 7-1 Daily Depth Progress:
APIIUWI E×caliber ID Well Area Basin Field Name Well Conñguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)
13,196.0

Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/27/2013 06:00 10/28/2013 06:00 23.19 0.0 0.0
Operations at Report Time
Logging
Operations Summary
Trip in hole from 5200' to 7575'. Circulate bottoms up throughMPD. Wash and ream from 7575' to 7674', Log with MWD. Drill 8 1/2" Pilot hole from 7674' to
7800'. Cir. B/U, pump slug, POOH, L/D MWD tools, RIU lubricator & Schlumberger, RIH with Run #1, PEX.

Mud Losses past 24 hrs: 66 bbl (17 bbl Solids, 49 bbl Hole)
Operations Next Report Period
Wire Line Logs
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 3.00 3.00 6 Trip in hole from 5200' to 7575'. 15 ft above Core point. 7,674.0 7,674.0
09:00 2.00 5.00 5 Fill pipe and circulate bottoms up throughMPD. Max Flare 30 ft. Max WHP 7,674.0 7,674.0

= 600 psi, complete circulation FOC WHP = 85 psi. Max Gas not available,
Gas Detector offline due to shaker issue.

11:00 0.50 5.50 3 Wash and ream cored section from 7590' to 7674'. Log realtime with 7,674.0 7,674.0
Gamma. Q = 385 gpm.

11:30 2.00 7.50 2 Rotary Drill from 7674' to 7800 ft. Q= 400 gpm, 35-50 pm, WOB 15-25k. 7,674.0 7,800.0
Pump 2 x 15 bbl, 30ppb LCM sweeps.(20 ppb fine Vanguard, 10 ppb
CalCarb). Shoot on bottom Survey.

13:30 1.50 9.00 5 Circulate Bottoms up. BGas: 1100 units. MW: 16.4 ppg. Flow Check, No 7,800.0 7,800.0
Flow. Spot 40 bbl LCMPill,
[20 ppb Vangard Fine, 10 ppb Cal Carb]. Flow throughMPD on FOC.

15:00 11.00 20.00 6 POOH slowly, check flow @shoe, no flow, pull rotating rubber, lay down 7,800.0 7,800.0
jars, lay down MWD tools, BOP drill58sec.

02:00 3.50 23.50 11 Rig up Lubricator & Schlumberger wire line 7,800.0 7,800.0
05:30 0.50 24.00 11 Run in hole with PEX Logs. 7,800.0 7,800.0

Mud Check: 7,800.0ftKB, 10/27/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (ibf... Gel (10m) (Ib... Get (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

10/27/2013 7,800.0 16.50 67 34.0 17.000 9.000 13.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bb1) Solids (%) CaCI (ppm) OilWater Ratio

4.400 3.800 36.5 256,737
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

49.0 17.0 102.0
Mud Check: <depth>ftKB, 10/27/2013 23:45
Date Depth (ftKB) Density (ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

10/27/2013 16.40 72 33.0 16.000 9.000 13.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

4.400 3.800 40.0 256,737
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbi) LCM ECD - Manual Entr... T Flowline (F) Comment

0.0 0.0 . 102.0
Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) 1D(in) Wt/Len (Ibift) Grade (in) lD Nom Min(in)
7/1/2013 Conductor 103.0

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

Page 1/2 Report Printed:

Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/28/2013
Report #: 30, DFS: 23.19

Well Name: Cane Creek 7-1 Daily Depth Progress:
APIIUWI E×caliber ID Well Area Basin Field Name Well Conñguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)
13,196.0

Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/27/2013 06:00 10/28/2013 06:00 23.19 0.0 0.0
Operations at Report Time
Logging
Operations Summary
Trip in hole from 5200' to 7575'. Circulate bottoms up throughMPD. Wash and ream from 7575' to 7674', Log with MWD. Drill 8 1/2" Pilot hole from 7674' to
7800'. Cir. B/U, pump slug, POOH, L/D MWD tools, RIU lubricator & Schlumberger, RIH with Run #1, PEX.

Mud Losses past 24 hrs: 66 bbl (17 bbl Solids, 49 bbl Hole)
Operations Next Report Period
Wire Line Logs
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 3.00 3.00 6 Trip in hole from 5200' to 7575'. 15 ft above Core point. 7,674.0 7,674.0
09:00 2.00 5.00 5 Fill pipe and circulate bottoms up throughMPD. Max Flare 30 ft. Max WHP 7,674.0 7,674.0

= 600 psi, complete circulation FOC WHP = 85 psi. Max Gas not available,
Gas Detector offline due to shaker issue.

11:00 0.50 5.50 3 Wash and ream cored section from 7590' to 7674'. Log realtime with 7,674.0 7,674.0
Gamma. Q = 385 gpm.

11:30 2.00 7.50 2 Rotary Drill from 7674' to 7800 ft. Q= 400 gpm, 35-50 pm, WOB 15-25k. 7,674.0 7,800.0
Pump 2 x 15 bbl, 30ppb LCM sweeps.(20 ppb fine Vanguard, 10 ppb
CalCarb). Shoot on bottom Survey.

13:30 1.50 9.00 5 Circulate Bottoms up. BGas: 1100 units. MW: 16.4 ppg. Flow Check, No 7,800.0 7,800.0
Flow. Spot 40 bbl LCMPill,
[20 ppb Vangard Fine, 10 ppb Cal Carb]. Flow throughMPD on FOC.

15:00 11.00 20.00 6 POOH slowly, check flow @shoe, no flow, pull rotating rubber, lay down 7,800.0 7,800.0
jars, lay down MWD tools, BOP drill58sec.

02:00 3.50 23.50 11 Rig up Lubricator & Schlumberger wire line 7,800.0 7,800.0
05:30 0.50 24.00 11 Run in hole with PEX Logs. 7,800.0 7,800.0

Mud Check: 7,800.0ftKB, 10/27/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (ibf... Gel (10m) (Ib... Get (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

10/27/2013 7,800.0 16.50 67 34.0 17.000 9.000 13.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bb1) Solids (%) CaCI (ppm) OilWater Ratio

4.400 3.800 36.5 256,737
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

49.0 17.0 102.0
Mud Check: <depth>ftKB, 10/27/2013 23:45
Date Depth (ftKB) Density (ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

10/27/2013 16.40 72 33.0 16.000 9.000 13.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

4.400 3.800 40.0 256,737
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbi) LCM ECD - Manual Entr... T Flowline (F) Comment

0.0 0.0 . 102.0
Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) 1D(in) Wt/Len (Ibift) Grade (in) lD Nom Min(in)
7/1/2013 Conductor 103.0

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

Page 1/2 Report Printed:

Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/28/2013
Report #: 30, DFS: 23.19

Well Name: Cane Creek 7-1 Daily Depth Progress:
APIIUWI E×caliber ID Well Area Basin Field Name Well Conñguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)
13,196.0

Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/27/2013 06:00 10/28/2013 06:00 23.19 0.0 0.0
Operations at Report Time
Logging
Operations Summary
Trip in hole from 5200' to 7575'. Circulate bottoms up throughMPD. Wash and ream from 7575' to 7674', Log with MWD. Drill 8 1/2" Pilot hole from 7674' to
7800'. Cir. B/U, pump slug, POOH, L/D MWD tools, RIU lubricator & Schlumberger, RIH with Run #1, PEX.

Mud Losses past 24 hrs: 66 bbl (17 bbl Solids, 49 bbl Hole)
Operations Next Report Period
Wire Line Logs
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 3.00 3.00 6 Trip in hole from 5200' to 7575'. 15 ft above Core point. 7,674.0 7,674.0
09:00 2.00 5.00 5 Fill pipe and circulate bottoms up throughMPD. Max Flare 30 ft. Max WHP 7,674.0 7,674.0

= 600 psi, complete circulation FOC WHP = 85 psi. Max Gas not available,
Gas Detector offline due to shaker issue.

11:00 0.50 5.50 3 Wash and ream cored section from 7590' to 7674'. Log realtime with 7,674.0 7,674.0
Gamma. Q = 385 gpm.

11:30 2.00 7.50 2 Rotary Drill from 7674' to 7800 ft. Q= 400 gpm, 35-50 pm, WOB 15-25k. 7,674.0 7,800.0
Pump 2 x 15 bbl, 30ppb LCM sweeps.(20 ppb fine Vanguard, 10 ppb
CalCarb). Shoot on bottom Survey.

13:30 1.50 9.00 5 Circulate Bottoms up. BGas: 1100 units. MW: 16.4 ppg. Flow Check, No 7,800.0 7,800.0
Flow. Spot 40 bbl LCMPill,
[20 ppb Vangard Fine, 10 ppb Cal Carb]. Flow throughMPD on FOC.

15:00 11.00 20.00 6 POOH slowly, check flow @shoe, no flow, pull rotating rubber, lay down 7,800.0 7,800.0
jars, lay down MWD tools, BOP drill58sec.

02:00 3.50 23.50 11 Rig up Lubricator & Schlumberger wire line 7,800.0 7,800.0
05:30 0.50 24.00 11 Run in hole with PEX Logs. 7,800.0 7,800.0

Mud Check: 7,800.0ftKB, 10/27/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (ibf... Gel (10m) (Ib... Get (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

10/27/2013 7,800.0 16.50 67 34.0 17.000 9.000 13.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bb1) Solids (%) CaCI (ppm) OilWater Ratio

4.400 3.800 36.5 256,737
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

49.0 17.0 102.0
Mud Check: <depth>ftKB, 10/27/2013 23:45
Date Depth (ftKB) Density (ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

10/27/2013 16.40 72 33.0 16.000 9.000 13.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

4.400 3.800 40.0 256,737
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbi) LCM ECD - Manual Entr... T Flowline (F) Comment

0.0 0.0 . 102.0
Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) 1D(in) Wt/Len (Ibift) Grade (in) lD Nom Min(in)
7/1/2013 Conductor 103.0

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

Page 1/2 Report Printed:



RECEIVED: Nov. 04, 2013

Sundry Number: 44429 API Well Number: 43019500100000Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/29/2013
Expk u i "" Report #: 31, DFS: 24.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Tota! Job Percent Sliding (%)

16.50 0.50 39.7 68.4 9.3 51.52 48.48
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/28/2013 06:00 10/29/2013 06:00 24.19 7,800.0 7,800.0 0.00
Operations at Report Time
Fill pipe at 7775 ft.
Operations Summary
Wireline Log Pilot Hole with Schlumberger. Run #1 - PEX, Run #2 - Litho Scanner. Rig down wireline equipment. Wiper Trip.

No mud losses in last 24hrs.
Operations Next Report Period
Trips
Weather Wellbore
Rain Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 3.00 3.00 11 Log Pilot Hole Run #1. PEX. Monitor hole on triptank. Hole Static. 7,800.0 7,800.0
09:00 12.00 15.00 11 Log Pilot Hole Run #2. CMR-LithoScanner-HNGS, TD to Casing shoe at 7,800.0 7,800.0

4300 ft. Run 400 fph TD to 7500', 600 fph 7500' to shoe. SWL Engineer
informed WSL there was a problem with Litho Scanner tool repeating at
20:00. Pull tools out of hole.

21:00 2.00 17.00 11 Rig down wireline tools and Lubricator. Monitor hole on triptank. 6 bbl gain 7,800.0 7,800.0
in 12 hrs.

23:00 1.00 18.00 6 Makeup Bit and Bit Sub on HWDP. Trip in hole. Fillevery 2000 ft. 7,800.0 7,800.0
00:00 1.00 19.00 22 Pull tripnipple and change out rotating head rubber. 7,800.0 7,800.0
01:00 5.00 24.00 6 Trip in hole to 7775 ft. Fill pipe every 2000ft. 7,800.0 7,800.0

Mud Check: 7,800.0ftKB, 10/28/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1.,

10/28/2013 7,800.0 16.60 78 33.0 16.000 9.000 13.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCi (ppm) OilWater Ratio

4.400 92,730.000 36.5 263,414
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

0.0 0.0
Mud Check: 3,440.0ftKB, 10/28/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1..

10/28/2013 3,440.0 16.60 78 33.0 16.000 9.000 13.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

5.200 31,707.000 37.0 294,606
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

0.0 0.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,800.0 7,800.0 10/28/2013 22:00 10/29/2013 06:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

Page 1/1 Report Printed:

Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/29/2013
Expk u i "" Report #: 31, DFS: 24.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Tota! Job Percent Sliding (%)

16.50 0.50 39.7 68.4 9.3 51.52 48.48
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/28/2013 06:00 10/29/2013 06:00 24.19 7,800.0 7,800.0 0.00
Operations at Report Time
Fill pipe at 7775 ft.
Operations Summary
Wireline Log Pilot Hole with Schlumberger. Run #1 - PEX, Run #2 - Litho Scanner. Rig down wireline equipment. Wiper Trip.

No mud losses in last 24hrs.
Operations Next Report Period
Trips
Weather Wellbore
Rain Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 3.00 3.00 11 Log Pilot Hole Run #1. PEX. Monitor hole on triptank. Hole Static. 7,800.0 7,800.0

09:00 12.00 15.00 11 Log Pilot Hole Run #2. CMR-LithoScanner-HNGS, TD to Casing shoe at 7,800.0 7,800.0
4300 ft. Run 400 fph TD to 7500', 600 fph 7500' to shoe. SWL Engineer
informed WSL there was a problem with Litho Scanner tool repeating at
20:00. Pull tools out of hole.

21:00 2.00 17.00 11 Rig down wireline tools and Lubricator. Monitor hole on triptank. 6 bbl gain 7,800.0 7,800.0
in 12 hrs.

23:00 1.00 18.00 6 Makeup Bit and Bit Sub on HWDP. Trip in hole. Fillevery 2000 ft. 7,800.0 7,800.0
00:00 1.00 19.00 22 Pull tripnipple and change out rotating head rubber. 7,800.0 7,800.0

01:00 5.00 24.00 6 Trip in hole to 7775 ft. Fill pipe every 2000ft. 7,800.0 7,800.0

Mud Check: 7,800.0ftKB, 10/28/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1.,

10/28/2013 7,800.0 16.60 78 33.0 16.000 9.000 13.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCi (ppm) OilWater Ratio

4.400 92,730.000 36.5 263,414
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

0.0 0.0
Mud Check: 3,440.0ftKB, 10/28/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1..

10/28/2013 3,440.0 16.60 78 33.0 16.000 9.000 13.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

5.200 31,707.000 37.0 294,606
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

0.0 0.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,800.0 7,800.0 10/28/2013 22:00 10/29/2013 06:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

7/1/2013 Conductor 103.0

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

Page 1/1 Report Printed:

Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/29/2013
Expk u i "" Report #: 31, DFS: 24.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Tota! Job Percent Sliding (%)

16.50 0.50 39.7 68.4 9.3 51.52 48.48
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/28/2013 06:00 10/29/2013 06:00 24.19 7,800.0 7,800.0 0.00
Operations at Report Time
Fill pipe at 7775 ft.
Operations Summary
Wireline Log Pilot Hole with Schlumberger. Run #1 - PEX, Run #2 - Litho Scanner. Rig down wireline equipment. Wiper Trip.

No mud losses in last 24hrs.
Operations Next Report Period
Trips
Weather Wellbore
Rain Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 3.00 3.00 11 Log Pilot Hole Run #1. PEX. Monitor hole on triptank. Hole Static. 7,800.0 7,800.0

09:00 12.00 15.00 11 Log Pilot Hole Run #2. CMR-LithoScanner-HNGS, TD to Casing shoe at 7,800.0 7,800.0
4300 ft. Run 400 fph TD to 7500', 600 fph 7500' to shoe. SWL Engineer
informed WSL there was a problem with Litho Scanner tool repeating at
20:00. Pull tools out of hole.

21:00 2.00 17.00 11 Rig down wireline tools and Lubricator. Monitor hole on triptank. 6 bbl gain 7,800.0 7,800.0
in 12 hrs.

23:00 1.00 18.00 6 Makeup Bit and Bit Sub on HWDP. Trip in hole. Fillevery 2000 ft. 7,800.0 7,800.0
00:00 1.00 19.00 22 Pull tripnipple and change out rotating head rubber. 7,800.0 7,800.0

01:00 5.00 24.00 6 Trip in hole to 7775 ft. Fill pipe every 2000ft. 7,800.0 7,800.0

Mud Check: 7,800.0ftKB, 10/28/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1.,

10/28/2013 7,800.0 16.60 78 33.0 16.000 9.000 13.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCi (ppm) OilWater Ratio

4.400 92,730.000 36.5 263,414
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

0.0 0.0
Mud Check: 3,440.0ftKB, 10/28/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1..

10/28/2013 3,440.0 16.60 78 33.0 16.000 9.000 13.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

5.200 31,707.000 37.0 294,606
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

0.0 0.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,800.0 7,800.0 10/28/2013 22:00 10/29/2013 06:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

7/1/2013 Conductor 103.0

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

Page 1/1 Report Printed:

Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/29/2013
Expk u i "" Report #: 31, DFS: 24.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Tota! Job Percent Sliding (%)

16.50 0.50 39.7 68.4 9.3 51.52 48.48
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/28/2013 06:00 10/29/2013 06:00 24.19 7,800.0 7,800.0 0.00
Operations at Report Time
Fill pipe at 7775 ft.
Operations Summary
Wireline Log Pilot Hole with Schlumberger. Run #1 - PEX, Run #2 - Litho Scanner. Rig down wireline equipment. Wiper Trip.

No mud losses in last 24hrs.
Operations Next Report Period
Trips
Weather Wellbore
Rain Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 3.00 3.00 11 Log Pilot Hole Run #1. PEX. Monitor hole on triptank. Hole Static. 7,800.0 7,800.0

09:00 12.00 15.00 11 Log Pilot Hole Run #2. CMR-LithoScanner-HNGS, TD to Casing shoe at 7,800.0 7,800.0
4300 ft. Run 400 fph TD to 7500', 600 fph 7500' to shoe. SWL Engineer
informed WSL there was a problem with Litho Scanner tool repeating at
20:00. Pull tools out of hole.

21:00 2.00 17.00 11 Rig down wireline tools and Lubricator. Monitor hole on triptank. 6 bbl gain 7,800.0 7,800.0
in 12 hrs.

23:00 1.00 18.00 6 Makeup Bit and Bit Sub on HWDP. Trip in hole. Fillevery 2000 ft. 7,800.0 7,800.0
00:00 1.00 19.00 22 Pull tripnipple and change out rotating head rubber. 7,800.0 7,800.0

01:00 5.00 24.00 6 Trip in hole to 7775 ft. Fill pipe every 2000ft. 7,800.0 7,800.0

Mud Check: 7,800.0ftKB, 10/28/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1.,

10/28/2013 7,800.0 16.60 78 33.0 16.000 9.000 13.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCi (ppm) OilWater Ratio

4.400 92,730.000 36.5 263,414
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

0.0 0.0
Mud Check: 3,440.0ftKB, 10/28/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1..

10/28/2013 3,440.0 16.60 78 33.0 16.000 9.000 13.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

5.200 31,707.000 37.0 294,606
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

0.0 0.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,800.0 7,800.0 10/28/2013 22:00 10/29/2013 06:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

7/1/2013 Conductor 103.0

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

Page 1/1 Report Printed:

Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/29/2013
Expk u i "" Report #: 31, DFS: 24.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Tota! Job Percent Sliding (%)

16.50 0.50 39.7 68.4 9.3 51.52 48.48
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/28/2013 06:00 10/29/2013 06:00 24.19 7,800.0 7,800.0 0.00
Operations at Report Time
Fill pipe at 7775 ft.
Operations Summary
Wireline Log Pilot Hole with Schlumberger. Run #1 - PEX, Run #2 - Litho Scanner. Rig down wireline equipment. Wiper Trip.

No mud losses in last 24hrs.
Operations Next Report Period
Trips
Weather Wellbore
Rain Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 3.00 3.00 11 Log Pilot Hole Run #1. PEX. Monitor hole on triptank. Hole Static. 7,800.0 7,800.0

09:00 12.00 15.00 11 Log Pilot Hole Run #2. CMR-LithoScanner-HNGS, TD to Casing shoe at 7,800.0 7,800.0
4300 ft. Run 400 fph TD to 7500', 600 fph 7500' to shoe. SWL Engineer
informed WSL there was a problem with Litho Scanner tool repeating at
20:00. Pull tools out of hole.

21:00 2.00 17.00 11 Rig down wireline tools and Lubricator. Monitor hole on triptank. 6 bbl gain 7,800.0 7,800.0
in 12 hrs.

23:00 1.00 18.00 6 Makeup Bit and Bit Sub on HWDP. Trip in hole. Fillevery 2000 ft. 7,800.0 7,800.0
00:00 1.00 19.00 22 Pull tripnipple and change out rotating head rubber. 7,800.0 7,800.0

01:00 5.00 24.00 6 Trip in hole to 7775 ft. Fill pipe every 2000ft. 7,800.0 7,800.0

Mud Check: 7,800.0ftKB, 10/28/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1.,

10/28/2013 7,800.0 16.60 78 33.0 16.000 9.000 13.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCi (ppm) OilWater Ratio

4.400 92,730.000 36.5 263,414
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

0.0 0.0
Mud Check: 3,440.0ftKB, 10/28/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1..

10/28/2013 3,440.0 16.60 78 33.0 16.000 9.000 13.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

5.200 31,707.000 37.0 294,606
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

0.0 0.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,800.0 7,800.0 10/28/2013 22:00 10/29/2013 06:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

7/1/2013 Conductor 103.0

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

Page 1/1 Report Printed:



RECEIVED: Nov. 04, 2013

Sundry Number: 44429 API Well Number: 43019500100000Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/30/2013
Report #: 32, DFS: 25.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
API/UWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

16.50 0.50 39.7 68.4 9.3 51.52 48.48
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/29/2013 06:00 10/30/2013 06:00 25.19 7,800.0 7,800.0 0.00
Operations at Report Time
logging
Operations Summary
Circulate Bottoms Up. Raise weight to 16.6 ppg. Flow check. Trip out to complete logs. Rig up and log with SWL , Run 3 change tools, run 4., monitor well on trip
tank

4bbl. mud loss in last 24hrs.
Operations Next Report Period

Trips
Weather Wellbore
Snow Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (970) 986-4401
Delbert Sullivan Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 2.50 2.50 5 Fill pipe and Circulate bottoms up. Flow through MPD. Max WHP = 302 7,800.0 7,800.0

psi, Max Gas 2690, Max Flare 30 ft. Raise Mud Weight to 16.6 ppg. Flow
Check, No Flow.

08:30 1.00 3.50 5 Spot 40 bbl - 30 ppb LCM Pill [20 ppb Vangard, 10 Cal Carb]. Pump 50 bbi 7,800.0 7,800.0
Dry Job. Flow throughMPD on Full Open Choke, WHD 75 psi.

09:30 7.50 11.00 6 Trip out to complete wire line Logs. Pull 5 stands at 7 mps. Flow Check, No 7,800.0 7,800.0
Flow. Monitor hole fillon Trip Tank. Vary Trip speed according to hole fill.
Flow Check at shoe(4300 ft). No Flow.

17:00 0.50 11.50 22 Clean oil base mud from rig floor 7,800.0 7,800.0
17:30 2.00 13.50 11 Rig up lubricator &wire line logging tools 7,800.0 7,800.0
19:30 7.50 21.00 11 Run #3, OBIM-Sonic Scanner-GR 7,800.0 7,800.0
03:00 2.00 23.00 11 Change tools 7,800.0 7,800.0

05:00 1.00 24.00 11 Run #4 USI-GR 7,800.0 7,800.0

Mud Check: 7,800.0ftKB, 10/29/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

10/29/2013 7,800.0 16.60 75 31.0 15.000 9.000 12.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

5.000 3.800 37.0 263,310
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

Mud Check: 0.0ftKB, 10/29/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

10/29/2013 0.0 16.60 77 31.0 15.000 9.000 12.000 4.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

5.100 3.800 37.0 263,310
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bb1) LCM ECD -Manual Entr... T Flowline (°F) Comment

4.0
Daily Drilling Performance
Depth in (ftKB) Depth Out (ft .. Drilled (ft) Date In Date Out DnllTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,800.0 7,800.0 10/28/2013 22:00 10/29/2013 06:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (lb/ft) Grade (in) ID Nom Min(in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

Page 1/1 Report Printed:

Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/30/2013
Report #: 32, DFS: 25.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
API/UWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

16.50 0.50 39.7 68.4 9.3 51.52 48.48
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/29/2013 06:00 10/30/2013 06:00 25.19 7,800.0 7,800.0 0.00
Operations at Report Time
logging
Operations Summary
Circulate Bottoms Up. Raise weight to 16.6 ppg. Flow check. Trip out to complete logs. Rig up and log with SWL , Run 3 change tools, run 4., monitor well on trip
tank

4bbl. mud loss in last 24hrs.
Operations Next Report Period

Trips
Weather Wellbore
Snow Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (970) 986-4401

Delbert Sullivan Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 2.50 2.50 5 Fill pipe and Circulate bottoms up. Flow through MPD. Max WHP = 302 7,800.0 7,800.0

psi, Max Gas 2690, Max Flare 30 ft. Raise Mud Weight to 16.6 ppg. Flow
Check, No Flow.

08:30 1.00 3.50 5 Spot 40 bbl - 30 ppb LCM Pill [20 ppb Vangard, 10 Cal Carb]. Pump 50 bbi 7,800.0 7,800.0
Dry Job. Flow throughMPD on Full Open Choke, WHD 75 psi.

09:30 7.50 11.00 6 Trip out to complete wire line Logs. Pull 5 stands at 7 mps. Flow Check, No 7,800.0 7,800.0
Flow. Monitor hole fillon Trip Tank. Vary Trip speed according to hole fill.
Flow Check at shoe(4300 ft). No Flow.

17:00 0.50 11.50 22 Clean oil base mud from rig floor 7,800.0 7,800.0

17:30 2.00 13.50 11 Rig up lubricator &wire line logging tools 7,800.0 7,800.0

19:30 7.50 21.00 11 Run #3, OBIM-Sonic Scanner-GR 7,800.0 7,800.0

03:00 2.00 23.00 11 Change tools 7,800.0 7,800.0

05:00 1.00 24.00 11 Run #4 USI-GR 7,800.0 7,800.0

Mud Check: 7,800.0ftKB, 10/29/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

10/29/2013 7,800.0 16.60 75 31.0 15.000 9.000 12.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

5.000 3.800 37.0 263,310
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

Mud Check: 0.0ftKB, 10/29/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

10/29/2013 0.0 16.60 77 31.0 15.000 9.000 12.000 4.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

5.100 3.800 37.0 263,310
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bb1) LCM ECD -Manual Entr... T Flowline (°F) Comment

4.0
Daily Drilling Performance
Depth in (ftKB) Depth Out (ft .. Drilled (ft) Date In Date Out DnllTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,800.0 7,800.0 10/28/2013 22:00 10/29/2013 06:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (lb/ft) Grade (in) ID Nom Min(in)

7/1/2013 Conductor 103.0

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

Page 1/1 Report Printed:

Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/30/2013
Report #: 32, DFS: 25.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
API/UWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

16.50 0.50 39.7 68.4 9.3 51.52 48.48
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/29/2013 06:00 10/30/2013 06:00 25.19 7,800.0 7,800.0 0.00
Operations at Report Time
logging
Operations Summary
Circulate Bottoms Up. Raise weight to 16.6 ppg. Flow check. Trip out to complete logs. Rig up and log with SWL , Run 3 change tools, run 4., monitor well on trip
tank

4bbl. mud loss in last 24hrs.
Operations Next Report Period

Trips
Weather Wellbore
Snow Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (970) 986-4401

Delbert Sullivan Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 2.50 2.50 5 Fill pipe and Circulate bottoms up. Flow through MPD. Max WHP = 302 7,800.0 7,800.0

psi, Max Gas 2690, Max Flare 30 ft. Raise Mud Weight to 16.6 ppg. Flow
Check, No Flow.

08:30 1.00 3.50 5 Spot 40 bbl - 30 ppb LCM Pill [20 ppb Vangard, 10 Cal Carb]. Pump 50 bbi 7,800.0 7,800.0
Dry Job. Flow throughMPD on Full Open Choke, WHD 75 psi.

09:30 7.50 11.00 6 Trip out to complete wire line Logs. Pull 5 stands at 7 mps. Flow Check, No 7,800.0 7,800.0
Flow. Monitor hole fillon Trip Tank. Vary Trip speed according to hole fill.
Flow Check at shoe(4300 ft). No Flow.

17:00 0.50 11.50 22 Clean oil base mud from rig floor 7,800.0 7,800.0

17:30 2.00 13.50 11 Rig up lubricator &wire line logging tools 7,800.0 7,800.0

19:30 7.50 21.00 11 Run #3, OBIM-Sonic Scanner-GR 7,800.0 7,800.0

03:00 2.00 23.00 11 Change tools 7,800.0 7,800.0

05:00 1.00 24.00 11 Run #4 USI-GR 7,800.0 7,800.0

Mud Check: 7,800.0ftKB, 10/29/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

10/29/2013 7,800.0 16.60 75 31.0 15.000 9.000 12.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

5.000 3.800 37.0 263,310
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

Mud Check: 0.0ftKB, 10/29/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

10/29/2013 0.0 16.60 77 31.0 15.000 9.000 12.000 4.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

5.100 3.800 37.0 263,310
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bb1) LCM ECD -Manual Entr... T Flowline (°F) Comment

4.0
Daily Drilling Performance
Depth in (ftKB) Depth Out (ft .. Drilled (ft) Date In Date Out DnllTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,800.0 7,800.0 10/28/2013 22:00 10/29/2013 06:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (lb/ft) Grade (in) ID Nom Min(in)

7/1/2013 Conductor 103.0

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

Page 1/1 Report Printed:

Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/30/2013
Report #: 32, DFS: 25.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
API/UWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

16.50 0.50 39.7 68.4 9.3 51.52 48.48
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/29/2013 06:00 10/30/2013 06:00 25.19 7,800.0 7,800.0 0.00
Operations at Report Time
logging
Operations Summary
Circulate Bottoms Up. Raise weight to 16.6 ppg. Flow check. Trip out to complete logs. Rig up and log with SWL , Run 3 change tools, run 4., monitor well on trip
tank

4bbl. mud loss in last 24hrs.
Operations Next Report Period

Trips
Weather Wellbore
Snow Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (970) 986-4401

Delbert Sullivan Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 2.50 2.50 5 Fill pipe and Circulate bottoms up. Flow through MPD. Max WHP = 302 7,800.0 7,800.0

psi, Max Gas 2690, Max Flare 30 ft. Raise Mud Weight to 16.6 ppg. Flow
Check, No Flow.

08:30 1.00 3.50 5 Spot 40 bbl - 30 ppb LCM Pill [20 ppb Vangard, 10 Cal Carb]. Pump 50 bbi 7,800.0 7,800.0
Dry Job. Flow throughMPD on Full Open Choke, WHD 75 psi.

09:30 7.50 11.00 6 Trip out to complete wire line Logs. Pull 5 stands at 7 mps. Flow Check, No 7,800.0 7,800.0
Flow. Monitor hole fillon Trip Tank. Vary Trip speed according to hole fill.
Flow Check at shoe(4300 ft). No Flow.

17:00 0.50 11.50 22 Clean oil base mud from rig floor 7,800.0 7,800.0

17:30 2.00 13.50 11 Rig up lubricator &wire line logging tools 7,800.0 7,800.0

19:30 7.50 21.00 11 Run #3, OBIM-Sonic Scanner-GR 7,800.0 7,800.0

03:00 2.00 23.00 11 Change tools 7,800.0 7,800.0

05:00 1.00 24.00 11 Run #4 USI-GR 7,800.0 7,800.0

Mud Check: 7,800.0ftKB, 10/29/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

10/29/2013 7,800.0 16.60 75 31.0 15.000 9.000 12.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

5.000 3.800 37.0 263,310
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

Mud Check: 0.0ftKB, 10/29/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

10/29/2013 0.0 16.60 77 31.0 15.000 9.000 12.000 4.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

5.100 3.800 37.0 263,310
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bb1) LCM ECD -Manual Entr... T Flowline (°F) Comment

4.0
Daily Drilling Performance
Depth in (ftKB) Depth Out (ft .. Drilled (ft) Date In Date Out DnllTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,800.0 7,800.0 10/28/2013 22:00 10/29/2013 06:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (lb/ft) Grade (in) ID Nom Min(in)

7/1/2013 Conductor 103.0

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

Page 1/1 Report Printed:

Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/30/2013
Report #: 32, DFS: 25.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
API/UWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

16.50 0.50 39.7 68.4 9.3 51.52 48.48
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/29/2013 06:00 10/30/2013 06:00 25.19 7,800.0 7,800.0 0.00
Operations at Report Time
logging
Operations Summary
Circulate Bottoms Up. Raise weight to 16.6 ppg. Flow check. Trip out to complete logs. Rig up and log with SWL , Run 3 change tools, run 4., monitor well on trip
tank

4bbl. mud loss in last 24hrs.
Operations Next Report Period

Trips
Weather Wellbore
Snow Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (970) 986-4401

Delbert Sullivan Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 2.50 2.50 5 Fill pipe and Circulate bottoms up. Flow through MPD. Max WHP = 302 7,800.0 7,800.0

psi, Max Gas 2690, Max Flare 30 ft. Raise Mud Weight to 16.6 ppg. Flow
Check, No Flow.

08:30 1.00 3.50 5 Spot 40 bbl - 30 ppb LCM Pill [20 ppb Vangard, 10 Cal Carb]. Pump 50 bbi 7,800.0 7,800.0
Dry Job. Flow throughMPD on Full Open Choke, WHD 75 psi.

09:30 7.50 11.00 6 Trip out to complete wire line Logs. Pull 5 stands at 7 mps. Flow Check, No 7,800.0 7,800.0
Flow. Monitor hole fillon Trip Tank. Vary Trip speed according to hole fill.
Flow Check at shoe(4300 ft). No Flow.

17:00 0.50 11.50 22 Clean oil base mud from rig floor 7,800.0 7,800.0

17:30 2.00 13.50 11 Rig up lubricator &wire line logging tools 7,800.0 7,800.0

19:30 7.50 21.00 11 Run #3, OBIM-Sonic Scanner-GR 7,800.0 7,800.0

03:00 2.00 23.00 11 Change tools 7,800.0 7,800.0

05:00 1.00 24.00 11 Run #4 USI-GR 7,800.0 7,800.0

Mud Check: 7,800.0ftKB, 10/29/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

10/29/2013 7,800.0 16.60 75 31.0 15.000 9.000 12.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

5.000 3.800 37.0 263,310
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

Mud Check: 0.0ftKB, 10/29/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

10/29/2013 0.0 16.60 77 31.0 15.000 9.000 12.000 4.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

5.100 3.800 37.0 263,310
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bb1) LCM ECD -Manual Entr... T Flowline (°F) Comment

4.0
Daily Drilling Performance
Depth in (ftKB) Depth Out (ft .. Drilled (ft) Date In Date Out DnllTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,800.0 7,800.0 10/28/2013 22:00 10/29/2013 06:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (lb/ft) Grade (in) ID Nom Min(in)

7/1/2013 Conductor 103.0

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

Page 1/1 Report Printed:



RECEIVED: Nov. 04, 2013

Sundry Number: 44429 API Well Number: 43019500100000Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/31/2013
Report #: 33, DFS: 26.19

Weil Name: Cane Creek 7-1 Daily Depth Progress: 0.00
API/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

16.50 0.50 39.7 68.4 9.3 51.52 48.48
Target Depth (ftKB) KickOff Date Kick Off Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/30/2013 06:00 10/31/2013 06:00 26.19 7,800.0 7,800.0 0.00
Operations at Report Time
Cir.
Operations Summary
logging run #4, rig down schlumberger, pick up tubing,TlH, cir. out gas, rig up Halb. test lines, mix & pump cement kick off plug, POOH 25stds, reverse out, got
back 16bbis. of spacer, no cement.

no mud loss in last 24hrs.
Operations Next Report Period
Trips
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 4.50 4.50 11 Log well run #4 7,800.0 7,800.0
10:30 1.50 6.00 11 Rig down schlumberger wire line 7,800.0 7,800.0
12:00 1.00 7.00 6 rig up tubinghandling equip. 7,800.0 7,800.0
13:00 3.00 10.00 6 Pick up 2 7/8" tubing&run in hole 7,800.0 7,800.0
16:00 5.00 15.00 6 TlH with 4 1/2" drill pipe to 7800ft. 7,800.0 7,800.0
21:00 2.50 17.50 5 Cir gas out of well, mud cut to 16.1ppg, max gas 6367 units on pason 7,800.0 7,800.0
23:30 2.50 20.00 18 Test lines to 5000#, mix & pump 32.6bbl spacer @ 17.0ppg, 98bbls. 7,800.0 7,800.0

cement @17.5ppg, 8.1bbis. spacer @ 17.Oppg, 81bbls. mud @ 16.6ppg,
shut down, plug blanced

02:00 2.50 22.50 6 POOH 25stds. @3MPS 7,800.0 7,800.0
04:30 1.50 24.00 5 Reverse out, got back 16bbis. of spacer, ne cement. rig down reverse cir. 7,800.0 7,800.0

line &cir. long way

Mud Check: 7,800.0ftKB, 10/30/2013 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibfli... Gel (10s) (Ibf... Gel (10m) (lb... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

10/30/2013 7,800.0 16.60 79 32.0 18.000 10.000 13.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

302,128.00 36.5 78.7/21.3
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Dnlled (ft) Date [n Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade (in) ID Nom Min(in)
7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
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Sundry Number: 44429 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 10/31/2013
Report #: 33, DFS: 26.19

Weil Name: Cane Creek 7-1 Daily Depth Progress: 0.00
API/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

16.50 0.50 39.7 68.4 9.3 51.52 48.48
Target Depth (ftKB) KickOff Date Kick Off Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

10/30/2013 06:00 10/31/2013 06:00 26.19 7,800.0 7,800.0 0.00
Operations at Report Time
Cir.
Operations Summary
logging run #4, rig down schlumberger, pick up tubing,TlH, cir. out gas, rig up Halb. test lines, mix & pump cement kick off plug, POOH 25stds, reverse out, got
back 16bbis. of spacer, no cement.

no mud loss in last 24hrs.
Operations Next Report Period
Trips
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
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23:30 2.50 20.00 18 Test lines to 5000#, mix & pump 32.6bbl spacer @ 17.0ppg, 98bbls. 7,800.0 7,800.0

cement @17.5ppg, 8.1bbis. spacer @ 17.Oppg, 81bbls. mud @ 16.6ppg,
shut down, plug blanced

02:00 2.50 22.50 6 POOH 25stds. @3MPS 7,800.0 7,800.0
04:30 1.50 24.00 5 Reverse out, got back 16bbis. of spacer, ne cement. rig down reverse cir. 7,800.0 7,800.0
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RECEIVED: Dec. 06, 2013

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-53626 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK UNIT 7-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500100000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0823 FNL 0874 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENE Section: 07 Township: 26.0S Range: 20.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

12 /1 /2013

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 

NAME (PLEASE PRINT) PHONE NUMBER 
 Joy Gardner 720 956-5763

TITLE
 Sr. Engineering Tech

SIGNATURE
 N/A

DATE
 12 /6 /2013

December 11, 2013

Sundry Number: 45671 API Well Number: 43019500100000Sundry Number: 45671 API Well Number: 43019500100000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 7-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500100000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0823 FNL 0874 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 07 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

12/1/2013
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
December 11, 2013

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 12/6/2013

RECEIVED: Dec. 06,

Sundry Number: 45671 API Well Number: 43019500100000
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SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 7-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500100000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0823 FNL 0874 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 07 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON
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12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.
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RECEIVED: Dec. 06, 2013

Sundry Number: 45671 API Well Number: 43019500100000Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/1/2013
Report #: 34, DFS: 27.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) Kick OffDepth (TVD)(ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

10/31/2013 06:00 11/1/2013 06:00 27.19 7,800.0 7,800.0 0.00
Operations at Report Time
Testing BOPs
Operations Summary
Circulate, WOC, Circulate &weight up to 17.1 ppg, POOH, L/D tubing,rig down slim hole handling tools, pull wear bushing, test BOPs, monitor well-starting to
flow.

52 bbl mud lost to hole in last 24hrs.
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man I WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.00 2.00 5 Cir. hole clean after reversing out 7,800.0 7,800.0

08:00 3.00 5.00 13 WOC, shut in well, monitor well, press built up to 253 psi over 3 hrs. 7,800.0 7,800.0

11:00 3.50 8.50 5 Bleed off press, weight up mud from 16.6 ppg to 17.1 ppg & circulate 7,800.0 7,800.0
around

14:30 4.00 12.50 6 POOH, remove rotating rubber. 7,800.0 7,800.0
18:30 5.50 18.00 6 Lay down 2 7/8" tubing. 7,800.0 7,800.0

00:00 2.00 20.00 22 Lay down slim hole handling tools&pull wear bushing. 7,800.0 7,800.0

02:00 4.00 24.00 15 Test BOPs: test all rams &valves to 250 low & 10,000 high, annular to 250 7,800.0 7,800.0
low &7000 high. Monitor well: well starting to flow +/-35 gallhr

Mud Check: 5,400.0ftKB, 10/31/2013 00:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (lbf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1..

10/31/2013 5,400.0 17.10 81 39.0 15.000 9.000 13.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

248,709.00 38.5 78.9/21.1
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment
52.0 18.0 88.0

Mud Check: 0.0ftKB, 10/31/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Get (30m) (ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1..

10/31/2013 0.0 17.05 79 35.0 15.000 10.000 12.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bb1) Solids (%) CaCI (ppm) OilWater Ratio

308,917.00 37.0 78.9/21.1
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
0.0 0.0 88.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date in Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) 1D(in) Wt/Len (1b/ft) Grade (in) ID Nom Min (in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094
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Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date in Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) 1D(in) Wt/Len (1b/ft) Grade (in) ID Nom Min (in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094
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Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/1/2013
Report #: 34, DFS: 27.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APl/UWI - Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) Kick OffDepth (TVD)(ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

10/31/2013 06:00 11/1/2013 06:00 27.19 7,800.0 7,800.0 0.00
Operations at Report Time
Testing BOPs
Operations Summary
Circulate, WOC, Circulate &weight up to 17.1 ppg, POOH, L/D tubing,rig down slim hole handling tools, pull wear bushing, test BOPs, monitor well-starting to
flow.

52 bbl mud lost to hole in last 24hrs.
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man I WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.00 2.00 5 Cir. hole clean after reversing out 7,800.0 7,800.0

08:00 3.00 5.00 13 WOC, shut in well, monitor well, press built up to 253 psi over 3 hrs. 7,800.0 7,800.0

11:00 3.50 8.50 5 Bleed off press, weight up mud from 16.6 ppg to 17.1 ppg & circulate 7,800.0 7,800.0
around

14:30 4.00 12.50 6 POOH, remove rotating rubber. 7,800.0 7,800.0
18:30 5.50 18.00 6 Lay down 2 7/8" tubing. 7,800.0 7,800.0

00:00 2.00 20.00 22 Lay down slim hole handling tools&pull wear bushing. 7,800.0 7,800.0

02:00 4.00 24.00 15 Test BOPs: test all rams &valves to 250 low & 10,000 high, annular to 250 7,800.0 7,800.0
low &7000 high. Monitor well: well starting to flow +/-35 gallhr

Mud Check: 5,400.0ftKB, 10/31/2013 00:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (lbf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1..

10/31/2013 5,400.0 17.10 81 39.0 15.000 9.000 13.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

248,709.00 38.5 78.9/21.1
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment
52.0 18.0 88.0

Mud Check: 0.0ftKB, 10/31/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Get (30m) (ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1..

10/31/2013 0.0 17.05 79 35.0 15.000 10.000 12.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bb1) Solids (%) CaCI (ppm) OilWater Ratio

308,917.00 37.0 78.9/21.1
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
0.0 0.0 88.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date in Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) 1D(in) Wt/Len (1b/ft) Grade (in) ID Nom Min (in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094

Page 1/1 Report Printed:

Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/1/2013
Report #: 34, DFS: 27.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APl/UWI - Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) Kick OffDepth (TVD)(ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

10/31/2013 06:00 11/1/2013 06:00 27.19 7,800.0 7,800.0 0.00
Operations at Report Time
Testing BOPs
Operations Summary
Circulate, WOC, Circulate &weight up to 17.1 ppg, POOH, L/D tubing,rig down slim hole handling tools, pull wear bushing, test BOPs, monitor well-starting to
flow.

52 bbl mud lost to hole in last 24hrs.
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man I WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.00 2.00 5 Cir. hole clean after reversing out 7,800.0 7,800.0

08:00 3.00 5.00 13 WOC, shut in well, monitor well, press built up to 253 psi over 3 hrs. 7,800.0 7,800.0

11:00 3.50 8.50 5 Bleed off press, weight up mud from 16.6 ppg to 17.1 ppg & circulate 7,800.0 7,800.0
around

14:30 4.00 12.50 6 POOH, remove rotating rubber. 7,800.0 7,800.0
18:30 5.50 18.00 6 Lay down 2 7/8" tubing. 7,800.0 7,800.0

00:00 2.00 20.00 22 Lay down slim hole handling tools&pull wear bushing. 7,800.0 7,800.0

02:00 4.00 24.00 15 Test BOPs: test all rams &valves to 250 low & 10,000 high, annular to 250 7,800.0 7,800.0
low &7000 high. Monitor well: well starting to flow +/-35 gallhr

Mud Check: 5,400.0ftKB, 10/31/2013 00:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (lbf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1..

10/31/2013 5,400.0 17.10 81 39.0 15.000 9.000 13.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

248,709.00 38.5 78.9/21.1
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment
52.0 18.0 88.0

Mud Check: 0.0ftKB, 10/31/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Get (30m) (ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1..

10/31/2013 0.0 17.05 79 35.0 15.000 10.000 12.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bb1) Solids (%) CaCI (ppm) OilWater Ratio

308,917.00 37.0 78.9/21.1
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
0.0 0.0 88.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date in Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) 1D(in) Wt/Len (1b/ft) Grade (in) ID Nom Min (in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094
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alexishuefner
Sticky Note
API on drilling reports should be 4301950010



RECEIVED: Dec. 06, 2013

Sundry Number: 45671 API Well Number: 43019500100000Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/2/2013
Report #: 35, DFS: 28.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 1.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Confguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) Kick Off Depth (TVD)(ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

11/1/2013 06:00 11/2/2013 06:00 28.19 6,500.0 6,501.0 1.00
Operations at Report Time
changing orbit valve
Operations Summary
Test BOPE, T1H,circulate, wash & ream, tag cement @6351', drill cement to 6500', circulate & monitor well, circulate, POOH, L/D drillcollars, change orbit
valve,

78 bbis mud loss in last 24hrs.
Operations Next Report Pedod
Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Ofnce
Delbert Sullivan Company Man / WSL (970) 986-4401
Tucker Yanœy Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Our (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 0.50 0.50 15 Lay down test plug & rig down cameron testers 7,800.0 7,800.0

06:30 3.50 4.00 6 check torque on bit & bit sub, TlH to 5400', fillpipe @1800' & 3700' 7,800.0 7,800.0
10:00 1.00 5.00 5 Cir. & raise mud wt. to 17.5ppg, cir out gas, 3139 units mud cut 16.5ppg, 7,800.0 7,800.0

flare 10/30ft.
11:00 1.50 6.50 3 Wash & ream from 5400' to 6351' &tagged cement 7,800.0 7,800.0
12:30 1.00 7.50 2 Drillcement from 6351' to 6500', good firm cement
13:30 1.50 9.00 5 Cir. bottoms up from 6500' max gas 1700 units
15:00 0.50 9.50 22 Shut down pumps &monitor well
15:30 2.00 11.50 5 Cir. bottoms up, & pump slug
17:30 5.00 16.50 6 POOH
22:30 0.50 17.00 22 Pull rotating rubber &install tripnipple
23:00 1.50 18.50 6 POOH with H. WT., break out bit & bit sub
00:30 1.50 20.00 6 Lay down 6 1/2" Drill Collars
02:00 4.00 24.00 22 Change orbit valve, monitor well on Halb. MPD

Mud Check: 6,500.0ftKB, 11/1/2013 16:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (Tom) (Ib... Get (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/1/2013 6,500.0 17.60 92 49.0 20.000 11.000 14.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) OilWater Ratio

266,031.00 40.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment
35.0 18.0 96.0

Mud Check: 0.0ftKB, 11/1/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Get (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/1/2013 0.0 17.50 85 37.0 18.000 10.000 13.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

40.0
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment

78.0 0.0 96.0
Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled (ft) Date in Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,500.0 6,501.0 1.00 11/2/2013 01:00 11/2/2013 05:30
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) IDNom Min(in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
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Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/2/2013
Report #: 35, DFS: 28.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 1.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Confguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) Kick Off Depth (TVD)(ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

11/1/2013 06:00 11/2/2013 06:00 28.19 6,500.0 6,501.0 1.00
Operations at Report Time
changing orbit valve
Operations Summary
Test BOPE, T1H,circulate, wash & ream, tag cement @6351', drill cement to 6500', circulate & monitor well, circulate, POOH, L/D drillcollars, change orbit
valve,

78 bbis mud loss in last 24hrs.
Operations Next Report Pedod
Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Ofnce
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yanœy Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Our (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 0.50 0.50 15 Lay down test plug & rig down cameron testers 7,800.0 7,800.0

06:30 3.50 4.00 6 check torque on bit & bit sub, TlH to 5400', fillpipe @1800' & 3700' 7,800.0 7,800.0

10:00 1.00 5.00 5 Cir. & raise mud wt. to 17.5ppg, cir out gas, 3139 units mud cut 16.5ppg, 7,800.0 7,800.0
flare 10/30ft.

11:00 1.50 6.50 3 Wash & ream from 5400' to 6351' &tagged cement 7,800.0 7,800.0

12:30 1.00 7.50 2 Drillcement from 6351' to 6500', good firm cement
13:30 1.50 9.00 5 Cir. bottoms up from 6500' max gas 1700 units
15:00 0.50 9.50 22 Shut down pumps &monitor well
15:30 2.00 11.50 5 Cir. bottoms up, & pump slug
17:30 5.00 16.50 6 POOH
22:30 0.50 17.00 22 Pull rotating rubber &install tripnipple
23:00 1.50 18.50 6 POOH with H. WT., break out bit & bit sub
00:30 1.50 20.00 6 Lay down 6 1/2" Drill Collars
02:00 4.00 24.00 22 Change orbit valve, monitor well on Halb. MPD

Mud Check: 6,500.0ftKB, 11/1/2013 16:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (Tom) (Ib... Get (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/1/2013 6,500.0 17.60 92 49.0 20.000 11.000 14.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) OilWater Ratio

266,031.00 40.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment
35.0 18.0 96.0

Mud Check: 0.0ftKB, 11/1/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Get (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/1/2013 0.0 17.50 85 37.0 18.000 10.000 13.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

40.0
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment

78.0 0.0 96.0
Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled (ft) Date in Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,500.0 6,501.0 1.00 11/2/2013 01:00 11/2/2013 05:30
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) IDNom Min(in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
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Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/2/2013
Report #: 35, DFS: 28.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 1.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Confguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) Kick Off Depth (TVD)(ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

11/1/2013 06:00 11/2/2013 06:00 28.19 6,500.0 6,501.0 1.00
Operations at Report Time
changing orbit valve
Operations Summary
Test BOPE, T1H,circulate, wash & ream, tag cement @6351', drill cement to 6500', circulate & monitor well, circulate, POOH, L/D drillcollars, change orbit
valve,

78 bbis mud loss in last 24hrs.
Operations Next Report Pedod
Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Ofnce
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yanœy Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Our (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 0.50 0.50 15 Lay down test plug & rig down cameron testers 7,800.0 7,800.0

06:30 3.50 4.00 6 check torque on bit & bit sub, TlH to 5400', fillpipe @1800' & 3700' 7,800.0 7,800.0

10:00 1.00 5.00 5 Cir. & raise mud wt. to 17.5ppg, cir out gas, 3139 units mud cut 16.5ppg, 7,800.0 7,800.0
flare 10/30ft.

11:00 1.50 6.50 3 Wash & ream from 5400' to 6351' &tagged cement 7,800.0 7,800.0

12:30 1.00 7.50 2 Drillcement from 6351' to 6500', good firm cement
13:30 1.50 9.00 5 Cir. bottoms up from 6500' max gas 1700 units
15:00 0.50 9.50 22 Shut down pumps &monitor well
15:30 2.00 11.50 5 Cir. bottoms up, & pump slug
17:30 5.00 16.50 6 POOH
22:30 0.50 17.00 22 Pull rotating rubber &install tripnipple
23:00 1.50 18.50 6 POOH with H. WT., break out bit & bit sub
00:30 1.50 20.00 6 Lay down 6 1/2" Drill Collars
02:00 4.00 24.00 22 Change orbit valve, monitor well on Halb. MPD

Mud Check: 6,500.0ftKB, 11/1/2013 16:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (Tom) (Ib... Get (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/1/2013 6,500.0 17.60 92 49.0 20.000 11.000 14.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) OilWater Ratio

266,031.00 40.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment
35.0 18.0 96.0

Mud Check: 0.0ftKB, 11/1/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Get (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/1/2013 0.0 17.50 85 37.0 18.000 10.000 13.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

40.0
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment

78.0 0.0 96.0
Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled (ft) Date in Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,500.0 6,501.0 1.00 11/2/2013 01:00 11/2/2013 05:30
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) IDNom Min(in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

Page 1/2 Report Printed:

Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/2/2013
Report #: 35, DFS: 28.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 1.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Confguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) Kick Off Depth (TVD)(ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

11/1/2013 06:00 11/2/2013 06:00 28.19 6,500.0 6,501.0 1.00
Operations at Report Time
changing orbit valve
Operations Summary
Test BOPE, T1H,circulate, wash & ream, tag cement @6351', drill cement to 6500', circulate & monitor well, circulate, POOH, L/D drillcollars, change orbit
valve,

78 bbis mud loss in last 24hrs.
Operations Next Report Pedod
Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Ofnce
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yanœy Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Our (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 0.50 0.50 15 Lay down test plug & rig down cameron testers 7,800.0 7,800.0

06:30 3.50 4.00 6 check torque on bit & bit sub, TlH to 5400', fillpipe @1800' & 3700' 7,800.0 7,800.0

10:00 1.00 5.00 5 Cir. & raise mud wt. to 17.5ppg, cir out gas, 3139 units mud cut 16.5ppg, 7,800.0 7,800.0
flare 10/30ft.

11:00 1.50 6.50 3 Wash & ream from 5400' to 6351' &tagged cement 7,800.0 7,800.0

12:30 1.00 7.50 2 Drillcement from 6351' to 6500', good firm cement
13:30 1.50 9.00 5 Cir. bottoms up from 6500' max gas 1700 units
15:00 0.50 9.50 22 Shut down pumps &monitor well
15:30 2.00 11.50 5 Cir. bottoms up, & pump slug
17:30 5.00 16.50 6 POOH
22:30 0.50 17.00 22 Pull rotating rubber &install tripnipple
23:00 1.50 18.50 6 POOH with H. WT., break out bit & bit sub
00:30 1.50 20.00 6 Lay down 6 1/2" Drill Collars
02:00 4.00 24.00 22 Change orbit valve, monitor well on Halb. MPD

Mud Check: 6,500.0ftKB, 11/1/2013 16:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (Tom) (Ib... Get (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/1/2013 6,500.0 17.60 92 49.0 20.000 11.000 14.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) OilWater Ratio

266,031.00 40.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment
35.0 18.0 96.0

Mud Check: 0.0ftKB, 11/1/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Get (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/1/2013 0.0 17.50 85 37.0 18.000 10.000 13.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

40.0
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment

78.0 0.0 96.0
Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled (ft) Date in Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,500.0 6,501.0 1.00 11/2/2013 01:00 11/2/2013 05:30
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) IDNom Min(in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

Page 1/2 Report Printed:

Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/2/2013
Report #: 35, DFS: 28.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 1.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Confguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) Kick Off Depth (TVD)(ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

11/1/2013 06:00 11/2/2013 06:00 28.19 6,500.0 6,501.0 1.00
Operations at Report Time
changing orbit valve
Operations Summary
Test BOPE, T1H,circulate, wash & ream, tag cement @6351', drill cement to 6500', circulate & monitor well, circulate, POOH, L/D drillcollars, change orbit
valve,

78 bbis mud loss in last 24hrs.
Operations Next Report Pedod
Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Ofnce
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yanœy Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Our (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 0.50 0.50 15 Lay down test plug & rig down cameron testers 7,800.0 7,800.0

06:30 3.50 4.00 6 check torque on bit & bit sub, TlH to 5400', fillpipe @1800' & 3700' 7,800.0 7,800.0

10:00 1.00 5.00 5 Cir. & raise mud wt. to 17.5ppg, cir out gas, 3139 units mud cut 16.5ppg, 7,800.0 7,800.0
flare 10/30ft.

11:00 1.50 6.50 3 Wash & ream from 5400' to 6351' &tagged cement 7,800.0 7,800.0

12:30 1.00 7.50 2 Drillcement from 6351' to 6500', good firm cement
13:30 1.50 9.00 5 Cir. bottoms up from 6500' max gas 1700 units
15:00 0.50 9.50 22 Shut down pumps &monitor well
15:30 2.00 11.50 5 Cir. bottoms up, & pump slug
17:30 5.00 16.50 6 POOH
22:30 0.50 17.00 22 Pull rotating rubber &install tripnipple
23:00 1.50 18.50 6 POOH with H. WT., break out bit & bit sub
00:30 1.50 20.00 6 Lay down 6 1/2" Drill Collars
02:00 4.00 24.00 22 Change orbit valve, monitor well on Halb. MPD

Mud Check: 6,500.0ftKB, 11/1/2013 16:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (Tom) (Ib... Get (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/1/2013 6,500.0 17.60 92 49.0 20.000 11.000 14.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) OilWater Ratio

266,031.00 40.0
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment
35.0 18.0 96.0

Mud Check: 0.0ftKB, 11/1/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Get (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/1/2013 0.0 17.50 85 37.0 18.000 10.000 13.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

40.0
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment

78.0 0.0 96.0
Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled (ft) Date in Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,500.0 6,501.0 1.00 11/2/2013 01:00 11/2/2013 05:30
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) IDNom Min(in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
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RECEIVED: Dec. 06, 2013

Sundry Number: 45671 API Well Number: 43019500100000Sundry Number: 45671 API Well Number: 43019500100000

FIDEUTY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/2/2013
Report #: 35, DFS: 28.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 1.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) lD Nom Min (in)

10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094
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Sundry Number: 45671 API Well Number: 43019500100000

FIDEUTY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/2/2013
Report #: 35, DFS: 28.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 1.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) lD Nom Min (in)

10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094
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Sundry Number: 45671 API Well Number: 43019500100000

FIDEUTY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/2/2013
Report #: 35, DFS: 28.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 1.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) lD Nom Min (in)

10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094

Page 2/2 Report Printed:

Sundry Number: 45671 API Well Number: 43019500100000

FIDEUTY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/2/2013
Report #: 35, DFS: 28.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 1.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) lD Nom Min (in)

10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094

Page 2/2 Report Printed:

Sundry Number: 45671 API Well Number: 43019500100000

FIDEUTY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/2/2013
Report #: 35, DFS: 28.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 1.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) lD Nom Min (in)

10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094

Page 2/2 Report Printed:



RECEIVED: Dec. 06, 2013

Sundry Number: 45671 API Well Number: 43019500100000Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/3/2013
Report #: 36, DFS: 29.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 359.00
APl/LIWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) KickOffDate KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/2/2013 06:00 11/3/2013 06:00 29.19 6,501.0 6,860.0 359.00
Operations at Report Time

Drilling
Operations Summary
change orbit valve, install wear bushing, MlUBHA, T1H,cut drill line, TlH to 6500', finish mixing LCM sweep, displaæ 17.5 out of hole with 16.0ppg, transfer mud
to active, finish displacement, Drillfrom 6500' to 6688'

123bbis. mud loss in past 24hrs. 103bbis. down hole &20bbls. to solids control.
Operations Next Report Period
Drilling
Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Ofñce
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 3.50 3.50 22 Finish changing orbit valve 6,500.0 6,500.0
09:30 0.50 4.00 22 Install wear bushing 6,500.0 6,500.0
10:00 3.50 7.50 6 Pick up & make up Dir. BHA,surface test MWD, make up bit 6,500.0 6,500.0
13:30 4.50 12.00 6 TlH to 4388'. fillingpipe @ 1433ft., 3147ft. &4388ft. 6,500.0 6,500.0
18:00 2.00 14.00 21 Test MWD, slip &cut drill line, 6,500.0 6,500.0
20:00 3.00 17.00 6 TlH to 6500ft. 6,500.0 6,500.0
23:00 1.00 18.00 22 fillpipe &finish mixing LCMsweep 6,500.0 6,500.0
00:00 1.50 19.50 5 Pump LCM sweep &displace 17.5ppg mud out of hole with 16.0ppg, shut 6,500.0 6,500.0

down to transfermud to active
01:30 1.00 20.50 5 Transfer 16.0ppg mud from tank farm to active system. &transfer 17.5ppg 6,500.0 6,500.0

from premix to tank farm.

Time change back 1hr.
02:30 1.50 22.00 5 Finish displacing 17.5ppg. out of hole with 16.0ppg 6,500.0 6,500.0
04:00 2.00 24.00 2 Drilling from 6500ft. to 6688ft. 6,500.0 6,688.0
Mud Check: 6,500.0ftKB, 11/2/2013 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/2/2013 6,500.0 17.50 87 40.0 18.000 10.000 14.000 4.0 2
MBT(lb/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlondes (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

268,763.00 40.0 80/20
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
38.0

Mud Check: 6,488.0ftKB, 11/2/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (lbf/1... Get (10s) (Ibf... Gel (10m) (Ib... Get (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/2/2013 6,488.0 16.10 66 38.0 12.000 8.000 10.000 5.0 2
MBT(ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

299,497.00 34.0 80/20
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
123.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,501.0 7,520.0 1,019.00 11/3/2013 04:00 11/5/2013 22:15 368.00 2.8 9.25 358.75 97.49 2.51
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

7/1/2013 Conductor 103.0
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Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/3/2013
Report #: 36, DFS: 29.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 359.00
APl/LIWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) KickOffDate KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/2/2013 06:00 11/3/2013 06:00 29.19 6,501.0 6,860.0 359.00
Operations at Report Time

Drilling
Operations Summary
change orbit valve, install wear bushing, MlUBHA, T1H,cut drill line, TlH to 6500', finish mixing LCM sweep, displaæ 17.5 out of hole with 16.0ppg, transfer mud
to active, finish displacement, Drillfrom 6500' to 6688'

123bbis. mud loss in past 24hrs. 103bbis. down hole &20bbls. to solids control.
Operations Next Report Period
Drilling
Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Ofñce
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 3.50 3.50 22 Finish changing orbit valve 6,500.0 6,500.0
09:30 0.50 4.00 22 Install wear bushing 6,500.0 6,500.0
10:00 3.50 7.50 6 Pick up & make up Dir. BHA,surface test MWD, make up bit 6,500.0 6,500.0
13:30 4.50 12.00 6 TlH to 4388'. fillingpipe @ 1433ft., 3147ft. &4388ft. 6,500.0 6,500.0
18:00 2.00 14.00 21 Test MWD, slip &cut drill line, 6,500.0 6,500.0
20:00 3.00 17.00 6 TlH to 6500ft. 6,500.0 6,500.0
23:00 1.00 18.00 22 fillpipe &finish mixing LCMsweep 6,500.0 6,500.0
00:00 1.50 19.50 5 Pump LCM sweep &displace 17.5ppg mud out of hole with 16.0ppg, shut 6,500.0 6,500.0

down to transfermud to active
01:30 1.00 20.50 5 Transfer 16.0ppg mud from tank farm to active system. &transfer 17.5ppg 6,500.0 6,500.0

from premix to tank farm.

Time change back 1hr.
02:30 1.50 22.00 5 Finish displacing 17.5ppg. out of hole with 16.0ppg 6,500.0 6,500.0
04:00 2.00 24.00 2 Drilling from 6500ft. to 6688ft. 6,500.0 6,688.0
Mud Check: 6,500.0ftKB, 11/2/2013 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/2/2013 6,500.0 17.50 87 40.0 18.000 10.000 14.000 4.0 2
MBT(lb/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlondes (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

268,763.00 40.0 80/20
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
38.0

Mud Check: 6,488.0ftKB, 11/2/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (lbf/1... Get (10s) (Ibf... Gel (10m) (Ib... Get (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/2/2013 6,488.0 16.10 66 38.0 12.000 8.000 10.000 5.0 2
MBT(ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

299,497.00 34.0 80/20
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
123.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,501.0 7,520.0 1,019.00 11/3/2013 04:00 11/5/2013 22:15 368.00 2.8 9.25 358.75 97.49 2.51
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

7/1/2013 Conductor 103.0
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RECEIVED: Dec. 06, 2013

Sundry Number: 45671 API Well Number: 43019500100000Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/3/2013
Report #: 36, DFS: 29.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 359.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Cont1guration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (ib/ft) Grade (in) ID Nom Min(in)

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094
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County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (ib/ft) Grade (in) ID Nom Min(in)

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094
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RECEIVED: Dec. 06, 2013

Sundry Number: 45671 API Well Number: 43019500100000Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/4/2013
Report #: 37, DFS: 30.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 279.00
APl/UWI Excaliber 1D Well Area Basin Field Name Well Confguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) Kick Off Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/3/2013 06:00 11/4/2013 06:00 30.19 6,860.0 7,139.0 279.00
Operations at Report Time
Drilling ahead
Operations Summary
Rotate &slide from 6688' to 6879', unplug MPD chokes, slide from 6879' to 7155'

42bbis. mud loss in last 24hrs. 28bbls. down hole, 14bbl. solid control
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 6.00 6.00 2 Drillingfrom 6688' to 6879',( rotate from 6688' to 6860', slide from 6860' to 6,688.0 6,879.0

6879' kicking off)
12:00 5.00 11.00 22 Unplugging MPD chokes of cement chunks 6,879.0 6,879.0
17:00 11.00 22.00 2 Rotate &Slide from 6879' to 7155' (WOB 10/15, SPM 108, SPP 3500, 6,879.0 7,155.0

RPM 50)

SPR - @6976' 20-620/335, 30-730/320, 40-900/285

Mud Check: 6,880.0ftKB, 11/3/2013 16:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/3/2013 6,880.0 16.00 66 33.0 19.000 9.000 10.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlondes (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

308,091.00 34.0 80.3/19.7
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbt) LCM ECD - Manual Entr... T Flowline (°F) Comment
28.0 8.0 100.0

Mud Check: 7,071.0ftKB, 11/3/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa-s) YP OR (ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1.,

11/3/2013 7,071.0 16.10 70 33.0 19.000 9.000 10.000 5.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

448,400.00 34.0 80.3/19.7
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
28.0 0.0 100.0

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Orilled (ft) Date In Date Out DnllTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,501.0 7,520.0 1,019.00 11/3/2013 04:00 11/5/2013 22:15 368.00 2.8 9.25 358.75 97.49 2.51
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094

Page 1/1 Report Printed:

Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/4/2013
Report #: 37, DFS: 30.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 279.00
APl/UWI Excaliber 1D Well Area Basin Field Name Well Confguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) Kick Off Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/3/2013 06:00 11/4/2013 06:00 30.19 6,860.0 7,139.0 279.00
Operations at Report Time
Drilling ahead
Operations Summary
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308,091.00 34.0 80.3/19.7
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbt) LCM ECD - Manual Entr... T Flowline (°F) Comment
28.0 8.0 100.0

Mud Check: 7,071.0ftKB, 11/3/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa-s) YP OR (ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1.,

11/3/2013 7,071.0 16.10 70 33.0 19.000 9.000 10.000 5.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

448,400.00 34.0 80.3/19.7
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
28.0 0.0 100.0

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Orilled (ft) Date In Date Out DnllTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,501.0 7,520.0 1,019.00 11/3/2013 04:00 11/5/2013 22:15 368.00 2.8 9.25 358.75 97.49 2.51
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
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Rotate &slide from 6688' to 6879', unplug MPD chokes, slide from 6879' to 7155'

42bbis. mud loss in last 24hrs. 28bbls. down hole, 14bbl. solid control
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 6.00 6.00 2 Drillingfrom 6688' to 6879',( rotate from 6688' to 6860', slide from 6860' to 6,688.0 6,879.0

6879' kicking off)
12:00 5.00 11.00 22 Unplugging MPD chokes of cement chunks 6,879.0 6,879.0
17:00 11.00 22.00 2 Rotate &Slide from 6879' to 7155' (WOB 10/15, SPM 108, SPP 3500, 6,879.0 7,155.0

RPM 50)

SPR - @6976' 20-620/335, 30-730/320, 40-900/285

Mud Check: 6,880.0ftKB, 11/3/2013 16:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/3/2013 6,880.0 16.00 66 33.0 19.000 9.000 10.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlondes (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

308,091.00 34.0 80.3/19.7
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbt) LCM ECD - Manual Entr... T Flowline (°F) Comment
28.0 8.0 100.0

Mud Check: 7,071.0ftKB, 11/3/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa-s) YP OR (ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1.,

11/3/2013 7,071.0 16.10 70 33.0 19.000 9.000 10.000 5.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

448,400.00 34.0 80.3/19.7
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
28.0 0.0 100.0

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Orilled (ft) Date In Date Out DnllTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,501.0 7,520.0 1,019.00 11/3/2013 04:00 11/5/2013 22:15 368.00 2.8 9.25 358.75 97.49 2.51
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094
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RECEIVED: Dec. 06, 2013

Sundry Number: 45671 API Well Number: 43019500100000Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/5/2013
Report #: 38, DFS: 31.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 261.00
APllUWI Excaliber ID Well Area Basin Field Name Well Cont1guration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/4/2013 06:00 11/5/2013 06:00 31.19 7,167.0 7,428.0 261.00
Operations at Report Time
Drillingahead
Operations Summary
Drill and slide from 7155' to 7430'

28 bbl of mud loss in last 24 hrs to solids control, 0 to hole
Operations Next Report Period
Drilling
Weather Wellbore

Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 24.00 24.00 2 Rotate & slide from 7155' to 7430', WOB 10, RPM 50, SPM 58/58, SPP 7,155.0 7,430.0
3400#. (BOP drill75sec.)
WOB 8/15k, RPM 50, SPM 58-58, SPP 3400, St. wt 140, down wt. 130, up
wt. 150

Mud Check: 7,306.0ftKB, 11/4/2013 15:00
Date Depth (ftKB) Density (Ib/gal) \ñs (s/qt) PV OR (Pa-s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/4/2013 7,306.0 16.00 62 31.0 18.000 11.000 14.000 5.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

289,651.00 35.0 81.5/18.5
0

Mud Lost (Hole) (bbl) Mud Lost (Sud) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
21.0 110.0

Mud Check: 7,410.0ftKB, 11/4/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Ge1 (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/4/2013 7,410.0 16.00 62 31.0 18.000 11.000 14.000 4.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCI (ppm) OilWater Ratio

312,571.00 36.0 81.5/18.5
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment
7.0 110.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Dnlled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot T¡me (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,501.0 7,520.0 1,019.00 11/3/2013 04:00 11/5/2013 22:15 368.00 2.8 9.25 358.75 97.49 2.51
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094
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Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/5/2013
Report #: 38, DFS: 31.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 261.00
APllUWI Excaliber ID Well Area Basin Field Name Well Cont1guration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/4/2013 06:00 11/5/2013 06:00 31.19 7,167.0 7,428.0 261.00
Operations at Report Time
Drillingahead
Operations Summary
Drill and slide from 7155' to 7430'

28 bbl of mud loss in last 24 hrs to solids control, 0 to hole
Operations Next Report Period
Drilling
Weather Wellbore

Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 24.00 24.00 2 Rotate & slide from 7155' to 7430', WOB 10, RPM 50, SPM 58/58, SPP 7,155.0 7,430.0
3400#. (BOP drill75sec.)
WOB 8/15k, RPM 50, SPM 58-58, SPP 3400, St. wt 140, down wt. 130, up
wt. 150

Mud Check: 7,306.0ftKB, 11/4/2013 15:00
Date Depth (ftKB) Density (Ib/gal) \ñs (s/qt) PV OR (Pa-s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/4/2013 7,306.0 16.00 62 31.0 18.000 11.000 14.000 5.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

289,651.00 35.0 81.5/18.5
0

Mud Lost (Hole) (bbl) Mud Lost (Sud) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
21.0 110.0

Mud Check: 7,410.0ftKB, 11/4/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Ge1 (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/4/2013 7,410.0 16.00 62 31.0 18.000 11.000 14.000 4.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCI (ppm) OilWater Ratio

312,571.00 36.0 81.5/18.5
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment
7.0 110.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Dnlled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot T¡me (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,501.0 7,520.0 1,019.00 11/3/2013 04:00 11/5/2013 22:15 368.00 2.8 9.25 358.75 97.49 2.51
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

7/1/2013 Conductor 103.0

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094
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Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
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701.87 58.68 17.0 48.8 2.6 20.42 79.58
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Daily Operations
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Operations at Report Time
Drillingahead
Operations Summary
Drill and slide from 7155' to 7430'

28 bbl of mud loss in last 24 hrs to solids control, 0 to hole
Operations Next Report Period
Drilling
Weather Wellbore

Cloudy Original Hole
Daily Contacts

Job Contact Position Office
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Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 24.00 24.00 2 Rotate & slide from 7155' to 7430', WOB 10, RPM 50, SPM 58/58, SPP 7,155.0 7,430.0
3400#. (BOP drill75sec.)
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0
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21.0 110.0
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7/1/2013 Conductor 103.0

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
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11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094
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Operations Next Report Period
Drilling
Weather Wellbore

Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 24.00 24.00 2 Rotate & slide from 7155' to 7430', WOB 10, RPM 50, SPM 58/58, SPP 7,155.0 7,430.0
3400#. (BOP drill75sec.)
WOB 8/15k, RPM 50, SPM 58-58, SPP 3400, St. wt 140, down wt. 130, up
wt. 150

Mud Check: 7,306.0ftKB, 11/4/2013 15:00
Date Depth (ftKB) Density (Ib/gal) \ñs (s/qt) PV OR (Pa-s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/4/2013 7,306.0 16.00 62 31.0 18.000 11.000 14.000 5.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

289,651.00 35.0 81.5/18.5
0

Mud Lost (Hole) (bbl) Mud Lost (Sud) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
21.0 110.0

Mud Check: 7,410.0ftKB, 11/4/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Ge1 (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/4/2013 7,410.0 16.00 62 31.0 18.000 11.000 14.000 4.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCI (ppm) OilWater Ratio

312,571.00 36.0 81.5/18.5
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment
7.0 110.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Dnlled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot T¡me (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,501.0 7,520.0 1,019.00 11/3/2013 04:00 11/5/2013 22:15 368.00 2.8 9.25 358.75 97.49 2.51
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

7/1/2013 Conductor 103.0

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094
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RECEIVED: Dec. 06, 2013

Sundry Number: 45671 API Well Number: 43019500100000Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/6/2013
Report #: 39, DFS: 32.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 92.00
APllUWi Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/5/2013 06:00 11/6/2013 06:00 32.19 7,428.0 7,520.0 92.00
Operations at Report Time

transferingmud
Operations Summary
Drill from 7430' to 7520', Circulate. bottoms up, transfer mud, displace 16.0 ppg with 17.5 ppg, shut in well, transfer 17.5 mud to active system, transfer 16.0 mud
to tank farm.

76 bbls mud loss last 24 hrs 63 bbls to formation, 13 bbls to solids control
Operations Next Report Period
Trips
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 16.00 16.00 2 Rotate &slide drillfrom 7430' to 7520' 7,430.0 7,520.0

BOP drill90 sec.
22:00 1.00 17.00 5 Cir. bottoms up from 7520' 7,520.0 7,520.0
23:00 4.00 21.00 5 Transfer 16.0 ppg from active to tank farm, transfer 17.5 from premix to 7,520.0 7,520.0

active. Top off active with 17.5 ppg from tank farm. Filltriptanks wl17.5ppg

03:00 1.50 22.50 5 Displace 16.0 mud out og hole with 17.5 ppg taking returns to premixtank 7,520.0 7,520.0

04:30 1.50 24.00 5 Shut down pump, transfer 16.0 ppg mud from premix to tank farm & 7,520.0 7,520.0
transfer 17.5 ppg mug to active system

Mud Check: 7,487.0ftKB, 11/5/2013 16:00
Date Depth (ftKB) Density (ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/5/2013 7,487.0 16.00 60 31.0 18.000 12.000 15.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) OilWater Ratio

289,651.00 36.5 81.1/18.9
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowiine (°F) Comment
63.0 10.0 110.0

Mud Check: <depth>ftKB, 11/5/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/5/2013 16.01 62 30.0 17.000 11.000 14.000 4.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

313,618.00 36.0 81.1/18.9
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbí) LCM ECD -Manual Entr... T Flowline (°F) Comment
0.0 3.0 110.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,501.0 7,520.0 1,019.00 11/3/2013 04:00 11/5/2013 22:15 368.00 2.8 9.25 358.75 97.49 2.51
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094
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Operations at Report Time

transferingmud
Operations Summary
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to tank farm.

76 bbls mud loss last 24 hrs 63 bbls to formation, 13 bbls to solids control
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Daily Contacts
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FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/6/2013
Report #: 39, DFS: 32.19
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Operations at Report Time

transferingmud
Operations Summary
Drill from 7430' to 7520', Circulate. bottoms up, transfer mud, displace 16.0 ppg with 17.5 ppg, shut in well, transfer 17.5 mud to active system, transfer 16.0 mud
to tank farm.

76 bbls mud loss last 24 hrs 63 bbls to formation, 13 bbls to solids control
Operations Next Report Period
Trips
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
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22:00 1.00 17.00 5 Cir. bottoms up from 7520' 7,520.0 7,520.0
23:00 4.00 21.00 5 Transfer 16.0 ppg from active to tank farm, transfer 17.5 from premix to 7,520.0 7,520.0

active. Top off active with 17.5 ppg from tank farm. Filltriptanks wl17.5ppg

03:00 1.50 22.50 5 Displace 16.0 mud out og hole with 17.5 ppg taking returns to premixtank 7,520.0 7,520.0

04:30 1.50 24.00 5 Shut down pump, transfer 16.0 ppg mud from premix to tank farm & 7,520.0 7,520.0
transfer 17.5 ppg mug to active system

Mud Check: 7,487.0ftKB, 11/5/2013 16:00
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289,651.00 36.5 81.1/18.9
0
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11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094
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10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094
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Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/6/2013
Report #: 39, DFS: 32.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 92.00
APllUWi Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/5/2013 06:00 11/6/2013 06:00 32.19 7,428.0 7,520.0 92.00
Operations at Report Time

transferingmud
Operations Summary
Drill from 7430' to 7520', Circulate. bottoms up, transfer mud, displace 16.0 ppg with 17.5 ppg, shut in well, transfer 17.5 mud to active system, transfer 16.0 mud
to tank farm.

76 bbls mud loss last 24 hrs 63 bbls to formation, 13 bbls to solids control
Operations Next Report Period
Trips
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 16.00 16.00 2 Rotate &slide drillfrom 7430' to 7520' 7,430.0 7,520.0

BOP drill90 sec.
22:00 1.00 17.00 5 Cir. bottoms up from 7520' 7,520.0 7,520.0
23:00 4.00 21.00 5 Transfer 16.0 ppg from active to tank farm, transfer 17.5 from premix to 7,520.0 7,520.0

active. Top off active with 17.5 ppg from tank farm. Filltriptanks wl17.5ppg

03:00 1.50 22.50 5 Displace 16.0 mud out og hole with 17.5 ppg taking returns to premixtank 7,520.0 7,520.0

04:30 1.50 24.00 5 Shut down pump, transfer 16.0 ppg mud from premix to tank farm & 7,520.0 7,520.0
transfer 17.5 ppg mug to active system

Mud Check: 7,487.0ftKB, 11/5/2013 16:00
Date Depth (ftKB) Density (ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/5/2013 7,487.0 16.00 60 31.0 18.000 12.000 15.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) OilWater Ratio

289,651.00 36.5 81.1/18.9
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowiine (°F) Comment
63.0 10.0 110.0

Mud Check: <depth>ftKB, 11/5/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/5/2013 16.01 62 30.0 17.000 11.000 14.000 4.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

313,618.00 36.0 81.1/18.9
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbí) LCM ECD -Manual Entr... T Flowline (°F) Comment
0.0 3.0 110.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

6,501.0 7,520.0 1,019.00 11/3/2013 04:00 11/5/2013 22:15 368.00 2.8 9.25 358.75 97.49 2.51
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094
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RECEIVED: Dec. 06, 2013

Sundry Number: 45671 API Well Number: 43019500100000Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/7/2013
Report #: 40, DFS: 33.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APIIUWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
Orilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/6/2013 06:00 11/7/2013 06:00 33.19 7,520.0 7,520.0 0.00
Operations at Report Time
TIH
Operations Summary
Finish displacment,, check flow, POOH, change dir. tools, TlH, install rotating rubber, TlH to shoe, test MWD,

3 bbl mud loss to solids control in last 24hrs.
Operations Next Report Period

Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur(hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 3.00 3.00 5 Finish displacing 16.0ppg in hole with 17.5ppg. 7,520.0 7,520.0
09:00 0.50 3.50 5 Flow check well while transfering16.0ppg mud to tank farm 7,520.0 7,520.0
09:30 0.50 4.00 5 spot LCMpill in open hole, & pump slug 7,520.0 7,520.0
10:00 10.50 14.50 6 POOH, slowly fillinghole with trip tank, monitoring fills. BOP drill 85sec. 7,520.0 7,520.0
20:30 1.00 15.50 6 Pull MWD, drain motor, break out bit, lay down motor, 7,520.0 7,520.0
21:30 0.50 16.00 22 Clean OBMfrom rig floor 7,520.0 7,520.0
22:00 2.00 18.00 6 Pick up new mud motor, make up MWD, set MWD tool, surface test Tools, 7,520.0 7,520.0

make up bit RR8
00:00 2.50 20.50 6 TlH to 3150', 7,520.0 7,520.0
02:30 1.00 21.50 22 Pull tripnipple, change out rotating rubber &install rotating rubber 7,520.0 7,520.0
03:30 1.00 22.50 6 TlH to 4378' 7,520.0 7,520.0
04:30 0.50 23.00 5 Fill pipe, test MWO, OK 7,520.0 7,520.0
05:00 1.00 24.00 6 TlH 7,520.0 7,520.0

Mud Check: 7,520.0ftKB, 11/6/2013 16:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibfli... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/6/2013 7,520.0 17.50 73 37.0 18.000 11.000 15.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

302,033.00 41.5 80.3/19.7
O

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
3.0

Mud Check: 7,520.0ftKB, 11/6/2013 23:59
Date Depth (ftKB) Density (Ib/gal) V¡s (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Get (10m) (Ib... Gel (30m) (ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/6/2013 7,520.0 17.70 111 37.0 18.000 11.000 15.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

305,988.00 43.0 80.3/19.7
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment
0.0 0.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Dr|11ed (ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)
7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

Page 1/2 Report Printed:

Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/7/2013
Report #: 40, DFS: 33.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APIIUWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
Orilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/6/2013 06:00 11/7/2013 06:00 33.19 7,520.0 7,520.0 0.00
Operations at Report Time
TIH
Operations Summary
Finish displacment,, check flow, POOH, change dir. tools, TlH, install rotating rubber, TlH to shoe, test MWD,

3 bbl mud loss to solids control in last 24hrs.
Operations Next Report Period

Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur(hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 3.00 3.00 5 Finish displacing 16.0ppg in hole with 17.5ppg. 7,520.0 7,520.0
09:00 0.50 3.50 5 Flow check well while transfering16.0ppg mud to tank farm 7,520.0 7,520.0
09:30 0.50 4.00 5 spot LCMpill in open hole, & pump slug 7,520.0 7,520.0
10:00 10.50 14.50 6 POOH, slowly fillinghole with trip tank, monitoring fills. BOP drill 85sec. 7,520.0 7,520.0
20:30 1.00 15.50 6 Pull MWD, drain motor, break out bit, lay down motor, 7,520.0 7,520.0
21:30 0.50 16.00 22 Clean OBMfrom rig floor 7,520.0 7,520.0
22:00 2.00 18.00 6 Pick up new mud motor, make up MWD, set MWD tool, surface test Tools, 7,520.0 7,520.0

make up bit RR8
00:00 2.50 20.50 6 TlH to 3150', 7,520.0 7,520.0
02:30 1.00 21.50 22 Pull tripnipple, change out rotating rubber &install rotating rubber 7,520.0 7,520.0
03:30 1.00 22.50 6 TlH to 4378' 7,520.0 7,520.0
04:30 0.50 23.00 5 Fill pipe, test MWO, OK 7,520.0 7,520.0
05:00 1.00 24.00 6 TlH 7,520.0 7,520.0

Mud Check: 7,520.0ftKB, 11/6/2013 16:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibfli... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/6/2013 7,520.0 17.50 73 37.0 18.000 11.000 15.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

302,033.00 41.5 80.3/19.7
O

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
3.0

Mud Check: 7,520.0ftKB, 11/6/2013 23:59
Date Depth (ftKB) Density (Ib/gal) V¡s (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Get (10m) (Ib... Gel (30m) (ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/6/2013 7,520.0 17.70 111 37.0 18.000 11.000 15.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

305,988.00 43.0 80.3/19.7
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment
0.0 0.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Dr|11ed (ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)
7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
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Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/7/2013
Report #: 40, DFS: 33.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APIIUWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
Orilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/6/2013 06:00 11/7/2013 06:00 33.19 7,520.0 7,520.0 0.00
Operations at Report Time
TIH
Operations Summary
Finish displacment,, check flow, POOH, change dir. tools, TlH, install rotating rubber, TlH to shoe, test MWD,

3 bbl mud loss to solids control in last 24hrs.
Operations Next Report Period

Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur(hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 3.00 3.00 5 Finish displacing 16.0ppg in hole with 17.5ppg. 7,520.0 7,520.0
09:00 0.50 3.50 5 Flow check well while transfering16.0ppg mud to tank farm 7,520.0 7,520.0
09:30 0.50 4.00 5 spot LCMpill in open hole, & pump slug 7,520.0 7,520.0
10:00 10.50 14.50 6 POOH, slowly fillinghole with trip tank, monitoring fills. BOP drill 85sec. 7,520.0 7,520.0
20:30 1.00 15.50 6 Pull MWD, drain motor, break out bit, lay down motor, 7,520.0 7,520.0
21:30 0.50 16.00 22 Clean OBMfrom rig floor 7,520.0 7,520.0
22:00 2.00 18.00 6 Pick up new mud motor, make up MWD, set MWD tool, surface test Tools, 7,520.0 7,520.0

make up bit RR8
00:00 2.50 20.50 6 TlH to 3150', 7,520.0 7,520.0
02:30 1.00 21.50 22 Pull tripnipple, change out rotating rubber &install rotating rubber 7,520.0 7,520.0
03:30 1.00 22.50 6 TlH to 4378' 7,520.0 7,520.0
04:30 0.50 23.00 5 Fill pipe, test MWO, OK 7,520.0 7,520.0
05:00 1.00 24.00 6 TlH 7,520.0 7,520.0

Mud Check: 7,520.0ftKB, 11/6/2013 16:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibfli... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/6/2013 7,520.0 17.50 73 37.0 18.000 11.000 15.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

302,033.00 41.5 80.3/19.7
O

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
3.0

Mud Check: 7,520.0ftKB, 11/6/2013 23:59
Date Depth (ftKB) Density (Ib/gal) V¡s (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Get (10m) (Ib... Gel (30m) (ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/6/2013 7,520.0 17.70 111 37.0 18.000 11.000 15.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

305,988.00 43.0 80.3/19.7
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment
0.0 0.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Dr|11ed (ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)
7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
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Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/7/2013
Report #: 40, DFS: 33.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APIIUWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
Orilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/6/2013 06:00 11/7/2013 06:00 33.19 7,520.0 7,520.0 0.00
Operations at Report Time
TIH
Operations Summary
Finish displacment,, check flow, POOH, change dir. tools, TlH, install rotating rubber, TlH to shoe, test MWD,

3 bbl mud loss to solids control in last 24hrs.
Operations Next Report Period

Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur(hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 3.00 3.00 5 Finish displacing 16.0ppg in hole with 17.5ppg. 7,520.0 7,520.0
09:00 0.50 3.50 5 Flow check well while transfering16.0ppg mud to tank farm 7,520.0 7,520.0
09:30 0.50 4.00 5 spot LCMpill in open hole, & pump slug 7,520.0 7,520.0
10:00 10.50 14.50 6 POOH, slowly fillinghole with trip tank, monitoring fills. BOP drill 85sec. 7,520.0 7,520.0
20:30 1.00 15.50 6 Pull MWD, drain motor, break out bit, lay down motor, 7,520.0 7,520.0
21:30 0.50 16.00 22 Clean OBMfrom rig floor 7,520.0 7,520.0
22:00 2.00 18.00 6 Pick up new mud motor, make up MWD, set MWD tool, surface test Tools, 7,520.0 7,520.0

make up bit RR8
00:00 2.50 20.50 6 TlH to 3150', 7,520.0 7,520.0
02:30 1.00 21.50 22 Pull tripnipple, change out rotating rubber &install rotating rubber 7,520.0 7,520.0
03:30 1.00 22.50 6 TlH to 4378' 7,520.0 7,520.0
04:30 0.50 23.00 5 Fill pipe, test MWO, OK 7,520.0 7,520.0
05:00 1.00 24.00 6 TlH 7,520.0 7,520.0

Mud Check: 7,520.0ftKB, 11/6/2013 16:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibfli... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/6/2013 7,520.0 17.50 73 37.0 18.000 11.000 15.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

302,033.00 41.5 80.3/19.7
O

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
3.0

Mud Check: 7,520.0ftKB, 11/6/2013 23:59
Date Depth (ftKB) Density (Ib/gal) V¡s (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Get (10m) (Ib... Gel (30m) (ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/6/2013 7,520.0 17.70 111 37.0 18.000 11.000 15.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

305,988.00 43.0 80.3/19.7
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment
0.0 0.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Dr|11ed (ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)
7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

Page 1/2 Report Printed:

Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/7/2013
Report #: 40, DFS: 33.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APIIUWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
Orilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/6/2013 06:00 11/7/2013 06:00 33.19 7,520.0 7,520.0 0.00
Operations at Report Time
TIH
Operations Summary
Finish displacment,, check flow, POOH, change dir. tools, TlH, install rotating rubber, TlH to shoe, test MWD,

3 bbl mud loss to solids control in last 24hrs.
Operations Next Report Period

Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur(hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 3.00 3.00 5 Finish displacing 16.0ppg in hole with 17.5ppg. 7,520.0 7,520.0
09:00 0.50 3.50 5 Flow check well while transfering16.0ppg mud to tank farm 7,520.0 7,520.0
09:30 0.50 4.00 5 spot LCMpill in open hole, & pump slug 7,520.0 7,520.0
10:00 10.50 14.50 6 POOH, slowly fillinghole with trip tank, monitoring fills. BOP drill 85sec. 7,520.0 7,520.0
20:30 1.00 15.50 6 Pull MWD, drain motor, break out bit, lay down motor, 7,520.0 7,520.0
21:30 0.50 16.00 22 Clean OBMfrom rig floor 7,520.0 7,520.0
22:00 2.00 18.00 6 Pick up new mud motor, make up MWD, set MWD tool, surface test Tools, 7,520.0 7,520.0

make up bit RR8
00:00 2.50 20.50 6 TlH to 3150', 7,520.0 7,520.0
02:30 1.00 21.50 22 Pull tripnipple, change out rotating rubber &install rotating rubber 7,520.0 7,520.0
03:30 1.00 22.50 6 TlH to 4378' 7,520.0 7,520.0
04:30 0.50 23.00 5 Fill pipe, test MWO, OK 7,520.0 7,520.0
05:00 1.00 24.00 6 TlH 7,520.0 7,520.0

Mud Check: 7,520.0ftKB, 11/6/2013 16:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibfli... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/6/2013 7,520.0 17.50 73 37.0 18.000 11.000 15.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

302,033.00 41.5 80.3/19.7
O

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
3.0

Mud Check: 7,520.0ftKB, 11/6/2013 23:59
Date Depth (ftKB) Density (Ib/gal) V¡s (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Get (10m) (Ib... Gel (30m) (ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/6/2013 7,520.0 17.70 111 37.0 18.000 11.000 15.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

305,988.00 43.0 80.3/19.7
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment
0.0 0.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Dr|11ed (ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)
7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
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RECEIVED: Dec. 06, 2013

Sundry Number: 45671 API Well Number: 43019500100000Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/7/2013
Report #: 40, DFS: 33.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APllUWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00 i

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (ib/ft) Grade (in) ID Nom Min (in)
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094
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Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/7/2013
Report #: 40, DFS: 33.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APllUWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00 i

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (ib/ft) Grade (in) ID Nom Min (in)
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094
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Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/7/2013
Report #: 40, DFS: 33.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APllUWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00 i

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (ib/ft) Grade (in) ID Nom Min (in)
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094

Page 2/2 Report Printed:

Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/7/2013
Report #: 40, DFS: 33.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APllUWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00 i

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (ib/ft) Grade (in) ID Nom Min (in)
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094

Page 2/2 Report Printed:

Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/7/2013
Report #: 40, DFS: 33.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APllUWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00 i

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (ib/ft) Grade (in) ID Nom Min (in)
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094

Page 2/2 Report Printed:



RECEIVED: Dec. 06, 2013

Sundry Number: 45671 API Well Number: 43019500100000Sundry Number: 45671 API Well Number: 43019500100000

FIDEUTY Daily Drilling - Paraclox Executive Daily No Cost Report for: 11/8/2013
Report #: 41, DFS: 34.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 115.00
APIlUWI Excaliber ID Well Area Basin Field Name Well Cont1guration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/7/2013 06:00 11/8/2013 06:00 34.19 7,520.0 7,645.0 115.00
Operations at Report Time
Drill 8-1/2" Curve Section
Operations Summary
Trip in hole. Changed well over to 16.0 OBM. Drilled 8-1/2" Cunie Section from 7,520' to 7,645'.
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401
Sam Loredo Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.50 1.50 6 Trip in hole from 5,933' to 7,460'. 7,520.0 7,520.0
07:30 3.00 4.50 5 Shipped 16.0 PPG OBM to Active System. Displaced 17.0 ppg OBM out of 7,520.0 7,520.0

hole with 16.0 ppg OBM.
10:30 2.00 6.50 5 Transfer out 17.0 ppg OBM. Shipped 16.0 ppg OBM to active system. 7,520.0 7,520.0

Completed change over to 16.0 ppg OBM.

12:30 1.00 7.50 5 Drained Gas Buster. Held BOP Drill men in position 90 seconds. 7,520.0 7,520.0
13:30 4.50 12.00 2 Drilled 8-1/2" Curve Section From 7,520' to 7,556'. WOB 6-20k, Rotary 0- 7,520.0 7,556.0

50 rpm, Q= 409 gpm. P= 3400 psi. MW inlout: 16.0 in / 16.0 ppg out. Bgas:
2000 units, no flare. Cgas: 2000 units.

18:00 6.00 18.00 2 Drilled 8-1/2" Curve Section From 7,556' to 7,594'. WOB 6-20k, Rotary 0- 7,556.0 7,594.0
50 rpm, Q= 409 gpm. P= 3400 psi. MW inlout: 16.0 in I 16.0 ppg out. Bgas:
2000 units, no flare. Cgas: 2000 units.

00:00 6.00 24.00 2 Drilled 8-1/2" Curve Section From 7,594' to 7,645'. WOB 6-20k, Rotary 0- 7,594.0 7,645.0
50 rpm, Q= 409 gpm. P= 3400 psi. MW inlout: 16.0 in I 16.0 ppg out. Bgas:
2000 units, no flare. Cgas: 2000 units.

Mud Check: 7,548.0ftKB, 11/7/2013 16:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat .. HTHP FC (1...

11/7/2013 7,548.0 16.10 63 29.0 15.000 10.000 14.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCi (ppm) OilWater Ratio

314,129.00 36.5 82.7/17.3
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
18.0 85.0

Mud Check: 7,617.0ftKB, 11/7/2013 23:59
Date Depth (ftKB) Density (ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/7/2013 7,617.0 16.10 60 28.0 18.000 11.000 14.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

376,122.00 37.0 82.7/17.3
0

Mud Lost (Hole) (bbf) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
9.0 5.0 85.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,520.0 8,020.0 500.00 11/7/2013 14:00 11/13/2013 03:00 57.97 8.6 2.49 55.48 95.70 4.30
Casing & Liners

SetDepth ODNomMax
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) 1DNom Min(in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

Page 1/2 Report Printed:

Sundry Number: 45671 API Well Number: 43019500100000

FIDEUTY Daily Drilling - Paraclox Executive Daily No Cost Report for: 11/8/2013
Report #: 41, DFS: 34.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 115.00
APIlUWI Excaliber ID Well Area Basin Field Name Well Cont1guration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/7/2013 06:00 11/8/2013 06:00 34.19 7,520.0 7,645.0 115.00
Operations at Report Time
Drill 8-1/2" Curve Section
Operations Summary
Trip in hole. Changed well over to 16.0 OBM. Drilled 8-1/2" Cunie Section from 7,520' to 7,645'.
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.50 1.50 6 Trip in hole from 5,933' to 7,460'. 7,520.0 7,520.0

07:30 3.00 4.50 5 Shipped 16.0 PPG OBM to Active System. Displaced 17.0 ppg OBM out of 7,520.0 7,520.0
hole with 16.0 ppg OBM.

10:30 2.00 6.50 5 Transfer out 17.0 ppg OBM. Shipped 16.0 ppg OBM to active system. 7,520.0 7,520.0
Completed change over to 16.0 ppg OBM.

12:30 1.00 7.50 5 Drained Gas Buster. Held BOP Drill men in position 90 seconds. 7,520.0 7,520.0
13:30 4.50 12.00 2 Drilled 8-1/2" Curve Section From 7,520' to 7,556'. WOB 6-20k, Rotary 0- 7,520.0 7,556.0

50 rpm, Q= 409 gpm. P= 3400 psi. MW inlout: 16.0 in / 16.0 ppg out. Bgas:
2000 units, no flare. Cgas: 2000 units.

18:00 6.00 18.00 2 Drilled 8-1/2" Curve Section From 7,556' to 7,594'. WOB 6-20k, Rotary 0- 7,556.0 7,594.0
50 rpm, Q= 409 gpm. P= 3400 psi. MW inlout: 16.0 in I 16.0 ppg out. Bgas:
2000 units, no flare. Cgas: 2000 units.

00:00 6.00 24.00 2 Drilled 8-1/2" Curve Section From 7,594' to 7,645'. WOB 6-20k, Rotary 0- 7,594.0 7,645.0
50 rpm, Q= 409 gpm. P= 3400 psi. MW inlout: 16.0 in I 16.0 ppg out. Bgas:
2000 units, no flare. Cgas: 2000 units.

Mud Check: 7,548.0ftKB, 11/7/2013 16:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat .. HTHP FC (1...

11/7/2013 7,548.0 16.10 63 29.0 15.000 10.000 14.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCi (ppm) OilWater Ratio

314,129.00 36.5 82.7/17.3
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
18.0 85.0

Mud Check: 7,617.0ftKB, 11/7/2013 23:59
Date Depth (ftKB) Density (ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/7/2013 7,617.0 16.10 60 28.0 18.000 11.000 14.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

376,122.00 37.0 82.7/17.3
0

Mud Lost (Hole) (bbf) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
9.0 5.0 85.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,520.0 8,020.0 500.00 11/7/2013 14:00 11/13/2013 03:00 57.97 8.6 2.49 55.48 95.70 4.30
Casing & Liners

SetDepth ODNomMax
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) 1DNom Min(in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

Page 1/2 Report Printed:

Sundry Number: 45671 API Well Number: 43019500100000

FIDEUTY Daily Drilling - Paraclox Executive Daily No Cost Report for: 11/8/2013
Report #: 41, DFS: 34.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 115.00
APIlUWI Excaliber ID Well Area Basin Field Name Well Cont1guration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/7/2013 06:00 11/8/2013 06:00 34.19 7,520.0 7,645.0 115.00
Operations at Report Time
Drill 8-1/2" Curve Section
Operations Summary
Trip in hole. Changed well over to 16.0 OBM. Drilled 8-1/2" Cunie Section from 7,520' to 7,645'.
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.50 1.50 6 Trip in hole from 5,933' to 7,460'. 7,520.0 7,520.0

07:30 3.00 4.50 5 Shipped 16.0 PPG OBM to Active System. Displaced 17.0 ppg OBM out of 7,520.0 7,520.0
hole with 16.0 ppg OBM.

10:30 2.00 6.50 5 Transfer out 17.0 ppg OBM. Shipped 16.0 ppg OBM to active system. 7,520.0 7,520.0
Completed change over to 16.0 ppg OBM.

12:30 1.00 7.50 5 Drained Gas Buster. Held BOP Drill men in position 90 seconds. 7,520.0 7,520.0
13:30 4.50 12.00 2 Drilled 8-1/2" Curve Section From 7,520' to 7,556'. WOB 6-20k, Rotary 0- 7,520.0 7,556.0

50 rpm, Q= 409 gpm. P= 3400 psi. MW inlout: 16.0 in / 16.0 ppg out. Bgas:
2000 units, no flare. Cgas: 2000 units.

18:00 6.00 18.00 2 Drilled 8-1/2" Curve Section From 7,556' to 7,594'. WOB 6-20k, Rotary 0- 7,556.0 7,594.0
50 rpm, Q= 409 gpm. P= 3400 psi. MW inlout: 16.0 in I 16.0 ppg out. Bgas:
2000 units, no flare. Cgas: 2000 units.

00:00 6.00 24.00 2 Drilled 8-1/2" Curve Section From 7,594' to 7,645'. WOB 6-20k, Rotary 0- 7,594.0 7,645.0
50 rpm, Q= 409 gpm. P= 3400 psi. MW inlout: 16.0 in I 16.0 ppg out. Bgas:
2000 units, no flare. Cgas: 2000 units.

Mud Check: 7,548.0ftKB, 11/7/2013 16:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat .. HTHP FC (1...

11/7/2013 7,548.0 16.10 63 29.0 15.000 10.000 14.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCi (ppm) OilWater Ratio

314,129.00 36.5 82.7/17.3
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
18.0 85.0

Mud Check: 7,617.0ftKB, 11/7/2013 23:59
Date Depth (ftKB) Density (ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/7/2013 7,617.0 16.10 60 28.0 18.000 11.000 14.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

376,122.00 37.0 82.7/17.3
0

Mud Lost (Hole) (bbf) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
9.0 5.0 85.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,520.0 8,020.0 500.00 11/7/2013 14:00 11/13/2013 03:00 57.97 8.6 2.49 55.48 95.70 4.30
Casing & Liners

SetDepth ODNomMax
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) 1DNom Min(in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

Page 1/2 Report Printed:

Sundry Number: 45671 API Well Number: 43019500100000

FIDEUTY Daily Drilling - Paraclox Executive Daily No Cost Report for: 11/8/2013
Report #: 41, DFS: 34.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 115.00
APIlUWI Excaliber ID Well Area Basin Field Name Well Cont1guration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/7/2013 06:00 11/8/2013 06:00 34.19 7,520.0 7,645.0 115.00
Operations at Report Time
Drill 8-1/2" Curve Section
Operations Summary
Trip in hole. Changed well over to 16.0 OBM. Drilled 8-1/2" Cunie Section from 7,520' to 7,645'.
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.50 1.50 6 Trip in hole from 5,933' to 7,460'. 7,520.0 7,520.0

07:30 3.00 4.50 5 Shipped 16.0 PPG OBM to Active System. Displaced 17.0 ppg OBM out of 7,520.0 7,520.0
hole with 16.0 ppg OBM.

10:30 2.00 6.50 5 Transfer out 17.0 ppg OBM. Shipped 16.0 ppg OBM to active system. 7,520.0 7,520.0
Completed change over to 16.0 ppg OBM.

12:30 1.00 7.50 5 Drained Gas Buster. Held BOP Drill men in position 90 seconds. 7,520.0 7,520.0
13:30 4.50 12.00 2 Drilled 8-1/2" Curve Section From 7,520' to 7,556'. WOB 6-20k, Rotary 0- 7,520.0 7,556.0

50 rpm, Q= 409 gpm. P= 3400 psi. MW inlout: 16.0 in / 16.0 ppg out. Bgas:
2000 units, no flare. Cgas: 2000 units.

18:00 6.00 18.00 2 Drilled 8-1/2" Curve Section From 7,556' to 7,594'. WOB 6-20k, Rotary 0- 7,556.0 7,594.0
50 rpm, Q= 409 gpm. P= 3400 psi. MW inlout: 16.0 in I 16.0 ppg out. Bgas:
2000 units, no flare. Cgas: 2000 units.

00:00 6.00 24.00 2 Drilled 8-1/2" Curve Section From 7,594' to 7,645'. WOB 6-20k, Rotary 0- 7,594.0 7,645.0
50 rpm, Q= 409 gpm. P= 3400 psi. MW inlout: 16.0 in I 16.0 ppg out. Bgas:
2000 units, no flare. Cgas: 2000 units.

Mud Check: 7,548.0ftKB, 11/7/2013 16:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat .. HTHP FC (1...

11/7/2013 7,548.0 16.10 63 29.0 15.000 10.000 14.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCi (ppm) OilWater Ratio

314,129.00 36.5 82.7/17.3
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
18.0 85.0

Mud Check: 7,617.0ftKB, 11/7/2013 23:59
Date Depth (ftKB) Density (ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/7/2013 7,617.0 16.10 60 28.0 18.000 11.000 14.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

376,122.00 37.0 82.7/17.3
0

Mud Lost (Hole) (bbf) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
9.0 5.0 85.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,520.0 8,020.0 500.00 11/7/2013 14:00 11/13/2013 03:00 57.97 8.6 2.49 55.48 95.70 4.30
Casing & Liners

SetDepth ODNomMax
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) 1DNom Min(in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
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Sundry Number: 45671 API Well Number: 43019500100000

FIDEUTY Daily Drilling - Paraclox Executive Daily No Cost Report for: 11/8/2013
Report #: 41, DFS: 34.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 115.00
APIlUWI Excaliber ID Well Area Basin Field Name Well Cont1guration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/7/2013 06:00 11/8/2013 06:00 34.19 7,520.0 7,645.0 115.00
Operations at Report Time
Drill 8-1/2" Curve Section
Operations Summary
Trip in hole. Changed well over to 16.0 OBM. Drilled 8-1/2" Cunie Section from 7,520' to 7,645'.
Operations Next Report Period
Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 1.50 1.50 6 Trip in hole from 5,933' to 7,460'. 7,520.0 7,520.0

07:30 3.00 4.50 5 Shipped 16.0 PPG OBM to Active System. Displaced 17.0 ppg OBM out of 7,520.0 7,520.0
hole with 16.0 ppg OBM.

10:30 2.00 6.50 5 Transfer out 17.0 ppg OBM. Shipped 16.0 ppg OBM to active system. 7,520.0 7,520.0
Completed change over to 16.0 ppg OBM.

12:30 1.00 7.50 5 Drained Gas Buster. Held BOP Drill men in position 90 seconds. 7,520.0 7,520.0
13:30 4.50 12.00 2 Drilled 8-1/2" Curve Section From 7,520' to 7,556'. WOB 6-20k, Rotary 0- 7,520.0 7,556.0

50 rpm, Q= 409 gpm. P= 3400 psi. MW inlout: 16.0 in / 16.0 ppg out. Bgas:
2000 units, no flare. Cgas: 2000 units.

18:00 6.00 18.00 2 Drilled 8-1/2" Curve Section From 7,556' to 7,594'. WOB 6-20k, Rotary 0- 7,556.0 7,594.0
50 rpm, Q= 409 gpm. P= 3400 psi. MW inlout: 16.0 in I 16.0 ppg out. Bgas:
2000 units, no flare. Cgas: 2000 units.

00:00 6.00 24.00 2 Drilled 8-1/2" Curve Section From 7,594' to 7,645'. WOB 6-20k, Rotary 0- 7,594.0 7,645.0
50 rpm, Q= 409 gpm. P= 3400 psi. MW inlout: 16.0 in I 16.0 ppg out. Bgas:
2000 units, no flare. Cgas: 2000 units.

Mud Check: 7,548.0ftKB, 11/7/2013 16:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat .. HTHP FC (1...

11/7/2013 7,548.0 16.10 63 29.0 15.000 10.000 14.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCi (ppm) OilWater Ratio

314,129.00 36.5 82.7/17.3
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
18.0 85.0

Mud Check: 7,617.0ftKB, 11/7/2013 23:59
Date Depth (ftKB) Density (ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/7/2013 7,617.0 16.10 60 28.0 18.000 11.000 14.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

376,122.00 37.0 82.7/17.3
0

Mud Lost (Hole) (bbf) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
9.0 5.0 85.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,520.0 8,020.0 500.00 11/7/2013 14:00 11/13/2013 03:00 57.97 8.6 2.49 55.48 95.70 4.30
Casing & Liners

SetDepth ODNomMax
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) 1DNom Min(in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
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RECEIVED: Dec. 06, 2013

Sundry Number: 45671 API Well Number: 43019500100000Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/8/2013
Report #: 41, DFS: 34.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 115.00
APi/UWi Excallber ID Well Area Basin Field Name Well Connguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) IDNom Min(in)

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094
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Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/8/2013
Report #: 41, DFS: 34.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 115.00
APi/UWi Excallber ID Well Area Basin Field Name Well Connguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) IDNom Min(in)

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094

Page 2/2 Report Printed:

Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/8/2013
Report #: 41, DFS: 34.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 115.00
APi/UWi Excallber ID Well Area Basin Field Name Well Connguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) IDNom Min(in)

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094

Page 2/2 Report Printed:

Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/8/2013
Report #: 41, DFS: 34.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 115.00
APi/UWi Excallber ID Well Area Basin Field Name Well Connguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) IDNom Min(in)

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094

Page 2/2 Report Printed:

Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/8/2013
Report #: 41, DFS: 34.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 115.00
APi/UWi Excallber ID Well Area Basin Field Name Well Connguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) IDNom Min(in)

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094

Page 2/2 Report Printed:



RECEIVED: Dec. 06, 2013

Sundry Number: 45671 API Well Number: 43019500100000Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/9/2013
Report #: 42, DFS: 35.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 238.00
APl/UW1 Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) Kick Off Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/8/2013 06:00 11/9/2013 06:00 35.19 7,645.0 7,883.0 238.00
Operations at Report Time

Drill 8-1/2" Cunte Section
Operations Summary
Drilled 8-1/2" Cunte Section from 7,645' to 7,883'.
Operations Next Report Period
Trips
Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401
Sam Loredo Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drilled8-1/2" Curve Section From 7,645' to 7,684'. WOB 6-20k, Rotary 0- 7,645.0 7,684.0
50 rpm, Q= 409 gpm. P= 3400 psi. MW inlout: 16.0 in I 16.0 ppg out. Bgas:
2000 units, no flare. Cgas: 3000 units.

12:00 6.00 12.00 2 Drilled8-1/2" Curve Section From 7,684' to 7,832'. WOB 6-20k, Rotary 0- 7,684.0 7,832.0
50 rpm, Q= 409 gpm. P= 3400 psi. MW inlout: 16.0 in / 16.0 ppg out. Bgas:
2000 units, no flare. Cgas: 2000 units.
BOP Drill,men in position 85 seconds.

18:00 6.00 18.00 2 Drilled 8-1/2" Cunie Section From 7,832' to 7,860'. WOB 6-20k, Rotary 0- 7,832.0 7,860.0
50 rpm, Q= 409 gpm. P= 3600 psi. MW in/out: 16.0 in / 16.0 ppg out. Bgas:
2000 units, 5-8 ft flare. Cgas: 3000 units.

00:00 6.00 24.00 2 Drilled 8-1/2" Curve Section From 7,860' to 7,883'. WOB 6-20k, Rotarÿ 0- 7,860.0 7,883.0
50 rpm, Q= 409 gpm. P= 3600 psi. MW inlout: 16.0 in / 16.0 ppg out. Bgas:
2000 units, Oft flare. Cgas: 3000 units.
BOP Drill,men in position 95 seconds.
Estimated Top of Cane Creek 7,845'.

Mud Check: 7,780.0ftKB, 11/8/2013 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbf/1... Get (10s) (Ibf... Ge) (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1.

11/8/2013 7,780.0 16.00 58 30.0 16.000 11.000 14.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

338,342.00 35.5 83.7/16.3
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bb1) LCM ECD -Manual Entr... T Flowline (°F) Comment
13.0 8.0 108.0

Mud Check: 7,869.0ftKB, 11/8/2013 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (lbfl1... Gel (10s) (Ibf... Gel (10m) (lb... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1.

11/8/2013 7,869.0 16.00 57 27.0 17.000 11.000 14.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCI (ppm) Oil Water Ratio

349,768.00 35.0 83.7/16.3
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
0.0 9.0 108.0

Daily Drilling Performance
Depth 1n(ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DnllTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,520.0 8,020.0 500.00 11/7/2013 14:00 11/13/2013 03:00 57.97 8.6 2.49 55.48 95.70 4.30
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094
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Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/9/2013
Report #: 42, DFS: 35.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 238.00
APl/UW1 Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) Kick Off Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)
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2000 units, 5-8 ft flare. Cgas: 3000 units.

00:00 6.00 24.00 2 Drilled 8-1/2" Curve Section From 7,860' to 7,883'. WOB 6-20k, Rotarÿ 0- 7,860.0 7,883.0
50 rpm, Q= 409 gpm. P= 3600 psi. MW inlout: 16.0 in / 16.0 ppg out. Bgas:
2000 units, Oft flare. Cgas: 3000 units.
BOP Drill,men in position 95 seconds.
Estimated Top of Cane Creek 7,845'.

Mud Check: 7,780.0ftKB, 11/8/2013 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbf/1... Get (10s) (Ibf... Ge) (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1.

11/8/2013 7,780.0 16.00 58 30.0 16.000 11.000 14.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

338,342.00 35.5 83.7/16.3
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bb1) LCM ECD -Manual Entr... T Flowline (°F) Comment
13.0 8.0 108.0

Mud Check: 7,869.0ftKB, 11/8/2013 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (lbfl1... Gel (10s) (Ibf... Gel (10m) (lb... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1.

11/8/2013 7,869.0 16.00 57 27.0 17.000 11.000 14.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCI (ppm) Oil Water Ratio

349,768.00 35.0 83.7/16.3
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
0.0 9.0 108.0

Daily Drilling Performance
Depth 1n(ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DnllTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,520.0 8,020.0 500.00 11/7/2013 14:00 11/13/2013 03:00 57.97 8.6 2.49 55.48 95.70 4.30
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094

Page 1/1 Report Printed:



RECEIVED: Dec. 06, 2013

Sundry Number: 45671 API Well Number: 43019500100000Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/10/2013
Report #: 43, DFS: 36.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 97.00
APllUWI Excaliber lD WellArea Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/9/2013 06:00 11/10/2013 06:00 36.19 7,883.0 7,980.0 97.00
Operations at Report Time

Drill8-1/2" Curve Section
Operations Summary
Drilled8-1/2" Cuive Section From 7,883' to 7,971'. Circulated gas out of hole on MPD. Drilled8-1/2" Curve Section From 7,971' to 7,980'.
Operations Next Report Period
Trips
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401
Sam Loredo Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drilled 8-1/2" Curve Section From 7,883' to 7,911'. WOB 6-20k, Rotary 0- 7,883.0 7,911.0
50 rpm, Q= 409 gpm. P= 3600 psi. MW inlout: 16.0 in I 16.0 ppg out. Bgas:
2000 units, 0 ft flare. Cgas: 3000 units.
Holding 200 psi on WHP with MPD.

12:00 6.00 12.00 2 Drilled 8-1/2" Curve Section From 7,911' to 7,940'. WOB 6-20k, Rotary 0- 7,911.0 7,940.0
50 rpm, Q= 409 gpm. P= 3600 psi. MW inlout: 16.0 in I 16.0 ppg out. Bgas:
2000 units, Oft flare. Cgas: 3000 units.
BOP Drill,men in position 90 seconds.
Holding 200 psi WHP on MPD.

18:00 6.00 18.00 2 Drilled 8-1/2" Curve Section From 7,940' to 7,969'. WOB 6-20k, Rotary 0- 7,940.0 7,969.0
50 rpm, Q= 409 gpm. P= 3600 psi. MW in/out: 16.0 in / 16.0 ppg out. Bgas:
3000 units, Oft flare. Cgas: 3000 units.
BOP Drill, men in position 90 seconds.
Holding 375 psi WHP on MPD. Background gas increasing from 1200 Units
to 3000 Units.

00:00 0.50 18.50 2 Drilled 8-1/2" Curve Section From 7,969' to 7,971'. WOB 6-20k, Rotary 0- 7,969.0 7,971.0
50 rpm, Q= 409 gpm. P= 3800 psi. MW inlout: 16.0 in / 16.0 ppg out. Bgas:
3000 units, 0 ft flare. Cgas: 3000 units.
BOP Drill, men in position 90 seconds.
MPD holding 375 psi WHP.

00:30 2.50 21.00 5 Background gas came up to 4500 Units. Circulated gas out of hole on 7,971.0 7,971.0
MPD, holding 900 psi WHP. 30 - 35 Ft Flare. Pumped 28 BBL LCMSweep,
and 20 BBLLCMSweep. Estimated OBM Loss 513 BBLS.

03:00 3.00 24.00 2 Drilled 8-1/2" Curve Section From 7,971' to 7,980'. WOB 6-20k, Rotary 0- 7,971.0 7,980.0
50 rpm, Q= 384 gpm. P= 3800 psi. MW inlout: 16.3 in / 16.3 ppg out. Bgas:
815-1500 units, Oft flare. Cgas: 3000 units.
BOP Drill,men in position 75 seconds.
MPD holding 482-530 psi on WHP.

Mud Check: 7,926.0ftKB, 11/9/2013 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Get (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1.

11/9/2013 7,926.0 16.00 52 27.0 16.000 11.000 14.000 4.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCI (ppm) OilWater Ratio

363,066.00 35.0 84.6/15.4
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
110.0
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Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/10/2013
Report #: 43, DFS: 36.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 97.00
APllUWI Excaliber lD WellArea Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/9/2013 06:00 11/10/2013 06:00 36.19 7,883.0 7,980.0 97.00
Operations at Report Time

Drill8-1/2" Curve Section
Operations Summary
Drilled8-1/2" Cuive Section From 7,883' to 7,971'. Circulated gas out of hole on MPD. Drilled8-1/2" Curve Section From 7,971' to 7,980'.
Operations Next Report Period
Trips
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401
Sam Loredo Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drilled 8-1/2" Curve Section From 7,883' to 7,911'. WOB 6-20k, Rotary 0- 7,883.0 7,911.0
50 rpm, Q= 409 gpm. P= 3600 psi. MW inlout: 16.0 in I 16.0 ppg out. Bgas:
2000 units, 0 ft flare. Cgas: 3000 units.
Holding 200 psi on WHP with MPD.

12:00 6.00 12.00 2 Drilled 8-1/2" Curve Section From 7,911' to 7,940'. WOB 6-20k, Rotary 0- 7,911.0 7,940.0
50 rpm, Q= 409 gpm. P= 3600 psi. MW inlout: 16.0 in I 16.0 ppg out. Bgas:
2000 units, Oft flare. Cgas: 3000 units.
BOP Drill,men in position 90 seconds.
Holding 200 psi WHP on MPD.

18:00 6.00 18.00 2 Drilled 8-1/2" Curve Section From 7,940' to 7,969'. WOB 6-20k, Rotary 0- 7,940.0 7,969.0
50 rpm, Q= 409 gpm. P= 3600 psi. MW in/out: 16.0 in / 16.0 ppg out. Bgas:
3000 units, Oft flare. Cgas: 3000 units.
BOP Drill, men in position 90 seconds.
Holding 375 psi WHP on MPD. Background gas increasing from 1200 Units
to 3000 Units.

00:00 0.50 18.50 2 Drilled 8-1/2" Curve Section From 7,969' to 7,971'. WOB 6-20k, Rotary 0- 7,969.0 7,971.0
50 rpm, Q= 409 gpm. P= 3800 psi. MW inlout: 16.0 in / 16.0 ppg out. Bgas:
3000 units, 0 ft flare. Cgas: 3000 units.
BOP Drill, men in position 90 seconds.
MPD holding 375 psi WHP.

00:30 2.50 21.00 5 Background gas came up to 4500 Units. Circulated gas out of hole on 7,971.0 7,971.0
MPD, holding 900 psi WHP. 30 - 35 Ft Flare. Pumped 28 BBL LCMSweep,
and 20 BBLLCMSweep. Estimated OBM Loss 513 BBLS.

03:00 3.00 24.00 2 Drilled 8-1/2" Curve Section From 7,971' to 7,980'. WOB 6-20k, Rotary 0- 7,971.0 7,980.0
50 rpm, Q= 384 gpm. P= 3800 psi. MW inlout: 16.3 in / 16.3 ppg out. Bgas:
815-1500 units, Oft flare. Cgas: 3000 units.
BOP Drill,men in position 75 seconds.
MPD holding 482-530 psi on WHP.

Mud Check: 7,926.0ftKB, 11/9/2013 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Get (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1.

11/9/2013 7,926.0 16.00 52 27.0 16.000 11.000 14.000 4.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCI (ppm) OilWater Ratio

363,066.00 35.0 84.6/15.4
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
110.0
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Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/10/2013
Report #: 43, DFS: 36.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 97.00
APllUWI Excaliber lD WellArea Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/9/2013 06:00 11/10/2013 06:00 36.19 7,883.0 7,980.0 97.00
Operations at Report Time

Drill8-1/2" Curve Section
Operations Summary
Drilled8-1/2" Cuive Section From 7,883' to 7,971'. Circulated gas out of hole on MPD. Drilled8-1/2" Curve Section From 7,971' to 7,980'.
Operations Next Report Period
Trips
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401
Sam Loredo Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drilled 8-1/2" Curve Section From 7,883' to 7,911'. WOB 6-20k, Rotary 0- 7,883.0 7,911.0
50 rpm, Q= 409 gpm. P= 3600 psi. MW inlout: 16.0 in I 16.0 ppg out. Bgas:
2000 units, 0 ft flare. Cgas: 3000 units.
Holding 200 psi on WHP with MPD.

12:00 6.00 12.00 2 Drilled 8-1/2" Curve Section From 7,911' to 7,940'. WOB 6-20k, Rotary 0- 7,911.0 7,940.0
50 rpm, Q= 409 gpm. P= 3600 psi. MW inlout: 16.0 in I 16.0 ppg out. Bgas:
2000 units, Oft flare. Cgas: 3000 units.
BOP Drill,men in position 90 seconds.
Holding 200 psi WHP on MPD.

18:00 6.00 18.00 2 Drilled 8-1/2" Curve Section From 7,940' to 7,969'. WOB 6-20k, Rotary 0- 7,940.0 7,969.0
50 rpm, Q= 409 gpm. P= 3600 psi. MW in/out: 16.0 in / 16.0 ppg out. Bgas:
3000 units, Oft flare. Cgas: 3000 units.
BOP Drill, men in position 90 seconds.
Holding 375 psi WHP on MPD. Background gas increasing from 1200 Units
to 3000 Units.

00:00 0.50 18.50 2 Drilled 8-1/2" Curve Section From 7,969' to 7,971'. WOB 6-20k, Rotary 0- 7,969.0 7,971.0
50 rpm, Q= 409 gpm. P= 3800 psi. MW inlout: 16.0 in / 16.0 ppg out. Bgas:
3000 units, 0 ft flare. Cgas: 3000 units.
BOP Drill, men in position 90 seconds.
MPD holding 375 psi WHP.

00:30 2.50 21.00 5 Background gas came up to 4500 Units. Circulated gas out of hole on 7,971.0 7,971.0
MPD, holding 900 psi WHP. 30 - 35 Ft Flare. Pumped 28 BBL LCMSweep,
and 20 BBLLCMSweep. Estimated OBM Loss 513 BBLS.

03:00 3.00 24.00 2 Drilled 8-1/2" Curve Section From 7,971' to 7,980'. WOB 6-20k, Rotary 0- 7,971.0 7,980.0
50 rpm, Q= 384 gpm. P= 3800 psi. MW inlout: 16.3 in / 16.3 ppg out. Bgas:
815-1500 units, Oft flare. Cgas: 3000 units.
BOP Drill,men in position 75 seconds.
MPD holding 482-530 psi on WHP.

Mud Check: 7,926.0ftKB, 11/9/2013 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Get (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1.

11/9/2013 7,926.0 16.00 52 27.0 16.000 11.000 14.000 4.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCI (ppm) OilWater Ratio

363,066.00 35.0 84.6/15.4
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
110.0
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Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/10/2013
Report #: 43, DFS: 36.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 97.00
APllUWI Excaliber lD WellArea Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/9/2013 06:00 11/10/2013 06:00 36.19 7,883.0 7,980.0 97.00
Operations at Report Time

Drill8-1/2" Curve Section
Operations Summary
Drilled8-1/2" Cuive Section From 7,883' to 7,971'. Circulated gas out of hole on MPD. Drilled8-1/2" Curve Section From 7,971' to 7,980'.
Operations Next Report Period
Trips
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401
Sam Loredo Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drilled 8-1/2" Curve Section From 7,883' to 7,911'. WOB 6-20k, Rotary 0- 7,883.0 7,911.0
50 rpm, Q= 409 gpm. P= 3600 psi. MW inlout: 16.0 in I 16.0 ppg out. Bgas:
2000 units, 0 ft flare. Cgas: 3000 units.
Holding 200 psi on WHP with MPD.

12:00 6.00 12.00 2 Drilled 8-1/2" Curve Section From 7,911' to 7,940'. WOB 6-20k, Rotary 0- 7,911.0 7,940.0
50 rpm, Q= 409 gpm. P= 3600 psi. MW inlout: 16.0 in I 16.0 ppg out. Bgas:
2000 units, Oft flare. Cgas: 3000 units.
BOP Drill,men in position 90 seconds.
Holding 200 psi WHP on MPD.

18:00 6.00 18.00 2 Drilled 8-1/2" Curve Section From 7,940' to 7,969'. WOB 6-20k, Rotary 0- 7,940.0 7,969.0
50 rpm, Q= 409 gpm. P= 3600 psi. MW in/out: 16.0 in / 16.0 ppg out. Bgas:
3000 units, Oft flare. Cgas: 3000 units.
BOP Drill, men in position 90 seconds.
Holding 375 psi WHP on MPD. Background gas increasing from 1200 Units
to 3000 Units.

00:00 0.50 18.50 2 Drilled 8-1/2" Curve Section From 7,969' to 7,971'. WOB 6-20k, Rotary 0- 7,969.0 7,971.0
50 rpm, Q= 409 gpm. P= 3800 psi. MW inlout: 16.0 in / 16.0 ppg out. Bgas:
3000 units, 0 ft flare. Cgas: 3000 units.
BOP Drill, men in position 90 seconds.
MPD holding 375 psi WHP.

00:30 2.50 21.00 5 Background gas came up to 4500 Units. Circulated gas out of hole on 7,971.0 7,971.0
MPD, holding 900 psi WHP. 30 - 35 Ft Flare. Pumped 28 BBL LCMSweep,
and 20 BBLLCMSweep. Estimated OBM Loss 513 BBLS.

03:00 3.00 24.00 2 Drilled 8-1/2" Curve Section From 7,971' to 7,980'. WOB 6-20k, Rotary 0- 7,971.0 7,980.0
50 rpm, Q= 384 gpm. P= 3800 psi. MW inlout: 16.3 in / 16.3 ppg out. Bgas:
815-1500 units, Oft flare. Cgas: 3000 units.
BOP Drill,men in position 75 seconds.
MPD holding 482-530 psi on WHP.

Mud Check: 7,926.0ftKB, 11/9/2013 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Get (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1.

11/9/2013 7,926.0 16.00 52 27.0 16.000 11.000 14.000 4.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCI (ppm) OilWater Ratio

363,066.00 35.0 84.6/15.4
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
110.0
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Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/10/2013
Report #: 43, DFS: 36.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 97.00
APllUWI Excaliber lD WellArea Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/9/2013 06:00 11/10/2013 06:00 36.19 7,883.0 7,980.0 97.00
Operations at Report Time

Drill8-1/2" Curve Section
Operations Summary
Drilled8-1/2" Cuive Section From 7,883' to 7,971'. Circulated gas out of hole on MPD. Drilled8-1/2" Curve Section From 7,971' to 7,980'.
Operations Next Report Period
Trips
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401
Sam Loredo Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drilled 8-1/2" Curve Section From 7,883' to 7,911'. WOB 6-20k, Rotary 0- 7,883.0 7,911.0
50 rpm, Q= 409 gpm. P= 3600 psi. MW inlout: 16.0 in I 16.0 ppg out. Bgas:
2000 units, 0 ft flare. Cgas: 3000 units.
Holding 200 psi on WHP with MPD.

12:00 6.00 12.00 2 Drilled 8-1/2" Curve Section From 7,911' to 7,940'. WOB 6-20k, Rotary 0- 7,911.0 7,940.0
50 rpm, Q= 409 gpm. P= 3600 psi. MW inlout: 16.0 in I 16.0 ppg out. Bgas:
2000 units, Oft flare. Cgas: 3000 units.
BOP Drill,men in position 90 seconds.
Holding 200 psi WHP on MPD.

18:00 6.00 18.00 2 Drilled 8-1/2" Curve Section From 7,940' to 7,969'. WOB 6-20k, Rotary 0- 7,940.0 7,969.0
50 rpm, Q= 409 gpm. P= 3600 psi. MW in/out: 16.0 in / 16.0 ppg out. Bgas:
3000 units, Oft flare. Cgas: 3000 units.
BOP Drill, men in position 90 seconds.
Holding 375 psi WHP on MPD. Background gas increasing from 1200 Units
to 3000 Units.

00:00 0.50 18.50 2 Drilled 8-1/2" Curve Section From 7,969' to 7,971'. WOB 6-20k, Rotary 0- 7,969.0 7,971.0
50 rpm, Q= 409 gpm. P= 3800 psi. MW inlout: 16.0 in / 16.0 ppg out. Bgas:
3000 units, 0 ft flare. Cgas: 3000 units.
BOP Drill, men in position 90 seconds.
MPD holding 375 psi WHP.

00:30 2.50 21.00 5 Background gas came up to 4500 Units. Circulated gas out of hole on 7,971.0 7,971.0
MPD, holding 900 psi WHP. 30 - 35 Ft Flare. Pumped 28 BBL LCMSweep,
and 20 BBLLCMSweep. Estimated OBM Loss 513 BBLS.

03:00 3.00 24.00 2 Drilled 8-1/2" Curve Section From 7,971' to 7,980'. WOB 6-20k, Rotary 0- 7,971.0 7,980.0
50 rpm, Q= 384 gpm. P= 3800 psi. MW inlout: 16.3 in / 16.3 ppg out. Bgas:
815-1500 units, Oft flare. Cgas: 3000 units.
BOP Drill,men in position 75 seconds.
MPD holding 482-530 psi on WHP.

Mud Check: 7,926.0ftKB, 11/9/2013 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Get (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1.

11/9/2013 7,926.0 16.00 52 27.0 16.000 11.000 14.000 4.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCI (ppm) OilWater Ratio

363,066.00 35.0 84.6/15.4
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
110.0
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RECEIVED: Dec. 06, 2013

Sundry Number: 45671 API Well Number: 43019500100000Sundry Number: 45671 API Well Number: 43019500100000

FIDEUTY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/10/2013
Report #: 43, DFS: 36.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 97.00
APilUWI Excaliber ID Well Area Basin Field Name Well Cont1guration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Mud Check: 7,972.0ftKB, 11/9/2013 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (lbfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/9/2013 7,972.0 16.20 61 28.0 20.000 12.000 15.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

297,877.00 35.5 84.6/15.4
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment
510.0 3.0 110.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DnllTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,520.0 8,020.0 500.00 11/7/2013 14:00 11/13/2013 03:00 57.97 8.6 2.49 55.48 95.70 4.30
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-SS 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094
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Sundry Number: 45671 API Well Number: 43019500100000

FIDEUTY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/10/2013
Report #: 43, DFS: 36.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 97.00
APilUWI Excaliber ID Well Area Basin Field Name Well Cont1guration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Mud Check: 7,972.0ftKB, 11/9/2013 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (lbfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/9/2013 7,972.0 16.20 61 28.0 20.000 12.000 15.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

297,877.00 35.5 84.6/15.4
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment
510.0 3.0 110.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DnllTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,520.0 8,020.0 500.00 11/7/2013 14:00 11/13/2013 03:00 57.97 8.6 2.49 55.48 95.70 4.30
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-SS 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094
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Sundry Number: 45671 API Well Number: 43019500100000

FIDEUTY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/10/2013
Report #: 43, DFS: 36.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 97.00
APilUWI Excaliber ID Well Area Basin Field Name Well Cont1guration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Mud Check: 7,972.0ftKB, 11/9/2013 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (lbfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/9/2013 7,972.0 16.20 61 28.0 20.000 12.000 15.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

297,877.00 35.5 84.6/15.4
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment
510.0 3.0 110.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DnllTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,520.0 8,020.0 500.00 11/7/2013 14:00 11/13/2013 03:00 57.97 8.6 2.49 55.48 95.70 4.30
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-SS 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094
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Sundry Number: 45671 API Well Number: 43019500100000

FIDEUTY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/10/2013
Report #: 43, DFS: 36.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 97.00
APilUWI Excaliber ID Well Area Basin Field Name Well Cont1guration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Mud Check: 7,972.0ftKB, 11/9/2013 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (lbfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/9/2013 7,972.0 16.20 61 28.0 20.000 12.000 15.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

297,877.00 35.5 84.6/15.4
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment
510.0 3.0 110.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DnllTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,520.0 8,020.0 500.00 11/7/2013 14:00 11/13/2013 03:00 57.97 8.6 2.49 55.48 95.70 4.30
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-SS 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094
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Sundry Number: 45671 API Well Number: 43019500100000

FIDEUTY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/10/2013
Report #: 43, DFS: 36.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 97.00
APilUWI Excaliber ID Well Area Basin Field Name Well Cont1guration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Mud Check: 7,972.0ftKB, 11/9/2013 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (lbfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/9/2013 7,972.0 16.20 61 28.0 20.000 12.000 15.000 4.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

297,877.00 35.5 84.6/15.4
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment
510.0 3.0 110.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DnllTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,520.0 8,020.0 500.00 11/7/2013 14:00 11/13/2013 03:00 57.97 8.6 2.49 55.48 95.70 4.30
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-SS 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094
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RECEIVED: Dec. 06, 2013

Sundry Number: 45671 API Well Number: 43019500100000Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/11/2013
Report #: 44, DFS: 37.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 40.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/10/2013 06:00 11/11/2013 06:00 37.19 7,980.0 8,020.0 40.00
Operations at Report Time
Circulate
Operations Summary
Drilled 8-1/2" Curve Section From 7,980' to 8,020'. Casing Point for 7" Casing. Circulated gas out of hole on MPD. Wiped hole back to 6,600', RIH to 8,020'.
Circulating bottoms up, Halliburton MPD holding 480 psi WHP, 18.4 EMW.
Total mud lost to well last 24 hrs.(321 bbls.)
Operations Next Report Period
Trips
Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drilled 8-1/2" Curve Section From 7,980' to 8,003'. WOB 6-20k, Rotary 0- 7,980.0 8,003.0
50 rpm, Q= 384 gpm. P= 3800 psi. MW inlout: 16.3 in / 16.3 ppg out. Bgas:
815-1500 units, 0 ft flare. Cgas: 3000 units.
MPD holding 482-530 psi on WHP.

12:00 2.50 8.50 2 Drilled 8-1/2" Curve Section From 8,003' to 8,020', TD for 7" Casing. WOB 8,003.0 8,020.0
6-20k, Rotary 0-50 rpm, Q= 429 gpm. P= 3600 psi. MW inlout: 16.5 in /
16.5 ppg out. Bgas: 1000-4500 units, 15-20 ft flare. Cgas: 3000 units.
MPD holding 482-530 psi on WHP.

14:30 3.50 12.00 5 Circulate bottoms up and gas out of hole. Halliburton MPD holding 480 - 8,020.0 8,020.0
520 psi WHP, 18.11 EMW.

18:00 4.00 16.00 5 Circulate to remove gas from hole 4400 units down to 1000 units. 8,020.0 8,020.0
Halliburton MPD holding 480 psi WHP, 18.13 EMW. Pumped 80 bbls of
LCM at 45 PPB pilland spot it out of string.

22:00 3.00 19.00 6 Wiped hole back to 6,600', Halliburton MPD holding 650 psi WHP, 18.13 8,020.0 8,020.0
PPG EMWwhile tripping.

01:00 0.50 19.50 9 Serviced Rig and Equipment. 8,020.0 8,020.0
01:30 2.50 22.00 6 Trip in hole from 6,600' to 8,020' at 10 min/stand. Halliburton MPD holding 8,020.0 8,020.0

650 psi WHP, 18.13 PPG EMW while trippingin.
04:00 2.00 24.00 5 Circulate bottoms up. Weight up KWMto 18.3 PPG. Halliburton MPD 8,020.0 8,020.0

holding 480 psi WHP, 18.4 EMW.
Mud Check: 8,020.0ftKB, 11/10/2013 16:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/10/2013 8,020.0 16.50 53 32.0 18.000 12.000 15.000 3.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

328,598.00 37.0 84.1/15.9
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbí) LCM ECD - Manual Entr... T Flowline (°F) Comment
131.0 32.0 114.0

Mud Check: 8,020.0ftKB, 11/10/2013 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Get (10s) (Ibf... Get (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/10/2013 8,020.0 16.50 56 30.0 22.000 13.000 15.000 3.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlondes (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) OilWater Ratio

352,335.00 36.0 84.1/15.9
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbi) LCM ECD -Manual Entr... T Flowline (°F) Comment
158.0 2.0 18.10 114.0

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,520.0 8,020.0 500.00 11/7/2013 14:00 11/13/2013 03:00 57.97 8.6 2.49 55.48 95.70 4.30
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Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/11/2013
Report #: 44, DFS: 37.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 40.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/10/2013 06:00 11/11/2013 06:00 37.19 7,980.0 8,020.0 40.00
Operations at Report Time
Circulate
Operations Summary
Drilled 8-1/2" Curve Section From 7,980' to 8,020'. Casing Point for 7" Casing. Circulated gas out of hole on MPD. Wiped hole back to 6,600', RIH to 8,020'.
Circulating bottoms up, Halliburton MPD holding 480 psi WHP, 18.4 EMW.
Total mud lost to well last 24 hrs.(321 bbls.)
Operations Next Report Period
Trips
Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drilled 8-1/2" Curve Section From 7,980' to 8,003'. WOB 6-20k, Rotary 0- 7,980.0 8,003.0
50 rpm, Q= 384 gpm. P= 3800 psi. MW inlout: 16.3 in / 16.3 ppg out. Bgas:
815-1500 units, 0 ft flare. Cgas: 3000 units.
MPD holding 482-530 psi on WHP.

12:00 2.50 8.50 2 Drilled 8-1/2" Curve Section From 8,003' to 8,020', TD for 7" Casing. WOB 8,003.0 8,020.0
6-20k, Rotary 0-50 rpm, Q= 429 gpm. P= 3600 psi. MW inlout: 16.5 in /
16.5 ppg out. Bgas: 1000-4500 units, 15-20 ft flare. Cgas: 3000 units.
MPD holding 482-530 psi on WHP.

14:30 3.50 12.00 5 Circulate bottoms up and gas out of hole. Halliburton MPD holding 480 - 8,020.0 8,020.0
520 psi WHP, 18.11 EMW.

18:00 4.00 16.00 5 Circulate to remove gas from hole 4400 units down to 1000 units. 8,020.0 8,020.0
Halliburton MPD holding 480 psi WHP, 18.13 EMW. Pumped 80 bbls of
LCM at 45 PPB pilland spot it out of string.

22:00 3.00 19.00 6 Wiped hole back to 6,600', Halliburton MPD holding 650 psi WHP, 18.13 8,020.0 8,020.0
PPG EMWwhile tripping.

01:00 0.50 19.50 9 Serviced Rig and Equipment. 8,020.0 8,020.0
01:30 2.50 22.00 6 Trip in hole from 6,600' to 8,020' at 10 min/stand. Halliburton MPD holding 8,020.0 8,020.0

650 psi WHP, 18.13 PPG EMW while trippingin.
04:00 2.00 24.00 5 Circulate bottoms up. Weight up KWMto 18.3 PPG. Halliburton MPD 8,020.0 8,020.0

holding 480 psi WHP, 18.4 EMW.
Mud Check: 8,020.0ftKB, 11/10/2013 16:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/10/2013 8,020.0 16.50 53 32.0 18.000 12.000 15.000 3.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

328,598.00 37.0 84.1/15.9
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbí) LCM ECD - Manual Entr... T Flowline (°F) Comment
131.0 32.0 114.0

Mud Check: 8,020.0ftKB, 11/10/2013 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Get (10s) (Ibf... Get (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/10/2013 8,020.0 16.50 56 30.0 22.000 13.000 15.000 3.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlondes (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) OilWater Ratio

352,335.00 36.0 84.1/15.9
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbi) LCM ECD -Manual Entr... T Flowline (°F) Comment
158.0 2.0 18.10 114.0

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,520.0 8,020.0 500.00 11/7/2013 14:00 11/13/2013 03:00 57.97 8.6 2.49 55.48 95.70 4.30
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Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/11/2013
Report #: 44, DFS: 37.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 40.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/10/2013 06:00 11/11/2013 06:00 37.19 7,980.0 8,020.0 40.00
Operations at Report Time
Circulate
Operations Summary
Drilled 8-1/2" Curve Section From 7,980' to 8,020'. Casing Point for 7" Casing. Circulated gas out of hole on MPD. Wiped hole back to 6,600', RIH to 8,020'.
Circulating bottoms up, Halliburton MPD holding 480 psi WHP, 18.4 EMW.
Total mud lost to well last 24 hrs.(321 bbls.)
Operations Next Report Period
Trips
Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drilled 8-1/2" Curve Section From 7,980' to 8,003'. WOB 6-20k, Rotary 0- 7,980.0 8,003.0
50 rpm, Q= 384 gpm. P= 3800 psi. MW inlout: 16.3 in / 16.3 ppg out. Bgas:
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PPG EMWwhile tripping.

01:00 0.50 19.50 9 Serviced Rig and Equipment. 8,020.0 8,020.0
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RECEIVED: Dec. 06, 2013

Sundry Number: 45671 API Well Number: 43019500100000Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/11/2013
re e Report#:44,DFS:37.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 40.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Confguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094
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RECEIVED: Dec. 06, 2013

Sundry Number: 45671 API Well Number: 43019500100000Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/12/2013
Report #: 45, DFS: 38.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APllUWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) KickOff Date Kick Off Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/11/2013 06:00 11/12/2013 06:00 38.19 8,020.0 8,020.0 0.00
Operations at Report Time
Circulate spotting LCM Pill
Operations Summary
Circulate bottoms up, built 18.4 ppg KWM. Displaced out 16.5 ppg OBM with 18.4 ppg KWM.Build 193 bbl 18.4 ppg OBM. Displaced out 16.5 ppg OBM until
18.4 ppg returns at 2 bpm. Circulate18.4 ppg OBM @2 bpm. Dropped ball and shifted Bypass Sub open. Pumping LCMPill.
Total OBM Loss last 24 Hrs = 155 BBLS, 15 bbis to SCE, 140 to Formation.
Operations Next Report Period
Trips
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 6.00 6.00 5 Circulate bottoms up. Weight up KWMto 18.4 PPG. Halliburton MPD 8,020.0 8,020.0

holding 480 psi WHP, 18.2 EMW.
12:00 3.50 9.50 5 Shut well in. Transfer 16.5 ppg OBMfrom Active System and ship 18.4 ppg 8,020.0 8,020.0

KWMto Active System.
15:30 1.50 11.00 5 Displace 16.5 ppg OBM with 400 bbis 18.4 ppg KWM. 8,020.0 8,020.0

17:00 2.50 13.50 5 Shut well in. Shipped 18.4 KWMto Active system, Transferred 16.5 ppg 8,020.0 8,020.0
OBMfrom Premix to Tank farm.

19:30 1.00 14.50 5 Displace 16.5 ppg OBM with 400 bbis 18.4 ppg KWM. 8,020.0 8,020.0
20:30 3.00 17.50 5 Well shut in. Mixed 193 BBLS of 18.4 ppg KWMin Premix Tank. Shipped 8,020.0 8,020.0

18.4 ppg KWMto active system.
23:30 0.50 18.00 5 Displace 16.5 ppg OBM out with 18.4 ppg KWM. 8,020.0 8,020.0
00:00 0.50 18.50 5 Drained 16.5 ppg OBM out of Gas Buster. 8,020.0 8,020.0
00:30 3.50 22.00 5 Circulate and condition 18.4 ppg OBM, circulate gas out of hole. 8,020.0 8,020.0
04:00 0.50 22.50 5 Flow Check for 30 min. No Flow. 8,020.0 8,020.0
04:30 1.00 23.50 5 Dropped ball to open Well Commander. Circulate ball down to seat, shift 8,020.0 8,020.0

open with 1257 psi.
05:30 0.50 24.00 5 Pumping LCM,willspot 200 bbis LCMon outside of string. 8,020.0 8,020.0
Mud Check: 8,020.0ftKB, 11/11/2013 16:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (lbf/1... Gel (10s) (Ibf... Gel (10m) (1b... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/11/2013 8,020.0 18.50 94 48.0 20.000 12.000 15.000 3.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

339,881.00 43.5 81.4/18.6
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T FlowlÍne(°F) Comment
72.0 7.0

Mud Check: 8,020.0ftKB, 11/11/2013 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1. .

11/11/2013 8,020.0 18.50 97 45.0 23.000 14.000 16.000 3.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

294,086.00 44.0 81.4/18.6
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
68.0 8.0

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,520.0 8,020.0 500.00 11/7/2013 14:00 11/13/2013 03:00 57.97 8.6 2.49 55.48 95.70 4.30
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Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1. .

11/11/2013 8,020.0 18.50 97 45.0 23.000 14.000 16.000 3.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

294,086.00 44.0 81.4/18.6
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
68.0 8.0

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,520.0 8,020.0 500.00 11/7/2013 14:00 11/13/2013 03:00 57.97 8.6 2.49 55.48 95.70 4.30

Page 1/2 Report Printed:

Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/12/2013
Report #: 45, DFS: 38.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APllUWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) KickOff Date Kick Off Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/11/2013 06:00 11/12/2013 06:00 38.19 8,020.0 8,020.0 0.00
Operations at Report Time
Circulate spotting LCM Pill
Operations Summary
Circulate bottoms up, built 18.4 ppg KWM. Displaced out 16.5 ppg OBM with 18.4 ppg KWM.Build 193 bbl 18.4 ppg OBM. Displaced out 16.5 ppg OBM until
18.4 ppg returns at 2 bpm. Circulate18.4 ppg OBM @2 bpm. Dropped ball and shifted Bypass Sub open. Pumping LCMPill.
Total OBM Loss last 24 Hrs = 155 BBLS, 15 bbis to SCE, 140 to Formation.
Operations Next Report Period
Trips
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 6.00 6.00 5 Circulate bottoms up. Weight up KWMto 18.4 PPG. Halliburton MPD 8,020.0 8,020.0

holding 480 psi WHP, 18.2 EMW.
12:00 3.50 9.50 5 Shut well in. Transfer 16.5 ppg OBMfrom Active System and ship 18.4 ppg 8,020.0 8,020.0

KWMto Active System.
15:30 1.50 11.00 5 Displace 16.5 ppg OBM with 400 bbis 18.4 ppg KWM. 8,020.0 8,020.0

17:00 2.50 13.50 5 Shut well in. Shipped 18.4 KWMto Active system, Transferred 16.5 ppg 8,020.0 8,020.0
OBMfrom Premix to Tank farm.

19:30 1.00 14.50 5 Displace 16.5 ppg OBM with 400 bbis 18.4 ppg KWM. 8,020.0 8,020.0
20:30 3.00 17.50 5 Well shut in. Mixed 193 BBLS of 18.4 ppg KWMin Premix Tank. Shipped 8,020.0 8,020.0

18.4 ppg KWMto active system.
23:30 0.50 18.00 5 Displace 16.5 ppg OBM out with 18.4 ppg KWM. 8,020.0 8,020.0
00:00 0.50 18.50 5 Drained 16.5 ppg OBM out of Gas Buster. 8,020.0 8,020.0
00:30 3.50 22.00 5 Circulate and condition 18.4 ppg OBM, circulate gas out of hole. 8,020.0 8,020.0
04:00 0.50 22.50 5 Flow Check for 30 min. No Flow. 8,020.0 8,020.0
04:30 1.00 23.50 5 Dropped ball to open Well Commander. Circulate ball down to seat, shift 8,020.0 8,020.0

open with 1257 psi.
05:30 0.50 24.00 5 Pumping LCM,willspot 200 bbis LCMon outside of string. 8,020.0 8,020.0
Mud Check: 8,020.0ftKB, 11/11/2013 16:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (lbf/1... Gel (10s) (Ibf... Gel (10m) (1b... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/11/2013 8,020.0 18.50 94 48.0 20.000 12.000 15.000 3.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

339,881.00 43.5 81.4/18.6
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T FlowlÍne(°F) Comment
72.0 7.0

Mud Check: 8,020.0ftKB, 11/11/2013 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1. .

11/11/2013 8,020.0 18.50 97 45.0 23.000 14.000 16.000 3.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

294,086.00 44.0 81.4/18.6
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
68.0 8.0

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,520.0 8,020.0 500.00 11/7/2013 14:00 11/13/2013 03:00 57.97 8.6 2.49 55.48 95.70 4.30
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RECEIVED: Dec. 06, 2013

Sundry Number: 45671 API Well Number: 43019500100000Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/12/2013
Report #: 45, DFS: 38.19

WeII Name: Cane Creek 7-1 Daily Depth Progress: 0.00
AP1/UWI Excaliber ID Well Area Basin Field Name Well Confguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

7/1/2013 Conductor 103.0
10/7/2013 Surfaœ 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094
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RECEIVED: Dec. 06, 2013

Sundry Number: 45671 API Well Number: 43019500100000Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/13/2013
Report #: 46, DFS: 39.19

We11Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APllUWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Weli Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) Kick Off Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Stad Depth (ftKB) End Depth (ftKB) Daly Depth Progress (ft)

11/12/2013 06:00 11/13/2013 06:00 39.19 8,020.0 8,020.0 0.00
Operations at Report Time
Run 7" Liner
Operations Summary
Spot 200 bbl LCM Pill outside of string.Trip out of hole. L/D BHA. Held PJSM with B&LCasing. RIU Casing Tongs & Equipment. Run 7" Liner.
Total OBM Loss Last 24 Hrs = 38 bbis
34 bbls to Formation, 4 bbis to SCE.
Operations Next Report Period
Run Casing &Cement
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401
Sam Loredo Company Man / WSL (970) 986-4401
Delbert Sullivan Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 3.50 3.50 5 Pump and spot 200 bbls of LCMoutside of string. Pumped dry job. 8,020.0 8,020.0
09:30 0.50 4.00 6 Opened Orbit valve and lined up Trip Tank. 8,020.0 8,020.0
10:00 6.00 10.00 6 Trip out of hole from 8,020' to 4,310' at 10 min/stand. Hole takingcorrect 8,020.0 8,020.0

amount of displacement fluid.
16:00 0.50 10.50 6 Flow check at 9-5/8" Casing Shoe. No Flow. 8,020.0 8,020.0
16:30 1.50 12.00 6 Trip out of hole from 4,310' to 3,100' at 10 min/stand. Hole takingcorrect 8,020.0 8,020.0

amount of displacement fluid.
18:00 0.50 12.50 6 Pulled Rotating Head Element. Installed Trip Nipple. 8,020.0 8,020.0
18:30 5.00 17.50 6 Trip out of hole from 3,100' to BHA. Hole takingcorrect amount of 8,020.0 8,020.0

displacement fluid.
Trip Drill, stabbed FOSV, men in position 4.5 min.

23:30 0.50 18.00 6 Flow Check. No Flow. 8,020.0 8,020.0
00:00 3.00 21.00 6 POH L/DWell Commander Subs and Thruster. Drained motor and broke 8,020.0 8,020.0

off bit. Pulled MWD Probe Tool. L/D BHAcomponents.
03:00 0.50 21.50 9 Serviced Rig & Equipment. 8,020.0 8,020.0
03:30 2.00 23.50 12 Held PJSM with B&LCasing Crew. RIU Casing Tongs and Equipment. 8,020.0 8,020.0

Move Float equipment to floor.
05:30 0.50 24.00 12 Makeup shoe track. [Reaming Shoe with Float, 1 joint,Float Collar, Smith 8,020.0 8,020.0

Landing Collar. 7" 32 ppf, HCP 110, Buttress thread.]
Mud Check: 8,020.0ftKB, 11/12/2013 15:00
Date Depth (ftKB) Density (Ib/gal) VÍs (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/12/2013 8,020.0 18.40 94 45.0 23.000 13.000 16.000 3.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calclum (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

322,154.00 44.0 82.1/17.9
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
34.0 4.0

Mud Check: 8,020.0ftKB, 11/12/2013 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa-s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mLI... FC (1/32") HTHP Filtrat .. HTHP FC (1..

11/12/2013 8,020.0 18.40 94 45.0 23.000 13.000 16.000 3.0 2
MBT(lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaC1 (ppm) OilWater Ratio

322,154.00 44.0 82.1/17.9
0

Mud Lost (Hole) (bb]) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment
0.0 0.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Dnlled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,520.0 8,020.0 500.00 11/7/2013 14:00 11/13/2013 03:00 57.97 8.6 2.49 55.48 95.70 4.30
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Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/13/2013
Report #: 46, DFS: 39.19

We11Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APllUWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Weli Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) Kick Off Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Stad Depth (ftKB) End Depth (ftKB) Daly Depth Progress (ft)

11/12/2013 06:00 11/13/2013 06:00 39.19 8,020.0 8,020.0 0.00
Operations at Report Time
Run 7" Liner
Operations Summary
Spot 200 bbl LCM Pill outside of string.Trip out of hole. L/D BHA. Held PJSM with B&LCasing. RIU Casing Tongs & Equipment. Run 7" Liner.
Total OBM Loss Last 24 Hrs = 38 bbis
34 bbls to Formation, 4 bbis to SCE.
Operations Next Report Period
Run Casing &Cement
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401
Sam Loredo Company Man / WSL (970) 986-4401
Delbert Sullivan Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 3.50 3.50 5 Pump and spot 200 bbls of LCMoutside of string. Pumped dry job. 8,020.0 8,020.0
09:30 0.50 4.00 6 Opened Orbit valve and lined up Trip Tank. 8,020.0 8,020.0
10:00 6.00 10.00 6 Trip out of hole from 8,020' to 4,310' at 10 min/stand. Hole takingcorrect 8,020.0 8,020.0

amount of displacement fluid.
16:00 0.50 10.50 6 Flow check at 9-5/8" Casing Shoe. No Flow. 8,020.0 8,020.0
16:30 1.50 12.00 6 Trip out of hole from 4,310' to 3,100' at 10 min/stand. Hole takingcorrect 8,020.0 8,020.0

amount of displacement fluid.
18:00 0.50 12.50 6 Pulled Rotating Head Element. Installed Trip Nipple. 8,020.0 8,020.0
18:30 5.00 17.50 6 Trip out of hole from 3,100' to BHA. Hole takingcorrect amount of 8,020.0 8,020.0

displacement fluid.
Trip Drill, stabbed FOSV, men in position 4.5 min.

23:30 0.50 18.00 6 Flow Check. No Flow. 8,020.0 8,020.0
00:00 3.00 21.00 6 POH L/DWell Commander Subs and Thruster. Drained motor and broke 8,020.0 8,020.0

off bit. Pulled MWD Probe Tool. L/D BHAcomponents.
03:00 0.50 21.50 9 Serviced Rig & Equipment. 8,020.0 8,020.0
03:30 2.00 23.50 12 Held PJSM with B&LCasing Crew. RIU Casing Tongs and Equipment. 8,020.0 8,020.0

Move Float equipment to floor.
05:30 0.50 24.00 12 Makeup shoe track. [Reaming Shoe with Float, 1 joint,Float Collar, Smith 8,020.0 8,020.0

Landing Collar. 7" 32 ppf, HCP 110, Buttress thread.]
Mud Check: 8,020.0ftKB, 11/12/2013 15:00
Date Depth (ftKB) Density (Ib/gal) VÍs (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/12/2013 8,020.0 18.40 94 45.0 23.000 13.000 16.000 3.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calclum (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

322,154.00 44.0 82.1/17.9
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
34.0 4.0

Mud Check: 8,020.0ftKB, 11/12/2013 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa-s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mLI... FC (1/32") HTHP Filtrat .. HTHP FC (1..

11/12/2013 8,020.0 18.40 94 45.0 23.000 13.000 16.000 3.0 2
MBT(lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaC1 (ppm) OilWater Ratio

322,154.00 44.0 82.1/17.9
0

Mud Lost (Hole) (bb]) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment
0.0 0.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Dnlled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,520.0 8,020.0 500.00 11/7/2013 14:00 11/13/2013 03:00 57.97 8.6 2.49 55.48 95.70 4.30
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Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/13/2013
Report #: 46, DFS: 39.19

We11Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APllUWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Weli Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) Kick Off Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Stad Depth (ftKB) End Depth (ftKB) Daly Depth Progress (ft)

11/12/2013 06:00 11/13/2013 06:00 39.19 8,020.0 8,020.0 0.00
Operations at Report Time
Run 7" Liner
Operations Summary
Spot 200 bbl LCM Pill outside of string.Trip out of hole. L/D BHA. Held PJSM with B&LCasing. RIU Casing Tongs & Equipment. Run 7" Liner.
Total OBM Loss Last 24 Hrs = 38 bbis
34 bbls to Formation, 4 bbis to SCE.
Operations Next Report Period
Run Casing &Cement
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401
Sam Loredo Company Man / WSL (970) 986-4401
Delbert Sullivan Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 3.50 3.50 5 Pump and spot 200 bbls of LCMoutside of string. Pumped dry job. 8,020.0 8,020.0
09:30 0.50 4.00 6 Opened Orbit valve and lined up Trip Tank. 8,020.0 8,020.0
10:00 6.00 10.00 6 Trip out of hole from 8,020' to 4,310' at 10 min/stand. Hole takingcorrect 8,020.0 8,020.0

amount of displacement fluid.
16:00 0.50 10.50 6 Flow check at 9-5/8" Casing Shoe. No Flow. 8,020.0 8,020.0
16:30 1.50 12.00 6 Trip out of hole from 4,310' to 3,100' at 10 min/stand. Hole takingcorrect 8,020.0 8,020.0

amount of displacement fluid.
18:00 0.50 12.50 6 Pulled Rotating Head Element. Installed Trip Nipple. 8,020.0 8,020.0
18:30 5.00 17.50 6 Trip out of hole from 3,100' to BHA. Hole takingcorrect amount of 8,020.0 8,020.0

displacement fluid.
Trip Drill, stabbed FOSV, men in position 4.5 min.

23:30 0.50 18.00 6 Flow Check. No Flow. 8,020.0 8,020.0
00:00 3.00 21.00 6 POH L/DWell Commander Subs and Thruster. Drained motor and broke 8,020.0 8,020.0

off bit. Pulled MWD Probe Tool. L/D BHAcomponents.
03:00 0.50 21.50 9 Serviced Rig & Equipment. 8,020.0 8,020.0
03:30 2.00 23.50 12 Held PJSM with B&LCasing Crew. RIU Casing Tongs and Equipment. 8,020.0 8,020.0

Move Float equipment to floor.
05:30 0.50 24.00 12 Makeup shoe track. [Reaming Shoe with Float, 1 joint,Float Collar, Smith 8,020.0 8,020.0

Landing Collar. 7" 32 ppf, HCP 110, Buttress thread.]
Mud Check: 8,020.0ftKB, 11/12/2013 15:00
Date Depth (ftKB) Density (Ib/gal) VÍs (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/12/2013 8,020.0 18.40 94 45.0 23.000 13.000 16.000 3.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calclum (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

322,154.00 44.0 82.1/17.9
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
34.0 4.0

Mud Check: 8,020.0ftKB, 11/12/2013 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa-s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mLI... FC (1/32") HTHP Filtrat .. HTHP FC (1..

11/12/2013 8,020.0 18.40 94 45.0 23.000 13.000 16.000 3.0 2
MBT(lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaC1 (ppm) OilWater Ratio

322,154.00 44.0 82.1/17.9
0

Mud Lost (Hole) (bb]) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment
0.0 0.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Dnlled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,520.0 8,020.0 500.00 11/7/2013 14:00 11/13/2013 03:00 57.97 8.6 2.49 55.48 95.70 4.30
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Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/13/2013
Report #: 46, DFS: 39.19

We11Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APllUWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Weli Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) Kick Off Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Stad Depth (ftKB) End Depth (ftKB) Daly Depth Progress (ft)

11/12/2013 06:00 11/13/2013 06:00 39.19 8,020.0 8,020.0 0.00
Operations at Report Time
Run 7" Liner
Operations Summary
Spot 200 bbl LCM Pill outside of string.Trip out of hole. L/D BHA. Held PJSM with B&LCasing. RIU Casing Tongs & Equipment. Run 7" Liner.
Total OBM Loss Last 24 Hrs = 38 bbis
34 bbls to Formation, 4 bbis to SCE.
Operations Next Report Period
Run Casing &Cement
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401
Sam Loredo Company Man / WSL (970) 986-4401
Delbert Sullivan Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 3.50 3.50 5 Pump and spot 200 bbls of LCMoutside of string. Pumped dry job. 8,020.0 8,020.0
09:30 0.50 4.00 6 Opened Orbit valve and lined up Trip Tank. 8,020.0 8,020.0
10:00 6.00 10.00 6 Trip out of hole from 8,020' to 4,310' at 10 min/stand. Hole takingcorrect 8,020.0 8,020.0

amount of displacement fluid.
16:00 0.50 10.50 6 Flow check at 9-5/8" Casing Shoe. No Flow. 8,020.0 8,020.0
16:30 1.50 12.00 6 Trip out of hole from 4,310' to 3,100' at 10 min/stand. Hole takingcorrect 8,020.0 8,020.0

amount of displacement fluid.
18:00 0.50 12.50 6 Pulled Rotating Head Element. Installed Trip Nipple. 8,020.0 8,020.0
18:30 5.00 17.50 6 Trip out of hole from 3,100' to BHA. Hole takingcorrect amount of 8,020.0 8,020.0

displacement fluid.
Trip Drill, stabbed FOSV, men in position 4.5 min.

23:30 0.50 18.00 6 Flow Check. No Flow. 8,020.0 8,020.0
00:00 3.00 21.00 6 POH L/DWell Commander Subs and Thruster. Drained motor and broke 8,020.0 8,020.0

off bit. Pulled MWD Probe Tool. L/D BHAcomponents.
03:00 0.50 21.50 9 Serviced Rig & Equipment. 8,020.0 8,020.0
03:30 2.00 23.50 12 Held PJSM with B&LCasing Crew. RIU Casing Tongs and Equipment. 8,020.0 8,020.0

Move Float equipment to floor.
05:30 0.50 24.00 12 Makeup shoe track. [Reaming Shoe with Float, 1 joint,Float Collar, Smith 8,020.0 8,020.0

Landing Collar. 7" 32 ppf, HCP 110, Buttress thread.]
Mud Check: 8,020.0ftKB, 11/12/2013 15:00
Date Depth (ftKB) Density (Ib/gal) VÍs (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/12/2013 8,020.0 18.40 94 45.0 23.000 13.000 16.000 3.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calclum (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

322,154.00 44.0 82.1/17.9
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
34.0 4.0

Mud Check: 8,020.0ftKB, 11/12/2013 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa-s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mLI... FC (1/32") HTHP Filtrat .. HTHP FC (1..

11/12/2013 8,020.0 18.40 94 45.0 23.000 13.000 16.000 3.0 2
MBT(lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaC1 (ppm) OilWater Ratio

322,154.00 44.0 82.1/17.9
0

Mud Lost (Hole) (bb]) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment
0.0 0.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Dnlled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,520.0 8,020.0 500.00 11/7/2013 14:00 11/13/2013 03:00 57.97 8.6 2.49 55.48 95.70 4.30
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Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/13/2013
Report #: 46, DFS: 39.19

We11Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APllUWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Weli Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) Kick Off Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Stad Depth (ftKB) End Depth (ftKB) Daly Depth Progress (ft)

11/12/2013 06:00 11/13/2013 06:00 39.19 8,020.0 8,020.0 0.00
Operations at Report Time
Run 7" Liner
Operations Summary
Spot 200 bbl LCM Pill outside of string.Trip out of hole. L/D BHA. Held PJSM with B&LCasing. RIU Casing Tongs & Equipment. Run 7" Liner.
Total OBM Loss Last 24 Hrs = 38 bbis
34 bbls to Formation, 4 bbis to SCE.
Operations Next Report Period
Run Casing &Cement
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401
Sam Loredo Company Man / WSL (970) 986-4401
Delbert Sullivan Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 3.50 3.50 5 Pump and spot 200 bbls of LCMoutside of string. Pumped dry job. 8,020.0 8,020.0
09:30 0.50 4.00 6 Opened Orbit valve and lined up Trip Tank. 8,020.0 8,020.0
10:00 6.00 10.00 6 Trip out of hole from 8,020' to 4,310' at 10 min/stand. Hole takingcorrect 8,020.0 8,020.0

amount of displacement fluid.
16:00 0.50 10.50 6 Flow check at 9-5/8" Casing Shoe. No Flow. 8,020.0 8,020.0
16:30 1.50 12.00 6 Trip out of hole from 4,310' to 3,100' at 10 min/stand. Hole takingcorrect 8,020.0 8,020.0

amount of displacement fluid.
18:00 0.50 12.50 6 Pulled Rotating Head Element. Installed Trip Nipple. 8,020.0 8,020.0
18:30 5.00 17.50 6 Trip out of hole from 3,100' to BHA. Hole takingcorrect amount of 8,020.0 8,020.0

displacement fluid.
Trip Drill, stabbed FOSV, men in position 4.5 min.

23:30 0.50 18.00 6 Flow Check. No Flow. 8,020.0 8,020.0
00:00 3.00 21.00 6 POH L/DWell Commander Subs and Thruster. Drained motor and broke 8,020.0 8,020.0

off bit. Pulled MWD Probe Tool. L/D BHAcomponents.
03:00 0.50 21.50 9 Serviced Rig & Equipment. 8,020.0 8,020.0
03:30 2.00 23.50 12 Held PJSM with B&LCasing Crew. RIU Casing Tongs and Equipment. 8,020.0 8,020.0

Move Float equipment to floor.
05:30 0.50 24.00 12 Makeup shoe track. [Reaming Shoe with Float, 1 joint,Float Collar, Smith 8,020.0 8,020.0

Landing Collar. 7" 32 ppf, HCP 110, Buttress thread.]
Mud Check: 8,020.0ftKB, 11/12/2013 15:00
Date Depth (ftKB) Density (Ib/gal) VÍs (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/12/2013 8,020.0 18.40 94 45.0 23.000 13.000 16.000 3.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calclum (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

322,154.00 44.0 82.1/17.9
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
34.0 4.0

Mud Check: 8,020.0ftKB, 11/12/2013 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa-s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mLI... FC (1/32") HTHP Filtrat .. HTHP FC (1..

11/12/2013 8,020.0 18.40 94 45.0 23.000 13.000 16.000 3.0 2
MBT(lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaC1 (ppm) OilWater Ratio

322,154.00 44.0 82.1/17.9
0

Mud Lost (Hole) (bb]) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment
0.0 0.0

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Dnlled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

7,520.0 8,020.0 500.00 11/7/2013 14:00 11/13/2013 03:00 57.97 8.6 2.49 55.48 95.70 4.30
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RECEIVED: Dec. 06, 2013

Sundry Number: 45671 API Well Number: 43019500100000Sundry Number: 45671 API Well Number: 43019500100000

FIDELTTY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/13/2013
Report #: 46, DFS: 39.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APllUWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) 1DNom Min(in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094
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Sundry Number: 45671 API Well Number: 43019500100000

FIDELTTY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/13/2013
Report #: 46, DFS: 39.19
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APllUWI Excaliber ID Well Area Basin Field Name Well Configuration Type
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FIDELTTY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/13/2013
Report #: 46, DFS: 39.19
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11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094
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Sundry Number: 45671 API Well Number: 43019500100000

FIDELTTY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/13/2013
Report #: 46, DFS: 39.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APllUWI Excaliber ID Well Area Basin Field Name Well Configuration Type
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County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) 1DNom Min(in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094

Page 2/2 Report Printed:

Sundry Number: 45671 API Well Number: 43019500100000

FIDELTTY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/13/2013
Report #: 46, DFS: 39.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APllUWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) 1DNom Min(in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094
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RECEIVED: Dec. 06, 2013

Sundry Number: 45671 API Well Number: 43019500100000Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/14/2013
Report #: 47, DFS: 40.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APllUW1 Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) KickOff Date Kick Off Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/13/2013 06:00 11/14/2013 06:00 40.19 8,020.0 8,020.0 0.00
Operations at Report Time
Cement 7" Liner
Operations Summary
Run 7 inch casing. M/U Liner Hanger/Packer Assembly. Trip in on 4-1/2" HWDP & Drill Pipe to 8,020'.
Operations Next Report Period
Trips
Weather Wellbore
Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401
Sam Loredo Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.50 6.50 12 Ran 7", 32#, HCP-110, BTC Liner to 4003'. Filled pipe every 20 joints. 8,020.0 8,020.0
Monitor returns on triptank.

12:30 0.50 7.00 12 MlUSmith Services Liner Hanger/Packer Assembly. 8,020.0 8,020.0
13:00 0.50 7.50 12 R/D Casing Tongs and Equipment. 8,020.0 8,020.0
13:30 1.00 8.50 12 Pulled Trip Nipple and Installed Rotating Head Element. 8,020.0 8,020.0
14:30 1.00 9.50 5 Filled pipe and circulated at 4,100'. 8,020.0 8,020.0
15:30 1.00 10.50 12 Trip in hole with 7" Liner on 4-1/2" HWDP from 4,100' to 5,000'. 8,020.0 8,020.0
16:30 0.50 11.00 5 Filled pipe and broke circulation at 5,000'. 8,020.0 8,020.0
17:00 1.50 12.50 12 Trip in hole with 7" Liner on 4-1/2" HWDP from 5,000' to 5,793'. 8,020.0 8,020.0
18:30 0.50 13.00 5 Filled pipe and broke circulation at 5,793'. 8,020.0 8,020.0
19:00 1.50 14.50 12 Trip in hole with 7" Liner on 4-1/2" DrillPipe from 5,793' to 6,845'. 8,020.0 8,020.0
20:30 1.00 15.50 5 Filled pipe and circulated at 6,845'. Pumped Trip Tanks to active system. 8,020.0 8,020.0

21:30 1.00 16.50 12 Trip in hole with 7" Liner on 4-1/2" Drill Pipe from 6,845' to 7,515'.
22:30 0.50 17.00 5 Filled pipe and circulated at 7,515'. 8,020.0 8,020.0
23:00 1.00 18.00 12 Trip in hole with 7" Liner. Spot ream at 7,638', Trip in hole. Washed down 8,020.0 8,020.0

from 7,994' to 8,016'.
00:00 1.00 19.00 5 Filled pipe and circulated. 8,020.0 8,020.0
01:00 0.50 19.50 12 Spaced out, M/U Pup Joints and Cement Head. 8,020.0 8,020.0
01:30 2.00 21.50 12 Dropped ball and circulated to seat at 2 BPM. Pressured up to 3200 psi 8,020.0 8,020.0

and set Liner Hanger.
03:30 1.00 22.50 12 PJSM with Halliburton. RIU Lines, pressure test lines to 5,000 psi. 8,020.0 8,020.0
04:30 1.50 24.00 12 Pump Cement with HES. Monitor flow with MPD. 8,020.0 8,020.0

Mud Check: 8,020.0ftKB, 11/13/2013 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa-s) YP OR (ibf/1... Gel (10s) (ibf... Get (10m) (ib... Gel (30m) (lb... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1.

11/13/2013 8,020.0 18.40 100 41.0 19.000 11.000 14.000 3.0 2
MBT(Ib/bb|) pH Pm (mL/mL) Pf (mL/mL) Mf(mLlmL) Chlondes (mg/L) Ca]cium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

322,154.00 44.0 82.1/17.9
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(F) Comment
112.0

Mud Check: 8,020.0ftKB, 11/13/2013 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (lb... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/13/2013 8,020.0 18.40 103 41.0 18.000 11.000 14.000 3.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) OilWater Ratio
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0

Mud Lost (Hole) (bbi) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
44.0
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Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/14/2013
Report #: 47, DFS: 40.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APllUW1 Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) KickOff Date Kick Off Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/13/2013 06:00 11/14/2013 06:00 40.19 8,020.0 8,020.0 0.00
Operations at Report Time
Cement 7" Liner
Operations Summary
Run 7 inch casing. M/U Liner Hanger/Packer Assembly. Trip in on 4-1/2" HWDP & Drill Pipe to 8,020'.
Operations Next Report Period
Trips
Weather Wellbore
Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401
Sam Loredo Company Man / WSL (970) 986-4401
Time Log
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19:00 1.50 14.50 12 Trip in hole with 7" Liner on 4-1/2" DrillPipe from 5,793' to 6,845'. 8,020.0 8,020.0
20:30 1.00 15.50 5 Filled pipe and circulated at 6,845'. Pumped Trip Tanks to active system. 8,020.0 8,020.0

21:30 1.00 16.50 12 Trip in hole with 7" Liner on 4-1/2" Drill Pipe from 6,845' to 7,515'.
22:30 0.50 17.00 5 Filled pipe and circulated at 7,515'. 8,020.0 8,020.0
23:00 1.00 18.00 12 Trip in hole with 7" Liner. Spot ream at 7,638', Trip in hole. Washed down 8,020.0 8,020.0

from 7,994' to 8,016'.
00:00 1.00 19.00 5 Filled pipe and circulated. 8,020.0 8,020.0
01:00 0.50 19.50 12 Spaced out, M/U Pup Joints and Cement Head. 8,020.0 8,020.0
01:30 2.00 21.50 12 Dropped ball and circulated to seat at 2 BPM. Pressured up to 3200 psi 8,020.0 8,020.0

and set Liner Hanger.
03:30 1.00 22.50 12 PJSM with Halliburton. RIU Lines, pressure test lines to 5,000 psi. 8,020.0 8,020.0
04:30 1.50 24.00 12 Pump Cement with HES. Monitor flow with MPD. 8,020.0 8,020.0

Mud Check: 8,020.0ftKB, 11/13/2013 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa-s) YP OR (ibf/1... Gel (10s) (ibf... Get (10m) (ib... Gel (30m) (lb... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1.

11/13/2013 8,020.0 18.40 100 41.0 19.000 11.000 14.000 3.0 2
MBT(Ib/bb|) pH Pm (mL/mL) Pf (mL/mL) Mf(mLlmL) Chlondes (mg/L) Ca]cium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

322,154.00 44.0 82.1/17.9
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(F) Comment
112.0

Mud Check: 8,020.0ftKB, 11/13/2013 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (lb... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/13/2013 8,020.0 18.40 103 41.0 18.000 11.000 14.000 3.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) OilWater Ratio

322,154.00 44.0 82.1/17.9
0

Mud Lost (Hole) (bbi) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment
44.0

Page 1/2 Report Printed:



RECEIVED: Dec. 06, 2013

Sundry Number: 45671 API Well Number: 43019500100000Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/14/2013
Report #: 47, DFS: 40.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APflUWI Excaliber ID Well Area Basin Field Name Well Condguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DnllTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (ib/ft) Grade (in) ID Nom Min(in)
7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094
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RECEIVED: Dec. 06, 2013

Sundry Number: 45671 API Well Number: 43019500100000S.undry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/15/2013
Report #: 48, DFS: 41.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
AP1/UWI Excaliber ID Well Area Basin Field Name Well Conñguration Type
43-019-31591 74*26635 Parado× Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/14/2013 06:00 11/15/2013 06:00 41.19 8,020.0 8,020.0 0.00
Operations at Report Time

Lay down 4-1/2" DrillPipe
Operations Summary
Cement 7" Liner. Set Liner Packer. Test backside to 1500 psi for 15 min. Circulated 2 x bottoms up. POH L/D Liner Running Tools. M/U Polish MillBHA. RIH
polish Bore recpitical on Liner Packer. POH Laying down 4-1/2" DrillPipe.
Operations Next Report Period
Run Casing &Cement
Weather Wellbore
Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401
Sam Loredo Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.00 2.00 12 Pumped 20 bbls diesel, 26 bbls Tuned Spacer, 24.6 bbis (75 sks) Lead 8,020.0 8,020.0
cement, 87.3 bbls (280 sks) Tail Cement, drop plug, displace wl 140 bbis
OBM, 10 bbis Tuned Spacer, 39 bbls OBM. Bumped plug w/ 1746 psi.
Floats held. Losses while cementing 46 bbl. Vary Rate 1.5 to 4 bpm.
Monitor flowwith MPD adjust wellhead pressure as needed. Trap 200 psi
on annulus at shutdown.

08:00 1.50 3.50 12 Set Liner Packer. Test backside to 1500 psi for 15 min. 8,020.0 8,020.0
09:30 1.50 5.00 5 Circulated 2 x bottoms up. Max Gas 129 units. 8,020.0 8,020.0
11:00 2.00 7.00 6 L/D Cement Head and pup joints.Trip out of hole from 3,990' to 1,500'. 8,020.0 8,020.0
13:00 0.50 7.50 6 Pulled Rotating Head Element, Installed Trip Nipple. 8,020.0 8,020.0
13:30 1.00 8.50 6 Trip out of hole. L/D Liner Running Tools. 8,020.0 8,020.0
14:30 1.50 10.00 6 M/U Polishing MillBHA. 8,020.0 8,020.0
16:00 1.50 11.50 6 Trip in hole to 3,700'. 8,020.0 8,020.0
17:30 0.50 12.00 6 Removed Trip Nipple and Installed Rotating Head Element. 8,020.0 8,020.0
18:00 0.50 12.50 6 Trip in hole to 3,990'. 8,020.0 8,020.0
18:30 1.50 14.00 5 Circulated bottoms, worked polishing mill in and out of bore reœptical on 8,020.0 8,020.0

Liner Packer. Pump 20 bbl dry job.
20:00 3.00 17.00 6 Trip out of hole laying down 4-1/2" DrillPipe. 8,020.0 8,020.0
23:00 0.50 17.50 9 Serviced Rig and Equipment. Changed out hydraulic hose on Top Drive. 8,020.0 8,020.0
23:30 0.50 18.00 6 Removed Rotating Head Element. Install Trip Nipple. 8,020.0 8,020.0
00:00 1.50 19.50 6 Trip in hole to 3,900' with 4-1/2" Drill Pipe. 8,020.0 8,020.0
01:30 3.00 22.50 6 Trip out of hole laying down 4-1/2" Drill Pipe. 8,020.0 8,020.0
04:30 1.50 24.00 6 Trip in hole to 3,900' with 4-1/2" Drill Pipe. 8,020.0 8,020.0
Mud Check: 8,020.0ftKB, 11/14/2013 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibfli... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1.

11/14/2013 8,020.0 18.00 99 44.0 19.000 13.000 16.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbí) Solids (%) CaCI (ppm) OilWater Ratio

324,928.00 42.0 81.9/18.1
0

Mud Lost (Hole) (bb[) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
36.0 10.0

Mud Check: 8,020.0ftKB, 11/14/2013 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (lbf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/14/2013 8,020.0 18.30 85 38.0 15.000 9.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

340,182.00 42.0 81.9/18.1
0

Mud Lost (Hole) (bbÍ) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment
0.0 0.0 Mud Check on Pre-Mix Tank
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S.undry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/15/2013
Report #: 48, DFS: 41.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
AP1/UWI Excaliber ID Well Area Basin Field Name Well Conñguration Type
43-019-31591 74*26635 Parado× Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location

Fidelity E&P
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Operations Summary
Cement 7" Liner. Set Liner Packer. Test backside to 1500 psi for 15 min. Circulated 2 x bottoms up. POH L/D Liner Running Tools. M/U Polish MillBHA. RIH
polish Bore recpitical on Liner Packer. POH Laying down 4-1/2" DrillPipe.
Operations Next Report Period
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Weather Wellbore
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Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401
Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 2.00 2.00 12 Pumped 20 bbls diesel, 26 bbls Tuned Spacer, 24.6 bbis (75 sks) Lead 8,020.0 8,020.0

cement, 87.3 bbls (280 sks) Tail Cement, drop plug, displace wl 140 bbis
OBM, 10 bbis Tuned Spacer, 39 bbls OBM. Bumped plug w/ 1746 psi.
Floats held. Losses while cementing 46 bbl. Vary Rate 1.5 to 4 bpm.
Monitor flowwith MPD adjust wellhead pressure as needed. Trap 200 psi
on annulus at shutdown.

08:00 1.50 3.50 12 Set Liner Packer. Test backside to 1500 psi for 15 min. 8,020.0 8,020.0
09:30 1.50 5.00 5 Circulated 2 x bottoms up. Max Gas 129 units. 8,020.0 8,020.0
11:00 2.00 7.00 6 L/D Cement Head and pup joints.Trip out of hole from 3,990' to 1,500'. 8,020.0 8,020.0
13:00 0.50 7.50 6 Pulled Rotating Head Element, Installed Trip Nipple. 8,020.0 8,020.0
13:30 1.00 8.50 6 Trip out of hole. L/D Liner Running Tools. 8,020.0 8,020.0
14:30 1.50 10.00 6 M/U Polishing MillBHA. 8,020.0 8,020.0
16:00 1.50 11.50 6 Trip in hole to 3,700'. 8,020.0 8,020.0
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23:30 0.50 18.00 6 Removed Rotating Head Element. Install Trip Nipple. 8,020.0 8,020.0
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13:30 1.00 8.50 6 Trip out of hole. L/D Liner Running Tools. 8,020.0 8,020.0
14:30 1.50 10.00 6 M/U Polishing MillBHA. 8,020.0 8,020.0
16:00 1.50 11.50 6 Trip in hole to 3,700'. 8,020.0 8,020.0
17:30 0.50 12.00 6 Removed Trip Nipple and Installed Rotating Head Element. 8,020.0 8,020.0
18:00 0.50 12.50 6 Trip in hole to 3,990'. 8,020.0 8,020.0

18:30 1.50 14.00 5 Circulated bottoms, worked polishing mill in and out of bore reœptical on 8,020.0 8,020.0
Liner Packer. Pump 20 bbl dry job.

20:00 3.00 17.00 6 Trip out of hole laying down 4-1/2" DrillPipe. 8,020.0 8,020.0
23:00 0.50 17.50 9 Serviced Rig and Equipment. Changed out hydraulic hose on Top Drive. 8,020.0 8,020.0
23:30 0.50 18.00 6 Removed Rotating Head Element. Install Trip Nipple. 8,020.0 8,020.0
00:00 1.50 19.50 6 Trip in hole to 3,900' with 4-1/2" Drill Pipe. 8,020.0 8,020.0
01:30 3.00 22.50 6 Trip out of hole laying down 4-1/2" Drill Pipe. 8,020.0 8,020.0
04:30 1.50 24.00 6 Trip in hole to 3,900' with 4-1/2" Drill Pipe. 8,020.0 8,020.0
Mud Check: 8,020.0ftKB, 11/14/2013 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibfli... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1.

11/14/2013 8,020.0 18.00 99 44.0 19.000 13.000 16.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbí) Solids (%) CaCI (ppm) OilWater Ratio

324,928.00 42.0 81.9/18.1
0

Mud Lost (Hole) (bb[) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
36.0 10.0

Mud Check: 8,020.0ftKB, 11/14/2013 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (lbf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/14/2013 8,020.0 18.30 85 38.0 15.000 9.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

340,182.00 42.0 81.9/18.1
0

Mud Lost (Hole) (bbÍ) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment
0.0 0.0 Mud Check on Pre-Mix Tank
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S.undry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/15/2013
Report #: 48, DFS: 41.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
AP1/UWI Excaliber ID Well Area Basin Field Name Well Conñguration Type
43-019-31591 74*26635 Parado× Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/14/2013 06:00 11/15/2013 06:00 41.19 8,020.0 8,020.0 0.00
Operations at Report Time

Lay down 4-1/2" DrillPipe
Operations Summary
Cement 7" Liner. Set Liner Packer. Test backside to 1500 psi for 15 min. Circulated 2 x bottoms up. POH L/D Liner Running Tools. M/U Polish MillBHA. RIH
polish Bore recpitical on Liner Packer. POH Laying down 4-1/2" DrillPipe.
Operations Next Report Period
Run Casing &Cement
Weather Wellbore
Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401
Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 2.00 2.00 12 Pumped 20 bbls diesel, 26 bbls Tuned Spacer, 24.6 bbis (75 sks) Lead 8,020.0 8,020.0

cement, 87.3 bbls (280 sks) Tail Cement, drop plug, displace wl 140 bbis
OBM, 10 bbis Tuned Spacer, 39 bbls OBM. Bumped plug w/ 1746 psi.
Floats held. Losses while cementing 46 bbl. Vary Rate 1.5 to 4 bpm.
Monitor flowwith MPD adjust wellhead pressure as needed. Trap 200 psi
on annulus at shutdown.

08:00 1.50 3.50 12 Set Liner Packer. Test backside to 1500 psi for 15 min. 8,020.0 8,020.0
09:30 1.50 5.00 5 Circulated 2 x bottoms up. Max Gas 129 units. 8,020.0 8,020.0
11:00 2.00 7.00 6 L/D Cement Head and pup joints.Trip out of hole from 3,990' to 1,500'. 8,020.0 8,020.0
13:00 0.50 7.50 6 Pulled Rotating Head Element, Installed Trip Nipple. 8,020.0 8,020.0
13:30 1.00 8.50 6 Trip out of hole. L/D Liner Running Tools. 8,020.0 8,020.0
14:30 1.50 10.00 6 M/U Polishing MillBHA. 8,020.0 8,020.0
16:00 1.50 11.50 6 Trip in hole to 3,700'. 8,020.0 8,020.0
17:30 0.50 12.00 6 Removed Trip Nipple and Installed Rotating Head Element. 8,020.0 8,020.0
18:00 0.50 12.50 6 Trip in hole to 3,990'. 8,020.0 8,020.0

18:30 1.50 14.00 5 Circulated bottoms, worked polishing mill in and out of bore reœptical on 8,020.0 8,020.0
Liner Packer. Pump 20 bbl dry job.

20:00 3.00 17.00 6 Trip out of hole laying down 4-1/2" DrillPipe. 8,020.0 8,020.0
23:00 0.50 17.50 9 Serviced Rig and Equipment. Changed out hydraulic hose on Top Drive. 8,020.0 8,020.0
23:30 0.50 18.00 6 Removed Rotating Head Element. Install Trip Nipple. 8,020.0 8,020.0
00:00 1.50 19.50 6 Trip in hole to 3,900' with 4-1/2" Drill Pipe. 8,020.0 8,020.0
01:30 3.00 22.50 6 Trip out of hole laying down 4-1/2" Drill Pipe. 8,020.0 8,020.0
04:30 1.50 24.00 6 Trip in hole to 3,900' with 4-1/2" Drill Pipe. 8,020.0 8,020.0
Mud Check: 8,020.0ftKB, 11/14/2013 15:00
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S.undry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/15/2013
Report #: 48, DFS: 41.19
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polish Bore recpitical on Liner Packer. POH Laying down 4-1/2" DrillPipe.
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Weather Wellbore
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Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401
Sam Loredo Company Man / WSL (970) 986-4401

Time Log
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Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 2.00 2.00 12 Pumped 20 bbls diesel, 26 bbls Tuned Spacer, 24.6 bbis (75 sks) Lead 8,020.0 8,020.0

cement, 87.3 bbls (280 sks) Tail Cement, drop plug, displace wl 140 bbis
OBM, 10 bbis Tuned Spacer, 39 bbls OBM. Bumped plug w/ 1746 psi.
Floats held. Losses while cementing 46 bbl. Vary Rate 1.5 to 4 bpm.
Monitor flowwith MPD adjust wellhead pressure as needed. Trap 200 psi
on annulus at shutdown.

08:00 1.50 3.50 12 Set Liner Packer. Test backside to 1500 psi for 15 min. 8,020.0 8,020.0
09:30 1.50 5.00 5 Circulated 2 x bottoms up. Max Gas 129 units. 8,020.0 8,020.0
11:00 2.00 7.00 6 L/D Cement Head and pup joints.Trip out of hole from 3,990' to 1,500'. 8,020.0 8,020.0
13:00 0.50 7.50 6 Pulled Rotating Head Element, Installed Trip Nipple. 8,020.0 8,020.0
13:30 1.00 8.50 6 Trip out of hole. L/D Liner Running Tools. 8,020.0 8,020.0
14:30 1.50 10.00 6 M/U Polishing MillBHA. 8,020.0 8,020.0
16:00 1.50 11.50 6 Trip in hole to 3,700'. 8,020.0 8,020.0
17:30 0.50 12.00 6 Removed Trip Nipple and Installed Rotating Head Element. 8,020.0 8,020.0
18:00 0.50 12.50 6 Trip in hole to 3,990'. 8,020.0 8,020.0

18:30 1.50 14.00 5 Circulated bottoms, worked polishing mill in and out of bore reœptical on 8,020.0 8,020.0
Liner Packer. Pump 20 bbl dry job.

20:00 3.00 17.00 6 Trip out of hole laying down 4-1/2" DrillPipe. 8,020.0 8,020.0
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RECEIVED: Dec. 06, 2013

Sundry Number: 45671 API Well Number: 43019500100000Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/15/2013
«et Report #: 48, DFS: 41.19

We11Name: Cane Creek 7-1 Daily Depth Progress: 0.00
API/UWI Excaliber ID Well Area Basin Field Name Well Confguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (1b/ft) Grade (in) IDNom Min (in)
7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094

Page 2/2 Report Printed:

Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/15/2013
«et Report #: 48, DFS: 41.19

We11Name: Cane Creek 7-1 Daily Depth Progress: 0.00
API/UWI Excaliber ID Well Area Basin Field Name Well Confguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (1b/ft) Grade (in) IDNom Min (in)
7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094

Page 2/2 Report Printed:

Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/15/2013
«et Report #: 48, DFS: 41.19

We11Name: Cane Creek 7-1 Daily Depth Progress: 0.00
API/UWI Excaliber ID Well Area Basin Field Name Well Confguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (1b/ft) Grade (in) IDNom Min (in)
7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094

Page 2/2 Report Printed:

Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/15/2013
«et Report #: 48, DFS: 41.19

We11Name: Cane Creek 7-1 Daily Depth Progress: 0.00
API/UWI Excaliber ID Well Area Basin Field Name Well Confguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (1b/ft) Grade (in) IDNom Min (in)
7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094

Page 2/2 Report Printed:

Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/15/2013
«et Report #: 48, DFS: 41.19

We11Name: Cane Creek 7-1 Daily Depth Progress: 0.00
API/UWI Excaliber ID Well Area Basin Field Name Well Confguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (1b/ft) Grade (in) IDNom Min (in)
7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094

Page 2/2 Report Printed:



RECEIVED: Dec. 06, 2013

Sundry Number: 45671 API Well Number: 43019500100000Sundry Number: 45671 API Well Number: 43019500100000

FIDEUTY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/16/2013
Report #: 49, DFS: 42.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APi/UWi Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Suiveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/15/2013 06:00 11/16/2013 06:00 42.19 8,020.0 8,020.0 0.00
Operations at Repon Time
Change out Upper Ram Blocks to 4".
Operations Summary
Lay down 4-1/2" DrillPipe and HWDP. Pulled Wear Bushing. Run tie back liner, stabbed into Seal Bore Receptical. Test Backside to 1500 psi. L/D landing joint.
Installed Pack-Off. Changed bottom pipe rams to 2-7/8" x 5" Varible Rams. Changing upper pipe rams to 4" Rams.
Operations Next Report Period
Trips
Weather Wellbore
Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401
Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 2.50 2.50 6 Trip out of hole laying down 3,900' of 4-1/2" Drill Pipe. 8,020.0 8,020.0
08:30 1.00 3.50 6 Trip in hole wit 1,550' of 4-1/2" HWDP. 8,020.0 8,020.0
09:30 2.00 5.50 6 Trip out of hole laying down 51 jointsof 4-1/2" HWDP and Polishing Mill 8,020.0 8,020.0

BHA.

11:30 0.50 6.00 6 Pulled Wear Bushing. 8,020.0 8,020.0
12:00 0.50 6.50 9 Serviced Rig and Equipment. 8,020.0 8,020.0
12:30 2.00 8.50 12 Clean, drift and strap 7" Tie-Back Casing. 8,020.0 8,020.0
14:30 1.00 9.50 12 Held PJSM with B&L Casing. RIU Casing Tongs and equipment. 8,020.0 8,020.0
15:30 4.50 14.00 12 Ran 7", 29#, HCP-110, BTC Tie-Back string to 3,989'. Tagged Liner Top at 8,020.0 8,020.0

3,989'.
20:00 2.00 16.00 12 Laid down 2 jointsof 7" Casing. MlU Pup Joints, Liner Hanger, pup and 8,020.0 8,020.0

Landing Joint. Land casing in wellhead. Test backside to 1500 psi for 15
min. Good Test. Bled off pressure.

22:00 0.50 16.50 12 Backed out and L/D landing Joint. Changed to 4" Elevators. 8,020.0 8,020.0
22:30 1.50 18.00 12 Set Packoff, ran in anchor ram screws. 8,020.0 8,020.0
00:00 6.00 24.00 14 Changed out Bottom Pipe Rams to 2-7/8" x 5" Pipe Rams. Changing out 8,020.0 8,020.0

Upper Pipe Rams to 4" Ram Blocks.
Mud Check: 8,020.0ftKB, 11/15/2013 15:00
Date Depth (ftKB) Density (lb/ga[) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1.

11/15/2013 8,020.0 18.10 101 44.0 19.000 12.000 16.000 2.0 2
MBT(Ib/bbi) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

324,928.00 42.0 81.9/18.1
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Mud Check: 8,020.0ftKB, 11/15/2013 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (lbf... Gel (10m) (Ib... Get (30m) (1b... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1..

11/15/2013 8,020.0 18.00 101 43.0 20.000 13.000 16.000 2.0 2
MBT(Ib/bbi) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L} Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCl (ppm) OilWater Ratio

324,928.00 42.0 81.9/18.1
0

Mud Lost (Hole) (bbl) Mud Lost (Suif) (bbi) LCM ECD - Manual Entr... T Flowline(°F) Comment
0.0 0.0

Daily Drilling Performance
Depth 1n(ftKB) Depth Out (ft... Dnlled (ft) Date in Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)
7/1/2013 Conductor 103.0
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Sundry Number: 45671 API Well Number: 43019500100000

FIDEUTY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/16/2013
Report #: 49, DFS: 42.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APi/UWi Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Suiveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/15/2013 06:00 11/16/2013 06:00 42.19 8,020.0 8,020.0 0.00
Operations at Repon Time
Change out Upper Ram Blocks to 4".
Operations Summary
Lay down 4-1/2" DrillPipe and HWDP. Pulled Wear Bushing. Run tie back liner, stabbed into Seal Bore Receptical. Test Backside to 1500 psi. L/D landing joint.
Installed Pack-Off. Changed bottom pipe rams to 2-7/8" x 5" Varible Rams. Changing upper pipe rams to 4" Rams.
Operations Next Report Period
Trips
Weather Wellbore
Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401
Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 2.50 2.50 6 Trip out of hole laying down 3,900' of 4-1/2" Drill Pipe. 8,020.0 8,020.0
08:30 1.00 3.50 6 Trip in hole wit 1,550' of 4-1/2" HWDP. 8,020.0 8,020.0
09:30 2.00 5.50 6 Trip out of hole laying down 51 jointsof 4-1/2" HWDP and Polishing Mill 8,020.0 8,020.0

BHA.

11:30 0.50 6.00 6 Pulled Wear Bushing. 8,020.0 8,020.0
12:00 0.50 6.50 9 Serviced Rig and Equipment. 8,020.0 8,020.0
12:30 2.00 8.50 12 Clean, drift and strap 7" Tie-Back Casing. 8,020.0 8,020.0
14:30 1.00 9.50 12 Held PJSM with B&L Casing. RIU Casing Tongs and equipment. 8,020.0 8,020.0
15:30 4.50 14.00 12 Ran 7", 29#, HCP-110, BTC Tie-Back string to 3,989'. Tagged Liner Top at 8,020.0 8,020.0

3,989'.
20:00 2.00 16.00 12 Laid down 2 jointsof 7" Casing. MlU Pup Joints, Liner Hanger, pup and 8,020.0 8,020.0

Landing Joint. Land casing in wellhead. Test backside to 1500 psi for 15
min. Good Test. Bled off pressure.

22:00 0.50 16.50 12 Backed out and L/D landing Joint. Changed to 4" Elevators. 8,020.0 8,020.0
22:30 1.50 18.00 12 Set Packoff, ran in anchor ram screws. 8,020.0 8,020.0
00:00 6.00 24.00 14 Changed out Bottom Pipe Rams to 2-7/8" x 5" Pipe Rams. Changing out 8,020.0 8,020.0

Upper Pipe Rams to 4" Ram Blocks.
Mud Check: 8,020.0ftKB, 11/15/2013 15:00
Date Depth (ftKB) Density (lb/ga[) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1.

11/15/2013 8,020.0 18.10 101 44.0 19.000 12.000 16.000 2.0 2
MBT(Ib/bbi) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

324,928.00 42.0 81.9/18.1
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Mud Check: 8,020.0ftKB, 11/15/2013 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (lbf... Gel (10m) (Ib... Get (30m) (1b... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1..

11/15/2013 8,020.0 18.00 101 43.0 20.000 13.000 16.000 2.0 2
MBT(Ib/bbi) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L} Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCl (ppm) OilWater Ratio

324,928.00 42.0 81.9/18.1
0

Mud Lost (Hole) (bbl) Mud Lost (Suif) (bbi) LCM ECD - Manual Entr... T Flowline(°F) Comment
0.0 0.0

Daily Drilling Performance
Depth 1n(ftKB) Depth Out (ft... Dnlled (ft) Date in Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)
7/1/2013 Conductor 103.0
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Sundry Number: 45671 API Well Number: 43019500100000

FIDEUTY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/16/2013
Report #: 49, DFS: 42.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APi/UWi Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Suiveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/15/2013 06:00 11/16/2013 06:00 42.19 8,020.0 8,020.0 0.00
Operations at Repon Time
Change out Upper Ram Blocks to 4".
Operations Summary
Lay down 4-1/2" DrillPipe and HWDP. Pulled Wear Bushing. Run tie back liner, stabbed into Seal Bore Receptical. Test Backside to 1500 psi. L/D landing joint.
Installed Pack-Off. Changed bottom pipe rams to 2-7/8" x 5" Varible Rams. Changing upper pipe rams to 4" Rams.
Operations Next Report Period
Trips
Weather Wellbore
Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401
Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 2.50 2.50 6 Trip out of hole laying down 3,900' of 4-1/2" Drill Pipe. 8,020.0 8,020.0
08:30 1.00 3.50 6 Trip in hole wit 1,550' of 4-1/2" HWDP. 8,020.0 8,020.0
09:30 2.00 5.50 6 Trip out of hole laying down 51 jointsof 4-1/2" HWDP and Polishing Mill 8,020.0 8,020.0

BHA.

11:30 0.50 6.00 6 Pulled Wear Bushing. 8,020.0 8,020.0
12:00 0.50 6.50 9 Serviced Rig and Equipment. 8,020.0 8,020.0
12:30 2.00 8.50 12 Clean, drift and strap 7" Tie-Back Casing. 8,020.0 8,020.0
14:30 1.00 9.50 12 Held PJSM with B&L Casing. RIU Casing Tongs and equipment. 8,020.0 8,020.0
15:30 4.50 14.00 12 Ran 7", 29#, HCP-110, BTC Tie-Back string to 3,989'. Tagged Liner Top at 8,020.0 8,020.0

3,989'.
20:00 2.00 16.00 12 Laid down 2 jointsof 7" Casing. MlU Pup Joints, Liner Hanger, pup and 8,020.0 8,020.0

Landing Joint. Land casing in wellhead. Test backside to 1500 psi for 15
min. Good Test. Bled off pressure.

22:00 0.50 16.50 12 Backed out and L/D landing Joint. Changed to 4" Elevators. 8,020.0 8,020.0
22:30 1.50 18.00 12 Set Packoff, ran in anchor ram screws. 8,020.0 8,020.0
00:00 6.00 24.00 14 Changed out Bottom Pipe Rams to 2-7/8" x 5" Pipe Rams. Changing out 8,020.0 8,020.0

Upper Pipe Rams to 4" Ram Blocks.
Mud Check: 8,020.0ftKB, 11/15/2013 15:00
Date Depth (ftKB) Density (lb/ga[) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1.

11/15/2013 8,020.0 18.10 101 44.0 19.000 12.000 16.000 2.0 2
MBT(Ib/bbi) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

324,928.00 42.0 81.9/18.1
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Mud Check: 8,020.0ftKB, 11/15/2013 23:59
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MBT(Ib/bbi) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L} Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCl (ppm) OilWater Ratio

324,928.00 42.0 81.9/18.1
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Mud Lost (Hole) (bbl) Mud Lost (Suif) (bbi) LCM ECD - Manual Entr... T Flowline(°F) Comment
0.0 0.0

Daily Drilling Performance
Depth 1n(ftKB) Depth Out (ft... Dnlled (ft) Date in Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)
7/1/2013 Conductor 103.0
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Sundry Number: 45671 API Well Number: 43019500100000

FIDEUTY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/16/2013
Report #: 49, DFS: 42.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APi/UWi Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Suiveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/15/2013 06:00 11/16/2013 06:00 42.19 8,020.0 8,020.0 0.00
Operations at Repon Time
Change out Upper Ram Blocks to 4".
Operations Summary
Lay down 4-1/2" DrillPipe and HWDP. Pulled Wear Bushing. Run tie back liner, stabbed into Seal Bore Receptical. Test Backside to 1500 psi. L/D landing joint.
Installed Pack-Off. Changed bottom pipe rams to 2-7/8" x 5" Varible Rams. Changing upper pipe rams to 4" Rams.
Operations Next Report Period
Trips
Weather Wellbore
Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401
Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 2.50 2.50 6 Trip out of hole laying down 3,900' of 4-1/2" Drill Pipe. 8,020.0 8,020.0
08:30 1.00 3.50 6 Trip in hole wit 1,550' of 4-1/2" HWDP. 8,020.0 8,020.0
09:30 2.00 5.50 6 Trip out of hole laying down 51 jointsof 4-1/2" HWDP and Polishing Mill 8,020.0 8,020.0

BHA.

11:30 0.50 6.00 6 Pulled Wear Bushing. 8,020.0 8,020.0
12:00 0.50 6.50 9 Serviced Rig and Equipment. 8,020.0 8,020.0
12:30 2.00 8.50 12 Clean, drift and strap 7" Tie-Back Casing. 8,020.0 8,020.0
14:30 1.00 9.50 12 Held PJSM with B&L Casing. RIU Casing Tongs and equipment. 8,020.0 8,020.0
15:30 4.50 14.00 12 Ran 7", 29#, HCP-110, BTC Tie-Back string to 3,989'. Tagged Liner Top at 8,020.0 8,020.0

3,989'.
20:00 2.00 16.00 12 Laid down 2 jointsof 7" Casing. MlU Pup Joints, Liner Hanger, pup and 8,020.0 8,020.0

Landing Joint. Land casing in wellhead. Test backside to 1500 psi for 15
min. Good Test. Bled off pressure.

22:00 0.50 16.50 12 Backed out and L/D landing Joint. Changed to 4" Elevators. 8,020.0 8,020.0
22:30 1.50 18.00 12 Set Packoff, ran in anchor ram screws. 8,020.0 8,020.0
00:00 6.00 24.00 14 Changed out Bottom Pipe Rams to 2-7/8" x 5" Pipe Rams. Changing out 8,020.0 8,020.0

Upper Pipe Rams to 4" Ram Blocks.
Mud Check: 8,020.0ftKB, 11/15/2013 15:00
Date Depth (ftKB) Density (lb/ga[) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1.

11/15/2013 8,020.0 18.10 101 44.0 19.000 12.000 16.000 2.0 2
MBT(Ib/bbi) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

324,928.00 42.0 81.9/18.1
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
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Mud Lost (Hole) (bbl) Mud Lost (Suif) (bbi) LCM ECD - Manual Entr... T Flowline(°F) Comment
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Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)
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Sundry Number: 45671 API Well Number: 43019500100000

FIDEUTY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/16/2013
Report #: 49, DFS: 42.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APi/UWi Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Suiveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)
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Operations at Repon Time
Change out Upper Ram Blocks to 4".
Operations Summary
Lay down 4-1/2" DrillPipe and HWDP. Pulled Wear Bushing. Run tie back liner, stabbed into Seal Bore Receptical. Test Backside to 1500 psi. L/D landing joint.
Installed Pack-Off. Changed bottom pipe rams to 2-7/8" x 5" Varible Rams. Changing upper pipe rams to 4" Rams.
Operations Next Report Period
Trips
Weather Wellbore
Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401
Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 2.50 2.50 6 Trip out of hole laying down 3,900' of 4-1/2" Drill Pipe. 8,020.0 8,020.0
08:30 1.00 3.50 6 Trip in hole wit 1,550' of 4-1/2" HWDP. 8,020.0 8,020.0
09:30 2.00 5.50 6 Trip out of hole laying down 51 jointsof 4-1/2" HWDP and Polishing Mill 8,020.0 8,020.0

BHA.

11:30 0.50 6.00 6 Pulled Wear Bushing. 8,020.0 8,020.0
12:00 0.50 6.50 9 Serviced Rig and Equipment. 8,020.0 8,020.0
12:30 2.00 8.50 12 Clean, drift and strap 7" Tie-Back Casing. 8,020.0 8,020.0
14:30 1.00 9.50 12 Held PJSM with B&L Casing. RIU Casing Tongs and equipment. 8,020.0 8,020.0
15:30 4.50 14.00 12 Ran 7", 29#, HCP-110, BTC Tie-Back string to 3,989'. Tagged Liner Top at 8,020.0 8,020.0

3,989'.
20:00 2.00 16.00 12 Laid down 2 jointsof 7" Casing. MlU Pup Joints, Liner Hanger, pup and 8,020.0 8,020.0

Landing Joint. Land casing in wellhead. Test backside to 1500 psi for 15
min. Good Test. Bled off pressure.

22:00 0.50 16.50 12 Backed out and L/D landing Joint. Changed to 4" Elevators. 8,020.0 8,020.0
22:30 1.50 18.00 12 Set Packoff, ran in anchor ram screws. 8,020.0 8,020.0
00:00 6.00 24.00 14 Changed out Bottom Pipe Rams to 2-7/8" x 5" Pipe Rams. Changing out 8,020.0 8,020.0

Upper Pipe Rams to 4" Ram Blocks.
Mud Check: 8,020.0ftKB, 11/15/2013 15:00
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MBT(Ib/bbi) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

324,928.00 42.0 81.9/18.1
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Mud Check: 8,020.0ftKB, 11/15/2013 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (lbf... Gel (10m) (Ib... Get (30m) (1b... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1..

11/15/2013 8,020.0 18.00 101 43.0 20.000 13.000 16.000 2.0 2
MBT(Ib/bbi) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L} Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCl (ppm) OilWater Ratio

324,928.00 42.0 81.9/18.1
0

Mud Lost (Hole) (bbl) Mud Lost (Suif) (bbi) LCM ECD - Manual Entr... T Flowline(°F) Comment
0.0 0.0

Daily Drilling Performance
Depth 1n(ftKB) Depth Out (ft... Dnlled (ft) Date in Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)
7/1/2013 Conductor 103.0
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RECEIVED: Dec. 06, 2013

Sundry Number: 45671 API Well Number: 43019500100000Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/16/2013
Report #: 49, DFS: 42.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00
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Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) 1DNom Min (in)

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094
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11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094
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RECEIVED: Dec. 06, 2013

Sundry Number: 45671 API Well Number: 43019500100000Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/17/2013
Report #: 50, DFS: 43.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Con11gurationType
43-019-31591 |74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
Dnl1ing Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/16/2013 06:00 11/17/2013 06:00 43.19 8,020.0 8,020.0 0.00
Operations at Report Time
RIH picking up 4"XT-39 DrillPipe.
Operations Summary
Complete upper ram change. Change out HCR Valve. Pickup Test Joint and Plug. PJSM with cameron. Test BOPE. Test Plug leaking by. Suspend BOP Testing
until new Test Plug is on Location. MlUbit, bit sub, 4-3/4" Dc's, and xo. RIH picking up 4"XT-39 DrillPipe.
Operations Next Report Period

Trips
Weather Wellbore
Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man I WSL (970) 986-4401
Sam Loredo Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.50 2.50 14 Tighten Bolts on upper pipe ram doors. Change out HCR valve. 8,020.0 8,020.0
08:30 1.00 3.50 1 Change Saver Sub on Top Drive from 4 1/2" XH to 4"XT39. 8,020.0 8,020.0
09:30 0.50 4.00 15 PJSM with Cameron. Pickup Test Joint and Plug. 8,020.0 8,020.0
10:00 8.00 12.00 15 Pressure Test BOPE, 250 psi Lowfor 5 min, 10,000 psi High for 10 min. 8,020.0 8,020.0

Problems with test plug sealing, Troubleshoot.
18:00 2.00 14.00 15 Pressure Test casing to 7800 for 30 min. Load and Strap 4 inch drillpipe on 8,020.0 8,020.0

racks. Test Halliburton MPD Line to 3000 psi.
20:00 1.00 15.00 15 Test Inside and Outside valves on Choke Manifold. 8,020.0 8,020.0
21:00 1.50 16.50 15 Drained stack with Vacuum Unit. M/U Test Plug and set plug. 8,020.0 8,020.0
22:30 0.50 17.00 15 Test Blind Rams 250 psi low, attempted to test to 10,000 psi - no good. 8,020.0 8,020.0
23:00 1.50 18.50 15 Checked all valves and flow path. 8,020.0 8,020.0
00:30 3.50 22.00 15 Pulled Test Plug. Changed seals on Test Plug, set plug. Attempted to test 8,020.0 8,020.0

Blind Rams. Leaking by test plug. Pulled and checked Test Plug. Suspend
BOP Testing until new test plug is on location.

04:00 2.00 24.00 6 MlU Bit, Bit Sub, Three 4-3/4" DC's, and XO. RIH picking up 4"XT-39 Drill 8,020.0 8,020.0
Pipe.

Mud Check: 8,020.0ftKB, 11/16/2013 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbf/1... Get (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1..

11/16/2013 8,020.0 18.00 103 44.0 19.000 13.000 16.000 2.0 2
MBT(ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

324,928.00 42.0 81.9/18.1
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
121.0
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11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094

Page 1/1 Report Printed:

Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/17/2013
Report #: 50, DFS: 43.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Con11gurationType
43-019-31591 |74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
Dnl1ing Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/16/2013 06:00 11/17/2013 06:00 43.19 8,020.0 8,020.0 0.00
Operations at Report Time
RIH picking up 4"XT-39 DrillPipe.
Operations Summary
Complete upper ram change. Change out HCR Valve. Pickup Test Joint and Plug. PJSM with cameron. Test BOPE. Test Plug leaking by. Suspend BOP Testing
until new Test Plug is on Location. MlUbit, bit sub, 4-3/4" Dc's, and xo. RIH picking up 4"XT-39 DrillPipe.
Operations Next Report Period

Trips
Weather Wellbore
Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man I WSL (970) 986-4401
Sam Loredo Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.50 2.50 14 Tighten Bolts on upper pipe ram doors. Change out HCR valve. 8,020.0 8,020.0
08:30 1.00 3.50 1 Change Saver Sub on Top Drive from 4 1/2" XH to 4"XT39. 8,020.0 8,020.0
09:30 0.50 4.00 15 PJSM with Cameron. Pickup Test Joint and Plug. 8,020.0 8,020.0
10:00 8.00 12.00 15 Pressure Test BOPE, 250 psi Lowfor 5 min, 10,000 psi High for 10 min. 8,020.0 8,020.0

Problems with test plug sealing, Troubleshoot.
18:00 2.00 14.00 15 Pressure Test casing to 7800 for 30 min. Load and Strap 4 inch drillpipe on 8,020.0 8,020.0

racks. Test Halliburton MPD Line to 3000 psi.
20:00 1.00 15.00 15 Test Inside and Outside valves on Choke Manifold. 8,020.0 8,020.0
21:00 1.50 16.50 15 Drained stack with Vacuum Unit. M/U Test Plug and set plug. 8,020.0 8,020.0
22:30 0.50 17.00 15 Test Blind Rams 250 psi low, attempted to test to 10,000 psi - no good. 8,020.0 8,020.0
23:00 1.50 18.50 15 Checked all valves and flow path. 8,020.0 8,020.0
00:30 3.50 22.00 15 Pulled Test Plug. Changed seals on Test Plug, set plug. Attempted to test 8,020.0 8,020.0

Blind Rams. Leaking by test plug. Pulled and checked Test Plug. Suspend
BOP Testing until new test plug is on location.

04:00 2.00 24.00 6 MlU Bit, Bit Sub, Three 4-3/4" DC's, and XO. RIH picking up 4"XT-39 Drill 8,020.0 8,020.0
Pipe.

Mud Check: 8,020.0ftKB, 11/16/2013 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbf/1... Get (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1..

11/16/2013 8,020.0 18.00 103 44.0 19.000 13.000 16.000 2.0 2
MBT(ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

324,928.00 42.0 81.9/18.1
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
121.0

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled (ft) Date in Date Out DnllTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) JDNom Min (in)
7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094

Page 1/1 Report Printed:

Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/17/2013
Report #: 50, DFS: 43.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Con11gurationType
43-019-31591 |74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
Dnl1ing Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/16/2013 06:00 11/17/2013 06:00 43.19 8,020.0 8,020.0 0.00
Operations at Report Time
RIH picking up 4"XT-39 DrillPipe.
Operations Summary
Complete upper ram change. Change out HCR Valve. Pickup Test Joint and Plug. PJSM with cameron. Test BOPE. Test Plug leaking by. Suspend BOP Testing
until new Test Plug is on Location. MlUbit, bit sub, 4-3/4" Dc's, and xo. RIH picking up 4"XT-39 DrillPipe.
Operations Next Report Period

Trips
Weather Wellbore
Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man I WSL (970) 986-4401
Sam Loredo Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.50 2.50 14 Tighten Bolts on upper pipe ram doors. Change out HCR valve. 8,020.0 8,020.0
08:30 1.00 3.50 1 Change Saver Sub on Top Drive from 4 1/2" XH to 4"XT39. 8,020.0 8,020.0
09:30 0.50 4.00 15 PJSM with Cameron. Pickup Test Joint and Plug. 8,020.0 8,020.0
10:00 8.00 12.00 15 Pressure Test BOPE, 250 psi Lowfor 5 min, 10,000 psi High for 10 min. 8,020.0 8,020.0

Problems with test plug sealing, Troubleshoot.
18:00 2.00 14.00 15 Pressure Test casing to 7800 for 30 min. Load and Strap 4 inch drillpipe on 8,020.0 8,020.0

racks. Test Halliburton MPD Line to 3000 psi.
20:00 1.00 15.00 15 Test Inside and Outside valves on Choke Manifold. 8,020.0 8,020.0
21:00 1.50 16.50 15 Drained stack with Vacuum Unit. M/U Test Plug and set plug. 8,020.0 8,020.0
22:30 0.50 17.00 15 Test Blind Rams 250 psi low, attempted to test to 10,000 psi - no good. 8,020.0 8,020.0
23:00 1.50 18.50 15 Checked all valves and flow path. 8,020.0 8,020.0
00:30 3.50 22.00 15 Pulled Test Plug. Changed seals on Test Plug, set plug. Attempted to test 8,020.0 8,020.0

Blind Rams. Leaking by test plug. Pulled and checked Test Plug. Suspend
BOP Testing until new test plug is on location.

04:00 2.00 24.00 6 MlU Bit, Bit Sub, Three 4-3/4" DC's, and XO. RIH picking up 4"XT-39 Drill 8,020.0 8,020.0
Pipe.

Mud Check: 8,020.0ftKB, 11/16/2013 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbf/1... Get (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1..

11/16/2013 8,020.0 18.00 103 44.0 19.000 13.000 16.000 2.0 2
MBT(ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

324,928.00 42.0 81.9/18.1
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
121.0

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled (ft) Date in Date Out DnllTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) JDNom Min (in)
7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094

Page 1/1 Report Printed:

Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/17/2013
Report #: 50, DFS: 43.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Con11gurationType
43-019-31591 |74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
Dnl1ing Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/16/2013 06:00 11/17/2013 06:00 43.19 8,020.0 8,020.0 0.00
Operations at Report Time
RIH picking up 4"XT-39 DrillPipe.
Operations Summary
Complete upper ram change. Change out HCR Valve. Pickup Test Joint and Plug. PJSM with cameron. Test BOPE. Test Plug leaking by. Suspend BOP Testing
until new Test Plug is on Location. MlUbit, bit sub, 4-3/4" Dc's, and xo. RIH picking up 4"XT-39 DrillPipe.
Operations Next Report Period

Trips
Weather Wellbore
Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man I WSL (970) 986-4401
Sam Loredo Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.50 2.50 14 Tighten Bolts on upper pipe ram doors. Change out HCR valve. 8,020.0 8,020.0
08:30 1.00 3.50 1 Change Saver Sub on Top Drive from 4 1/2" XH to 4"XT39. 8,020.0 8,020.0
09:30 0.50 4.00 15 PJSM with Cameron. Pickup Test Joint and Plug. 8,020.0 8,020.0
10:00 8.00 12.00 15 Pressure Test BOPE, 250 psi Lowfor 5 min, 10,000 psi High for 10 min. 8,020.0 8,020.0

Problems with test plug sealing, Troubleshoot.
18:00 2.00 14.00 15 Pressure Test casing to 7800 for 30 min. Load and Strap 4 inch drillpipe on 8,020.0 8,020.0

racks. Test Halliburton MPD Line to 3000 psi.
20:00 1.00 15.00 15 Test Inside and Outside valves on Choke Manifold. 8,020.0 8,020.0
21:00 1.50 16.50 15 Drained stack with Vacuum Unit. M/U Test Plug and set plug. 8,020.0 8,020.0
22:30 0.50 17.00 15 Test Blind Rams 250 psi low, attempted to test to 10,000 psi - no good. 8,020.0 8,020.0
23:00 1.50 18.50 15 Checked all valves and flow path. 8,020.0 8,020.0
00:30 3.50 22.00 15 Pulled Test Plug. Changed seals on Test Plug, set plug. Attempted to test 8,020.0 8,020.0

Blind Rams. Leaking by test plug. Pulled and checked Test Plug. Suspend
BOP Testing until new test plug is on location.

04:00 2.00 24.00 6 MlU Bit, Bit Sub, Three 4-3/4" DC's, and XO. RIH picking up 4"XT-39 Drill 8,020.0 8,020.0
Pipe.

Mud Check: 8,020.0ftKB, 11/16/2013 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbf/1... Get (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1..

11/16/2013 8,020.0 18.00 103 44.0 19.000 13.000 16.000 2.0 2
MBT(ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

324,928.00 42.0 81.9/18.1
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
121.0

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled (ft) Date in Date Out DnllTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) JDNom Min (in)
7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094
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Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/17/2013
Report #: 50, DFS: 43.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Con11gurationType
43-019-31591 |74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\WellSite Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
Dnl1ing Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/16/2013 06:00 11/17/2013 06:00 43.19 8,020.0 8,020.0 0.00
Operations at Report Time
RIH picking up 4"XT-39 DrillPipe.
Operations Summary
Complete upper ram change. Change out HCR Valve. Pickup Test Joint and Plug. PJSM with cameron. Test BOPE. Test Plug leaking by. Suspend BOP Testing
until new Test Plug is on Location. MlUbit, bit sub, 4-3/4" Dc's, and xo. RIH picking up 4"XT-39 DrillPipe.
Operations Next Report Period

Trips
Weather Wellbore
Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man I WSL (970) 986-4401
Sam Loredo Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.50 2.50 14 Tighten Bolts on upper pipe ram doors. Change out HCR valve. 8,020.0 8,020.0
08:30 1.00 3.50 1 Change Saver Sub on Top Drive from 4 1/2" XH to 4"XT39. 8,020.0 8,020.0
09:30 0.50 4.00 15 PJSM with Cameron. Pickup Test Joint and Plug. 8,020.0 8,020.0
10:00 8.00 12.00 15 Pressure Test BOPE, 250 psi Lowfor 5 min, 10,000 psi High for 10 min. 8,020.0 8,020.0

Problems with test plug sealing, Troubleshoot.
18:00 2.00 14.00 15 Pressure Test casing to 7800 for 30 min. Load and Strap 4 inch drillpipe on 8,020.0 8,020.0

racks. Test Halliburton MPD Line to 3000 psi.
20:00 1.00 15.00 15 Test Inside and Outside valves on Choke Manifold. 8,020.0 8,020.0
21:00 1.50 16.50 15 Drained stack with Vacuum Unit. M/U Test Plug and set plug. 8,020.0 8,020.0
22:30 0.50 17.00 15 Test Blind Rams 250 psi low, attempted to test to 10,000 psi - no good. 8,020.0 8,020.0
23:00 1.50 18.50 15 Checked all valves and flow path. 8,020.0 8,020.0
00:30 3.50 22.00 15 Pulled Test Plug. Changed seals on Test Plug, set plug. Attempted to test 8,020.0 8,020.0

Blind Rams. Leaking by test plug. Pulled and checked Test Plug. Suspend
BOP Testing until new test plug is on location.

04:00 2.00 24.00 6 MlU Bit, Bit Sub, Three 4-3/4" DC's, and XO. RIH picking up 4"XT-39 Drill 8,020.0 8,020.0
Pipe.

Mud Check: 8,020.0ftKB, 11/16/2013 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbf/1... Get (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1..

11/16/2013 8,020.0 18.00 103 44.0 19.000 13.000 16.000 2.0 2
MBT(ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbl) Solids (%) CaCl (ppm) OilWater Ratio

324,928.00 42.0 81.9/18.1
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
121.0

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled (ft) Date in Date Out DnllTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) JDNom Min (in)
7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094
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RECEIVED: Dec. 06, 2013

Sundry Number: 45671 API Well Number: 43019500100000Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/18/2013
Report #: 51, DFS: 44.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Conñguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (it/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) Kick Off Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Stad Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/17/2013 06:00 11/18/2013 06:00 44.19 8,020.0 8,020.0 0.00
Operations at Report Time
RIH Picking up 4"XT-39 HWDP
Operations Summary
Trip in hole picking up 4" drilipipe. Trip out and rack back 12 stands. Pull Bit Guide, run new guide. Run Test Plug not holding pressure. Trip in hole picking up 4"
DrillPipe to 5,100'. POOH standing back 4" DP. Strap and picked up 21 jointsof 4" HWDP, stand back in derrick. Stand back 4-3/4" DC's. MlUTest Plug, test
BOPE to 250/10,000 psi. RID test equipment. Pick up 4"XT-39 HWDP.
Operations Next Report Period

Trips
Weather Wellbore
Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401
Sam Loredo Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 6 Trip in hole picking up drilipipe. 8,020.0 8,020.0
07:00 0.50 1.50 6 Trip out of with drillpipe , rack in derrick. 8,020.0 8,020.0
07:30 2.50 4.00 15 Pickup test joint.Retrieve Bit Guide. Run new Bit Guide. Run in hole with 8,020.0 8,020.0

New Test Plug,
10:00 2.50 6.50 15 Rig up BOP Test truck.Attempt Pressure test with both Test Plugs, failed. 8,020.0 8,020.0

12:30 0.50 7.00 6 Trip in hole with 1,200 ft of 4" XT-39 drillpipe. 8,020.0 8,020.0
13:00 0.50 7.50 15 Attempted to set test plug with string weight below test plug. No Good. 8,020.0 8,020.0
13:30 4.50 12.00 6 Trip in hole to 4,380' picking up 4"XT-39 drillpipe. 8,020.0 8,020.0

BOP Drill,men in position 90 seconds.
18:00 0.50 12.50 6 Trip in hole to 5,100' picking up 4"XT-39 drillpipe. 8,020.0 8,020.0
18:30 2.50 15.00 6 Trip out of hole standing back 54 stands of 4" Drill Pipe. 8,020.0 8,020.0
21:00 2.00 17.00 6 Strap 4" HWDP. RIH picking up 21 joints of 4"XT-39 HWDP, standing back 8,020.0 8,020.0

in derrick. Stand back 4-3/4" DC'S.
23:00 1.00 18.00 15 Held PJSm with Cameron Testers. M/U Test Joint and test plug. R/U test 8,020.0 8,020.0

equipment.
00:00 3.00 21.00 15 Test Lower Pipe Rams to 250 psil10,000 psi. Test Annular to 250/7000 psi. 8,020.0 8,020.0

Test Upper Pipe Rams, Inside Kill&HCR Valve to 250/10,000 psi. Test
outside killand HCR to 250/10,000 psi.

03:00 0.50 21.50 15 Backed out Test Joint. Enable Check Valve. Relocate test line to Choke 8,020.0 8,020.0
Manifold.

03:30 1.00 22.50 15 Test Blind Rams, outside Choke Manifold valves to 250/10,000 psi. 8,020.0 8,020.0
04:30 0.50 23.00 15 Pulled Test Plug, rigged down test equipment. 8,020.0 8,020.0
05:00 1.00 24.00 6 Pick up 4" XT-39 HWDP. 8,020.0 8,020.0
Mud Check: 8,020.0ftKB, 11/17/2013 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/17/2013 8,020.0 18.00 102 44.0 19.000 13.000 16.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

324,928.00 42.0 81.9/18.1
0

Mud Lost (Hole) (bbf) Mud Lost (Surf) (bb1) LCM ECD - Manual Entr... T Flowline (°F) Comment

Page 1/2 Report Printed:

Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/18/2013
Report #: 51, DFS: 44.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Conñguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (it/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) Kick Off Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Stad Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/17/2013 06:00 11/18/2013 06:00 44.19 8,020.0 8,020.0 0.00
Operations at Report Time
RIH Picking up 4"XT-39 HWDP
Operations Summary
Trip in hole picking up 4" drilipipe. Trip out and rack back 12 stands. Pull Bit Guide, run new guide. Run Test Plug not holding pressure. Trip in hole picking up 4"
DrillPipe to 5,100'. POOH standing back 4" DP. Strap and picked up 21 jointsof 4" HWDP, stand back in derrick. Stand back 4-3/4" DC's. MlUTest Plug, test
BOPE to 250/10,000 psi. RID test equipment. Pick up 4"XT-39 HWDP.
Operations Next Report Period

Trips
Weather Wellbore
Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401
Sam Loredo Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 6 Trip in hole picking up drilipipe. 8,020.0 8,020.0
07:00 0.50 1.50 6 Trip out of with drillpipe , rack in derrick. 8,020.0 8,020.0
07:30 2.50 4.00 15 Pickup test joint.Retrieve Bit Guide. Run new Bit Guide. Run in hole with 8,020.0 8,020.0

New Test Plug,
10:00 2.50 6.50 15 Rig up BOP Test truck.Attempt Pressure test with both Test Plugs, failed. 8,020.0 8,020.0

12:30 0.50 7.00 6 Trip in hole with 1,200 ft of 4" XT-39 drillpipe. 8,020.0 8,020.0
13:00 0.50 7.50 15 Attempted to set test plug with string weight below test plug. No Good. 8,020.0 8,020.0
13:30 4.50 12.00 6 Trip in hole to 4,380' picking up 4"XT-39 drillpipe. 8,020.0 8,020.0

BOP Drill,men in position 90 seconds.
18:00 0.50 12.50 6 Trip in hole to 5,100' picking up 4"XT-39 drillpipe. 8,020.0 8,020.0
18:30 2.50 15.00 6 Trip out of hole standing back 54 stands of 4" Drill Pipe. 8,020.0 8,020.0
21:00 2.00 17.00 6 Strap 4" HWDP. RIH picking up 21 joints of 4"XT-39 HWDP, standing back 8,020.0 8,020.0

in derrick. Stand back 4-3/4" DC'S.
23:00 1.00 18.00 15 Held PJSm with Cameron Testers. M/U Test Joint and test plug. R/U test 8,020.0 8,020.0

equipment.
00:00 3.00 21.00 15 Test Lower Pipe Rams to 250 psil10,000 psi. Test Annular to 250/7000 psi. 8,020.0 8,020.0

Test Upper Pipe Rams, Inside Kill&HCR Valve to 250/10,000 psi. Test
outside killand HCR to 250/10,000 psi.

03:00 0.50 21.50 15 Backed out Test Joint. Enable Check Valve. Relocate test line to Choke 8,020.0 8,020.0
Manifold.

03:30 1.00 22.50 15 Test Blind Rams, outside Choke Manifold valves to 250/10,000 psi. 8,020.0 8,020.0
04:30 0.50 23.00 15 Pulled Test Plug, rigged down test equipment. 8,020.0 8,020.0
05:00 1.00 24.00 6 Pick up 4" XT-39 HWDP. 8,020.0 8,020.0
Mud Check: 8,020.0ftKB, 11/17/2013 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/17/2013 8,020.0 18.00 102 44.0 19.000 13.000 16.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

324,928.00 42.0 81.9/18.1
0

Mud Lost (Hole) (bbf) Mud Lost (Surf) (bb1) LCM ECD - Manual Entr... T Flowline (°F) Comment

Page 1/2 Report Printed:

Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/18/2013
Report #: 51, DFS: 44.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Conñguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (it/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) Kick Off Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Stad Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/17/2013 06:00 11/18/2013 06:00 44.19 8,020.0 8,020.0 0.00
Operations at Report Time
RIH Picking up 4"XT-39 HWDP
Operations Summary
Trip in hole picking up 4" drilipipe. Trip out and rack back 12 stands. Pull Bit Guide, run new guide. Run Test Plug not holding pressure. Trip in hole picking up 4"
DrillPipe to 5,100'. POOH standing back 4" DP. Strap and picked up 21 jointsof 4" HWDP, stand back in derrick. Stand back 4-3/4" DC's. MlUTest Plug, test
BOPE to 250/10,000 psi. RID test equipment. Pick up 4"XT-39 HWDP.
Operations Next Report Period

Trips
Weather Wellbore
Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401
Sam Loredo Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 6 Trip in hole picking up drilipipe. 8,020.0 8,020.0
07:00 0.50 1.50 6 Trip out of with drillpipe , rack in derrick. 8,020.0 8,020.0
07:30 2.50 4.00 15 Pickup test joint.Retrieve Bit Guide. Run new Bit Guide. Run in hole with 8,020.0 8,020.0

New Test Plug,
10:00 2.50 6.50 15 Rig up BOP Test truck.Attempt Pressure test with both Test Plugs, failed. 8,020.0 8,020.0

12:30 0.50 7.00 6 Trip in hole with 1,200 ft of 4" XT-39 drillpipe. 8,020.0 8,020.0
13:00 0.50 7.50 15 Attempted to set test plug with string weight below test plug. No Good. 8,020.0 8,020.0
13:30 4.50 12.00 6 Trip in hole to 4,380' picking up 4"XT-39 drillpipe. 8,020.0 8,020.0

BOP Drill,men in position 90 seconds.
18:00 0.50 12.50 6 Trip in hole to 5,100' picking up 4"XT-39 drillpipe. 8,020.0 8,020.0
18:30 2.50 15.00 6 Trip out of hole standing back 54 stands of 4" Drill Pipe. 8,020.0 8,020.0
21:00 2.00 17.00 6 Strap 4" HWDP. RIH picking up 21 joints of 4"XT-39 HWDP, standing back 8,020.0 8,020.0

in derrick. Stand back 4-3/4" DC'S.
23:00 1.00 18.00 15 Held PJSm with Cameron Testers. M/U Test Joint and test plug. R/U test 8,020.0 8,020.0

equipment.
00:00 3.00 21.00 15 Test Lower Pipe Rams to 250 psil10,000 psi. Test Annular to 250/7000 psi. 8,020.0 8,020.0

Test Upper Pipe Rams, Inside Kill&HCR Valve to 250/10,000 psi. Test
outside killand HCR to 250/10,000 psi.

03:00 0.50 21.50 15 Backed out Test Joint. Enable Check Valve. Relocate test line to Choke 8,020.0 8,020.0
Manifold.

03:30 1.00 22.50 15 Test Blind Rams, outside Choke Manifold valves to 250/10,000 psi. 8,020.0 8,020.0
04:30 0.50 23.00 15 Pulled Test Plug, rigged down test equipment. 8,020.0 8,020.0
05:00 1.00 24.00 6 Pick up 4" XT-39 HWDP. 8,020.0 8,020.0
Mud Check: 8,020.0ftKB, 11/17/2013 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/17/2013 8,020.0 18.00 102 44.0 19.000 13.000 16.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

324,928.00 42.0 81.9/18.1
0

Mud Lost (Hole) (bbf) Mud Lost (Surf) (bb1) LCM ECD - Manual Entr... T Flowline (°F) Comment

Page 1/2 Report Printed:

Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/18/2013
Report #: 51, DFS: 44.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Conñguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (it/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) Kick Off Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Stad Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/17/2013 06:00 11/18/2013 06:00 44.19 8,020.0 8,020.0 0.00
Operations at Report Time
RIH Picking up 4"XT-39 HWDP
Operations Summary
Trip in hole picking up 4" drilipipe. Trip out and rack back 12 stands. Pull Bit Guide, run new guide. Run Test Plug not holding pressure. Trip in hole picking up 4"
DrillPipe to 5,100'. POOH standing back 4" DP. Strap and picked up 21 jointsof 4" HWDP, stand back in derrick. Stand back 4-3/4" DC's. MlUTest Plug, test
BOPE to 250/10,000 psi. RID test equipment. Pick up 4"XT-39 HWDP.
Operations Next Report Period

Trips
Weather Wellbore
Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401
Sam Loredo Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 6 Trip in hole picking up drilipipe. 8,020.0 8,020.0
07:00 0.50 1.50 6 Trip out of with drillpipe , rack in derrick. 8,020.0 8,020.0
07:30 2.50 4.00 15 Pickup test joint.Retrieve Bit Guide. Run new Bit Guide. Run in hole with 8,020.0 8,020.0

New Test Plug,
10:00 2.50 6.50 15 Rig up BOP Test truck.Attempt Pressure test with both Test Plugs, failed. 8,020.0 8,020.0

12:30 0.50 7.00 6 Trip in hole with 1,200 ft of 4" XT-39 drillpipe. 8,020.0 8,020.0
13:00 0.50 7.50 15 Attempted to set test plug with string weight below test plug. No Good. 8,020.0 8,020.0
13:30 4.50 12.00 6 Trip in hole to 4,380' picking up 4"XT-39 drillpipe. 8,020.0 8,020.0

BOP Drill,men in position 90 seconds.
18:00 0.50 12.50 6 Trip in hole to 5,100' picking up 4"XT-39 drillpipe. 8,020.0 8,020.0
18:30 2.50 15.00 6 Trip out of hole standing back 54 stands of 4" Drill Pipe. 8,020.0 8,020.0
21:00 2.00 17.00 6 Strap 4" HWDP. RIH picking up 21 joints of 4"XT-39 HWDP, standing back 8,020.0 8,020.0

in derrick. Stand back 4-3/4" DC'S.
23:00 1.00 18.00 15 Held PJSm with Cameron Testers. M/U Test Joint and test plug. R/U test 8,020.0 8,020.0

equipment.
00:00 3.00 21.00 15 Test Lower Pipe Rams to 250 psil10,000 psi. Test Annular to 250/7000 psi. 8,020.0 8,020.0

Test Upper Pipe Rams, Inside Kill&HCR Valve to 250/10,000 psi. Test
outside killand HCR to 250/10,000 psi.

03:00 0.50 21.50 15 Backed out Test Joint. Enable Check Valve. Relocate test line to Choke 8,020.0 8,020.0
Manifold.

03:30 1.00 22.50 15 Test Blind Rams, outside Choke Manifold valves to 250/10,000 psi. 8,020.0 8,020.0
04:30 0.50 23.00 15 Pulled Test Plug, rigged down test equipment. 8,020.0 8,020.0
05:00 1.00 24.00 6 Pick up 4" XT-39 HWDP. 8,020.0 8,020.0
Mud Check: 8,020.0ftKB, 11/17/2013 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/17/2013 8,020.0 18.00 102 44.0 19.000 13.000 16.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

324,928.00 42.0 81.9/18.1
0

Mud Lost (Hole) (bbf) Mud Lost (Surf) (bb1) LCM ECD - Manual Entr... T Flowline (°F) Comment
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Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/18/2013
Report #: 51, DFS: 44.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Conñguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (it/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) Kick Off Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Stad Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/17/2013 06:00 11/18/2013 06:00 44.19 8,020.0 8,020.0 0.00
Operations at Report Time
RIH Picking up 4"XT-39 HWDP
Operations Summary
Trip in hole picking up 4" drilipipe. Trip out and rack back 12 stands. Pull Bit Guide, run new guide. Run Test Plug not holding pressure. Trip in hole picking up 4"
DrillPipe to 5,100'. POOH standing back 4" DP. Strap and picked up 21 jointsof 4" HWDP, stand back in derrick. Stand back 4-3/4" DC's. MlUTest Plug, test
BOPE to 250/10,000 psi. RID test equipment. Pick up 4"XT-39 HWDP.
Operations Next Report Period

Trips
Weather Wellbore
Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401
Sam Loredo Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 6 Trip in hole picking up drilipipe. 8,020.0 8,020.0
07:00 0.50 1.50 6 Trip out of with drillpipe , rack in derrick. 8,020.0 8,020.0
07:30 2.50 4.00 15 Pickup test joint.Retrieve Bit Guide. Run new Bit Guide. Run in hole with 8,020.0 8,020.0

New Test Plug,
10:00 2.50 6.50 15 Rig up BOP Test truck.Attempt Pressure test with both Test Plugs, failed. 8,020.0 8,020.0

12:30 0.50 7.00 6 Trip in hole with 1,200 ft of 4" XT-39 drillpipe. 8,020.0 8,020.0
13:00 0.50 7.50 15 Attempted to set test plug with string weight below test plug. No Good. 8,020.0 8,020.0
13:30 4.50 12.00 6 Trip in hole to 4,380' picking up 4"XT-39 drillpipe. 8,020.0 8,020.0

BOP Drill,men in position 90 seconds.
18:00 0.50 12.50 6 Trip in hole to 5,100' picking up 4"XT-39 drillpipe. 8,020.0 8,020.0
18:30 2.50 15.00 6 Trip out of hole standing back 54 stands of 4" Drill Pipe. 8,020.0 8,020.0
21:00 2.00 17.00 6 Strap 4" HWDP. RIH picking up 21 joints of 4"XT-39 HWDP, standing back 8,020.0 8,020.0

in derrick. Stand back 4-3/4" DC'S.
23:00 1.00 18.00 15 Held PJSm with Cameron Testers. M/U Test Joint and test plug. R/U test 8,020.0 8,020.0

equipment.
00:00 3.00 21.00 15 Test Lower Pipe Rams to 250 psil10,000 psi. Test Annular to 250/7000 psi. 8,020.0 8,020.0

Test Upper Pipe Rams, Inside Kill&HCR Valve to 250/10,000 psi. Test
outside killand HCR to 250/10,000 psi.

03:00 0.50 21.50 15 Backed out Test Joint. Enable Check Valve. Relocate test line to Choke 8,020.0 8,020.0
Manifold.

03:30 1.00 22.50 15 Test Blind Rams, outside Choke Manifold valves to 250/10,000 psi. 8,020.0 8,020.0
04:30 0.50 23.00 15 Pulled Test Plug, rigged down test equipment. 8,020.0 8,020.0
05:00 1.00 24.00 6 Pick up 4" XT-39 HWDP. 8,020.0 8,020.0
Mud Check: 8,020.0ftKB, 11/17/2013 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/17/2013 8,020.0 18.00 102 44.0 19.000 13.000 16.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

324,928.00 42.0 81.9/18.1
0

Mud Lost (Hole) (bbf) Mud Lost (Surf) (bb1) LCM ECD - Manual Entr... T Flowline (°F) Comment
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RECEIVED: Dec. 06, 2013

Sundry Number: 45671 API Well Number: 43019500100000Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/18/2013
e ' Report #: 51, DFS: 44.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
API/UWI Excaliber ID Well Area Basin Field Name Well Confguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Mud Check: 8,020.0ftKB, 11/17/2013 23:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (1bf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Get (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/17/2013 8,020.0 18.00 102 44.0 19.000 13.000 16.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mLlmL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

326,014.00 42.0 81.9/18.1
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment

Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Dri1ITime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (1b/ft) Grade (in) ID Nom Min (in)
7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094
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Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/18/2013
e ' Report #: 51, DFS: 44.19
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Page 2/2 Report Printed:



RECEIVED: Dec. 06, 2013

Sundry Number: 45671 API Well Number: 43019500100000Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/19/2013
Report #: 52, DFS: 45.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APIIUWI Excaliber ID Wel1Area Basin |Field Name Well Cont1guration Type
43-019-31591 74*26635 Paradox |Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) Kick Off Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/18/2013 06:00 11/19/2013 06:00 45.19 8,020.0 8,020.0 0.00
Operations at Report Time

DrillingFloat Equipment
Operations Summary
Trip in hole to7,200' picking up 4 "drillpipe, tripin with stands out of derrick. Tagged Landing Collar at 7,970'. Pulled Trip Nipple. Installed Rotating Head
Element. Slip & Cut DrillingLine. Displaced 18.0 ppg OBM with 15.0 ppg OBM. Replace Bowl Gasket on Rotating Head. Drillout Float Equipment and cement.
Operations Next Report Period
Drilling
Weather Wellbore
Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401
Sam Loredo Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Our (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 4.00 4.00 6 RIH picking up 42 jointsof 4"XT-39 Drill Pipe. 8,020.0 8,020.0
10:00 1.00 5.00 6 RIHwith 15 stands of 4" HWDP out of derrick. 8,020.0 8,020.0
11:00 7.00 12.00 6 RIH picking up 4"XT-39 DrillPipe to 5,900'. 8,020.0 8,020.0
18:00 2.50 14.50 6 RIH picking up 4" XT-39 DrillPipe from 5,900' to 7,200'. Trip in hole with 8,020.0 8,020.0

stands out of derrick, tagged Landing Collar at 7,970'. Trip Drill,men at
station in 45 seconds.

20:30 0.50 15.00 6 Removed Trip Nipple and Installed Rotating Head Element. 8,020.0 8,020.0
21:00 2.00 17.00 21 Slipped and cut off 91 ft of drilling line. 8,020.0 8,020.0
23:00 5.00 22.00 5 Shipped 18.0 ppg OBM out of active system to Tank Farm. Shipped 15.0 8,020.0 8,020.0

ppg OBM to Active System. Displaced out 18.0 ppg OBM with 15.0 ppg
OBM. Circulate throughMPD Equipment, Choke Manifold and Gas Buster.

04:00 2.00 24.00 2 Drillingout Float Equipment at 7970 ft. WOB 7-15K, Q = 200 gpm, Rotary 8,020.0 8,020.0
35-50 rpm. Shoe Track 7970' to 8017'.

Mud Check: 8,020.0ftKB, 11/18/2013 06:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1.

11/18/2013 8,020.0 18.00 112 44.0 19.000 13.000 16.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCI (ppm) Oil Water Ratio

3.200 3.500 42.0
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FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/19/2013
Report #: 52, DFS: 45.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APIIUWI Excaliber ID Wel1Area Basin |Field Name Well Cont1guration Type
43-019-31591 74*26635 Paradox |Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
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Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) Kick Off Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/18/2013 06:00 11/19/2013 06:00 45.19 8,020.0 8,020.0 0.00
Operations at Report Time

DrillingFloat Equipment
Operations Summary
Trip in hole to7,200' picking up 4 "drillpipe, tripin with stands out of derrick. Tagged Landing Collar at 7,970'. Pulled Trip Nipple. Installed Rotating Head
Element. Slip & Cut DrillingLine. Displaced 18.0 ppg OBM with 15.0 ppg OBM. Replace Bowl Gasket on Rotating Head. Drillout Float Equipment and cement.
Operations Next Report Period
Drilling
Weather Wellbore
Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401
Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Our (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
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18:00 2.50 14.50 6 RIH picking up 4" XT-39 DrillPipe from 5,900' to 7,200'. Trip in hole with 8,020.0 8,020.0
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23:00 5.00 22.00 5 Shipped 18.0 ppg OBM out of active system to Tank Farm. Shipped 15.0 8,020.0 8,020.0

ppg OBM to Active System. Displaced out 18.0 ppg OBM with 15.0 ppg
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8,020.0 8,030.0 10.00 11/19/2013 04:00 11/19/2013 19:00 2.50 4.0 2.50 100.00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

7/1/2013 Conductor 103.0

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094
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RECEIVED: Dec. 06, 2013

Sundry Number: 45671 API Well Number: 43019500100000Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/20/2013
Report #: 53, DFS: 46.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 17.00
API/UWI Excaliber ID Well Area Basin Field Name Well Cont1guration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/19/2013 06:00 11/20/2013 06:00 46.19 8,030.0 8,047.0 17.00
Operations at Report Time
Drill6" Lateral
Operations Summary
DrillFloat Equipment. Circulate Bottoms Up. DrillReaming Shoe. Drill10 ft of new hole to 8030'. Perform FIT to 18.0 ppg emw. Pump Dry Job and tripout of
hole. Flow Check after 5 stands, no flow. Trip out L/D BHA.M/U Directional BHA,Trip in hole to 8,030'. Drill 6" Lateral from 8,030' to 8,04T.
Operations Next Report Period

Drilling
Weather Weilbore
Rain Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 2.00 2.00 2 Drilled Float Equipment and cement to 8,012'. 8,020.0 8,020.0
08:00 0.50 2.50 5 Circulate bottoms up. 8,020.0 8,020.0
08:30 1.00 3.50 2 Drillcement and shoe at 8,017', clean out cement to 8,020'. 8,020.0 8,020.0
09:30 2.50 6.00 2 Drilled 10 ft of new 6" hole from 8,020' to 8,030'. 8,020.0 8,030.0
12:00 1.00 7.00 5 Circulated bottoms up, spotted LCM Pill. Performed F.I.T to 18.0 ppg EMW. 8,030.0 8,030.0

13:00 0.50 7.50 5 Pumped dry job. 8,030.0 8,030.0
13:30 4.50 12.00 6 Trip out of hole from 8,030' to BHA. Removed Rotating Head Element, 8,030.0 8,030.0

InstallTrip Nipple.
Monitordisplacement on Trip Tank.

18:00 1.00 13.00 6 Broke off bit, L/D 4-3/4" DC's. 8,030.0 8,030.0
19:00 3.50 16.50 6 M/UMotor, Float Sub, iPzig UXM,DPM, XO, NMDC. Orient BHA. Installed 8,030.0 8,030.0

MWD Probe and Shallow Test BHA. MlU Bit, IPZIG LXM, NMDC, Filter
Sub, Thruster, Well Commander Subs, and XO.

22:30 3.00 19.50 6 Trip in hole to 6,130'. Monitor fluid displacement. 8,030.0 8,030.0
01:30 0.50 20.00 6 Removed Trip Nipple, installed Rotating Head Element. 8,030.0 8,030.0
02:00 1.00 21.00 6 Trip in hole from 6,130' to 8,030'. Monitored fluid displacement. 8,030.0 8,030.0
03:00 2.00 23.00 2 Drilled6" Lateral Section From 8,030' to 8,047'. WOB 10-20k, Rotary 0-50 8,030.0 8,047.0

rpm, Q= 210 gpm. P= 3350 psi. MW inlout: 15.5 in I 15.4 ppg out. Bgas:
100-600 units, 5-8 ft intermittent flare. Cgas: 3000 units. .

MPD holding 35-250 psi on WHP.
05:00 1.00 24.00 5 Pull off bottom,rotating head leaking, shut well in with Annular. Circulate on 8,047.0 8,047.0

MPD while raising mud weight to 16.0 ppg. MPD holding 950-1100 psi.
Max Gas 4100 units. Max Fare 30 ft.

Mud Check: 8,030.0ftKB, 11/19/2013 14:00
Date Depth (ftKB) Density (ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (ibf... Gel (10m) (1b... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/19/2013 8,030.0 15.35 58 29.0 14.000 12.000 15.000 3.0 2
MBT(ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.100 2.800 32.0 339,199
Mud Lost (Hole) (bb]) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline(F) Comment

0.0 5.0
Mud Check: 8,030.0ftKB, 11/19/2013 23:45
Date Depth (ftKB) Density (ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (lb... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/19/2013 8,030.0 15.35 58 29.0 14.000 12.000 15.000 3.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCI (ppm) OilWater Ratio

3.100 2.800 32.0 339,199
Mud Lost (Hole) (bbl) Mud Lost (Sud) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment

0.0 0.0
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Report #: 53, DFS: 46.19
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06:00 2.00 2.00 2 Drilled Float Equipment and cement to 8,012'. 8,020.0 8,020.0
08:00 0.50 2.50 5 Circulate bottoms up. 8,020.0 8,020.0
08:30 1.00 3.50 2 Drillcement and shoe at 8,017', clean out cement to 8,020'. 8,020.0 8,020.0
09:30 2.50 6.00 2 Drilled 10 ft of new 6" hole from 8,020' to 8,030'. 8,020.0 8,030.0
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MWD Probe and Shallow Test BHA. MlU Bit, IPZIG LXM, NMDC, Filter
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0.0 0.0
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Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/20/2013
Report #: 53, DFS: 46.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 17.00
API/UWI Excaliber ID Well Area Basin Field Name Well Cont1guration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/19/2013 06:00 11/20/2013 06:00 46.19 8,030.0 8,047.0 17.00
Operations at Report Time
Drill6" Lateral
Operations Summary
DrillFloat Equipment. Circulate Bottoms Up. DrillReaming Shoe. Drill10 ft of new hole to 8030'. Perform FIT to 18.0 ppg emw. Pump Dry Job and tripout of
hole. Flow Check after 5 stands, no flow. Trip out L/D BHA.M/U Directional BHA,Trip in hole to 8,030'. Drill 6" Lateral from 8,030' to 8,04T.
Operations Next Report Period

Drilling
Weather Weilbore
Rain Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 2.00 2.00 2 Drilled Float Equipment and cement to 8,012'. 8,020.0 8,020.0
08:00 0.50 2.50 5 Circulate bottoms up. 8,020.0 8,020.0
08:30 1.00 3.50 2 Drillcement and shoe at 8,017', clean out cement to 8,020'. 8,020.0 8,020.0
09:30 2.50 6.00 2 Drilled 10 ft of new 6" hole from 8,020' to 8,030'. 8,020.0 8,030.0
12:00 1.00 7.00 5 Circulated bottoms up, spotted LCM Pill. Performed F.I.T to 18.0 ppg EMW. 8,030.0 8,030.0

13:00 0.50 7.50 5 Pumped dry job. 8,030.0 8,030.0
13:30 4.50 12.00 6 Trip out of hole from 8,030' to BHA. Removed Rotating Head Element, 8,030.0 8,030.0

InstallTrip Nipple.
Monitordisplacement on Trip Tank.

18:00 1.00 13.00 6 Broke off bit, L/D 4-3/4" DC's. 8,030.0 8,030.0
19:00 3.50 16.50 6 M/UMotor, Float Sub, iPzig UXM,DPM, XO, NMDC. Orient BHA. Installed 8,030.0 8,030.0

MWD Probe and Shallow Test BHA. MlU Bit, IPZIG LXM, NMDC, Filter
Sub, Thruster, Well Commander Subs, and XO.

22:30 3.00 19.50 6 Trip in hole to 6,130'. Monitor fluid displacement. 8,030.0 8,030.0
01:30 0.50 20.00 6 Removed Trip Nipple, installed Rotating Head Element. 8,030.0 8,030.0
02:00 1.00 21.00 6 Trip in hole from 6,130' to 8,030'. Monitored fluid displacement. 8,030.0 8,030.0
03:00 2.00 23.00 2 Drilled6" Lateral Section From 8,030' to 8,047'. WOB 10-20k, Rotary 0-50 8,030.0 8,047.0

rpm, Q= 210 gpm. P= 3350 psi. MW inlout: 15.5 in I 15.4 ppg out. Bgas:
100-600 units, 5-8 ft intermittent flare. Cgas: 3000 units. .

MPD holding 35-250 psi on WHP.
05:00 1.00 24.00 5 Pull off bottom,rotating head leaking, shut well in with Annular. Circulate on 8,047.0 8,047.0

MPD while raising mud weight to 16.0 ppg. MPD holding 950-1100 psi.
Max Gas 4100 units. Max Fare 30 ft.

Mud Check: 8,030.0ftKB, 11/19/2013 14:00
Date Depth (ftKB) Density (ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (ibf... Gel (10m) (1b... Gel (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/19/2013 8,030.0 15.35 58 29.0 14.000 12.000 15.000 3.0 2
MBT(ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.100 2.800 32.0 339,199
Mud Lost (Hole) (bb]) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline(F) Comment

0.0 5.0
Mud Check: 8,030.0ftKB, 11/19/2013 23:45
Date Depth (ftKB) Density (ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (lb... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/19/2013 8,030.0 15.35 58 29.0 14.000 12.000 15.000 3.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCI (ppm) OilWater Ratio

3.100 2.800 32.0 339,199
Mud Lost (Hole) (bbl) Mud Lost (Sud) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment

0.0 0.0

Page 1/2 Report Printed:



RECEIVED: Dec. 06, 2013

Sundry Number: 45671 API Well Number: 43019500100000Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/20/2013
Report #: 53, DFS: 46.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 17.00
AP1/UWI Excaliber ID Well Area Basin Field Name Well Contiguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out Dnll Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,020.0 8,030.0 10.00 11/19/2013 04:00 11/19/2013 19:00 2.50 4.0 2.50 100.00
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,030.0 8,552.0 522.00 11/20/2013 03:00 11/21/2013 11:30 20.15 25.9 10.57 9.58 47.54 52.46
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094
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Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/20/2013
Report #: 53, DFS: 46.19
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RECEIVED: Dec. 06, 2013

Sundry Number: 45671 API Well Number: 43019500100000Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/21/2013
Report #: 54, DFS: 47.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 322.00
APi/UWI Excaliber ID Well Area Basin Field Name Well Cont1gurationType
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) Kick Off Date KickOff Depth (ftKB) Kick Off Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/20/2013 06:00 11/21/2013 06:00 47.19 8,047.0 8,369.0 322.00
Operations at Report Time
Drill 6" Lateral
Operations Summary
Circulate while raisng mud weight to 16.2 ppg holding back pressure with MPD. Change rotating head rubber Drill 6 inch Lateral from 804T to 8,370'
Total OBM Loss Last 24 Hrs = 134 bbls
14 bbls to SCE, 120 bbls to Formation.
Operations Next Report Period
Drilling
Weather Wellbore
Rain Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 4.00 4.00 5 Circulate while raising mud weight to 16.2 ppg. MPD holding 400-950 psi. 8,047.0 8,047.0
Max Gas 3350 units, Max Flare 25 ft.

10:00 2.00 6.00 22 Shut well in with annular preventer. Change Bowl Gasket and Rotaing head 8,047.0 8,047.0
Rubber. Troubleshoot possible leak on rotating head. No leak.

12:00 1.00 7.00 5 Circulate and condition. Bring flowrate up to drill rate 200 gpm. Equalize 8,047.0 8,047.0
pressure from under annular to rotating head. Cycle pumps to sync MWD.

13:00 4.50 11.50 2 Drilled 6" Lateral Section From 8,047' to 8,092'. WOB 10-20k, Rotary 0-50 8,047.0 8,092.0
rpm, Q= 205 gpm. P= 3550 psi. MW inlout: 16.2 in / 16.2 ppg out. Bgas:
400-850 units, Flare: 0 ft. Cgas: 3000 units.
MPD holding 275-350 psi on WHP.
BOP Drill,Men at station 47 seconds.

17:30 0.50 12.00 9 Serviced Rig and Equipment. 8,092.0 8,092.0
18:00 6.00 18.00 2 Drilled6" Lateral Section From 8,092' to 8,26T. WOB 10-22k, Rotary 0-35 8,092.0 8,267.0

rpm, Q= 205 gpm. P= 3550 psi. MW inlout: 16.2 in / 16.2 ppg out. Bgas:
150-300 units, Flare: 0 ft. Cgas: 430 units.
MPD holding 275-350 psi on WHP.
BOP Drill Men at Stations in 65 Seconds.

00:00 6.00 24.00 2 Drilled 6" Lateral Section From 8,267' to 8,370'. WOB 10-22k, Rotary 0-35 8,267.0 8,370.0
rpm, Q= 205 gpm. P= 3550 psi. MW inlout: 16.2 in I 16.2 ppg out. Bgas:
150-300 units, Flare: 0 ft. Cgas: 430 units.
MPD holding 275-350 psi on WHP.

Mud Check: 8,052.0ftKB, 11/20/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/20/2013 8,052.0 16.20 60 33.0 19.000 13.000 15.000 3.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCI (ppm) OilWater Ratio

3.100 2.900 34.5 297,008
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment

58.0 5.0
Mud Check: 8,280.0ftKB, 11/20/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (lbf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/20/2013 8,280.0 16.20 53 33.0 16.000 13.000 15.000 3.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCI (ppm) OilWater Ratio

3.100 2.900 35.0 297,008
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM . ECD -Manual Entr... T Flowline (°F) Comment

62.0 9.0
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Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/21/2013
Report #: 54, DFS: 47.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 322.00
APi/UWI Excaliber ID Well Area Basin Field Name Well Cont1gurationType
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) Kick Off Date KickOff Depth (ftKB) Kick Off Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/20/2013 06:00 11/21/2013 06:00 47.19 8,047.0 8,369.0 322.00
Operations at Report Time
Drill 6" Lateral
Operations Summary
Circulate while raisng mud weight to 16.2 ppg holding back pressure with MPD. Change rotating head rubber Drill 6 inch Lateral from 804T to 8,370'
Total OBM Loss Last 24 Hrs = 134 bbls
14 bbls to SCE, 120 bbls to Formation.
Operations Next Report Period
Drilling
Weather Wellbore
Rain Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 4.00 4.00 5 Circulate while raising mud weight to 16.2 ppg. MPD holding 400-950 psi. 8,047.0 8,047.0
Max Gas 3350 units, Max Flare 25 ft.

10:00 2.00 6.00 22 Shut well in with annular preventer. Change Bowl Gasket and Rotaing head 8,047.0 8,047.0
Rubber. Troubleshoot possible leak on rotating head. No leak.

12:00 1.00 7.00 5 Circulate and condition. Bring flowrate up to drill rate 200 gpm. Equalize 8,047.0 8,047.0
pressure from under annular to rotating head. Cycle pumps to sync MWD.

13:00 4.50 11.50 2 Drilled 6" Lateral Section From 8,047' to 8,092'. WOB 10-20k, Rotary 0-50 8,047.0 8,092.0
rpm, Q= 205 gpm. P= 3550 psi. MW inlout: 16.2 in / 16.2 ppg out. Bgas:
400-850 units, Flare: 0 ft. Cgas: 3000 units.
MPD holding 275-350 psi on WHP.
BOP Drill,Men at station 47 seconds.

17:30 0.50 12.00 9 Serviced Rig and Equipment. 8,092.0 8,092.0
18:00 6.00 18.00 2 Drilled6" Lateral Section From 8,092' to 8,26T. WOB 10-22k, Rotary 0-35 8,092.0 8,267.0

rpm, Q= 205 gpm. P= 3550 psi. MW inlout: 16.2 in / 16.2 ppg out. Bgas:
150-300 units, Flare: 0 ft. Cgas: 430 units.
MPD holding 275-350 psi on WHP.
BOP Drill Men at Stations in 65 Seconds.

00:00 6.00 24.00 2 Drilled 6" Lateral Section From 8,267' to 8,370'. WOB 10-22k, Rotary 0-35 8,267.0 8,370.0
rpm, Q= 205 gpm. P= 3550 psi. MW inlout: 16.2 in I 16.2 ppg out. Bgas:
150-300 units, Flare: 0 ft. Cgas: 430 units.
MPD holding 275-350 psi on WHP.

Mud Check: 8,052.0ftKB, 11/20/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/20/2013 8,052.0 16.20 60 33.0 19.000 13.000 15.000 3.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCI (ppm) OilWater Ratio

3.100 2.900 34.5 297,008
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment

58.0 5.0
Mud Check: 8,280.0ftKB, 11/20/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (lbf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...
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Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/21/2013
Report #: 54, DFS: 47.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 322.00
APi/UWI Excaliber ID Well Area Basin Field Name Well Cont1gurationType
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) Kick Off Date KickOff Depth (ftKB) Kick Off Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/20/2013 06:00 11/21/2013 06:00 47.19 8,047.0 8,369.0 322.00
Operations at Report Time
Drill 6" Lateral
Operations Summary
Circulate while raisng mud weight to 16.2 ppg holding back pressure with MPD. Change rotating head rubber Drill 6 inch Lateral from 804T to 8,370'
Total OBM Loss Last 24 Hrs = 134 bbls
14 bbls to SCE, 120 bbls to Formation.
Operations Next Report Period
Drilling
Weather Wellbore
Rain Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 4.00 4.00 5 Circulate while raising mud weight to 16.2 ppg. MPD holding 400-950 psi. 8,047.0 8,047.0
Max Gas 3350 units, Max Flare 25 ft.

10:00 2.00 6.00 22 Shut well in with annular preventer. Change Bowl Gasket and Rotaing head 8,047.0 8,047.0
Rubber. Troubleshoot possible leak on rotating head. No leak.

12:00 1.00 7.00 5 Circulate and condition. Bring flowrate up to drill rate 200 gpm. Equalize 8,047.0 8,047.0
pressure from under annular to rotating head. Cycle pumps to sync MWD.

13:00 4.50 11.50 2 Drilled 6" Lateral Section From 8,047' to 8,092'. WOB 10-20k, Rotary 0-50 8,047.0 8,092.0
rpm, Q= 205 gpm. P= 3550 psi. MW inlout: 16.2 in / 16.2 ppg out. Bgas:
400-850 units, Flare: 0 ft. Cgas: 3000 units.
MPD holding 275-350 psi on WHP.
BOP Drill,Men at station 47 seconds.

17:30 0.50 12.00 9 Serviced Rig and Equipment. 8,092.0 8,092.0
18:00 6.00 18.00 2 Drilled6" Lateral Section From 8,092' to 8,26T. WOB 10-22k, Rotary 0-35 8,092.0 8,267.0

rpm, Q= 205 gpm. P= 3550 psi. MW inlout: 16.2 in / 16.2 ppg out. Bgas:
150-300 units, Flare: 0 ft. Cgas: 430 units.
MPD holding 275-350 psi on WHP.
BOP Drill Men at Stations in 65 Seconds.
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RECEIVED: Dec. 06, 2013

Sundry Number: 45671 API Well Number: 43019500100000Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/21/2013
Report #: 54, DFS: 47.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 322.00
API/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Mud Check: <depth>ftKB, 11/21/2013 23:45
Date Depth (ftKB) Density (ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (ibf/1... Gel (10s) (lbf... Gel (10m) (Ib... Ge1 (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/21/2013 16.20 60 33.0 19.000 13.000 15.000 3.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (1b/bbi) Solids (%) CaCI (ppm) OilWater Ratio

3.100 2.900 34.5 297,008
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

62.0 9.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,030.0 8,552.0 522.00 11/20/2013 03:00 11/21/2013 11:30 20.15 25.9 10.57 9.58 47.54 52.46
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094
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Well Name: Cane Creek 7-1 Daily Depth Progress: 322.00
API/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Mud Check: <depth>ftKB, 11/21/2013 23:45
Date Depth (ftKB) Density (ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (ibf/1... Gel (10s) (lbf... Gel (10m) (Ib... Ge1 (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/21/2013 16.20 60 33.0 19.000 13.000 15.000 3.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (1b/bbi) Solids (%) CaCI (ppm) OilWater Ratio

3.100 2.900 34.5 297,008
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

62.0 9.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled(ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,030.0 8,552.0 522.00 11/20/2013 03:00 11/21/2013 11:30 20.15 25.9 10.57 9.58 47.54 52.46
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Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)
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RECEIVED: Dec. 06, 2013

Sundry Number: 45671 API Well Number: 43019500100000Sundry Number: 45671 API Well Number: 43019500100000

FIDEUTY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/22/2013
Report #: 55, DFS: 48.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 183.00
API/UWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Sudace Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) Kick Off Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/21/2013 06:00 11/22/2013 06:00 48.19 8,369.0 8,552.0 183.00
Operations at Report Time
POOH
Operations Summary
Drill6" Lateral from 8370' to 8552'. MWD magnotometers failed. Strip out to shoe. Circulate 18.3 ppg KWM around and monitor flow. Trip out, to change out Pzig
and MWD Directional Probe.

43bbls. mud loss in last 24hrs. 33bbls. to hole, 10bbls. to solids control
Operations Next Report Penod

Drilling
Weather Wellbore
Snow Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401
Sam Loredo Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 5.50 5.50 2 Drilled 6" Lateral Section From 8,370' to 8,552'. WOB 10-22k, Rotary 0-35 8,370.0 8,552.0
rpm, O= 205 gpm. P= 3550 psi. MW inlout: 16.2 in / 16.2 ppg out. Bgas:
150-300 units, Flare: Oft. Cgas: 430 units.
MPD holding 275-350 psi on WHP.

11:30 1.00 6.50 5 Circulate Bottoms up prior to tripfor MWDfailure. 8,552.0 8,552.0
SPR: 40-2120/297, 30-1650/365, 20-1334/440

12:30 2.00 8.50 6 Strip out of the hole holding back pressure with MPD, 800 psi. 8,552.0 8,552.0
14:30 3.00 11.50 22 Transfer 16.2 ppg OBM out of active system. Transfer 18.2 ppg KWMinto 8,552.0 8,552.0

active system.
17:30 1.50 13.00 5 Displace 16.2ppg, out of hole with 18.3ppg KWM@3.5 bpm, shut down 8,552.0 8,552.0

pump due to mud getting light in active system.
19:00 0.50 13.50 5 Weight active system back up to 18.3ppg from 17.9ppg. 8,552.0 8,552.0
19:30 1.50 15.00 5 . Displacing, pump stalled sucking air. shut down &check flow, well flowing, 8,552.0 8,552.0

shut in well.

21:00 2.00 17.00 22 Transfer mud from tank farm to active system &triptank, weight up to 8,552.0 8,552.0
18.3ppg

23:00 1.00 18.00 5 Cir. 18.3ppg KWMaround @2-3 bpm, (18.3ppg in, 18.3ppg out) 8,552.0 8,552.0
00:00 1.00 19.00 22 Shut down pump, monitor well, pump slug 8,552.0 8,552.0
01:00 5.00 24.00 6 POOH @8-10 mps. Monitor hole on triptank. 8,552.0 8,552.0
Mud Check: <·lepth>ftKB, 11/21/201:: 06:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (1bfl1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/21/2013 18.20 75 44.0 17.000 12.000 15.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bb1) Solids (%) CaCI (ppm) Oil Water Ratio

3.500 3.300 41.5 27 84.5/15.5
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment

12.0 10.0
Mud Check: <depth>ftKB, 11/21/2013 23:45
Date Depth (ftKB) |Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/21/2013 | | 18.30 100 32.0 22.000 13.000 15.000 3.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbi) Solids (%) CaCI (ppm) OilWater Ratio

3.500 3.300 42.0 30
Mud Lost (Hole) (bbl) Mud Lost (Sud) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment

21.0 0.0
Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Orilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,030.0 8,552.0 522.00 11/20/2013 03:00 11/21/2013 11:30 20.15 25.9 10.57 9.58 47.54 52.46
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Report #: 55, DFS: 48.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 183.00
API/UWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Sudace Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) Kick Off Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/21/2013 06:00 11/22/2013 06:00 48.19 8,369.0 8,552.0 183.00
Operations at Report Time
POOH
Operations Summary
Drill6" Lateral from 8370' to 8552'. MWD magnotometers failed. Strip out to shoe. Circulate 18.3 ppg KWM around and monitor flow. Trip out, to change out Pzig
and MWD Directional Probe.

43bbls. mud loss in last 24hrs. 33bbls. to hole, 10bbls. to solids control
Operations Next Report Penod

Drilling
Weather Wellbore
Snow Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401
Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 5.50 5.50 2 Drilled 6" Lateral Section From 8,370' to 8,552'. WOB 10-22k, Rotary 0-35 8,370.0 8,552.0

rpm, O= 205 gpm. P= 3550 psi. MW inlout: 16.2 in / 16.2 ppg out. Bgas:
150-300 units, Flare: Oft. Cgas: 430 units.
MPD holding 275-350 psi on WHP.

11:30 1.00 6.50 5 Circulate Bottoms up prior to tripfor MWDfailure. 8,552.0 8,552.0
SPR: 40-2120/297, 30-1650/365, 20-1334/440

12:30 2.00 8.50 6 Strip out of the hole holding back pressure with MPD, 800 psi. 8,552.0 8,552.0

14:30 3.00 11.50 22 Transfer 16.2 ppg OBM out of active system. Transfer 18.2 ppg KWMinto 8,552.0 8,552.0
active system.

17:30 1.50 13.00 5 Displace 16.2ppg, out of hole with 18.3ppg KWM@3.5 bpm, shut down 8,552.0 8,552.0
pump due to mud getting light in active system.

19:00 0.50 13.50 5 Weight active system back up to 18.3ppg from 17.9ppg. 8,552.0 8,552.0
19:30 1.50 15.00 5 . Displacing, pump stalled sucking air. shut down &check flow, well flowing, 8,552.0 8,552.0

shut in well.

21:00 2.00 17.00 22 Transfer mud from tank farm to active system &triptank, weight up to 8,552.0 8,552.0
18.3ppg

23:00 1.00 18.00 5 Cir. 18.3ppg KWMaround @2-3 bpm, (18.3ppg in, 18.3ppg out) 8,552.0 8,552.0
00:00 1.00 19.00 22 Shut down pump, monitor well, pump slug 8,552.0 8,552.0
01:00 5.00 24.00 6 POOH @8-10 mps. Monitor hole on triptank. 8,552.0 8,552.0
Mud Check: <·lepth>ftKB, 11/21/201:: 06:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (1bfl1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/21/2013 18.20 75 44.0 17.000 12.000 15.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bb1) Solids (%) CaCI (ppm) Oil Water Ratio

3.500 3.300 41.5 27 84.5/15.5
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment

12.0 10.0
Mud Check: <depth>ftKB, 11/21/2013 23:45
Date Depth (ftKB) |Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/21/2013 | | 18.30 100 32.0 22.000 13.000 15.000 3.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbi) Solids (%) CaCI (ppm) OilWater Ratio

3.500 3.300 42.0 30
Mud Lost (Hole) (bbl) Mud Lost (Sud) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment

21.0 0.0
Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Orilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,030.0 8,552.0 522.00 11/20/2013 03:00 11/21/2013 11:30 20.15 25.9 10.57 9.58 47.54 52.46

Page 1/2 Report Printed:

Sundry Number: 45671 API Well Number: 43019500100000

FIDEUTY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/22/2013
Report #: 55, DFS: 48.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 183.00
API/UWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Sudace Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) Kick Off Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/21/2013 06:00 11/22/2013 06:00 48.19 8,369.0 8,552.0 183.00
Operations at Report Time
POOH
Operations Summary
Drill6" Lateral from 8370' to 8552'. MWD magnotometers failed. Strip out to shoe. Circulate 18.3 ppg KWM around and monitor flow. Trip out, to change out Pzig
and MWD Directional Probe.

43bbls. mud loss in last 24hrs. 33bbls. to hole, 10bbls. to solids control
Operations Next Report Penod

Drilling
Weather Wellbore
Snow Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401
Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 5.50 5.50 2 Drilled 6" Lateral Section From 8,370' to 8,552'. WOB 10-22k, Rotary 0-35 8,370.0 8,552.0

rpm, O= 205 gpm. P= 3550 psi. MW inlout: 16.2 in / 16.2 ppg out. Bgas:
150-300 units, Flare: Oft. Cgas: 430 units.
MPD holding 275-350 psi on WHP.

11:30 1.00 6.50 5 Circulate Bottoms up prior to tripfor MWDfailure. 8,552.0 8,552.0
SPR: 40-2120/297, 30-1650/365, 20-1334/440

12:30 2.00 8.50 6 Strip out of the hole holding back pressure with MPD, 800 psi. 8,552.0 8,552.0

14:30 3.00 11.50 22 Transfer 16.2 ppg OBM out of active system. Transfer 18.2 ppg KWMinto 8,552.0 8,552.0
active system.

17:30 1.50 13.00 5 Displace 16.2ppg, out of hole with 18.3ppg KWM@3.5 bpm, shut down 8,552.0 8,552.0
pump due to mud getting light in active system.

19:00 0.50 13.50 5 Weight active system back up to 18.3ppg from 17.9ppg. 8,552.0 8,552.0
19:30 1.50 15.00 5 . Displacing, pump stalled sucking air. shut down &check flow, well flowing, 8,552.0 8,552.0

shut in well.

21:00 2.00 17.00 22 Transfer mud from tank farm to active system &triptank, weight up to 8,552.0 8,552.0
18.3ppg

23:00 1.00 18.00 5 Cir. 18.3ppg KWMaround @2-3 bpm, (18.3ppg in, 18.3ppg out) 8,552.0 8,552.0
00:00 1.00 19.00 22 Shut down pump, monitor well, pump slug 8,552.0 8,552.0
01:00 5.00 24.00 6 POOH @8-10 mps. Monitor hole on triptank. 8,552.0 8,552.0
Mud Check: <·lepth>ftKB, 11/21/201:: 06:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (1bfl1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/21/2013 18.20 75 44.0 17.000 12.000 15.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bb1) Solids (%) CaCI (ppm) Oil Water Ratio

3.500 3.300 41.5 27 84.5/15.5
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment

12.0 10.0
Mud Check: <depth>ftKB, 11/21/2013 23:45
Date Depth (ftKB) |Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/21/2013 | | 18.30 100 32.0 22.000 13.000 15.000 3.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbi) Solids (%) CaCI (ppm) OilWater Ratio

3.500 3.300 42.0 30
Mud Lost (Hole) (bbl) Mud Lost (Sud) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment

21.0 0.0
Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Orilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,030.0 8,552.0 522.00 11/20/2013 03:00 11/21/2013 11:30 20.15 25.9 10.57 9.58 47.54 52.46

Page 1/2 Report Printed:

Sundry Number: 45671 API Well Number: 43019500100000

FIDEUTY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/22/2013
Report #: 55, DFS: 48.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 183.00
API/UWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Sudace Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) Kick Off Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/21/2013 06:00 11/22/2013 06:00 48.19 8,369.0 8,552.0 183.00
Operations at Report Time
POOH
Operations Summary
Drill6" Lateral from 8370' to 8552'. MWD magnotometers failed. Strip out to shoe. Circulate 18.3 ppg KWM around and monitor flow. Trip out, to change out Pzig
and MWD Directional Probe.

43bbls. mud loss in last 24hrs. 33bbls. to hole, 10bbls. to solids control
Operations Next Report Penod

Drilling
Weather Wellbore
Snow Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401
Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 5.50 5.50 2 Drilled 6" Lateral Section From 8,370' to 8,552'. WOB 10-22k, Rotary 0-35 8,370.0 8,552.0

rpm, O= 205 gpm. P= 3550 psi. MW inlout: 16.2 in / 16.2 ppg out. Bgas:
150-300 units, Flare: Oft. Cgas: 430 units.
MPD holding 275-350 psi on WHP.

11:30 1.00 6.50 5 Circulate Bottoms up prior to tripfor MWDfailure. 8,552.0 8,552.0
SPR: 40-2120/297, 30-1650/365, 20-1334/440

12:30 2.00 8.50 6 Strip out of the hole holding back pressure with MPD, 800 psi. 8,552.0 8,552.0

14:30 3.00 11.50 22 Transfer 16.2 ppg OBM out of active system. Transfer 18.2 ppg KWMinto 8,552.0 8,552.0
active system.

17:30 1.50 13.00 5 Displace 16.2ppg, out of hole with 18.3ppg KWM@3.5 bpm, shut down 8,552.0 8,552.0
pump due to mud getting light in active system.

19:00 0.50 13.50 5 Weight active system back up to 18.3ppg from 17.9ppg. 8,552.0 8,552.0
19:30 1.50 15.00 5 . Displacing, pump stalled sucking air. shut down &check flow, well flowing, 8,552.0 8,552.0

shut in well.

21:00 2.00 17.00 22 Transfer mud from tank farm to active system &triptank, weight up to 8,552.0 8,552.0
18.3ppg

23:00 1.00 18.00 5 Cir. 18.3ppg KWMaround @2-3 bpm, (18.3ppg in, 18.3ppg out) 8,552.0 8,552.0
00:00 1.00 19.00 22 Shut down pump, monitor well, pump slug 8,552.0 8,552.0
01:00 5.00 24.00 6 POOH @8-10 mps. Monitor hole on triptank. 8,552.0 8,552.0
Mud Check: <·lepth>ftKB, 11/21/201:: 06:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (1bfl1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/21/2013 18.20 75 44.0 17.000 12.000 15.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bb1) Solids (%) CaCI (ppm) Oil Water Ratio

3.500 3.300 41.5 27 84.5/15.5
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment

12.0 10.0
Mud Check: <depth>ftKB, 11/21/2013 23:45
Date Depth (ftKB) |Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/21/2013 | | 18.30 100 32.0 22.000 13.000 15.000 3.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbi) Solids (%) CaCI (ppm) OilWater Ratio

3.500 3.300 42.0 30
Mud Lost (Hole) (bbl) Mud Lost (Sud) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment

21.0 0.0
Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Orilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,030.0 8,552.0 522.00 11/20/2013 03:00 11/21/2013 11:30 20.15 25.9 10.57 9.58 47.54 52.46

Page 1/2 Report Printed:

Sundry Number: 45671 API Well Number: 43019500100000

FIDEUTY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/22/2013
Report #: 55, DFS: 48.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 183.00
API/UWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Sudace Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) Kick Off Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/21/2013 06:00 11/22/2013 06:00 48.19 8,369.0 8,552.0 183.00
Operations at Report Time
POOH
Operations Summary
Drill6" Lateral from 8370' to 8552'. MWD magnotometers failed. Strip out to shoe. Circulate 18.3 ppg KWM around and monitor flow. Trip out, to change out Pzig
and MWD Directional Probe.

43bbls. mud loss in last 24hrs. 33bbls. to hole, 10bbls. to solids control
Operations Next Report Penod

Drilling
Weather Wellbore
Snow Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401
Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 5.50 5.50 2 Drilled 6" Lateral Section From 8,370' to 8,552'. WOB 10-22k, Rotary 0-35 8,370.0 8,552.0

rpm, O= 205 gpm. P= 3550 psi. MW inlout: 16.2 in / 16.2 ppg out. Bgas:
150-300 units, Flare: Oft. Cgas: 430 units.
MPD holding 275-350 psi on WHP.

11:30 1.00 6.50 5 Circulate Bottoms up prior to tripfor MWDfailure. 8,552.0 8,552.0
SPR: 40-2120/297, 30-1650/365, 20-1334/440

12:30 2.00 8.50 6 Strip out of the hole holding back pressure with MPD, 800 psi. 8,552.0 8,552.0

14:30 3.00 11.50 22 Transfer 16.2 ppg OBM out of active system. Transfer 18.2 ppg KWMinto 8,552.0 8,552.0
active system.

17:30 1.50 13.00 5 Displace 16.2ppg, out of hole with 18.3ppg KWM@3.5 bpm, shut down 8,552.0 8,552.0
pump due to mud getting light in active system.

19:00 0.50 13.50 5 Weight active system back up to 18.3ppg from 17.9ppg. 8,552.0 8,552.0
19:30 1.50 15.00 5 . Displacing, pump stalled sucking air. shut down &check flow, well flowing, 8,552.0 8,552.0

shut in well.

21:00 2.00 17.00 22 Transfer mud from tank farm to active system &triptank, weight up to 8,552.0 8,552.0
18.3ppg

23:00 1.00 18.00 5 Cir. 18.3ppg KWMaround @2-3 bpm, (18.3ppg in, 18.3ppg out) 8,552.0 8,552.0
00:00 1.00 19.00 22 Shut down pump, monitor well, pump slug 8,552.0 8,552.0
01:00 5.00 24.00 6 POOH @8-10 mps. Monitor hole on triptank. 8,552.0 8,552.0
Mud Check: <·lepth>ftKB, 11/21/201:: 06:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (1bfl1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/21/2013 18.20 75 44.0 17.000 12.000 15.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bb1) Solids (%) CaCI (ppm) Oil Water Ratio

3.500 3.300 41.5 27 84.5/15.5
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline(°F) Comment

12.0 10.0
Mud Check: <depth>ftKB, 11/21/2013 23:45
Date Depth (ftKB) |Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/21/2013 | | 18.30 100 32.0 22.000 13.000 15.000 3.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbi) Solids (%) CaCI (ppm) OilWater Ratio

3.500 3.300 42.0 30
Mud Lost (Hole) (bbl) Mud Lost (Sud) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment

21.0 0.0
Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Orilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,030.0 8,552.0 522.00 11/20/2013 03:00 11/21/2013 11:30 20.15 25.9 10.57 9.58 47.54 52.46

Page 1/2 Report Printed:



RECEIVED: Dec. 06, 2013

Sundry Number: 45671 API Well Number: 43019500100000Sundry Number: 45671 API Well Number: 43019500100000

FIDELTTY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/22/2013
Report #: 55, DFS: 48.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 183.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Casing & Liners

SetDepth ODNomMax
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (ib/ft) Grade (in) ID Nom Min(in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094
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Report #: 55, DFS: 48.19
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Sundry Number: 45671 API Well Number: 43019500100000

FIDELTTY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/22/2013
Report #: 55, DFS: 48.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 183.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Casing & Liners

SetDepth ODNomMax
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (ib/ft) Grade (in) ID Nom Min(in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094
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RECEIVED: Dec. 06, 2013

Sundry Number: 45671 API Well Number: 43019500100000Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/23/2013
Report #: 56, DFS: 49.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 31.00
APllUWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) Kick Off Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/22/2013 06:00 11/23/2013 06:00 49.19 8,552.0 8,583.0 31.00
Operations at Report Time

Drill 6" Lateral.
Operations Summary
Trip out of the hole. Work BHA. Change MWD Probe and Pzig. Trip in hole to 8050'. Displace out 18.3 ppg KWMwith 16.2 ppg OBM. Resurvey open hole with
Pathfinder. Drill 6" Lateral from 8552' to 8583'.

12bbis. mud loss to hole in last 24hrs.
Operations Next Report Period
Drilling
Weather Wellbore

Snow Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 5.50 5.50 6 Trip out hole from 5300' to 190'. Monitor hole on triptank. 8,552.0 8,552.0
11:30 1.00 6.50 22 Break out Thruster and Well Commnader. Lay down on Catwalk. Drain 8,552.0 8,552.0

Motor and breakout Bit and Pzig. Pull MWD Pulser and Probe.

12:30 1.00 7.50 22 Wait on Pathfinder to Breakdown MWDTool and Makeup and Calibrate 8,552.0 8,552.0
Backup Tool. Transfer 16.2 ppg OBM into PreMix Tanks.

13:30 2.50 10.00 22 Install New MWD Pulser and Probe. Check Toolface offset. Pickup stand to 8,552.0 8,552.0
shallow test MWD,Good Test. Rack Back stand. Makeup PZig and Bit.
Pickup Thuster and Well commander, inspect float above Well
Commander. Brake Sub and check filter sub.

16:00 5.00 15.00 6 Trip in the hole from 150' to 8050' Fillat 4000' to 6312' Monitor returns on 8,552.0 8,552.0
triptank. Move KWM out of active system to tank farm. Move 16.2 ppg mud
into active system.

21:00 1.00 16.00 22 Change out rotating rubber 8,552.0 8,552.0
22:00 2.00 18.00 6 TlH from 6312' to 8055'. Monitor returns on triptank. Filling pipe with 16.2 8,552.0 8,552.0

ppg mud
00:00 1.50 19.50 5 Fillpipe &displace 18.3ppg KMWout of hole with 16.2ppg mud, pumping 8,552.0 8,552.0

thru MPD
01:30 1.50 21.00 3 Wash &survey from 8055' to 8552' with MWD, holding back press with 8,552.0 8,552.0

MPD

03:00 3.00 24.00 2 Slide & rotate from 8552' to 8583', SPM 55, SPP 3425, WOB 17, ROP 8,552.0 8,583.0
10/14, WHP 360, ECD 18.7, RPM 35

Mud Check: 8,552.0ftKB, 11/22/2013 06:00
Date Depth (ftKB) Density (lb/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/22/2013 8,552.0 18.30 70 22.0 13.000 13.000 15.000 3.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaC1(ppm) OilWater Ratio

3.500 3.300 41.5 320,908 82.9/17.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

33.0
Mud Check: 8,552.0ftKB, 11/22/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/22/2013 8,552.0 16.30 72 38.0 15.000 9.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.500 3.300 35.0 394,082 87.7/12.3
Mud Lost (Hole) (bbl) Mud Lost (Sud) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

0.0
Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,552.0 9,281.0 729.00 11/23/2013 03:15 11/25/2013 10:30 48.25 15.1 14.25 34.00 70.47 29.53

Page 1/2 Report Printed:

Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/23/2013
Report #: 56, DFS: 49.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 31.00
APllUWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) Kick Off Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/22/2013 06:00 11/23/2013 06:00 49.19 8,552.0 8,583.0 31.00
Operations at Report Time

Drill 6" Lateral.
Operations Summary
Trip out of the hole. Work BHA. Change MWD Probe and Pzig. Trip in hole to 8050'. Displace out 18.3 ppg KWMwith 16.2 ppg OBM. Resurvey open hole with
Pathfinder. Drill 6" Lateral from 8552' to 8583'.

12bbis. mud loss to hole in last 24hrs.
Operations Next Report Period
Drilling
Weather Wellbore

Snow Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 5.50 5.50 6 Trip out hole from 5300' to 190'. Monitor hole on triptank. 8,552.0 8,552.0
11:30 1.00 6.50 22 Break out Thruster and Well Commnader. Lay down on Catwalk. Drain 8,552.0 8,552.0

Motor and breakout Bit and Pzig. Pull MWD Pulser and Probe.

12:30 1.00 7.50 22 Wait on Pathfinder to Breakdown MWDTool and Makeup and Calibrate 8,552.0 8,552.0
Backup Tool. Transfer 16.2 ppg OBM into PreMix Tanks.

13:30 2.50 10.00 22 Install New MWD Pulser and Probe. Check Toolface offset. Pickup stand to 8,552.0 8,552.0
shallow test MWD,Good Test. Rack Back stand. Makeup PZig and Bit.
Pickup Thuster and Well commander, inspect float above Well
Commander. Brake Sub and check filter sub.

16:00 5.00 15.00 6 Trip in the hole from 150' to 8050' Fillat 4000' to 6312' Monitor returns on 8,552.0 8,552.0
triptank. Move KWM out of active system to tank farm. Move 16.2 ppg mud
into active system.

21:00 1.00 16.00 22 Change out rotating rubber 8,552.0 8,552.0
22:00 2.00 18.00 6 TlH from 6312' to 8055'. Monitor returns on triptank. Filling pipe with 16.2 8,552.0 8,552.0

ppg mud
00:00 1.50 19.50 5 Fillpipe &displace 18.3ppg KMWout of hole with 16.2ppg mud, pumping 8,552.0 8,552.0

thru MPD
01:30 1.50 21.00 3 Wash &survey from 8055' to 8552' with MWD, holding back press with 8,552.0 8,552.0

MPD

03:00 3.00 24.00 2 Slide & rotate from 8552' to 8583', SPM 55, SPP 3425, WOB 17, ROP 8,552.0 8,583.0
10/14, WHP 360, ECD 18.7, RPM 35

Mud Check: 8,552.0ftKB, 11/22/2013 06:00
Date Depth (ftKB) Density (lb/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (ib... Gel (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/22/2013 8,552.0 18.30 70 22.0 13.000 13.000 15.000 3.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaC1(ppm) OilWater Ratio

3.500 3.300 41.5 320,908 82.9/17.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

33.0
Mud Check: 8,552.0ftKB, 11/22/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/22/2013 8,552.0 16.30 72 38.0 15.000 9.000 11.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.500 3.300 35.0 394,082 87.7/12.3
Mud Lost (Hole) (bbl) Mud Lost (Sud) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

0.0
Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,552.0 9,281.0 729.00 11/23/2013 03:15 11/25/2013 10:30 48.25 15.1 14.25 34.00 70.47 29.53

Page 1/2 Report Printed:

Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/23/2013
Report #: 56, DFS: 49.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 31.00
APllUWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) Kick Off Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/22/2013 06:00 11/23/2013 06:00 49.19 8,552.0 8,583.0 31.00
Operations at Report Time

Drill 6" Lateral.
Operations Summary
Trip out of the hole. Work BHA. Change MWD Probe and Pzig. Trip in hole to 8050'. Displace out 18.3 ppg KWMwith 16.2 ppg OBM. Resurvey open hole with
Pathfinder. Drill 6" Lateral from 8552' to 8583'.

12bbis. mud loss to hole in last 24hrs.
Operations Next Report Period
Drilling
Weather Wellbore

Snow Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 5.50 5.50 6 Trip out hole from 5300' to 190'. Monitor hole on triptank. 8,552.0 8,552.0
11:30 1.00 6.50 22 Break out Thruster and Well Commnader. Lay down on Catwalk. Drain 8,552.0 8,552.0

Motor and breakout Bit and Pzig. Pull MWD Pulser and Probe.

12:30 1.00 7.50 22 Wait on Pathfinder to Breakdown MWDTool and Makeup and Calibrate 8,552.0 8,552.0
Backup Tool. Transfer 16.2 ppg OBM into PreMix Tanks.

13:30 2.50 10.00 22 Install New MWD Pulser and Probe. Check Toolface offset. Pickup stand to 8,552.0 8,552.0
shallow test MWD,Good Test. Rack Back stand. Makeup PZig and Bit.
Pickup Thuster and Well commander, inspect float above Well
Commander. Brake Sub and check filter sub.

16:00 5.00 15.00 6 Trip in the hole from 150' to 8050' Fillat 4000' to 6312' Monitor returns on 8,552.0 8,552.0
triptank. Move KWM out of active system to tank farm. Move 16.2 ppg mud
into active system.

21:00 1.00 16.00 22 Change out rotating rubber 8,552.0 8,552.0
22:00 2.00 18.00 6 TlH from 6312' to 8055'. Monitor returns on triptank. Filling pipe with 16.2 8,552.0 8,552.0

ppg mud
00:00 1.50 19.50 5 Fillpipe &displace 18.3ppg KMWout of hole with 16.2ppg mud, pumping 8,552.0 8,552.0

thru MPD
01:30 1.50 21.00 3 Wash &survey from 8055' to 8552' with MWD, holding back press with 8,552.0 8,552.0

MPD

03:00 3.00 24.00 2 Slide & rotate from 8552' to 8583', SPM 55, SPP 3425, WOB 17, ROP 8,552.0 8,583.0
10/14, WHP 360, ECD 18.7, RPM 35
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MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaC1(ppm) OilWater Ratio
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Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/23/2013
Report #: 56, DFS: 49.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 31.00
APllUWI Excaliber ID Well Area Basin Field Name Well Configuration Type
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RECEIVED: Dec. 06, 2013

Sundry Number: 45671 API Well Number: 43019500100000Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/23/2013
Report #: 56, DFS: 49.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 31.00
APIIUWI Excallber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-SS 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094
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RECEIVED: Dec. 06, 2013

Sundry Number: 45671 API Well Number: 43019500100000Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/24/2013
Report #: 57, DFS: 50.19

We11Name: Cane Creek 7-1 Daily Depth Progress: 323.00
APl/UWI Excaliber ID WellArea Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) KickOff Date Kick Off Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

11/23/2013 06:00 11/24/2013 06:00 50.19 8,583.0 8,906.0 323.00
Operations at Report Time
Drill 6" lateral
Operations Summary
Drill6" Lateral from 8583' to 8,906'.

46 bbls. mud loss to hole in last 24hrs. 42 formation, 4 solids control (last sample from 8890' 60% dol, 35% blk sh, 5% anhydrite)
Operations Next Report Period

Drilling
Weather Wellbore
Snow Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 24.00 24.00 2 Rotate and slide from 8583' to 8906', WOB 12/20, RPM 35, SPM 55, SPP 8,583.0 8,906.0
3450 psi, ROP 9/40 fph.

Mud Check: 8,785.0ftKB, 11/23/2013 06:00
Date Depth (ftKB) Density (lb/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1.

11/23/2013 8,785.0 16.20 57 31.0 18.000 13.000 16.000 3.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCI (ppm) OilWater Ratio

2.600 2.100 34.0 22 87.1/12.9
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

37.0 15.0 97.0
Mud Check: 8,892.0ftKB, 11/23/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (1bf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1.

11/23/2013 8,892.0 16.30 52 33.0 15.000 13.000 17.000 3.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

2.800 2.100 35.5 23 88.4/11.6
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

42.0 4.0 112.0
Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,552.0 9,281.0 729.00 11/23/2013 03:15 11/25/2013 10:30 48.25 15.1 14.25 34.00 70.47 29.53
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) 1D Nom Min(in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094

Page 1/1 Report Printed:

Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/24/2013
Report #: 57, DFS: 50.19

We11Name: Cane Creek 7-1 Daily Depth Progress: 323.00
APl/UWI Excaliber ID WellArea Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) KickOff Date Kick Off Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

11/23/2013 06:00 11/24/2013 06:00 50.19 8,583.0 8,906.0 323.00
Operations at Report Time
Drill 6" lateral
Operations Summary
Drill6" Lateral from 8583' to 8,906'.

46 bbls. mud loss to hole in last 24hrs. 42 formation, 4 solids control (last sample from 8890' 60% dol, 35% blk sh, 5% anhydrite)
Operations Next Report Period

Drilling
Weather Wellbore
Snow Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 24.00 24.00 2 Rotate and slide from 8583' to 8906', WOB 12/20, RPM 35, SPM 55, SPP 8,583.0 8,906.0
3450 psi, ROP 9/40 fph.

Mud Check: 8,785.0ftKB, 11/23/2013 06:00
Date Depth (ftKB) Density (lb/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1.

11/23/2013 8,785.0 16.20 57 31.0 18.000 13.000 16.000 3.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCI (ppm) OilWater Ratio

2.600 2.100 34.0 22 87.1/12.9
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

37.0 15.0 97.0
Mud Check: 8,892.0ftKB, 11/23/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (1bf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1.

11/23/2013 8,892.0 16.30 52 33.0 15.000 13.000 17.000 3.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

2.800 2.100 35.5 23 88.4/11.6
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

42.0 4.0 112.0
Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,552.0 9,281.0 729.00 11/23/2013 03:15 11/25/2013 10:30 48.25 15.1 14.25 34.00 70.47 29.53
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) 1D Nom Min(in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094

Page 1/1 Report Printed:

Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/24/2013
Report #: 57, DFS: 50.19

We11Name: Cane Creek 7-1 Daily Depth Progress: 323.00
APl/UWI Excaliber ID WellArea Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) KickOff Date Kick Off Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

11/23/2013 06:00 11/24/2013 06:00 50.19 8,583.0 8,906.0 323.00
Operations at Report Time
Drill 6" lateral
Operations Summary
Drill6" Lateral from 8583' to 8,906'.

46 bbls. mud loss to hole in last 24hrs. 42 formation, 4 solids control (last sample from 8890' 60% dol, 35% blk sh, 5% anhydrite)
Operations Next Report Period

Drilling
Weather Wellbore
Snow Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 24.00 24.00 2 Rotate and slide from 8583' to 8906', WOB 12/20, RPM 35, SPM 55, SPP 8,583.0 8,906.0
3450 psi, ROP 9/40 fph.

Mud Check: 8,785.0ftKB, 11/23/2013 06:00
Date Depth (ftKB) Density (lb/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1.

11/23/2013 8,785.0 16.20 57 31.0 18.000 13.000 16.000 3.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCI (ppm) OilWater Ratio

2.600 2.100 34.0 22 87.1/12.9
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

37.0 15.0 97.0
Mud Check: 8,892.0ftKB, 11/23/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (1bf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1.

11/23/2013 8,892.0 16.30 52 33.0 15.000 13.000 17.000 3.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

2.800 2.100 35.5 23 88.4/11.6
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

42.0 4.0 112.0
Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,552.0 9,281.0 729.00 11/23/2013 03:15 11/25/2013 10:30 48.25 15.1 14.25 34.00 70.47 29.53
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) 1D Nom Min(in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094

Page 1/1 Report Printed:

Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/24/2013
Report #: 57, DFS: 50.19

We11Name: Cane Creek 7-1 Daily Depth Progress: 323.00
APl/UWI Excaliber ID WellArea Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) KickOff Date Kick Off Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

11/23/2013 06:00 11/24/2013 06:00 50.19 8,583.0 8,906.0 323.00
Operations at Report Time
Drill 6" lateral
Operations Summary
Drill6" Lateral from 8583' to 8,906'.

46 bbls. mud loss to hole in last 24hrs. 42 formation, 4 solids control (last sample from 8890' 60% dol, 35% blk sh, 5% anhydrite)
Operations Next Report Period

Drilling
Weather Wellbore
Snow Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 24.00 24.00 2 Rotate and slide from 8583' to 8906', WOB 12/20, RPM 35, SPM 55, SPP 8,583.0 8,906.0
3450 psi, ROP 9/40 fph.

Mud Check: 8,785.0ftKB, 11/23/2013 06:00
Date Depth (ftKB) Density (lb/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1.

11/23/2013 8,785.0 16.20 57 31.0 18.000 13.000 16.000 3.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCI (ppm) OilWater Ratio

2.600 2.100 34.0 22 87.1/12.9
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

37.0 15.0 97.0
Mud Check: 8,892.0ftKB, 11/23/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (1bf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1.

11/23/2013 8,892.0 16.30 52 33.0 15.000 13.000 17.000 3.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

2.800 2.100 35.5 23 88.4/11.6
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

42.0 4.0 112.0
Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,552.0 9,281.0 729.00 11/23/2013 03:15 11/25/2013 10:30 48.25 15.1 14.25 34.00 70.47 29.53
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) 1D Nom Min(in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094

Page 1/1 Report Printed:

Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/24/2013
Report #: 57, DFS: 50.19

We11Name: Cane Creek 7-1 Daily Depth Progress: 323.00
APl/UWI Excaliber ID WellArea Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) KickOff Date Kick Off Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

11/23/2013 06:00 11/24/2013 06:00 50.19 8,583.0 8,906.0 323.00
Operations at Report Time
Drill 6" lateral
Operations Summary
Drill6" Lateral from 8583' to 8,906'.

46 bbls. mud loss to hole in last 24hrs. 42 formation, 4 solids control (last sample from 8890' 60% dol, 35% blk sh, 5% anhydrite)
Operations Next Report Period

Drilling
Weather Wellbore
Snow Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 24.00 24.00 2 Rotate and slide from 8583' to 8906', WOB 12/20, RPM 35, SPM 55, SPP 8,583.0 8,906.0
3450 psi, ROP 9/40 fph.

Mud Check: 8,785.0ftKB, 11/23/2013 06:00
Date Depth (ftKB) Density (lb/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1.

11/23/2013 8,785.0 16.20 57 31.0 18.000 13.000 16.000 3.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbi) Solids (%) CaCI (ppm) OilWater Ratio

2.600 2.100 34.0 22 87.1/12.9
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

37.0 15.0 97.0
Mud Check: 8,892.0ftKB, 11/23/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa-s) YP OR (1bf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1.

11/23/2013 8,892.0 16.30 52 33.0 15.000 13.000 17.000 3.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

2.800 2.100 35.5 23 88.4/11.6
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

42.0 4.0 112.0
Daily Drilling Performance
Depth in (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,552.0 9,281.0 729.00 11/23/2013 03:15 11/25/2013 10:30 48.25 15.1 14.25 34.00 70.47 29.53
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) 1D Nom Min(in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094

Page 1/1 Report Printed:



RECEIVED: Dec. 06, 2013

Sundry Number: 45671 API Well Number: 43019500100000Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/25/2013
Report #: 58, DFS: 51.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 270.00
APllUWI Excaliber ID Well Area Basin Field Name Well Confguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) Kick Off Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) DailyDepth Progress (ft)

11/24/2013 06:00 11/25/2013 06:00 51.19 8,906.0 9,176.0 270.00
Operations at Report Time
Drill 6" lateral
Operations Summary
Drill 6" Lateral from 8906' to 917T

10 bbis. mud loss to hole in last 24hrs. 5 bbl formation, 5 bbl solids control (last sample from 9140' 60% anhydrite, 5% blk sh, 35% dolomite) NB GR indicates in
Salt at report time.
Operations Next Report Period
Drilling
Weather Wellbore
Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.50 2.50 2 Drilled 6" Lateral Section From 8,906' to 8,933'. WOB 10-22k, Rotary 0-35 8,906.0 8,933.0
rpm, Q= 210 gpm. P= 3600 psi. MW inlout: 16.2 in / 16.2 ppg out. Bgas: 20
-35 units, Flare: 0 ft. Cgas: 130 units.
MPD holding 225-350 psi on WHP. Build to 104°, slide down to next target.

08:30 0.50 3.00 7 Rig Service. Lubricate Top Drive. 8,933.0 8,933.0
SPR: 40/2269/370, 30/1772/446, 20/1415/530
BOP Drill-Men to Stations - 51 sec

09:00 3.00 6.00 2 Drilled 6" Lateral Section From 8,906' to 8,993'. WOB 10-22k, Rotary 0-35 8,933.0 8,993.0
rpm, Q= 210 gpm. P= 3600 psi. MW inlout: 16.2 in I 16.2 ppg out. Bgas: 20
-35 units, Flare: Oft. Cgas: 130 units.
MPD holding 225-350 psi on WHP. Slide down moving toward93 deg.
(BOP DRILL51sec.)

12:00 6.00 12.00 2 Drilled6" Lateral Section From 8,906' to 9,045'. WOB 10-22k, Rotarj0-35 8,993.0 9,045.0
rpm, Q= 210 gpm. P= 3600 psi. MW inlout: 16.2 in / 16.2 ppg out. Bgas: 20
-35 units, Flare: 0 ft. Cgas: 130 units.
MPD holding 225-350 psi on WHP. Slide down moving toward93 deg.

18:00 6.00 18.00 2 Drilled 6" Lateral Section From 9,045' to 9116'. WOB 10-22k, Rotary 0-35 9,045.0 9,116.0
rpm, Q= 210 gpm. P= 3600 psi. MW inlout: 16.2 in / 16.2 ppg out. Bgas: 20
-35 units, Flare: 0 ft. Cgas: 130 units.
MPD holding 225-350 psi on WHP. Slide down moving toward 93 deg.

00:00 6.00 24.00 2 Drilled 6" Lateral Section From 9116' to 9177'. WOB 10-22k, Rotary 0-35 9,116.0 9,177.0
rpm, Q= 210 gpm. P= 3600 psi. MW inlout: 16.2 in / 16.2 ppg out. Bgas: 20
-35 units, Flare: 0 ft. Cgas: 130 units.
MPD holding 225-350 psi on WHP. Slide down moving toward90 deg.

Mud Check: 9,023.0ftKB, 11/24/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Get (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/24/2013 9,023.0 16.20 53 33.0 18.000 14.000 20.000 3.0 2
MBT (ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbi) Solids (%) CaCI (ppm) OilWater Ratio

3.300 2.600 35.0 314,571 87.7/12.3
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

4.0 109.0
Mud Check: 9,135.0ftKB, 11/24/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbf/1... Gel (10s) (Ibf... Get (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1. .

11/24/2013 9,135.0 16.20 51 34.0 12.000 12.000 17.000 3.0 2
MBT(ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbí) Solids (%) CaCI (ppm) OliWater Ratio

3.000 2.500 34.0 401,023 90.9/9.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment

1.0 5.0 112.0
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10 bbis. mud loss to hole in last 24hrs. 5 bbl formation, 5 bbl solids control (last sample from 9140' 60% anhydrite, 5% blk sh, 35% dolomite) NB GR indicates in
Salt at report time.
Operations Next Report Period
Drilling
Weather Wellbore
Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.50 2.50 2 Drilled 6" Lateral Section From 8,906' to 8,933'. WOB 10-22k, Rotary 0-35 8,906.0 8,933.0
rpm, Q= 210 gpm. P= 3600 psi. MW inlout: 16.2 in / 16.2 ppg out. Bgas: 20
-35 units, Flare: 0 ft. Cgas: 130 units.
MPD holding 225-350 psi on WHP. Build to 104°, slide down to next target.

08:30 0.50 3.00 7 Rig Service. Lubricate Top Drive. 8,933.0 8,933.0
SPR: 40/2269/370, 30/1772/446, 20/1415/530
BOP Drill-Men to Stations - 51 sec

09:00 3.00 6.00 2 Drilled 6" Lateral Section From 8,906' to 8,993'. WOB 10-22k, Rotary 0-35 8,933.0 8,993.0
rpm, Q= 210 gpm. P= 3600 psi. MW inlout: 16.2 in I 16.2 ppg out. Bgas: 20
-35 units, Flare: Oft. Cgas: 130 units.
MPD holding 225-350 psi on WHP. Slide down moving toward93 deg.
(BOP DRILL51sec.)

12:00 6.00 12.00 2 Drilled6" Lateral Section From 8,906' to 9,045'. WOB 10-22k, Rotarj0-35 8,993.0 9,045.0
rpm, Q= 210 gpm. P= 3600 psi. MW inlout: 16.2 in / 16.2 ppg out. Bgas: 20
-35 units, Flare: 0 ft. Cgas: 130 units.
MPD holding 225-350 psi on WHP. Slide down moving toward93 deg.

18:00 6.00 18.00 2 Drilled 6" Lateral Section From 9,045' to 9116'. WOB 10-22k, Rotary 0-35 9,045.0 9,116.0
rpm, Q= 210 gpm. P= 3600 psi. MW inlout: 16.2 in / 16.2 ppg out. Bgas: 20
-35 units, Flare: 0 ft. Cgas: 130 units.
MPD holding 225-350 psi on WHP. Slide down moving toward 93 deg.

00:00 6.00 24.00 2 Drilled 6" Lateral Section From 9116' to 9177'. WOB 10-22k, Rotary 0-35 9,116.0 9,177.0
rpm, Q= 210 gpm. P= 3600 psi. MW inlout: 16.2 in / 16.2 ppg out. Bgas: 20
-35 units, Flare: 0 ft. Cgas: 130 units.
MPD holding 225-350 psi on WHP. Slide down moving toward90 deg.

Mud Check: 9,023.0ftKB, 11/24/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Get (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/24/2013 9,023.0 16.20 53 33.0 18.000 14.000 20.000 3.0 2
MBT (ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbi) Solids (%) CaCI (ppm) OilWater Ratio

3.300 2.600 35.0 314,571 87.7/12.3
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

4.0 109.0
Mud Check: 9,135.0ftKB, 11/24/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbf/1... Gel (10s) (Ibf... Get (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1. .

11/24/2013 9,135.0 16.20 51 34.0 12.000 12.000 17.000 3.0 2
MBT(ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbí) Solids (%) CaCI (ppm) OliWater Ratio

3.000 2.500 34.0 401,023 90.9/9.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment

1.0 5.0 112.0
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RECEIVED: Dec. 06, 2013

Sundry Number: 45671 API Well Number: 43019500100000Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/25/2013
Report #: 58, DFS: 51.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 270.00
APflUWI Excaliber ID Well Area Basin Field Name Well Contlguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
Grand UT 5,960.00 23.00 2/21/2013 00:00
Daily Drilling Performance
Depth 1n(ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Si¡de Time... % Rot Time (%)

8,552.0 9,281.0 729.00 11/23/2013 03:15 11/25/2013 10:30 48.25 15.1 14.25 34.00 70.47 29.53
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094
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RECEIVED: Dec. 06, 2013

Sundry Number: 45671 API Well Number: 43019500100000Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/26/2013
Report #: 59, DFS: 52.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 86.00
APllUW1 Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) KickOff Date Kick Off Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/25/2013 06:00 11/26/2013 06:00 52.19 9,203.0 8,791.0 86.00
Operations at Report Time
Time drilling6" lateral
Operations Summary
Drill6" Lateral from 9,177' to 9,281'. Circulate bottoms up. Strip out of the hole to 8,722 ft, Work BHAfor Open Hole Sidetrack. Time drillfrom 8783' to 8791',(P-
ZIG not working properly, going in &out)

35 bbl mud lost to hole in last 24 hrs; 13 bbl formation, 4 bbl solids control 18 bbl left in hole due to side track.
Operations Next Report Period

Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 4.50 4.50 2 Rotate &slide drillfrom 9177' to 9280', WOB 10/20, RPM 35, GPM 9,177.0 9,281.0

194/211 SPP 3600psi.
10:30 1.00 5.50 5 Cir. bottoms up 9,281.0 9,281.0
11:30 1.50 7.00 6 Strip out of hole to 8774' and lay down a single in mouse hole 9,281.0 9,281.0

13:00 6.00 13.00 20 Working pipe building troughfrom 8720' to 8783' for open hole side track. 8,720.0 8,783.0

19:00 5.00 18.00 20 Time drillingfrom 8783' to 878T open hole side track,WOB 0/10, GPM 8,783.0 8,787.0
203, SPP 3250, timedrill rate 1ft. per hr., MPD WHP 272,

00:00 6.00 24.00 20 Time drillingfrom 878T to 8791' open hole side track,WOB 0/10, GPM 8,787.0 8,791.0
203, SPP 3250, MPD WHP 271,

Mud Check: 8,783.0ftKB, 11/25/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa·s) YP OR (Ibf/1... Gel (10s) (lbf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1. .

11/25/2013 8,783.0 16.20 52 32.0 19.000 14.000 17.000 3.0 2
MBT(lb/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaC1 (ppm) OilWater Ratio

3.000 2.300 34.0 282,044 87.9/12.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

31.0 4.0 98.0
Mud Check: <depth>ftKB, 11/25/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa s) YP OR (1bf/1... Get (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1.

11/25/2013 16.20 50 35.0 11.000 13.000 17.000 3.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OliWater Ratio

3.000 2.300 34.0 282,044 87.9/12.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment

0.0 0.0 119.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,552.0 9,281.0 729.00 11/23/2013 03:15 11/25/2013 10:30 48.25 15.1 14.25 34.00 70.47 29.53
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Onll Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,783.0 9,091.0 308.00 11/25/2013 19:45 11/29/2013 16:45 72.75 4.2 1.00 71.75 98.63 1.37
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) 1D(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094
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Target Depth (ftKB) KickOff Date Kick Off Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/25/2013 06:00 11/26/2013 06:00 52.19 9,203.0 8,791.0 86.00
Operations at Report Time
Time drilling6" lateral
Operations Summary
Drill6" Lateral from 9,177' to 9,281'. Circulate bottoms up. Strip out of the hole to 8,722 ft, Work BHAfor Open Hole Sidetrack. Time drillfrom 8783' to 8791',(P-
ZIG not working properly, going in &out)

35 bbl mud lost to hole in last 24 hrs; 13 bbl formation, 4 bbl solids control 18 bbl left in hole due to side track.
Operations Next Report Period

Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 4.50 4.50 2 Rotate &slide drillfrom 9177' to 9280', WOB 10/20, RPM 35, GPM 9,177.0 9,281.0

194/211 SPP 3600psi.
10:30 1.00 5.50 5 Cir. bottoms up 9,281.0 9,281.0
11:30 1.50 7.00 6 Strip out of hole to 8774' and lay down a single in mouse hole 9,281.0 9,281.0

13:00 6.00 13.00 20 Working pipe building troughfrom 8720' to 8783' for open hole side track. 8,720.0 8,783.0

19:00 5.00 18.00 20 Time drillingfrom 8783' to 878T open hole side track,WOB 0/10, GPM 8,783.0 8,787.0
203, SPP 3250, timedrill rate 1ft. per hr., MPD WHP 272,

00:00 6.00 24.00 20 Time drillingfrom 878T to 8791' open hole side track,WOB 0/10, GPM 8,787.0 8,791.0
203, SPP 3250, MPD WHP 271,

Mud Check: 8,783.0ftKB, 11/25/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa·s) YP OR (Ibf/1... Gel (10s) (lbf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1. .

11/25/2013 8,783.0 16.20 52 32.0 19.000 14.000 17.000 3.0 2
MBT(lb/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaC1 (ppm) OilWater Ratio

3.000 2.300 34.0 282,044 87.9/12.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

31.0 4.0 98.0
Mud Check: <depth>ftKB, 11/25/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa s) YP OR (1bf/1... Get (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1.

11/25/2013 16.20 50 35.0 11.000 13.000 17.000 3.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OliWater Ratio

3.000 2.300 34.0 282,044 87.9/12.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment

0.0 0.0 119.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,552.0 9,281.0 729.00 11/23/2013 03:15 11/25/2013 10:30 48.25 15.1 14.25 34.00 70.47 29.53
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Onll Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,783.0 9,091.0 308.00 11/25/2013 19:45 11/29/2013 16:45 72.75 4.2 1.00 71.75 98.63 1.37
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) 1D(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094
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Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/26/2013
Report #: 59, DFS: 52.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 86.00
APllUW1 Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) KickOff Date Kick Off Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/25/2013 06:00 11/26/2013 06:00 52.19 9,203.0 8,791.0 86.00
Operations at Report Time
Time drilling6" lateral
Operations Summary
Drill6" Lateral from 9,177' to 9,281'. Circulate bottoms up. Strip out of the hole to 8,722 ft, Work BHAfor Open Hole Sidetrack. Time drillfrom 8783' to 8791',(P-
ZIG not working properly, going in &out)

35 bbl mud lost to hole in last 24 hrs; 13 bbl formation, 4 bbl solids control 18 bbl left in hole due to side track.
Operations Next Report Period

Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 4.50 4.50 2 Rotate &slide drillfrom 9177' to 9280', WOB 10/20, RPM 35, GPM 9,177.0 9,281.0

194/211 SPP 3600psi.
10:30 1.00 5.50 5 Cir. bottoms up 9,281.0 9,281.0
11:30 1.50 7.00 6 Strip out of hole to 8774' and lay down a single in mouse hole 9,281.0 9,281.0

13:00 6.00 13.00 20 Working pipe building troughfrom 8720' to 8783' for open hole side track. 8,720.0 8,783.0

19:00 5.00 18.00 20 Time drillingfrom 8783' to 878T open hole side track,WOB 0/10, GPM 8,783.0 8,787.0
203, SPP 3250, timedrill rate 1ft. per hr., MPD WHP 272,

00:00 6.00 24.00 20 Time drillingfrom 878T to 8791' open hole side track,WOB 0/10, GPM 8,787.0 8,791.0
203, SPP 3250, MPD WHP 271,

Mud Check: 8,783.0ftKB, 11/25/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa·s) YP OR (Ibf/1... Gel (10s) (lbf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1. .

11/25/2013 8,783.0 16.20 52 32.0 19.000 14.000 17.000 3.0 2
MBT(lb/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaC1 (ppm) OilWater Ratio

3.000 2.300 34.0 282,044 87.9/12.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

31.0 4.0 98.0
Mud Check: <depth>ftKB, 11/25/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa s) YP OR (1bf/1... Get (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1.

11/25/2013 16.20 50 35.0 11.000 13.000 17.000 3.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OliWater Ratio

3.000 2.300 34.0 282,044 87.9/12.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment

0.0 0.0 119.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,552.0 9,281.0 729.00 11/23/2013 03:15 11/25/2013 10:30 48.25 15.1 14.25 34.00 70.47 29.53
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Onll Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,783.0 9,091.0 308.00 11/25/2013 19:45 11/29/2013 16:45 72.75 4.2 1.00 71.75 98.63 1.37
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) 1D(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094
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Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/26/2013
Report #: 59, DFS: 52.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 86.00
APllUW1 Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) KickOff Date Kick Off Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/25/2013 06:00 11/26/2013 06:00 52.19 9,203.0 8,791.0 86.00
Operations at Report Time
Time drilling6" lateral
Operations Summary
Drill6" Lateral from 9,177' to 9,281'. Circulate bottoms up. Strip out of the hole to 8,722 ft, Work BHAfor Open Hole Sidetrack. Time drillfrom 8783' to 8791',(P-
ZIG not working properly, going in &out)

35 bbl mud lost to hole in last 24 hrs; 13 bbl formation, 4 bbl solids control 18 bbl left in hole due to side track.
Operations Next Report Period

Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Paul Roberts Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 4.50 4.50 2 Rotate &slide drillfrom 9177' to 9280', WOB 10/20, RPM 35, GPM 9,177.0 9,281.0

194/211 SPP 3600psi.
10:30 1.00 5.50 5 Cir. bottoms up 9,281.0 9,281.0
11:30 1.50 7.00 6 Strip out of hole to 8774' and lay down a single in mouse hole 9,281.0 9,281.0

13:00 6.00 13.00 20 Working pipe building troughfrom 8720' to 8783' for open hole side track. 8,720.0 8,783.0

19:00 5.00 18.00 20 Time drillingfrom 8783' to 878T open hole side track,WOB 0/10, GPM 8,783.0 8,787.0
203, SPP 3250, timedrill rate 1ft. per hr., MPD WHP 272,

00:00 6.00 24.00 20 Time drillingfrom 878T to 8791' open hole side track,WOB 0/10, GPM 8,787.0 8,791.0
203, SPP 3250, MPD WHP 271,

Mud Check: 8,783.0ftKB, 11/25/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa·s) YP OR (Ibf/1... Gel (10s) (lbf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1. .

11/25/2013 8,783.0 16.20 52 32.0 19.000 14.000 17.000 3.0 2
MBT(lb/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaC1 (ppm) OilWater Ratio

3.000 2.300 34.0 282,044 87.9/12.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

31.0 4.0 98.0
Mud Check: <depth>ftKB, 11/25/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa s) YP OR (1bf/1... Get (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1.

11/25/2013 16.20 50 35.0 11.000 13.000 17.000 3.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OliWater Ratio

3.000 2.300 34.0 282,044 87.9/12.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline(°F) Comment

0.0 0.0 119.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,552.0 9,281.0 729.00 11/23/2013 03:15 11/25/2013 10:30 48.25 15.1 14.25 34.00 70.47 29.53
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Onll Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,783.0 9,091.0 308.00 11/25/2013 19:45 11/29/2013 16:45 72.75 4.2 1.00 71.75 98.63 1.37
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) 1D(in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094
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RECEIVED: Dec. 06, 2013

Sundry Number: 45671 API Well Number: 43019500100000Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/27/2013
Report #: 60, DFS: 53.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 119.00
APi/UWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) KickOff Date Kick OffDepth (ftKB) KickOff Depth (TVD) (ItKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/26/2013 06:00 11/27/2013 06:00 53.19 8,791.0 8,910.0 119.00
Operations at Report Time
Time drilling6" lateral
Operations Summary
Attempt to side track (failed no side track)circulate, build troughfrom 8870' to 8900', timedrillfrom 8900' to 8910'

28 bbl. mud loss last 24hrs, 17 bbl formation, 11 bbl solids control
Operations Next Report Period

Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 4.50 4.50 20 Attempting to side track from 8791' to 8801' (no side track) 8,791.0 8,801.0
10:30 1.50 6.00 5 Cir. Bottoms up, run in hole to 8900' (picked up 15' pup jt. to build trough) 8,801.0 8,801.0

12:00 4.50 10.50 20 building trough from 8870' to 8900' (BOP drill41sec.) 8,801.0 8,900.0
16:30 13.50 24.00 20 Time drillingfrom 8900' to 8910', (WOB 0/8, ROP .5/1fph, SPM 64, PUMP 8,900.0 8,910.0

RATE 224gpm, SPP 3600/ MPD WHP 118

28bb1s. mud loss in last 24hrs. 17 formation, 11 solids control equip.

Mud Check: 8,901.0ftKB, 11/26/2013 06:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/26/2013 8,901.0 16.20 54 33.0 18.000 14.000 16.000 3.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.400 2.800 34.0 336,494 87.9/12.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline( F) Comment

9.0 4.0 109.0
Mud Check: <depth>ftKB, 11/26/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (1b... Gel (30m) (1b... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/26/2013 16.20 54 35.0 16.000 13.000 18.000 3.0 2
MBT(Ib/bbi) pH Pm (mLlmL) Pf (mLImL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.400 2.900 34.0 347,632 87.9/12.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

8.0 7.0 118.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Dnlled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,783.0 9,091.0 308.00 11/25/2013 19:45 11/29/2013 16:45 72.75 4.2 1.00 71.75 98.63 1.37
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) IDNom Min (in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094
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Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/27/2013
Report #: 60, DFS: 53.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 119.00
APi/UWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) KickOff Date Kick OffDepth (ftKB) KickOff Depth (TVD) (ItKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/26/2013 06:00 11/27/2013 06:00 53.19 8,791.0 8,910.0 119.00
Operations at Report Time
Time drilling6" lateral
Operations Summary
Attempt to side track (failed no side track)circulate, build troughfrom 8870' to 8900', timedrillfrom 8900' to 8910'

28 bbl. mud loss last 24hrs, 17 bbl formation, 11 bbl solids control
Operations Next Report Period

Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 4.50 4.50 20 Attempting to side track from 8791' to 8801' (no side track) 8,791.0 8,801.0
10:30 1.50 6.00 5 Cir. Bottoms up, run in hole to 8900' (picked up 15' pup jt. to build trough) 8,801.0 8,801.0

12:00 4.50 10.50 20 building trough from 8870' to 8900' (BOP drill41sec.) 8,801.0 8,900.0
16:30 13.50 24.00 20 Time drillingfrom 8900' to 8910', (WOB 0/8, ROP .5/1fph, SPM 64, PUMP 8,900.0 8,910.0

RATE 224gpm, SPP 3600/ MPD WHP 118

28bb1s. mud loss in last 24hrs. 17 formation, 11 solids control equip.

Mud Check: 8,901.0ftKB, 11/26/2013 06:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/26/2013 8,901.0 16.20 54 33.0 18.000 14.000 16.000 3.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.400 2.800 34.0 336,494 87.9/12.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline( F) Comment

9.0 4.0 109.0
Mud Check: <depth>ftKB, 11/26/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (1b... Gel (30m) (1b... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/26/2013 16.20 54 35.0 16.000 13.000 18.000 3.0 2
MBT(Ib/bbi) pH Pm (mLlmL) Pf (mLImL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.400 2.900 34.0 347,632 87.9/12.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

8.0 7.0 118.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Dnlled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,783.0 9,091.0 308.00 11/25/2013 19:45 11/29/2013 16:45 72.75 4.2 1.00 71.75 98.63 1.37
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) IDNom Min (in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094
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Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/27/2013
Report #: 60, DFS: 53.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 119.00
APi/UWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) KickOff Date Kick OffDepth (ftKB) KickOff Depth (TVD) (ItKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/26/2013 06:00 11/27/2013 06:00 53.19 8,791.0 8,910.0 119.00
Operations at Report Time
Time drilling6" lateral
Operations Summary
Attempt to side track (failed no side track)circulate, build troughfrom 8870' to 8900', timedrillfrom 8900' to 8910'

28 bbl. mud loss last 24hrs, 17 bbl formation, 11 bbl solids control
Operations Next Report Period

Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 4.50 4.50 20 Attempting to side track from 8791' to 8801' (no side track) 8,791.0 8,801.0
10:30 1.50 6.00 5 Cir. Bottoms up, run in hole to 8900' (picked up 15' pup jt. to build trough) 8,801.0 8,801.0

12:00 4.50 10.50 20 building trough from 8870' to 8900' (BOP drill41sec.) 8,801.0 8,900.0
16:30 13.50 24.00 20 Time drillingfrom 8900' to 8910', (WOB 0/8, ROP .5/1fph, SPM 64, PUMP 8,900.0 8,910.0

RATE 224gpm, SPP 3600/ MPD WHP 118

28bb1s. mud loss in last 24hrs. 17 formation, 11 solids control equip.

Mud Check: 8,901.0ftKB, 11/26/2013 06:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/26/2013 8,901.0 16.20 54 33.0 18.000 14.000 16.000 3.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.400 2.800 34.0 336,494 87.9/12.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline( F) Comment

9.0 4.0 109.0
Mud Check: <depth>ftKB, 11/26/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (1b... Gel (30m) (1b... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/26/2013 16.20 54 35.0 16.000 13.000 18.000 3.0 2
MBT(Ib/bbi) pH Pm (mLlmL) Pf (mLImL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.400 2.900 34.0 347,632 87.9/12.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

8.0 7.0 118.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Dnlled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,783.0 9,091.0 308.00 11/25/2013 19:45 11/29/2013 16:45 72.75 4.2 1.00 71.75 98.63 1.37
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) IDNom Min (in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094
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Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/27/2013
Report #: 60, DFS: 53.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 119.00
APi/UWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) KickOff Date Kick OffDepth (ftKB) KickOff Depth (TVD) (ItKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/26/2013 06:00 11/27/2013 06:00 53.19 8,791.0 8,910.0 119.00
Operations at Report Time
Time drilling6" lateral
Operations Summary
Attempt to side track (failed no side track)circulate, build troughfrom 8870' to 8900', timedrillfrom 8900' to 8910'

28 bbl. mud loss last 24hrs, 17 bbl formation, 11 bbl solids control
Operations Next Report Period

Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 4.50 4.50 20 Attempting to side track from 8791' to 8801' (no side track) 8,791.0 8,801.0
10:30 1.50 6.00 5 Cir. Bottoms up, run in hole to 8900' (picked up 15' pup jt. to build trough) 8,801.0 8,801.0

12:00 4.50 10.50 20 building trough from 8870' to 8900' (BOP drill41sec.) 8,801.0 8,900.0
16:30 13.50 24.00 20 Time drillingfrom 8900' to 8910', (WOB 0/8, ROP .5/1fph, SPM 64, PUMP 8,900.0 8,910.0

RATE 224gpm, SPP 3600/ MPD WHP 118

28bb1s. mud loss in last 24hrs. 17 formation, 11 solids control equip.

Mud Check: 8,901.0ftKB, 11/26/2013 06:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/26/2013 8,901.0 16.20 54 33.0 18.000 14.000 16.000 3.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.400 2.800 34.0 336,494 87.9/12.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline( F) Comment

9.0 4.0 109.0
Mud Check: <depth>ftKB, 11/26/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (1b... Gel (30m) (1b... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/26/2013 16.20 54 35.0 16.000 13.000 18.000 3.0 2
MBT(Ib/bbi) pH Pm (mLlmL) Pf (mLImL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.400 2.900 34.0 347,632 87.9/12.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

8.0 7.0 118.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Dnlled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,783.0 9,091.0 308.00 11/25/2013 19:45 11/29/2013 16:45 72.75 4.2 1.00 71.75 98.63 1.37
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) IDNom Min (in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094
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Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/27/2013
Report #: 60, DFS: 53.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 119.00
APi/UWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location

Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) KickOff Date Kick OffDepth (ftKB) KickOff Depth (TVD) (ItKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/26/2013 06:00 11/27/2013 06:00 53.19 8,791.0 8,910.0 119.00
Operations at Report Time
Time drilling6" lateral
Operations Summary
Attempt to side track (failed no side track)circulate, build troughfrom 8870' to 8900', timedrillfrom 8900' to 8910'

28 bbl. mud loss last 24hrs, 17 bbl formation, 11 bbl solids control
Operations Next Report Period

Drilling
Weather Wellbore
Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 4.50 4.50 20 Attempting to side track from 8791' to 8801' (no side track) 8,791.0 8,801.0
10:30 1.50 6.00 5 Cir. Bottoms up, run in hole to 8900' (picked up 15' pup jt. to build trough) 8,801.0 8,801.0

12:00 4.50 10.50 20 building trough from 8870' to 8900' (BOP drill41sec.) 8,801.0 8,900.0
16:30 13.50 24.00 20 Time drillingfrom 8900' to 8910', (WOB 0/8, ROP .5/1fph, SPM 64, PUMP 8,900.0 8,910.0

RATE 224gpm, SPP 3600/ MPD WHP 118

28bb1s. mud loss in last 24hrs. 17 formation, 11 solids control equip.

Mud Check: 8,901.0ftKB, 11/26/2013 06:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/26/2013 8,901.0 16.20 54 33.0 18.000 14.000 16.000 3.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.400 2.800 34.0 336,494 87.9/12.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline( F) Comment

9.0 4.0 109.0
Mud Check: <depth>ftKB, 11/26/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (1b... Gel (30m) (1b... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/26/2013 16.20 54 35.0 16.000 13.000 18.000 3.0 2
MBT(Ib/bbi) pH Pm (mLlmL) Pf (mLImL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.400 2.900 34.0 347,632 87.9/12.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

8.0 7.0 118.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Dnlled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,783.0 9,091.0 308.00 11/25/2013 19:45 11/29/2013 16:45 72.75 4.2 1.00 71.75 98.63 1.37
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) IDNom Min (in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094
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RECEIVED: Dec. 06, 2013

Sundry Number: 45671 API Well Number: 43019500100000Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/28/2013
Report #: 61, DFS: 54.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 12.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/27/2013 06:00 11/28/2013 06:00 54.19 8,910.0 8,922.0 12.00
Operations at Report Time
Time drilling6" lateral
Operations Summary
Attempt to side track.Time Drill from 8910' to 8916', work to get back in new side trackhole, timedrillfrom 8916' to 8922'

10 bbl mud loss in past 24 hr; 5 bbl to formation, 5 bbl to solids control
Last sample from 8922' 90% dolomite, 10% salt
Operations Next Report Period
Drilling
Weather We11bore

Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur(hr) (hr) Code i Comment Start Depth (ftKB) End Depth (ftKB)

06:00 3.00 3.00 20 Time drilling from 8910' to 8916', WOB 0/5, SPM 64, SPP 3550, GPM 223, 8,910.0 8,916.0

09:00 2.50 5.50 20 Work to get back in new hole, weight dropped off, bit went in old hole, 8,916.0 8,916.0
worked trough and got back in new hole.

11:30 6.50 12.00 20 Time drillingworking back in new side trackhole 8,916.0 8,916.0

BOP drill 100 sec.
18:00 6.00 18.00 20 Time drillingfrom 8916' to 8919', WOB 6.5, GPM 224, SPP 3524, 8,916.0 8,919.0
00:00 6.00 24.00 20 Time drillfrom 8919' to 8922', WOB 6/7, GPM 224, SPP 3560. 8,919.0 8,922.0

BOP drill 100sec.
Mud Check: 8,914.0ftKB, 11/27/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/27/2013 8,914.0 16.30 54 35.0 16.000 13.000 17.000 3.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bb1) Solids (%) CaCI (ppm) Oil Water Ratio

3.400 2.600 34.5 331,590 88.5/11.5
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

4.0 119.0
Mud Check: <depth>ftKB, 11/27/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Get (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/27/2013 16.20 52 35.0 14.000 14.000 18.000 3.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.400 2.900 34.5 368,415 88.5/11.5
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

5.0 1.0 112.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Onlled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,783.0 9,091.0 308.00 11/25/2013 19:45 11/29/2013 16:45 72.75 4.2 1.00 71.75 98.63 1.37
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (1b/ft) Grade (in) ID Nom Min (in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 [ntermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094
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Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/28/2013
Report #: 61, DFS: 54.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 12.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/27/2013 06:00 11/28/2013 06:00 54.19 8,910.0 8,922.0 12.00
Operations at Report Time
Time drilling6" lateral
Operations Summary
Attempt to side track.Time Drill from 8910' to 8916', work to get back in new side trackhole, timedrillfrom 8916' to 8922'

10 bbl mud loss in past 24 hr; 5 bbl to formation, 5 bbl to solids control
Last sample from 8922' 90% dolomite, 10% salt
Operations Next Report Period
Drilling
Weather We11bore

Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur(hr) (hr) Code i Comment Start Depth (ftKB) End Depth (ftKB)

06:00 3.00 3.00 20 Time drilling from 8910' to 8916', WOB 0/5, SPM 64, SPP 3550, GPM 223, 8,910.0 8,916.0

09:00 2.50 5.50 20 Work to get back in new hole, weight dropped off, bit went in old hole, 8,916.0 8,916.0
worked trough and got back in new hole.

11:30 6.50 12.00 20 Time drillingworking back in new side trackhole 8,916.0 8,916.0

BOP drill 100 sec.
18:00 6.00 18.00 20 Time drillingfrom 8916' to 8919', WOB 6.5, GPM 224, SPP 3524, 8,916.0 8,919.0
00:00 6.00 24.00 20 Time drillfrom 8919' to 8922', WOB 6/7, GPM 224, SPP 3560. 8,919.0 8,922.0

BOP drill 100sec.
Mud Check: 8,914.0ftKB, 11/27/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/27/2013 8,914.0 16.30 54 35.0 16.000 13.000 17.000 3.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bb1) Solids (%) CaCI (ppm) Oil Water Ratio

3.400 2.600 34.5 331,590 88.5/11.5
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

4.0 119.0
Mud Check: <depth>ftKB, 11/27/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Get (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/27/2013 16.20 52 35.0 14.000 14.000 18.000 3.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.400 2.900 34.5 368,415 88.5/11.5
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

5.0 1.0 112.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Onlled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,783.0 9,091.0 308.00 11/25/2013 19:45 11/29/2013 16:45 72.75 4.2 1.00 71.75 98.63 1.37
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (1b/ft) Grade (in) ID Nom Min (in)

7/1/2013 Conductor 103.0

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 [ntermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094
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Time drilling6" lateral
Operations Summary
Attempt to side track.Time Drill from 8910' to 8916', work to get back in new side trackhole, timedrillfrom 8916' to 8922'

10 bbl mud loss in past 24 hr; 5 bbl to formation, 5 bbl to solids control
Last sample from 8922' 90% dolomite, 10% salt
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Drilling
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Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
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Start Time Dur(hr) (hr) Code i Comment Start Depth (ftKB) End Depth (ftKB)

06:00 3.00 3.00 20 Time drilling from 8910' to 8916', WOB 0/5, SPM 64, SPP 3550, GPM 223, 8,910.0 8,916.0
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00:00 6.00 24.00 20 Time drillfrom 8919' to 8922', WOB 6/7, GPM 224, SPP 3560. 8,919.0 8,922.0

BOP drill 100sec.
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3.400 2.900 34.5 368,415 88.5/11.5
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
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8,783.0 9,091.0 308.00 11/25/2013 19:45 11/29/2013 16:45 72.75 4.2 1.00 71.75 98.63 1.37
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Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (1b/ft) Grade (in) ID Nom Min (in)

7/1/2013 Conductor 103.0

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
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Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/28/2013
Report #: 61, DFS: 54.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 12.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/27/2013 06:00 11/28/2013 06:00 54.19 8,910.0 8,922.0 12.00
Operations at Report Time
Time drilling6" lateral
Operations Summary
Attempt to side track.Time Drill from 8910' to 8916', work to get back in new side trackhole, timedrillfrom 8916' to 8922'

10 bbl mud loss in past 24 hr; 5 bbl to formation, 5 bbl to solids control
Last sample from 8922' 90% dolomite, 10% salt
Operations Next Report Period
Drilling
Weather We11bore

Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur(hr) (hr) Code i Comment Start Depth (ftKB) End Depth (ftKB)

06:00 3.00 3.00 20 Time drilling from 8910' to 8916', WOB 0/5, SPM 64, SPP 3550, GPM 223, 8,910.0 8,916.0

09:00 2.50 5.50 20 Work to get back in new hole, weight dropped off, bit went in old hole, 8,916.0 8,916.0
worked trough and got back in new hole.

11:30 6.50 12.00 20 Time drillingworking back in new side trackhole 8,916.0 8,916.0

BOP drill 100 sec.
18:00 6.00 18.00 20 Time drillingfrom 8916' to 8919', WOB 6.5, GPM 224, SPP 3524, 8,916.0 8,919.0
00:00 6.00 24.00 20 Time drillfrom 8919' to 8922', WOB 6/7, GPM 224, SPP 3560. 8,919.0 8,922.0

BOP drill 100sec.
Mud Check: 8,914.0ftKB, 11/27/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/27/2013 8,914.0 16.30 54 35.0 16.000 13.000 17.000 3.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bb1) Solids (%) CaCI (ppm) Oil Water Ratio

3.400 2.600 34.5 331,590 88.5/11.5
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

4.0 119.0
Mud Check: <depth>ftKB, 11/27/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Get (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...
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MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.400 2.900 34.5 368,415 88.5/11.5
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

5.0 1.0 112.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Onlled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,783.0 9,091.0 308.00 11/25/2013 19:45 11/29/2013 16:45 72.75 4.2 1.00 71.75 98.63 1.37
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (1b/ft) Grade (in) ID Nom Min (in)

7/1/2013 Conductor 103.0

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 [ntermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094
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Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/28/2013
Report #: 61, DFS: 54.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 12.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Connguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/27/2013 06:00 11/28/2013 06:00 54.19 8,910.0 8,922.0 12.00
Operations at Report Time
Time drilling6" lateral
Operations Summary
Attempt to side track.Time Drill from 8910' to 8916', work to get back in new side trackhole, timedrillfrom 8916' to 8922'

10 bbl mud loss in past 24 hr; 5 bbl to formation, 5 bbl to solids control
Last sample from 8922' 90% dolomite, 10% salt
Operations Next Report Period
Drilling
Weather We11bore

Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur(hr) (hr) Code i Comment Start Depth (ftKB) End Depth (ftKB)

06:00 3.00 3.00 20 Time drilling from 8910' to 8916', WOB 0/5, SPM 64, SPP 3550, GPM 223, 8,910.0 8,916.0

09:00 2.50 5.50 20 Work to get back in new hole, weight dropped off, bit went in old hole, 8,916.0 8,916.0
worked trough and got back in new hole.

11:30 6.50 12.00 20 Time drillingworking back in new side trackhole 8,916.0 8,916.0

BOP drill 100 sec.
18:00 6.00 18.00 20 Time drillingfrom 8916' to 8919', WOB 6.5, GPM 224, SPP 3524, 8,916.0 8,919.0
00:00 6.00 24.00 20 Time drillfrom 8919' to 8922', WOB 6/7, GPM 224, SPP 3560. 8,919.0 8,922.0

BOP drill 100sec.
Mud Check: 8,914.0ftKB, 11/27/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibfl1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/27/2013 8,914.0 16.30 54 35.0 16.000 13.000 17.000 3.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bb1) Solids (%) CaCI (ppm) Oil Water Ratio

3.400 2.600 34.5 331,590 88.5/11.5
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

4.0 119.0
Mud Check: <depth>ftKB, 11/27/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Get (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (lb... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/27/2013 16.20 52 35.0 14.000 14.000 18.000 3.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.400 2.900 34.5 368,415 88.5/11.5
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

5.0 1.0 112.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Onlled (ft) Date In Date Out DrillTime (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,783.0 9,091.0 308.00 11/25/2013 19:45 11/29/2013 16:45 72.75 4.2 1.00 71.75 98.63 1.37
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (1b/ft) Grade (in) ID Nom Min (in)

7/1/2013 Conductor 103.0

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 [ntermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094
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RECEIVED: Dec. 06, 2013

Sundry Number: 45671 API Well Number: 43019500100000Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/29/2013
Report #: 62, DFS: 55.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 119.00
APllUWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/28/2013 06:00 11/29/2013 06:00 55.19 8,922.0 9,041.0 119.00
Operations at Report Time
Drilling 6" lateral
Operations Summary
Time Drill Fl 8922' to 8930', rotate & slide F/ 8930' to 9041'.

16 bbl of mud lost in 24 hr: 10 bbl to formation, 6 bbl to solids control.
Operations Next Report Period
Drilling
Weather Wellbore
Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401
Tucker Yancey Company Man / WSL (970) 986-4401
Time Log

Cum Dur
Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 7.00 7.00 20 Time drillingfrom 8922' to 8930', WOB 6/8, spm 60, spp 3400, 8,922.0 8,930.0
13:00 5.00 12.00 2 Slide & rotate from 8930' to 8979', WOB 12/16, SPM 60, SPP 3430, RPM 8,930.0 8,979.0

35 (sample from 8950/8979 100% salt) BOP drill81sec.
18:00 6.00 18.00 2 Slide & rotate from 8979' to 9014', WOB 6/12, SPM 59, SPP 3485, RPM 8,979.0 9,014.0

35, (sample from 9000' to 9010' 65% anhy, 35% dolomite, 5% blk sh)
00:00 6.00 24.00 2 Slide & rotate from 9014' to 9041', WOB 8/16, SPM 69, SPP 3480, RPM 9,014.0 9,041.0

35, MPD WHP 269, (sample from 9020' 50% anhy., 30% dol., 20% bll sh)
(sample from 9030' 80% anhy, 10% dol., 10% bik sh) BOP drill69sec.

Mud Check: 8,946.0ftKB, 11/28/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (ibfl1... Gel (10s) (lbf... Gel (10m) (lb... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/28/2013 8,946.0 16.20 52 34.0 15.000 13.000 18.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCi (ppm) OilWater Ratio

3.400 2.700 35.0 324,591 87.7/12.3
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

8.0 3.0 105.0
Mud Check: 9,028.0ftKB, 11/28/2013 23:45
Date Depth (ftKB) Density (Ib/gal) VÍs (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/28/2013 9,028.0 16.20 52 35.0 14.000 13.000 19.000 3.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bb1) Solids (%) CaC1 (ppm) OilWater Ratio

3.500 3.000 35.0 359,477 87.7/12.3
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

2.0 3.0 106.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Dnlled (ft) Date In Date Out Drill Time (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,783.0 9,091.0 308.00 11/25/2013 19:45 11/29/2013 16:45 72.75 4.2 1.00 71.75 98.63 1.37
Casing & Liners

SetDepth ODNomMax
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) lD Nom Min(in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094

Page 1/1 Report Printed:

Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/29/2013
Report #: 62, DFS: 55.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 119.00
APllUWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/28/2013 06:00 11/29/2013 06:00 55.19 8,922.0 9,041.0 119.00
Operations at Report Time
Drilling 6" lateral
Operations Summary
Time Drill Fl 8922' to 8930', rotate & slide F/ 8930' to 9041'.

16 bbl of mud lost in 24 hr: 10 bbl to formation, 6 bbl to solids control.
Operations Next Report Period
Drilling
Weather Wellbore
Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 7.00 7.00 20 Time drillingfrom 8922' to 8930', WOB 6/8, spm 60, spp 3400, 8,922.0 8,930.0
13:00 5.00 12.00 2 Slide & rotate from 8930' to 8979', WOB 12/16, SPM 60, SPP 3430, RPM 8,930.0 8,979.0

35 (sample from 8950/8979 100% salt) BOP drill81sec.
18:00 6.00 18.00 2 Slide & rotate from 8979' to 9014', WOB 6/12, SPM 59, SPP 3485, RPM 8,979.0 9,014.0

35, (sample from 9000' to 9010' 65% anhy, 35% dolomite, 5% blk sh)
00:00 6.00 24.00 2 Slide & rotate from 9014' to 9041', WOB 8/16, SPM 69, SPP 3480, RPM 9,014.0 9,041.0

35, MPD WHP 269, (sample from 9020' 50% anhy., 30% dol., 20% bll sh)
(sample from 9030' 80% anhy, 10% dol., 10% bik sh) BOP drill69sec.

Mud Check: 8,946.0ftKB, 11/28/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (ibfl1... Gel (10s) (lbf... Gel (10m) (lb... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/28/2013 8,946.0 16.20 52 34.0 15.000 13.000 18.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCi (ppm) OilWater Ratio

3.400 2.700 35.0 324,591 87.7/12.3
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

8.0 3.0 105.0
Mud Check: 9,028.0ftKB, 11/28/2013 23:45
Date Depth (ftKB) Density (Ib/gal) VÍs (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/28/2013 9,028.0 16.20 52 35.0 14.000 13.000 19.000 3.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bb1) Solids (%) CaC1 (ppm) OilWater Ratio

3.500 3.000 35.0 359,477 87.7/12.3
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

2.0 3.0 106.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Dnlled (ft) Date In Date Out Drill Time (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,783.0 9,091.0 308.00 11/25/2013 19:45 11/29/2013 16:45 72.75 4.2 1.00 71.75 98.63 1.37
Casing & Liners

SetDepth ODNomMax
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) lD Nom Min(in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094
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Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/29/2013
Report #: 62, DFS: 55.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 119.00
APllUWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/28/2013 06:00 11/29/2013 06:00 55.19 8,922.0 9,041.0 119.00
Operations at Report Time
Drilling 6" lateral
Operations Summary
Time Drill Fl 8922' to 8930', rotate & slide F/ 8930' to 9041'.

16 bbl of mud lost in 24 hr: 10 bbl to formation, 6 bbl to solids control.
Operations Next Report Period
Drilling
Weather Wellbore
Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 7.00 7.00 20 Time drillingfrom 8922' to 8930', WOB 6/8, spm 60, spp 3400, 8,922.0 8,930.0
13:00 5.00 12.00 2 Slide & rotate from 8930' to 8979', WOB 12/16, SPM 60, SPP 3430, RPM 8,930.0 8,979.0

35 (sample from 8950/8979 100% salt) BOP drill81sec.
18:00 6.00 18.00 2 Slide & rotate from 8979' to 9014', WOB 6/12, SPM 59, SPP 3485, RPM 8,979.0 9,014.0

35, (sample from 9000' to 9010' 65% anhy, 35% dolomite, 5% blk sh)
00:00 6.00 24.00 2 Slide & rotate from 9014' to 9041', WOB 8/16, SPM 69, SPP 3480, RPM 9,014.0 9,041.0

35, MPD WHP 269, (sample from 9020' 50% anhy., 30% dol., 20% bll sh)
(sample from 9030' 80% anhy, 10% dol., 10% bik sh) BOP drill69sec.

Mud Check: 8,946.0ftKB, 11/28/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (ibfl1... Gel (10s) (lbf... Gel (10m) (lb... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/28/2013 8,946.0 16.20 52 34.0 15.000 13.000 18.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCi (ppm) OilWater Ratio

3.400 2.700 35.0 324,591 87.7/12.3
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

8.0 3.0 105.0
Mud Check: 9,028.0ftKB, 11/28/2013 23:45
Date Depth (ftKB) Density (Ib/gal) VÍs (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/28/2013 9,028.0 16.20 52 35.0 14.000 13.000 19.000 3.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bb1) Solids (%) CaC1 (ppm) OilWater Ratio

3.500 3.000 35.0 359,477 87.7/12.3
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

2.0 3.0 106.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Dnlled (ft) Date In Date Out Drill Time (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,783.0 9,091.0 308.00 11/25/2013 19:45 11/29/2013 16:45 72.75 4.2 1.00 71.75 98.63 1.37
Casing & Liners

SetDepth ODNomMax
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) lD Nom Min(in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094
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Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/29/2013
Report #: 62, DFS: 55.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 119.00
APllUWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/28/2013 06:00 11/29/2013 06:00 55.19 8,922.0 9,041.0 119.00
Operations at Report Time
Drilling 6" lateral
Operations Summary
Time Drill Fl 8922' to 8930', rotate & slide F/ 8930' to 9041'.

16 bbl of mud lost in 24 hr: 10 bbl to formation, 6 bbl to solids control.
Operations Next Report Period
Drilling
Weather Wellbore
Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 7.00 7.00 20 Time drillingfrom 8922' to 8930', WOB 6/8, spm 60, spp 3400, 8,922.0 8,930.0
13:00 5.00 12.00 2 Slide & rotate from 8930' to 8979', WOB 12/16, SPM 60, SPP 3430, RPM 8,930.0 8,979.0

35 (sample from 8950/8979 100% salt) BOP drill81sec.
18:00 6.00 18.00 2 Slide & rotate from 8979' to 9014', WOB 6/12, SPM 59, SPP 3485, RPM 8,979.0 9,014.0

35, (sample from 9000' to 9010' 65% anhy, 35% dolomite, 5% blk sh)
00:00 6.00 24.00 2 Slide & rotate from 9014' to 9041', WOB 8/16, SPM 69, SPP 3480, RPM 9,014.0 9,041.0

35, MPD WHP 269, (sample from 9020' 50% anhy., 30% dol., 20% bll sh)
(sample from 9030' 80% anhy, 10% dol., 10% bik sh) BOP drill69sec.

Mud Check: 8,946.0ftKB, 11/28/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (ibfl1... Gel (10s) (lbf... Gel (10m) (lb... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/28/2013 8,946.0 16.20 52 34.0 15.000 13.000 18.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCi (ppm) OilWater Ratio

3.400 2.700 35.0 324,591 87.7/12.3
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

8.0 3.0 105.0
Mud Check: 9,028.0ftKB, 11/28/2013 23:45
Date Depth (ftKB) Density (Ib/gal) VÍs (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/28/2013 9,028.0 16.20 52 35.0 14.000 13.000 19.000 3.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bb1) Solids (%) CaC1 (ppm) OilWater Ratio

3.500 3.000 35.0 359,477 87.7/12.3
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

2.0 3.0 106.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Dnlled (ft) Date In Date Out Drill Time (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,783.0 9,091.0 308.00 11/25/2013 19:45 11/29/2013 16:45 72.75 4.2 1.00 71.75 98.63 1.37
Casing & Liners

SetDepth ODNomMax
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) lD Nom Min(in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094

Page 1/1 Report Printed:

Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/29/2013
Report #: 62, DFS: 55.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 119.00
APllUWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Surface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/28/2013 06:00 11/29/2013 06:00 55.19 8,922.0 9,041.0 119.00
Operations at Report Time
Drilling 6" lateral
Operations Summary
Time Drill Fl 8922' to 8930', rotate & slide F/ 8930' to 9041'.

16 bbl of mud lost in 24 hr: 10 bbl to formation, 6 bbl to solids control.
Operations Next Report Period
Drilling
Weather Wellbore
Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 7.00 7.00 20 Time drillingfrom 8922' to 8930', WOB 6/8, spm 60, spp 3400, 8,922.0 8,930.0
13:00 5.00 12.00 2 Slide & rotate from 8930' to 8979', WOB 12/16, SPM 60, SPP 3430, RPM 8,930.0 8,979.0

35 (sample from 8950/8979 100% salt) BOP drill81sec.
18:00 6.00 18.00 2 Slide & rotate from 8979' to 9014', WOB 6/12, SPM 59, SPP 3485, RPM 8,979.0 9,014.0

35, (sample from 9000' to 9010' 65% anhy, 35% dolomite, 5% blk sh)
00:00 6.00 24.00 2 Slide & rotate from 9014' to 9041', WOB 8/16, SPM 69, SPP 3480, RPM 9,014.0 9,041.0

35, MPD WHP 269, (sample from 9020' 50% anhy., 30% dol., 20% bll sh)
(sample from 9030' 80% anhy, 10% dol., 10% bik sh) BOP drill69sec.

Mud Check: 8,946.0ftKB, 11/28/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (ibfl1... Gel (10s) (lbf... Gel (10m) (lb... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/28/2013 8,946.0 16.20 52 34.0 15.000 13.000 18.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCi (ppm) OilWater Ratio

3.400 2.700 35.0 324,591 87.7/12.3
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

8.0 3.0 105.0
Mud Check: 9,028.0ftKB, 11/28/2013 23:45
Date Depth (ftKB) Density (Ib/gal) VÍs (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/28/2013 9,028.0 16.20 52 35.0 14.000 13.000 19.000 3.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bb1) Solids (%) CaC1 (ppm) OilWater Ratio

3.500 3.000 35.0 359,477 87.7/12.3
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

2.0 3.0 106.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Dnlled (ft) Date In Date Out Drill Time (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,783.0 9,091.0 308.00 11/25/2013 19:45 11/29/2013 16:45 72.75 4.2 1.00 71.75 98.63 1.37
Casing & Liners

SetDepth ODNomMax
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID(in) Wt/Len (Ib/ft) Grade (in) lD Nom Min(in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094
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RECEIVED: Dec. 06, 2013

Sundry Number: 45671 API Well Number: 43019500100000Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/30/2013
Report #: 63, DFS: 56.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 50.00
APllUWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Suiface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig EmailAddress Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/29/2013 06:00 11/30/2013 06:00 56.19 9,041.0 9,091.0 50.00
Operations at Report Time
Checking flow
Operations Summary
Drill to 9091'. Prepare to POOH for MWD batteries/failure. spot LCM,strip out to shoe, transfer mud, displace 16.2 ppg out of hole with 18.3 ppg KWM,shut
down & checking flow

31 bbl mud loss in last 24 hr; 30 formation, 1 solids control
Operations Next Report Period
Trips
Weather Wellbore
Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 9.50 9.50 2 Rotate &slide from 9041' to 9083', WOB 10/20, SPM 59, SPP 3450, RPM 9,041.0 9,083.0

35, BOP drill76sec.

15:30 1.50 11.00 2 Rotate &slide from 9083' to 9091'. PZIG batteries are finished. (sample 9,083.0 9,091.0
from 9090' 100% dol.)

17:00 3.50 14.50 5 Cir. hole clean, pump &spot LCMpill in hole hole 9,091.0 9,091.0
20:30 1.00 15.50 6 Strip out of hole to 8042' holding back press on well bore with MPD, shut in 9,091.0 9,091.0

on well with 646psi.
21:30 4.50 20.00 22 Transfer 16.2ppg. out of active system to tank farm, transfer 18.3ppg KWM 9,091.0 9,091.0

to active system, dust up active system to 18.3ppg
02:00 2.00 22.00 5 Displace 16.2ppg out of hole with 18.3ppg KWM,until getting 18.2ppg back 9,091.0 9,091.0

thru MPD corrilis, shut down close choke, press build on well head to
320psi.

04:00 1.50 23.50 5 Pump out gas buster, transfer from premix9 to active 9,091.0 9,091.0

BOP drill 53sec.

05:30 0.50 24.00 22 Shut down pump, check flow 9,091.0 9,091.0

Mud Check: 8,091.0ftKB, 11/29/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (ib... Ge] (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/29/2013 8,091.0 16.20 54 35.0 16.000 14.000 19.000 3.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chloddes (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.400 2.800 35.0 335,768 87.7/12.3
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

1.0
Mud Check: <depth>ftKB, 11/29/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Ge) (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/29/2013 18.30 86 52.0 19.000 14.000 22.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.500 3.500 42.0 466,769 87.9/12.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

1.0
Mud Check: <depth>ftKB, 11/30/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (1b... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1.

11/30/2013 16.20 54 35.0 16.000 14.000 19.000 3.0 2
MBT(ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlondes (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.400 2.800 35.0 335,768 87.7/12.3
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

1.0
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Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/30/2013
Report #: 63, DFS: 56.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 50.00
APllUWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Suiface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig EmailAddress Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/29/2013 06:00 11/30/2013 06:00 56.19 9,041.0 9,091.0 50.00
Operations at Report Time
Checking flow
Operations Summary
Drill to 9091'. Prepare to POOH for MWD batteries/failure. spot LCM,strip out to shoe, transfer mud, displace 16.2 ppg out of hole with 18.3 ppg KWM,shut
down & checking flow

31 bbl mud loss in last 24 hr; 30 formation, 1 solids control
Operations Next Report Period
Trips
Weather Wellbore
Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 9.50 9.50 2 Rotate &slide from 9041' to 9083', WOB 10/20, SPM 59, SPP 3450, RPM 9,041.0 9,083.0

35, BOP drill76sec.

15:30 1.50 11.00 2 Rotate &slide from 9083' to 9091'. PZIG batteries are finished. (sample 9,083.0 9,091.0
from 9090' 100% dol.)

17:00 3.50 14.50 5 Cir. hole clean, pump &spot LCMpill in hole hole 9,091.0 9,091.0
20:30 1.00 15.50 6 Strip out of hole to 8042' holding back press on well bore with MPD, shut in 9,091.0 9,091.0

on well with 646psi.
21:30 4.50 20.00 22 Transfer 16.2ppg. out of active system to tank farm, transfer 18.3ppg KWM 9,091.0 9,091.0

to active system, dust up active system to 18.3ppg
02:00 2.00 22.00 5 Displace 16.2ppg out of hole with 18.3ppg KWM,until getting 18.2ppg back 9,091.0 9,091.0

thru MPD corrilis, shut down close choke, press build on well head to
320psi.

04:00 1.50 23.50 5 Pump out gas buster, transfer from premix9 to active 9,091.0 9,091.0

BOP drill 53sec.

05:30 0.50 24.00 22 Shut down pump, check flow 9,091.0 9,091.0

Mud Check: 8,091.0ftKB, 11/29/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (ib... Ge] (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/29/2013 8,091.0 16.20 54 35.0 16.000 14.000 19.000 3.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chloddes (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.400 2.800 35.0 335,768 87.7/12.3
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

1.0
Mud Check: <depth>ftKB, 11/29/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Ge) (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/29/2013 18.30 86 52.0 19.000 14.000 22.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.500 3.500 42.0 466,769 87.9/12.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

1.0
Mud Check: <depth>ftKB, 11/30/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (1b... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1.

11/30/2013 16.20 54 35.0 16.000 14.000 19.000 3.0 2
MBT(ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlondes (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.400 2.800 35.0 335,768 87.7/12.3
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

1.0
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Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/30/2013
Report #: 63, DFS: 56.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 50.00
APllUWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Suiface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig EmailAddress Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/29/2013 06:00 11/30/2013 06:00 56.19 9,041.0 9,091.0 50.00
Operations at Report Time
Checking flow
Operations Summary
Drill to 9091'. Prepare to POOH for MWD batteries/failure. spot LCM,strip out to shoe, transfer mud, displace 16.2 ppg out of hole with 18.3 ppg KWM,shut
down & checking flow

31 bbl mud loss in last 24 hr; 30 formation, 1 solids control
Operations Next Report Period
Trips
Weather Wellbore
Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 9.50 9.50 2 Rotate &slide from 9041' to 9083', WOB 10/20, SPM 59, SPP 3450, RPM 9,041.0 9,083.0

35, BOP drill76sec.

15:30 1.50 11.00 2 Rotate &slide from 9083' to 9091'. PZIG batteries are finished. (sample 9,083.0 9,091.0
from 9090' 100% dol.)

17:00 3.50 14.50 5 Cir. hole clean, pump &spot LCMpill in hole hole 9,091.0 9,091.0
20:30 1.00 15.50 6 Strip out of hole to 8042' holding back press on well bore with MPD, shut in 9,091.0 9,091.0

on well with 646psi.
21:30 4.50 20.00 22 Transfer 16.2ppg. out of active system to tank farm, transfer 18.3ppg KWM 9,091.0 9,091.0

to active system, dust up active system to 18.3ppg
02:00 2.00 22.00 5 Displace 16.2ppg out of hole with 18.3ppg KWM,until getting 18.2ppg back 9,091.0 9,091.0

thru MPD corrilis, shut down close choke, press build on well head to
320psi.

04:00 1.50 23.50 5 Pump out gas buster, transfer from premix9 to active 9,091.0 9,091.0

BOP drill 53sec.

05:30 0.50 24.00 22 Shut down pump, check flow 9,091.0 9,091.0

Mud Check: 8,091.0ftKB, 11/29/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (ib... Ge] (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/29/2013 8,091.0 16.20 54 35.0 16.000 14.000 19.000 3.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chloddes (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.400 2.800 35.0 335,768 87.7/12.3
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

1.0
Mud Check: <depth>ftKB, 11/29/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Ge) (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/29/2013 18.30 86 52.0 19.000 14.000 22.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.500 3.500 42.0 466,769 87.9/12.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

1.0
Mud Check: <depth>ftKB, 11/30/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (1b... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1.

11/30/2013 16.20 54 35.0 16.000 14.000 19.000 3.0 2
MBT(ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlondes (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.400 2.800 35.0 335,768 87.7/12.3
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

1.0
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Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/30/2013
Report #: 63, DFS: 56.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 50.00
APllUWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Suiface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig EmailAddress Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/29/2013 06:00 11/30/2013 06:00 56.19 9,041.0 9,091.0 50.00
Operations at Report Time
Checking flow
Operations Summary
Drill to 9091'. Prepare to POOH for MWD batteries/failure. spot LCM,strip out to shoe, transfer mud, displace 16.2 ppg out of hole with 18.3 ppg KWM,shut
down & checking flow

31 bbl mud loss in last 24 hr; 30 formation, 1 solids control
Operations Next Report Period
Trips
Weather Wellbore
Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 9.50 9.50 2 Rotate &slide from 9041' to 9083', WOB 10/20, SPM 59, SPP 3450, RPM 9,041.0 9,083.0

35, BOP drill76sec.

15:30 1.50 11.00 2 Rotate &slide from 9083' to 9091'. PZIG batteries are finished. (sample 9,083.0 9,091.0
from 9090' 100% dol.)

17:00 3.50 14.50 5 Cir. hole clean, pump &spot LCMpill in hole hole 9,091.0 9,091.0
20:30 1.00 15.50 6 Strip out of hole to 8042' holding back press on well bore with MPD, shut in 9,091.0 9,091.0

on well with 646psi.
21:30 4.50 20.00 22 Transfer 16.2ppg. out of active system to tank farm, transfer 18.3ppg KWM 9,091.0 9,091.0

to active system, dust up active system to 18.3ppg
02:00 2.00 22.00 5 Displace 16.2ppg out of hole with 18.3ppg KWM,until getting 18.2ppg back 9,091.0 9,091.0

thru MPD corrilis, shut down close choke, press build on well head to
320psi.

04:00 1.50 23.50 5 Pump out gas buster, transfer from premix9 to active 9,091.0 9,091.0

BOP drill 53sec.

05:30 0.50 24.00 22 Shut down pump, check flow 9,091.0 9,091.0

Mud Check: 8,091.0ftKB, 11/29/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (ib... Ge] (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/29/2013 8,091.0 16.20 54 35.0 16.000 14.000 19.000 3.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chloddes (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.400 2.800 35.0 335,768 87.7/12.3
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

1.0
Mud Check: <depth>ftKB, 11/29/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Ge) (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/29/2013 18.30 86 52.0 19.000 14.000 22.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.500 3.500 42.0 466,769 87.9/12.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

1.0
Mud Check: <depth>ftKB, 11/30/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (1b... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1.

11/30/2013 16.20 54 35.0 16.000 14.000 19.000 3.0 2
MBT(ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlondes (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.400 2.800 35.0 335,768 87.7/12.3
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

1.0
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Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/30/2013
Report #: 63, DFS: 56.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 50.00
APllUWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00
Operator Suiface Legal Location
Fidelity E&P
Rig Company Man\Well Site Lead Rig EmailAddress Rig Phone Number Rig Release Previous Well Rig Release Date
Nabors Drilling Delbert Sullivan NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00
M40
DrillingHours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

701.87 58.68 17.0 48.8 2.6 20.42 79.58
Target Depth (ftKB) KickOff Date KickOff Depth (ftKB) KickOff Depth (TVD)(ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

11/29/2013 06:00 11/30/2013 06:00 56.19 9,041.0 9,091.0 50.00
Operations at Report Time
Checking flow
Operations Summary
Drill to 9091'. Prepare to POOH for MWD batteries/failure. spot LCM,strip out to shoe, transfer mud, displace 16.2 ppg out of hole with 18.3 ppg KWM,shut
down & checking flow

31 bbl mud loss in last 24 hr; 30 formation, 1 solids control
Operations Next Report Period
Trips
Weather Wellbore
Cloudy Original Hole
Daily Contacts

Job Contact Position Office
Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
06:00 9.50 9.50 2 Rotate &slide from 9041' to 9083', WOB 10/20, SPM 59, SPP 3450, RPM 9,041.0 9,083.0

35, BOP drill76sec.

15:30 1.50 11.00 2 Rotate &slide from 9083' to 9091'. PZIG batteries are finished. (sample 9,083.0 9,091.0
from 9090' 100% dol.)

17:00 3.50 14.50 5 Cir. hole clean, pump &spot LCMpill in hole hole 9,091.0 9,091.0
20:30 1.00 15.50 6 Strip out of hole to 8042' holding back press on well bore with MPD, shut in 9,091.0 9,091.0

on well with 646psi.
21:30 4.50 20.00 22 Transfer 16.2ppg. out of active system to tank farm, transfer 18.3ppg KWM 9,091.0 9,091.0

to active system, dust up active system to 18.3ppg
02:00 2.00 22.00 5 Displace 16.2ppg out of hole with 18.3ppg KWM,until getting 18.2ppg back 9,091.0 9,091.0

thru MPD corrilis, shut down close choke, press build on well head to
320psi.

04:00 1.50 23.50 5 Pump out gas buster, transfer from premix9 to active 9,091.0 9,091.0

BOP drill 53sec.

05:30 0.50 24.00 22 Shut down pump, check flow 9,091.0 9,091.0

Mud Check: 8,091.0ftKB, 11/29/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PVOR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (ib... Ge] (30m) (Ib... Filtrate (mLI... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/29/2013 8,091.0 16.20 54 35.0 16.000 14.000 19.000 3.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf(mL/mL) Chloddes (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.400 2.800 35.0 335,768 87.7/12.3
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

1.0
Mud Check: <depth>ftKB, 11/29/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Ge) (10s) (Ibf... Gel (10m) (Ib... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

11/29/2013 18.30 86 52.0 19.000 14.000 22.000 2.0 2
MBT(Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) OilWater Ratio

3.500 3.500 42.0 466,769 87.9/12.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

1.0
Mud Check: <depth>ftKB, 11/30/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (1b... Gel (30m) (Ib... Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1.

11/30/2013 16.20 54 35.0 16.000 14.000 19.000 3.0 2
MBT(ib/bbl) pH Pm (mL/mL) Pf (mLlmL) Mf(mL/mL) Chlondes (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.400 2.800 35.0 335,768 87.7/12.3
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD -Manual Entr... T Flowline (°F) Comment

1.0
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RECEIVED: Dec. 06, 2013

Sundry Number: 45671 API Well Number: 43019500100000Sundry Number: 45671 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 11/30/2013
Report #: 63, DFS: 56.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 50.00
API/UWI E×caliber 1D WellArea Basin Field Name Well Conñguration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out DrillTime (hr) BHAROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

8,783.0 9,091.0 308.00 11/25/2013 19:45 11/29/2013 16:45 72.75 4.2 1.00 71.75 98.63 1.37
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min(in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.5 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094
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RECEIVED: Nov. 13, 2013

                           FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-53626 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK UNIT 7-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500100000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0823 FNL 0874 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENE Section: 07 Township: 26.0S Range: 20.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

11/11 /2013

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Due to shallow pressure encountered in the production zone, we would
like to amend the casing program by adding a 7" drilling liner set at

8,020' at the end of the curve instead of through the lateral. A 6" hole
will be drilled to TD and have a 4 1/2" liner. Please see the attached

drilling program for complete details.

NAME (PLEASE PRINT) PHONE NUMBER 
 Joy Gardner 720 956-5763

TITLE
 Sr. Engineering Tech

SIGNATURE
 N/A

DATE
 11/13/2013

December 11, 2013

Sundry Number: 44815 API Well Number: 43019500100000Sundry Number: 44815 API Well Number: 43019500100000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 7-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500100000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0823 FNL 0874 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 07 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

1 1/ 1 1/2 0 13
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Due to shallow pressure encountered in the production zone, we would Accepted by the
like to amend the casing program by adding a 7" drilling liner set at utah Division of

8,020' at the end of the curve instead of through the lateral. A 6" hole oil, Gas and Mining

will be drilled to TD and have a 4 1/2" liner. Please see the attached Date: December 11, 2013
drilling program for complete details.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 11/13/2013

RECEIVED: Nov. 13,

Sundry Number: 44815 API Well Number: 43019500100000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 7-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500100000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0823 FNL 0874 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 07 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

1 1/ 1 1/2 0 13
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Due to shallow pressure encountered in the production zone, we would Accepted by the
like to amend the casing program by adding a 7" drilling liner set at utah Division of

8,020' at the end of the curve instead of through the lateral. A 6" hole oil, Gas and Mining

will be drilled to TD and have a 4 1/2" liner. Please see the attached Date: December 11, 2013
drilling program for complete details.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 11/13/2013

RECEIVED: Nov. 13,

Sundry Number: 44815 API Well Number: 43019500100000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY
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Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Due to shallow pressure encountered in the production zone, we would Accepted by the
like to amend the casing program by adding a 7" drilling liner set at utah Division of

8,020' at the end of the curve instead of through the lateral. A 6" hole oil, Gas and Mining

will be drilled to TD and have a 4 1/2" liner. Please see the attached Date: December 11, 2013
drilling program for complete details.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 11/13/2013

RECEIVED: Nov. 13,

Sundry Number: 44815 API Well Number: 43019500100000
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CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
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Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
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like to amend the casing program by adding a 7" drilling liner set at utah Division of

8,020' at the end of the curve instead of through the lateral. A 6" hole oil, Gas and Mining
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drilling program for complete details.
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RECEIVED: Nov. 13, 2013

Fidelity Exploration & Production Company Cane Creek Casing Program 

 

CANE CREEK 7-1 

SEC 7 / T26S / R20E, NENE, 823’ FNL & 874’  FEL 

GRAND COUNTY, UTAH 

ALL INFORMATION IS CONFIDENTIAL 1  

 

1. & 2.   ESTIMATED TOPS & ANTICIPATED OIL, GAS, & WATER ZONES: 

 

 

 

 

 

 

 

 

 

 

 

 

 

                 

Estimated TD:  ±7,520’ TVD/12,000’ MD    Anticipated BHP:  ±6,960 Psig 

 

1. Lost circulation in all intervals. 

2. Cement isolation is installed to surface of the well isolating all zones by cement and casing. 

 

3.   PRESSURE CONTROL EQUIPMENT:       Intermediate & Production Hole – 10,000 Psig 

                                                                              BOP schematic diagrams attached. 

 

4.   CASING PROGRAM: 

                        

Surface based on full evacuation: a=9.0 ppg fluid on backside, b=9.0 ppg inside, & c=9.0 ppf fluid + 100K overpull. 
Intermediate based on full evacuation: a=9.0 ppg fluid on backside, b=9.0 ppg inside, & c=9.0 ppf fluid + 100K overpull. 
Production based on full evacuation: a=16.5 ppg fluid on backside, b=16.5 ppg inside, & c=16.5 ppf fluid + 100K overpull 

All casing will be new or inspected. 

FORMATION TVD-RKB (ft) Sub-Sea (ft) Lithology Objective 

Windgate Sand Surface  Sandstone  

Chinle 325 +5,786 Sand/Shale  

Moenkopi 964 +5,147 Sand/Shale  

Cutler 2,764 +3,347 Sandstone  

Honaker Trail 2,817 +3,294 Sand/Evaporite  

Paradox 3,920 +2,191 Salt/Clastics Secondary 

Cane Creek Shale 7,886 -1,775 Shale Primary 

T.D. (TV Pilot) 8,100    

T.D. (MD) ±12,000    

     

CASING 
Hole 

Size 
Length Size WEIGHT Grade Thread Collapse Burst Tensile 

       (psi) a (psi) b (1K lbs) c 

Conductor 26” 0 – ±80’ 20”       

Surface 17 ½” 0’ – 1,000’ 13 3/8” 54.5# J-55 BTC 1130/2.1 2730/3.0 909/2.5 

Intermediate 12 ¼” 0 – 4,300’ 9-5/8” 47.0 L-80 BTC 4,760/1.5 6,870/1.2 1086/2.1 

Production 8-1/2” 0 – 4,000’ 7” 29# P-110 BTC 8,530/1.3 11,220/2.0 955/2.1 

Production 8-1/2” 4,000 – 8,020’ 7” 32# HCP-110 BTC 11,890/1.9 12,460/2.0 955/2.1 

Production 6” 7,000-12,000’ 4-1/2” 13.5# P-110 BTC 10,680/1.3 12,410/2.0 338/2.1 

          

Sundry Number: 44815 API Well Number: 43019500100000Sundry Number: 44815 API Well Number: 43019500100000

Fidelity Exploration & Production Company Cane Creek Casing Program

CANE CREEK 7-1
SEC 7 / T26S / R20E, NENE, 823' FNL & 874' FEL

GRAND COUNTY, UTAH

1. & 2. ESTIMATED TOPS & ANTICIPATED OIL, GAS, & WATER ZONES:

FORMATION TVD-RKB (ft) Sub-Sea (ft) Lithology Objective
Windgate Sand Surface Sandstone

Chinle 325 +5,786 Sand/Shale
Moenkopi 964 +5,147 Sand/Shale

Cutler 2,764 +3,347 Sandstone
Honaker Trail 2,817 +3,294 Sand/Evaporite

Paradox 3,920 +2,191 Salt/Clastics Secondary
Cane Creek Shale 7,886 -1,775 Shale Prirnary

T.D. (TV Pilot) 8,100
T.D. (MD) ±12,000

Estimated TD: ±7,520' TVD/12,000' MD Anticipated BHP: ±6,960 Psig

1. Lost circulation in all intervals.
2. Cement isolation is installed to surface of the well isolating all zones by cement and casing.

3. PRESSURE CONTROL EQUIPMENT: Intermediate & Production Hole - 10,000 Psig
BOP schematic diagrams attached.

4. CASING PROGRAM:

HoleCASING ---- Length _Size WEIGHT Grade Thread Collaose Burst TensileSize
(psi) a (psi) b (1K lbs) c

Conductor 26" 0 - ±80' 20"

Surface 17 ½" 0' - 1,000' 13 3/8" 54.5# J-55 BTC 1130/2.1 2730/3.0 909/2.5

Intermediate 12 ¾" 0 - 4,300' 9-5/8" 47.0 L-80 BTC 4,760/1.5 6,870/1.2 1086/2.1

Production 8-1/2" 0 - 4,000' 7" 29# P-110 BTC 8,530/1.3 11,220/2.0 955/2.1

Production 8-1/2" 4,000 - 8,020' 7" 32# HCP-110 BTC 11,890/1.9 12,460/2.0 955/2.1

Production 6" 7,000-12,000' 4-1/2" 13.5# P-110 BTC 10,680/1.3 12,410/2.0 338/2.1

Surface based on full evacuation: a=9.0 ppg fluid on backside, b=9.0 ppg inside, & c=9.0 ppf fluid + - OOKoverpull.
Intermediate based on full evacuation: a=9.0 ppg fluid on backside, b=9.0 ppg inside, & c=9.0 ppf fluid + 100K overpull.
Production based on full evacuation: a=16.5 ppg fluid on backside, b=16.5 ppg inside, & c=16.5 ppf fluid + 100K overpull
All casing will be new or inspected.

ALL INFORMATION IS CONFIDENTIAL 1
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Sundry Number: 44815 API Well Number: 43019500100000

Fidelity Exploration & Production Company Cane Creek Casing Program

CANE CREEK 7-1
SEC 7 / T26S / R20E, NENE, 823' FNL & 874' FEL

GRAND COUNTY, UTAH

1. & 2. ESTIMATED TOPS & ANTICIPATED OIL, GAS, & WATER ZONES:

FORMATION TVD-RKB (ft) Sub-Sea (ft) Lithology Objective
Windgate Sand Surface Sandstone

Chinle 325 +5,786 Sand/Shale
Moenkopi 964 +5,147 Sand/Shale

Cutler 2,764 +3,347 Sandstone
Honaker Trail 2,817 +3,294 Sand/Evaporite

Paradox 3,920 +2,191 Salt/Clastics Secondary
Cane Creek Shale 7,886 -1,775 Shale Prirnary

T.D. (TV Pilot) 8,100
T.D. (MD) ±12,000

Estimated TD: ±7,520' TVD/12,000' MD Anticipated BHP: ±6,960 Psig

1. Lost circulation in all intervals.
2. Cement isolation is installed to surface of the well isolating all zones by cement and casing.

3. PRESSURE CONTROL EQUIPMENT: Intermediate & Production Hole - 10,000 Psig
BOP schematic diagrams attached.

4. CASING PROGRAM:

HoleCASING ---- Length _Size WEIGHT Grade Thread Collaose Burst TensileSize
(psi) a (psi) b (1K lbs) c

Conductor 26" 0 - ±80' 20"

Surface 17 ½" 0' - 1,000' 13 3/8" 54.5# J-55 BTC 1130/2.1 2730/3.0 909/2.5

Intermediate 12 ¾" 0 - 4,300' 9-5/8" 47.0 L-80 BTC 4,760/1.5 6,870/1.2 1086/2.1

Production 8-1/2" 0 - 4,000' 7" 29# P-110 BTC 8,530/1.3 11,220/2.0 955/2.1

Production 8-1/2" 4,000 - 8,020' 7" 32# HCP-110 BTC 11,890/1.9 12,460/2.0 955/2.1

Production 6" 7,000-12,000' 4-1/2" 13.5# P-110 BTC 10,680/1.3 12,410/2.0 338/2.1

Surface based on full evacuation: a=9.0 ppg fluid on backside, b=9.0 ppg inside, & c=9.0 ppf fluid + - OOKoverpull.
Intermediate based on full evacuation: a=9.0 ppg fluid on backside, b=9.0 ppg inside, & c=9.0 ppf fluid + 100K overpull.
Production based on full evacuation: a=16.5 ppg fluid on backside, b=16.5 ppg inside, & c=16.5 ppf fluid + 100K overpull
All casing will be new or inspected.

ALL INFORMATION IS CONFIDENTIAL 1
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Sundry Number: 44815 API Well Number: 43019500100000

Fidelity Exploration & Production Company Cane Creek Casing Program

CANE CREEK 7-1
SEC 7 / T26S / R20E, NENE, 823' FNL & 874' FEL

GRAND COUNTY, UTAH

1. & 2. ESTIMATED TOPS & ANTICIPATED OIL, GAS, & WATER ZONES:

FORMATION TVD-RKB (ft) Sub-Sea (ft) Lithology Objective
Windgate Sand Surface Sandstone

Chinle 325 +5,786 Sand/Shale
Moenkopi 964 +5,147 Sand/Shale

Cutler 2,764 +3,347 Sandstone
Honaker Trail 2,817 +3,294 Sand/Evaporite

Paradox 3,920 +2,191 Salt/Clastics Secondary
Cane Creek Shale 7,886 -1,775 Shale Prirnary

T.D. (TV Pilot) 8,100
T.D. (MD) ±12,000

Estimated TD: ±7,520' TVD/12,000' MD Anticipated BHP: ±6,960 Psig

1. Lost circulation in all intervals.
2. Cement isolation is installed to surface of the well isolating all zones by cement and casing.

3. PRESSURE CONTROL EQUIPMENT: Intermediate & Production Hole - 10,000 Psig
BOP schematic diagrams attached.

4. CASING PROGRAM:

HoleCASING ---- Length _Size WEIGHT Grade Thread Collaose Burst TensileSize
(psi) a (psi) b (1K lbs) c

Conductor 26" 0 - ±80' 20"

Surface 17 ½" 0' - 1,000' 13 3/8" 54.5# J-55 BTC 1130/2.1 2730/3.0 909/2.5

Intermediate 12 ¾" 0 - 4,300' 9-5/8" 47.0 L-80 BTC 4,760/1.5 6,870/1.2 1086/2.1

Production 8-1/2" 0 - 4,000' 7" 29# P-110 BTC 8,530/1.3 11,220/2.0 955/2.1

Production 8-1/2" 4,000 - 8,020' 7" 32# HCP-110 BTC 11,890/1.9 12,460/2.0 955/2.1

Production 6" 7,000-12,000' 4-1/2" 13.5# P-110 BTC 10,680/1.3 12,410/2.0 338/2.1

Surface based on full evacuation: a=9.0 ppg fluid on backside, b=9.0 ppg inside, & c=9.0 ppf fluid + - OOKoverpull.
Intermediate based on full evacuation: a=9.0 ppg fluid on backside, b=9.0 ppg inside, & c=9.0 ppf fluid + 100K overpull.
Production based on full evacuation: a=16.5 ppg fluid on backside, b=16.5 ppg inside, & c=16.5 ppf fluid + 100K overpull
All casing will be new or inspected.

ALL INFORMATION IS CONFIDENTIAL 1
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Sundry Number: 44815 API Well Number: 43019500100000

Fidelity Exploration & Production Company Cane Creek Casing Program

CANE CREEK 7-1
SEC 7 / T26S / R20E, NENE, 823' FNL & 874' FEL

GRAND COUNTY, UTAH

1. & 2. ESTIMATED TOPS & ANTICIPATED OIL, GAS, & WATER ZONES:

FORMATION TVD-RKB (ft) Sub-Sea (ft) Lithology Objective
Windgate Sand Surface Sandstone

Chinle 325 +5,786 Sand/Shale
Moenkopi 964 +5,147 Sand/Shale

Cutler 2,764 +3,347 Sandstone
Honaker Trail 2,817 +3,294 Sand/Evaporite

Paradox 3,920 +2,191 Salt/Clastics Secondary
Cane Creek Shale 7,886 -1,775 Shale Prirnary

T.D. (TV Pilot) 8,100
T.D. (MD) ±12,000

Estimated TD: ±7,520' TVD/12,000' MD Anticipated BHP: ±6,960 Psig

1. Lost circulation in all intervals.
2. Cement isolation is installed to surface of the well isolating all zones by cement and casing.

3. PRESSURE CONTROL EQUIPMENT: Intermediate & Production Hole - 10,000 Psig
BOP schematic diagrams attached.

4. CASING PROGRAM:

HoleCASING ---- Length _Size WEIGHT Grade Thread Collaose Burst TensileSize
(psi) a (psi) b (1K lbs) c

Conductor 26" 0 - ±80' 20"

Surface 17 ½" 0' - 1,000' 13 3/8" 54.5# J-55 BTC 1130/2.1 2730/3.0 909/2.5

Intermediate 12 ¾" 0 - 4,300' 9-5/8" 47.0 L-80 BTC 4,760/1.5 6,870/1.2 1086/2.1

Production 8-1/2" 0 - 4,000' 7" 29# P-110 BTC 8,530/1.3 11,220/2.0 955/2.1

Production 8-1/2" 4,000 - 8,020' 7" 32# HCP-110 BTC 11,890/1.9 12,460/2.0 955/2.1

Production 6" 7,000-12,000' 4-1/2" 13.5# P-110 BTC 10,680/1.3 12,410/2.0 338/2.1

Surface based on full evacuation: a=9.0 ppg fluid on backside, b=9.0 ppg inside, & c=9.0 ppf fluid + - OOKoverpull.
Intermediate based on full evacuation: a=9.0 ppg fluid on backside, b=9.0 ppg inside, & c=9.0 ppf fluid + 100K overpull.
Production based on full evacuation: a=16.5 ppg fluid on backside, b=16.5 ppg inside, & c=16.5 ppf fluid + 100K overpull
All casing will be new or inspected.
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Sundry Number: 44815 API Well Number: 43019500100000

Fidelity Exploration & Production Company Cane Creek Casing Program

CANE CREEK 7-1
SEC 7 / T26S / R20E, NENE, 823' FNL & 874' FEL

GRAND COUNTY, UTAH

1. & 2. ESTIMATED TOPS & ANTICIPATED OIL, GAS, & WATER ZONES:

FORMATION TVD-RKB (ft) Sub-Sea (ft) Lithology Objective
Windgate Sand Surface Sandstone

Chinle 325 +5,786 Sand/Shale
Moenkopi 964 +5,147 Sand/Shale

Cutler 2,764 +3,347 Sandstone
Honaker Trail 2,817 +3,294 Sand/Evaporite

Paradox 3,920 +2,191 Salt/Clastics Secondary
Cane Creek Shale 7,886 -1,775 Shale Prirnary

T.D. (TV Pilot) 8,100
T.D. (MD) ±12,000

Estimated TD: ±7,520' TVD/12,000' MD Anticipated BHP: ±6,960 Psig

1. Lost circulation in all intervals.
2. Cement isolation is installed to surface of the well isolating all zones by cement and casing.

3. PRESSURE CONTROL EQUIPMENT: Intermediate & Production Hole - 10,000 Psig
BOP schematic diagrams attached.

4. CASING PROGRAM:

HoleCASING ---- Length _Size WEIGHT Grade Thread Collaose Burst TensileSize
(psi) a (psi) b (1K lbs) c

Conductor 26" 0 - ±80' 20"

Surface 17 ½" 0' - 1,000' 13 3/8" 54.5# J-55 BTC 1130/2.1 2730/3.0 909/2.5

Intermediate 12 ¾" 0 - 4,300' 9-5/8" 47.0 L-80 BTC 4,760/1.5 6,870/1.2 1086/2.1

Production 8-1/2" 0 - 4,000' 7" 29# P-110 BTC 8,530/1.3 11,220/2.0 955/2.1

Production 8-1/2" 4,000 - 8,020' 7" 32# HCP-110 BTC 11,890/1.9 12,460/2.0 955/2.1

Production 6" 7,000-12,000' 4-1/2" 13.5# P-110 BTC 10,680/1.3 12,410/2.0 338/2.1

Surface based on full evacuation: a=9.0 ppg fluid on backside, b=9.0 ppg inside, & c=9.0 ppf fluid + - OOKoverpull.
Intermediate based on full evacuation: a=9.0 ppg fluid on backside, b=9.0 ppg inside, & c=9.0 ppf fluid + 100K overpull.
Production based on full evacuation: a=16.5 ppg fluid on backside, b=16.5 ppg inside, & c=16.5 ppf fluid + 100K overpull
All casing will be new or inspected.
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RECEIVED: Nov. 13, 2013

Fidelity Exploration & Production Company Cane Creek Casing Program 

 

CANE CREEK 7-1 

SEC 7 / T26S / R20E, NENE, 823’ FNL & 874’  FEL 

GRAND COUNTY, UTAH 

ALL INFORMATION IS CONFIDENTIAL 2  

 

5.  Float Equipment: 

 

Surface Hole Procedure (0’- 1,000’±) 

 Guide Shoe 

 Insert Float Collar (PDC drillable) 

Centralizers:  1-5’ above shoe, top of jts. #2 and #3 then every 5
th

 joint to surface.  (23 total) 

 

Intermediate Hole Procedure (0’- 4300±) 

 Guide Shoe 

 Insert Float Collar (PDC drillable) 

Centralizers:  1-5’ above shoe, top of jts. #2 and #3 then every 3
rd

  joint to surface.  (36 total) 

 

Production Hole Procedure (0’ - TD): 

Float shoe, 1 joint casing, float collar and balance of casing to surface. Thread lock float shoe, top and 

bottom of float collar, and top of 2
nd

 joint.  Two centralizers on the shoe joint, then every joint to ± 

4,000’. (140 Total) 

 

6.   MUD PROGRAM 
  

 

Interval Mud Type Mud Wt. PV / YP OWR 

0’ – 1000’ Air Mist --- --- --- 

9,00’ - 4,300’ Air Mist/Aerated Water --- --- --- 

4,300’- ±12,000’ Oil Based Mud 13.5-16.5 ppg 22-32 / 12-22 +/-90:10 

 

 Intermediate & Production Hole Procedure (4,300’ - TD):  Anticipated mud weight 13.5 – 16.5 ppg 

depending on actual wellbore conditions encountered while drilling. 

 

An oil based mud (OBM) system will be used to prevent fluid interaction with the salts and shales. LCM 

sweeps, pills, etc., will be used to prevent fluid loss. Adequate amounts of weighting material will be on 

hand as needed for well control. 

 

 

7. VARIANCE REQUESTS:   

 
Reference: Onshore Oil and Gas Order No. 1 

Onshore Oil and Gas Order No. 2 – Section E: Special Drilling Operations 

 
o Fidelity E&P. requests a variance to regulations requiring a straight run blooie line to be 100’ in length. 

(Where possible, a straight run blooie line will be used). 
 

o Fidelity E&P requests a variance to regulations requiring the blooie line to be 100’ in length. To reduce 
location excavation, the blooie line will be approximately 75’ in length. 

 

Sundry Number: 44815 API Well Number: 43019500100000Sundry Number: 44815 API Well Number: 43019500100000

Fidelity Exploration & Production Company Cane Creek Casing Program

CANE CREEK 7-1
SEC 7 / T26S / R20E, NENE, 823' FNL & 874' FEL

GRAND COUNTY, UTAH

5. Float Equipment:

Surface Hole Procedure (0'- 1,000'±)
Guide Shoe
Insert Float Collar (PDC drillable)
Centralizers: 1-5' above shoe, top of jts. #2 and #3 then every 5 joint to surface. (23 total)

Intermediate Hole Procedure (0'- 4300±)
Guide Shoe
Insert Float Collar (PDC drillable)
Centralizers: 1-5' above shoe, top of jts. #2 and #3 then every 3rd joint to surface. (36 total)

Production Hole Procedure (0' - TD):
Float shoe, 1 joint casing, float collar and balance of casing to surface. Thread lock float shoe, top and
bottom of float collar, and top of 2nd joint. Two centralizers on the shoe joint, then every joint to ±

4,000'. (140 Total)

6. MUD PROGRAM

Interval Mud Type Mud Wt. PV I YP OWR
0' - 1000' Air Mist --- --- ---

9,00' - 4,300' Air Mist/Aerated Water --- --- ---

4,300'- ±l2,000' Oil Based Mud 13.5-16.5 ppg 22-32 / 12-22 +/-90:10

Intermediate & Production Hole Procedure (4,300' - TD): Anticipated mud weight 13.5 - 16.5 ppg
depending on actual wellbore conditions encountered while drilling.

An oil based mud (OBM) system will be used to prevent fluid interaction with the salts and shales. LCM
sweeps, pills, etc., will be used to prevent fluid loss. Adequate amounts of weighting material will be on
hand as needed for well control.

7. VARIANCE REQUESTS:

Reference: Onshore Oil and Gas Order No. 1
Onshore Oil and Gas Order No. 2 - Section E: Special Drilling Operations

o Fidelity E&P. requests a variance to regulations requiring a straight run blooie line to be 100' in length.
(Where possible, a straight run blooie line will be used).

o Fidelity E&P requests a variance to regulations requiring the blooie line to be 100' in length. To reduce
location excavation, the blooie line will be approximately 75' in length.
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SEC 7 / T26S / R20E, NENE, 823' FNL & 874' FEL
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5. Float Equipment:

Surface Hole Procedure (0'- 1,000'±)
Guide Shoe
Insert Float Collar (PDC drillable)
Centralizers: 1-5' above shoe, top of jts. #2 and #3 then every 5 joint to surface. (23 total)

Intermediate Hole Procedure (0'- 4300±)
Guide Shoe
Insert Float Collar (PDC drillable)
Centralizers: 1-5' above shoe, top of jts. #2 and #3 then every 3rd joint to surface. (36 total)

Production Hole Procedure (0' - TD):
Float shoe, 1 joint casing, float collar and balance of casing to surface. Thread lock float shoe, top and
bottom of float collar, and top of 2nd joint. Two centralizers on the shoe joint, then every joint to ±

4,000'. (140 Total)

6. MUD PROGRAM

Interval Mud Type Mud Wt. PV I YP OWR
0' - 1000' Air Mist --- --- ---

9,00' - 4,300' Air Mist/Aerated Water --- --- ---

4,300'- ±l2,000' Oil Based Mud 13.5-16.5 ppg 22-32 / 12-22 +/-90:10

Intermediate & Production Hole Procedure (4,300' - TD): Anticipated mud weight 13.5 - 16.5 ppg
depending on actual wellbore conditions encountered while drilling.

An oil based mud (OBM) system will be used to prevent fluid interaction with the salts and shales. LCM
sweeps, pills, etc., will be used to prevent fluid loss. Adequate amounts of weighting material will be on
hand as needed for well control.

7. VARIANCE REQUESTS:

Reference: Onshore Oil and Gas Order No. 1
Onshore Oil and Gas Order No. 2 - Section E: Special Drilling Operations

o Fidelity E&P. requests a variance to regulations requiring a straight run blooie line to be 100' in length.
(Where possible, a straight run blooie line will be used).

o Fidelity E&P requests a variance to regulations requiring the blooie line to be 100' in length. To reduce
location excavation, the blooie line will be approximately 75' in length.

ALL INFORMATION IS CONFIDENTIAL 2

RECEIVED: Nov. 13,

Sundry Number: 44815 API Well Number: 43019500100000

Fidelity Exploration & Production Company Cane Creek Casing Program

CANE CREEK 7-1
SEC 7 / T26S / R20E, NENE, 823' FNL & 874' FEL

GRAND COUNTY, UTAH

5. Float Equipment:

Surface Hole Procedure (0'- 1,000'±)
Guide Shoe
Insert Float Collar (PDC drillable)
Centralizers: 1-5' above shoe, top of jts. #2 and #3 then every 5 joint to surface. (23 total)

Intermediate Hole Procedure (0'- 4300±)
Guide Shoe
Insert Float Collar (PDC drillable)
Centralizers: 1-5' above shoe, top of jts. #2 and #3 then every 3rd joint to surface. (36 total)

Production Hole Procedure (0' - TD):
Float shoe, 1 joint casing, float collar and balance of casing to surface. Thread lock float shoe, top and
bottom of float collar, and top of 2nd joint. Two centralizers on the shoe joint, then every joint to ±

4,000'. (140 Total)

6. MUD PROGRAM

Interval Mud Type Mud Wt. PV I YP OWR
0' - 1000' Air Mist --- --- ---

9,00' - 4,300' Air Mist/Aerated Water --- --- ---

4,300'- ±l2,000' Oil Based Mud 13.5-16.5 ppg 22-32 / 12-22 +/-90:10

Intermediate & Production Hole Procedure (4,300' - TD): Anticipated mud weight 13.5 - 16.5 ppg
depending on actual wellbore conditions encountered while drilling.

An oil based mud (OBM) system will be used to prevent fluid interaction with the salts and shales. LCM
sweeps, pills, etc., will be used to prevent fluid loss. Adequate amounts of weighting material will be on
hand as needed for well control.

7. VARIANCE REQUESTS:

Reference: Onshore Oil and Gas Order No. 1
Onshore Oil and Gas Order No. 2 - Section E: Special Drilling Operations

o Fidelity E&P. requests a variance to regulations requiring a straight run blooie line to be 100' in length.
(Where possible, a straight run blooie line will be used).

o Fidelity E&P requests a variance to regulations requiring the blooie line to be 100' in length. To reduce
location excavation, the blooie line will be approximately 75' in length.

ALL INFORMATION IS CONFIDENTIAL 2
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0' - 1000' Air Mist --- --- ---

9,00' - 4,300' Air Mist/Aerated Water --- --- ---

4,300'- ±l2,000' Oil Based Mud 13.5-16.5 ppg 22-32 / 12-22 +/-90:10

Intermediate & Production Hole Procedure (4,300' - TD): Anticipated mud weight 13.5 - 16.5 ppg
depending on actual wellbore conditions encountered while drilling.

An oil based mud (OBM) system will be used to prevent fluid interaction with the salts and shales. LCM
sweeps, pills, etc., will be used to prevent fluid loss. Adequate amounts of weighting material will be on
hand as needed for well control.

7. VARIANCE REQUESTS:
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Onshore Oil and Gas Order No. 2 - Section E: Special Drilling Operations

o Fidelity E&P. requests a variance to regulations requiring a straight run blooie line to be 100' in length.
(Where possible, a straight run blooie line will be used).

o Fidelity E&P requests a variance to regulations requiring the blooie line to be 100' in length. To reduce
location excavation, the blooie line will be approximately 75' in length.
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4,000'. (140 Total)
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0' - 1000' Air Mist --- --- ---

9,00' - 4,300' Air Mist/Aerated Water --- --- ---

4,300'- ±l2,000' Oil Based Mud 13.5-16.5 ppg 22-32 / 12-22 +/-90:10

Intermediate & Production Hole Procedure (4,300' - TD): Anticipated mud weight 13.5 - 16.5 ppg
depending on actual wellbore conditions encountered while drilling.

An oil based mud (OBM) system will be used to prevent fluid interaction with the salts and shales. LCM
sweeps, pills, etc., will be used to prevent fluid loss. Adequate amounts of weighting material will be on
hand as needed for well control.

7. VARIANCE REQUESTS:

Reference: Onshore Oil and Gas Order No. 1
Onshore Oil and Gas Order No. 2 - Section E: Special Drilling Operations

o Fidelity E&P. requests a variance to regulations requiring a straight run blooie line to be 100' in length.
(Where possible, a straight run blooie line will be used).
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RECEIVED: Nov. 13, 2013

Fidelity Exploration & Production Company Cane Creek Casing Program 

 

CANE CREEK 7-1 

SEC 7 / T26S / R20E, NENE, 823’ FNL & 874’  FEL 

GRAND COUNTY, UTAH 

ALL INFORMATION IS CONFIDENTIAL 3  

o Fidelity E&P requests a variance to regulations, during air drilling operations only, requiring dedusting 
equipment. Dust during air drilling operations is controlled by water mist. 

 
o Fidelity E&P requests a variance to regulations, during air drilling operations only, requiring an automatic 

igniter or continuous pilot light on the blooie line. (Not required on aerated water system). 
 
o Fidelity E&P requests a variance that compressors are located in the opposite direction from the blooie 

line a minimum of 100 feet from the well bore. (Air Compressors are rig mounted). 

 

8.  EVALUATION PROGRAM: 

 

Mud Logs:    Mud log from 1,055’ to TD.   

Open-hole Logs: Triple-Combo, ECS, OBM FMI 
 

9.  CEMENT PROGRAM: 

   

 Surface Hole Procedure 13-3/8” Casing (Surface – 1,055’±): 

  

Lead:  303 sks Type III Halliburton cement + 2% Sodium Silicate + 2% Gypsum. Yield = 2.47 ft
3
/sk 

@ 12.30 ppg  

Tail:    200 sks Type III Halliburton cement + 2% Sodium Silicate + 2% Gypsum. Yield = 2.14 ft
3
/sk 

@ 14.20 ppg  

Top Out:  As necessary with Class “G” cement with 2% CaCI2, ¼#/sk LCM mixed at 15.6 ppg, 1.18 

ft
3
/sk., 5.2 gps water. 

Note:   Cement volumes will be calculated to bring lead cement to surface. 

 

 Intermediate Hole Procedure 9-5/8” Casing (Surface – 4,300’±): 

  

Lead:  657 sks 66 pps Class G + 14 pps Pozz + 0.2% Sodium Silicate + 2 pps Gypsum. Yield = 1.25 

ft
3
/sk @ 14.40 ppg 

Tail:    200 sks 66 pps Class G + 14 pps Pozz + 0.2% Sodium Silicate + 2 pps Gypsum + Nitrogen.  

Yield = 1.25 ft
3
/sk @ 14.4 ppg  

Top Out:  As necessary with Class “G” cement with 2% CaCI2, ¼#/sk LCM mixed at 15.6 ppg, 1.18 

ft
3
/sk., 5.2 gps water. 

 

 Intermediate Hole Procedure 7” Drilling Liner (Surface – 8,020’±): 

  

Lead:  75 sks (23 bbl) Class G + Retarder + 0.2% Sodium Silicate + 2 pps Gypsum + Hematite. 

Yield = 1.8 ft
3
/sk @ 19.0 ppg 

Tail:    335 sks (89 bbl) Class G + Retarder + 0.2% Sodium Silicate + 2 pps Gypsum + Hematite.  

Yield = 1.5 ft
3
/sk @ 19.0 ppg  

 

 

 

Sundry Number: 44815 API Well Number: 43019500100000Sundry Number: 44815 API Well Number: 43019500100000

Fidelity Exploration & Production Company Cane Creek Casing Program

CANE CREEK 7-1
SEC 7 / T26S / R20E, NENE, 823' FNL & 874' FEL

GRAND COUNTY, UTAH
o Fidelity E&P requests a variance to regulations, during air drilling operations only, requiring dedusting

equipment. Dust during air drilling operations is controlled by water mist.

o Fidelity E&P requests a variance to regulations, during air drilling operations only, requiring an automatic
igniter or continuous pilot light on the blooie line. (Not required on aerated water system).

o Fidelity E&P requests a variance that compressors are located in the opposite direction from the blooie
line a minimum of 100 feet from the well bore. (Air Compressors are rig mounted).

8. EVALUATION PROGRAM:

Mud Logs: Mud log from 1,055' to TD.
Open-hole Logs: Triple-Combo, ECS, OBM FMI

9. CEMENT PROGRAM:

Surface Hole Procedure 13-3/8" Casing (Surface - 1,055'±):

Lead: 303 sks Type III Halliburton cement + 2% Sodium Silicate + 2% Gypsum. Yield = 2.47 ft3/sk

@12.30 ppg
Tail: 200 sks Type III Halliburton cement + 2% Sodium Silicate + 2% Gypsum. Yield = 2.14 ft3/sk

@14.20 ppg
Top Out: As necessary with Class "G" cement with 2% CaCI2, ¼#/sk LCM mixed at 15.6 ppg, 1.18

ft3/sk., 5.2 gps water.
Note: Cement volumes will be calculated to bring lead cement to surface.

Intermediate Hole Procedure 9-5/8" Casing (Surface - 4,300'±):

Lead: 657 sks 66 pps Class G + 14 pps Pozz + 0.2% Sodium Silicate + 2 pps Gypsum. Yield = 1.25
ft3/sk @14.40 ppg

Tail: 200 sks 66 pps Class G + 14 pps Pozz + 0.2% Sodium Silicate + 2 pps Gypsum + Nitrogen.
Yield = 1.25 ft3/sk @14.4 ppg

Top Out: As necessary with Class "G" cement with 2% CaCI2, ¼#/sk LCM mixed at 15.6 ppg, 1.18
ft3/sk., 5.2 gps water.

Intermediate Hole Procedure 7" Drilling Liner (Surface - 8,020'±):

Lead: 75 sks (23 bbl) Class G + Retarder + 0.2% Sodium Silicate + 2 pps Gypsum + Hematite.
Yield = 1.8 n3/sk@19.0 ppg

Tail: 335 sks (89 bbl) Class G + Retarder + 0.2% Sodium Silicate + 2 pps Gypsum + Hematite.
Yield = 1.5 n3/sk@19.0 ppg

ALL INFORMATION IS CONFIDENTIAL 3

RECEIVED: Nov. 13,

Sundry Number: 44815 API Well Number: 43019500100000

Fidelity Exploration & Production Company Cane Creek Casing Program

CANE CREEK 7-1
SEC 7 / T26S / R20E, NENE, 823' FNL & 874' FEL

GRAND COUNTY, UTAH
o Fidelity E&P requests a variance to regulations, during air drilling operations only, requiring dedusting

equipment. Dust during air drilling operations is controlled by water mist.

o Fidelity E&P requests a variance to regulations, during air drilling operations only, requiring an automatic
igniter or continuous pilot light on the blooie line. (Not required on aerated water system).

o Fidelity E&P requests a variance that compressors are located in the opposite direction from the blooie
line a minimum of 100 feet from the well bore. (Air Compressors are rig mounted).

8. EVALUATION PROGRAM:

Mud Logs: Mud log from 1,055' to TD.
Open-hole Logs: Triple-Combo, ECS, OBM FMI

9. CEMENT PROGRAM:

Surface Hole Procedure 13-3/8" Casing (Surface - 1,055'±):

Lead: 303 sks Type III Halliburton cement + 2% Sodium Silicate + 2% Gypsum. Yield = 2.47 ft3/sk

@12.30 ppg
Tail: 200 sks Type III Halliburton cement + 2% Sodium Silicate + 2% Gypsum. Yield = 2.14 ft3/sk

@14.20 ppg
Top Out: As necessary with Class "G" cement with 2% CaCI2, ¼#/sk LCM mixed at 15.6 ppg, 1.18

ft3/sk., 5.2 gps water.
Note: Cement volumes will be calculated to bring lead cement to surface.

Intermediate Hole Procedure 9-5/8" Casing (Surface - 4,300'±):

Lead: 657 sks 66 pps Class G + 14 pps Pozz + 0.2% Sodium Silicate + 2 pps Gypsum. Yield = 1.25
ft3/sk @14.40 ppg

Tail: 200 sks 66 pps Class G + 14 pps Pozz + 0.2% Sodium Silicate + 2 pps Gypsum + Nitrogen.
Yield = 1.25 ft3/sk @14.4 ppg

Top Out: As necessary with Class "G" cement with 2% CaCI2, ¼#/sk LCM mixed at 15.6 ppg, 1.18
ft3/sk., 5.2 gps water.

Intermediate Hole Procedure 7" Drilling Liner (Surface - 8,020'±):

Lead: 75 sks (23 bbl) Class G + Retarder + 0.2% Sodium Silicate + 2 pps Gypsum + Hematite.
Yield = 1.8 n3/sk@19.0 ppg

Tail: 335 sks (89 bbl) Class G + Retarder + 0.2% Sodium Silicate + 2 pps Gypsum + Hematite.
Yield = 1.5 n3/sk@19.0 ppg

ALL INFORMATION IS CONFIDENTIAL 3

RECEIVED: Nov. 13,

Sundry Number: 44815 API Well Number: 43019500100000

Fidelity Exploration & Production Company Cane Creek Casing Program

CANE CREEK 7-1
SEC 7 / T26S / R20E, NENE, 823' FNL & 874' FEL

GRAND COUNTY, UTAH
o Fidelity E&P requests a variance to regulations, during air drilling operations only, requiring dedusting

equipment. Dust during air drilling operations is controlled by water mist.

o Fidelity E&P requests a variance to regulations, during air drilling operations only, requiring an automatic
igniter or continuous pilot light on the blooie line. (Not required on aerated water system).

o Fidelity E&P requests a variance that compressors are located in the opposite direction from the blooie
line a minimum of 100 feet from the well bore. (Air Compressors are rig mounted).

8. EVALUATION PROGRAM:

Mud Logs: Mud log from 1,055' to TD.
Open-hole Logs: Triple-Combo, ECS, OBM FMI

9. CEMENT PROGRAM:

Surface Hole Procedure 13-3/8" Casing (Surface - 1,055'±):

Lead: 303 sks Type III Halliburton cement + 2% Sodium Silicate + 2% Gypsum. Yield = 2.47 ft3/sk

@12.30 ppg
Tail: 200 sks Type III Halliburton cement + 2% Sodium Silicate + 2% Gypsum. Yield = 2.14 ft3/sk

@14.20 ppg
Top Out: As necessary with Class "G" cement with 2% CaCI2, ¼#/sk LCM mixed at 15.6 ppg, 1.18

ft3/sk., 5.2 gps water.
Note: Cement volumes will be calculated to bring lead cement to surface.

Intermediate Hole Procedure 9-5/8" Casing (Surface - 4,300'±):

Lead: 657 sks 66 pps Class G + 14 pps Pozz + 0.2% Sodium Silicate + 2 pps Gypsum. Yield = 1.25
ft3/sk @14.40 ppg

Tail: 200 sks 66 pps Class G + 14 pps Pozz + 0.2% Sodium Silicate + 2 pps Gypsum + Nitrogen.
Yield = 1.25 ft3/sk @14.4 ppg

Top Out: As necessary with Class "G" cement with 2% CaCI2, ¼#/sk LCM mixed at 15.6 ppg, 1.18
ft3/sk., 5.2 gps water.

Intermediate Hole Procedure 7" Drilling Liner (Surface - 8,020'±):

Lead: 75 sks (23 bbl) Class G + Retarder + 0.2% Sodium Silicate + 2 pps Gypsum + Hematite.
Yield = 1.8 n3/sk@19.0 ppg

Tail: 335 sks (89 bbl) Class G + Retarder + 0.2% Sodium Silicate + 2 pps Gypsum + Hematite.
Yield = 1.5 n3/sk@19.0 ppg

ALL INFORMATION IS CONFIDENTIAL 3

RECEIVED: Nov. 13,
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CANE CREEK 7-1
SEC 7 / T26S / R20E, NENE, 823' FNL & 874' FEL

GRAND COUNTY, UTAH
o Fidelity E&P requests a variance to regulations, during air drilling operations only, requiring dedusting

equipment. Dust during air drilling operations is controlled by water mist.

o Fidelity E&P requests a variance to regulations, during air drilling operations only, requiring an automatic
igniter or continuous pilot light on the blooie line. (Not required on aerated water system).

o Fidelity E&P requests a variance that compressors are located in the opposite direction from the blooie
line a minimum of 100 feet from the well bore. (Air Compressors are rig mounted).

8. EVALUATION PROGRAM:

Mud Logs: Mud log from 1,055' to TD.
Open-hole Logs: Triple-Combo, ECS, OBM FMI

9. CEMENT PROGRAM:

Surface Hole Procedure 13-3/8" Casing (Surface - 1,055'±):

Lead: 303 sks Type III Halliburton cement + 2% Sodium Silicate + 2% Gypsum. Yield = 2.47 ft3/sk

@12.30 ppg
Tail: 200 sks Type III Halliburton cement + 2% Sodium Silicate + 2% Gypsum. Yield = 2.14 ft3/sk

@14.20 ppg
Top Out: As necessary with Class "G" cement with 2% CaCI2, ¼#/sk LCM mixed at 15.6 ppg, 1.18

ft3/sk., 5.2 gps water.
Note: Cement volumes will be calculated to bring lead cement to surface.

Intermediate Hole Procedure 9-5/8" Casing (Surface - 4,300'±):

Lead: 657 sks 66 pps Class G + 14 pps Pozz + 0.2% Sodium Silicate + 2 pps Gypsum. Yield = 1.25
ft3/sk @14.40 ppg

Tail: 200 sks 66 pps Class G + 14 pps Pozz + 0.2% Sodium Silicate + 2 pps Gypsum + Nitrogen.
Yield = 1.25 ft3/sk @14.4 ppg

Top Out: As necessary with Class "G" cement with 2% CaCI2, ¼#/sk LCM mixed at 15.6 ppg, 1.18
ft3/sk., 5.2 gps water.

Intermediate Hole Procedure 7" Drilling Liner (Surface - 8,020'±):

Lead: 75 sks (23 bbl) Class G + Retarder + 0.2% Sodium Silicate + 2 pps Gypsum + Hematite.
Yield = 1.8 n3/sk@19.0 ppg

Tail: 335 sks (89 bbl) Class G + Retarder + 0.2% Sodium Silicate + 2 pps Gypsum + Hematite.
Yield = 1.5 n3/sk@19.0 ppg

ALL INFORMATION IS CONFIDENTIAL 3
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CANE CREEK 7-1
SEC 7 / T26S / R20E, NENE, 823' FNL & 874' FEL

GRAND COUNTY, UTAH
o Fidelity E&P requests a variance to regulations, during air drilling operations only, requiring dedusting

equipment. Dust during air drilling operations is controlled by water mist.

o Fidelity E&P requests a variance to regulations, during air drilling operations only, requiring an automatic
igniter or continuous pilot light on the blooie line. (Not required on aerated water system).

o Fidelity E&P requests a variance that compressors are located in the opposite direction from the blooie
line a minimum of 100 feet from the well bore. (Air Compressors are rig mounted).

8. EVALUATION PROGRAM:

Mud Logs: Mud log from 1,055' to TD.
Open-hole Logs: Triple-Combo, ECS, OBM FMI

9. CEMENT PROGRAM:

Surface Hole Procedure 13-3/8" Casing (Surface - 1,055'±):

Lead: 303 sks Type III Halliburton cement + 2% Sodium Silicate + 2% Gypsum. Yield = 2.47 ft3/sk

@12.30 ppg
Tail: 200 sks Type III Halliburton cement + 2% Sodium Silicate + 2% Gypsum. Yield = 2.14 ft3/sk

@14.20 ppg
Top Out: As necessary with Class "G" cement with 2% CaCI2, ¼#/sk LCM mixed at 15.6 ppg, 1.18

ft3/sk., 5.2 gps water.
Note: Cement volumes will be calculated to bring lead cement to surface.

Intermediate Hole Procedure 9-5/8" Casing (Surface - 4,300'±):

Lead: 657 sks 66 pps Class G + 14 pps Pozz + 0.2% Sodium Silicate + 2 pps Gypsum. Yield = 1.25
ft3/sk @14.40 ppg

Tail: 200 sks 66 pps Class G + 14 pps Pozz + 0.2% Sodium Silicate + 2 pps Gypsum + Nitrogen.
Yield = 1.25 ft3/sk @14.4 ppg

Top Out: As necessary with Class "G" cement with 2% CaCI2, ¼#/sk LCM mixed at 15.6 ppg, 1.18
ft3/sk., 5.2 gps water.

Intermediate Hole Procedure 7" Drilling Liner (Surface - 8,020'±):

Lead: 75 sks (23 bbl) Class G + Retarder + 0.2% Sodium Silicate + 2 pps Gypsum + Hematite.
Yield = 1.8 n3/sk@19.0 ppg

Tail: 335 sks (89 bbl) Class G + Retarder + 0.2% Sodium Silicate + 2 pps Gypsum + Hematite.
Yield = 1.5 n3/sk@19.0 ppg

ALL INFORMATION IS CONFIDENTIAL 3
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CANE CREEK 7-1 

SEC 7 / T26S / R20E, NENE, 823’ FNL & 874’  FEL 

GRAND COUNTY, UTAH 

ALL INFORMATION IS CONFIDENTIAL 4  

  

Production Hole Procedure 4-1/2” Liner (7,000 – TD): 

  

Lead:  There will not be a lead slurry.   

Tail:    ±300* sks Class G cement + HR-5 Retarder + HALAD 413 + CFR 3 + SA 1015 + HALAD 

23 + 50%bwoc Barite + 6% bwoc gel + Super CBL + 7.04 gps of water.   Yield = 1.72 ft
3
/sk 

@ 18.00 ppg. (*Actual volume depends on final length). 

Final cement weights will depend on actual formation pressure encountered and the 

resultant mud weights. 

 

10.  ABNORMAL CONDITIONS: 

  

Surface Hole (Surface – 1,000±): 

 None  

 

Intermediate & Production Hole (1,000’± - TD): 

Lost circulation zones and over pressure in the production zone.  
 

11.  STANDARD REQUIRED EQUIPMENT: 

 

A.  Choke Manifold 

B.  Upper and Lower Kelly Cock 

C.  Stabbing Valve 

D.  Visual Mud Monitoring 

 

12.  HAZARDOUS CHEMICALS: 

 

No chemicals subject to reporting under SARA title III in an amount equal to or greater than 10,000 pounds 

will be used, produced, stored, transported, or disposed of annually in association with the drilling of this 

well.  Furthermore, no extremely hazardous substances, as defined in 40 CFR 355, in threshold planning 

quantities, will be used, produced, stored, transported, or disposed of in association with the drilling of this 

well. 

 

 

 

 

 

 

(Attachment:  BOP Schematic Diagram) 
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Fidelity Exploration & Production Company Cane Creek Casing Program

CANE CREEK 7-1
SEC 7 / T26S / R20E, NENE, 823' FNL & 874' FEL

GRAND COUNTY, UTAH

Production Hole Procedure 4-1/2" Liner (7,000 - TD):

Lead: There will not be a lead slurry.
Tail: ±300* sks Class G cement + HR-5 Retarder + HALAD 413 + CFR 3 + SA 1015 + HALAD

23 + 50%bwoc Barite + 6% bwoc gel + Super CBL + 7.04 gps of water. Yield = 1.72 ft3/sk

@18.00 ppg. (*Actual volume depends on final length).
Final cement weights will depend on actual formation pressure encountered and the
resultant mud weights.

10. ABNORMAL CONDITIONS:

Surface Hole (Surface - 1,000±):
None

Intermediate & Production Hole (1,000'± - TD):
Lost circulation zones and over pressure in the production zone.

11. STANDARD REQUIRED EQUIPMENT:

A. Choke Manifold
B. Upper and Lower Kelly Cock
C. Stabbing Valve
D. Visual Mud Monitoring

12. HAZARDOUS CHEMICALS:

No chemicals subject to reporting under SARA title III in an amount equal to or greater than 10,000 pounds
will be used, produced, stored, transported, or disposed of annually in association with the drilling of this
well. Furthermore, no extremely hazardous substances, as defined in 40 CFR 355, in threshold planning
quantities, will be used, produced, stored, transported, or disposed of in association with the drilling of this
well.

(Attachment: BOP Schematic Diagram)

ALL INFORMATION IS CONFIDENTIAL 4
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Production Hole Procedure 4-1/2" Liner (7,000 - TD):

Lead: There will not be a lead slurry.
Tail: ±300* sks Class G cement + HR-5 Retarder + HALAD 413 + CFR 3 + SA 1015 + HALAD

23 + 50%bwoc Barite + 6% bwoc gel + Super CBL + 7.04 gps of water. Yield = 1.72 ft3/sk

@18.00 ppg. (*Actual volume depends on final length).
Final cement weights will depend on actual formation pressure encountered and the
resultant mud weights.

10. ABNORMAL CONDITIONS:

Surface Hole (Surface - 1,000±):
None

Intermediate & Production Hole (1,000'± - TD):
Lost circulation zones and over pressure in the production zone.

11. STANDARD REQUIRED EQUIPMENT:

A. Choke Manifold
B. Upper and Lower Kelly Cock
C. Stabbing Valve
D. Visual Mud Monitoring

12. HAZARDOUS CHEMICALS:
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(Attachment: BOP Schematic Diagram)
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RECEIVED: Jan. 07, 2014

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-53626 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK UNIT 7-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500100000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0823 FNL 0874 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENE Section: 07 Township: 26.0S Range: 20.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

1 /7 /2014

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Attached are the drilling reports for the month of December.

NAME (PLEASE PRINT) PHONE NUMBER 
 Joy Gardner 720 956-5763

TITLE
 Sr. Engineering Tech

SIGNATURE
 N/A

DATE
 1 /7 /2014

January 08, 2014

Sundry Number: 46572 API Well Number: 43019500100000Sundry Number: 46572 API Well Number: 43019500100000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 7-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500100000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0823 FNL 0874 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 07 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION
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NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:
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SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

1/7/2014
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Attached are the drilling reports for the month of December. Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
January 08, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech
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N/A 1/7/2014
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Attached are the drilling reports for the month of December. Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
January 08, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 1/7/2014

RECEIVED: Jan. 07,
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Well Name: Cane Creek 7-1

Report Printed:   1/7/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Operator

Fidelity E&P
Surface Legal Location

NENE Sec7, T26S R20E
Rig

Nabors Drilling  
M40

Company Man\Well Site Lead

Paul Roberts
Rig Email Address

NaborsM40@Fidelityepco.com
Rig Phone Number

(970) 986-4401
Rig Release Previous Well

9/28/2013 06:00
Rig Release Date

12/22/2013 06:00

Drilling Hours (hr)

842.18
Circulating Hours (hr)

84.39
Job ROP (ft/hr)

16.2
Job ROP Rotating (ft/hr)

42.8
Job ROP Sliding (ft/hr)

3.0
Job Rotating % (%)

22.84
Total Job Percent Sliding (%)

77.16
Target Depth (ftKB)

13,196.0
Kick Off Date

11/3/2013
Kick Off Depth (ftKB)

6,860.0
Kick Off Depth  (TVD) (ftKB)

6,789.5
Daily Operations
Report Start Date

12/1/2013 06:00
Report End Date

12/2/2013 06:00
Days From Spud (days)

58.19
Start Depth (ftKB)

9,091.0
End Depth (ftKB)

9,229.0
Daily Depth Progress (ft)

138.00
Operations at Report Time

Drilling ahead
Operations Summary

Service rig, TIH, displace, strip in hole, drill from 9091' to 9237'

115bbls. mud loss last 24hr. 111bbls. formation, 4bbls solids control
Operations Next Report Period

Drilling
Weather

Cloudy
Wellbore

Original Hole
Daily Contacts

Job Contact Position Office

Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 0.50 0.50 7 Service rig & top drive 9,091.0 9,091.0

06:30 6.00 6.50 6 TIH filling pipe every 20stds. remove trip nipple, change rotating rubber &  
install same, TIH to 8070'

9,091.0 9,091.0

12:30 2.50 9.00 5 Displace 18.3ppg KWM off of hole with 16.2ppg. mud 9,091.0 9,091.0

15:00 3.50 12.50 6 Strip in hole from 8070' to 9091' ( orient tool at 8900' pass thru windown of  
side track, resurvey & log last 100ft. of open hole from 8991' to 9091')

9,091.0 9,091.0

18:30 5.50 18.00 2 Rotate & slide from 9091' to 9127', WOB 10/15, RPM 35, SPM 55/58, GPM  
192/203, SPP 3370/3600, (sample from 9100' 85% dol, 15% blk sh,)  
(sample from 9120' 70% dol., 20% blk sh, 10% anhy.)

9,091.0 9,127.0

00:00 6.00 24.00 2 Rotate & slide from 9127' to 9237', WOB 10/15, RPM 35, SPM 55/58, GPM  
192/203, SPP 3370/3600,(sample from 9140' 50% anhy, 45% dol., 5% blk  
sh.,)( sample from 9170' 75% anhy., 25% dolo., tr blk sh.)(sample from  
9190' 50% dol., 30% salt, 10% anhy., 10% blk sh)(sample from 9220' 100%  
salt)

9,127.0 9,237.0

Mud Check: 9,091.0ftKB, 12/1/2013 14:00
Date

12/1/2013
Depth (ftKB)

9,091.0
Density (lb/gal)

16.40
Vis (s/qt)

75
PV OR (Pa•s)

33.0
YP OR (lbf/1…

16.000
Gel (10s) (lbf…

13.000
Gel (10m) (lb…

16.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

3.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L)

3.300
Calcium (mg/L)

2.800
Pot (mg/L) Lime (lb/bbl) Solids (%)

35.5
CaCl (ppm)

336,505
Oil Water Ratio

87.6/12.4
Mud Lost (Hole) (bbl)

57.0
Mud Lost (Surf) (bbl)

8.0
LCM ECD - Manual Entr… T Flowline (°F) Comment

Mud Check: 9,186.0ftKB, 12/1/2013 23:45
Date

12/1/2013
Depth (ftKB)

9,186.0
Density (lb/gal)

16.30
Vis (s/qt)

52
PV OR (Pa•s)

34.0
YP OR (lbf/1…

14.000
Gel (10s) (lbf…

13.000
Gel (10m) (lb…

18.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

3.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L)

3.500
Calcium (mg/L)

2.900
Pot (mg/L) Lime (lb/bbl) Solids (%)

35.0
CaCl (ppm)

347,623
Oil Water Ratio

87.7/12.3
Mud Lost (Hole) (bbl)

54.0
Mud Lost (Surf) (bbl)

4.0
LCM ECD - Manual Entr… T Flowline (°F)

108.0
Comment

Daily Drilling Performance
Depth In (ftKB)

9,091.0
Depth Out (ft…

10,220.0
Drilled (ft)

1,129.00
Date In

12/1/2013 18:30
Date Out

12/3/2013 19:30
Drill Time (hr)

42.00
BHA ROP (ft/hr)

26.9
Rot Time (hr)

18.75
Slide Time (hr)

23.25
% Slide Time …

55.36
% Rot Time (%)

44.64
Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

7/1/2013 Conductor 103.0

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Report for: 12/2/2013
Report #: 65, DFS: 58.19

Daily Depth Progress: 138.00

Sundry Number: 46572 API Well Number: 43019500100000Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/2/2013
Report #: 65, DFS: 58.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 138.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Surface Legal Location

Fidelity E&P NENE Sec7, T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00 12/22/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

842.18 84.39 16.2 42.8 3.0 22.84 77.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/1/2013 06:00 12/2/2013 06:00 58.19 9,091.0 9,229.0 138.00
Operations at Report Time

Drilling ahead
Operations Summary

Service rig, TlH, displace, strip in hole, drill from 9091' to 9237'

115bbls. mud loss last 24hr. 111bbls. formation, 4bbls solids control
Operations Next Report Period

Drilling
Weather Wellbore

Cloudy Original Hole
Daily Contacts

Job Contact Position Office

Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 0.50 0.50 7 Service rig & top drive 9,091.0 9,091.0
06:30 6.00 6.50 6 TlH filling pipe every 20stds. remove trip nipple, change rotating rubber & 9,091.0 9,091.0

install same, TlH to 8070'

12:30 2.50 9.00 5 Displace 18.3ppg KWM off of hole with 16.2ppg. mud 9,091.0 9,091.0
15:00 3.50 12.50 6 Strip in hole from 8070' to 9091' ( orient tool at 8900' pass thru windown of 9,091.0 9,091.0

side track, resurvey & log last 100ft. of open hole from 8991' to 9091')
18:30 5.50 18.00 2 Rotate & slide from 9091' to 9127', WOB 10/15, RPM 35, SPM 55/58, GPM 9,091.0 9,127.0

192/203, SPP 3370/3600, (sample from 9100' 85% dol, 15% blk sh,)
(sample from 9120' 70% dol., 20% blk sh, 10% anhy.)

00:00 6.00 24.00 2 Rotate & slide from 9127' to 9237', WOB 10/15, RPM 35, SPM 55/58, GPM 9,127.0 9,237.0
192/203, SPP 3370/3600,(sample from 9140' 50% anhy, 45% dol., 5% blk
sh.,)( sample from 9170' 75% anhy., 25% dolo., tr blk sh.)(sample from
9190' 50% dol., 30% salt, 10% anhy., 10% blk sh)(sample from 9220' 100%
salt)

Mud Check: 9,091.0ftKB, 12/1/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/1/2013 9,091.0 16.40 75 33.0 16.000 13.000 16.000 3.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.300 2.800 35.5 336,505 87.6/12.4
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

57.0 8.0
Mud Check: 9,186.0ftKB, 12/1/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/1/2013 9,186.0 16.30 52 34.0 14.000 13.000 18.000 3.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.500 2.900 35.0 347,623 87.7/12.3
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

54.0 4.0 108.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

9,091.0 10,220.0 1,129.00 12/1/2013 18:30 12/3/2013 19:30 42.00 26.9 18.75 23.25 55.36 44.64
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094
12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

9,091.0 10,220.0 1,129.00 12/1/2013 18:30 12/3/2013 19:30 42.00 26.9 18.75 23.25 55.36 44.64
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

7/1/2013 Conductor 103.0

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/2/2013
Report #: 65, DFS: 58.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 138.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Surface Legal Location

Fidelity E&P NENE Sec7, T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00 12/22/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

842.18 84.39 16.2 42.8 3.0 22.84 77.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/1/2013 06:00 12/2/2013 06:00 58.19 9,091.0 9,229.0 138.00
Operations at Report Time

Drilling ahead
Operations Summary

Service rig, TlH, displace, strip in hole, drill from 9091' to 9237'

115bbls. mud loss last 24hr. 111bbls. formation, 4bbls solids control
Operations Next Report Period

Drilling
Weather Wellbore

Cloudy Original Hole
Daily Contacts

Job Contact Position Office

Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 0.50 0.50 7 Service rig & top drive 9,091.0 9,091.0

06:30 6.00 6.50 6 TlH filling pipe every 20stds. remove trip nipple, change rotating rubber & 9,091.0 9,091.0
install same, TlH to 8070'

12:30 2.50 9.00 5 Displace 18.3ppg KWM off of hole with 16.2ppg. mud 9,091.0 9,091.0

15:00 3.50 12.50 6 Strip in hole from 8070' to 9091' ( orient tool at 8900' pass thru windown of 9,091.0 9,091.0
side track, resurvey & log last 100ft. of open hole from 8991' to 9091')

18:30 5.50 18.00 2 Rotate & slide from 9091' to 9127', WOB 10/15, RPM 35, SPM 55/58, GPM 9,091.0 9,127.0
192/203, SPP 3370/3600, (sample from 9100' 85% dol, 15% blk sh,)
(sample from 9120' 70% dol., 20% blk sh, 10% anhy.)

00:00 6.00 24.00 2 Rotate & slide from 9127' to 9237', WOB 10/15, RPM 35, SPM 55/58, GPM 9,127.0 9,237.0
192/203, SPP 3370/3600,(sample from 9140' 50% anhy, 45% dol., 5% blk
sh.,)( sample from 9170' 75% anhy., 25% dolo., tr blk sh.)(sample from
9190' 50% dol., 30% salt, 10% anhy., 10% blk sh)(sample from 9220' 100%
salt)

Mud Check: 9,091.0ftKB, 12/1/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/1/2013 9,091.0 16.40 75 33.0 16.000 13.000 16.000 3.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.300 2.800 35.5 336,505 87.6/12.4
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

57.0 8.0
Mud Check: 9,186.0ftKB, 12/1/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/1/2013 9,186.0 16.30 52 34.0 14.000 13.000 18.000 3.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.500 2.900 35.0 347,623 87.7/12.3
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

54.0 4.0 108.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

9,091.0 10,220.0 1,129.00 12/1/2013 18:30 12/3/2013 19:30 42.00 26.9 18.75 23.25 55.36 44.64
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

7/1/2013 Conductor 103.0

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 1/1 Report Printed:

Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/2/2013
Report #: 65, DFS: 58.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 138.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Surface Legal Location

Fidelity E&P NENE Sec7, T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00 12/22/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

842.18 84.39 16.2 42.8 3.0 22.84 77.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/1/2013 06:00 12/2/2013 06:00 58.19 9,091.0 9,229.0 138.00
Operations at Report Time

Drilling ahead
Operations Summary

Service rig, TlH, displace, strip in hole, drill from 9091' to 9237'

115bbls. mud loss last 24hr. 111bbls. formation, 4bbls solids control
Operations Next Report Period

Drilling
Weather Wellbore

Cloudy Original Hole
Daily Contacts

Job Contact Position Office

Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 0.50 0.50 7 Service rig & top drive 9,091.0 9,091.0

06:30 6.00 6.50 6 TlH filling pipe every 20stds. remove trip nipple, change rotating rubber & 9,091.0 9,091.0
install same, TlH to 8070'

12:30 2.50 9.00 5 Displace 18.3ppg KWM off of hole with 16.2ppg. mud 9,091.0 9,091.0

15:00 3.50 12.50 6 Strip in hole from 8070' to 9091' ( orient tool at 8900' pass thru windown of 9,091.0 9,091.0
side track, resurvey & log last 100ft. of open hole from 8991' to 9091')

18:30 5.50 18.00 2 Rotate & slide from 9091' to 9127', WOB 10/15, RPM 35, SPM 55/58, GPM 9,091.0 9,127.0
192/203, SPP 3370/3600, (sample from 9100' 85% dol, 15% blk sh,)
(sample from 9120' 70% dol., 20% blk sh, 10% anhy.)

00:00 6.00 24.00 2 Rotate & slide from 9127' to 9237', WOB 10/15, RPM 35, SPM 55/58, GPM 9,127.0 9,237.0
192/203, SPP 3370/3600,(sample from 9140' 50% anhy, 45% dol., 5% blk
sh.,)( sample from 9170' 75% anhy., 25% dolo., tr blk sh.)(sample from
9190' 50% dol., 30% salt, 10% anhy., 10% blk sh)(sample from 9220' 100%
salt)

Mud Check: 9,091.0ftKB, 12/1/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/1/2013 9,091.0 16.40 75 33.0 16.000 13.000 16.000 3.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.300 2.800 35.5 336,505 87.6/12.4
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

57.0 8.0
Mud Check: 9,186.0ftKB, 12/1/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/1/2013 9,186.0 16.30 52 34.0 14.000 13.000 18.000 3.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.500 2.900 35.0 347,623 87.7/12.3
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

54.0 4.0 108.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

9,091.0 10,220.0 1,129.00 12/1/2013 18:30 12/3/2013 19:30 42.00 26.9 18.75 23.25 55.36 44.64
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

7/1/2013 Conductor 103.0

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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alexishuefner
Sticky Note
API on drilling reports should be 4301950010



RECEIVED: Jan. 07, 2014

Page  1/1

Well Name: Cane Creek 7-1

Report Printed:   1/7/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Operator

Fidelity E&P
Surface Legal Location

NENE Sec7, T26S R20E
Rig

Nabors Drilling  
M40

Company Man\Well Site Lead

Paul Roberts
Rig Email Address

NaborsM40@Fidelityepco.com
Rig Phone Number

(970) 986-4401
Rig Release Previous Well

9/28/2013 06:00
Rig Release Date

12/22/2013 06:00

Drilling Hours (hr)

842.18
Circulating Hours (hr)

84.39
Job ROP (ft/hr)

16.2
Job ROP Rotating (ft/hr)

42.8
Job ROP Sliding (ft/hr)

3.0
Job Rotating % (%)

22.84
Total Job Percent Sliding (%)

77.16
Target Depth (ftKB)

13,196.0
Kick Off Date

11/3/2013
Kick Off Depth (ftKB)

6,860.0
Kick Off Depth  (TVD) (ftKB)

6,789.5
Daily Operations
Report Start Date

12/2/2013 06:00
Report End Date

12/3/2013 06:00
Days From Spud (days)

59.19
Start Depth (ftKB)

9,238.0
End Depth (ftKB)

10,165.0
Daily Depth Progress (ft)

927.00
Operations at Report Time

Drilling ahead
Operations Summary

Rotate / sliding from 9237' to 10,165'

28 bbl mud loss in last 24 hr; 7 bbl formation 21 bbl solids control.
Operations Next Report Period

Drilling
Weather

Cloudy
Wellbore

Original Hole
Daily Contacts

Job Contact Position Office

Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Rotate & slide from 9237' to 9333' WOB 11/18, RPM 35, SPM 54, SPP  
3250, 

9,237.0 9,333.0

12:00 6.00 12.00 2 Rotate & slide from 9333' to 9560' WOB 11/18, RPM 35, SPM 54, SPP  
3650
BOP drill 88sec.

9,333.0 9,560.0

18:00 6.00 18.00 2 Rotate & slide from 9560' to 9880', WOB 12/18, RPM 35, SPM 54, SPP  
3650, (sample from 9610' 100% salt,)(sample from 9750' 100% salt.)
(sample from 9750' 100% salt)
BOP drill 85sec.

9,560.0 9,880.0

00:00 6.00 24.00 2 Rotate & slide from 9880' to 10,165' WOB 12/18, RPM 35, SPM 58, SPP  
3650,(sample from 9900' 100% salt,)(sample from 10,000' 100% salt)
(sample from 10100' 100% salt) ( Top of cane creek @ 10,157 )

9,880.0 10,165.0

Mud Check: 9,495.0ftKB, 12/2/2013 15:00
Date

12/2/2013
Depth (ftKB)

9,495.0
Density (lb/gal)

16.30
Vis (s/qt)

55
PV OR (Pa•s)

28.0
YP OR (lbf/1…

17.000
Gel (10s) (lbf…

11.000
Gel (10m) (lb…

14.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

2.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L)

360,326.00
0

Pot (mg/L) Lime (lb/bbl) Solids (%)

36.0
CaCl (ppm) Oil Water Ratio

87.5/12.5

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr… T Flowline (°F)

110.0
Comment

Mud Check: 10,078.0ftKB, 12/2/2013 23:45
Date

12/2/2013
Depth (ftKB)

10,078.0
Density (lb/gal)

16.30
Vis (s/qt)

51
PV OR (Pa•s)

33.0
YP OR (lbf/1…

12.000
Gel (10s) (lbf…

12.000
Gel (10m) (lb…

16.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

3.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L)

391,431.00
0

Pot (mg/L) Lime (lb/bbl) Solids (%)

36.0
CaCl (ppm) Oil Water Ratio

88.3/11.7

Mud Lost (Hole) (bbl)

7.0
Mud Lost (Surf) (bbl)

21.0
LCM ECD - Manual Entr… T Flowline (°F)

106.0
Comment

Daily Drilling Performance
Depth In (ftKB)

9,091.0
Depth Out (ft…

10,220.0
Drilled (ft)

1,129.00
Date In

12/1/2013 18:30
Date Out

12/3/2013 19:30
Drill Time (hr)

42.00
BHA ROP (ft/hr)

26.9
Rot Time (hr)

18.75
Slide Time (hr)

23.25
% Slide Time …

55.36
% Rot Time (%)

44.64
Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

7/1/2013 Conductor 103.0

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Report for: 12/3/2013
Report #: 66, DFS: 59.19

Daily Depth Progress: 927.00

Sundry Number: 46572 API Well Number: 43019500100000Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/3/2013
Report #: 66, DFS: 59.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 927.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Surface Legal Location

Fidelity E&P NENE Sec7, T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00 12/22/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

842.18 84.39 16.2 42.8 3.0 22.84 77.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/2/2013 06:00 12/3/2013 06:00 59.19 9,238.0 10,165.0 927.00
Operations at Report Time

Drilling ahead
Operations Summary

Rotate / sliding from 9237' to 10,165'

28 bbl mud loss in last 24 hr; 7 bbl formation 21 bbl solids control.
Operations Next Report Period

Drilling
Weather Wellbore

Cloudy Original Hole
Daily Contacts

Job Contact Position Offce

Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Rotate & slide from 9237' to 9333' WOB 11/18, RPM 35, SPM 54, SPP 9,237.0 9,333.0
3250,

12:00 6.00 12.00 2 Rotate & slide from 9333' to 9560' WOB 11/18, RPM 35, SPM 54, SPP 9,333.0 9,560.0
3650
BOP drill 88sec.

18:00 6.00 18.00 2 Rotate & slide from 9560' to 9880', WOB 12/18, RPM 35, SPM 54, SPP 9,560.0 9,880.0
3650, (sample from 9610' 100% salt,)(sample from 9750' 100% salt.)
(sample from 9750' 100% salt)
BOP drill 85sec.

00:00 6.00 24.00 2 Rotate & slide from 9880' to 10,165' WOB 12/18, RPM 35, SPM 58, SPP 9,880.0 10,165.0
3650,(sample from 9900' 100% salt,)(sample from 10,000' 100% salt)
(sample from 10100' 100% salt) ( Top of cane creek @ 10,157 )

Mud Check: 9,495.0ftKB, 12/2/2013 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/2/2013 9,495.0 16.30 55 28.0 17.000 11.000 14.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

360,326.00 36.0 87.5/12.5
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

110.0
Mud Check: 10,078.0ftKB, 12/2/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/2/2013 10,078.0 16.30 51 33.0 12.000 12.000 16.000 3.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

391,431.00 36.0 88.3/11.7
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

7.0 21.0 106.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)
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Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094
12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/3/2013
Report #: 66, DFS: 59.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 927.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Surface Legal Location

Fidelity E&P NENE Sec7, T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00 12/22/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

842.18 84.39 16.2 42.8 3.0 22.84 77.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/2/2013 06:00 12/3/2013 06:00 59.19 9,238.0 10,165.0 927.00
Operations at Report Time

Drilling ahead
Operations Summary

Rotate / sliding from 9237' to 10,165'

28 bbl mud loss in last 24 hr; 7 bbl formation 21 bbl solids control.
Operations Next Report Period

Drilling
Weather Wellbore

Cloudy Original Hole
Daily Contacts

Job Contact Position Offce

Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
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(sample from 9750' 100% salt)
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3650,(sample from 9900' 100% salt,)(sample from 10,000' 100% salt)
(sample from 10100' 100% salt) ( Top of cane creek @ 10,157 )

Mud Check: 9,495.0ftKB, 12/2/2013 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/2/2013 9,495.0 16.30 55 28.0 17.000 11.000 14.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

360,326.00 36.0 87.5/12.5
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

110.0
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RECEIVED: Jan. 07, 2014

Page  1/2

Well Name: Cane Creek 7-1

Report Printed:   1/7/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Operator

Fidelity E&P
Surface Legal Location

NENE Sec7, T26S R20E
Rig

Nabors Drilling  
M40

Company Man\Well Site Lead

Paul Roberts
Rig Email Address

NaborsM40@Fidelityepco.com
Rig Phone Number

(970) 986-4401
Rig Release Previous Well

9/28/2013 06:00
Rig Release Date

12/22/2013 06:00

Drilling Hours (hr)

842.18
Circulating Hours (hr)

84.39
Job ROP (ft/hr)

16.2
Job ROP Rotating (ft/hr)

42.8
Job ROP Sliding (ft/hr)

3.0
Job Rotating % (%)

22.84
Total Job Percent Sliding (%)

77.16
Target Depth (ftKB)

13,196.0
Kick Off Date

11/3/2013
Kick Off Depth (ftKB)

6,860.0
Kick Off Depth  (TVD) (ftKB)

6,789.5
Daily Operations
Report Start Date

12/3/2013 06:00
Report End Date

12/4/2013 06:00
Days From Spud (days)

60.19
Start Depth (ftKB)

10,165.0
End Depth (ftKB)

10,220.0
Daily Depth Progress (ft)

55.00
Operations at Report Time

transfering mud
Operations Summary

Trouble shoot P-Zig, drill from 10,165' to 10,168', trouble shoot P-Zig, drill from 10,168' to 10,220', Circulate B/U, spot LCM pill in open hole, Strip out of hole to  
8060', transfer 16.3 ppg from active system to tank farm, transfer 18.4 ppg from tank farm to active system.

18 bbl mud loss in last 24hr; 18 bbl solids comtrol 0 bbl to formation.
Operations Next Report Period

Drilling
Weather

Snow
Wellbore

Original Hole
Daily Contacts

Job Contact Position Office

Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 0.50 0.50 5 Trouble shooting P-Zig 10,165.0 10,165.0

06:30 1.50 2.00 2 Slide from 10,165' to 10,168' 10,165.0 10,168.0

08:00 1.50 3.50 5 Trouble shooting P-Zig 10,168.0 10,168.0

09:30 10.00 13.50 2 Slide from 10,168' to 10,220', WOB 6/8, RPM 0, SPM 58, SPP 3600,  
(sample from 10,200' 50% anhy, 30% blk sh., 20% dolo.)(sample from  
10,210' 45% dolo., 35% blk sh., 20% anhy)

10,168.0 10,220.0

19:30 2.00 15.50 5 Cir. bottoms up & spot LCM pill in open hole 10,220.0 10,220.0

21:30 3.00 18.50 6 Strip out of hole from 10,220' to 8064' @ 5 MPS, holding back press on  
well bore with MPD. Shut in with MPD holding back press of 770psi on well  
bore.

10,220.0 10,220.0

00:30 5.50 24.00 22 Transfer 16.3ppg mud from active system to tank farm, transfer 18.4ppg  
KWM to active system. Repair leak on mud pump suction line 2 hr.

10,220.0 10,220.0

Mud Check: 10,193.0ftKB, 12/3/2013 15:00
Date

12/3/2013
Depth (ftKB)

10,193.0
Density (lb/gal)

16.35
Vis (s/qt)

51
PV OR (Pa•s)

31.0
YP OR (lbf/1…

16.000
Gel (10s) (lbf…

12.000
Gel (10m) (lb…

16.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

2.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L)

348,409.00
0

Pot (mg/L) Lime (lb/bbl) Solids (%)

36.0
CaCl (ppm) Oil Water Ratio

87.5/12.5

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl)

17.0
LCM ECD - Manual Entr… T Flowline (°F)

110.0
Comment

Mud Check: 8,064.0ftKB, 12/3/2013 23:45
Date

12/3/2013
Depth (ftKB)

8,064.0
Density (lb/gal)

16.30
Vis (s/qt)

58
PV OR (Pa•s)

31.0
YP OR (lbf/1…

16.000
Gel (10s) (lbf…

12.000
Gel (10m) (lb…

16.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

2.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L)

348,409.00
0

Pot (mg/L) Lime (lb/bbl) Solids (%)

36.0
CaCl (ppm) Oil Water Ratio

87.5/12.5

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl)

1.0
LCM ECD - Manual Entr… T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB)

9,091.0
Depth Out (ft…

10,220.0
Drilled (ft)

1,129.00
Date In

12/1/2013 18:30
Date Out

12/3/2013 19:30
Drill Time (hr)

42.00
BHA ROP (ft/hr)

26.9
Rot Time (hr)

18.75
Slide Time (hr)

23.25
% Slide Time …

55.36
% Rot Time (%)

44.64
Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

7/1/2013 Conductor 103.0

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094

Report for: 12/4/2013
Report #: 67, DFS: 60.19

Daily Depth Progress: 55.00

Sundry Number: 46572 API Well Number: 43019500100000Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/4/2013
Report #: 67, DFS: 60.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 55.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Surface Legal Location

Fidelity E&P NENE Sec7, T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00 12/22/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

842.18 84.39 16.2 42.8 3.0 22.84 77.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/3/2013 06:00 12/4/2013 06:00 60.19 10,165.0 10,220.0 55.00
Operations at Report Time

transfering mud
Operations Summary

Trouble shoot P-Zig, drill from 10,165' to 10,168', trouble shoot P-Zig, drill from 10,168' to 10,220', Circulate B/U, spot LCM pill in open hole, Strip out of hole to
8060', transfer 16.3 ppg from active system to tank farm, transfer 18.4 ppg from tank farm to active system.

18 bbl mud loss in last 24hr; 18 bbl solids comtrol O bbl to formation.
Operations Next Report Period

Drilling
Weather Wellbore

Snow Original Hole
Daily Contacts

Job Contact Position Offce

Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 0.50 0.50 5 Trouble shooting P-Zig 10,165.0 10,165.0
06:30 1.50 2.00 2 Slide from 10,165' to 10,168' 10,165.0 10,168.0
08:00 1.50 3.50 5 Trouble shooting P-Zig 10,168.0 10,168.0
09:30 10.00 13.50 2 Slide from 10,168' to 10,220', WOB 6/8, RPM 0, SPM 58, SPP 3600, 10,168.0 10,220.0

(sample from 10,200' 50% anhy, 30% blk sh., 20% dolo.)(sample from
10,210' 45% dolo., 35% blk sh., 20% anhy)

19:30 2.00 15.50 5 Cir. bottoms up & spot LCM pill in open hole 10,220.0 10,220.0
21:30 3.00 18.50 6 Strip out of hole from 10,220' to 8064' @5 MPS, holding back press on 10,220.0 10,220.0

well bore with MPD. Shut in with MPD holding back press of 770psi on well
bore.

00:30 5.50 24.00 22 Transfer 16.3ppg mud from active system to tank farm, transfer 18.4ppg 10,220.0 10,220.0
KWM to active system. Repair leak on mud pump suction line 2 hr.

Mud Check: 10,193.0ftKB, 12/3/2013 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/3/2013 10,193.0 16.35 51 31.0 16.000 12.000 16.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

348,409.00 36.0 87.5/12.5
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

17.0 110.0
Mud Check: 8,064.0ftKB, 12/3/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/3/2013 8,064.0 16.30 58 31.0 16.000 12.000 16.000 2.0 2
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348,409.00 36.0 87.5/12.5
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

1.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

9,091.0 10,220.0 1,129.00 12/1/2013 18:30 12/3/2013 19:30 42.00 26.9 18.75 23.25 55.36 44.64
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094
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(sample from 10,200' 50% anhy, 30% blk sh., 20% dolo.)(sample from
10,210' 45% dolo., 35% blk sh., 20% anhy)

19:30 2.00 15.50 5 Cir. bottoms up & spot LCM pill in open hole 10,220.0 10,220.0

21:30 3.00 18.50 6 Strip out of hole from 10,220' to 8064' @5 MPS, holding back press on 10,220.0 10,220.0
well bore with MPD. Shut in with MPD holding back press of 770psi on well
bore.

00:30 5.50 24.00 22 Transfer 16.3ppg mud from active system to tank farm, transfer 18.4ppg 10,220.0 10,220.0
KWM to active system. Repair leak on mud pump suction line 2 hr.
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13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/3/2013 06:00 12/4/2013 06:00 60.19 10,165.0 10,220.0 55.00
Operations at Report Time

transfering mud
Operations Summary

Trouble shoot P-Zig, drill from 10,165' to 10,168', trouble shoot P-Zig, drill from 10,168' to 10,220', Circulate B/U, spot LCM pill in open hole, Strip out of hole to
8060', transfer 16.3 ppg from active system to tank farm, transfer 18.4 ppg from tank farm to active system.

18 bbl mud loss in last 24hr; 18 bbl solids comtrol O bbl to formation.
Operations Next Report Period

Drilling
Weather Wellbore

Snow Original Hole
Daily Contacts

Job Contact Position Offce

Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 0.50 0.50 5 Trouble shooting P-Zig 10,165.0 10,165.0

06:30 1.50 2.00 2 Slide from 10,165' to 10,168' 10,165.0 10,168.0

08:00 1.50 3.50 5 Trouble shooting P-Zig 10,168.0 10,168.0

09:30 10.00 13.50 2 Slide from 10,168' to 10,220', WOB 6/8, RPM 0, SPM 58, SPP 3600, 10,168.0 10,220.0
(sample from 10,200' 50% anhy, 30% blk sh., 20% dolo.)(sample from
10,210' 45% dolo., 35% blk sh., 20% anhy)

19:30 2.00 15.50 5 Cir. bottoms up & spot LCM pill in open hole 10,220.0 10,220.0

21:30 3.00 18.50 6 Strip out of hole from 10,220' to 8064' @5 MPS, holding back press on 10,220.0 10,220.0
well bore with MPD. Shut in with MPD holding back press of 770psi on well
bore.

00:30 5.50 24.00 22 Transfer 16.3ppg mud from active system to tank farm, transfer 18.4ppg 10,220.0 10,220.0
KWM to active system. Repair leak on mud pump suction line 2 hr.

Mud Check: 10,193.0ftKB, 12/3/2013 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/3/2013 10,193.0 16.35 51 31.0 16.000 12.000 16.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

348,409.00 36.0 87.5/12.5
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

17.0 110.0
Mud Check: 8,064.0ftKB, 12/3/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/3/2013 8,064.0 16.30 58 31.0 16.000 12.000 16.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

348,409.00 36.0 87.5/12.5
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

1.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

9,091.0 10,220.0 1,129.00 12/1/2013 18:30 12/3/2013 19:30 42.00 26.9 18.75 23.25 55.36 44.64
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

7/1/2013 Conductor 103.0

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094

Page 1/2 Report Printed:

Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/4/2013
Report #: 67, DFS: 60.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 55.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Surface Legal Location

Fidelity E&P NENE Sec7, T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00 12/22/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

842.18 84.39 16.2 42.8 3.0 22.84 77.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/3/2013 06:00 12/4/2013 06:00 60.19 10,165.0 10,220.0 55.00
Operations at Report Time

transfering mud
Operations Summary

Trouble shoot P-Zig, drill from 10,165' to 10,168', trouble shoot P-Zig, drill from 10,168' to 10,220', Circulate B/U, spot LCM pill in open hole, Strip out of hole to
8060', transfer 16.3 ppg from active system to tank farm, transfer 18.4 ppg from tank farm to active system.

18 bbl mud loss in last 24hr; 18 bbl solids comtrol O bbl to formation.
Operations Next Report Period

Drilling
Weather Wellbore

Snow Original Hole
Daily Contacts

Job Contact Position Offce

Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 0.50 0.50 5 Trouble shooting P-Zig 10,165.0 10,165.0

06:30 1.50 2.00 2 Slide from 10,165' to 10,168' 10,165.0 10,168.0

08:00 1.50 3.50 5 Trouble shooting P-Zig 10,168.0 10,168.0

09:30 10.00 13.50 2 Slide from 10,168' to 10,220', WOB 6/8, RPM 0, SPM 58, SPP 3600, 10,168.0 10,220.0
(sample from 10,200' 50% anhy, 30% blk sh., 20% dolo.)(sample from
10,210' 45% dolo., 35% blk sh., 20% anhy)

19:30 2.00 15.50 5 Cir. bottoms up & spot LCM pill in open hole 10,220.0 10,220.0

21:30 3.00 18.50 6 Strip out of hole from 10,220' to 8064' @5 MPS, holding back press on 10,220.0 10,220.0
well bore with MPD. Shut in with MPD holding back press of 770psi on well
bore.

00:30 5.50 24.00 22 Transfer 16.3ppg mud from active system to tank farm, transfer 18.4ppg 10,220.0 10,220.0
KWM to active system. Repair leak on mud pump suction line 2 hr.

Mud Check: 10,193.0ftKB, 12/3/2013 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/3/2013 10,193.0 16.35 51 31.0 16.000 12.000 16.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

348,409.00 36.0 87.5/12.5
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

17.0 110.0
Mud Check: 8,064.0ftKB, 12/3/2013 23:45
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/3/2013 8,064.0 16.30 58 31.0 16.000 12.000 16.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

348,409.00 36.0 87.5/12.5
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

1.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

9,091.0 10,220.0 1,129.00 12/1/2013 18:30 12/3/2013 19:30 42.00 26.9 18.75 23.25 55.36 44.64
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

7/1/2013 Conductor 103.0

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094
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RECEIVED: Jan. 07, 2014
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Well Name: Cane Creek 7-1

Report Printed:   1/7/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Report for: 12/4/2013
Report #: 67, DFS: 60.19

Daily Depth Progress: 55.00

Sundry Number: 46572 API Well Number: 43019500100000Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/4/2013
Report #: 67, DFS: 60.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 55.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/4/2013
Report #: 67, DFS: 60.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 55.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/4/2013
Report #: 67, DFS: 60.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 55.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/4/2013
Report #: 67, DFS: 60.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 55.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/4/2013
Report #: 67, DFS: 60.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 55.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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RECEIVED: Jan. 07, 2014

Page  1/1

Well Name: Cane Creek 7-1

Report Printed:   1/7/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Operator

Fidelity E&P
Surface Legal Location

NENE Sec7, T26S R20E
Rig

Nabors Drilling  
M40

Company Man\Well Site Lead

Paul Roberts
Rig Email Address

NaborsM40@Fidelityepco.com
Rig Phone Number

(970) 986-4401
Rig Release Previous Well

9/28/2013 06:00
Rig Release Date

12/22/2013 06:00

Drilling Hours (hr)

842.18
Circulating Hours (hr)

84.39
Job ROP (ft/hr)

16.2
Job ROP Rotating (ft/hr)

42.8
Job ROP Sliding (ft/hr)

3.0
Job Rotating % (%)

22.84
Total Job Percent Sliding (%)

77.16
Target Depth (ftKB)

13,196.0
Kick Off Date

11/3/2013
Kick Off Depth (ftKB)

6,860.0
Kick Off Depth  (TVD) (ftKB)

6,789.5
Daily Operations
Report Start Date

12/4/2013 06:00
Report End Date

12/5/2013 06:00
Days From Spud (days)

61.19
Start Depth (ftKB)

10,220.0
End Depth (ftKB)

10,220.0
Daily Depth Progress (ft)

0.00
Operations at Report Time

TIH
Operations Summary

Repair leaking hammer union on suction line, finish transfer, displace with KWM, check flow, POOH, change out dir. tools, surface test, M/U bit, TIH

10bbl loss last 24hrs., 9 formation, 1 solids control
Operations Next Report Period

Trips
Weather

Sunny and Clear
Wellbore

Original Hole
Daily Contacts

Job Contact Position Office

Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 0.50 0.50 8 Hammer up suction line from mud pit to mud pump 10,220.0 10,220.0

06:30 1.50 2.00 22 Finish transfering 18.4ppg KWM to active system 10,220.0 10,220.0

08:00 4.50 6.50 5 Displace 16.3ppg out of hole with 18.4ppg KWM, shut down, pump out gas  
buster, continue displacement. pump slug.

10,220.0 10,220.0

12:30 0.50 7.00 5 Check flow 10,220.0 10,220.0

13:00 11.00 18.00 6 POOH 10,220.0 10,220.0

00:00 3.00 21.00 6 Lay down & change out Dir. BHA, scribe tool, surface test, make up bit. 10,220.0 10,220.0

03:00 3.00 24.00 6 TIH filling pipe every 20stds. 10,220.0 10,220.0

Mud Check: 8,064.0ftKB, 12/4/2013 15:00
Date

12/4/2013
Depth (ftKB)

8,064.0
Density (lb/gal)

18.35
Vis (s/qt)

96
PV OR (Pa•s)

44.0
YP OR (lbf/1…

21.000
Gel (10s) (lbf…

14.000
Gel (10m) (lb…

18.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

2.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L)

395,006.00
0

Pot (mg/L) Lime (lb/bbl) Solids (%)

43.0
CaCl (ppm) Oil Water Ratio

87.7/12.3

Mud Lost (Hole) (bbl)

9.0
Mud Lost (Surf) (bbl) LCM ECD - Manual Entr… T Flowline (°F)

46.0
Comment

Mud Check: <depth>ftKB, 12/4/2013 23:45
Date

12/4/2013
Depth (ftKB) Density (lb/gal)

18.35
Vis (s/qt)

98
PV OR (Pa•s)

44.0
YP OR (lbf/1…

21.000
Gel (10s) (lbf…

14.000
Gel (10m) (lb…

18.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

2.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L)

395,006.00
0

Pot (mg/L) Lime (lb/bbl) Solids (%)

43.0
CaCl (ppm) Oil Water Ratio

87.7/12.3

Mud Lost (Hole) (bbl)

0.0
Mud Lost (Surf) (bbl) LCM ECD - Manual Entr… T Flowline (°F)

43.0
Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft… Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time … % Rot Time (%)

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

7/1/2013 Conductor 103.0

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Report for: 12/5/2013
Report #: 68, DFS: 61.19

Daily Depth Progress: 0.00

Sundry Number: 46572 API Well Number: 43019500100000Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/5/2013
Report #: 68, DFS: 61.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Surface Legal Location

Fidelity E&P NENE Sec7, T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00 12/22/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

842.18 84.39 16.2 42.8 3.0 22.84 77.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/4/2013 06:00 12/5/2013 06:00 61.19 10,220.0 10,220.0 0.00
Operations at Report Time

TlH
Operations Summary

Repair leaking hammer union on suction line, finish transfer, displace with KWM, check flow, POOH, change out dir. tools, surface test, M/U bit, TlH

10bbl loss last 24hrs., 9 formation, 1 solids control
Operations Next Report Period

Trips
Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Offce

Delbert Sullivan Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 0.50 0.50 8 Hammer up suction line from mud pit to mud pump 10,220.0 10,220.0
06:30 1.50 2.00 22 Finish transfering 18.4ppg KWM to active system 10,220.0 10,220.0
08:00 4.50 6.50 5 Displace 16.3ppg out of hole with 18.4ppg KWM, shut down, pump out gas 10,220.0 10,220.0

buster, continue displacement. pump slug.

12:30 0.50 7.00 5 Check flow 10,220.0 10,220.0
13:00 11.00 18.00 6 POOH 10,220.0 10,220.0
00:00 3.00 21.00 6 Lay down & change out Dir. BHA, scribe tool, surface test, make up bit. 10,220.0 10,220.0
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FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/5/2013
Report #: 68, DFS: 61.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
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County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
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Operator Surface Legal Location

Fidelity E&P NENE Sec7, T26S R20E
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Well Name: Cane Creek 7-1

Report Printed:   1/7/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Operator

Fidelity E&P
Surface Legal Location

NENE Sec7, T26S R20E
Rig

Nabors Drilling  
M40

Company Man\Well Site Lead

Paul Roberts
Rig Email Address

NaborsM40@Fidelityepco.com
Rig Phone Number

(970) 986-4401
Rig Release Previous Well

9/28/2013 06:00
Rig Release Date

12/22/2013 06:00

Drilling Hours (hr)

842.18
Circulating Hours (hr)

84.39
Job ROP (ft/hr)

16.2
Job ROP Rotating (ft/hr)

42.8
Job ROP Sliding (ft/hr)

3.0
Job Rotating % (%)

22.84
Total Job Percent Sliding (%)

77.16
Target Depth (ftKB)

13,196.0
Kick Off Date

11/3/2013
Kick Off Depth (ftKB)

6,860.0
Kick Off Depth  (TVD) (ftKB)

6,789.5
Daily Operations
Report Start Date

12/5/2013 06:00
Report End Date

12/6/2013 06:00
Days From Spud (days)

62.19
Start Depth (ftKB)

10,220.0
End Depth (ftKB)

10,263.0
Daily Depth Progress (ft)

43.00
Operations at Report Time

Drill 6" Lateral
Operations Summary

Trip in hole to 8,066'. Displace 18.4 KWM with 16.4 ppg OBM. Trip in hole to 8,837'. Change out Rotating Head Bushing and gasket. Trip in hole to 10,150'.  
Relogged from 10,150' to 10,220'. Drill 6" Lateral from 10,220' to 10,263'.  

Mud lost last 24 hr 55 bbl; 44 bbl downhole, 11 bbl to solids control
Operations Next Report Period

Drilling
Weather

Sunny and Clear
Wellbore

Original Hole
Daily Contacts

Job Contact Position Office

Delbert Sullivan Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 4.50 4.50 6 Trip in hole from 3,000' to 6,368'. 10,220.0 10,220.0

10:30 1.00 5.50 6 Removed Trip Nipple and Installed Rotating Head Bushing. 10,220.0 10,220.0

11:30 1.50 7.00 6 Trip in hole from 6,368' to 8,066'. 10,220.0 10,220.0

13:00 1.00 8.00 5 Filled pipe and lined up to Halliburton MPD. 10,220.0 10,220.0

14:00 2.50 10.50 5 Displaced out 18.4 KWM with 16.4 ppg OBM. 10,220.0 10,220.0

16:30 1.50 12.00 6 Trip in hole from 8,066' to 8,837', Halliburton MPD holding 650 psi on  
backside.   

10,220.0 10,220.0

18:00 2.50 14.50 6 Rotating Head leaking. Closed annular, removed rotating head bushing and  
gasket. Installed new gasket and Rotating Head Bushing.  

10,220.0 10,220.0

20:30 1.00 15.50 5 Filled pipe, pumped up survey and oriented toolface. Washed down from  
8,837' to 9,025'. Verify that pipe is in open hole sidetrack.  

10,220.0 10,220.0

21:30 2.00 17.50 6 Trip in hole from 9,025' to 10,150'. Halliburton MPD holding 650 psi on  
backside.  

10,220.0 10,220.0

23:30 1.50 19.00 20 Relogged from 10,150' to 10,220'. 10,220.0 10,220.0

01:00 5.00 24.00 2 Drilled 6" Lateral Section From 10,220' to 10,263'. WOB 10-22k, Rotary 0-
35 rpm, Q= 195 gpm. P= 3700 psi. MW in/out: 16.4 in / 16.4 ppg out. Bgas:  
20-35 units,  Flare: 0 ft.  Cgas: 130 units.    
MPD holding 225-250 psi on WHP.  

10,220.0 10,263.0

Mud Check: 8,067.0ftKB, 12/5/2013 15:00
Date

12/5/2013
Depth (ftKB)

8,067.0
Density (lb/gal)

16.45
Vis (s/qt)

88
PV OR (Pa•s)

30.0
YP OR (lbf/1…

17.000
Gel (10s) (lbf…

12.000
Gel (10m) (lb…

16.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

2.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L)

349,154.00
0

Pot (mg/L) Lime (lb/bbl) Solids (%)

36.0
CaCl (ppm) Oil Water Ratio

87.5/12.5

Mud Lost (Hole) (bbl)

23.0
Mud Lost (Surf) (bbl)

4.0
LCM ECD - Manual Entr… T Flowline (°F)

42.0
Comment

Mud Check: 10,227.0ftKB, 12/5/2013 23:59
Date

12/5/2013
Depth (ftKB)

10,227.0
Density (lb/gal)

16.45
Vis (s/qt)

73
PV OR (Pa•s)

32.0
YP OR (lbf/1…

18.000
Gel (10s) (lbf…

13.000
Gel (10m) (lb…

17.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

2.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L)

349,165.00
0

Pot (mg/L) Lime (lb/bbl) Solids (%)

36.0
CaCl (ppm) Oil Water Ratio

87.5/12.5

Mud Lost (Hole) (bbl)

21.0
Mud Lost (Surf) (bbl)

7.0
LCM ECD - Manual Entr… T Flowline (°F)

75.0
Comment

Daily Drilling Performance
Depth In (ftKB)

10,220.0
Depth Out (ft…

11,941.0
Drilled (ft)

1,721.00
Date In

12/6/2013 01:05
Date Out

12/16/2013 04:00
Drill Time (hr)

145.31
BHA ROP (ft/hr)

11.8
Rot Time (hr)

49.08
Slide Time (hr)

96.23
% Slide Time …

66.22
% Rot Time (%)

33.78

Report for: 12/6/2013
Report #: 69, DFS: 62.19

Daily Depth Progress: 43.00

Sundry Number: 46572 API Well Number: 43019500100000Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/6/2013
Report #: 69, DFS: 62.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 43.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Surface Legal Location

Fidelity E&P NENE Sec7, T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00 12/22/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

842.18 84.39 16.2 42.8 3.0 22.84 77.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/5/2013 06:00 12/6/2013 06:00 62.19 10,220.0 10,263.0 43.00
Operations at Report Time

Drill 6" Lateral
Operations Summary

Trip in hole to 8,066'. Displace 18.4 KWM with 16.4 ppg OBM. Trip in hole to 8,837'. Change out Rotating Head Bushing and gasket. Trip in hole to 10,150'.
Relogged from 10,150' to 10,220'. Drill 6" Lateral from 10,220' to 10,263'.

Mud lost last 24 hr 55 bbl; 44 bbl downhole, 11 bbl to solids control
Operations Next Report Period

Drilling
Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Offce

Delbert Sullivan Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 4.50 4.50 6 Trip in hole from 3,000' to 6,368'. 10,220.0 10,220.0
10:30 1.00 5.50 6 Removed Trip Nipple and Installed Rotating Head Bushing. 10,220.0 10,220.0
11:30 1.50 7.00 6 Trip in hole from 6,368' to 8,066'. 10,220.0 10,220.0
13:00 1.00 8.00 5 Filled pipe and lined up to Halliburton MPD. 10,220.0 10,220.0
14:00 2.50 10.50 5 Displaced out 18.4 KWM with 16.4 ppg OBM. 10,220.0 10,220.0
16:30 1.50 12.00 6 Trip in hole from 8,066' to 8,837', Halliburton MPD holding 650 psi on 10,220.0 10,220.0

backside.

18:00 2.50 14.50 6 Rotating Head leaking. Closed annular, removed rotating head bushing and 10,220.0 10,220.0
gasket. Installed new gasket and Rotating Head Bushing.

20:30 1.00 15.50 5 Filled pipe, pumped up survey and oriented toolface. Washed down from 10,220.0 10,220.0
8,837' to 9,025'. Verify that pipe is in open hole sidetrack.

21:30 2.00 17.50 6 Trip in hole from 9,025' to 10,150'. Halliburton MPD holding 650 psi on 10,220.0 10,220.0
backside.

23:30 1.50 19.00 20 Relogged from 10,150' to 10,220'. 10,220.0 10,220.0
01:00 5.00 24.00 2 Drilled 6" Lateral Section From 10,220' to 10,263'. WOB 10-22k, Rotary 0- 10,220.0 10,263.0

35 rpm, Q= 195 gpm. P= 3700 psi. MW inlout: 16.4 in / 16.4 ppg out. Bgas:
20-35 units, Flare: O ft. Cgas: 130 units.
MPD holding 225-250 psi on WHP.

Mud Check: 8,067.0ftKB, 12/5/2013 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/5/2013 8,067.0 16.45 88 30.0 17.000 12.000 16.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

349,154.00 36.0 87.5/12.5
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

23.0 4.0 42.0
Mud Check: 10,227.0ftKB, 12/5/2013 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/5/2013 10,227.0 16.45 73 32.0 18.000 13.000 17.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

349,165.00 36.0 87.5/12.5
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

21.0 7.0 75.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

10,220.0 11,941.0 1,721.00 12/6/2013 01:05 12/16/2013 04:00 145.31 11.8 49.08 96.23 66.22 33.78

Page 1/2 Report Printed:

Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/6/2013
Report #: 69, DFS: 62.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 43.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Surface Legal Location

Fidelity E&P NENE Sec7, T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00 12/22/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

842.18 84.39 16.2 42.8 3.0 22.84 77.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/5/2013 06:00 12/6/2013 06:00 62.19 10,220.0 10,263.0 43.00
Operations at Report Time

Drill 6" Lateral
Operations Summary

Trip in hole to 8,066'. Displace 18.4 KWM with 16.4 ppg OBM. Trip in hole to 8,837'. Change out Rotating Head Bushing and gasket. Trip in hole to 10,150'.
Relogged from 10,150' to 10,220'. Drill 6" Lateral from 10,220' to 10,263'.

Mud lost last 24 hr 55 bbl; 44 bbl downhole, 11 bbl to solids control
Operations Next Report Period

Drilling
Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Offce

Delbert Sullivan Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 4.50 4.50 6 Trip in hole from 3,000' to 6,368'. 10,220.0 10,220.0

10:30 1.00 5.50 6 Removed Trip Nipple and Installed Rotating Head Bushing. 10,220.0 10,220.0

11:30 1.50 7.00 6 Trip in hole from 6,368' to 8,066'. 10,220.0 10,220.0

13:00 1.00 8.00 5 Filled pipe and lined up to Halliburton MPD. 10,220.0 10,220.0

14:00 2.50 10.50 5 Displaced out 18.4 KWM with 16.4 ppg OBM. 10,220.0 10,220.0

16:30 1.50 12.00 6 Trip in hole from 8,066' to 8,837', Halliburton MPD holding 650 psi on 10,220.0 10,220.0
backside.

18:00 2.50 14.50 6 Rotating Head leaking. Closed annular, removed rotating head bushing and 10,220.0 10,220.0
gasket. Installed new gasket and Rotating Head Bushing.

20:30 1.00 15.50 5 Filled pipe, pumped up survey and oriented toolface. Washed down from 10,220.0 10,220.0
8,837' to 9,025'. Verify that pipe is in open hole sidetrack.

21:30 2.00 17.50 6 Trip in hole from 9,025' to 10,150'. Halliburton MPD holding 650 psi on 10,220.0 10,220.0
backside.

23:30 1.50 19.00 20 Relogged from 10,150' to 10,220'. 10,220.0 10,220.0

01:00 5.00 24.00 2 Drilled 6" Lateral Section From 10,220' to 10,263'. WOB 10-22k, Rotary 0- 10,220.0 10,263.0
35 rpm, Q= 195 gpm. P= 3700 psi. MW inlout: 16.4 in / 16.4 ppg out. Bgas:
20-35 units, Flare: O ft. Cgas: 130 units.
MPD holding 225-250 psi on WHP.

Mud Check: 8,067.0ftKB, 12/5/2013 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/5/2013 8,067.0 16.45 88 30.0 17.000 12.000 16.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

349,154.00 36.0 87.5/12.5
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

23.0 4.0 42.0
Mud Check: 10,227.0ftKB, 12/5/2013 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/5/2013 10,227.0 16.45 73 32.0 18.000 13.000 17.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

349,165.00 36.0 87.5/12.5
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

21.0 7.0 75.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

10,220.0 11,941.0 1,721.00 12/6/2013 01:05 12/16/2013 04:00 145.31 11.8 49.08 96.23 66.22 33.78
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Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/6/2013
Report #: 69, DFS: 62.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 43.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Surface Legal Location

Fidelity E&P NENE Sec7, T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00 12/22/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

842.18 84.39 16.2 42.8 3.0 22.84 77.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/5/2013 06:00 12/6/2013 06:00 62.19 10,220.0 10,263.0 43.00
Operations at Report Time

Drill 6" Lateral
Operations Summary

Trip in hole to 8,066'. Displace 18.4 KWM with 16.4 ppg OBM. Trip in hole to 8,837'. Change out Rotating Head Bushing and gasket. Trip in hole to 10,150'.
Relogged from 10,150' to 10,220'. Drill 6" Lateral from 10,220' to 10,263'.

Mud lost last 24 hr 55 bbl; 44 bbl downhole, 11 bbl to solids control
Operations Next Report Period

Drilling
Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Offce

Delbert Sullivan Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 4.50 4.50 6 Trip in hole from 3,000' to 6,368'. 10,220.0 10,220.0

10:30 1.00 5.50 6 Removed Trip Nipple and Installed Rotating Head Bushing. 10,220.0 10,220.0

11:30 1.50 7.00 6 Trip in hole from 6,368' to 8,066'. 10,220.0 10,220.0

13:00 1.00 8.00 5 Filled pipe and lined up to Halliburton MPD. 10,220.0 10,220.0

14:00 2.50 10.50 5 Displaced out 18.4 KWM with 16.4 ppg OBM. 10,220.0 10,220.0

16:30 1.50 12.00 6 Trip in hole from 8,066' to 8,837', Halliburton MPD holding 650 psi on 10,220.0 10,220.0
backside.

18:00 2.50 14.50 6 Rotating Head leaking. Closed annular, removed rotating head bushing and 10,220.0 10,220.0
gasket. Installed new gasket and Rotating Head Bushing.

20:30 1.00 15.50 5 Filled pipe, pumped up survey and oriented toolface. Washed down from 10,220.0 10,220.0
8,837' to 9,025'. Verify that pipe is in open hole sidetrack.

21:30 2.00 17.50 6 Trip in hole from 9,025' to 10,150'. Halliburton MPD holding 650 psi on 10,220.0 10,220.0
backside.

23:30 1.50 19.00 20 Relogged from 10,150' to 10,220'. 10,220.0 10,220.0

01:00 5.00 24.00 2 Drilled 6" Lateral Section From 10,220' to 10,263'. WOB 10-22k, Rotary 0- 10,220.0 10,263.0
35 rpm, Q= 195 gpm. P= 3700 psi. MW inlout: 16.4 in / 16.4 ppg out. Bgas:
20-35 units, Flare: O ft. Cgas: 130 units.
MPD holding 225-250 psi on WHP.

Mud Check: 8,067.0ftKB, 12/5/2013 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/5/2013 8,067.0 16.45 88 30.0 17.000 12.000 16.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

349,154.00 36.0 87.5/12.5
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

23.0 4.0 42.0
Mud Check: 10,227.0ftKB, 12/5/2013 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/5/2013 10,227.0 16.45 73 32.0 18.000 13.000 17.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

349,165.00 36.0 87.5/12.5
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

21.0 7.0 75.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

10,220.0 11,941.0 1,721.00 12/6/2013 01:05 12/16/2013 04:00 145.31 11.8 49.08 96.23 66.22 33.78

Page 1/2 Report Printed:

Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/6/2013
Report #: 69, DFS: 62.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 43.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Surface Legal Location

Fidelity E&P NENE Sec7, T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00 12/22/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

842.18 84.39 16.2 42.8 3.0 22.84 77.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/5/2013 06:00 12/6/2013 06:00 62.19 10,220.0 10,263.0 43.00
Operations at Report Time

Drill 6" Lateral
Operations Summary

Trip in hole to 8,066'. Displace 18.4 KWM with 16.4 ppg OBM. Trip in hole to 8,837'. Change out Rotating Head Bushing and gasket. Trip in hole to 10,150'.
Relogged from 10,150' to 10,220'. Drill 6" Lateral from 10,220' to 10,263'.

Mud lost last 24 hr 55 bbl; 44 bbl downhole, 11 bbl to solids control
Operations Next Report Period

Drilling
Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Offce

Delbert Sullivan Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 4.50 4.50 6 Trip in hole from 3,000' to 6,368'. 10,220.0 10,220.0

10:30 1.00 5.50 6 Removed Trip Nipple and Installed Rotating Head Bushing. 10,220.0 10,220.0

11:30 1.50 7.00 6 Trip in hole from 6,368' to 8,066'. 10,220.0 10,220.0

13:00 1.00 8.00 5 Filled pipe and lined up to Halliburton MPD. 10,220.0 10,220.0

14:00 2.50 10.50 5 Displaced out 18.4 KWM with 16.4 ppg OBM. 10,220.0 10,220.0

16:30 1.50 12.00 6 Trip in hole from 8,066' to 8,837', Halliburton MPD holding 650 psi on 10,220.0 10,220.0
backside.

18:00 2.50 14.50 6 Rotating Head leaking. Closed annular, removed rotating head bushing and 10,220.0 10,220.0
gasket. Installed new gasket and Rotating Head Bushing.

20:30 1.00 15.50 5 Filled pipe, pumped up survey and oriented toolface. Washed down from 10,220.0 10,220.0
8,837' to 9,025'. Verify that pipe is in open hole sidetrack.

21:30 2.00 17.50 6 Trip in hole from 9,025' to 10,150'. Halliburton MPD holding 650 psi on 10,220.0 10,220.0
backside.

23:30 1.50 19.00 20 Relogged from 10,150' to 10,220'. 10,220.0 10,220.0

01:00 5.00 24.00 2 Drilled 6" Lateral Section From 10,220' to 10,263'. WOB 10-22k, Rotary 0- 10,220.0 10,263.0
35 rpm, Q= 195 gpm. P= 3700 psi. MW inlout: 16.4 in / 16.4 ppg out. Bgas:
20-35 units, Flare: O ft. Cgas: 130 units.
MPD holding 225-250 psi on WHP.

Mud Check: 8,067.0ftKB, 12/5/2013 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/5/2013 8,067.0 16.45 88 30.0 17.000 12.000 16.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

349,154.00 36.0 87.5/12.5
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

23.0 4.0 42.0
Mud Check: 10,227.0ftKB, 12/5/2013 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/5/2013 10,227.0 16.45 73 32.0 18.000 13.000 17.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

349,165.00 36.0 87.5/12.5
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

21.0 7.0 75.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)
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Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/6/2013
Report #: 69, DFS: 62.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 43.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Surface Legal Location

Fidelity E&P NENE Sec7, T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00 12/22/2013 06:00
M40
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Drill 6" Lateral
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Trip in hole to 8,066'. Displace 18.4 KWM with 16.4 ppg OBM. Trip in hole to 8,837'. Change out Rotating Head Bushing and gasket. Trip in hole to 10,150'.
Relogged from 10,150' to 10,220'. Drill 6" Lateral from 10,220' to 10,263'.

Mud lost last 24 hr 55 bbl; 44 bbl downhole, 11 bbl to solids control
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Weather Wellbore
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Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
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06:00 4.50 4.50 6 Trip in hole from 3,000' to 6,368'. 10,220.0 10,220.0
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16:30 1.50 12.00 6 Trip in hole from 8,066' to 8,837', Halliburton MPD holding 650 psi on 10,220.0 10,220.0
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18:00 2.50 14.50 6 Rotating Head leaking. Closed annular, removed rotating head bushing and 10,220.0 10,220.0
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20:30 1.00 15.50 5 Filled pipe, pumped up survey and oriented toolface. Washed down from 10,220.0 10,220.0
8,837' to 9,025'. Verify that pipe is in open hole sidetrack.

21:30 2.00 17.50 6 Trip in hole from 9,025' to 10,150'. Halliburton MPD holding 650 psi on 10,220.0 10,220.0
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23:30 1.50 19.00 20 Relogged from 10,150' to 10,220'. 10,220.0 10,220.0

01:00 5.00 24.00 2 Drilled 6" Lateral Section From 10,220' to 10,263'. WOB 10-22k, Rotary 0- 10,220.0 10,263.0
35 rpm, Q= 195 gpm. P= 3700 psi. MW inlout: 16.4 in / 16.4 ppg out. Bgas:
20-35 units, Flare: O ft. Cgas: 130 units.
MPD holding 225-250 psi on WHP.
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MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

349,154.00 36.0 87.5/12.5
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

23.0 4.0 42.0
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RECEIVED: Jan. 07, 2014
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Well Name: Cane Creek 7-1

Report Printed:   1/7/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

7/1/2013 Conductor 103.0

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Report for: 12/6/2013
Report #: 69, DFS: 62.19

Daily Depth Progress: 43.00

Sundry Number: 46572 API Well Number: 43019500100000Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/6/2013
Report #: 69, DFS: 62.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 43.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
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11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094
12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

7/1/2013 Conductor 103.0

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 2/2 Report Printed:



RECEIVED: Jan. 07, 2014

Page  1/2

Well Name: Cane Creek 7-1

Report Printed:   1/7/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Operator

Fidelity E&P
Surface Legal Location

NENE Sec7, T26S R20E
Rig

Nabors Drilling  
M40

Company Man\Well Site Lead

Paul Roberts
Rig Email Address

NaborsM40@Fidelityepco.com
Rig Phone Number

(970) 986-4401
Rig Release Previous Well

9/28/2013 06:00
Rig Release Date

12/22/2013 06:00

Drilling Hours (hr)

842.18
Circulating Hours (hr)

84.39
Job ROP (ft/hr)

16.2
Job ROP Rotating (ft/hr)

42.8
Job ROP Sliding (ft/hr)

3.0
Job Rotating % (%)

22.84
Total Job Percent Sliding (%)

77.16
Target Depth (ftKB)

13,196.0
Kick Off Date

11/3/2013
Kick Off Depth (ftKB)

6,860.0
Kick Off Depth  (TVD) (ftKB)

6,789.5
Daily Operations
Report Start Date

12/6/2013 06:00
Report End Date

12/7/2013 06:00
Days From Spud (days)

63.19
Start Depth (ftKB)

10,263.0
End Depth (ftKB)

10,364.0
Daily Depth Progress (ft)

101.00
Operations at Report Time

Drill 6" Lateral
Operations Summary

Drilled 6" Lateral from 10,263' to 10,352'. Rig Lost power. Troubleshoot and repair electrical problems. Drilled 6" Lateral from 10,352' to 10,364'.
Operations Next Report Period

Drilling
Weather

Sunny and Clear
Wellbore

Original Hole
Daily Contacts

Job Contact Position Office

Delbert Sullivan Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drilled 6" Lateral Section From 10,263' to 10,306'. WOB 10-22k, Rotary 0-
35 rpm, Q= 195 gpm. P= 3700 psi. MW in/out: 16.4 in / 16.4 ppg out. Bgas:  
20-35 units,  Flare: 0 ft.  Cgas: 130 units.    
MPD holding 225-250 psi on WHP.  

10,263.0 10,306.0

12:00 6.00 12.00 2 Drilled 6" Lateral Section From 10,306' to 10,339'. WOB 10-22k, Rotary 0-
35 rpm, Q= 195 gpm. P= 3700 psi. MW in/out: 16.4 in / 16.4 ppg out. Bgas:  
20-35 units,  Flare: 0 ft.  Cgas: 130 units.    
MPD holding 225-250 psi on WHP.  

10,306.0 10,339.0

18:00 1.50 13.50 2 Drilled 6" Lateral Section From 10,339' to 10,352'. WOB 10-22k, Rotary 0-
35 rpm, Q= 195 gpm. P= 3700 psi. MW in/out: 16.4 in / 16.4 ppg out. Bgas:  
20-35 units,  Flare: 0 ft.  Cgas: 130 units.    
MPD holding 225-250 psi on WHP.  

10,339.0 10,352.0

19:30 7.50 21.00 8 Rig Blacked out. Lost power to PLC. Well shut in with 800 psi on backside  
with MPD. Troubleshoot and repair electrical problems.  

10,352.0 10,352.0

03:00 0.50 21.50 9 Serviced Rig and Equipment. Check out equipment. 10,352.0 10,352.0

03:30 2.50 24.00 2 Drilled 6" Lateral Section From 10,352' to 10,364'. WOB 10-22k, Rotary 0-
35 rpm, Q= 195 gpm. P= 3700 psi. MW in/out: 16.4 in / 16.4 ppg out. Bgas:  
20-35 units,  Flare: 0 ft.  Cgas: 130 units.    
MPD holding 225-250 psi on WHP.  

10,352.0 10,364.0

Mud Check: 10,329.0ftKB, 12/6/2013 15:00
Date

12/6/2013
Depth (ftKB)

10,329.0
Density (lb/gal)

16.40
Vis (s/qt)

60
PV OR (Pa•s)

29.0
YP OR (lbf/1…

17.000
Gel (10s) (lbf…

12.000
Gel (10m) (lb…

16.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

2.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L)
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Daily Drilling Performance
Depth In (ftKB)

10,220.0
Depth Out (ft…

11,941.0
Drilled (ft)

1,721.00
Date In

12/6/2013 01:05
Date Out

12/16/2013 04:00
Drill Time (hr)

145.31
BHA ROP (ft/hr)

11.8
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49.08
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Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

7/1/2013 Conductor 103.0

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

Report for: 12/7/2013
Report #: 70, DFS: 63.19

Daily Depth Progress: 101.00

Sundry Number: 46572 API Well Number: 43019500100000Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/7/2013
Report #: 70, DFS: 63.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 101.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Surface Legal Location

Fidelity E&P NENE Sec7, T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00 12/22/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

842.18 84.39 16.2 42.8 3.0 22.84 77.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/6/2013 06:00 12/7/2013 06:00 63.19 10,263.0 10,364.0 101.00
Operations at Report Time

Drill 6" Lateral
Operations Summary

Drilled 6" Lateral from 10,263' to 10,352'. Rig Lost power. Troubleshoot and repair electrical problems. Drilled 6" Lateral from 10,352' to 10,364'.
Operations Next Report Period

Drilling
Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Delbert Sullivan Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drilled 6" Lateral Section From 10,263' to 10,306'. WOB 10-22k, Rotary 0- 10,263.0 10,306.0
35 rpm, Q= 195 gpm. P= 3700 psi. MW inlout: 16.4 in / 16.4 ppg out. Bgas:
20-35 units, Flare: O ft. Cgas: 130 units.
MPD holding 225-250 psi on WHP.

12:00 6.00 12.00 2 Drilled 6" Lateral Section From 10,306' to 10,339'. WOB 10-22k, Rotary 0- 10,306.0 10,339.0
35 rpm, Q= 195 gpm. P= 3700 psi. MW inlout: 16.4 in / 16.4 ppg out. Bgas:
20-35 units, Flare: 0 ft. Cgas: 130 units.
MPD holding 225-250 psi on WHP.

18:00 1.50 13.50 2 Drilled 6" Lateral Section From 10,339' to 10,352'. WOB 10-22k, Rotary 0- 10,339.0 10,352.0
35 rpm, Q= 195 gpm. P= 3700 psi. MW inlout: 16.4 in / 16.4 ppg out. Bgas:
20-35 units, Flare: O ft. Cgas: 130 units.
MPD holding 225-250 psi on WHP.

19:30 7.50 21.00 8 Rig Blacked out. Lost power to PLC. Well shut in with 800 psi on backside 10,352.0 10,352.0
with MPD. Troubleshoot and repair electrical problems.

03:00 0.50 21.50 9 Serviced Rig and Equipment. Check out equipment. 10,352.0 10,352.0
03:30 2.50 24.00 2 Drilled 6" Lateral Section From 10,352' to 10,364'. WOB 10-22k, Rotary 0- 10,352.0 10,364.0

35 rpm, Q= 195 gpm. P= 3700 psi. MW inlout: 16.4 in / 16.4 ppg out. Bgas:
20-35 units, Flare: 0 ft. Cgas: 130 units.
MPD holding 225-250 psi on WHP.

Mud Check: 10,329.0ftKB, 12/6/2013 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/6/2013 10,329.0 16.40 60 29.0 17.000 12.000 16.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

41,715.000 36.0 87.5/12.5
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

80.0
Mud Check: 10,352.0ftKB, 12/6/2013 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/6/2013 10,352.0 16.40 64 28.0 16.000 11.000 15.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

378,976.00 36.0 87.5/12.5
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

6.0 80.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

10,220.0 11,941.0 1,721.00 12/6/2013 01:05 12/16/2013 04:00 145.31 11.8 49.08 96.23 66.22 33.78
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)
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Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/6/2013 10,329.0 16.40 60 29.0 17.000 12.000 16.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

41,715.000 36.0 87.5/12.5
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

80.0
Mud Check: 10,352.0ftKB, 12/6/2013 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/6/2013 10,352.0 16.40 64 28.0 16.000 11.000 15.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

378,976.00 36.0 87.5/12.5
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

6.0 80.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

10,220.0 11,941.0 1,721.00 12/6/2013 01:05 12/16/2013 04:00 145.31 11.8 49.08 96.23 66.22 33.78
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

7/1/2013 Conductor 103.0

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
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Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/7/2013
Report #: 70, DFS: 63.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 101.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Surface Legal Location

Fidelity E&P NENE Sec7, T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00 12/22/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

842.18 84.39 16.2 42.8 3.0 22.84 77.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/6/2013 06:00 12/7/2013 06:00 63.19 10,263.0 10,364.0 101.00
Operations at Report Time

Drill 6" Lateral
Operations Summary

Drilled 6" Lateral from 10,263' to 10,352'. Rig Lost power. Troubleshoot and repair electrical problems. Drilled 6" Lateral from 10,352' to 10,364'.
Operations Next Report Period

Drilling
Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Delbert Sullivan Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drilled 6" Lateral Section From 10,263' to 10,306'. WOB 10-22k, Rotary 0- 10,263.0 10,306.0
35 rpm, Q= 195 gpm. P= 3700 psi. MW inlout: 16.4 in / 16.4 ppg out. Bgas:
20-35 units, Flare: O ft. Cgas: 130 units.
MPD holding 225-250 psi on WHP.

12:00 6.00 12.00 2 Drilled 6" Lateral Section From 10,306' to 10,339'. WOB 10-22k, Rotary 0- 10,306.0 10,339.0
35 rpm, Q= 195 gpm. P= 3700 psi. MW inlout: 16.4 in / 16.4 ppg out. Bgas:
20-35 units, Flare: 0 ft. Cgas: 130 units.
MPD holding 225-250 psi on WHP.

18:00 1.50 13.50 2 Drilled 6" Lateral Section From 10,339' to 10,352'. WOB 10-22k, Rotary 0- 10,339.0 10,352.0
35 rpm, Q= 195 gpm. P= 3700 psi. MW inlout: 16.4 in / 16.4 ppg out. Bgas:
20-35 units, Flare: O ft. Cgas: 130 units.
MPD holding 225-250 psi on WHP.

19:30 7.50 21.00 8 Rig Blacked out. Lost power to PLC. Well shut in with 800 psi on backside 10,352.0 10,352.0
with MPD. Troubleshoot and repair electrical problems.

03:00 0.50 21.50 9 Serviced Rig and Equipment. Check out equipment. 10,352.0 10,352.0

03:30 2.50 24.00 2 Drilled 6" Lateral Section From 10,352' to 10,364'. WOB 10-22k, Rotary 0- 10,352.0 10,364.0
35 rpm, Q= 195 gpm. P= 3700 psi. MW inlout: 16.4 in / 16.4 ppg out. Bgas:
20-35 units, Flare: 0 ft. Cgas: 130 units.
MPD holding 225-250 psi on WHP.

Mud Check: 10,329.0ftKB, 12/6/2013 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/6/2013 10,329.0 16.40 60 29.0 17.000 12.000 16.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

41,715.000 36.0 87.5/12.5
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

80.0
Mud Check: 10,352.0ftKB, 12/6/2013 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/6/2013 10,352.0 16.40 64 28.0 16.000 11.000 15.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

378,976.00 36.0 87.5/12.5
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

6.0 80.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

10,220.0 11,941.0 1,721.00 12/6/2013 01:05 12/16/2013 04:00 145.31 11.8 49.08 96.23 66.22 33.78
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

7/1/2013 Conductor 103.0

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
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RECEIVED: Jan. 07, 2014

Page  2/2

Well Name: Cane Creek 7-1

Report Printed:   1/7/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Report for: 12/7/2013
Report #: 70, DFS: 63.19

Daily Depth Progress: 101.00

Sundry Number: 46572 API Well Number: 43019500100000Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/7/2013
Report #: 70, DFS: 63.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 101.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094
12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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RECEIVED: Jan. 07, 2014

Page  1/2

Well Name: Cane Creek 7-1

Report Printed:   1/7/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Operator

Fidelity E&P
Surface Legal Location

NENE Sec7, T26S R20E
Rig

Nabors Drilling  
M40

Company Man\Well Site Lead

Paul Roberts
Rig Email Address

NaborsM40@Fidelityepco.com
Rig Phone Number

(970) 986-4401
Rig Release Previous Well

9/28/2013 06:00
Rig Release Date

12/22/2013 06:00

Drilling Hours (hr)

842.18
Circulating Hours (hr)

84.39
Job ROP (ft/hr)

16.2
Job ROP Rotating (ft/hr)

42.8
Job ROP Sliding (ft/hr)

3.0
Job Rotating % (%)

22.84
Total Job Percent Sliding (%)

77.16
Target Depth (ftKB)

13,196.0
Kick Off Date

11/3/2013
Kick Off Depth (ftKB)

6,860.0
Kick Off Depth  (TVD) (ftKB)

6,789.5
Daily Operations
Report Start Date

12/7/2013 06:00
Report End Date

12/8/2013 06:00
Days From Spud (days)

64.19
Start Depth (ftKB)

10,364.0
End Depth (ftKB)

10,491.0
Daily Depth Progress (ft)

127.00
Operations at Report Time

Drill 6" Lateral
Operations Summary

Drilled 6" Lateral from 10,364' to 10,491'.
Operations Next Report Period

Drilling
Weather

Snow
Wellbore

Original Hole
Daily Contacts

Job Contact Position Office

Delbert Sullivan Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drilled 6" Lateral Section From 10,364' to 10,390'. WOB 10-22k, Rotary 0-
35 rpm, Q= 195 gpm. P= 3700 psi. MW in/out: 16.4 in / 16.4 ppg out. Bgas:  
12-24 units,  Flare: 0 ft.  Cgas: 0 units.    
MPD holding 125-200 psi on WHP.  

10,364.0 10,390.0

12:00 6.00 12.00 2 Drilled 6" Lateral Section From 10,390' to 10,418'. WOB 10-22k, Rotary 0-
35 rpm, Q= 195 gpm. P= 3700 psi. MW in/out: 16.4 in / 16.4 ppg out. Bgas:  
12-25 units,  Flare: 0 ft.  Cgas: 0 units.    
MPD holding 150-200 psi on WHP.  

10,390.0 10,418.0

18:00 6.00 18.00 2 Drilled 6" Lateral Section From 10,418' to 10,453'. WOB 10-22k, Rotary 0-
35 rpm, Q= 195 gpm. P= 3700 psi. MW in/out: 16.4 in / 16.4 ppg out. Bgas:  
12-25 units,  Flare: 0 ft.  Cgas: 0 units.    
MPD holding 150-200 psi on WHP.  

10,418.0 10,453.0

00:00 6.00 24.00 2 Drilled 6" Lateral Section From 10,453' to 10,491'. WOB 10-22k, Rotary 0-
35 rpm, Q= 195 gpm. P= 3700 psi. MW in/out: 16.4 in / 16.4 ppg out. Bgas:  
12-25 units,  Flare: 0 ft.  Cgas: 0 units.    
MPD holding 150-200 psi on WHP.  
BOP Drill, men in position 2 minutes.  

10,453.0 10,491.0

Mud Check: 10,402.0ftKB, 12/7/2013 15:00
Date

12/7/2013
Depth (ftKB)

10,402.0
Density (lb/gal)

16.40
Vis (s/qt)

59
PV OR (Pa•s)

28.0
YP OR (lbf/1…

15.000
Gel (10s) (lbf…

10.000
Gel (10m) (lb…

14.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

2.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L)

383,789.00
0

Pot (mg/L) Lime (lb/bbl) Solids (%)

36.5
CaCl (ppm) Oil Water Ratio

88.2/11.8

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl)

4.0
LCM ECD - Manual Entr… T Flowline (°F)

80.0
Comment

Mud Check: 10,467.0ftKB, 12/7/2013 23:59
Date

12/7/2013
Depth (ftKB)

10,467.0
Density (lb/gal)

16.40
Vis (s/qt)

58
PV OR (Pa•s)

28.0
YP OR (lbf/1…

15.000
Gel (10s) (lbf…

10.000
Gel (10m) (lb…

14.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

2.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L)

371,140.00
0

Pot (mg/L) Lime (lb/bbl) Solids (%)

36.5
CaCl (ppm) Oil Water Ratio

88.2/11.8

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl)

3.0
LCM ECD - Manual Entr… T Flowline (°F)

80.0
Comment

Daily Drilling Performance
Depth In (ftKB)

10,220.0
Depth Out (ft…

11,941.0
Drilled (ft)

1,721.00
Date In

12/6/2013 01:05
Date Out

12/16/2013 04:00
Drill Time (hr)

145.31
BHA ROP (ft/hr)

11.8
Rot Time (hr)

49.08
Slide Time (hr)

96.23
% Slide Time …

66.22
% Rot Time (%)

33.78
Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

7/1/2013 Conductor 103.0

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

Report for: 12/8/2013
Report #: 71, DFS: 64.19

Daily Depth Progress: 127.00

Sundry Number: 46572 API Well Number: 43019500100000Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/8/2013
Report #: 71, DFS: 64.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 127.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Surface Legal Location

Fidelity E&P NENE Sec7, T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00 12/22/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

842.18 84.39 16.2 42.8 3.0 22.84 77.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/7/2013 06:00 12/8/2013 06:00 64.19 10,364.0 10,491.0 127.00
Operations at Report Time

Drill 6" Lateral
Operations Summary

Drilled 6" Lateral from 10,364' to 10,491'.
Operations Next Report Period

Drilling
Weather Wellbore

Snow Original Hole
Daily Contacts

Job Contact Position Offce

Delbert Sullivan Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drilled 6" Lateral Section From 10,364' to 10,390'. WOB 10-22k, Rotary 0- 10,364.0 10,390.0
35 rpm, Q= 195 gpm. P= 3700 psi. MW inlout: 16.4 in / 16.4 ppg out. Bgas:
12-24 units, Flare: O ft. Cgas: 0 units.
MPD holding 125-200 psi on WHP.

12:00 6.00 12.00 2 Drilled 6" Lateral Section From 10,390' to 10,418'. WOB 10-22k, Rotary 0- 10,390.0 10,418.0
35 rpm, Q= 195 gpm. P= 3700 psi. MW inlout: 16.4 in / 16.4 ppg out. Bgas:
12-25 units, Flare: 0 ft. Cgas: 0 units.
MPD holding 150-200 psi on WHP.

18:00 6.00 18.00 2 Drilled 6" Lateral Section From 10,418' to 10,453'. WOB 10-22k, Rotary 0- 10,418.0 10,453.0
35 rpm, Q= 195 gpm. P= 3700 psi. MW inlout: 16.4 in / 16.4 ppg out. Bgas:
12-25 units, Flare: O ft. Cgas: 0 units.
MPD holding 150-200 psi on WHP.

00:00 6.00 24.00 2 Drilled 6" Lateral Section From 10,453' to 10,491'. WOB 10-22k, Rotary 0- 10,453.0 10,491.0
35 rpm, Q= 195 gpm. P= 3700 psi. MW inlout: 16.4 in / 16.4 ppg out. Bgas:
12-25 units, Flare: 0 ft. Cgas: 0 units.
MPD holding 150-200 psi on WHP.
BOP Drill, men in position 2 minutes.

Mud Check: 10,402.0ftKB, 12/7/2013 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/7/2013 10,402.0 16.40 59 28.0 15.000 10.000 14.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

383,789.00 36.5 88.2/11.8
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

4.0 80.0
Mud Check: 10,467.0ftKB, 12/7/2013 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/7/2013 10,467.0 16.40 58 28.0 15.000 10.000 14.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

371,140.00 36.5 88.2/11.8
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

3.0 80.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

10,220.0 11,941.0 1,721.00 12/6/2013 01:05 12/16/2013 04:00 145.31 11.8 49.08 96.23 66.22 33.78
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
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Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/8/2013
Report #: 71, DFS: 64.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 127.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Surface Legal Location

Fidelity E&P NENE Sec7, T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00 12/22/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

842.18 84.39 16.2 42.8 3.0 22.84 77.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/7/2013 06:00 12/8/2013 06:00 64.19 10,364.0 10,491.0 127.00
Operations at Report Time

Drill 6" Lateral
Operations Summary

Drilled 6" Lateral from 10,364' to 10,491'.
Operations Next Report Period

Drilling
Weather Wellbore

Snow Original Hole
Daily Contacts

Job Contact Position Offce

Delbert Sullivan Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drilled 6" Lateral Section From 10,364' to 10,390'. WOB 10-22k, Rotary 0- 10,364.0 10,390.0
35 rpm, Q= 195 gpm. P= 3700 psi. MW inlout: 16.4 in / 16.4 ppg out. Bgas:
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35 rpm, Q= 195 gpm. P= 3700 psi. MW inlout: 16.4 in / 16.4 ppg out. Bgas:
12-25 units, Flare: 0 ft. Cgas: 0 units.
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12/7/2013 10,402.0 16.40 59 28.0 15.000 10.000 14.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

383,789.00 36.5 88.2/11.8
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

4.0 80.0
Mud Check: 10,467.0ftKB, 12/7/2013 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/7/2013 10,467.0 16.40 58 28.0 15.000 10.000 14.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

371,140.00 36.5 88.2/11.8
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

3.0 80.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

10,220.0 11,941.0 1,721.00 12/6/2013 01:05 12/16/2013 04:00 145.31 11.8 49.08 96.23 66.22 33.78
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

7/1/2013 Conductor 103.0

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

Page 1/2 Report Printed:



RECEIVED: Jan. 07, 2014

Page  2/2

Well Name: Cane Creek 7-1

Report Printed:   1/7/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Report for: 12/8/2013
Report #: 71, DFS: 64.19

Daily Depth Progress: 127.00

Sundry Number: 46572 API Well Number: 43019500100000Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/8/2013
Report #: 71, DFS: 64.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 127.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094
12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 2/2 Report Printed:

Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/8/2013
Report #: 71, DFS: 64.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 127.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 2/2 Report Printed:

Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/8/2013
Report #: 71, DFS: 64.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 127.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 2/2 Report Printed:

Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/8/2013
Report #: 71, DFS: 64.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 127.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 2/2 Report Printed:

Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/8/2013
Report #: 71, DFS: 64.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 127.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 2/2 Report Printed:



RECEIVED: Jan. 07, 2014

Page  1/2

Well Name: Cane Creek 7-1

Report Printed:   1/7/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Operator

Fidelity E&P
Surface Legal Location

NENE Sec7, T26S R20E
Rig

Nabors Drilling  
M40

Company Man\Well Site Lead

Paul Roberts
Rig Email Address

NaborsM40@Fidelityepco.com
Rig Phone Number

(970) 986-4401
Rig Release Previous Well

9/28/2013 06:00
Rig Release Date

12/22/2013 06:00

Drilling Hours (hr)

842.18
Circulating Hours (hr)

84.39
Job ROP (ft/hr)

16.2
Job ROP Rotating (ft/hr)

42.8
Job ROP Sliding (ft/hr)

3.0
Job Rotating % (%)

22.84
Total Job Percent Sliding (%)

77.16
Target Depth (ftKB)

13,196.0
Kick Off Date

11/3/2013
Kick Off Depth (ftKB)

6,860.0
Kick Off Depth  (TVD) (ftKB)

6,789.5
Daily Operations
Report Start Date

12/8/2013 06:00
Report End Date

12/9/2013 06:00
Days From Spud (days)

65.19
Start Depth (ftKB)

10,491.0
End Depth (ftKB)

10,633.0
Daily Depth Progress (ft)

142.00
Operations at Report Time

Drill 6" Lateral
Operations Summary

Drilled 6" Lateral from 10,491' to 10,558'. Repaired valve and seat on mud pump. Drilled 6" Lateral from 10,558' to 10,633'. Currently in Cane Creek "B"  
Dolomite.   
Operations Next Report Period

Drilling
Weather

Snow
Wellbore

Original Hole
Daily Contacts

Job Contact Position Office

Delbert Sullivan Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 0.50 0.50 2 Service Rig & Generators. 10,491.0 10,491.0

06:30 5.50 6.00 2 Drilled 6" Lateral Section From 10,491' to 10,526'. WOB 10-22k, Rotary 0-
35 rpm, Q= 195 gpm. P= 3400 psi. MW in/out: 16.4 in / 16.4 ppg out. Bgas:  
12-25 units,  Flare: 0 ft.  Cgas: 0 units.    
MPD holding 150-200 psi on WHP.  

10,491.0 10,526.0

12:00 1.00 7.00 2 Drilled 6" Lateral Section From 10,526' to 10,547'. WOB 10-22k, Rotary 0-
35 rpm, Q= 195 gpm. P= 3400 psi. MW in/out: 16.4 in / 16.4 ppg out. Bgas:  
12-25 units,  Flare: 0 ft.  Cgas: 0 units.    
MPD holding 150-200 psi on WHP.  
BOP Drill, men in position 98 seconds.  

10,526.0 10,547.0

13:00 0.50 7.50 9 Serviced Rig, Top Drive and Equipment. 10,547.0 10,547.0

13:30 3.50 11.00 2 Drilled 6" Lateral Section From 10,547' to 10,558'. WOB 10-22k, Rotary 0-
35 rpm, Q= 195 gpm. P= 3400 psi. MW in/out: 16.4 in / 16.4 ppg out. Bgas:  
7-12 units,  Flare: 0 ft.  Cgas: 0 units.    
MPD holding 135-200 psi on WHP.  

10,547.0 10,558.0

17:00 0.50 11.50 8 Change out valve seat, valve and gasket on mud pump #1. 10,558.0 10,558.0

17:30 6.50 18.00 2 Drilled 6" Lateral Section From 10,558' to 10,612'. WOB 10-22k, Rotary 0-
35 rpm, Q= 195 gpm. P= 3400 psi. MW in/out: 16.4 in / 16.4 ppg out. Bgas:  
12-25 units,  Flare: 0 ft.  Cgas: 0 units.    
MPD holding 150-200 psi on WHP.  
BOP Drill, men in position 80 seconds.  

10,558.0 10,612.0

00:00 6.00 24.00 2 Drilled 6" Lateral Section From 10,612' to 10,633'. WOB 10-22k, Rotary 0-
35 rpm, Q= 195 gpm. P= 3400 psi. MW in/out: 16.4 in / 16.4 ppg out. Bgas:  
12-25 units,  Flare: 0 ft.  Cgas: 0 units.    
MPD holding 150-200 psi on WHP.  
Formation projected to be 6 degree updip. Slide down to adjust to stay in  
zone.   

10,612.0 10,633.0

Mud Check: 10,551.0ftKB, 12/8/2013 15:00
Date

12/8/2013
Depth (ftKB)

10,551.0
Density (lb/gal)

16.40
Vis (s/qt)

58
PV OR (Pa•s)

28.0
YP OR (lbf/1…

15.000
Gel (10s) (lbf…

10.000
Gel (10m) (lb…

14.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

2.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L)

371,140.00
0

Pot (mg/L) Lime (lb/bbl) Solids (%)

36.5
CaCl (ppm) Oil Water Ratio

88.2/11.8

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl)

6.0
LCM ECD - Manual Entr… T Flowline (°F)

70.0
Comment

Report for: 12/9/2013
Report #: 72, DFS: 65.19

Daily Depth Progress: 142.00

Sundry Number: 46572 API Well Number: 43019500100000Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/9/2013
Report #: 72, DFS: 65.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 142.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Surface Legal Location

Fidelity E&P NENE Sec7, T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00 12/22/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

842.18 84.39 16.2 42.8 3.0 22.84 77.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/8/2013 06:00 12/9/2013 06:00 65.19 10,491.0 10,633.0 142.00
Operations at Report Time

Drill 6" Lateral
Operations Summary

Drilled 6" Lateral from 10,491' to 10,558'. Repaired valve and seat on mud pump. Drilled 6" Lateral from 10,558' to 10,633'. Currently in Cane Creek "B"
Dolomite.
Operations Next Report Period

Drilling
Weather Wellbore

Snow Original Hole
Daily Contacts

Job Contact Position Offce

Delbert Sullivan Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 0.50 0.50 2 Service Rig & Generators. 10,491.0 10,491.0
06:30 5.50 6.00 2 Drilled 6" Lateral Section From 10,491' to 10,526'. WOB 10-22k, Rotary 0- 10,491.0 10,526.0

35 rpm, Q= 195 gpm. P= 3400 psi. MW inlout: 16.4 in / 16.4 ppg out. Bgas:
12-25 units, Flare: 0 ft. Cgas: 0 units.
MPD holding 150-200 psi on WHP.

12:00 1.00 7.00 2 Drilled 6" Lateral Section From 10,526' to 10,547'. WOB 10-22k, Rotary 0- 10,526.0 10,547.0
35 rpm, Q= 195 gpm. P= 3400 psi. MW inlout: 16.4 in / 16.4 ppg out. Bgas:
12-25 units, Flare: O ft. Cgas: 0 units.
MPD holding 150-200 psi on WHP.
BOP Drill, men in position 98 seconds.

13:00 0.50 7.50 9 Serviced Rig, Top Drive and Equipment. 10,547.0 10,547.0
13:30 3.50 11.00 2 Drilled 6" Lateral Section From 10,547' to 10,558'. WOB 10-22k, Rotary 0- 10,547.0 10,558.0

35 rpm, Q= 195 gpm. P= 3400 psi. MW inlout: 16.4 in / 16.4 ppg out. Bgas:
7-12 units, Flare: O ft. Cgas: 0 units.
MPD holding 135-200 psi on WHP.

17:00 0.50 11.50 8 Change out valve seat, valve and gasket on mud pump #1. 10,558.0 10,558.0
17:30 6.50 18.00 2 Drilled 6" Lateral Section From 10,558' to 10,612'. WOB 10-22k, Rotary 0- 10,558.0 10,612.0

35 rpm, Q= 195 gpm. P= 3400 psi. MW inlout: 16.4 in / 16.4 ppg out. Bgas:
12-25 units, Flare: O ft. Cgas: 0 units.
MPD holding 150-200 psi on WHP.
BOP Drill, men in position 80 seconds.

00:00 6.00 24.00 2 Drilled 6" Lateral Section From 10,612' to 10,633'. WOB 10-22k, Rotary 0- 10,612.0 10,633.0
35 rpm, Q= 195 gpm. P= 3400 psi. MW inlout: 16.4 in / 16.4 ppg out. Bgas:
12-25 units, Flare: 0 ft. Cgas: 0 units.
MPD holding 150-200 psi on WHP.
Formation projected to be 6 degree updip. Slide down to adjust to stay in
zone.

Mud Check: in,551.0ftKB, 12/8/2013 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/8/2013 10,551.0 16.40 58 28.0 15.000 10.000 14.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

371,140.00 36.5 88.2/11.8
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

6.0 70.0
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Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/9/2013
Report #: 72, DFS: 65.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 142.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Surface Legal Location

Fidelity E&P NENE Sec7, T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00 12/22/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

842.18 84.39 16.2 42.8 3.0 22.84 77.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/8/2013 06:00 12/9/2013 06:00 65.19 10,491.0 10,633.0 142.00
Operations at Report Time

Drill 6" Lateral
Operations Summary

Drilled 6" Lateral from 10,491' to 10,558'. Repaired valve and seat on mud pump. Drilled 6" Lateral from 10,558' to 10,633'. Currently in Cane Creek "B"
Dolomite.
Operations Next Report Period

Drilling
Weather Wellbore

Snow Original Hole
Daily Contacts

Job Contact Position Offce

Delbert Sullivan Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 0.50 0.50 2 Service Rig & Generators. 10,491.0 10,491.0

06:30 5.50 6.00 2 Drilled 6" Lateral Section From 10,491' to 10,526'. WOB 10-22k, Rotary 0- 10,491.0 10,526.0
35 rpm, Q= 195 gpm. P= 3400 psi. MW inlout: 16.4 in / 16.4 ppg out. Bgas:
12-25 units, Flare: 0 ft. Cgas: 0 units.
MPD holding 150-200 psi on WHP.

12:00 1.00 7.00 2 Drilled 6" Lateral Section From 10,526' to 10,547'. WOB 10-22k, Rotary 0- 10,526.0 10,547.0
35 rpm, Q= 195 gpm. P= 3400 psi. MW inlout: 16.4 in / 16.4 ppg out. Bgas:
12-25 units, Flare: O ft. Cgas: 0 units.
MPD holding 150-200 psi on WHP.
BOP Drill, men in position 98 seconds.

13:00 0.50 7.50 9 Serviced Rig, Top Drive and Equipment. 10,547.0 10,547.0

13:30 3.50 11.00 2 Drilled 6" Lateral Section From 10,547' to 10,558'. WOB 10-22k, Rotary 0- 10,547.0 10,558.0
35 rpm, Q= 195 gpm. P= 3400 psi. MW inlout: 16.4 in / 16.4 ppg out. Bgas:
7-12 units, Flare: O ft. Cgas: 0 units.
MPD holding 135-200 psi on WHP.

17:00 0.50 11.50 8 Change out valve seat, valve and gasket on mud pump #1. 10,558.0 10,558.0

17:30 6.50 18.00 2 Drilled 6" Lateral Section From 10,558' to 10,612'. WOB 10-22k, Rotary 0- 10,558.0 10,612.0
35 rpm, Q= 195 gpm. P= 3400 psi. MW inlout: 16.4 in / 16.4 ppg out. Bgas:
12-25 units, Flare: O ft. Cgas: 0 units.
MPD holding 150-200 psi on WHP.
BOP Drill, men in position 80 seconds.

00:00 6.00 24.00 2 Drilled 6" Lateral Section From 10,612' to 10,633'. WOB 10-22k, Rotary 0- 10,612.0 10,633.0
35 rpm, Q= 195 gpm. P= 3400 psi. MW inlout: 16.4 in / 16.4 ppg out. Bgas:
12-25 units, Flare: 0 ft. Cgas: 0 units.
MPD holding 150-200 psi on WHP.
Formation projected to be 6 degree updip. Slide down to adjust to stay in
zone.

Mud Check: in,551.0ftKB, 12/8/2013 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/8/2013 10,551.0 16.40 58 28.0 15.000 10.000 14.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

371,140.00 36.5 88.2/11.8
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

6.0 70.0
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Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/9/2013
Report #: 72, DFS: 65.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 142.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Surface Legal Location

Fidelity E&P NENE Sec7, T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00 12/22/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

842.18 84.39 16.2 42.8 3.0 22.84 77.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/8/2013 06:00 12/9/2013 06:00 65.19 10,491.0 10,633.0 142.00
Operations at Report Time

Drill 6" Lateral
Operations Summary

Drilled 6" Lateral from 10,491' to 10,558'. Repaired valve and seat on mud pump. Drilled 6" Lateral from 10,558' to 10,633'. Currently in Cane Creek "B"
Dolomite.
Operations Next Report Period

Drilling
Weather Wellbore

Snow Original Hole
Daily Contacts

Job Contact Position Offce

Delbert Sullivan Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 0.50 0.50 2 Service Rig & Generators. 10,491.0 10,491.0

06:30 5.50 6.00 2 Drilled 6" Lateral Section From 10,491' to 10,526'. WOB 10-22k, Rotary 0- 10,491.0 10,526.0
35 rpm, Q= 195 gpm. P= 3400 psi. MW inlout: 16.4 in / 16.4 ppg out. Bgas:
12-25 units, Flare: 0 ft. Cgas: 0 units.
MPD holding 150-200 psi on WHP.

12:00 1.00 7.00 2 Drilled 6" Lateral Section From 10,526' to 10,547'. WOB 10-22k, Rotary 0- 10,526.0 10,547.0
35 rpm, Q= 195 gpm. P= 3400 psi. MW inlout: 16.4 in / 16.4 ppg out. Bgas:
12-25 units, Flare: O ft. Cgas: 0 units.
MPD holding 150-200 psi on WHP.
BOP Drill, men in position 98 seconds.

13:00 0.50 7.50 9 Serviced Rig, Top Drive and Equipment. 10,547.0 10,547.0

13:30 3.50 11.00 2 Drilled 6" Lateral Section From 10,547' to 10,558'. WOB 10-22k, Rotary 0- 10,547.0 10,558.0
35 rpm, Q= 195 gpm. P= 3400 psi. MW inlout: 16.4 in / 16.4 ppg out. Bgas:
7-12 units, Flare: O ft. Cgas: 0 units.
MPD holding 135-200 psi on WHP.

17:00 0.50 11.50 8 Change out valve seat, valve and gasket on mud pump #1. 10,558.0 10,558.0

17:30 6.50 18.00 2 Drilled 6" Lateral Section From 10,558' to 10,612'. WOB 10-22k, Rotary 0- 10,558.0 10,612.0
35 rpm, Q= 195 gpm. P= 3400 psi. MW inlout: 16.4 in / 16.4 ppg out. Bgas:
12-25 units, Flare: O ft. Cgas: 0 units.
MPD holding 150-200 psi on WHP.
BOP Drill, men in position 80 seconds.

00:00 6.00 24.00 2 Drilled 6" Lateral Section From 10,612' to 10,633'. WOB 10-22k, Rotary 0- 10,612.0 10,633.0
35 rpm, Q= 195 gpm. P= 3400 psi. MW inlout: 16.4 in / 16.4 ppg out. Bgas:
12-25 units, Flare: 0 ft. Cgas: 0 units.
MPD holding 150-200 psi on WHP.
Formation projected to be 6 degree updip. Slide down to adjust to stay in
zone.

Mud Check: in,551.0ftKB, 12/8/2013 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/8/2013 10,551.0 16.40 58 28.0 15.000 10.000 14.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

371,140.00 36.5 88.2/11.8
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

6.0 70.0
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Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/9/2013
Report #: 72, DFS: 65.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 142.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Surface Legal Location

Fidelity E&P NENE Sec7, T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00 12/22/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

842.18 84.39 16.2 42.8 3.0 22.84 77.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/8/2013 06:00 12/9/2013 06:00 65.19 10,491.0 10,633.0 142.00
Operations at Report Time

Drill 6" Lateral
Operations Summary

Drilled 6" Lateral from 10,491' to 10,558'. Repaired valve and seat on mud pump. Drilled 6" Lateral from 10,558' to 10,633'. Currently in Cane Creek "B"
Dolomite.
Operations Next Report Period

Drilling
Weather Wellbore

Snow Original Hole
Daily Contacts

Job Contact Position Offce

Delbert Sullivan Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 0.50 0.50 2 Service Rig & Generators. 10,491.0 10,491.0

06:30 5.50 6.00 2 Drilled 6" Lateral Section From 10,491' to 10,526'. WOB 10-22k, Rotary 0- 10,491.0 10,526.0
35 rpm, Q= 195 gpm. P= 3400 psi. MW inlout: 16.4 in / 16.4 ppg out. Bgas:
12-25 units, Flare: 0 ft. Cgas: 0 units.
MPD holding 150-200 psi on WHP.

12:00 1.00 7.00 2 Drilled 6" Lateral Section From 10,526' to 10,547'. WOB 10-22k, Rotary 0- 10,526.0 10,547.0
35 rpm, Q= 195 gpm. P= 3400 psi. MW inlout: 16.4 in / 16.4 ppg out. Bgas:
12-25 units, Flare: O ft. Cgas: 0 units.
MPD holding 150-200 psi on WHP.
BOP Drill, men in position 98 seconds.

13:00 0.50 7.50 9 Serviced Rig, Top Drive and Equipment. 10,547.0 10,547.0

13:30 3.50 11.00 2 Drilled 6" Lateral Section From 10,547' to 10,558'. WOB 10-22k, Rotary 0- 10,547.0 10,558.0
35 rpm, Q= 195 gpm. P= 3400 psi. MW inlout: 16.4 in / 16.4 ppg out. Bgas:
7-12 units, Flare: O ft. Cgas: 0 units.
MPD holding 135-200 psi on WHP.

17:00 0.50 11.50 8 Change out valve seat, valve and gasket on mud pump #1. 10,558.0 10,558.0

17:30 6.50 18.00 2 Drilled 6" Lateral Section From 10,558' to 10,612'. WOB 10-22k, Rotary 0- 10,558.0 10,612.0
35 rpm, Q= 195 gpm. P= 3400 psi. MW inlout: 16.4 in / 16.4 ppg out. Bgas:
12-25 units, Flare: O ft. Cgas: 0 units.
MPD holding 150-200 psi on WHP.
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00:00 6.00 24.00 2 Drilled 6" Lateral Section From 10,612' to 10,633'. WOB 10-22k, Rotary 0- 10,612.0 10,633.0
35 rpm, Q= 195 gpm. P= 3400 psi. MW inlout: 16.4 in / 16.4 ppg out. Bgas:
12-25 units, Flare: 0 ft. Cgas: 0 units.
MPD holding 150-200 psi on WHP.
Formation projected to be 6 degree updip. Slide down to adjust to stay in
zone.

Mud Check: in,551.0ftKB, 12/8/2013 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...
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Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

6.0 70.0
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Formation projected to be 6 degree updip. Slide down to adjust to stay in
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371,140.00 36.5 88.2/11.8
0
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Page  2/2

Well Name: Cane Creek 7-1

Report Printed:   1/7/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Mud Check: 10,619.0ftKB, 12/8/2013 15:00
Date

12/8/2013
Depth (ftKB)

10,619.0
Density (lb/gal)

16.40
Vis (s/qt)

60
PV OR (Pa•s)

27.0
YP OR (lbf/1…

15.000
Gel (10s) (lbf…

11.000
Gel (10m) (lb…

14.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

2.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L)

383,789.00
0

Pot (mg/L) Lime (lb/bbl) Solids (%)

36.5
CaCl (ppm) Oil Water Ratio

88.2/11.8

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl)

4.0
LCM ECD - Manual Entr… T Flowline (°F)

70.0
Comment

Daily Drilling Performance
Depth In (ftKB)

10,220.0
Depth Out (ft…

11,941.0
Drilled (ft)

1,721.00
Date In

12/6/2013 01:05
Date Out

12/16/2013 04:00
Drill Time (hr)

145.31
BHA ROP (ft/hr)

11.8
Rot Time (hr)

49.08
Slide Time (hr)

96.23
% Slide Time …

66.22
% Rot Time (%)

33.78
Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

7/1/2013 Conductor 103.0

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Report for: 12/9/2013
Report #: 72, DFS: 65.19

Daily Depth Progress: 142.00

Sundry Number: 46572 API Well Number: 43019500100000Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/9/2013
Report #: 72, DFS: 65.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 142.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Mud Check: 10,619.0ftKB, 12/8/2013 15:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/8/2013 10,619.0 16.40 60 27.0 15.000 11.000 14.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

383,789.00 36.5 88.2/11.8
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

4.0 70.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

10,220.0 11,941.0 1,721.00 12/6/2013 01:05 12/16/2013 04:00 145.31 11.8 49.08 96.23 66.22 33.78
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094
12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)
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Well Name: Cane Creek 7-1

Report Printed:   1/7/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Operator

Fidelity E&P
Surface Legal Location

NENE Sec7, T26S R20E
Rig

Nabors Drilling  
M40

Company Man\Well Site Lead

Paul Roberts
Rig Email Address

NaborsM40@Fidelityepco.com
Rig Phone Number

(970) 986-4401
Rig Release Previous Well

9/28/2013 06:00
Rig Release Date

12/22/2013 06:00

Drilling Hours (hr)

842.18
Circulating Hours (hr)

84.39
Job ROP (ft/hr)

16.2
Job ROP Rotating (ft/hr)

42.8
Job ROP Sliding (ft/hr)

3.0
Job Rotating % (%)

22.84
Total Job Percent Sliding (%)

77.16
Target Depth (ftKB)

13,196.0
Kick Off Date

11/3/2013
Kick Off Depth (ftKB)

6,860.0
Kick Off Depth  (TVD) (ftKB)

6,789.5
Daily Operations
Report Start Date

12/9/2013 06:00
Report End Date

12/10/2013 06:00
Days From Spud (days)

66.19
Start Depth (ftKB)

10,633.0
End Depth (ftKB)

10,775.0
Daily Depth Progress (ft)

142.00
Operations at Report Time

Drill 6" Lateral
Operations Summary

Drilled 6" Lateral from 10,633' to 10,775'.  

15 bbl of mud lost: 4 bbl to SCE, 11 bbl to formation.
Operations Next Report Period

Drilling
Weather

Sunny and Clear
Wellbore

Original Hole
Daily Contacts

Job Contact Position Office

Delbert Sullivan Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.50 1.50 2 Drilled 6" Lateral Section From 10,633' to 10,642'. WOB 10-22k, Rotary 0-
35 rpm, Q= 195 gpm. P= 3400 psi. MW in/out: 16.4 in / 16.4 ppg out. Bgas:  
12-25 units,  Flare: 0 ft.  Cgas: 0 units.    
MPD holding 120-130 psi on WHP.  
BOP Drill, men in position 54 seconds.  

10,633.0 10,642.0

07:30 0.50 2.00 9 Serviced Top Drive and equipment. 10,642.0 10,642.0

08:00 0.50 2.50 5 Circulated troubleshoot mud pumps. 10,642.0 10,642.0

08:30 0.50 3.00 2 Drilled 6" Lateral Section From 10,642' to 10,674'. WOB 10-22k, Rotary 0-
35 rpm, Q= 195 gpm. P= 3700 psi. MW in/out: 16.4 in / 16.4 ppg out. Bgas:  
12-25 units,  Flare: 0 ft.  Cgas: 0 units.    
MPD holding 120-130 psi on WHP.   

10,642.0 10,674.0

09:00 0.50 3.50 5 Circulated and worked pipe. 10,674.0 10,674.0

09:30 8.50 12.00 2 Drilled 6" Lateral Section From 10,674' to 10,709'. WOB 10-22k, Rotary 0-
35 rpm, Q= 195 gpm. P= 3700 psi. MW in/out: 16.4 in / 16.4 ppg out. Bgas:  
12-25 units,  Flare: 0 ft.  Cgas: 0 units.    
MPD holding 115-120 psi on WHP.  

10,674.0 10,709.0

18:00 6.00 18.00 2 Drilled 6" Lateral Section From 10,709' to 10,733'. WOB 10-22k, Rotary 0-
35 rpm, Q= 195 gpm. P= 3700 psi. MW in/out: 16.4 in / 16.4 ppg out. Bgas:  
12-25 units,  Flare: 0 ft.  Cgas: 0 units.    
MPD holding 90-100 psi on WHP.  

10,709.0 10,733.0

00:00 5.00 23.00 2 Drilled 6" Lateral Section From 10,733' to 10,765'. WOB 10-22k, Rotary 0-
35 rpm, Q= 195 gpm. P= 3700 psi. MW in/out: 16.4 in / 16.4 ppg out. Bgas:  
12-25 units,  Flare: 0 ft.  Cgas: 0 units.    
MPD holding 90-100 psi on WHP.  
BOP Drill, men in position 54 seconds.  

10,733.0 10,765.0

05:00 0.50 23.50 9 Service Rig and Equipment. 10,765.0 10,765.0

05:30 0.50 24.00 2 Drilled 6" Lateral Section From 10,765' to 10,775'. WOB 10-22k, Rotary 0-
35 rpm, Q= 195 gpm. P= 3700 psi. MW in/out: 16.4 in / 16.4 ppg out. Bgas:  
12-25 units,  Flare: 0 ft.  Cgas: 0 units.    
MPD holding 90-100 psi on WHP.  

10,765.0 10,775.0

Report for: 12/10/2013
Report #: 73, DFS: 66.19

Daily Depth Progress: 142.00

Sundry Number: 46572 API Well Number: 43019500100000Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/10/2013
Report #: 73, DFS: 66.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 142.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Surface Legal Location

Fidelity E&P NENE Sec7, T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00 12/22/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

842.18 84.39 16.2 42.8 3.0 22.84 77.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/9/2013 06:00 12/10/2013 06:00 66.19 10,633.0 10,775.0 142.00
Operations at Report Time

Drill 6" Lateral
Operations Summary

Drilled 6" Lateral from 10,633' to 10,775'.

15 bbl of mud lost: 4 bbl to SCE, 11 bbl to formation.
Operations Next Report Period

Drilling
Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Delbert Sullivan Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.50 1.50 2 Drilled 6" Lateral Section From 10,633' to 10,642'. WOB 10-22k, Rotary 0- 10,633.0 10,642.0
35 rpm, Q= 195 gpm. P= 3400 psi. MW inlout: 16.4 in / 16.4 ppg out. Bgas:
12-25 units, Flare: O ft. Cgas: 0 units.
MPD holding 120-130 psi on WHP.
BOP Drill, men in position 54 seconds.

07:30 0.50 2.00 9 Serviced Top Drive and equipment. 10,642.0 10,642.0
08:00 0.50 2.50 5 Circulated troubleshoot mud pumps. 10,642.0 10,642.0
08:30 0.50 3.00 2 Drilled 6" Lateral Section From 10,642' to 10,674'. WOB 10-22k, Rotary 0- 10,642.0 10,674.0

35 rpm, Q= 195 gpm. P= 3700 psi. MW inlout: 16.4 in / 16.4 ppg out. Bgas:
12-25 units, Flare: 0 ft. Cgas: 0 units.
MPD holding 120-130 psi on WHP.

09:00 0.50 3.50 5 Circulated and worked pipe. 10,674.0 10,674.0
09:30 8.50 12.00 2 Drilled 6" Lateral Section From 10,674' to 10,709'. WOB 10-22k, Rotary 0- 10,674.0 10,709.0

35 rpm, Q= 195 gpm. P= 3700 psi. MW inlout: 16.4 in / 16.4 ppg out. Bgas:
12-25 units, Flare: 0 ft. Cgas: 0 units.
MPD holding 115-120 psi on WHP.

18:00 6.00 18.00 2 Drilled 6" Lateral Section From 10,709' to 10,733'. WOB 10-22k, Rotary 0- 10,709.0 10,733.0
35 rpm, Q= 195 gpm. P= 3700 psi. MW inlout: 16.4 in / 16.4 ppg out. Bgas:
12-25 units, Flare: O ft. Cgas: 0 units.
MPD holding 90-100 psi on WHP.

00:00 5.00 23.00 2 Drilled 6" Lateral Section From 10,733' to 10,765'. WOB 10-22k, Rotary 0- 10,733.0 10,765.0
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Report #: 73, DFS: 66.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 142.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Surface Legal Location

Fidelity E&P NENE Sec7, T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00 12/22/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

842.18 84.39 16.2 42.8 3.0 22.84 77.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/9/2013 06:00 12/10/2013 06:00 66.19 10,633.0 10,775.0 142.00
Operations at Report Time

Drill 6" Lateral
Operations Summary

Drilled 6" Lateral from 10,633' to 10,775'.

15 bbl of mud lost: 4 bbl to SCE, 11 bbl to formation.
Operations Next Report Period

Drilling
Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Delbert Sullivan Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.50 1.50 2 Drilled 6" Lateral Section From 10,633' to 10,642'. WOB 10-22k, Rotary 0- 10,633.0 10,642.0
35 rpm, Q= 195 gpm. P= 3400 psi. MW inlout: 16.4 in / 16.4 ppg out. Bgas:
12-25 units, Flare: O ft. Cgas: 0 units.
MPD holding 120-130 psi on WHP.
BOP Drill, men in position 54 seconds.

07:30 0.50 2.00 9 Serviced Top Drive and equipment. 10,642.0 10,642.0

08:00 0.50 2.50 5 Circulated troubleshoot mud pumps. 10,642.0 10,642.0

08:30 0.50 3.00 2 Drilled 6" Lateral Section From 10,642' to 10,674'. WOB 10-22k, Rotary 0- 10,642.0 10,674.0
35 rpm, Q= 195 gpm. P= 3700 psi. MW inlout: 16.4 in / 16.4 ppg out. Bgas:
12-25 units, Flare: 0 ft. Cgas: 0 units.
MPD holding 120-130 psi on WHP.

09:00 0.50 3.50 5 Circulated and worked pipe. 10,674.0 10,674.0

09:30 8.50 12.00 2 Drilled 6" Lateral Section From 10,674' to 10,709'. WOB 10-22k, Rotary 0- 10,674.0 10,709.0
35 rpm, Q= 195 gpm. P= 3700 psi. MW inlout: 16.4 in / 16.4 ppg out. Bgas:
12-25 units, Flare: 0 ft. Cgas: 0 units.
MPD holding 115-120 psi on WHP.

18:00 6.00 18.00 2 Drilled 6" Lateral Section From 10,709' to 10,733'. WOB 10-22k, Rotary 0- 10,709.0 10,733.0
35 rpm, Q= 195 gpm. P= 3700 psi. MW inlout: 16.4 in / 16.4 ppg out. Bgas:
12-25 units, Flare: O ft. Cgas: 0 units.
MPD holding 90-100 psi on WHP.

00:00 5.00 23.00 2 Drilled 6" Lateral Section From 10,733' to 10,765'. WOB 10-22k, Rotary 0- 10,733.0 10,765.0
35 rpm, Q= 195 gpm. P= 3700 psi. MW inlout: 16.4 in / 16.4 ppg out. Bgas:
12-25 units, Flare: 0 ft. Cgas: 0 units.
MPD holding 90-100 psi on WHP.
BOP Drill, men in position 54 seconds.

05:00 0.50 23.50 9 Service Rig and Equipment. 10,765.0 10,765.0

05:30 0.50 24.00 2 Drilled 6" Lateral Section From 10,765' to 10,775'. WOB 10-22k, Rotary 0- 10,765.0 10,775.0
35 rpm, Q= 195 gpm. P= 3700 psi. MW inlout: 16.4 in / 16.4 ppg out. Bgas:
12-25 units, Flare: 0 ft. Cgas: 0 units.
MPD holding 90-100 psi on WHP.
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Well Name: Cane Creek 7-1

Report Printed:   1/7/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Mud Check: 10,692.0ftKB, 12/9/2013 14:00
Date

12/9/2013
Depth (ftKB)

10,692.0
Density (lb/gal)

16.40
Vis (s/qt)

58
PV OR (Pa•s)

29.0
YP OR (lbf/1…

15.000
Gel (10s) (lbf…

11.000
Gel (10m) (lb…

14.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

2.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L)

358,492.00
0

Pot (mg/L) Lime (lb/bbl) Solids (%)

36.5
CaCl (ppm) Oil Water Ratio

88.2/11.8

Mud Lost (Hole) (bbl)

4.0
Mud Lost (Surf) (bbl)

6.0
LCM ECD - Manual Entr… T Flowline (°F)

76.0
Comment

Mud Check: 10,745.0ftKB, 12/9/2013 23:59
Date

12/9/2013
Depth (ftKB)

10,745.0
Density (lb/gal)

16.30
Vis (s/qt)

57
PV OR (Pa•s)

25.0
YP OR (lbf/1…

15.000
Gel (10s) (lbf…

9.000
Gel (10m) (lb…

13.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

2.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L)

358,503.00
0

Pot (mg/L) Lime (lb/bbl) Solids (%)

35.5
CaCl (ppm) Oil Water Ratio

88.2/11.8

Mud Lost (Hole) (bbl)

11.0
Mud Lost (Surf) (bbl)

4.0
LCM ECD - Manual Entr… T Flowline (°F)

76.0
Comment

Daily Drilling Performance
Depth In (ftKB)

10,220.0
Depth Out (ft…

11,941.0
Drilled (ft)

1,721.00
Date In

12/6/2013 01:05
Date Out

12/16/2013 04:00
Drill Time (hr)

145.31
BHA ROP (ft/hr)

11.8
Rot Time (hr)

49.08
Slide Time (hr)

96.23
% Slide Time …

66.22
% Rot Time (%)

33.78
Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

7/1/2013 Conductor 103.0

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Report for: 12/10/2013
Report #: 73, DFS: 66.19

Daily Depth Progress: 142.00

Sundry Number: 46572 API Well Number: 43019500100000Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/10/2013
Report #: 73, DFS: 66.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 142.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Mud Check: 10,692.0ftKB, 12/9/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/9/2013 10,692.0 16.40 58 29.0 15.000 11.000 14.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

358,492.00 36.5 88.2/11.8
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

4.0 6.0 76.0
Mud Check: 10,745.0ftKB, 12/9/2013 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/9/2013 10,745.0 16.30 57 25.0 15.000 9.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

358,503.00 35.5 88.2/11.8
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

11.0 4.0 76.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

10,220.0 11,941.0 1,721.00 12/6/2013 01:05 12/16/2013 04:00 145.31 11.8 49.08 96.23 66.22 33.78
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094
12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/9/2013 10,745.0 16.30 57 25.0 15.000 9.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

358,503.00 35.5 88.2/11.8
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

11.0 4.0 76.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

10,220.0 11,941.0 1,721.00 12/6/2013 01:05 12/16/2013 04:00 145.31 11.8 49.08 96.23 66.22 33.78
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

7/1/2013 Conductor 103.0

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 2/2 Report Printed:

Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/10/2013
Report #: 73, DFS: 66.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 142.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Mud Check: 10,692.0ftKB, 12/9/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/9/2013 10,692.0 16.40 58 29.0 15.000 11.000 14.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

358,492.00 36.5 88.2/11.8
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

4.0 6.0 76.0
Mud Check: 10,745.0ftKB, 12/9/2013 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/9/2013 10,745.0 16.30 57 25.0 15.000 9.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

358,503.00 35.5 88.2/11.8
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

11.0 4.0 76.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

10,220.0 11,941.0 1,721.00 12/6/2013 01:05 12/16/2013 04:00 145.31 11.8 49.08 96.23 66.22 33.78
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

7/1/2013 Conductor 103.0

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 2/2 Report Printed:



RECEIVED: Jan. 07, 2014

Page  1/2

Well Name: Cane Creek 7-1

Report Printed:   1/7/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Operator

Fidelity E&P
Surface Legal Location

NENE Sec7, T26S R20E
Rig

Nabors Drilling  
M40

Company Man\Well Site Lead

Paul Roberts
Rig Email Address

NaborsM40@Fidelityepco.com
Rig Phone Number

(970) 986-4401
Rig Release Previous Well

9/28/2013 06:00
Rig Release Date

12/22/2013 06:00

Drilling Hours (hr)

842.18
Circulating Hours (hr)

84.39
Job ROP (ft/hr)

16.2
Job ROP Rotating (ft/hr)

42.8
Job ROP Sliding (ft/hr)

3.0
Job Rotating % (%)

22.84
Total Job Percent Sliding (%)

77.16
Target Depth (ftKB)

13,196.0
Kick Off Date

11/3/2013
Kick Off Depth (ftKB)

6,860.0
Kick Off Depth  (TVD) (ftKB)

6,789.5
Daily Operations
Report Start Date

12/10/2013 06:00
Report End Date

12/11/2013 06:00
Days From Spud (days)

67.19
Start Depth (ftKB)

10,775.0
End Depth (ftKB)

10,932.0
Daily Depth Progress (ft)

157.00
Operations at Report Time

Drill 6" Lateral
Operations Summary

Drilled 6" Lateral from 10,775' to 10,932'.
Operations Next Report Period

Drilling
Weather

Sunny and Clear
Wellbore

Original Hole
Daily Contacts

Job Contact Position Office

Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Delbert Sullivan Company Man / WSL (970) 986-4401

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drilled 6" Lateral Section From 10,775' to 10,817'. WOB 10-22k, Rotary 0-
35 rpm, Q= 195 gpm. P= 3700 psi. MW in/out: 16.4 in / 16.4 ppg out. Bgas:  
12-25 units,  Flare: 0 ft.  Cgas: 0 units.    
MPD holding 90-100 psi on WHP.  

10,775.0 10,817.0

12:00 3.50 9.50 2 Drilled 6" Lateral Section From 10,817' to 10,832'. WOB 10-22k, Rotary 0-
35 rpm, Q= 208 gpm. P= 3700 psi. MW in/out: 16.4 in / 16.4 ppg out. Bgas:  
12-25 units,  Flare: 0 ft.  Cgas: 0 units.    
MPD holding 60-80 psi on WHP.  
BOP Drill, men in position 52 seconds.  

10,817.0 10,832.0

15:30 0.50 10.00 9 Serviced Rig and Equipment. 10,832.0 10,832.0

16:00 2.00 12.00 2 Drilled 6" Lateral Section From 10,832' to 10,847'. WOB 10-22k, Rotary 0-
35 rpm, Q= 208 gpm. P= 3700 psi. MW in/out: 16.4 in / 16.4 ppg out. Bgas:  
12-25 units,  Flare: 0 ft.  Cgas: 0 units.    
MPD holding 60-80 psi on WHP.  

10,832.0 10,847.0

18:00 6.00 18.00 2 Drilled 6" Lateral Section From 10,847' to 10,903'. WOB 10-22k, Rotary 0-
35 rpm, Q= 208 gpm. P= 3700 psi. MW in/out: 16.4 in / 16.4 ppg out. Bgas:  
12-25 units,  Flare: 0 ft.  Cgas: 0 units.    
MPD holding 60-80 psi on WHP.  
BOP Drill, men in position 75 seconds.  

10,847.0 10,903.0

00:00 5.00 23.00 2 Drilled 6" Lateral Section From 10,903' to 10,926'. WOB 10-22k, Rotary 0-
35 rpm, Q= 208 gpm. P= 3700 psi. MW in/out: 16.4 in / 16.4 ppg out. Bgas:  
12-25 units,  Flare: 0 ft.  Cgas: 0 units.    
MPD holding 60-80 psi on WHP.  

10,903.0 10,926.0

05:00 0.50 23.50 9 Service Rig and Equipment. Grease Swivel and replace broken safety  
cable.  

10,926.0 10,926.0

05:30 0.50 24.00 2 Drilled 6" Lateral Section From 10,926' to 10,932'. WOB 10-22k, Rotary 0-
35 rpm, Q= 208 gpm. P= 3700 psi. MW in/out: 16.4 in / 16.4 ppg out. Bgas:  
12-25 units,  Flare: 0 ft.  Cgas: 0 units.    
MPD holding 60-80 psi on WHP.  

10,926.0 10,932.0

Mud Check: 10,823.0ftKB, 12/10/2013 14:00
Date

12/10/2013
Depth (ftKB)

10,823.0
Density (lb/gal)

16.35
Vis (s/qt)

58
PV OR (Pa•s)

28.0
YP OR (lbf/1…

15.000
Gel (10s) (lbf…

10.000
Gel (10m) (lb…

13.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

2.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L)

371,152.00
0

Pot (mg/L) Lime (lb/bbl) Solids (%)

36.0
CaCl (ppm) Oil Water Ratio

88.3/11.7

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl)

5.0
LCM ECD - Manual Entr… T Flowline (°F)

90.0
Comment

Report for: 12/11/2013
Report #: 74, DFS: 67.19

Daily Depth Progress: 157.00

Sundry Number: 46572 API Well Number: 43019500100000Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/11/2013
Report #: 74, DFS: 67.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 157.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Surface Legal Location

Fidelity E&P NENE Sec7, T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00 12/22/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

842.18 84.39 16.2 42.8 3.0 22.84 77.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/10/2013 06:00 12/11/2013 06:00 67.19 10,775.0 10,932.0 157.00
Operations at Report Time

Drill 6" Lateral
Operations Summary

Drilled 6" Lateral from 10,775' to 10,932'.
Operations Next Report Period

Drilling
Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Delbert Sullivan Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drilled 6" Lateral Section From 10,775' to 10,817'. WOB 10-22k, Rotary 0- 10,775.0 10,817.0
35 rpm, Q= 195 gpm. P= 3700 psi. MW inlout: 16.4 in / 16.4 ppg out. Bgas:
12-25 units, Flare: O ft. Cgas: 0 units.
MPD holding 90-100 psi on WHP.

12:00 3.50 9.50 2 Drilled 6" Lateral Section From 10,817' to 10,832'. WOB 10-22k, Rotary 0- 10,817.0 10,832.0
35 rpm, Q= 208 gpm. P= 3700 psi. MW inlout: 16.4 in / 16.4 ppg out. Bgas:
12-25 units, Flare: 0 ft. Cgas: 0 units.
MPD holding 60-80 psi on WHP.
BOP Drill, men in position 52 seconds.

15:30 0.50 10.00 9 Serviced Rig and Equipment. 10,832.0 10,832.0
16:00 2.00 12.00 2 Drilled 6" Lateral Section From 10,832' to 10,847'. WOB 10-22k, Rotary 0- 10,832.0 10,847.0

35 rpm, Q= 208 gpm. P= 3700 psi. MW inlout: 16.4 in / 16.4 ppg out. Bgas:
12-25 units, Flare: 0 ft. Cgas: 0 units.
MPD holding 60-80 psi on WHP.

18:00 6.00 18.00 2 Drilled 6" Lateral Section From 10,847' to 10,903'. WOB 10-22k, Rotary 0- 10,847.0 10,903.0
35 rpm, Q= 208 gpm. P= 3700 psi. MW inlout: 16.4 in / 16.4 ppg out. Bgas:
12-25 units, Flare: O ft. Cgas: 0 units.
MPD holding 60-80 psi on WHP.
BOP Drill, men in position 75 seconds.

00:00 5.00 23.00 2 Drilled 6" Lateral Section From 10,903' to 10,926'. WOB 10-22k, Rotary 0- 10,903.0 10,926.0
35 rpm, Q= 208 gpm. P= 3700 psi. MW inlout: 16.4 in / 16.4 ppg out. Bgas:
12-25 units, Flare: 0 ft. Cgas: 0 units.
MPD holding 60-80 psi on WHP.

05:00 0.50 23.50 9 Service Rig and Equipment. Grease Swivel and replace broken safety 10,926.0 10,926.0
cable.

05:30 0.50 24.00 2 Drilled 6" Lateral Section From 10,926' to 10,932'. WOB 10-22k, Rotary 0- 10,926.0 10,932.0
35 rpm, Q= 208 gpm. P= 3700 psi. MW inlout: 16.4 in / 16.4 ppg out. Bgas:
12-25 units, Flare: 0 ft. Cgas: 0 units.
MPD holding 60-80 psi on WHP.

Mud Check: in,823.0ftKB, 12/10/201:114:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/10/2013 10,823.0 16.35 58 28.0 15.000 10.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

371,152.00 36.0 88.3/11.7
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

5.0 90.0

Page 1/2 Report Printed:

Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/11/2013
Report #: 74, DFS: 67.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 157.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Surface Legal Location

Fidelity E&P NENE Sec7, T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00 12/22/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

842.18 84.39 16.2 42.8 3.0 22.84 77.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/10/2013 06:00 12/11/2013 06:00 67.19 10,775.0 10,932.0 157.00
Operations at Report Time

Drill 6" Lateral
Operations Summary

Drilled 6" Lateral from 10,775' to 10,932'.
Operations Next Report Period

Drilling
Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Delbert Sullivan Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drilled 6" Lateral Section From 10,775' to 10,817'. WOB 10-22k, Rotary 0- 10,775.0 10,817.0
35 rpm, Q= 195 gpm. P= 3700 psi. MW inlout: 16.4 in / 16.4 ppg out. Bgas:
12-25 units, Flare: O ft. Cgas: 0 units.
MPD holding 90-100 psi on WHP.

12:00 3.50 9.50 2 Drilled 6" Lateral Section From 10,817' to 10,832'. WOB 10-22k, Rotary 0- 10,817.0 10,832.0
35 rpm, Q= 208 gpm. P= 3700 psi. MW inlout: 16.4 in / 16.4 ppg out. Bgas:
12-25 units, Flare: 0 ft. Cgas: 0 units.
MPD holding 60-80 psi on WHP.
BOP Drill, men in position 52 seconds.

15:30 0.50 10.00 9 Serviced Rig and Equipment. 10,832.0 10,832.0

16:00 2.00 12.00 2 Drilled 6" Lateral Section From 10,832' to 10,847'. WOB 10-22k, Rotary 0- 10,832.0 10,847.0
35 rpm, Q= 208 gpm. P= 3700 psi. MW inlout: 16.4 in / 16.4 ppg out. Bgas:
12-25 units, Flare: 0 ft. Cgas: 0 units.
MPD holding 60-80 psi on WHP.

18:00 6.00 18.00 2 Drilled 6" Lateral Section From 10,847' to 10,903'. WOB 10-22k, Rotary 0- 10,847.0 10,903.0
35 rpm, Q= 208 gpm. P= 3700 psi. MW inlout: 16.4 in / 16.4 ppg out. Bgas:
12-25 units, Flare: O ft. Cgas: 0 units.
MPD holding 60-80 psi on WHP.
BOP Drill, men in position 75 seconds.

00:00 5.00 23.00 2 Drilled 6" Lateral Section From 10,903' to 10,926'. WOB 10-22k, Rotary 0- 10,903.0 10,926.0
35 rpm, Q= 208 gpm. P= 3700 psi. MW inlout: 16.4 in / 16.4 ppg out. Bgas:
12-25 units, Flare: 0 ft. Cgas: 0 units.
MPD holding 60-80 psi on WHP.

05:00 0.50 23.50 9 Service Rig and Equipment. Grease Swivel and replace broken safety 10,926.0 10,926.0
cable.

05:30 0.50 24.00 2 Drilled 6" Lateral Section From 10,926' to 10,932'. WOB 10-22k, Rotary 0- 10,926.0 10,932.0
35 rpm, Q= 208 gpm. P= 3700 psi. MW inlout: 16.4 in / 16.4 ppg out. Bgas:
12-25 units, Flare: 0 ft. Cgas: 0 units.
MPD holding 60-80 psi on WHP.

Mud Check: in,823.0ftKB, 12/10/201:114:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/10/2013 10,823.0 16.35 58 28.0 15.000 10.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

371,152.00 36.0 88.3/11.7
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

5.0 90.0

Page 1/2 Report Printed:

Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/11/2013
Report #: 74, DFS: 67.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 157.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Surface Legal Location

Fidelity E&P NENE Sec7, T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00 12/22/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

842.18 84.39 16.2 42.8 3.0 22.84 77.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/10/2013 06:00 12/11/2013 06:00 67.19 10,775.0 10,932.0 157.00
Operations at Report Time

Drill 6" Lateral
Operations Summary

Drilled 6" Lateral from 10,775' to 10,932'.
Operations Next Report Period

Drilling
Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Delbert Sullivan Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drilled 6" Lateral Section From 10,775' to 10,817'. WOB 10-22k, Rotary 0- 10,775.0 10,817.0
35 rpm, Q= 195 gpm. P= 3700 psi. MW inlout: 16.4 in / 16.4 ppg out. Bgas:
12-25 units, Flare: O ft. Cgas: 0 units.
MPD holding 90-100 psi on WHP.

12:00 3.50 9.50 2 Drilled 6" Lateral Section From 10,817' to 10,832'. WOB 10-22k, Rotary 0- 10,817.0 10,832.0
35 rpm, Q= 208 gpm. P= 3700 psi. MW inlout: 16.4 in / 16.4 ppg out. Bgas:
12-25 units, Flare: 0 ft. Cgas: 0 units.
MPD holding 60-80 psi on WHP.
BOP Drill, men in position 52 seconds.

15:30 0.50 10.00 9 Serviced Rig and Equipment. 10,832.0 10,832.0

16:00 2.00 12.00 2 Drilled 6" Lateral Section From 10,832' to 10,847'. WOB 10-22k, Rotary 0- 10,832.0 10,847.0
35 rpm, Q= 208 gpm. P= 3700 psi. MW inlout: 16.4 in / 16.4 ppg out. Bgas:
12-25 units, Flare: 0 ft. Cgas: 0 units.
MPD holding 60-80 psi on WHP.

18:00 6.00 18.00 2 Drilled 6" Lateral Section From 10,847' to 10,903'. WOB 10-22k, Rotary 0- 10,847.0 10,903.0
35 rpm, Q= 208 gpm. P= 3700 psi. MW inlout: 16.4 in / 16.4 ppg out. Bgas:
12-25 units, Flare: O ft. Cgas: 0 units.
MPD holding 60-80 psi on WHP.
BOP Drill, men in position 75 seconds.

00:00 5.00 23.00 2 Drilled 6" Lateral Section From 10,903' to 10,926'. WOB 10-22k, Rotary 0- 10,903.0 10,926.0
35 rpm, Q= 208 gpm. P= 3700 psi. MW inlout: 16.4 in / 16.4 ppg out. Bgas:
12-25 units, Flare: 0 ft. Cgas: 0 units.
MPD holding 60-80 psi on WHP.

05:00 0.50 23.50 9 Service Rig and Equipment. Grease Swivel and replace broken safety 10,926.0 10,926.0
cable.

05:30 0.50 24.00 2 Drilled 6" Lateral Section From 10,926' to 10,932'. WOB 10-22k, Rotary 0- 10,926.0 10,932.0
35 rpm, Q= 208 gpm. P= 3700 psi. MW inlout: 16.4 in / 16.4 ppg out. Bgas:
12-25 units, Flare: 0 ft. Cgas: 0 units.
MPD holding 60-80 psi on WHP.

Mud Check: in,823.0ftKB, 12/10/201:114:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/10/2013 10,823.0 16.35 58 28.0 15.000 10.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

371,152.00 36.0 88.3/11.7
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

5.0 90.0
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Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/11/2013
Report #: 74, DFS: 67.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 157.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Surface Legal Location

Fidelity E&P NENE Sec7, T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00 12/22/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

842.18 84.39 16.2 42.8 3.0 22.84 77.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/10/2013 06:00 12/11/2013 06:00 67.19 10,775.0 10,932.0 157.00
Operations at Report Time

Drill 6" Lateral
Operations Summary

Drilled 6" Lateral from 10,775' to 10,932'.
Operations Next Report Period

Drilling
Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Delbert Sullivan Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 2 Drilled 6" Lateral Section From 10,775' to 10,817'. WOB 10-22k, Rotary 0- 10,775.0 10,817.0
35 rpm, Q= 195 gpm. P= 3700 psi. MW inlout: 16.4 in / 16.4 ppg out. Bgas:
12-25 units, Flare: O ft. Cgas: 0 units.
MPD holding 90-100 psi on WHP.
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RECEIVED: Jan. 07, 2014

Page  2/2

Well Name: Cane Creek 7-1

Report Printed:   1/7/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Mud Check: 10,911.0ftKB, 12/10/2013 23:59
Date

12/10/2013
Depth (ftKB)

10,911.0
Density (lb/gal)

16.35
Vis (s/qt)

62
PV OR (Pa•s)

28.0
YP OR (lbf/1…

16.000
Gel (10s) (lbf…

12.000
Gel (10m) (lb…

16.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

2.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L)

358,525.00
0

Pot (mg/L) Lime (lb/bbl) Solids (%)

36.0
CaCl (ppm) Oil Water Ratio

88.3/11.7

Mud Lost (Hole) (bbl)

26.0
Mud Lost (Surf) (bbl)

6.0
LCM ECD - Manual Entr… T Flowline (°F)

90.0
Comment

Daily Drilling Performance
Depth In (ftKB)

10,220.0
Depth Out (ft…

11,941.0
Drilled (ft)

1,721.00
Date In

12/6/2013 01:05
Date Out

12/16/2013 04:00
Drill Time (hr)

145.31
BHA ROP (ft/hr)

11.8
Rot Time (hr)

49.08
Slide Time (hr)

96.23
% Slide Time …

66.22
% Rot Time (%)

33.78
Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

7/1/2013 Conductor 103.0

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Report for: 12/11/2013
Report #: 74, DFS: 67.19

Daily Depth Progress: 157.00

Sundry Number: 46572 API Well Number: 43019500100000Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/11/2013
Report #: 74, DFS: 67.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 157.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
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Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/10/2013 10,911.0 16.35 62 28.0 16.000 12.000 16.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

358,525.00 36.0 88.3/11.7
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

26.0 6.0 90.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

10,220.0 11,941.0 1,721.00 12/6/2013 01:05 12/16/2013 04:00 145.31 11.8 49.08 96.23 66.22 33.78
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358,525.00 36.0 88.3/11.7
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

26.0 6.0 90.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

10,220.0 11,941.0 1,721.00 12/6/2013 01:05 12/16/2013 04:00 145.31 11.8 49.08 96.23 66.22 33.78
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

7/1/2013 Conductor 103.0

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 2/2 Report Printed:

Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/11/2013
Report #: 74, DFS: 67.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 157.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Mud Check: 10,911.0ftKB, 12/10/2013 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/10/2013 10,911.0 16.35 62 28.0 16.000 12.000 16.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

358,525.00 36.0 88.3/11.7
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

26.0 6.0 90.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

10,220.0 11,941.0 1,721.00 12/6/2013 01:05 12/16/2013 04:00 145.31 11.8 49.08 96.23 66.22 33.78
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

7/1/2013 Conductor 103.0

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Page 2/2 Report Printed:



RECEIVED: Jan. 07, 2014

Page  1/2

Well Name: Cane Creek 7-1

Report Printed:   1/7/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Operator

Fidelity E&P
Surface Legal Location

NENE Sec7, T26S R20E
Rig

Nabors Drilling  
M40

Company Man\Well Site Lead

Paul Roberts
Rig Email Address

NaborsM40@Fidelityepco.com
Rig Phone Number

(970) 986-4401
Rig Release Previous Well

9/28/2013 06:00
Rig Release Date

12/22/2013 06:00

Drilling Hours (hr)

842.18
Circulating Hours (hr)

84.39
Job ROP (ft/hr)

16.2
Job ROP Rotating (ft/hr)

42.8
Job ROP Sliding (ft/hr)

3.0
Job Rotating % (%)

22.84
Total Job Percent Sliding (%)

77.16
Target Depth (ftKB)

13,196.0
Kick Off Date

11/3/2013
Kick Off Depth (ftKB)

6,860.0
Kick Off Depth  (TVD) (ftKB)

6,789.5
Daily Operations
Report Start Date

12/11/2013 06:00
Report End Date

12/12/2013 06:00
Days From Spud (days)

68.19
Start Depth (ftKB)

10,932.0
End Depth (ftKB)

11,347.0
Daily Depth Progress (ft)

415.00
Operations at Report Time

Drill 6" Lateral
Operations Summary

Drilled 6" Lateral from 10,932' to 11,347'.
Operations Next Report Period

Drilling
Weather

Sunny and Clear
Wellbore

Original Hole
Daily Contacts

Job Contact Position Office

Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 7.00 7.00 2 Drilled 6" Lateral Section From 10,932' to 11,022'. WOB 10-22k, Rotary 0-
35 rpm, Q= 208 gpm. P= 3700 psi. MW in/out: 16.1 in / 16.1 ppg out. Bgas:  
12-25 units,  Flare: 0 ft.  Cgas: 0 units.    
MPD holding 60-80 psi on WHP.  

10,932.0 11,022.0

13:00 0.50 7.50 9 Serviced Rig, Top Drive and Equipment. 11,022.0 11,022.0

13:30 3.50 11.00 2 Drilled 6" Lateral Section From 11,022' to 11,096'. WOB 4-18k, Rotary 0-35  
rpm, Q= 208 gpm. P= 3700 psi. MW in/out: 16.1 in / 16.1 ppg out. Bgas: 12
-25 units,  Flare: 0 ft.  Cgas: 0 units.    
MPD holding 60-80 psi on WHP.  
BOP Drill, 50 Second Response Time.  

11,022.0 11,096.0

17:00 0.50 11.50 5 Circulated and troubleshoot PZIG. Determined that batteries were depleted  
in PZIG. Will drill ahead without PZIG.  

11,096.0 11,096.0

17:30 6.50 18.00 2 Drilled 6" Lateral Section From 11,096' to 11,210'. WOB 4-18k, Rotary 0-35  
rpm, Q= 208 gpm. P= 3700 psi. MW in/out: 16.1 in / 16.1 ppg out. Bgas: 12
-25 units,  Flare: 0 ft.  Cgas: 0 units.    
MPD holding 60-80 psi on WHP.  

11,096.0 11,210.0

00:00 6.00 24.00 2 Drilled 6" Lateral Section From 11,210' to 11,347'. WOB 4-18k, Rotary 0-35  
rpm, Q= 208 gpm. P= 3700 psi. MW in/out: 16.1 in / 16.1 ppg out. Bgas: 12
-50 units,  Flare: 0 ft.  Cgas: 0 units.    
MPD holding 60-80 psi on WHP.  
BOP Drill, Men at Stations 75 Seconds.  

11,210.0 11,347.0

Mud Check: 11,068.0ftKB, 12/11/2013 14:00
Date

12/11/2013
Depth (ftKB)

11,068.0
Density (lb/gal)

16.20
Vis (s/qt)

55
PV OR (Pa•s)

28.0
YP OR (lbf/1…

15.000
Gel (10s) (lbf…

12.000
Gel (10m) (lb…

16.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

2.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L)

3.000
Calcium (mg/L)

2.900
Pot (mg/L) Lime (lb/bbl) Solids (%)

36.0
CaCl (ppm)

371,163
Oil Water Ratio

Mud Lost (Hole) (bbl)

0.0
Mud Lost (Surf) (bbl)

5.0
LCM ECD - Manual Entr… T Flowline (°F)

72.0
Comment

Mud Check: 11,243.0ftKB, 12/11/2013 23:59
Date

12/11/2013
Depth (ftKB)

11,243.0
Density (lb/gal)

16.15
Vis (s/qt)

60
PV OR (Pa•s)

27.0
YP OR (lbf/1…

15.000
Gel (10s) (lbf…

11.000
Gel (10m) (lb…

15.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

2.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L)

40,271.000
Calcium (mg/L)

372,013.00
0

Pot (mg/L) Lime (lb/bbl) Solids (%)

35.5
CaCl (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl)

9.0
Mud Lost (Surf) (bbl)

7.0
LCM ECD - Manual Entr… T Flowline (°F)

72.0
Comment

Daily Drilling Performance
Depth In (ftKB)

10,220.0
Depth Out (ft…

11,941.0
Drilled (ft)

1,721.00
Date In

12/6/2013 01:05
Date Out

12/16/2013 04:00
Drill Time (hr)

145.31
BHA ROP (ft/hr)

11.8
Rot Time (hr)

49.08
Slide Time (hr)

96.23
% Slide Time …

66.22
% Rot Time (%)

33.78

Report for: 12/12/2013
Report #: 75, DFS: 68.19

Daily Depth Progress: 415.00

Sundry Number: 46572 API Well Number: 43019500100000Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/12/2013
Report #: 75, DFS: 68.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 415.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Surface Legal Location

Fidelity E&P NENE Sec7, T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00 12/22/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

842.18 84.39 16.2 42.8 3.0 22.84 77.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/11/2013 06:00 12/12/2013 06:00 68.19 10,932.0 11,347.0 415.00
Operations at Report Time

Drill 6" Lateral
Operations Summary

Drilled 6" Lateral from 10,932' to 11,347'.
Operations Next Report Period

Drilling
Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Offce

Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 7.00 7.00 2 Drilled 6" Lateral Section From 10,932' to 11,022'. WOB 10-22k, Rotary 0- 10,932.0 11,022.0
35 rpm, Q= 208 gpm. P= 3700 psi. MW inlout: 16.1 in / 16.1 ppg out. Bgas:
12-25 units, Flare: O ft. Cgas: 0 units.
MPD holding 60-80 psi on WHP.

13:00 0.50 7.50 9 Serviced Rig, Top Drive and Equipment. 11,022.0 11,022.0
13:30 3.50 11.00 2 Drilled 6" Lateral Section From 11,022' to 11,096'. WOB 4-18k, Rotary 0-35 11,022.0 11,096.0

rpm, Q= 208 gpm. P= 3700 psi. MW inlout: 16.1 in / 16.1 ppg out. Bgas: 12
-25 units, Flare: O ft. Cgas: 0 units.
MPD holding 60-80 psi on WHP.
BOP Drill, 50 Second Response Time.

17:00 0.50 11.50 5 Circulated and troubleshoot PZIG. Determined that batteries were depleted 11,096.0 11,096.0
in PZIG. Will drill ahead without PZIG.

17:30 6.50 18.00 2 Drilled 6" Lateral Section From 11,096' to 11,210'. WOB 4-18k, Rotary 0-35 11,096.0 11,210.0
rpm, Q= 208 gpm. P= 3700 psi. MW inlout: 16.1 in / 16.1 ppg out. Bgas: 12
-25 units, Flare: O ft. Cgas: 0 units.
MPD holding 60-80 psi on WHP.

00:00 6.00 24.00 2 Drilled 6" Lateral Section From 11,210' to 11,347'. WOB 4-18k, Rotary 0-35 11,210.0 11,347.0
rpm, Q= 208 gpm. P= 3700 psi. MW inlout: 16.1 in / 16.1 ppg out. Bgas: 12
-50 units, Flare: 0 ft. Cgas: 0 units.
MPD holding 60-80 psi on WHP.
BOP Drill, Men at Stations 75 Seconds.

Mud Check: 1 ,068.0ftKB, 12/11/201:114:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/11/2013 11,068.0 16.20 55 28.0 15.000 12.000 16.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.000 2.900 36.0 371,163
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

0.0 5.0 72.0
Mud Check: 11,243.0ftKB, 12/11/2013 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/11/2013 11,243.0 16.15 60 27.0 15.000 11.000 15.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

40,271.000 372,013.00 35.5
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

9.0 7.0 72.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

10,220.0 11,941.0 1,721.00 12/6/2013 01:05 12/16/2013 04:00 145.31 11.8 49.08 96.23 66.22 33.78

Page 1/2 Report Printed:

Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/12/2013
Report #: 75, DFS: 68.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 415.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Surface Legal Location

Fidelity E&P NENE Sec7, T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00 12/22/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

842.18 84.39 16.2 42.8 3.0 22.84 77.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/11/2013 06:00 12/12/2013 06:00 68.19 10,932.0 11,347.0 415.00
Operations at Report Time

Drill 6" Lateral
Operations Summary

Drilled 6" Lateral from 10,932' to 11,347'.
Operations Next Report Period

Drilling
Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Offce

Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 7.00 7.00 2 Drilled 6" Lateral Section From 10,932' to 11,022'. WOB 10-22k, Rotary 0- 10,932.0 11,022.0
35 rpm, Q= 208 gpm. P= 3700 psi. MW inlout: 16.1 in / 16.1 ppg out. Bgas:
12-25 units, Flare: O ft. Cgas: 0 units.
MPD holding 60-80 psi on WHP.

13:00 0.50 7.50 9 Serviced Rig, Top Drive and Equipment. 11,022.0 11,022.0

13:30 3.50 11.00 2 Drilled 6" Lateral Section From 11,022' to 11,096'. WOB 4-18k, Rotary 0-35 11,022.0 11,096.0
rpm, Q= 208 gpm. P= 3700 psi. MW inlout: 16.1 in / 16.1 ppg out. Bgas: 12
-25 units, Flare: O ft. Cgas: 0 units.
MPD holding 60-80 psi on WHP.
BOP Drill, 50 Second Response Time.

17:00 0.50 11.50 5 Circulated and troubleshoot PZIG. Determined that batteries were depleted 11,096.0 11,096.0
in PZIG. Will drill ahead without PZIG.

17:30 6.50 18.00 2 Drilled 6" Lateral Section From 11,096' to 11,210'. WOB 4-18k, Rotary 0-35 11,096.0 11,210.0
rpm, Q= 208 gpm. P= 3700 psi. MW inlout: 16.1 in / 16.1 ppg out. Bgas: 12
-25 units, Flare: O ft. Cgas: 0 units.
MPD holding 60-80 psi on WHP.

00:00 6.00 24.00 2 Drilled 6" Lateral Section From 11,210' to 11,347'. WOB 4-18k, Rotary 0-35 11,210.0 11,347.0
rpm, Q= 208 gpm. P= 3700 psi. MW inlout: 16.1 in / 16.1 ppg out. Bgas: 12
-50 units, Flare: 0 ft. Cgas: 0 units.
MPD holding 60-80 psi on WHP.
BOP Drill, Men at Stations 75 Seconds.

Mud Check: 1 ,068.0ftKB, 12/11/201:114:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/11/2013 11,068.0 16.20 55 28.0 15.000 12.000 16.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.000 2.900 36.0 371,163
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

0.0 5.0 72.0
Mud Check: 11,243.0ftKB, 12/11/2013 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/11/2013 11,243.0 16.15 60 27.0 15.000 11.000 15.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

40,271.000 372,013.00 35.5
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

9.0 7.0 72.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

10,220.0 11,941.0 1,721.00 12/6/2013 01:05 12/16/2013 04:00 145.31 11.8 49.08 96.23 66.22 33.78

Page 1/2 Report Printed:

Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/12/2013
Report #: 75, DFS: 68.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 415.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Surface Legal Location

Fidelity E&P NENE Sec7, T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00 12/22/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

842.18 84.39 16.2 42.8 3.0 22.84 77.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/11/2013 06:00 12/12/2013 06:00 68.19 10,932.0 11,347.0 415.00
Operations at Report Time

Drill 6" Lateral
Operations Summary

Drilled 6" Lateral from 10,932' to 11,347'.
Operations Next Report Period

Drilling
Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Offce

Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 7.00 7.00 2 Drilled 6" Lateral Section From 10,932' to 11,022'. WOB 10-22k, Rotary 0- 10,932.0 11,022.0
35 rpm, Q= 208 gpm. P= 3700 psi. MW inlout: 16.1 in / 16.1 ppg out. Bgas:
12-25 units, Flare: O ft. Cgas: 0 units.
MPD holding 60-80 psi on WHP.

13:00 0.50 7.50 9 Serviced Rig, Top Drive and Equipment. 11,022.0 11,022.0

13:30 3.50 11.00 2 Drilled 6" Lateral Section From 11,022' to 11,096'. WOB 4-18k, Rotary 0-35 11,022.0 11,096.0
rpm, Q= 208 gpm. P= 3700 psi. MW inlout: 16.1 in / 16.1 ppg out. Bgas: 12
-25 units, Flare: O ft. Cgas: 0 units.
MPD holding 60-80 psi on WHP.
BOP Drill, 50 Second Response Time.

17:00 0.50 11.50 5 Circulated and troubleshoot PZIG. Determined that batteries were depleted 11,096.0 11,096.0
in PZIG. Will drill ahead without PZIG.

17:30 6.50 18.00 2 Drilled 6" Lateral Section From 11,096' to 11,210'. WOB 4-18k, Rotary 0-35 11,096.0 11,210.0
rpm, Q= 208 gpm. P= 3700 psi. MW inlout: 16.1 in / 16.1 ppg out. Bgas: 12
-25 units, Flare: O ft. Cgas: 0 units.
MPD holding 60-80 psi on WHP.

00:00 6.00 24.00 2 Drilled 6" Lateral Section From 11,210' to 11,347'. WOB 4-18k, Rotary 0-35 11,210.0 11,347.0
rpm, Q= 208 gpm. P= 3700 psi. MW inlout: 16.1 in / 16.1 ppg out. Bgas: 12
-50 units, Flare: 0 ft. Cgas: 0 units.
MPD holding 60-80 psi on WHP.
BOP Drill, Men at Stations 75 Seconds.

Mud Check: 1 ,068.0ftKB, 12/11/201:114:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/11/2013 11,068.0 16.20 55 28.0 15.000 12.000 16.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.000 2.900 36.0 371,163
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

0.0 5.0 72.0
Mud Check: 11,243.0ftKB, 12/11/2013 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/11/2013 11,243.0 16.15 60 27.0 15.000 11.000 15.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

40,271.000 372,013.00 35.5
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

9.0 7.0 72.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

10,220.0 11,941.0 1,721.00 12/6/2013 01:05 12/16/2013 04:00 145.31 11.8 49.08 96.23 66.22 33.78

Page 1/2 Report Printed:

Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/12/2013
Report #: 75, DFS: 68.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 415.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Surface Legal Location

Fidelity E&P NENE Sec7, T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00 12/22/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

842.18 84.39 16.2 42.8 3.0 22.84 77.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/11/2013 06:00 12/12/2013 06:00 68.19 10,932.0 11,347.0 415.00
Operations at Report Time

Drill 6" Lateral
Operations Summary

Drilled 6" Lateral from 10,932' to 11,347'.
Operations Next Report Period

Drilling
Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Offce

Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 7.00 7.00 2 Drilled 6" Lateral Section From 10,932' to 11,022'. WOB 10-22k, Rotary 0- 10,932.0 11,022.0
35 rpm, Q= 208 gpm. P= 3700 psi. MW inlout: 16.1 in / 16.1 ppg out. Bgas:
12-25 units, Flare: O ft. Cgas: 0 units.
MPD holding 60-80 psi on WHP.

13:00 0.50 7.50 9 Serviced Rig, Top Drive and Equipment. 11,022.0 11,022.0

13:30 3.50 11.00 2 Drilled 6" Lateral Section From 11,022' to 11,096'. WOB 4-18k, Rotary 0-35 11,022.0 11,096.0
rpm, Q= 208 gpm. P= 3700 psi. MW inlout: 16.1 in / 16.1 ppg out. Bgas: 12
-25 units, Flare: O ft. Cgas: 0 units.
MPD holding 60-80 psi on WHP.
BOP Drill, 50 Second Response Time.

17:00 0.50 11.50 5 Circulated and troubleshoot PZIG. Determined that batteries were depleted 11,096.0 11,096.0
in PZIG. Will drill ahead without PZIG.

17:30 6.50 18.00 2 Drilled 6" Lateral Section From 11,096' to 11,210'. WOB 4-18k, Rotary 0-35 11,096.0 11,210.0
rpm, Q= 208 gpm. P= 3700 psi. MW inlout: 16.1 in / 16.1 ppg out. Bgas: 12
-25 units, Flare: O ft. Cgas: 0 units.
MPD holding 60-80 psi on WHP.

00:00 6.00 24.00 2 Drilled 6" Lateral Section From 11,210' to 11,347'. WOB 4-18k, Rotary 0-35 11,210.0 11,347.0
rpm, Q= 208 gpm. P= 3700 psi. MW inlout: 16.1 in / 16.1 ppg out. Bgas: 12
-50 units, Flare: 0 ft. Cgas: 0 units.
MPD holding 60-80 psi on WHP.
BOP Drill, Men at Stations 75 Seconds.

Mud Check: 1 ,068.0ftKB, 12/11/201:114:00
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3.000 2.900 36.0 371,163
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0.0 5.0 72.0
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0
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Daily Drilling Performance
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Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/12/2013
Report #: 75, DFS: 68.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 415.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Surface Legal Location

Fidelity E&P NENE Sec7, T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00 12/22/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

842.18 84.39 16.2 42.8 3.0 22.84 77.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
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Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/11/2013 06:00 12/12/2013 06:00 68.19 10,932.0 11,347.0 415.00
Operations at Report Time

Drill 6" Lateral
Operations Summary

Drilled 6" Lateral from 10,932' to 11,347'.
Operations Next Report Period

Drilling
Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Offce

Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 7.00 7.00 2 Drilled 6" Lateral Section From 10,932' to 11,022'. WOB 10-22k, Rotary 0- 10,932.0 11,022.0
35 rpm, Q= 208 gpm. P= 3700 psi. MW inlout: 16.1 in / 16.1 ppg out. Bgas:
12-25 units, Flare: O ft. Cgas: 0 units.
MPD holding 60-80 psi on WHP.

13:00 0.50 7.50 9 Serviced Rig, Top Drive and Equipment. 11,022.0 11,022.0

13:30 3.50 11.00 2 Drilled 6" Lateral Section From 11,022' to 11,096'. WOB 4-18k, Rotary 0-35 11,022.0 11,096.0
rpm, Q= 208 gpm. P= 3700 psi. MW inlout: 16.1 in / 16.1 ppg out. Bgas: 12
-25 units, Flare: O ft. Cgas: 0 units.
MPD holding 60-80 psi on WHP.
BOP Drill, 50 Second Response Time.

17:00 0.50 11.50 5 Circulated and troubleshoot PZIG. Determined that batteries were depleted 11,096.0 11,096.0
in PZIG. Will drill ahead without PZIG.

17:30 6.50 18.00 2 Drilled 6" Lateral Section From 11,096' to 11,210'. WOB 4-18k, Rotary 0-35 11,096.0 11,210.0
rpm, Q= 208 gpm. P= 3700 psi. MW inlout: 16.1 in / 16.1 ppg out. Bgas: 12
-25 units, Flare: O ft. Cgas: 0 units.
MPD holding 60-80 psi on WHP.

00:00 6.00 24.00 2 Drilled 6" Lateral Section From 11,210' to 11,347'. WOB 4-18k, Rotary 0-35 11,210.0 11,347.0
rpm, Q= 208 gpm. P= 3700 psi. MW inlout: 16.1 in / 16.1 ppg out. Bgas: 12
-50 units, Flare: 0 ft. Cgas: 0 units.
MPD holding 60-80 psi on WHP.
BOP Drill, Men at Stations 75 Seconds.

Mud Check: 1 ,068.0ftKB, 12/11/201:114:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/11/2013 11,068.0 16.20 55 28.0 15.000 12.000 16.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.000 2.900 36.0 371,163
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

0.0 5.0 72.0
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RECEIVED: Jan. 07, 2014

Page  2/2

Well Name: Cane Creek 7-1

Report Printed:   1/7/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

7/1/2013 Conductor 103.0

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Report for: 12/12/2013
Report #: 75, DFS: 68.19

Daily Depth Progress: 415.00

Sundry Number: 46572 API Well Number: 43019500100000Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/12/2013
Report #: 75, DFS: 68.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 415.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094
12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/12/2013
Report #: 75, DFS: 68.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 415.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
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FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/12/2013
Report #: 75, DFS: 68.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 415.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
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RECEIVED: Jan. 07, 2014

Page  1/2

Well Name: Cane Creek 7-1

Report Printed:   1/7/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Operator

Fidelity E&P
Surface Legal Location

NENE Sec7, T26S R20E
Rig

Nabors Drilling  
M40

Company Man\Well Site Lead

Paul Roberts
Rig Email Address

NaborsM40@Fidelityepco.com
Rig Phone Number

(970) 986-4401
Rig Release Previous Well

9/28/2013 06:00
Rig Release Date

12/22/2013 06:00

Drilling Hours (hr)

842.18
Circulating Hours (hr)

84.39
Job ROP (ft/hr)

16.2
Job ROP Rotating (ft/hr)

42.8
Job ROP Sliding (ft/hr)

3.0
Job Rotating % (%)

22.84
Total Job Percent Sliding (%)

77.16
Target Depth (ftKB)

13,196.0
Kick Off Date

11/3/2013
Kick Off Depth (ftKB)

6,860.0
Kick Off Depth  (TVD) (ftKB)

6,789.5
Daily Operations
Report Start Date

12/12/2013 06:00
Report End Date

12/13/2013 06:00
Days From Spud (days)

69.19
Start Depth (ftKB)

11,347.0
End Depth (ftKB)

11,892.0
Daily Depth Progress (ft)

545.00
Operations at Report Time

Drill 6" Lateral
Operations Summary

Drilled 6" Lateral From 11,347' to 11,745'. Circulated out gas through MPD. Drilled 6" Lateral from 11,745' to 11,892'.  
Total OBM Losses last 24 hrs = 210 bbls.  
183 bbls to formation, 27 bbls to SCE.  
Operations Next Report Period

Trips
Weather

Sunny and Clear
Wellbore

Original Hole
Daily Contacts

Job Contact Position Office

Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.50 2.50 2 Drilled 6" Lateral Section From 11,347' to 11,403'. WOB 4-18k, Rotary 0-35  
rpm, Q= 208 gpm. P= 3700 psi. MW in/out: 16.1 in / 16.1 ppg out. Bgas: 12
-50 units,  Flare: 0 ft.  Cgas: 0 units.    
MPD holding 60-80 psi on WHP.  
BOP Drill, Men at Stations 56 Seconds.  

11,347.0 11,403.0

08:30 0.50 3.00 9 Serviced Rig and Equipment. Greased Swivel and Blocks. 11,403.0 11,403.0

09:00 3.00 6.00 2 Drilled 6" Lateral Section From 11,403' to 11,487'. WOB 4-18k, Rotary 0-35  
rpm, Q= 208 gpm. P= 3700 psi. MW in/out: 16.1 in / 16.1 ppg out. Bgas: 12
-50 units,  Flare: 0 ft.  Cgas: 0 units.    
MPD holding 60-80 psi on WHP.   

11,403.0 11,487.0

12:00 6.00 12.00 2 Drilled 6" Lateral Section From 11,487' to 11,633'. WOB 4-18k, Rotary 0-35  
rpm, Q= 208 gpm. P= 3700 psi. MW in/out: 16.1 in / 16.1 ppg out. Bgas: 12
-50 units,  Flare: 0 ft.  Cgas: 0 units.    
MPD holding 60-80 psi on WHP.   

11,487.0 11,633.0

18:00 4.00 16.00 2 Drilled 6" Lateral Section From 11,633' to 11,745'. WOB 4-18k, Rotary 0-35  
rpm, Q= 208 gpm. P= 3700 psi. MW in/out: 16.1 in / 16.1 ppg out. Bgas: 50
-500 units,  Flare: 15 ft.  Cgas: 0 units.    
MPD holding 60-80 psi on WHP.   

11,633.0 11,745.0

22:00 1.00 17.00 5 Circulated out gas through Halliburton MPD. Hole took approximately 150  
bbl OBM loss.  

11,745.0 11,745.0

23:00 1.00 18.00 2 Drilled 6" Lateral Section From 11,745' to 11,784'. WOB 4-18k, Rotary 0-35  
rpm, Q= 208 gpm. P= 3700 psi. MW in/out: 16.1 in / 16.1 ppg out. Bgas: 50
-500 units,  Flare: 8-10 ft.  Cgas: 0 units.    
MPD holding 60-80 psi on WHP.   

11,745.0 11,784.0

00:00 1.00 19.00 5 Circulated out gas through Halliburton MPD. Hole took approximately 23  
bbl OBM loss.  

11,784.0 11,784.0

01:00 5.00 24.00 2 Drilled 6" Lateral Section From 11,784' to 11,892'. WOB 4-18k, Rotary 0-35  
rpm, Q= 208 gpm. P= 3700 psi. MW in/out: 16.1 in / 16.1 ppg out. Bgas: 50
-500 units,  Flare: 8-10 ft.  Cgas: 530 units.    
MPD holding 30-50 psi on WHP.   

11,784.0 11,892.0

Mud Check: 11,590.0ftKB, 12/12/2013 14:00
Date

12/12/2013
Depth (ftKB)

11,590.0
Density (lb/gal)

16.15
Vis (s/qt) PV OR (Pa•s)

27.0
YP OR (lbf/1…

15.000
Gel (10s) (lbf…

11.000
Gel (10m) (lb…

16.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

2.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L)

2.900
Calcium (mg/L)

2.700
Pot (mg/L) Lime (lb/bbl) Solids (%)

35.5
CaCl (ppm)

348,109
Oil Water Ratio

88.4/11.6
Mud Lost (Hole) (bbl)

9.0
Mud Lost (Surf) (bbl)

12.0
LCM ECD - Manual Entr… T Flowline (°F) Comment

Report for: 12/13/2013
Report #: 76, DFS: 69.19

Daily Depth Progress: 545.00

Sundry Number: 46572 API Well Number: 43019500100000Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/13/2013
Report #: 76, DFS: 69.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 545.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Surface Legal Location

Fidelity E&P NENE Sec7, T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00 12/22/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

842.18 84.39 16.2 42.8 3.0 22.84 77.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/12/2013 06:00 12/13/2013 06:00 69.19 11,347.0 11,892.0 545.00
Operations at Report Time

Drill 6" Lateral
Operations Summary

Drilled 6" Lateral From 11,347' to 11,745'. Circulated out gas through MPD. Drilled 6" Lateral from 11,745' to 11,892'.
Total OBM Losses last 24 hrs = 210 bbls.
183 bbls to formation, 27 bbls to SCE.
Operations Next Report Period

Trips
Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Offce

Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.50 2.50 2 Drilled 6" Lateral Section From 11,347' to 11,403'. WOB 4-18k, Rotary 0-35 11,347.0 11,403.0
rpm, Q= 208 gpm. P= 3700 psi. MW inlout: 16.1 in / 16.1 ppg out. Bgas: 12
-50 units, Flare: O ft. Cgas: 0 units.
MPD holding 60-80 psi on WHP.
BOP Drill, Men at Stations 56 Seconds.

08:30 0.50 3.00 9 Serviced Rig and Equipment. Greased Swivel and Blocks. 11,403.0 11,403.0
09:00 3.00 6.00 2 Drilled 6" Lateral Section From 11,403' to 11,487'. WOB 4-18k, Rotary 0-35 11,403.0 11,487.0

rpm, Q= 208 gpm. P= 3700 psi. MW inlout: 16.1 in / 16.1 ppg out. Bgas: 12
-50 units, Flare: O ft. Cgas: 0 units.
MPD holding 60-80 psi on WHP.

12:00 6.00 12.00 2 Drilled 6" Lateral Section From 11,487' to 11,633'. WOB 4-18k, Rotary 0-35 11,487.0 11,633.0
rpm, Q= 208 gpm. P= 3700 psi. MW inlout: 16.1 in / 16.1 ppg out. Bgas: 12
-50 units, Flare: 0 ft. Cgas: 0 units.
MPD holding 60-80 psi on WHP.

18:00 4.00 16.00 2 Drilled 6" Lateral Section From 11,633' to 11,745'. WOB 4-18k, Rotary 0-35 11,633.0 11,745.0
rpm, Q= 208 gpm. P= 3700 psi. MW inlout: 16.1 in / 16.1 ppg out. Bgas: 50
-500 units, Flare: 15 ft. Cgas: 0 units.
MPD holding 60-80 psi on WHP.

22:00 1.00 17.00 5 Circulated out gas through Halliburton MPD. Hole took approximately 150 11,745.0 11,745.0
bbl OBM loss.

23:00 1.00 18.00 2 Drilled 6" Lateral Section From 11,745' to 11,784'. WOB 4-18k, Rotary 0-35 11,745.0 11,784.0
rpm, Q= 208 gpm. P= 3700 psi. MW inlout: 16.1 in / 16.1 ppg out. Bgas: 50
-500 units, Flare: 8-10 ft. Cgas: 0 units.
MPD holding 60-80 psi on WHP.

00:00 1.00 19.00 5 Circulated out gas through Halliburton MPD. Hole took approximately 23 11,784.0 11,784.0
bbl OBM loss.

01:00 5.00 24.00 2 Drilled 6" Lateral Section From 11,784' to 11,892'. WOB 4-18k, Rotary 0-35 11,784.0 11,892.0
rpm, Q= 208 gpm. P= 3700 psi. MW inlout: 16.1 in / 16.1 ppg out. Bgas: 50
-500 units, Flare: 8-10 ft. Cgas: 530 units.
MPD holding 30-50 psi on WHP.

Mud Check: 1 ,590.0ftKB, 12/12/201:114:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/12/2013 11,590.0 10.15 27.0 15.000 11.000 16.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

2.900 2.700 35.5 348,109 88.4/11.6
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

9.0 12.0
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Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/13/2013
Report #: 76, DFS: 69.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 545.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Surface Legal Location

Fidelity E&P NENE Sec7, T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00 12/22/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

842.18 84.39 16.2 42.8 3.0 22.84 77.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/12/2013 06:00 12/13/2013 06:00 69.19 11,347.0 11,892.0 545.00
Operations at Report Time

Drill 6" Lateral
Operations Summary

Drilled 6" Lateral From 11,347' to 11,745'. Circulated out gas through MPD. Drilled 6" Lateral from 11,745' to 11,892'.
Total OBM Losses last 24 hrs = 210 bbls.
183 bbls to formation, 27 bbls to SCE.
Operations Next Report Period

Trips
Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Offce

Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.50 2.50 2 Drilled 6" Lateral Section From 11,347' to 11,403'. WOB 4-18k, Rotary 0-35 11,347.0 11,403.0
rpm, Q= 208 gpm. P= 3700 psi. MW inlout: 16.1 in / 16.1 ppg out. Bgas: 12
-50 units, Flare: O ft. Cgas: 0 units.
MPD holding 60-80 psi on WHP.
BOP Drill, Men at Stations 56 Seconds.

08:30 0.50 3.00 9 Serviced Rig and Equipment. Greased Swivel and Blocks. 11,403.0 11,403.0

09:00 3.00 6.00 2 Drilled 6" Lateral Section From 11,403' to 11,487'. WOB 4-18k, Rotary 0-35 11,403.0 11,487.0
rpm, Q= 208 gpm. P= 3700 psi. MW inlout: 16.1 in / 16.1 ppg out. Bgas: 12
-50 units, Flare: O ft. Cgas: 0 units.
MPD holding 60-80 psi on WHP.

12:00 6.00 12.00 2 Drilled 6" Lateral Section From 11,487' to 11,633'. WOB 4-18k, Rotary 0-35 11,487.0 11,633.0
rpm, Q= 208 gpm. P= 3700 psi. MW inlout: 16.1 in / 16.1 ppg out. Bgas: 12
-50 units, Flare: 0 ft. Cgas: 0 units.
MPD holding 60-80 psi on WHP.

18:00 4.00 16.00 2 Drilled 6" Lateral Section From 11,633' to 11,745'. WOB 4-18k, Rotary 0-35 11,633.0 11,745.0
rpm, Q= 208 gpm. P= 3700 psi. MW inlout: 16.1 in / 16.1 ppg out. Bgas: 50
-500 units, Flare: 15 ft. Cgas: 0 units.
MPD holding 60-80 psi on WHP.

22:00 1.00 17.00 5 Circulated out gas through Halliburton MPD. Hole took approximately 150 11,745.0 11,745.0
bbl OBM loss.

23:00 1.00 18.00 2 Drilled 6" Lateral Section From 11,745' to 11,784'. WOB 4-18k, Rotary 0-35 11,745.0 11,784.0
rpm, Q= 208 gpm. P= 3700 psi. MW inlout: 16.1 in / 16.1 ppg out. Bgas: 50
-500 units, Flare: 8-10 ft. Cgas: 0 units.
MPD holding 60-80 psi on WHP.

00:00 1.00 19.00 5 Circulated out gas through Halliburton MPD. Hole took approximately 23 11,784.0 11,784.0
bbl OBM loss.

01:00 5.00 24.00 2 Drilled 6" Lateral Section From 11,784' to 11,892'. WOB 4-18k, Rotary 0-35 11,784.0 11,892.0
rpm, Q= 208 gpm. P= 3700 psi. MW inlout: 16.1 in / 16.1 ppg out. Bgas: 50
-500 units, Flare: 8-10 ft. Cgas: 530 units.
MPD holding 30-50 psi on WHP.

Mud Check: 1 ,590.0ftKB, 12/12/201:114:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/12/2013 11,590.0 10.15 27.0 15.000 11.000 16.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

2.900 2.700 35.5 348,109 88.4/11.6
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

9.0 12.0
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Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/13/2013
Report #: 76, DFS: 69.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 545.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Surface Legal Location

Fidelity E&P NENE Sec7, T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00 12/22/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

842.18 84.39 16.2 42.8 3.0 22.84 77.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/12/2013 06:00 12/13/2013 06:00 69.19 11,347.0 11,892.0 545.00
Operations at Report Time

Drill 6" Lateral
Operations Summary

Drilled 6" Lateral From 11,347' to 11,745'. Circulated out gas through MPD. Drilled 6" Lateral from 11,745' to 11,892'.
Total OBM Losses last 24 hrs = 210 bbls.
183 bbls to formation, 27 bbls to SCE.
Operations Next Report Period

Trips
Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Offce

Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.50 2.50 2 Drilled 6" Lateral Section From 11,347' to 11,403'. WOB 4-18k, Rotary 0-35 11,347.0 11,403.0
rpm, Q= 208 gpm. P= 3700 psi. MW inlout: 16.1 in / 16.1 ppg out. Bgas: 12
-50 units, Flare: O ft. Cgas: 0 units.
MPD holding 60-80 psi on WHP.
BOP Drill, Men at Stations 56 Seconds.

08:30 0.50 3.00 9 Serviced Rig and Equipment. Greased Swivel and Blocks. 11,403.0 11,403.0

09:00 3.00 6.00 2 Drilled 6" Lateral Section From 11,403' to 11,487'. WOB 4-18k, Rotary 0-35 11,403.0 11,487.0
rpm, Q= 208 gpm. P= 3700 psi. MW inlout: 16.1 in / 16.1 ppg out. Bgas: 12
-50 units, Flare: O ft. Cgas: 0 units.
MPD holding 60-80 psi on WHP.

12:00 6.00 12.00 2 Drilled 6" Lateral Section From 11,487' to 11,633'. WOB 4-18k, Rotary 0-35 11,487.0 11,633.0
rpm, Q= 208 gpm. P= 3700 psi. MW inlout: 16.1 in / 16.1 ppg out. Bgas: 12
-50 units, Flare: 0 ft. Cgas: 0 units.
MPD holding 60-80 psi on WHP.

18:00 4.00 16.00 2 Drilled 6" Lateral Section From 11,633' to 11,745'. WOB 4-18k, Rotary 0-35 11,633.0 11,745.0
rpm, Q= 208 gpm. P= 3700 psi. MW inlout: 16.1 in / 16.1 ppg out. Bgas: 50
-500 units, Flare: 15 ft. Cgas: 0 units.
MPD holding 60-80 psi on WHP.

22:00 1.00 17.00 5 Circulated out gas through Halliburton MPD. Hole took approximately 150 11,745.0 11,745.0
bbl OBM loss.

23:00 1.00 18.00 2 Drilled 6" Lateral Section From 11,745' to 11,784'. WOB 4-18k, Rotary 0-35 11,745.0 11,784.0
rpm, Q= 208 gpm. P= 3700 psi. MW inlout: 16.1 in / 16.1 ppg out. Bgas: 50
-500 units, Flare: 8-10 ft. Cgas: 0 units.
MPD holding 60-80 psi on WHP.

00:00 1.00 19.00 5 Circulated out gas through Halliburton MPD. Hole took approximately 23 11,784.0 11,784.0
bbl OBM loss.

01:00 5.00 24.00 2 Drilled 6" Lateral Section From 11,784' to 11,892'. WOB 4-18k, Rotary 0-35 11,784.0 11,892.0
rpm, Q= 208 gpm. P= 3700 psi. MW inlout: 16.1 in / 16.1 ppg out. Bgas: 50
-500 units, Flare: 8-10 ft. Cgas: 530 units.
MPD holding 30-50 psi on WHP.

Mud Check: 1 ,590.0ftKB, 12/12/201:114:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/12/2013 11,590.0 10.15 27.0 15.000 11.000 16.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

2.900 2.700 35.5 348,109 88.4/11.6
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

9.0 12.0
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Well Name: Cane Creek 7-1 Daily Depth Progress: 545.00
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43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Surface Legal Location

Fidelity E&P NENE Sec7, T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00 12/22/2013 06:00
M40
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13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/12/2013 06:00 12/13/2013 06:00 69.19 11,347.0 11,892.0 545.00
Operations at Report Time

Drill 6" Lateral
Operations Summary

Drilled 6" Lateral From 11,347' to 11,745'. Circulated out gas through MPD. Drilled 6" Lateral from 11,745' to 11,892'.
Total OBM Losses last 24 hrs = 210 bbls.
183 bbls to formation, 27 bbls to SCE.
Operations Next Report Period

Trips
Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Offce

Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.50 2.50 2 Drilled 6" Lateral Section From 11,347' to 11,403'. WOB 4-18k, Rotary 0-35 11,347.0 11,403.0
rpm, Q= 208 gpm. P= 3700 psi. MW inlout: 16.1 in / 16.1 ppg out. Bgas: 12
-50 units, Flare: O ft. Cgas: 0 units.
MPD holding 60-80 psi on WHP.
BOP Drill, Men at Stations 56 Seconds.

08:30 0.50 3.00 9 Serviced Rig and Equipment. Greased Swivel and Blocks. 11,403.0 11,403.0

09:00 3.00 6.00 2 Drilled 6" Lateral Section From 11,403' to 11,487'. WOB 4-18k, Rotary 0-35 11,403.0 11,487.0
rpm, Q= 208 gpm. P= 3700 psi. MW inlout: 16.1 in / 16.1 ppg out. Bgas: 12
-50 units, Flare: O ft. Cgas: 0 units.
MPD holding 60-80 psi on WHP.

12:00 6.00 12.00 2 Drilled 6" Lateral Section From 11,487' to 11,633'. WOB 4-18k, Rotary 0-35 11,487.0 11,633.0
rpm, Q= 208 gpm. P= 3700 psi. MW inlout: 16.1 in / 16.1 ppg out. Bgas: 12
-50 units, Flare: 0 ft. Cgas: 0 units.
MPD holding 60-80 psi on WHP.

18:00 4.00 16.00 2 Drilled 6" Lateral Section From 11,633' to 11,745'. WOB 4-18k, Rotary 0-35 11,633.0 11,745.0
rpm, Q= 208 gpm. P= 3700 psi. MW inlout: 16.1 in / 16.1 ppg out. Bgas: 50
-500 units, Flare: 15 ft. Cgas: 0 units.
MPD holding 60-80 psi on WHP.

22:00 1.00 17.00 5 Circulated out gas through Halliburton MPD. Hole took approximately 150 11,745.0 11,745.0
bbl OBM loss.

23:00 1.00 18.00 2 Drilled 6" Lateral Section From 11,745' to 11,784'. WOB 4-18k, Rotary 0-35 11,745.0 11,784.0
rpm, Q= 208 gpm. P= 3700 psi. MW inlout: 16.1 in / 16.1 ppg out. Bgas: 50
-500 units, Flare: 8-10 ft. Cgas: 0 units.
MPD holding 60-80 psi on WHP.

00:00 1.00 19.00 5 Circulated out gas through Halliburton MPD. Hole took approximately 23 11,784.0 11,784.0
bbl OBM loss.

01:00 5.00 24.00 2 Drilled 6" Lateral Section From 11,784' to 11,892'. WOB 4-18k, Rotary 0-35 11,784.0 11,892.0
rpm, Q= 208 gpm. P= 3700 psi. MW inlout: 16.1 in / 16.1 ppg out. Bgas: 50
-500 units, Flare: 8-10 ft. Cgas: 530 units.
MPD holding 30-50 psi on WHP.

Mud Check: 1 ,590.0ftKB, 12/12/201:114:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/12/2013 11,590.0 10.15 27.0 15.000 11.000 16.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

2.900 2.700 35.5 348,109 88.4/11.6
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

9.0 12.0
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Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/13/2013
Report #: 76, DFS: 69.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 545.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Surface Legal Location

Fidelity E&P NENE Sec7, T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00 12/22/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

842.18 84.39 16.2 42.8 3.0 22.84 77.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/12/2013 06:00 12/13/2013 06:00 69.19 11,347.0 11,892.0 545.00
Operations at Report Time

Drill 6" Lateral
Operations Summary

Drilled 6" Lateral From 11,347' to 11,745'. Circulated out gas through MPD. Drilled 6" Lateral from 11,745' to 11,892'.
Total OBM Losses last 24 hrs = 210 bbls.
183 bbls to formation, 27 bbls to SCE.
Operations Next Report Period

Trips
Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Offce

Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.50 2.50 2 Drilled 6" Lateral Section From 11,347' to 11,403'. WOB 4-18k, Rotary 0-35 11,347.0 11,403.0
rpm, Q= 208 gpm. P= 3700 psi. MW inlout: 16.1 in / 16.1 ppg out. Bgas: 12
-50 units, Flare: O ft. Cgas: 0 units.
MPD holding 60-80 psi on WHP.
BOP Drill, Men at Stations 56 Seconds.

08:30 0.50 3.00 9 Serviced Rig and Equipment. Greased Swivel and Blocks. 11,403.0 11,403.0

09:00 3.00 6.00 2 Drilled 6" Lateral Section From 11,403' to 11,487'. WOB 4-18k, Rotary 0-35 11,403.0 11,487.0
rpm, Q= 208 gpm. P= 3700 psi. MW inlout: 16.1 in / 16.1 ppg out. Bgas: 12
-50 units, Flare: O ft. Cgas: 0 units.
MPD holding 60-80 psi on WHP.

12:00 6.00 12.00 2 Drilled 6" Lateral Section From 11,487' to 11,633'. WOB 4-18k, Rotary 0-35 11,487.0 11,633.0
rpm, Q= 208 gpm. P= 3700 psi. MW inlout: 16.1 in / 16.1 ppg out. Bgas: 12
-50 units, Flare: 0 ft. Cgas: 0 units.
MPD holding 60-80 psi on WHP.

18:00 4.00 16.00 2 Drilled 6" Lateral Section From 11,633' to 11,745'. WOB 4-18k, Rotary 0-35 11,633.0 11,745.0
rpm, Q= 208 gpm. P= 3700 psi. MW inlout: 16.1 in / 16.1 ppg out. Bgas: 50
-500 units, Flare: 15 ft. Cgas: 0 units.
MPD holding 60-80 psi on WHP.

22:00 1.00 17.00 5 Circulated out gas through Halliburton MPD. Hole took approximately 150 11,745.0 11,745.0
bbl OBM loss.

23:00 1.00 18.00 2 Drilled 6" Lateral Section From 11,745' to 11,784'. WOB 4-18k, Rotary 0-35 11,745.0 11,784.0
rpm, Q= 208 gpm. P= 3700 psi. MW inlout: 16.1 in / 16.1 ppg out. Bgas: 50
-500 units, Flare: 8-10 ft. Cgas: 0 units.
MPD holding 60-80 psi on WHP.

00:00 1.00 19.00 5 Circulated out gas through Halliburton MPD. Hole took approximately 23 11,784.0 11,784.0
bbl OBM loss.

01:00 5.00 24.00 2 Drilled 6" Lateral Section From 11,784' to 11,892'. WOB 4-18k, Rotary 0-35 11,784.0 11,892.0
rpm, Q= 208 gpm. P= 3700 psi. MW inlout: 16.1 in / 16.1 ppg out. Bgas: 50
-500 units, Flare: 8-10 ft. Cgas: 530 units.
MPD holding 30-50 psi on WHP.

Mud Check: 1 ,590.0ftKB, 12/12/201:114:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/12/2013 11,590.0 10.15 27.0 15.000 11.000 16.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

2.900 2.700 35.5 348,109 88.4/11.6
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

9.0 12.0
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Well Name: Cane Creek 7-1

Report Printed:   1/7/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Mud Check: 11,805.0ftKB, 12/12/2013 23:59
Date

12/12/2013
Depth (ftKB)

11,805.0
Density (lb/gal)

16.30
Vis (s/qt) PV OR (Pa•s)

28.0
YP OR (lbf/1…

20.000
Gel (10s) (lbf…

13.000
Gel (10m) (lb…

18.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

2.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L)

40,346.000
Calcium (mg/L)

372,000.00
0

Pot (mg/L) Lime (lb/bbl) Solids (%)

36.0
CaCl (ppm) Oil Water Ratio

88.4/11.6

Mud Lost (Hole) (bbl)

165.0
Mud Lost (Surf) (bbl)

8.0
LCM ECD - Manual Entr… T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB)

10,220.0
Depth Out (ft…

11,941.0
Drilled (ft)

1,721.00
Date In

12/6/2013 01:05
Date Out

12/16/2013 04:00
Drill Time (hr)

145.31
BHA ROP (ft/hr)

11.8
Rot Time (hr)

49.08
Slide Time (hr)

96.23
% Slide Time …

66.22
% Rot Time (%)

33.78
Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

7/1/2013 Conductor 103.0

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Report for: 12/13/2013
Report #: 76, DFS: 69.19

Daily Depth Progress: 545.00

Sundry Number: 46572 API Well Number: 43019500100000Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/13/2013
Report #: 76, DFS: 69.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 545.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Mud Check: 11,805.0ftKB, 12/12/2013 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/12/2013 11,805.0 16.30 28.0 20.000 13.000 18.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

40,346.000 372,000.00 36.0 88.4/11.6
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

165.0 8.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

10,220.0 11,941.0 1,721.00 12/6/2013 01:05 12/16/2013 04:00 145.31 11.8 49.08 96.23 66.22 33.78
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094
12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/13/2013
Report #: 76, DFS: 69.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 545.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Mud Check: 11,805.0ftKB, 12/12/2013 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/12/2013 11,805.0 16.30 28.0 20.000 13.000 18.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

40,346.000 372,000.00 36.0 88.4/11.6
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

165.0 8.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

10,220.0 11,941.0 1,721.00 12/6/2013 01:05 12/16/2013 04:00 145.31 11.8 49.08 96.23 66.22 33.78
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

7/1/2013 Conductor 103.0
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10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/13/2013
Report #: 76, DFS: 69.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 545.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
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40,346.000 372,000.00 36.0 88.4/11.6
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

165.0 8.0
Daily Drilling Performance
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Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/13/2013
Report #: 76, DFS: 69.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 545.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
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40,346.000 372,000.00 36.0 88.4/11.6
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment
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Daily Drilling Performance
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Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/13/2013
Report #: 76, DFS: 69.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 545.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Mud Check: 11,805.0ftKB, 12/12/2013 23:59
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MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

40,346.000 372,000.00 36.0 88.4/11.6
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

165.0 8.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

10,220.0 11,941.0 1,721.00 12/6/2013 01:05 12/16/2013 04:00 145.31 11.8 49.08 96.23 66.22 33.78
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

7/1/2013 Conductor 103.0

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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Well Name: Cane Creek 7-1

Report Printed:   1/7/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Operator

Fidelity E&P
Surface Legal Location

NENE Sec7, T26S R20E
Rig

Nabors Drilling  
M40

Company Man\Well Site Lead

Paul Roberts
Rig Email Address

NaborsM40@Fidelityepco.com
Rig Phone Number

(970) 986-4401
Rig Release Previous Well

9/28/2013 06:00
Rig Release Date

12/22/2013 06:00

Drilling Hours (hr)

842.18
Circulating Hours (hr)

84.39
Job ROP (ft/hr)

16.2
Job ROP Rotating (ft/hr)

42.8
Job ROP Sliding (ft/hr)

3.0
Job Rotating % (%)

22.84
Total Job Percent Sliding (%)

77.16
Target Depth (ftKB)

13,196.0
Kick Off Date

11/3/2013
Kick Off Depth (ftKB)

6,860.0
Kick Off Depth  (TVD) (ftKB)

6,789.5
Daily Operations
Report Start Date

12/13/2013 06:00
Report End Date

12/14/2013 06:00
Days From Spud (days)

70.19
Start Depth (ftKB)

11,892.0
End Depth (ftKB)

11,941.0
Daily Depth Progress (ft)

49.00
Operations at Report Time

Circulating bottoms up.
Operations Summary

Drilled 6" Lateral From 11,892' to 11,941'. Circulate 2.5 Bottoms up with 3 x 15 bbl LCM sweeps. Spot 40 bbl - 50ppb LCM Pill. Trip out holding back pressure  
with MPD to shoe at 8017 ft. Trip in hole to 8,922'. Worked open hole sidetrack. Trip in hole to 11,875', wash to bottom. Circulate 2 bottoms up with 3 x 10 bbl  
sweeps, circulate out of hole.

Total OBM Losses last 24 hrs = 139 bbls.  
135 bbls to formation, 4 bbls to SCE.  
Operations Next Report Period

Trips
Weather

Cloudy
Wellbore

Original Hole
Daily Contacts

Job Contact Position Office

Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.00 2.00 2 Drilled 6" Lateral Section From 11,892' to 11,941'. WOB 4-18k, Rotary 0-35  
rpm, Q= 208 gpm. P= 3700 psi. MW in/out: 16.1 in / 16.1 ppg out. Bgas: 50
-500 units,  Flare: 8-10 ft.  Cgas: 530 units.    
MPD holding 30-50 psi on WHP.   

11,941.0 11,941.0

08:00 3.50 5.50 5 Circulate prior to short trip to shoe. Rotate and Reciprocate, RPM 35.  
Pump 3 x 15 bbl LCM sweeps. Circulate out of the hole.  Torque and Drag:  
P/U: 145k, S/O: 80k, ROT: 110k

11,941.0 11,941.0

11:30 0.50 6.00 5 Spot 40 bbl - 50 ppb LCM Pill. (20 ppb CaCarb Fine, 20 ppb CaCarb  
Course, 10 ppb Vanguard Fine)

11,941.0 11,941.0

12:00 6.50 12.50 6 Strip out of hole from 11,941' to 8,060' at 7 min/stand with Halliburton  
holding 735 psi on backside.  
Trip Drill, Men at Stations in 84 Seconds

11,941.0 11,941.0

18:30 1.50 14.00 6 Strip in hole with Halliburton holding pressure on backside from 8,060' to  
8,900'. 

11,941.0 11,941.0

20:00 5.00 19.00 3 Made multiple to enter sidetrack. Reamed and dressed sidetrack departure  
point from 8,910' to 8,925' until string would slide in sidetrack hole with no  
restriction.  

11,941.0 11,941.0

01:00 3.50 22.50 6 Strip in hole with Halliburton MPD holding pressure on backside from 8,925'  
to 11,878'.  
Trip Drill, Men at Stations in 75 Seconds.  

11,941.0 11,941.0

04:30 0.50 23.00 3 Fill pipe and wash to bottom at 11,941'. 11,941.0 11,941.0

05:00 1.00 24.00 5 Circulate bottoms up prior to trip. Pump 3 x 10 bbl sweeps, circulate out of  
hole. MPD full open. Flowrate 175 gpm. PWD ECD: 18.3 ppg.

11,941.0 11,941.0

Mud Check: 11,941.0ftKB, 12/13/2013 06:00
Date

12/13/2013
Depth (ftKB)

11,941.0
Density (lb/gal)

16.20
Vis (s/qt)

60
PV OR (Pa•s)

27.0
YP OR (lbf/1…

15.000
Gel (10s) (lbf…

12.000
Gel (10m) (lb…

15.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

2.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L)

2.900
Calcium (mg/L)

2.700
Pot (mg/L) Lime (lb/bbl) Solids (%)

35.5
CaCl (ppm)

347,382
Oil Water Ratio

88.4/11.6
Mud Lost (Hole) (bbl)

89.0
Mud Lost (Surf) (bbl)

4.0
LCM ECD - Manual Entr… T Flowline (°F) Comment

Report for: 12/14/2013
Report #: 77, DFS: 70.19

Daily Depth Progress: 49.00

Sundry Number: 46572 API Well Number: 43019500100000Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/14/2013
Report #: 77, DFS: 70.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 49.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Surface Legal Location

Fidelity E&P NENE Sec7, T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00 12/22/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

842.18 84.39 16.2 42.8 3.0 22.84 77.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/13/2013 06:00 12/14/2013 06:00 70.19 11,892.0 11,941.0 49.00
Operations at Report Time

Circulating bottoms up.
Operations Summary

Drilled 6" Lateral From 11,892' to 11,941'. Circulate 2.5 Bottoms up with 3 x 15 bbl LCM sweeps. Spot 40 bbl - 50ppb LCM Pill. Trip out holding back pressure
with MPD to shoe at 8017 ft. Trip in hole to 8,922'. Worked open hole sidetrack. Trip in hole to 11,875', wash to bottom. Circulate 2 bottoms up with 3 x 10 bbl
sweeps, circulate out of hole.

Total OBM Losses last 24 hrs = 139 bbls.
135 bbls to formation, 4 bbls to SCE.
Operations Next Report Period

Trips
Weather Wellbore

Cloudy Original Hole
Daily Contacts

Job Contact Position Offce

Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.00 2.00 2 Drilled 6" Lateral Section From 11,892' to 11,941'. WOB 4-18k, Rotary 0-35 11,941.0 11,941.0
rpm, Q= 208 gpm. P= 3700 psi. MW inlout: 16.1 in / 16.1 ppg out. Bgas: 50
-500 units, Flare: 8-10 ft. Cgas: 530 units.
MPD holding 30-50 psi on WHP.

08:00 3.50 5.50 5 Circulate prior to short trip to shoe. Rotate and Reciprocate, RPM 35. 11,941.0 11,941.0
Pump 3 x 15 bbl LCM sweeps. Circulate out of the hole. Torque and Drag:
P/IJ: 145k, S/O: 80k, ROT: 110k

11:30 0.50 6.00 5 Spot 40 bbl - 50 ppb LCM Pill. (20 ppb CaCarb Fine, 20 ppb CaCarb 11,941.0 11,941.0
Course, 10 ppb Vanguard Fine)

12:00 6.50 12.50 6 Strip out of hole from 11,941' to 8,060' at 7 min/stand with Halliburton 11,941.0 11,941.0
holding 735 psi on backside.
Trip Drill, Men at Stations in 84 Seconds

18:30 1.50 14.00 6 Strip in hole with Halliburton holding pressure on backside from 8,060' to 11,941.0 11,941.0
8,900'.

20:00 5.00 19.00 3 Made multiple to enter sidetrack. Reamed and dressed sidetrack departure 11,941.0 11,941.0
point from 8,910' to 8,925' until string would slide in sidetrack hole with no
restriction.

01:00 3.50 22.50 6 Strip in hole with Halliburton MPD holding pressure on backside from 8,925' 11,941.0 11,941.0
to 11,878'.
Trip Drill, Men at Stations in 75 Seconds.

04:30 0.50 23.00 3 Fill pipe and wash to bottom at 11,941'. 11,941.0 11,941.0
05:00 1.00 24.00 5 Circulate bottoms up prior to trip. Pump 3 x 10 bbl sweeps, circulate out of 11,941.0 11,941.0

hole. MPD full open. Flowrate 175 gpm. PWD ECD: 18.3 ppg.

Mud Check: 1 ,941.0ftKB, 12/13/201:106:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/13/2013 11,941.0 16.20 60 27.0 15.000 12.000 15.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

2.900 2.700 35.5 347,382 88.4/11.6
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

89.0 4.0
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Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/14/2013
Report #: 77, DFS: 70.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 49.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Surface Legal Location

Fidelity E&P NENE Sec7, T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00 12/22/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

842.18 84.39 16.2 42.8 3.0 22.84 77.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/13/2013 06:00 12/14/2013 06:00 70.19 11,892.0 11,941.0 49.00
Operations at Report Time

Circulating bottoms up.
Operations Summary

Drilled 6" Lateral From 11,892' to 11,941'. Circulate 2.5 Bottoms up with 3 x 15 bbl LCM sweeps. Spot 40 bbl - 50ppb LCM Pill. Trip out holding back pressure
with MPD to shoe at 8017 ft. Trip in hole to 8,922'. Worked open hole sidetrack. Trip in hole to 11,875', wash to bottom. Circulate 2 bottoms up with 3 x 10 bbl
sweeps, circulate out of hole.

Total OBM Losses last 24 hrs = 139 bbls.
135 bbls to formation, 4 bbls to SCE.
Operations Next Report Period

Trips
Weather Wellbore

Cloudy Original Hole
Daily Contacts

Job Contact Position Offce

Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.00 2.00 2 Drilled 6" Lateral Section From 11,892' to 11,941'. WOB 4-18k, Rotary 0-35 11,941.0 11,941.0
rpm, Q= 208 gpm. P= 3700 psi. MW inlout: 16.1 in / 16.1 ppg out. Bgas: 50
-500 units, Flare: 8-10 ft. Cgas: 530 units.
MPD holding 30-50 psi on WHP.

08:00 3.50 5.50 5 Circulate prior to short trip to shoe. Rotate and Reciprocate, RPM 35. 11,941.0 11,941.0
Pump 3 x 15 bbl LCM sweeps. Circulate out of the hole. Torque and Drag:
P/IJ: 145k, S/O: 80k, ROT: 110k

11:30 0.50 6.00 5 Spot 40 bbl - 50 ppb LCM Pill. (20 ppb CaCarb Fine, 20 ppb CaCarb 11,941.0 11,941.0
Course, 10 ppb Vanguard Fine)

12:00 6.50 12.50 6 Strip out of hole from 11,941' to 8,060' at 7 min/stand with Halliburton 11,941.0 11,941.0
holding 735 psi on backside.
Trip Drill, Men at Stations in 84 Seconds

18:30 1.50 14.00 6 Strip in hole with Halliburton holding pressure on backside from 8,060' to 11,941.0 11,941.0
8,900'.

20:00 5.00 19.00 3 Made multiple to enter sidetrack. Reamed and dressed sidetrack departure 11,941.0 11,941.0
point from 8,910' to 8,925' until string would slide in sidetrack hole with no
restriction.

01:00 3.50 22.50 6 Strip in hole with Halliburton MPD holding pressure on backside from 8,925' 11,941.0 11,941.0
to 11,878'.
Trip Drill, Men at Stations in 75 Seconds.

04:30 0.50 23.00 3 Fill pipe and wash to bottom at 11,941'. 11,941.0 11,941.0

05:00 1.00 24.00 5 Circulate bottoms up prior to trip. Pump 3 x 10 bbl sweeps, circulate out of 11,941.0 11,941.0
hole. MPD full open. Flowrate 175 gpm. PWD ECD: 18.3 ppg.

Mud Check: 1 ,941.0ftKB, 12/13/201:106:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/13/2013 11,941.0 16.20 60 27.0 15.000 12.000 15.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

2.900 2.700 35.5 347,382 88.4/11.6
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

89.0 4.0

Page 1/2 Report Printed:

Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/14/2013
Report #: 77, DFS: 70.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 49.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Surface Legal Location

Fidelity E&P NENE Sec7, T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00 12/22/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

842.18 84.39 16.2 42.8 3.0 22.84 77.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/13/2013 06:00 12/14/2013 06:00 70.19 11,892.0 11,941.0 49.00
Operations at Report Time

Circulating bottoms up.
Operations Summary

Drilled 6" Lateral From 11,892' to 11,941'. Circulate 2.5 Bottoms up with 3 x 15 bbl LCM sweeps. Spot 40 bbl - 50ppb LCM Pill. Trip out holding back pressure
with MPD to shoe at 8017 ft. Trip in hole to 8,922'. Worked open hole sidetrack. Trip in hole to 11,875', wash to bottom. Circulate 2 bottoms up with 3 x 10 bbl
sweeps, circulate out of hole.

Total OBM Losses last 24 hrs = 139 bbls.
135 bbls to formation, 4 bbls to SCE.
Operations Next Report Period

Trips
Weather Wellbore

Cloudy Original Hole
Daily Contacts

Job Contact Position Offce

Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.00 2.00 2 Drilled 6" Lateral Section From 11,892' to 11,941'. WOB 4-18k, Rotary 0-35 11,941.0 11,941.0
rpm, Q= 208 gpm. P= 3700 psi. MW inlout: 16.1 in / 16.1 ppg out. Bgas: 50
-500 units, Flare: 8-10 ft. Cgas: 530 units.
MPD holding 30-50 psi on WHP.

08:00 3.50 5.50 5 Circulate prior to short trip to shoe. Rotate and Reciprocate, RPM 35. 11,941.0 11,941.0
Pump 3 x 15 bbl LCM sweeps. Circulate out of the hole. Torque and Drag:
P/IJ: 145k, S/O: 80k, ROT: 110k

11:30 0.50 6.00 5 Spot 40 bbl - 50 ppb LCM Pill. (20 ppb CaCarb Fine, 20 ppb CaCarb 11,941.0 11,941.0
Course, 10 ppb Vanguard Fine)

12:00 6.50 12.50 6 Strip out of hole from 11,941' to 8,060' at 7 min/stand with Halliburton 11,941.0 11,941.0
holding 735 psi on backside.
Trip Drill, Men at Stations in 84 Seconds

18:30 1.50 14.00 6 Strip in hole with Halliburton holding pressure on backside from 8,060' to 11,941.0 11,941.0
8,900'.

20:00 5.00 19.00 3 Made multiple to enter sidetrack. Reamed and dressed sidetrack departure 11,941.0 11,941.0
point from 8,910' to 8,925' until string would slide in sidetrack hole with no
restriction.

01:00 3.50 22.50 6 Strip in hole with Halliburton MPD holding pressure on backside from 8,925' 11,941.0 11,941.0
to 11,878'.
Trip Drill, Men at Stations in 75 Seconds.

04:30 0.50 23.00 3 Fill pipe and wash to bottom at 11,941'. 11,941.0 11,941.0

05:00 1.00 24.00 5 Circulate bottoms up prior to trip. Pump 3 x 10 bbl sweeps, circulate out of 11,941.0 11,941.0
hole. MPD full open. Flowrate 175 gpm. PWD ECD: 18.3 ppg.

Mud Check: 1 ,941.0ftKB, 12/13/201:106:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/13/2013 11,941.0 16.20 60 27.0 15.000 12.000 15.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

2.900 2.700 35.5 347,382 88.4/11.6
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

89.0 4.0
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Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/14/2013
Report #: 77, DFS: 70.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 49.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Surface Legal Location

Fidelity E&P NENE Sec7, T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00 12/22/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

842.18 84.39 16.2 42.8 3.0 22.84 77.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/13/2013 06:00 12/14/2013 06:00 70.19 11,892.0 11,941.0 49.00
Operations at Report Time

Circulating bottoms up.
Operations Summary

Drilled 6" Lateral From 11,892' to 11,941'. Circulate 2.5 Bottoms up with 3 x 15 bbl LCM sweeps. Spot 40 bbl - 50ppb LCM Pill. Trip out holding back pressure
with MPD to shoe at 8017 ft. Trip in hole to 8,922'. Worked open hole sidetrack. Trip in hole to 11,875', wash to bottom. Circulate 2 bottoms up with 3 x 10 bbl
sweeps, circulate out of hole.

Total OBM Losses last 24 hrs = 139 bbls.
135 bbls to formation, 4 bbls to SCE.
Operations Next Report Period

Trips
Weather Wellbore

Cloudy Original Hole
Daily Contacts

Job Contact Position Offce

Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.00 2.00 2 Drilled 6" Lateral Section From 11,892' to 11,941'. WOB 4-18k, Rotary 0-35 11,941.0 11,941.0
rpm, Q= 208 gpm. P= 3700 psi. MW inlout: 16.1 in / 16.1 ppg out. Bgas: 50
-500 units, Flare: 8-10 ft. Cgas: 530 units.
MPD holding 30-50 psi on WHP.

08:00 3.50 5.50 5 Circulate prior to short trip to shoe. Rotate and Reciprocate, RPM 35. 11,941.0 11,941.0
Pump 3 x 15 bbl LCM sweeps. Circulate out of the hole. Torque and Drag:
P/IJ: 145k, S/O: 80k, ROT: 110k

11:30 0.50 6.00 5 Spot 40 bbl - 50 ppb LCM Pill. (20 ppb CaCarb Fine, 20 ppb CaCarb 11,941.0 11,941.0
Course, 10 ppb Vanguard Fine)

12:00 6.50 12.50 6 Strip out of hole from 11,941' to 8,060' at 7 min/stand with Halliburton 11,941.0 11,941.0
holding 735 psi on backside.
Trip Drill, Men at Stations in 84 Seconds

18:30 1.50 14.00 6 Strip in hole with Halliburton holding pressure on backside from 8,060' to 11,941.0 11,941.0
8,900'.

20:00 5.00 19.00 3 Made multiple to enter sidetrack. Reamed and dressed sidetrack departure 11,941.0 11,941.0
point from 8,910' to 8,925' until string would slide in sidetrack hole with no
restriction.

01:00 3.50 22.50 6 Strip in hole with Halliburton MPD holding pressure on backside from 8,925' 11,941.0 11,941.0
to 11,878'.
Trip Drill, Men at Stations in 75 Seconds.

04:30 0.50 23.00 3 Fill pipe and wash to bottom at 11,941'. 11,941.0 11,941.0

05:00 1.00 24.00 5 Circulate bottoms up prior to trip. Pump 3 x 10 bbl sweeps, circulate out of 11,941.0 11,941.0
hole. MPD full open. Flowrate 175 gpm. PWD ECD: 18.3 ppg.

Mud Check: 1 ,941.0ftKB, 12/13/201:106:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/13/2013 11,941.0 16.20 60 27.0 15.000 12.000 15.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

2.900 2.700 35.5 347,382 88.4/11.6
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

89.0 4.0
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Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/14/2013
Report #: 77, DFS: 70.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 49.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Surface Legal Location

Fidelity E&P NENE Sec7, T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00 12/22/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

842.18 84.39 16.2 42.8 3.0 22.84 77.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/13/2013 06:00 12/14/2013 06:00 70.19 11,892.0 11,941.0 49.00
Operations at Report Time

Circulating bottoms up.
Operations Summary

Drilled 6" Lateral From 11,892' to 11,941'. Circulate 2.5 Bottoms up with 3 x 15 bbl LCM sweeps. Spot 40 bbl - 50ppb LCM Pill. Trip out holding back pressure
with MPD to shoe at 8017 ft. Trip in hole to 8,922'. Worked open hole sidetrack. Trip in hole to 11,875', wash to bottom. Circulate 2 bottoms up with 3 x 10 bbl
sweeps, circulate out of hole.

Total OBM Losses last 24 hrs = 139 bbls.
135 bbls to formation, 4 bbls to SCE.
Operations Next Report Period

Trips
Weather Wellbore

Cloudy Original Hole
Daily Contacts

Job Contact Position Offce

Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.00 2.00 2 Drilled 6" Lateral Section From 11,892' to 11,941'. WOB 4-18k, Rotary 0-35 11,941.0 11,941.0
rpm, Q= 208 gpm. P= 3700 psi. MW inlout: 16.1 in / 16.1 ppg out. Bgas: 50
-500 units, Flare: 8-10 ft. Cgas: 530 units.
MPD holding 30-50 psi on WHP.

08:00 3.50 5.50 5 Circulate prior to short trip to shoe. Rotate and Reciprocate, RPM 35. 11,941.0 11,941.0
Pump 3 x 15 bbl LCM sweeps. Circulate out of the hole. Torque and Drag:
P/IJ: 145k, S/O: 80k, ROT: 110k

11:30 0.50 6.00 5 Spot 40 bbl - 50 ppb LCM Pill. (20 ppb CaCarb Fine, 20 ppb CaCarb 11,941.0 11,941.0
Course, 10 ppb Vanguard Fine)

12:00 6.50 12.50 6 Strip out of hole from 11,941' to 8,060' at 7 min/stand with Halliburton 11,941.0 11,941.0
holding 735 psi on backside.
Trip Drill, Men at Stations in 84 Seconds

18:30 1.50 14.00 6 Strip in hole with Halliburton holding pressure on backside from 8,060' to 11,941.0 11,941.0
8,900'.

20:00 5.00 19.00 3 Made multiple to enter sidetrack. Reamed and dressed sidetrack departure 11,941.0 11,941.0
point from 8,910' to 8,925' until string would slide in sidetrack hole with no
restriction.

01:00 3.50 22.50 6 Strip in hole with Halliburton MPD holding pressure on backside from 8,925' 11,941.0 11,941.0
to 11,878'.
Trip Drill, Men at Stations in 75 Seconds.

04:30 0.50 23.00 3 Fill pipe and wash to bottom at 11,941'. 11,941.0 11,941.0

05:00 1.00 24.00 5 Circulate bottoms up prior to trip. Pump 3 x 10 bbl sweeps, circulate out of 11,941.0 11,941.0
hole. MPD full open. Flowrate 175 gpm. PWD ECD: 18.3 ppg.

Mud Check: 1 ,941.0ftKB, 12/13/201:106:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/13/2013 11,941.0 16.20 60 27.0 15.000 12.000 15.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

2.900 2.700 35.5 347,382 88.4/11.6
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

89.0 4.0
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Well Name: Cane Creek 7-1

Report Printed:   1/7/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Mud Check: 11,941.0ftKB, 12/13/2013 23:59
Date

12/13/2013
Depth (ftKB)

11,941.0
Density (lb/gal)

16.30
Vis (s/qt)

65
PV OR (Pa•s)

26.0
YP OR (lbf/1…

17.000
Gel (10s) (lbf…

11.000
Gel (10m) (lb…

15.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

2.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L)

43,866.000
Calcium (mg/L)

360,155.00
0

Pot (mg/L) Lime (lb/bbl)

0.0
Solids (%)

36.0
CaCl (ppm)

0
Oil Water Ratio

88.4/11.6

Mud Lost (Hole) (bbl)

46.0
Mud Lost (Surf) (bbl)

0.0
LCM ECD - Manual Entr… T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB)

10,220.0
Depth Out (ft…

11,941.0
Drilled (ft)

1,721.00
Date In

12/6/2013 01:05
Date Out

12/16/2013 04:00
Drill Time (hr)

145.31
BHA ROP (ft/hr)

11.8
Rot Time (hr)

49.08
Slide Time (hr)

96.23
% Slide Time …

66.22
% Rot Time (%)

33.78
Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

7/1/2013 Conductor 103.0

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Report for: 12/14/2013
Report #: 77, DFS: 70.19

Daily Depth Progress: 49.00

Sundry Number: 46572 API Well Number: 43019500100000Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/14/2013
Report #: 77, DFS: 70.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 49.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Mud Check: 11,941.0ftKB, 12/13/2013 23:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/13/2013 11,941.0 16.30 65 26.0 17.000 11.000 15.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

43,866.000 360,155.00 0.0 36.0 0 88.4/11.6
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

46.0 0.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

10,220.0 11,941.0 1,721.00 12/6/2013 01:05 12/16/2013 04:00 145.31 11.8 49.08 96.23 66.22 33.78
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094
12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/14/2013
Report #: 77, DFS: 70.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 49.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
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APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
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APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
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RECEIVED: Jan. 07, 2014

Page  1/2

Well Name: Cane Creek 7-1

Report Printed:   1/7/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Operator

Fidelity E&P
Surface Legal Location

NENE Sec7, T26S R20E
Rig

Nabors Drilling  
M40

Company Man\Well Site Lead

Paul Roberts
Rig Email Address

NaborsM40@Fidelityepco.com
Rig Phone Number

(970) 986-4401
Rig Release Previous Well

9/28/2013 06:00
Rig Release Date

12/22/2013 06:00

Drilling Hours (hr)

842.18
Circulating Hours (hr)

84.39
Job ROP (ft/hr)

16.2
Job ROP Rotating (ft/hr)

42.8
Job ROP Sliding (ft/hr)

3.0
Job Rotating % (%)

22.84
Total Job Percent Sliding (%)

77.16
Target Depth (ftKB)

13,196.0
Kick Off Date

11/3/2013
Kick Off Depth (ftKB)

6,860.0
Kick Off Depth  (TVD) (ftKB)

6,789.5
Daily Operations
Report Start Date

12/14/2013 06:00
Report End Date

12/15/2013 06:00
Days From Spud (days)

71.19
Start Depth (ftKB)

11,941.0
End Depth (ftKB)

11,941.0
Daily Depth Progress (ft)

0.00
Operations at Report Time

Displacing hole with 18.3 KWM
Operations Summary

. Trip out holding back pressure with MPD to shoe at 8017 ft. Trip in hole to 8,922'. Worked open hole sidetrack. Trip in hole to 11,875', wash to bottom. Circulate  
2 bottoms up with 3 x 10 bbl sweeps, Spot 80 bbls LCM. Trip out, worked sidetrack point. Trip out to 8,060'. Shipped 16.1 ppg OBM to Tank Farm, filled pits with  
18.3 ppg KWM. Displace hole to 18.3 KWM.  

Total OBM Losses last 24 hrs = 69 bbls.  
57 bbls to formation, 12 bbls to SCE.  
Operations Next Report Period

Run Casing & Cement
Weather

Cloudy
Wellbore

Original Hole
Daily Contacts

Job Contact Position Office

Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 3.50 3.50 5 Circulated hole clean. Spotted 80 bbl LCM Pill. 11,941.0 11,941.0

09:30 4.50 8.00 6 Strip out of hole from 11,941' to 8,995' at 7 min/stand with Halliburton  
holding 735 psi on backside. Tight spot 11,885' - 11,851', pulled 30K over  
stringweight.  

11,941.0 11,941.0

14:00 1.00 9.00 3 Backreamed from 8,995' to 8,900'.  Flowrate 175 gpm, RPM 15. 11,941.0 11,941.0

15:00 1.00 10.00 3 Reamed and worked from 8,900' to 9,027' to dress up sidetrack departure  
point. Flow rate 195 gpm, 15 rpm.
BOP Drill, Men at Stations 58 Seconds.  

11,941.0 11,941.0

16:00 2.00 12.00 3 Back Reamed from 9,027' to 8,900'. Attempted to slide in sidetrack hole  
without pumps, stacking out at 8,926'.  

11,941.0 11,941.0

18:00 5.50 17.50 3 Reamed and worked from 8,900' to 8,932' until string would slide in  
sidetrack hole with tools highsided and no pump.   

11,941.0 11,941.0

23:30 1.00 18.50 6 Strip out of hole with Halliburton MPD holding back pressure from 8,932' to  
8,060'. 

11,941.0 11,941.0

00:30 3.00 21.50 5 Shipped 16.1 ppg OBM from Active System to Tank Farm. Holding 600 psi  
on the annulus with MPD while  transferring.  

11,941.0 11,941.0

03:30 1.50 23.00 5 Transfer 18.3 KWM to Active System and Premix Tanks. Holding 600 psi  
on annulus while  transferring.  
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Report for: 12/15/2013
Report #: 78, DFS: 71.19

Daily Depth Progress: 0.00

Sundry Number: 46572 API Well Number: 43019500100000Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/15/2013
Report #: 78, DFS: 71.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Surface Legal Location

Fidelity E&P NENE Sec7, T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00 12/22/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

842.18 84.39 16.2 42.8 3.0 22.84 77.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/14/2013 06:00 12/15/2013 06:00 71.19 11,941.0 11,941.0 0.00
Operations at Report Time

Displacing hole with 18.3 KWM
Operations Summary

. Trip out holding back pressure with MPD to shoe at 8017 ft. Trip in hole to 8,922'. Worked open hole sidetrack. Trip in hole to 11,875', wash to bottom. Circulate
2 bottoms up with 3 x 10 bbl sweeps, Spot 80 bbls LCM. Trip out, worked sidetrack point. Trip out to 8,060'. Shipped 16.1 ppg OBM to Tank Farm, filled pits with
18.3 ppg KWM. Displace hole to 18.3 KWM.

Total OBM Losses last 24 hrs = 69 bbls.
57 bbls to formation, 12 bbls to SCE.
Operations Next Report Period

Run Casing & Cement
Weather Wellbore

Cloudy Original Hole
Daily Contacts

Job Contact Position Offce

Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 3.50 3.50 5 Circulated hole clean. Spotted 80 bbl LCM Pill. 11,941.0 11,941.0
09:30 4.50 8.00 6 Strip out of hole from 11,941' to 8,995' at 7 min/stand with Halliburton 11,941.0 11,941.0

holding 735 psi on backside. Tight spot 11,885'- 11,851', pulled 30K over
stringweight.

14:00 1.00 9.00 3 Backreamed from 8,995' to 8,900'. Flowrate 175 gpm, RPM 15. 11,941.0 11,941.0
15:00 1.00 10.00 3 Reamed and worked from 8,900' to 9,027' to dress up sidetrack departure 11,941.0 11,941.0

point. Flow rate 195 gpm, 15 rpm.
BOP Drill, Men at Stations 58 Seconds.

16:00 2.00 12.00 3 Back Reamed from 9,027' to 8,900'. Attempted to slide in sidetrack hole 11,941.0 11,941.0
without pumps, stacking out at 8,926'.

18:00 5.50 17.50 3 Reamed and worked from 8,900' to 8,932' until string would slide in 11,941.0 11,941.0
sidetrack hole with tools highsided and no pump.

23:30 1.00 18.50 6 Strip out of hole with Halliburton MPD holding back pressure from 8,932' to 11,941.0 11,941.0
8,060'.

00:30 3.00 21.50 5 Shipped 16.1 ppg OBM from Active System to Tank Farm. Holding 600 psi 11,941.0 11,941.0
on the annulus with MPD while transferring.

03:30 1.50 23.00 5 Transfer 18.3 KWM to Active System and Premix Tanks. Holding 600 psi 11,941.0 11,941.0
on annulus while transferring.

05:00 1.00 24.00 5 Displace hole with 18.3 ppg KWM and 8055 ft. Flow through MPD 11,941.0 11,941.0
equipment.

Mud Check: 1 ,941.0ftKB, 12/14/201:111:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/14/2013 11,941.0 18.30 74 43.0 22.000 14.000 19.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.000 2.500 42.0 324,408 88.4/11.6
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

84.0
Mud Check: 11,941.0ftKB, 12/14/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/14/2013 11,941.0 16.20 66 27.0 15.000 11.000 16.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.000 2.700 35.5 348,094 88.4/11.6
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

84.0
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84.0
Mud Check: 11,941.0ftKB, 12/14/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/14/2013 11,941.0 16.20 66 27.0 15.000 11.000 16.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.000 2.700 35.5 348,094 88.4/11.6
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

84.0
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Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/15/2013
Report #: 78, DFS: 71.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Surface Legal Location

Fidelity E&P NENE Sec7, T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00 12/22/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

842.18 84.39 16.2 42.8 3.0 22.84 77.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/14/2013 06:00 12/15/2013 06:00 71.19 11,941.0 11,941.0 0.00
Operations at Report Time

Displacing hole with 18.3 KWM
Operations Summary

. Trip out holding back pressure with MPD to shoe at 8017 ft. Trip in hole to 8,922'. Worked open hole sidetrack. Trip in hole to 11,875', wash to bottom. Circulate
2 bottoms up with 3 x 10 bbl sweeps, Spot 80 bbls LCM. Trip out, worked sidetrack point. Trip out to 8,060'. Shipped 16.1 ppg OBM to Tank Farm, filled pits with
18.3 ppg KWM. Displace hole to 18.3 KWM.

Total OBM Losses last 24 hrs = 69 bbls.
57 bbls to formation, 12 bbls to SCE.
Operations Next Report Period

Run Casing & Cement
Weather Wellbore

Cloudy Original Hole
Daily Contacts

Job Contact Position Offce

Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 3.50 3.50 5 Circulated hole clean. Spotted 80 bbl LCM Pill. 11,941.0 11,941.0

09:30 4.50 8.00 6 Strip out of hole from 11,941' to 8,995' at 7 min/stand with Halliburton 11,941.0 11,941.0
holding 735 psi on backside. Tight spot 11,885'- 11,851', pulled 30K over
stringweight.

14:00 1.00 9.00 3 Backreamed from 8,995' to 8,900'. Flowrate 175 gpm, RPM 15. 11,941.0 11,941.0

15:00 1.00 10.00 3 Reamed and worked from 8,900' to 9,027' to dress up sidetrack departure 11,941.0 11,941.0
point. Flow rate 195 gpm, 15 rpm.
BOP Drill, Men at Stations 58 Seconds.

16:00 2.00 12.00 3 Back Reamed from 9,027' to 8,900'. Attempted to slide in sidetrack hole 11,941.0 11,941.0
without pumps, stacking out at 8,926'.

18:00 5.50 17.50 3 Reamed and worked from 8,900' to 8,932' until string would slide in 11,941.0 11,941.0
sidetrack hole with tools highsided and no pump.

23:30 1.00 18.50 6 Strip out of hole with Halliburton MPD holding back pressure from 8,932' to 11,941.0 11,941.0
8,060'.

00:30 3.00 21.50 5 Shipped 16.1 ppg OBM from Active System to Tank Farm. Holding 600 psi 11,941.0 11,941.0
on the annulus with MPD while transferring.

03:30 1.50 23.00 5 Transfer 18.3 KWM to Active System and Premix Tanks. Holding 600 psi 11,941.0 11,941.0
on annulus while transferring.

05:00 1.00 24.00 5 Displace hole with 18.3 ppg KWM and 8055 ft. Flow through MPD 11,941.0 11,941.0
equipment.

Mud Check: 1 ,941.0ftKB, 12/14/201:111:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/14/2013 11,941.0 18.30 74 43.0 22.000 14.000 19.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.000 2.500 42.0 324,408 88.4/11.6
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

84.0
Mud Check: 11,941.0ftKB, 12/14/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/14/2013 11,941.0 16.20 66 27.0 15.000 11.000 16.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.000 2.700 35.5 348,094 88.4/11.6
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

84.0
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RECEIVED: Jan. 07, 2014

Page  2/2

Well Name: Cane Creek 7-1

Report Printed:   1/7/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Daily Drilling Performance
Depth In (ftKB)

10,220.0
Depth Out (ft…

11,941.0
Drilled (ft)

1,721.00
Date In

12/6/2013 01:05
Date Out

12/16/2013 04:00
Drill Time (hr)

145.31
BHA ROP (ft/hr)

11.8
Rot Time (hr)

49.08
Slide Time (hr)

96.23
% Slide Time …

66.22
% Rot Time (%)

33.78
Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

7/1/2013 Conductor 103.0

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Report for: 12/15/2013
Report #: 78, DFS: 71.19

Daily Depth Progress: 0.00

Sundry Number: 46572 API Well Number: 43019500100000Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/15/2013
Report #: 78, DFS: 71.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

10,220.0 11,941.0 1,721.00 12/6/2013 01:05 12/16/2013 04:00 145.31 11.8 49.08 96.23 66.22 33.78
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094
12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/15/2013
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RECEIVED: Jan. 07, 2014

Page  1/2

Well Name: Cane Creek 7-1

Report Printed:   1/7/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Operator

Fidelity E&P
Surface Legal Location

NENE Sec7, T26S R20E
Rig

Nabors Drilling  
M40

Company Man\Well Site Lead

Paul Roberts
Rig Email Address

NaborsM40@Fidelityepco.com
Rig Phone Number

(970) 986-4401
Rig Release Previous Well

9/28/2013 06:00
Rig Release Date

12/22/2013 06:00

Drilling Hours (hr)

842.18
Circulating Hours (hr)

84.39
Job ROP (ft/hr)

16.2
Job ROP Rotating (ft/hr)

42.8
Job ROP Sliding (ft/hr)

3.0
Job Rotating % (%)

22.84
Total Job Percent Sliding (%)

77.16
Target Depth (ftKB)

13,196.0
Kick Off Date

11/3/2013
Kick Off Depth (ftKB)

6,860.0
Kick Off Depth  (TVD) (ftKB)

6,789.5
Daily Operations
Report Start Date

12/15/2013 06:00
Report End Date

12/16/2013 06:00
Days From Spud (days)

72.19
Start Depth (ftKB)

11,941.0
End Depth (ftKB)

11,941.0
Daily Depth Progress (ft)

0.00
Operations at Report Time

Run 4.5" Liner
Operations Summary

Displace hole at 8055 ft with 18.4 KWM. Trip out of hole, lay down Directional tools. Held PJSM with B&L Casing Crew, R/U Casing Tongs and Equipment. Move  
Flaot Equipment to floor. PJSM with New Rig Crew abd B&L.
Operations Next Report Period

Run Casing & Cement
Weather

Sunny and Clear
Wellbore

Original Hole
Daily Contacts

Job Contact Position Office

Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 4.50 4.50 5 Displace hole at 8055 ft with 18.3 ppg KWM.  Pump at 2 bpm, reduce rate  
to 1 bpm to slow losses.   

11,941.0 11,941.0

10:30 0.50 5.00 5 Flow check. No Flow. Pump Dry Job. 11,941.0 11,941.0

11:00 2.50 7.50 6 Trip out of hole from 8,055' to 7,127' at 10 min/stand. Monitor displacement  
on trip tank.  

11,941.0 11,941.0

13:30 0.50 8.00 6 Flow Check - No Flow. 11,941.0 11,941.0

14:00 4.00 12.00 6 Trip out of hole from 7,127' to 5,500' at 10 min/stand. Monitor displacement  
on trip tank.  
BOP Drill, Men at Stations 49 Seconds.  

11,941.0 11,941.0

18:00 6.50 18.50 6 Trip out of hole from 5,500' to BHA at 5-10 min/stand. Monitor displacement  
on trip tank.  

11,941.0 11,941.0

00:30 0.50 19.00 6 Removed Rotating Head Bushing, Installed Trip Nipple. Flow Check - No  
Flow. 

11,941.0 11,941.0

01:00 1.00 20.00 9 Serviced Rig, Equipment and Cat Walk. 11,941.0 11,941.0

02:00 2.00 22.00 6 POH L/D XO, Float Sub, Well Commander Subs, Thruster, Filter Sub and  
NMDC. Pulled up, drained motor and broke off bit and iPZIG. L/D NMDC,  
XO, DPM, Float Sub, and iPZIG LXM.   

11,941.0 11,941.0

04:00 2.00 24.00 12 Held PJSM with B&L Casing. R/U Casing Tongs and equipment. Move  
Float Equipment to Floor. PJSM with new crew.

11,941.0 11,941.0

Mud Check: 11,941.0ftKB, 12/15/2013 11:59
Date

12/15/2013
Depth (ftKB)

11,941.0
Density (lb/gal)

18.40
Vis (s/qt)

79
PV OR (Pa•s)

43.0
YP OR (lbf/1…

23.000
Gel (10s) (lbf…

14.000
Gel (10m) (lb…

19.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

2.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L)

371,809.00
0

Pot (mg/L) Lime (lb/bbl)

0.0
Solids (%)

43.0
CaCl (ppm) Oil Water Ratio

87.7/12.3

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr… T Flowline (°F)

86.0
Comment

Mud Check: 11,941.0ftKB, 12/15/2013 14:00
Date

12/15/2013
Depth (ftKB)

11,941.0
Density (lb/gal)

18.40
Vis (s/qt)

78
PV OR (Pa•s)

43.0
YP OR (lbf/1…

21.000
Gel (10s) (lbf…

14.000
Gel (10m) (lb…

19.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

2.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L)

371,809.00
0

Pot (mg/L) Lime (lb/bbl) Solids (%)

43.0
CaCl (ppm) Oil Water Ratio

87.7/12.3

Mud Lost (Hole) (bbl)

118.0
Mud Lost (Surf) (bbl) LCM ECD - Manual Entr… T Flowline (°F)

86.0
Comment

Daily Drilling Performance
Depth In (ftKB)

10,220.0
Depth Out (ft…

11,941.0
Drilled (ft)

1,721.00
Date In

12/6/2013 01:05
Date Out

12/16/2013 04:00
Drill Time (hr)

145.31
BHA ROP (ft/hr)

11.8
Rot Time (hr)

49.08
Slide Time (hr)

96.23
% Slide Time …

66.22
% Rot Time (%)

33.78

Report for: 12/16/2013
Report #: 79, DFS: 72.19

Daily Depth Progress: 0.00

Sundry Number: 46572 API Well Number: 43019500100000Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/16/2013
Report #: 79, DFS: 72.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Surface Legal Location

Fidelity E&P NENE Sec7, T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00 12/22/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

842.18 84.39 16.2 42.8 3.0 22.84 77.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/15/2013 06:00 12/16/2013 06:00 72.19 11,941.0 11,941.0 0.00
Operations at Report Time

Run 4.5" Liner
Operations Summary

Displace hole at 8055 ft with 18.4 KWM. Trip out of hole, lay down Directional tools. Held PJSM with B&L Casing Crew, R/U Casing Tongs and Equipment. Move
Flaot Equipment to floor. PJSM with New Rig Crew abd B&L.
Operations Next Report Period

Run Casing & Cement
Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Offce

Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 4.50 4.50 5 Displace hole at 8055 ft with 18.3 ppg KWM. Pump at 2 bpm, reduce rate 11,941.0 11,941.0
to 1 bpm to slow losses.

10:30 0.50 5.00 5 Flow check. No Flow. Pump Dry Job. 11,941.0 11,941.0
11:00 2.50 7.50 6 Trip out of hole from 8,055' to 7,127' at 10 min/stand. Monitor displacement 11,941.0 11,941.0

on trip tank.
13:30 0.50 8.00 6 Flow Check - No Flow. 11,941.0 11,941.0
14:00 4.00 12.00 6 Trip out of hole from 7,127' to 5,500' at 10 min/stand. Monitor displacement 11,941.0 11,941.0

on trip tank.
BOP Drill, Men at Stations 49 Seconds.

18:00 6.50 18.50 6 Trip out of hole from 5,500' to BHA at 5-10 min/stand. Monitor displacement 11,941.0 11,941.0
on trip tank.

00:30 0.50 19.00 6 Removed Rotating Head Bushing, Installed Trip Nipple. Flow Check - No 11,941.0 11,941.0
Flow.

01:00 1.00 20.00 9 Serviced Rig, Equipment and Cat Walk. 11,941.0 11,941.0
02:00 2.00 22.00 6 POH L/D XO, Float Sub, Well Commander Subs, Thruster, Filter Sub and 11,941.0 11,941.0

NMDC. Pulled up, drained motor and broke off bit and iPZIG. L/D NMDC,
XO, DPM, Float Sub, and iPZIG LXM.

04:00 2.00 24.00 12 Held PJSM with B&L Casing. RIIJ Casing Tongs and equipment. Move 11,941.0 11,941.0
Float Equipment to Floor. PJSM with new crew.

Mud Check: 1 ,941.0ftKB, 12/15/201:111:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/15/2013 11,941.0 18.40 79 43.0 23.000 14.000 19.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

371,809.00 0.0 43.0 87.7/12.3
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

86.0
Mud Check: 11,941.0ftKB, 12/15/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...
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MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

371,809.00 43.0 87.7/12.3
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

118.0 86.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

10,220.0 11,941.0 1,721.00 12/6/2013 01:05 12/16/2013 04:00 145.31 11.8 49.08 96.23 66.22 33.78
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Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/16/2013
Report #: 79, DFS: 72.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Surface Legal Location

Fidelity E&P NENE Sec7, T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00 12/22/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

842.18 84.39 16.2 42.8 3.0 22.84 77.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/15/2013 06:00 12/16/2013 06:00 72.19 11,941.0 11,941.0 0.00
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Displace hole at 8055 ft with 18.4 KWM. Trip out of hole, lay down Directional tools. Held PJSM with B&L Casing Crew, R/U Casing Tongs and Equipment. Move
Flaot Equipment to floor. PJSM with New Rig Crew abd B&L.
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Job Contact Position Offce
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Time Log
Cum Dur
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on trip tank.

00:30 0.50 19.00 6 Removed Rotating Head Bushing, Installed Trip Nipple. Flow Check - No 11,941.0 11,941.0
Flow.

01:00 1.00 20.00 9 Serviced Rig, Equipment and Cat Walk. 11,941.0 11,941.0

02:00 2.00 22.00 6 POH L/D XO, Float Sub, Well Commander Subs, Thruster, Filter Sub and 11,941.0 11,941.0
NMDC. Pulled up, drained motor and broke off bit and iPZIG. L/D NMDC,
XO, DPM, Float Sub, and iPZIG LXM.

04:00 2.00 24.00 12 Held PJSM with B&L Casing. RIIJ Casing Tongs and equipment. Move 11,941.0 11,941.0
Float Equipment to Floor. PJSM with new crew.

Mud Check: 1 ,941.0ftKB, 12/15/201:111:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/15/2013 11,941.0 18.40 79 43.0 23.000 14.000 19.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

371,809.00 0.0 43.0 87.7/12.3
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

86.0
Mud Check: 11,941.0ftKB, 12/15/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/15/2013 11,941.0 18.40 78 43.0 21.000 14.000 19.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

371,809.00 43.0 87.7/12.3
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

118.0 86.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

10,220.0 11,941.0 1,721.00 12/6/2013 01:05 12/16/2013 04:00 145.31 11.8 49.08 96.23 66.22 33.78
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Well Name: Cane Creek 7-1

Report Printed:   1/7/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

7/1/2013 Conductor 103.0

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Report for: 12/16/2013
Report #: 79, DFS: 72.19

Daily Depth Progress: 0.00

Sundry Number: 46572 API Well Number: 43019500100000Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/16/2013
Report #: 79, DFS: 72.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094
12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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Well Name: Cane Creek 7-1

Report Printed:   1/7/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Operator

Fidelity E&P
Surface Legal Location

NENE Sec7, T26S R20E
Rig

Nabors Drilling  
M40

Company Man\Well Site Lead

Paul Roberts
Rig Email Address

NaborsM40@Fidelityepco.com
Rig Phone Number

(970) 986-4401
Rig Release Previous Well

9/28/2013 06:00
Rig Release Date

12/22/2013 06:00

Drilling Hours (hr)

842.18
Circulating Hours (hr)

84.39
Job ROP (ft/hr)

16.2
Job ROP Rotating (ft/hr)

42.8
Job ROP Sliding (ft/hr)

3.0
Job Rotating % (%)

22.84
Total Job Percent Sliding (%)

77.16
Target Depth (ftKB)

13,196.0
Kick Off Date

11/3/2013
Kick Off Depth (ftKB)

6,860.0
Kick Off Depth  (TVD) (ftKB)

6,789.5
Daily Operations
Report Start Date

12/16/2013 06:00
Report End Date

12/17/2013 06:00
Days From Spud (days)

73.19
Start Depth (ftKB)

11,941.0
End Depth (ftKB)

11,941.0
Daily Depth Progress (ft)

0.00
Operations at Report Time

Trip in hole with 4.5" Liner
Operations Summary

Run 4 1/2" Liner, M/U Casing Hanger/Packer Assembly. Trip in hole with Liner on 4" HWDP & Drill Pipe to 8,030'. Displace 18.3 ppg OBM out with 16.1 ppg  
OBM. Trip in hole from 8,030' to 8468' holding back pressure with MPD.
Total OBM Loss Last 24 Hrs = 145 BBLS
145 BBLS to Formation
Operations Next Report Period

Run Casing & Cement
Weather

Sunny and Clear
Wellbore

Original Hole
Daily Contacts

Job Contact Position Office

Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 12 Held PJSM with Halliburton & B&L Casing Crew. M/U Shoe Track and 3  
joints of 4.5", 15.1 ppf liner. Thread lock Float Equipment and first three  
collars. No Centralizers on first 2 joints. Pumped through float equipment.  
Good Test.   

11,941.0 11,941.0

07:00 9.00 10.00 12 Ran a total of 111 joints of 4.5", 15.1 & 13.5#, P-110, BTC to 4,648'. M/U  
Halliburton Casing Hanger/Packer Assembly. R/D Casing Tongs and  
Equipment.    

11,941.0 11,941.0

16:00 2.00 12.00 12 RIH with 4.5" Liner on 4" HWDP & Drill Pipe from 4,648' to 5,648'.  5 mps. 11,941.0 11,941.0

18:00 5.50 17.50 12 RIH with 4.5" Liner on 4" HWDP & Drill Pipe from 5,648' to 7,924' at 5  
Min/Stand.  

11,941.0 11,941.0

23:30 1.00 18.50 12 Removed Trip Nipple and Installed Rotating Head Bushing. 11,941.0 11,941.0

00:30 4.50 23.00 5 Displace 18.4 ppg OBM out of hole with 16.1 ppg OBM. 104 bbl OBM Lost  
while displacing.

11,941.0 11,941.0

05:00 1.00 24.00 6 Trip in hole with liner from 8,022' to 8468'. Halliburton MPD holding 680  psi  
on backside.  Run speed 4-5 mps, fill every 5 stands.  

11,941.0 11,941.0

Mud Check: 11,941.0ftKB, 12/16/2013 11:59
Date

12/16/2013
Depth (ftKB)

11,941.0
Density (lb/gal)

16.20
Vis (s/qt)

61
PV OR (Pa•s)

24.0
YP OR (lbf/1…

13.000
Gel (10s) (lbf…

9.000
Gel (10m) (lb…

13.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

2.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L)

413,762.00
0

Pot (mg/L) Lime (lb/bbl) Solids (%)

36.0
CaCl (ppm) Oil Water Ratio

90.1/9.9

Mud Lost (Hole) (bbl)

104.0
Mud Lost (Surf) (bbl) LCM ECD - Manual Entr… T Flowline (°F) Comment

Mud Check: 11,941.0ftKB, 12/16/2013 14:00
Date

12/16/2013
Depth (ftKB)

11,941.0
Density (lb/gal)

16.10
Vis (s/qt)

57
PV OR (Pa•s)

23.0
YP OR (lbf/1…

13.000
Gel (10s) (lbf…

10.000
Gel (10m) (lb…

12.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

2.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%)

34.5
CaCl (ppm) Oil Water Ratio

90.1/9.9
Mud Lost (Hole) (bbl)

41.0
Mud Lost (Surf) (bbl) LCM ECD - Manual Entr… T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft… Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time … % Rot Time (%)

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

7/1/2013 Conductor 103.0

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

Report for: 12/17/2013
Report #: 80, DFS: 73.19

Daily Depth Progress: 0.00

Sundry Number: 46572 API Well Number: 43019500100000Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/17/2013
Report #: 80, DFS: 73.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Surface Legal Location

Fidelity E&P NENE Sec7, T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00 12/22/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

842.18 84.39 16.2 42.8 3.0 22.84 77.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/16/2013 06:00 12/17/2013 06:00 73.19 11,941.0 11,941.0 0.00
Operations at Report Time

Trip in hole with 4.5" Liner
Operations Summary

Run 4 1/2" Liner, M/U Casing Hanger/Packer Assembly. Trip in hole with Liner on 4" HWDP & Drill Pipe to 8,030'. Displace 18.3 ppg OBM out with 16.1 ppg
OBM. Trip in hole from 8,030' to 8468' holding back pressure with MPD.
Total OBM Loss Last 24 Hrs = 145 BBLS
145 BBLS to Formation
Operations Next Report Period

Run Casing & Cement
Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Offce

Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 12 Held PJSM with Halliburton & B&L Casing Crew. M/U Shoe Track and 3 11,941.0 11,941.0
joints of 4.5", 15.1 ppf liner. Thread lock Float Equipment and first three
collars. No Centralizers on first 2 joints. Pumped through float equipment.
Good Test.

07:00 9.00 10.00 12 Ran a total of 111 joints of 4.5", 15.1 & 13.5#, P-110, BTC to 4,648'. M/U 11,941.0 11,941.0
Halliburton Casing Hanger/Packer Assembly. RID Casing Tongs and
Equipment.

16:00 2.00 12.00 12 RIH with 4.5" Liner on 4" HWDP & Drill Pipe from 4,648' to 5,648'. 5 mps. 11,941.0 11,941.0

18:00 5.50 17.50 12 RIH with 4.5" Liner on 4" HWDP & Drill Pipe from 5,648' to 7,924' at 5 11,941.0 11,941.0
Min/Stand.

23:30 1.00 18.50 12 Removed Trip Nipple and Installed Rotating Head Bushing. 11,941.0 11,941.0
00:30 4.50 23.00 5 Displace 18.4 ppg OBM out of hole with 16.1 ppg OBM. 104 bbl OBM Lost 11,941.0 11,941.0

while displacing.

05:00 1.00 24.00 6 Trip in hole with liner from 8,022' to 8468'. Halliburton MPD holding 680 psi 11,941.0 11,941.0
on backside. Run speed 4-5 mps, fill every 5 stands.

Mud Check: 1 ,941.0ftKB, 12/16/201:111:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/16/2013 11,941.0 16.20 61 24.0 13.000 9.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

413,762.00 36.0 90.1/9.9
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

104.0
Mud Check: 11,941.0ftKB, 12/16/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/16/2013 11,941.0 16.10 57 23.0 13.000 10.000 12.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

34.5 90.1/9.9
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

41.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
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Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/17/2013
Report #: 80, DFS: 73.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Surface Legal Location

Fidelity E&P NENE Sec7, T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00 12/22/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

842.18 84.39 16.2 42.8 3.0 22.84 77.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/16/2013 06:00 12/17/2013 06:00 73.19 11,941.0 11,941.0 0.00
Operations at Report Time

Trip in hole with 4.5" Liner
Operations Summary

Run 4 1/2" Liner, M/U Casing Hanger/Packer Assembly. Trip in hole with Liner on 4" HWDP & Drill Pipe to 8,030'. Displace 18.3 ppg OBM out with 16.1 ppg
OBM. Trip in hole from 8,030' to 8468' holding back pressure with MPD.
Total OBM Loss Last 24 Hrs = 145 BBLS
145 BBLS to Formation
Operations Next Report Period

Run Casing & Cement
Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Offce

Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 12 Held PJSM with Halliburton & B&L Casing Crew. M/U Shoe Track and 3 11,941.0 11,941.0
joints of 4.5", 15.1 ppf liner. Thread lock Float Equipment and first three
collars. No Centralizers on first 2 joints. Pumped through float equipment.
Good Test.

07:00 9.00 10.00 12 Ran a total of 111 joints of 4.5", 15.1 & 13.5#, P-110, BTC to 4,648'. M/U 11,941.0 11,941.0
Halliburton Casing Hanger/Packer Assembly. RID Casing Tongs and
Equipment.

16:00 2.00 12.00 12 RIH with 4.5" Liner on 4" HWDP & Drill Pipe from 4,648' to 5,648'. 5 mps. 11,941.0 11,941.0

18:00 5.50 17.50 12 RIH with 4.5" Liner on 4" HWDP & Drill Pipe from 5,648' to 7,924' at 5 11,941.0 11,941.0
Min/Stand.

23:30 1.00 18.50 12 Removed Trip Nipple and Installed Rotating Head Bushing. 11,941.0 11,941.0

00:30 4.50 23.00 5 Displace 18.4 ppg OBM out of hole with 16.1 ppg OBM. 104 bbl OBM Lost 11,941.0 11,941.0
while displacing.

05:00 1.00 24.00 6 Trip in hole with liner from 8,022' to 8468'. Halliburton MPD holding 680 psi 11,941.0 11,941.0
on backside. Run speed 4-5 mps, fill every 5 stands.

Mud Check: 1 ,941.0ftKB, 12/16/201:111:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/16/2013 11,941.0 16.20 61 24.0 13.000 9.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

413,762.00 36.0 90.1/9.9
0

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

104.0
Mud Check: 11,941.0ftKB, 12/16/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/16/2013 11,941.0 16.10 57 23.0 13.000 10.000 12.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

34.5 90.1/9.9
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

41.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

7/1/2013 Conductor 103.0

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
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Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/17/2013
Report #: 80, DFS: 73.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Surface Legal Location

Fidelity E&P NENE Sec7, T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00 12/22/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

842.18 84.39 16.2 42.8 3.0 22.84 77.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/16/2013 06:00 12/17/2013 06:00 73.19 11,941.0 11,941.0 0.00
Operations at Report Time

Trip in hole with 4.5" Liner
Operations Summary

Run 4 1/2" Liner, M/U Casing Hanger/Packer Assembly. Trip in hole with Liner on 4" HWDP & Drill Pipe to 8,030'. Displace 18.3 ppg OBM out with 16.1 ppg
OBM. Trip in hole from 8,030' to 8468' holding back pressure with MPD.
Total OBM Loss Last 24 Hrs = 145 BBLS
145 BBLS to Formation
Operations Next Report Period
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RECEIVED: Jan. 07, 2014

Page  2/2

Well Name: Cane Creek 7-1

Report Printed:   1/7/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Report for: 12/17/2013
Report #: 80, DFS: 73.19

Daily Depth Progress: 0.00

Sundry Number: 46572 API Well Number: 43019500100000Sundry Number: 46572 API Well Number: 43019500100000
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11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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Well Name: Cane Creek 7-1

Report Printed:   1/7/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Operator

Fidelity E&P
Surface Legal Location

NENE Sec7, T26S R20E
Rig

Nabors Drilling  
M40

Company Man\Well Site Lead

Paul Roberts
Rig Email Address

NaborsM40@Fidelityepco.com
Rig Phone Number

(970) 986-4401
Rig Release Previous Well

9/28/2013 06:00
Rig Release Date

12/22/2013 06:00

Drilling Hours (hr)

842.18
Circulating Hours (hr)

84.39
Job ROP (ft/hr)

16.2
Job ROP Rotating (ft/hr)

42.8
Job ROP Sliding (ft/hr)

3.0
Job Rotating % (%)

22.84
Total Job Percent Sliding (%)

77.16
Target Depth (ftKB)

13,196.0
Kick Off Date

11/3/2013
Kick Off Depth (ftKB)

6,860.0
Kick Off Depth  (TVD) (ftKB)

6,789.5
Daily Operations
Report Start Date

12/17/2013 06:00
Report End Date

12/18/2013 06:00
Days From Spud (days)

74.19
Start Depth (ftKB)

11,941.0
End Depth (ftKB)

11,941.0
Daily Depth Progress (ft)

0.00
Operations at Report Time

Slip and cut drilling line.
Operations Summary

Trip in hole from 8,468' to 11,789' holding back pressure with MPD. Wash to bottom at 11,941'. Pickup Cement head. Circulate prior to cement job. Cemented  
4.5" Liner. Dropped ball and set packer. Released from Liner Hanger / Packer Assembly. Circulated clean. R/D Cement Lines and Head. Trip out to 6,217'. Slip  
and cut drilling line.   
Total OBM Loss Last 24 Hrs = 82 BBLS
82 BBLS to Formation
Operations Next Report Period

Trips
Weather

Sunny and Clear
Wellbore

Original Hole
Daily Contacts

Job Contact Position Office

Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 12 Trip in hole with liner from 8,468' to 11,941'. Halliburton MPD holding 680   
psi on backside.  Run speed 4-5 mps, fill every 5 stands.  

11,941.0 11,941.0

12:00 1.50 7.50 12 Spaced out with pup joints. M/U Halliburton Cementing Head. 11,941.0 11,941.0

13:30 3.00 10.50 5 Circulated at 3 BPM through Halliburton MPD. 11,941.0 11,941.0

16:30 0.50 11.00 12 Held PJSM with Halliburton Cementing Crew. 11,941.0 11,941.0

17:00 1.00 12.00 12 R/U Cement Lines. Fill Lines with 16.2 ppg OBM. Pressure tested lines to  
9560 psi.  

11,941.0 11,941.0

18:00 3.00 15.00 12 Pumped 30 bbls diesel, 30 bbls TS-111, 13.8 bbls Lead cement, 61 bbls  
Tail Cement, dropped plug. Displaced with 63 bbls 16.2 ppg OBM, 10 bbls  
TS-111 Spacer, 56 bbls 16.2 ppg OBM. Bumped plug with 3559 psi. Held  
pressure 15 min. Bled off pressure and floats held.  

11,941.0 11,941.0

21:00 0.50 15.50 12 Dropped ball, pressured to 6,000 psi and set Packer, sheared out ball seat.  11,941.0 11,941.0

21:30 2.00 17.50 12 Worked torque into string multiple times to release from Liner hanger.  
Halliburton pump truck pumping 16.2 ppg OBM at 1/2 BPM.  

11,941.0 11,941.0

23:30 3.00 20.50 5 Circulated well clean, dumped 30 bbls of spacer in bin. 11,941.0 11,941.0

02:30 1.50 22.00 12 R/D Halliburton cement lines, Cement Head and pup joints. 11,941.0 11,941.0

04:00 1.00 23.00 6 Pump Dry Job, Trip out of hole from 7,266' to 6,217'. 11,941.0 11,941.0

05:00 1.00 24.00 21 Slipping and cutting Drilling Line. 11,941.0 11,941.0

Mud Check: 11,941.0ftKB, 12/17/2013 11:59
Date

12/17/2013
Depth (ftKB)

11,941.0
Density (lb/gal)

16.45
Vis (s/qt)

69
PV OR (Pa•s)

25.0
YP OR (lbf/1…

14.000
Gel (10s) (lbf…

9.000
Gel (10m) (lb…

13.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

2.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L)

3.000
Calcium (mg/L)

2.800
Pot (mg/L) Lime (lb/bbl) Solids (%)

35.5
CaCl (ppm) Oil Water Ratio

89.7/10.3
Mud Lost (Hole) (bbl)

50.0
Mud Lost (Surf) (bbl) LCM ECD - Manual Entr… T Flowline (°F) Comment

Mud Check: 11,941.0ftKB, 12/17/2013 14:00
Date

12/17/2013
Depth (ftKB)

11,941.0
Density (lb/gal)

16.50
Vis (s/qt)

62
PV OR (Pa•s)

26.0
YP OR (lbf/1…

13.000
Gel (10s) (lbf…

9.000
Gel (10m) (lb…

14.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

2.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L)

3.000
Calcium (mg/L)

2.700
Pot (mg/L) Lime (lb/bbl) Solids (%)

37.0
CaCl (ppm) Oil Water Ratio

89.7/10.3
Mud Lost (Hole) (bbl)

32.0
Mud Lost (Surf) (bbl) LCM ECD - Manual Entr… T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft… Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time … % Rot Time (%)

Report for: 12/18/2013
Report #: 81, DFS: 74.19

Daily Depth Progress: 0.00

Sundry Number: 46572 API Well Number: 43019500100000Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/18/2013
Report #: 81, DFS: 74.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Surface Legal Location

Fidelity E&P NENE Sec7, T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00 12/22/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

842.18 84.39 16.2 42.8 3.0 22.84 77.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/17/2013 06:00 12/18/2013 06:00 74.19 11,941.0 11,941.0 0.00
Operations at Report Time

Slip and cut drilling line.
Operations Summary

Trip in hole from 8,468' to 11,789' holding back pressure with MPD. Wash to bottom at 11,941'. Pickup Cement head. Circulate prior to cement job. Cemented
4.5" Liner. Dropped ball and set packer. Released from Liner Hanger / Packer Assembly. Circulated clean. R/D Cement Lines and Head. Trip out to 6,217'. Slip
and cut drilling line.
Total OBM Loss Last 24 Hrs = 82 BBLS
82 BBLS to Formation
Operations Next Report Period

Trips
Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Offce

Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 12 Trip in hole with liner from 8,468' to 11,941'. Halliburton MPD holding 680 11,941.0 11,941.0
psi on backside. Run speed 4-5 mps, fill every 5 stands.

12:00 1.50 7.50 12 Spaced out with pup joints. M/U Halliburton Cementing Head. 11,941.0 11,941.0
13:30 3.00 10.50 5 Circulated at 3 BPM through Halliburton MPD. 11,941.0 11,941.0
16:30 0.50 11.00 12 Held PJSM with Halliburton Cementing Crew. 11,941.0 11,941.0
17:00 1.00 12.00 12 R/U Cement Lines. Fill Lines with 16.2 ppg OBM. Pressure tested lines to 11,941.0 11,941.0

9560 psi.

18:00 3.00 15.00 12 Pumped 30 bbls diesel, 30 bbls TS-111, 13.8 bbls Lead cement, 61 bbls 11,941.0 11,941.0
Tail Cement, dropped plug. Displaced with 63 bbls 16.2 ppg OBM, 10 bbls
TS-111 Spacer, 56 bbls 16.2 ppg OBM. Bumped plug with 3559 psi. Held
pressure 15 min. Bled off pressure and floats held.

21:00 0.50 15.50 12 Dropped ball, pressured to 6,000 psi and set Packer, sheared out ball seat. 11,941.0 11,941.0

21:30 2.00 17.50 12 Worked torque into string multiple times to release from Liner hanger. 11,941.0 11,941.0
Halliburton pump truck pumping 16.2 ppg OBM at 1/2 BPM.

23:30 3.00 20.50 5 Circulated well clean, dumped 30 bbls of spacer in bin. 11,941.0 11,941.0
02:30 1.50 22.00 12 RID Halliburton cement lines, Cement Head and pup joints. 11,941.0 11,941.0
04:00 1.00 23.00 6 Pump Dry Job, Trip out of hole from 7,266' to 6,217'. 11,941.0 11,941.0
05:00 1.00 24.00 21 Slipping and cutting Drilling Line. 11,941.0 11,941.0

Mud Check: 1 ,941.0ftKB, 12/17/201:111:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/17/2013 11,941.0 16.45 69 25.0 14.000 9.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.000 2.800 35.5 89.7/10.3
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

50.0
Mud Check: 11,941.0ftKB, 12/17/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/17/2013 11,941.0 16.50 62 26.0 13.000 9.000 14.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.000 2.700 37.0 89.7/10.3
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

32.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)
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Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 12 Trip in hole with liner from 8,468' to 11,941'. Halliburton MPD holding 680 11,941.0 11,941.0
psi on backside. Run speed 4-5 mps, fill every 5 stands.

12:00 1.50 7.50 12 Spaced out with pup joints. M/U Halliburton Cementing Head. 11,941.0 11,941.0

13:30 3.00 10.50 5 Circulated at 3 BPM through Halliburton MPD. 11,941.0 11,941.0

16:30 0.50 11.00 12 Held PJSM with Halliburton Cementing Crew. 11,941.0 11,941.0

17:00 1.00 12.00 12 R/U Cement Lines. Fill Lines with 16.2 ppg OBM. Pressure tested lines to 11,941.0 11,941.0
9560 psi.

18:00 3.00 15.00 12 Pumped 30 bbls diesel, 30 bbls TS-111, 13.8 bbls Lead cement, 61 bbls 11,941.0 11,941.0
Tail Cement, dropped plug. Displaced with 63 bbls 16.2 ppg OBM, 10 bbls
TS-111 Spacer, 56 bbls 16.2 ppg OBM. Bumped plug with 3559 psi. Held
pressure 15 min. Bled off pressure and floats held.

21:00 0.50 15.50 12 Dropped ball, pressured to 6,000 psi and set Packer, sheared out ball seat. 11,941.0 11,941.0

21:30 2.00 17.50 12 Worked torque into string multiple times to release from Liner hanger. 11,941.0 11,941.0
Halliburton pump truck pumping 16.2 ppg OBM at 1/2 BPM.

23:30 3.00 20.50 5 Circulated well clean, dumped 30 bbls of spacer in bin. 11,941.0 11,941.0

02:30 1.50 22.00 12 RID Halliburton cement lines, Cement Head and pup joints. 11,941.0 11,941.0

04:00 1.00 23.00 6 Pump Dry Job, Trip out of hole from 7,266' to 6,217'. 11,941.0 11,941.0

05:00 1.00 24.00 21 Slipping and cutting Drilling Line. 11,941.0 11,941.0

Mud Check: 1 ,941.0ftKB, 12/17/201:111:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/17/2013 11,941.0 16.45 69 25.0 14.000 9.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.000 2.800 35.5 89.7/10.3
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

50.0
Mud Check: 11,941.0ftKB, 12/17/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/17/2013 11,941.0 16.50 62 26.0 13.000 9.000 14.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.000 2.700 37.0 89.7/10.3
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

32.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Page 1/2 Report Printed:

Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/18/2013
Report #: 81, DFS: 74.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Surface Legal Location

Fidelity E&P NENE Sec7, T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00 12/22/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

842.18 84.39 16.2 42.8 3.0 22.84 77.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/17/2013 06:00 12/18/2013 06:00 74.19 11,941.0 11,941.0 0.00
Operations at Report Time
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and cut drilling line.
Total OBM Loss Last 24 Hrs = 82 BBLS
82 BBLS to Formation
Operations Next Report Period

Trips
Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Offce

Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 12 Trip in hole with liner from 8,468' to 11,941'. Halliburton MPD holding 680 11,941.0 11,941.0
psi on backside. Run speed 4-5 mps, fill every 5 stands.

12:00 1.50 7.50 12 Spaced out with pup joints. M/U Halliburton Cementing Head. 11,941.0 11,941.0

13:30 3.00 10.50 5 Circulated at 3 BPM through Halliburton MPD. 11,941.0 11,941.0

16:30 0.50 11.00 12 Held PJSM with Halliburton Cementing Crew. 11,941.0 11,941.0

17:00 1.00 12.00 12 R/U Cement Lines. Fill Lines with 16.2 ppg OBM. Pressure tested lines to 11,941.0 11,941.0
9560 psi.

18:00 3.00 15.00 12 Pumped 30 bbls diesel, 30 bbls TS-111, 13.8 bbls Lead cement, 61 bbls 11,941.0 11,941.0
Tail Cement, dropped plug. Displaced with 63 bbls 16.2 ppg OBM, 10 bbls
TS-111 Spacer, 56 bbls 16.2 ppg OBM. Bumped plug with 3559 psi. Held
pressure 15 min. Bled off pressure and floats held.

21:00 0.50 15.50 12 Dropped ball, pressured to 6,000 psi and set Packer, sheared out ball seat. 11,941.0 11,941.0

21:30 2.00 17.50 12 Worked torque into string multiple times to release from Liner hanger. 11,941.0 11,941.0
Halliburton pump truck pumping 16.2 ppg OBM at 1/2 BPM.

23:30 3.00 20.50 5 Circulated well clean, dumped 30 bbls of spacer in bin. 11,941.0 11,941.0

02:30 1.50 22.00 12 RID Halliburton cement lines, Cement Head and pup joints. 11,941.0 11,941.0

04:00 1.00 23.00 6 Pump Dry Job, Trip out of hole from 7,266' to 6,217'. 11,941.0 11,941.0

05:00 1.00 24.00 21 Slipping and cutting Drilling Line. 11,941.0 11,941.0

Mud Check: 1 ,941.0ftKB, 12/17/201:111:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/17/2013 11,941.0 16.45 69 25.0 14.000 9.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.000 2.800 35.5 89.7/10.3
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

50.0
Mud Check: 11,941.0ftKB, 12/17/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/17/2013 11,941.0 16.50 62 26.0 13.000 9.000 14.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.000 2.700 37.0 89.7/10.3
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

32.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Page 1/2 Report Printed:

Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/18/2013
Report #: 81, DFS: 74.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Surface Legal Location

Fidelity E&P NENE Sec7, T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00 12/22/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

842.18 84.39 16.2 42.8 3.0 22.84 77.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/17/2013 06:00 12/18/2013 06:00 74.19 11,941.0 11,941.0 0.00
Operations at Report Time

Slip and cut drilling line.
Operations Summary

Trip in hole from 8,468' to 11,789' holding back pressure with MPD. Wash to bottom at 11,941'. Pickup Cement head. Circulate prior to cement job. Cemented
4.5" Liner. Dropped ball and set packer. Released from Liner Hanger / Packer Assembly. Circulated clean. R/D Cement Lines and Head. Trip out to 6,217'. Slip
and cut drilling line.
Total OBM Loss Last 24 Hrs = 82 BBLS
82 BBLS to Formation
Operations Next Report Period

Trips
Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Offce

Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 12 Trip in hole with liner from 8,468' to 11,941'. Halliburton MPD holding 680 11,941.0 11,941.0
psi on backside. Run speed 4-5 mps, fill every 5 stands.

12:00 1.50 7.50 12 Spaced out with pup joints. M/U Halliburton Cementing Head. 11,941.0 11,941.0

13:30 3.00 10.50 5 Circulated at 3 BPM through Halliburton MPD. 11,941.0 11,941.0

16:30 0.50 11.00 12 Held PJSM with Halliburton Cementing Crew. 11,941.0 11,941.0

17:00 1.00 12.00 12 R/U Cement Lines. Fill Lines with 16.2 ppg OBM. Pressure tested lines to 11,941.0 11,941.0
9560 psi.

18:00 3.00 15.00 12 Pumped 30 bbls diesel, 30 bbls TS-111, 13.8 bbls Lead cement, 61 bbls 11,941.0 11,941.0
Tail Cement, dropped plug. Displaced with 63 bbls 16.2 ppg OBM, 10 bbls
TS-111 Spacer, 56 bbls 16.2 ppg OBM. Bumped plug with 3559 psi. Held
pressure 15 min. Bled off pressure and floats held.

21:00 0.50 15.50 12 Dropped ball, pressured to 6,000 psi and set Packer, sheared out ball seat. 11,941.0 11,941.0

21:30 2.00 17.50 12 Worked torque into string multiple times to release from Liner hanger. 11,941.0 11,941.0
Halliburton pump truck pumping 16.2 ppg OBM at 1/2 BPM.

23:30 3.00 20.50 5 Circulated well clean, dumped 30 bbls of spacer in bin. 11,941.0 11,941.0

02:30 1.50 22.00 12 RID Halliburton cement lines, Cement Head and pup joints. 11,941.0 11,941.0

04:00 1.00 23.00 6 Pump Dry Job, Trip out of hole from 7,266' to 6,217'. 11,941.0 11,941.0

05:00 1.00 24.00 21 Slipping and cutting Drilling Line. 11,941.0 11,941.0

Mud Check: 1 ,941.0ftKB, 12/17/201:111:59
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/17/2013 11,941.0 16.45 69 25.0 14.000 9.000 13.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.000 2.800 35.5 89.7/10.3
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

50.0
Mud Check: 11,941.0ftKB, 12/17/2013 14:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/17/2013 11,941.0 16.50 62 26.0 13.000 9.000 14.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.000 2.700 37.0 89.7/10.3
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

32.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Page 1/2 Report Printed:



RECEIVED: Jan. 07, 2014
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Well Name: Cane Creek 7-1

Report Printed:   1/7/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

7/1/2013 Conductor 103.0

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Report for: 12/18/2013
Report #: 81, DFS: 74.19

Daily Depth Progress: 0.00

Sundry Number: 46572 API Well Number: 43019500100000Sundry Number: 46572 API Well Number: 43019500100000
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Well Name: Cane Creek 7-1

Report Printed:   1/7/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area
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Basin Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)
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KB-Ground Distance (ft)
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Spud Date

2/21/2013 00:00
Rig Release Date
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Operator
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Surface Legal Location
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Rig

Nabors Drilling  
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Company Man\Well Site Lead
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Rig Email Address
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Rig Phone Number
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Rig Release Previous Well
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Rig Release Date
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Drilling Hours (hr)
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Circulating Hours (hr)

84.39
Job ROP (ft/hr)

16.2
Job ROP Rotating (ft/hr)

42.8
Job ROP Sliding (ft/hr)

3.0
Job Rotating % (%)

22.84
Total Job Percent Sliding (%)

77.16
Target Depth (ftKB)

13,196.0
Kick Off Date

11/3/2013
Kick Off Depth (ftKB)

6,860.0
Kick Off Depth  (TVD) (ftKB)

6,789.5
Daily Operations
Report Start Date

12/18/2013 06:00
Report End Date

12/19/2013 06:00
Days From Spud (days)

75.19
Start Depth (ftKB)

11,941.0
End Depth (ftKB)

11,941.0
Daily Depth Progress (ft)

0.00
Operations at Report Time

Trip out laying down 4" Drill Pipe.
Operations Summary

TOOH and L/D hanger tools. M/U RBP, Trip in hole and set RBP at 7,201'. Release from RBP. Trip out from 7,200' to 4,200' laying down 4" Drill Pipe. RIH to  
7,100'. Change well over to CaCl2. Flush surface equipment. Trip out laying down 4" Drill Pipe.  
Total OBM Loss Last 24 Hrs = 42 bbls
42 bbls to SCE, Stripping OBM back to 14.0 ppg
Operations Next Report Period

Trips
Weather

Sunny and Clear
Wellbore

Original Hole
Daily Contacts

Job Contact Position Office

Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 0.50 0.50 21 Slipped and cut off 121 ft of Drilling Line. 11,941.0 11,941.0

06:30 0.50 1.00 9 Serviced Rig, and Top Drive. Recalibrated hookload, reset C.O.M. &  
F.O.M. 

11,941.0 11,941.0

07:00 4.50 5.50 6 Trip out of hole, L/D Liner Running Tools. 11,941.0 11,941.0

11:30 1.00 6.50 6 M/U Baker Oil Tool "Hornet" RBP with "G" Top Plug and Retrieving Head. 11,941.0 11,941.0

12:30 4.00 10.50 6 Trip in hole with RBP. Set RBP, top at 7,187', Element at 7,201'. Bottom of  
RBP at 7,204'. Release from RBP.  

11,941.0 11,941.0

16:30 1.50 12.00 6 Set up Pipe Tubs and Pipe Racks. POH Laying down 4" Drill Pipe from  
7,187' to 6,500'.  

11,941.0 11,941.0

18:00 3.50 15.50 6 POH Laying down 4" Drill Pipe from 6,500' to 4,200'. 11,941.0 11,941.0

21:30 2.00 17.50 6 Trip in hole from 4,200' to 7,100'. 11,941.0 11,941.0

23:30 1.50 19.00 5 Changed well over to 10.8 ppg Calcium Chloride. 11,941.0 11,941.0

01:00 3.00 22.00 5 Drained Gas Buster. Flushed out Surface Lines, Choke Manifold, MPD  
Equipment, Mud Lines, Mud Pumps, and Gas Buster.  

11,941.0 11,941.0

04:00 2.00 24.00 6 Trip out laying down 4" Drill Pipe 11,941.0 11,941.0

Mud Check: 11,941.0ftKB, 12/18/2013 06:00
Date

12/18/2013
Depth (ftKB)

11,941.0
Density (lb/gal)

14.70
Vis (s/qt)

57
PV OR (Pa•s)

20.0
YP OR (lbf/1…

14.000
Gel (10s) (lbf…

9.000
Gel (10m) (lb…

12.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

2.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L)

3.000
Calcium (mg/L)

2.700
Pot (mg/L) Lime (lb/bbl) Solids (%)

29.5
CaCl (ppm) Oil Water Ratio

89.4/10.6
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl)

42.0
LCM ECD - Manual Entr… T Flowline (°F) Comment

Mud Check: 11,941.0ftKB, 12/18/2013 06:00
Date

12/18/2013
Depth (ftKB)

11,941.0
Density (lb/gal)

14.00
Vis (s/qt)

54
PV OR (Pa•s) YP OR (lbf/1…

11.000
Gel (10s) (lbf…

5.000
Gel (10m) (lb…

8.000
Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat…

2.0
HTHP FC (1…

2
MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L)

3.000
Calcium (mg/L)

2.700
Pot (mg/L) Lime (lb/bbl) Solids (%)

28.0
CaCl (ppm) Oil Water Ratio

88.9/11.1
Mud Lost (Hole) (bbl)

216.0
Mud Lost (Surf) (bbl)

42.0
LCM ECD - Manual Entr… T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft… Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time … % Rot Time (%)

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

7/1/2013 Conductor 103.0

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

Report for: 12/19/2013
Report #: 82, DFS: 75.19

Daily Depth Progress: 0.00

Sundry Number: 46572 API Well Number: 43019500100000Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/19/2013
Report #: 82, DFS: 75.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Surface Legal Location

Fidelity E&P NENE Sec7, T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00 12/22/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

842.18 84.39 16.2 42.8 3.0 22.84 77.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/18/2013 06:00 12/19/2013 06:00 75.19 11,941.0 11,941.0 0.00
Operations at Report Time

Trip out laying down 4" Drill Pipe.
Operations Summary

TOOH and L/D hanger tools. M/U RBP, Trip in hole and set RBP at 7,201'. Release from RBP. Trip out from 7,200' to 4,200' laying down 4" Drill Pipe. RIH to
7,100'. Change well over to CaCl2. Flush surface equipment. Trip out laying down 4" Drill Pipe.
Total OBM Loss Last 24 Hrs = 42 bbls
42 bbls to SCE, Stripping OBM back to 14.0 ppg
Operations Next Report Period

Trips
Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 0.50 0.50 21 Slipped and cut off 121 ft of Drilling Line. 11,941.0 11,941.0
06:30 0.50 1.00 9 Serviced Rig, and Top Drive. Recalibrated hookload, reset C.O.M. & 11,941.0 11,941.0

F.O.M.

07:00 4.50 5.50 6 Trip out of hole, L/D Liner Running Tools. 11,941.0 11,941.0
11:30 1.00 6.50 6 M/IJ Baker Oil Tool "Hornet" RBP with "G" Top Plug and Retrieving Head. 11,941.0 11,941.0

12:30 4.00 10.50 6 Trip in hole with RBP. Set RBP, top at 7,187', Element at 7,201'. Bottom of 11,941.0 11,941.0
RBP at 7,204'. Release from RBP.

16:30 1.50 12.00 6 Set up Pipe Tubs and Pipe Racks. POH Laying down 4" Drill Pipe from 11,941.0 11,941.0
7,187' to 6,500'.

18:00 3.50 15.50 6 POH Laying down 4" Drill Pipe from 6,500' to 4,200'. 11,941.0 11,941.0
21:30 2.00 17.50 6 Trip in hole from 4,200' to 7,100'. 11,941.0 11,941.0
23:30 1.50 19.00 5 Changed well over to 10.8 ppg Calcium Chloride. 11,941.0 11,941.0
01:00 3.00 22.00 5 Drained Gas Buster. Flushed out Surface Lines, Choke Manifold, MPD 11,941.0 11,941.0

Equipment, Mud Lines, Mud Pumps, and Gas Buster.

04:00 2.00 24.00 6 Trip out laying down 4" Drill Pipe 11,941.0 11,941.0

Mud Check: 1 ,941.0ftKB, 12/18/201:106:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/18/2013 11,941.0 14.70 57 20.0 14.000 9.000 12.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.000 2.700 29.5 89.4/10.6
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

42.0
Mud Check: 11,941.0ftKB, 12/18/2013 06:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/18/2013 11,941.0 14.00 54 11.000 5.000 8.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.000 2.700 28.0 88.9/11.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

216.0 42.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
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FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/19/2013
Report #: 82, DFS: 75.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Surface Legal Location

Fidelity E&P NENE Sec7, T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00 12/22/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

842.18 84.39 16.2 42.8 3.0 22.84 77.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/18/2013 06:00 12/19/2013 06:00 75.19 11,941.0 11,941.0 0.00
Operations at Report Time

Trip out laying down 4" Drill Pipe.
Operations Summary

TOOH and L/D hanger tools. M/U RBP, Trip in hole and set RBP at 7,201'. Release from RBP. Trip out from 7,200' to 4,200' laying down 4" Drill Pipe. RIH to
7,100'. Change well over to CaCl2. Flush surface equipment. Trip out laying down 4" Drill Pipe.
Total OBM Loss Last 24 Hrs = 42 bbls
42 bbls to SCE, Stripping OBM back to 14.0 ppg
Operations Next Report Period

Trips
Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 0.50 0.50 21 Slipped and cut off 121 ft of Drilling Line. 11,941.0 11,941.0

06:30 0.50 1.00 9 Serviced Rig, and Top Drive. Recalibrated hookload, reset C.O.M. & 11,941.0 11,941.0
F.O.M.

07:00 4.50 5.50 6 Trip out of hole, L/D Liner Running Tools. 11,941.0 11,941.0

11:30 1.00 6.50 6 M/IJ Baker Oil Tool "Hornet" RBP with "G" Top Plug and Retrieving Head. 11,941.0 11,941.0

12:30 4.00 10.50 6 Trip in hole with RBP. Set RBP, top at 7,187', Element at 7,201'. Bottom of 11,941.0 11,941.0
RBP at 7,204'. Release from RBP.

16:30 1.50 12.00 6 Set up Pipe Tubs and Pipe Racks. POH Laying down 4" Drill Pipe from 11,941.0 11,941.0
7,187' to 6,500'.

18:00 3.50 15.50 6 POH Laying down 4" Drill Pipe from 6,500' to 4,200'. 11,941.0 11,941.0

21:30 2.00 17.50 6 Trip in hole from 4,200' to 7,100'. 11,941.0 11,941.0

23:30 1.50 19.00 5 Changed well over to 10.8 ppg Calcium Chloride. 11,941.0 11,941.0

01:00 3.00 22.00 5 Drained Gas Buster. Flushed out Surface Lines, Choke Manifold, MPD 11,941.0 11,941.0
Equipment, Mud Lines, Mud Pumps, and Gas Buster.

04:00 2.00 24.00 6 Trip out laying down 4" Drill Pipe 11,941.0 11,941.0

Mud Check: 1 ,941.0ftKB, 12/18/201:106:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...
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Trip out laying down 4" Drill Pipe.
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TOOH and L/D hanger tools. M/U RBP, Trip in hole and set RBP at 7,201'. Release from RBP. Trip out from 7,200' to 4,200' laying down 4" Drill Pipe. RIH to
7,100'. Change well over to CaCl2. Flush surface equipment. Trip out laying down 4" Drill Pipe.
Total OBM Loss Last 24 Hrs = 42 bbls
42 bbls to SCE, Stripping OBM back to 14.0 ppg
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Weather Wellbore

Sunny and Clear Original Hole
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Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 0.50 0.50 21 Slipped and cut off 121 ft of Drilling Line. 11,941.0 11,941.0

06:30 0.50 1.00 9 Serviced Rig, and Top Drive. Recalibrated hookload, reset C.O.M. & 11,941.0 11,941.0
F.O.M.

07:00 4.50 5.50 6 Trip out of hole, L/D Liner Running Tools. 11,941.0 11,941.0

11:30 1.00 6.50 6 M/IJ Baker Oil Tool "Hornet" RBP with "G" Top Plug and Retrieving Head. 11,941.0 11,941.0

12:30 4.00 10.50 6 Trip in hole with RBP. Set RBP, top at 7,187', Element at 7,201'. Bottom of 11,941.0 11,941.0
RBP at 7,204'. Release from RBP.

16:30 1.50 12.00 6 Set up Pipe Tubs and Pipe Racks. POH Laying down 4" Drill Pipe from 11,941.0 11,941.0
7,187' to 6,500'.
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21:30 2.00 17.50 6 Trip in hole from 4,200' to 7,100'. 11,941.0 11,941.0

23:30 1.50 19.00 5 Changed well over to 10.8 ppg Calcium Chloride. 11,941.0 11,941.0

01:00 3.00 22.00 5 Drained Gas Buster. Flushed out Surface Lines, Choke Manifold, MPD 11,941.0 11,941.0
Equipment, Mud Lines, Mud Pumps, and Gas Buster.

04:00 2.00 24.00 6 Trip out laying down 4" Drill Pipe 11,941.0 11,941.0

Mud Check: 1 ,941.0ftKB, 12/18/201:106:00
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Operator Surface Legal Location

Fidelity E&P NENE Sec7, T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00 12/22/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

842.18 84.39 16.2 42.8 3.0 22.84 77.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/18/2013 06:00 12/19/2013 06:00 75.19 11,941.0 11,941.0 0.00
Operations at Report Time

Trip out laying down 4" Drill Pipe.
Operations Summary

TOOH and L/D hanger tools. M/U RBP, Trip in hole and set RBP at 7,201'. Release from RBP. Trip out from 7,200' to 4,200' laying down 4" Drill Pipe. RIH to
7,100'. Change well over to CaCl2. Flush surface equipment. Trip out laying down 4" Drill Pipe.
Total OBM Loss Last 24 Hrs = 42 bbls
42 bbls to SCE, Stripping OBM back to 14.0 ppg
Operations Next Report Period

Trips
Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 0.50 0.50 21 Slipped and cut off 121 ft of Drilling Line. 11,941.0 11,941.0

06:30 0.50 1.00 9 Serviced Rig, and Top Drive. Recalibrated hookload, reset C.O.M. & 11,941.0 11,941.0
F.O.M.

07:00 4.50 5.50 6 Trip out of hole, L/D Liner Running Tools. 11,941.0 11,941.0

11:30 1.00 6.50 6 M/IJ Baker Oil Tool "Hornet" RBP with "G" Top Plug and Retrieving Head. 11,941.0 11,941.0

12:30 4.00 10.50 6 Trip in hole with RBP. Set RBP, top at 7,187', Element at 7,201'. Bottom of 11,941.0 11,941.0
RBP at 7,204'. Release from RBP.

16:30 1.50 12.00 6 Set up Pipe Tubs and Pipe Racks. POH Laying down 4" Drill Pipe from 11,941.0 11,941.0
7,187' to 6,500'.

18:00 3.50 15.50 6 POH Laying down 4" Drill Pipe from 6,500' to 4,200'. 11,941.0 11,941.0

21:30 2.00 17.50 6 Trip in hole from 4,200' to 7,100'. 11,941.0 11,941.0

23:30 1.50 19.00 5 Changed well over to 10.8 ppg Calcium Chloride. 11,941.0 11,941.0

01:00 3.00 22.00 5 Drained Gas Buster. Flushed out Surface Lines, Choke Manifold, MPD 11,941.0 11,941.0
Equipment, Mud Lines, Mud Pumps, and Gas Buster.

04:00 2.00 24.00 6 Trip out laying down 4" Drill Pipe 11,941.0 11,941.0

Mud Check: 1 ,941.0ftKB, 12/18/201:106:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/18/2013 11,941.0 14.70 57 20.0 14.000 9.000 12.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.000 2.700 29.5 89.4/10.6
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

42.0
Mud Check: 11,941.0ftKB, 12/18/2013 06:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/18/2013 11,941.0 14.00 54 11.000 5.000 8.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.000 2.700 28.0 88.9/11.1
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

216.0 42.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

7/1/2013 Conductor 103.0

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
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Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/19/2013
Report #: 82, DFS: 75.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Surface Legal Location

Fidelity E&P NENE Sec7, T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00 12/22/2013 06:00
M40
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Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/18/2013 06:00 12/19/2013 06:00 75.19 11,941.0 11,941.0 0.00
Operations at Report Time

Trip out laying down 4" Drill Pipe.
Operations Summary

TOOH and L/D hanger tools. M/U RBP, Trip in hole and set RBP at 7,201'. Release from RBP. Trip out from 7,200' to 4,200' laying down 4" Drill Pipe. RIH to
7,100'. Change well over to CaCl2. Flush surface equipment. Trip out laying down 4" Drill Pipe.
Total OBM Loss Last 24 Hrs = 42 bbls
42 bbls to SCE, Stripping OBM back to 14.0 ppg
Operations Next Report Period

Trips
Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Paul Roberts Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 0.50 0.50 21 Slipped and cut off 121 ft of Drilling Line. 11,941.0 11,941.0

06:30 0.50 1.00 9 Serviced Rig, and Top Drive. Recalibrated hookload, reset C.O.M. & 11,941.0 11,941.0
F.O.M.

07:00 4.50 5.50 6 Trip out of hole, L/D Liner Running Tools. 11,941.0 11,941.0

11:30 1.00 6.50 6 M/IJ Baker Oil Tool "Hornet" RBP with "G" Top Plug and Retrieving Head. 11,941.0 11,941.0

12:30 4.00 10.50 6 Trip in hole with RBP. Set RBP, top at 7,187', Element at 7,201'. Bottom of 11,941.0 11,941.0
RBP at 7,204'. Release from RBP.

16:30 1.50 12.00 6 Set up Pipe Tubs and Pipe Racks. POH Laying down 4" Drill Pipe from 11,941.0 11,941.0
7,187' to 6,500'.

18:00 3.50 15.50 6 POH Laying down 4" Drill Pipe from 6,500' to 4,200'. 11,941.0 11,941.0

21:30 2.00 17.50 6 Trip in hole from 4,200' to 7,100'. 11,941.0 11,941.0

23:30 1.50 19.00 5 Changed well over to 10.8 ppg Calcium Chloride. 11,941.0 11,941.0

01:00 3.00 22.00 5 Drained Gas Buster. Flushed out Surface Lines, Choke Manifold, MPD 11,941.0 11,941.0
Equipment, Mud Lines, Mud Pumps, and Gas Buster.

04:00 2.00 24.00 6 Trip out laying down 4" Drill Pipe 11,941.0 11,941.0

Mud Check: 1 ,941.0ftKB, 12/18/201:106:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/18/2013 11,941.0 14.70 57 20.0 14.000 9.000 12.000 2.0 2
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

3.000 2.700 29.5 89.4/10.6
Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

42.0
Mud Check: 11,941.0ftKB, 12/18/2013 06:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/18/2013 11,941.0 14.00 54 11.000 5.000 8.000 2.0 2
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216.0 42.0
Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

7/1/2013 Conductor 103.0

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
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RECEIVED: Jan. 07, 2014

Page  2/2

Well Name: Cane Creek 7-1

Report Printed:   1/7/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Report for: 12/19/2013
Report #: 82, DFS: 75.19

Daily Depth Progress: 0.00

Sundry Number: 46572 API Well Number: 43019500100000Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/19/2013
Report #: 82, DFS: 75.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
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Casing & Liners

Set Depth OD Nom Max
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094
12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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RECEIVED: Jan. 07, 2014

Page  1/1

Well Name: Cane Creek 7-1

Report Printed:   1/7/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Operator

Fidelity E&P
Surface Legal Location

NENE Sec7, T26S R20E
Rig

Nabors Drilling  
M40

Company Man\Well Site Lead

Paul Roberts
Rig Email Address

NaborsM40@Fidelityepco.com
Rig Phone Number

(970) 986-4401
Rig Release Previous Well

9/28/2013 06:00
Rig Release Date

12/22/2013 06:00

Drilling Hours (hr)

842.18
Circulating Hours (hr)

84.39
Job ROP (ft/hr)

16.2
Job ROP Rotating (ft/hr)

42.8
Job ROP Sliding (ft/hr)

3.0
Job Rotating % (%)

22.84
Total Job Percent Sliding (%)

77.16
Target Depth (ftKB)

13,196.0
Kick Off Date

11/3/2013
Kick Off Depth (ftKB)

6,860.0
Kick Off Depth  (TVD) (ftKB)

6,789.5
Daily Operations
Report Start Date

12/19/2013 06:00
Report End Date

12/20/2013 06:00
Days From Spud (days)

76.19
Start Depth (ftKB)

11,941.0
End Depth (ftKB)

11,941.0
Daily Depth Progress (ft)

0.00
Operations at Report Time

nipple down
Operations Summary

Lay down drillpipe, TIH, Repair cat wal( 3 hrs rig repair), L/D pipe, rig down rig floor of handling tools & move from floor.  Nipple down.

Mud loss in last 24hrs. 263 bbls. 136 solids control, 105 bbls. left in hole below packer
Total Losses for well: 1837 bbl
 (Packer set at 7501 ft.)
Operations Next Report Period

Rig Up & Tear Down
Weather

Sunny and Clear
Wellbore

Original Hole
Daily Contacts

Job Contact Position Office

Paul Roberts Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 6 Lay down 4" dril pipe. Lay down Baker RBP running tools. .Clean rig floor.

12:00 1.00 7.00 6 Makeup Bit and Bit Sub. Trip in hole with 4" XT drillpipe. 11,941.0 11,941.0

13:00 3.00 10.00 8 Troubleshoot and repair catwalk. Replace communication control baord.  
Recalibrate motion cycle.

11,941.0 11,941.0

16:00 4.00 14.00 6 Lay down 4" drill pipe, Break out bit, clear rig floor of 4" handling tools.  
Weatherford Rental string sent to TuboScope- Farmington for inspection.

11,941.0 11,941.0

20:00 5.00 19.00 14 Clean 4" handling tools, & remove from rig floor. Remove saver sub,  
gripper dies, elevators & bails from top drive. Hang 4 way rig up lines on  
top drive, rig down cat walk & v-door, move same with bed truck.

11,941.0 11,941.0

01:00 5.00 24.00 14 Remove flow line & orbit valve from rotateing head, remove trip nipple,  
nipple down drip pan, rotating head,  

11,941.0 11,941.0

Mud Check: <depth>ftKB, 12/19/2013 06:00
Date

12/19/2013
Depth (ftKB) Density (lb/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbf/1… Gel (10s) (lbf… Gel (10m) (lb… Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat… HTHP FC (1…

MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCl (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr… T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft… Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time … % Rot Time (%)

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

7/1/2013 Conductor 103.0

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Report for: 12/20/2013
Report #: 83, DFS: 76.19

Daily Depth Progress: 0.00

Sundry Number: 46572 API Well Number: 43019500100000Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/20/2013
Report #: 83, DFS: 76.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Surface Legal Location

Fidelity E&P NENE Sec7, T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00 12/22/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

842.18 84.39 16.2 42.8 3.0 22.84 77.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/19/2013 06:00 12/20/2013 06:00 76.19 11,941.0 11,941.0 0.00
Operations at Report Time

nipple down
Operations Summary

Lay down drillpipe, TlH, Repair cat wal( 3 hrs rig repair), L/D pipe, rig down rig floor of handling tools & move from floor. Nipple down.

Mud loss in last 24hrs. 263 bbls. 136 solids control, 105 bbls. left in hole below packer
Total Losses for well: 1837 bbl
(Packer set at 7501 ft.)

Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Offce

Paul Roberts Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 6 Lay down 4" dril pipe. Lay down Baker RBP running tools. .Clean rig floor.

12:00 1.00 7.00 6 Makeup Bit and Bit Sub. Trip in hole with 4" XT drillpipe. 11,941.0 11,941.0
13:00 3.00 10.00 8 Troubleshoot and repair catwalk. Replace communication control baord. 11,941.0 11,941.0

Recalibrate motion cycle.

16:00 4.00 14.00 6 Lay down 4" drill pipe, Break out bit, clear rig floor of 4" handling tools. 11,941.0 11,941.0
Weatherford Rental string sent to TuboScope- Farmington for inspection.

20:00 5.00 19.00 14 Clean 4" handling tools, & remove from rig floor. Remove saver sub, 11,941.0 11,941.0
gripper dies, elevators & bails from top drive. Hang 4 way rig up lines on
top drive, rig down cat walk & v-door, move same with bed truck.

01:00 5.00 24.00 14 Remove flow line & orbit valve from rotateing head, remove trip nipple, 11,941.0 11,941.0
nipple down drip pan, rotating head,

Mud Check: <depth>ftKB, 12/19/201: 06:00
Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

12/19/2013
MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094
12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/20/2013
Report #: 83, DFS: 76.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Surface Legal Location

Fidelity E&P NENE Sec7, T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00 12/22/2013 06:00
M40
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Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/19/2013 06:00 12/20/2013 06:00 76.19 11,941.0 11,941.0 0.00
Operations at Report Time

nipple down
Operations Summary

Lay down drillpipe, TlH, Repair cat wal( 3 hrs rig repair), L/D pipe, rig down rig floor of handling tools & move from floor. Nipple down.

Mud loss in last 24hrs. 263 bbls. 136 solids control, 105 bbls. left in hole below packer
Total Losses for well: 1837 bbl
(Packer set at 7501 ft.)

Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Offce

Paul Roberts Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Sam Loredo Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 6 Lay down 4" dril pipe. Lay down Baker RBP running tools. .Clean rig floor.

12:00 1.00 7.00 6 Makeup Bit and Bit Sub. Trip in hole with 4" XT drillpipe. 11,941.0 11,941.0

13:00 3.00 10.00 8 Troubleshoot and repair catwalk. Replace communication control baord. 11,941.0 11,941.0
Recalibrate motion cycle.

16:00 4.00 14.00 6 Lay down 4" drill pipe, Break out bit, clear rig floor of 4" handling tools. 11,941.0 11,941.0
Weatherford Rental string sent to TuboScope- Farmington for inspection.

20:00 5.00 19.00 14 Clean 4" handling tools, & remove from rig floor. Remove saver sub, 11,941.0 11,941.0
gripper dies, elevators & bails from top drive. Hang 4 way rig up lines on
top drive, rig down cat walk & v-door, move same with bed truck.

01:00 5.00 24.00 14 Remove flow line & orbit valve from rotateing head, remove trip nipple, 11,941.0 11,941.0
nipple down drip pan, rotating head,
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11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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RECEIVED: Jan. 07, 2014

Page  1/1

Well Name: Cane Creek 7-1

Report Printed:   1/7/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Operator

Fidelity E&P
Surface Legal Location

NENE Sec7, T26S R20E
Rig

Nabors Drilling  
M40

Company Man\Well Site Lead

Paul Roberts
Rig Email Address

NaborsM40@Fidelityepco.com
Rig Phone Number

(970) 986-4401
Rig Release Previous Well

9/28/2013 06:00
Rig Release Date

12/22/2013 06:00

Drilling Hours (hr)

842.18
Circulating Hours (hr)

84.39
Job ROP (ft/hr)

16.2
Job ROP Rotating (ft/hr)

42.8
Job ROP Sliding (ft/hr)

3.0
Job Rotating % (%)

22.84
Total Job Percent Sliding (%)

77.16
Target Depth (ftKB)

13,196.0
Kick Off Date

11/3/2013
Kick Off Depth (ftKB)

6,860.0
Kick Off Depth  (TVD) (ftKB)

6,789.5
Daily Operations
Report Start Date

12/20/2013 06:00
Report End Date

12/21/2013 06:00
Days From Spud (days)

77.19
Start Depth (ftKB)

11,941.0
End Depth (ftKB)

11,941.0
Daily Depth Progress (ft)

0.00
Operations at Report Time

rigging down
Operations Summary

Nipple down BOPE., Nipple up tubing head & secure welhead. Clean Mud Pits and rig down backyard.  Scope down upper section of derrick.
Operations Next Report Period

Rig Up & Tear Down
Weather

Sunny and Clear
Wellbore

Original Hole
Daily Contacts

Job Contact Position Office

Paul Roberts Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 14 Nipple down and unstack BOPE, choke line, kill line, rotating head, Clean  
Mud pits.  

12:00 7.50 13.50 14 Nippled up tubing head, tighten bolts, packed off and tesedt wellhead.  
Move 5 loads to 17-2 location.

19:30 4.50 18.00 1 Rigging down, unhooking lines & power cables, kelly hose, hook up bridle,  
cleaning pits & lines, Scope down upper section of derrick. Break tour at   
midnight.

00:00 6.00 24.00 1 Break tour, rig idle waiting on daylight.

Mud Check: <depth>ftKB, <dttm>
Date Depth (ftKB) Density (lb/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbf/1… Gel (10s) (lbf… Gel (10m) (lb… Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat… HTHP FC (1…

MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCl (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr… T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft… Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time … % Rot Time (%)

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

7/1/2013 Conductor 103.0

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Report for: 12/21/2013
Report #: 84, DFS: 77.19

Daily Depth Progress: 0.00

Sundry Number: 46572 API Well Number: 43019500100000Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/21/2013
Report #: 84, DFS: 77.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Surface Legal Location

Fidelity E&P NENE Sec7, T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00 12/22/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

842.18 84.39 16.2 42.8 3.0 22.84 77.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/20/2013 06:00 12/21/2013 06:00 77.19 11,941.0 11,941.0 0.00
Operations at Report Time

rigging down
Operations Summary

Nipple down BOPE., Nipple up tubing head & secure welhead. Clean Mud Pits and rig down backyard. Scope down upper section of derrick.
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Offce

Paul Roberts Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 14 Nipple down and unstack BOPE, choke line, kill line, rotating head, Clean
Mud pits.

12:00 7.50 13.50 14 Nippled up tubing head, tighten bolts, packed off and tesedt wellhead.
Move 5 loads to 17-2 location.

19:30 4.50 18.00 1 Rigging down, unhooking lines & power cables, kelly hose, hook up bridle,
cleaning pits & lines, Scope down upper section of derrick. Break tour at
midnight.

00:00 6.00 24.00 1 Break tour, rig idle waiting on daylight.

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

7/1/2013 Conductor 103.0
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615
10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094
12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/21/2013
Report #: 84, DFS: 77.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Surface Legal Location

Fidelity E&P NENE Sec7, T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00 12/22/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

842.18 84.39 16.2 42.8 3.0 22.84 77.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/20/2013 06:00 12/21/2013 06:00 77.19 11,941.0 11,941.0 0.00
Operations at Report Time

rigging down
Operations Summary

Nipple down BOPE., Nipple up tubing head & secure welhead. Clean Mud Pits and rig down backyard. Scope down upper section of derrick.
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Offce

Paul Roberts Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 14 Nipple down and unstack BOPE, choke line, kill line, rotating head, Clean
Mud pits.

12:00 7.50 13.50 14 Nippled up tubing head, tighten bolts, packed off and tesedt wellhead.
Move 5 loads to 17-2 location.

19:30 4.50 18.00 1 Rigging down, unhooking lines & power cables, kelly hose, hook up bridle,
cleaning pits & lines, Scope down upper section of derrick. Break tour at
midnight.

00:00 6.00 24.00 1 Break tour, rig idle waiting on daylight.

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

7/1/2013 Conductor 103.0

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/21/2013
Report #: 84, DFS: 77.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Surface Legal Location

Fidelity E&P NENE Sec7, T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Nabors Drilling Paul Roberts NaborsM40@Fidelityepco.com (970) 986-4401 9/28/2013 06:00 12/22/2013 06:00
M40
Drilling Hours (hr) Circulating Hours (hr) Job ROP (ft/hr) Job ROP Rotating (ft/hr) Job ROP Sliding (ft/hr) Job Rotating % (%) Total Job Percent Sliding (%)

842.18 84.39 16.2 42.8 3.0 22.84 77.16
Target Depth (ftKB) Kick Off Date Kick Off Depth (ftKB) Kick Off Depth (TVD) (ftKB)

13,196.0 11/3/2013 6,860.0 6,789.5
Daily Operations
Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/20/2013 06:00 12/21/2013 06:00 77.19 11,941.0 11,941.0 0.00
Operations at Report Time

rigging down
Operations Summary

Nipple down BOPE., Nipple up tubing head & secure welhead. Clean Mud Pits and rig down backyard. Scope down upper section of derrick.
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Offce

Paul Roberts Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 14 Nipple down and unstack BOPE, choke line, kill line, rotating head, Clean
Mud pits.

12:00 7.50 13.50 14 Nippled up tubing head, tighten bolts, packed off and tesedt wellhead.
Move 5 loads to 17-2 location.

19:30 4.50 18.00 1 Rigging down, unhooking lines & power cables, kelly hose, hook up bridle,
cleaning pits & lines, Scope down upper section of derrick. Break tour at
midnight.

00:00 6.00 24.00 1 Break tour, rig idle waiting on daylight.

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...

MBT (Ib/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (Ib/bbl) Solids (%) CaCI (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr... T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

7/1/2013 Conductor 103.0

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/21/2013
Report #: 84, DFS: 77.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Surface Legal Location

Fidelity E&P NENE Sec7, T26S R20E
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
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Report Start Date Report End Date Days From Spud (days) Start Depth (ftKB) End Depth (ftKB) Daily Depth Progress (ft)

12/20/2013 06:00 12/21/2013 06:00 77.19 11,941.0 11,941.0 0.00
Operations at Report Time

rigging down
Operations Summary

Nipple down BOPE., Nipple up tubing head & secure welhead. Clean Mud Pits and rig down backyard. Scope down upper section of derrick.
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Offce

Paul Roberts Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 14 Nipple down and unstack BOPE, choke line, kill line, rotating head, Clean
Mud pits.

12:00 7.50 13.50 14 Nippled up tubing head, tighten bolts, packed off and tesedt wellhead.
Move 5 loads to 17-2 location.

19:30 4.50 18.00 1 Rigging down, unhooking lines & power cables, kelly hose, hook up bridle,
cleaning pits & lines, Scope down upper section of derrick. Break tour at
midnight.

00:00 6.00 24.00 1 Break tour, rig idle waiting on daylight.

Mud Check: <depth>ftKB, <dttm>

Date Depth (ftKB) Density (Ib/gal) Vis (s/qt) PV OR (Pa•s) YP OR (Ibf/1... Gel (10s) (Ibf... Gel (10m) (Ib.. Gel (30m) (Ib.. Filtrate (mL/... FC (1/32") HTHP Filtrat... HTHP FC (1...
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Depth In (ftKB) Depth Out (ft... Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time... % Rot Time (%)

Casing & Liners
Set Depth OD Nom Max

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) ID Nom Min (in)

7/1/2013 Conductor 103.0

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/21/2013
Report #: 84, DFS: 77.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
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Operations at Report Time

rigging down
Operations Summary

Nipple down BOPE., Nipple up tubing head & secure welhead. Clean Mud Pits and rig down backyard. Scope down upper section of derrick.
Operations Next Report Period

Rig Up & Tear Down
Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Offce

Paul Roberts Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 14 Nipple down and unstack BOPE, choke line, kill line, rotating head, Clean
Mud pits.

12:00 7.50 13.50 14 Nippled up tubing head, tighten bolts, packed off and tesedt wellhead.
Move 5 loads to 17-2 location.

19:30 4.50 18.00 1 Rigging down, unhooking lines & power cables, kelly hose, hook up bridle,
cleaning pits & lines, Scope down upper section of derrick. Break tour at
midnight.

00:00 6.00 24.00 1 Break tour, rig idle waiting on daylight.
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7/1/2013 Conductor 103.0

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826
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RECEIVED: Jan. 07, 2014

Page  1/1

Well Name: Cane Creek 7-1

Report Printed:   1/7/2014

Daily Drilling - Paradox Executive Daily No Cost

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Operator

Fidelity E&P
Surface Legal Location

NENE Sec7, T26S R20E
Rig

Nabors Drilling  
M40

Company Man\Well Site Lead

Paul Roberts
Rig Email Address

NaborsM40@Fidelityepco.com
Rig Phone Number

(970) 986-4401
Rig Release Previous Well

9/28/2013 06:00
Rig Release Date

12/22/2013 06:00

Drilling Hours (hr)

842.18
Circulating Hours (hr)

84.39
Job ROP (ft/hr)

16.2
Job ROP Rotating (ft/hr)

42.8
Job ROP Sliding (ft/hr)

3.0
Job Rotating % (%)

22.84
Total Job Percent Sliding (%)

77.16
Target Depth (ftKB)

13,196.0
Kick Off Date

11/3/2013
Kick Off Depth (ftKB)

6,860.0
Kick Off Depth  (TVD) (ftKB)

6,789.5
Daily Operations
Report Start Date

12/21/2013 06:00
Report End Date

12/22/2013 06:00
Days From Spud (days)

78.19
Start Depth (ftKB)

11,941.0
End Depth (ftKB)

11,941.0
Daily Depth Progress (ft)

0.00
Operations at Report Time

Rigging down
Operations Summary

Move Man camps from CCU 7-1 to CCU 17-2 and set up same. , Rig down M-40.

Rig Release from CCU 7-1: 06:00, 22-Dec-2013.
Operations Next Report Period

Rig Up & Tear Down
Weather

Cloudy
Wellbore

Original Hole
Daily Contacts

Job Contact Position Office

Paul Roberts Company Man / WSL (970) 986-4401

Tucker Yancey Company Man / WSL (970) 986-4401

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 12.00 12.00 1 Move man camps from 7-1 Pad to 17-1 Pad. Rig down backyard and  
derrick. Lower sub. Clean active mud tanks. Prep for trucks.

Tri State 1 BedTruck and 3 Haul Trucks. Sterling Crane ~ 5 hrs. Second  
Crane arrived at 16:00 hrs.

18:00 12.00 24.00 22 Rig shutdown waiting on daylight.  

Rig Release from CCU 7-1 to CCU 17-2. 06:00 on Dec 22, 2013.

Mud Check: <depth>ftKB, <dttm>
Date Depth (ftKB) Density (lb/gal) Vis (s/qt) PV OR (Pa•s) YP OR (lbf/1… Gel (10s) (lbf… Gel (10m) (lb… Gel (30m) (lb… Filtrate (mL/… FC (1/32") HTHP Filtrat… HTHP FC (1…

MBT (lb/bbl) pH Pm (mL/mL) Pf (mL/mL) Mf (mL/mL) Chlorides (mg/L) Calcium (mg/L) Pot (mg/L) Lime (lb/bbl) Solids (%) CaCl (ppm) Oil Water Ratio

Mud Lost (Hole) (bbl) Mud Lost (Surf) (bbl) LCM ECD - Manual Entr… T Flowline (°F) Comment

Daily Drilling Performance
Depth In (ftKB) Depth Out (ft… Drilled (ft) Date In Date Out Drill Time (hr) BHA ROP (ft/hr) Rot Time (hr) Slide Time (hr) % Slide Time … % Rot Time (%)

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in) ID Nom Min (in)

7/1/2013 Conductor 103.0

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826

Report for: 12/22/2013
Report #: 85, DFS: 78.19

Daily Depth Progress: 0.00

Sundry Number: 46572 API Well Number: 43019500100000Sundry Number: 46572 API Well Number: 43019500100000

FIDELITY Daily Drilling - Paradox Executive Daily No Cost Report for: 12/22/2013
Report #: 85, DFS: 78.19

Well Name: Cane Creek 7-1 Daily Depth Progress: 0.00
APl/UWI Excaliber ID Well Area Basin Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Surface Legal Location

Fidelity E&P NENE Sec7, T26S R20E
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13,196.0 11/3/2013 6,860.0 6,789.5
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I
i WELL DATA SUMMARY

FIDELITY EXPLORATION AND PRODUCTION
CANE CREEK UNIT #7-lH

I
OPERATOR: FIDELITY EXPLORATION & PRODUCTION CO.

I
ADDRESs: 1700 Lincoln, Suite 2800, Denver, CO. 80203

i WELL NAME: CANE CREEK UNIT # 7-1H

API #: 43-019-50010-0000

i SURFACE LOCATION: 823' FNL & 874' FEL,
NE/NE SEC 7, T26S, R20E

I
FIELD: Big Flat ( Cane Creek Unit)

I COUNTY, STATE Grand, Utah

BASIN: Paradox

WELL TYPE: Horizontal Pennsylvanian Cane Creek

BASIS OF PROSPECT: Production from Cane Creek in near by wells

ELEVATION: GL: 5957', KB: 5980' (Measured, Graded)

SPUD DATE October 5, 2013

TD DATE: December 13, 2013

i HORIZONTAL TARGET: Cane Creek

KICK-OFF POINT: 6792' md, 6724.95 tvd

i
TOTAL DEPTH: 11,941' md, 7765.21' tvd

i
I
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I
i WELL DATA SUMMARY

FIDELITY EXPLORATION AND PRODUCTION
CANE CREEK UNIT #7-1H

- TVD AT TD: 7765.21'

BOTTOM HOLE LOCATION: 2754' FSL, 912' FWL, SEC. 6, T26S, R20E

I FINAL VERTICAL SECTION: 4973.13'

FINAL CLOSURE AZIMUTH: 316 deg.
PROPOSED AZIMUTH: 316.296 deg.

TOTAL DRILLING DAYS 70

STATUS OF WELL: Waiting Completion

CONTRACTOR: Nabors Rig M40

i TOOLPUSHER: Steve Robinson, Shannon McDaniel,
Brendon Evens, Kurt Cleaveland

FIELD SUPERVISORS: Delbert Sulivan, Paul Roberts, Sam Larado, Tucker Yancey

i
MUD COMPANY: NOV Bariod

i E Mascarenas, R Good, C Sievers, DJ Groetken

MUD TYPE: Air/Water/Invert

i
WELLSITE GEOLOGISTs: Hal Schmidt, Sam Spencer, Kathy Blum, John Flinn

PROSPECT GEOLOGIST: Robert Flook, Dave Koval, Chris Lang, Fidelity.

ROCK SAMPLING: 30' Lagged Samples to Cane Creek

30' Lagged Samples in Cane Creek

Two sets of dry sample cuts were collected.

DIRECTIONAL DRILLERS: Pathfinder
Shane Sayler, Jonathan Rice, Matt Geiser

i
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I
i WELL DATA SUMMARY

FIDELITY EXPLORATION AND PRODUCTION
CANE CREEK UNIT #7-lH

I MWD: Pathfinder
Stewart Robertson, Paul Foreman

i
CASING: 20" Conductor @103': 13 3/8" @ 1,085'

i 9 5/8" @4,300': 7" @ 8018'

4 1/2" Liner at 11,941'

HOLE SIZE: 17 1/2" base 20" conductor 103' to 1085'

12 1/4" 1,085' to 4,310'

8 1/2" 4,310' to 7,800' TD Vertical hole

i 8 1/2" 6,501' P.B. Depth to 8,020' Landing/Lateral

6" 8,020' to l1,941' TD

CORES and DST's: Core #1 7590'-7674', cut 84', recovered 8l'

i WIRELINE/OPEN HOLE LOGS: Platform Express-AIT, CMR-LithoScanner-HNGS

OBMI-SonicScanner-GR, USI-GR

KEY OFFSET WELLS FEPC Kane Springs Federal 25-19-34-1

NW/NE Sec 34, T25S, R 19E

I FEPC Cane Creek Federal 27-1

NW/SE Sec 27, T25S, R19E

I
i
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i
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i
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I
i FIDELITYEXPLORATION AND PRODUCTION

DISTRIBUTION
CANE CREEK UNIT#7-1H

I
i Geological Final Mud Digitalmud Well

DISTRIBUTION Report Log prints log Cuttings

Fidelity Exploration and Production Co.
Drilling Manager
Bruce Houtchens 3 3 3 0

i 1700 Lincoln St. Suite 2800,
Denver CO 80203

i Fidelity E&P Co.
Bob Flook

i 1700 Lincoln 1 1 1 0
Suite 2800

Denver CO 80203

i
i Dave Koval

Fidelity Exploration and Production
1700 Lincoln St. 1 1 1 1

Den
C2O800203

State of Utah
Division Oil Gas and Mining

P.O. Box 145801

I 1 0 1 1
1594 W. Temple

Suite 1210
Salt Lake City, UT 84114-5801

i
Bureau of Land Management

Moab Field Office

i 82 E. Dogwood
1 0 0 0

Moab, UT 84532

i
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I
i DAILY DRILLING SUMMARY

FIDELITY EXPLORATION AND PRODUCTION
CANE CREEK UNIT # 7-lH

I
i DEPTH 24 HR Mud

DAY DATE2013 06:00 HRS FOOTAGE BIT# Losses 24 HR AC71VITY FORMATION

i Pick up Hammer/BHA. TlH unload hole. Test air lines,
MU hammer. Drill f/ 102' to163' Work on top drive

1 5-Oct 103' 60' 1 quill. Wingate Sand

i Replace rotating head. Rack back drill pipe. Survey at
88' 0.28°. Drill w/ air foam f/ 163' to 281'. Work on top

2 6-Oct 163' 118' 1 drive. POOH remove repair gasket goose neck. Wingate Sand

i TlH Drill f/ 281' to 419' Survey at 388' 0.24°. TOOH
remove clamp on rotating head. Replace rotating head.
TlH. Drill f/ 419' to 571'. TOOH rack back stands. TIH

I Drill f/ 571' to 762' Survey at 720' 0.6°. Drillf/ 762' to
984' TOOH. Hammer quit. LDhammer. RRsame
bit,Stand back 6" DC's. MU new hammer. TlH Drillf/

Wingate Sand

i 985' to 1,040
3 7-Oct 281' 759' 1 Moenkopi

Drillf/ 1,040' to 1.085' survey at 1,045' 0.63°. TOOH.

I Break down hammer. RU casers. Make up shoe/float,
Run 13 3/8" casing 54.5#/ft J-55 casing to 1,085'

4 8-Oct 1,040' 45' 1 cement casing. Install well head. Cut casing Moenkopi

i Remove conductor, change out pipe rams to 4 1/2"
Nipple up.Test BOP 250 psi low, 10,000 psi high.

5 9-Oct 1,085' O' Function test. Moenkopi

i Test BOP. Lay down test plug. Test casing to 1,900 psi.
Weld blouie line. PU 100 jts 4 1/2" S-135 DP, PU 21 jts

6 10-Oct 1,085' O' 4 1/2" HWDP. Moenkopi

PU rotating head, Make up hammer. TlH drill
cement/float shoe. Unload/dry hole, Drill w/ air f/
1,085' to 1,597' Survey at 1,497' 0.78°. Drillf/ 1,597' to

i 1,853' hole got slightly wet, go to MIST. Drill f/ 1,853'
1,882' Change out gripper dies on top drive, Drillf/
1,882' to 1,980' lay down 1 single, Inspect top drive,

I replace and tighten dropped bolts. Drillf/ 1,980' to Moenkopi
2,076' Stand back 1 stand, Survey @1,980' 0.36°. Cutler

7 11-Oct 1,085' 1,365' 2 Drilling f/ 2,076' to 2,450' Honaker Trail

i Drilling f/ 2,450' to 2,555' Survey @2,457' 0.97°. Rig
service. Drilling f/ 2,555' to 3,033'. Stand back 1stand
survey. Survey @2,939' 0.53°. Work on top drive

8 12-Oct 2,450' 935' 2 encoder. Drilling f/ 3,033' to 3,385' Honaker Trail

I
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Drill f/ 3,385' to 3,514' Pull 1stand Survey 3,414'
0.49°. Weld blouie lie, leaking. Drilling f/ 3,514' to

i 3,609' Hole making ~50 bbl water/hr. Pump 100 bbl kill
water. TOOH Lay hown hammer. PU 2 8" DC's, Make
up 8" Mudmotor / tricone bit. TIH. Unload hole. Drill

9 13-Oct 3,385' 319' 2/3 with areated water f/ 3,609' to 3,704' Honaker Trail
Pin hole in blouie line. Weld on blouie line, Drlg f/
3,704' to 3,992'. Survey at 3,930' 1.24°. Wireline
machine broke down, Hand crank wireline/survey tool

i Honaker Trail
out of hole. Drlg f/ 3,992' to 4,183'. Yellow dog pump Paradox

10 14-Oct 3,704' 479' 3 lost prime, work on yellow dog. Paradox Salt

i Work on yellow dog. Drill f/ 4,183' to 4,310' Circulate,
Wiper trip to 1,100' Spot Zanthum gum pill on bottom,
TOOH for 9 5/8" casing, LD8" DC's 8" mudmotor.

I PJSM w/ casers. Make up 9 5/8" shoe/float run 9 5/8"
11 15-Oct 4,183' 127' 3 P-110 BTC. Paradox Salt

i Run 9 5/8" P-110 BTC,Fillcasing every 20 jts, Pump
water. PJSM w/ cementers, Set casing at 4,300.31'. RU

12 16-Oct 4,310' O' Cementers Test lines. Fix leaks. Cement casing. WOC Paradox Salt

Cement top jobs 3 times. Held 500#for 30 min. Intsall
13 17-Oct 4,310' O' flow line,rotating head, PU 4 1/2" DP Paradox Salt

i PU DP Test 9 5/8" Casing to 6,600 psi. Make up clean
out BHA.,TlH to 4,088'slip and cut DRLGline, TlH, drill
float,cement shoe 10' Formation f/ 4,310'-4,320'. FIT

14 18-Oct 4,310' 10' 4 0 held 18.0 MWE, clean pits Paradox Salt

Clean pits, Fill pits w./ OBM, pump diesle spacer,

i 15 19-Oct 4,320' 837' 4 0 displace water in hole w/ OBM. Drill f/ 4,320' to 5,157' Paradox Salt

Drill f/ 5,157' to 6,068' Well kicked. 44 bbl in 5 min.
Shut in 600#on casing, circulate out kickthrough

16 20-Oct 5,157' 911' 4 0 choke, Hole taking fluid, circulate Paradox Salt

Circulate, shut in raise mud wt to 14.5. Well flowing,
Circulate raise mud wt to 15.0. Well flowing, raise mud

17 21-Oct 6,068' O' 4 177 wt to 15.3, Circulate. Paradox Salt

Circulate, raise mud wt to 15.8 to killwell, monitor

i 18 22-Oct 6,068' 773' 4 62 well, no flow, drill ahead Paradox Salt

Drill ahead to 7088', gas incr to 2600 u while drlg
Clastic 18/19 & remained at 2500 u to core pt @7590'.

I 19 23-Oct 6,841' 749' 4 33 DTG7140 u repair flow line leak to buster Paradox Salt
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FIDELITY EXPLORATION AND PRODUCTION
CANECREEKUNIT#7-lH

I
DEPTH 24 HR Mud

DAY DATE2013 06:00HRS FOOTAGE BIT# Losses

Short trip to casing
sh24H

b ko btm, circ btms up,
FORMATION

20 24-Oct 7,590' 0' 4 0 3600 u & 20' flare, mw=16.4, TOH Paradox Salt

i Trip out of hole to pick up coring tools. Stand back
BHA,pick up coring tools, TlH to btm, circ btms up,

21 25-Oct 7,590' 84' 5 16 4000 u &30' flare, began coring at 7590' Paradox Salt

i Continued coring to 7674' where core jammed. Trip
out of hole, cut 84', recovered 81'. Layed down core,

22 26-Oct 7,674' 126' 5 0 TlH Paradox Salt

i TlH, with directional BHAto 7674', circ, TG 2000 units
+20' flare, drill ahead to 7800' TD in Salt #22, circ btms
up, TOH, rig up electric loggers, run platform express

i 23 27-Oct 7,800' O' rr4 58 and lithoscanner Paradox Salt

24 28-Oct 7,800' O' rr4 0 Hole conditions dictated a clean out trip, TlH Paradox Salt

Continued trip in hole to btm, circ hole, 2600 units trip

i gas + 23' flare, decreased to 450 u in 30 min. TOH, Rig
25 29-Oct 7,800' O' rr4 0 up electric loggers for log runs 3 &4 Paradox Salt

i Run OBMI-Sonic Scanner-GR & USI-GR.Rig down
26 30-Oct 7,800' O' rr4 0 loggers, pick up tubing, TIH Paradox Salt

i TlH, circulate btms up, TG 3000 units & 15' flare, circ
16.5 mud I/0, pump cement plug, pull out to 5400',
reverse circ. hold pressure, WOC, incr mud wt to 17.1,

i TOH, layingdown tubing. Pressure test BOP, Well
27 31-Oct 7,800' O' rr4 52 flowing 35 gal/hr. gained 53 bbis oil from formation. Paradox Salt

TlH w/bit to kill well, incr mud wt to 17.5, at 5400' circ

i out gas, 1800 u, 5'flare, trip in & tag cmt at 6351' dress
off cement to 6500', circ. btms up 3000 u & 10-30'

28 1-Nov 6,351' 149' rr4 35 flare, TOH Paradox Salt

i Finish POOH, lay down D.C's, chg out orbit valve, P.U
directional BHA,TlH to csg shoe, cut and slip drlg line,
displace heavy kill mud with 16.0 mud in hole and pits,

i 29 2-Nov 6,500' 120' 6 29 drill ahead from 6500' to 6620' Paradox Salt
Drilling cement and salt to 6800', drill ahead in salt #18
to 6880', circulate, clear cement chunks partly plugging

i Haliburton choke, drill ahead slide and rotate to Clastic
18/19, top at 7092,base at 7142', 2389 units gas, drill

30 3-Nov 6,620' 535' 6 28 to 7155' Paradox Salt

i Drill ahead in Salt # 20 through, Clastic #20 at 7288'
31 4-Nov 7,155' 275' 6 0 and into Salt #21 at 7296' to 7430' Paradox Salt

Drill from 7430' to 7520'. Mud motor failed, Prep. to
32 5-Nov 7,430' 90' 6 0 displace 16.0 drilling mud. Paradox Salt

I
i DAILY DRILLING SUMMARY

FIDELITY EXPLORATION AND PRODUCTION
CANECREEKUNIT#7-lH

I
DEPTH 24 HR Mud

DAY DATE2013 06:00HRS FOOTAGE BIT# Losses

Short trip to casing
sh24H

b ko btm, circ btms up,
FORMATION

20 24-Oct 7,590' 0' 4 0 3600 u & 20' flare, mw=16.4, TOH Paradox Salt

i Trip out of hole to pick up coring tools. Stand back
BHA,pick up coring tools, TlH to btm, circ btms up,

21 25-Oct 7,590' 84' 5 16 4000 u &30' flare, began coring at 7590' Paradox Salt

i Continued coring to 7674' where core jammed. Trip
out of hole, cut 84', recovered 81'. Layed down core,

22 26-Oct 7,674' 126' 5 0 TlH Paradox Salt

i TlH, with directional BHAto 7674', circ, TG 2000 units
+20' flare, drill ahead to 7800' TD in Salt #22, circ btms
up, TOH, rig up electric loggers, run platform express

i 23 27-Oct 7,800' O' rr4 58 and lithoscanner Paradox Salt

24 28-Oct 7,800' O' rr4 0 Hole conditions dictated a clean out trip, TlH Paradox Salt

Continued trip in hole to btm, circ hole, 2600 units trip

i gas + 23' flare, decreased to 450 u in 30 min. TOH, Rig
25 29-Oct 7,800' O' rr4 0 up electric loggers for log runs 3 &4 Paradox Salt

i Run OBMI-Sonic Scanner-GR & USI-GR.Rig down
26 30-Oct 7,800' O' rr4 0 loggers, pick up tubing, TIH Paradox Salt

i TlH, circulate btms up, TG 3000 units & 15' flare, circ
16.5 mud I/0, pump cement plug, pull out to 5400',
reverse circ. hold pressure, WOC, incr mud wt to 17.1,

i TOH, layingdown tubing. Pressure test BOP, Well
27 31-Oct 7,800' O' rr4 52 flowing 35 gal/hr. gained 53 bbis oil from formation. Paradox Salt

TlH w/bit to kill well, incr mud wt to 17.5, at 5400' circ

i out gas, 1800 u, 5'flare, trip in & tag cmt at 6351' dress
off cement to 6500', circ. btms up 3000 u & 10-30'

28 1-Nov 6,351' 149' rr4 35 flare, TOH Paradox Salt

i Finish POOH, lay down D.C's, chg out orbit valve, P.U
directional BHA,TlH to csg shoe, cut and slip drlg line,
displace heavy kill mud with 16.0 mud in hole and pits,

i 29 2-Nov 6,500' 120' 6 29 drill ahead from 6500' to 6620' Paradox Salt
Drilling cement and salt to 6800', drill ahead in salt #18
to 6880', circulate, clear cement chunks partly plugging

i Haliburton choke, drill ahead slide and rotate to Clastic
18/19, top at 7092,base at 7142', 2389 units gas, drill

30 3-Nov 6,620' 535' 6 28 to 7155' Paradox Salt

i Drill ahead in Salt # 20 through, Clastic #20 at 7288'
31 4-Nov 7,155' 275' 6 0 and into Salt #21 at 7296' to 7430' Paradox Salt

Drill from 7430' to 7520'. Mud motor failed, Prep. to
32 5-Nov 7,430' 90' 6 0 displace 16.0 drilling mud. Paradox Salt

I
i DAILY DRILLING SUMMARY

FIDELITY EXPLORATION AND PRODUCTION
CANECREEKUNIT#7-lH

I
DEPTH 24 HR Mud

DAY DATE2013 06:00HRS FOOTAGE BIT# Losses

Short trip to casing
sh24H

b ko btm, circ btms up,
FORMATION

20 24-Oct 7,590' 0' 4 0 3600 u & 20' flare, mw=16.4, TOH Paradox Salt

i Trip out of hole to pick up coring tools. Stand back
BHA,pick up coring tools, TlH to btm, circ btms up,

21 25-Oct 7,590' 84' 5 16 4000 u &30' flare, began coring at 7590' Paradox Salt

i Continued coring to 7674' where core jammed. Trip
out of hole, cut 84', recovered 81'. Layed down core,

22 26-Oct 7,674' 126' 5 0 TlH Paradox Salt

i TlH, with directional BHAto 7674', circ, TG 2000 units
+20' flare, drill ahead to 7800' TD in Salt #22, circ btms
up, TOH, rig up electric loggers, run platform express

i 23 27-Oct 7,800' O' rr4 58 and lithoscanner Paradox Salt

24 28-Oct 7,800' O' rr4 0 Hole conditions dictated a clean out trip, TlH Paradox Salt

Continued trip in hole to btm, circ hole, 2600 units trip

i gas + 23' flare, decreased to 450 u in 30 min. TOH, Rig
25 29-Oct 7,800' O' rr4 0 up electric loggers for log runs 3 &4 Paradox Salt

i Run OBMI-Sonic Scanner-GR & USI-GR.Rig down
26 30-Oct 7,800' O' rr4 0 loggers, pick up tubing, TIH Paradox Salt

i TlH, circulate btms up, TG 3000 units & 15' flare, circ
16.5 mud I/0, pump cement plug, pull out to 5400',
reverse circ. hold pressure, WOC, incr mud wt to 17.1,

i TOH, layingdown tubing. Pressure test BOP, Well
27 31-Oct 7,800' O' rr4 52 flowing 35 gal/hr. gained 53 bbis oil from formation. Paradox Salt

TlH w/bit to kill well, incr mud wt to 17.5, at 5400' circ

i out gas, 1800 u, 5'flare, trip in & tag cmt at 6351' dress
off cement to 6500', circ. btms up 3000 u & 10-30'

28 1-Nov 6,351' 149' rr4 35 flare, TOH Paradox Salt

i Finish POOH, lay down D.C's, chg out orbit valve, P.U
directional BHA,TlH to csg shoe, cut and slip drlg line,
displace heavy kill mud with 16.0 mud in hole and pits,

i 29 2-Nov 6,500' 120' 6 29 drill ahead from 6500' to 6620' Paradox Salt
Drilling cement and salt to 6800', drill ahead in salt #18
to 6880', circulate, clear cement chunks partly plugging

i Haliburton choke, drill ahead slide and rotate to Clastic
18/19, top at 7092,base at 7142', 2389 units gas, drill

30 3-Nov 6,620' 535' 6 28 to 7155' Paradox Salt

i Drill ahead in Salt # 20 through, Clastic #20 at 7288'
31 4-Nov 7,155' 275' 6 0 and into Salt #21 at 7296' to 7430' Paradox Salt

Drill from 7430' to 7520'. Mud motor failed, Prep. to
32 5-Nov 7,430' 90' 6 0 displace 16.0 drilling mud. Paradox Salt

I
i DAILY DRILLING SUMMARY

FIDELITY EXPLORATION AND PRODUCTION
CANECREEKUNIT#7-lH

I
DEPTH 24 HR Mud

DAY DATE2013 06:00HRS FOOTAGE BIT# Losses

Short trip to casing
sh24H

b ko btm, circ btms up,
FORMATION

20 24-Oct 7,590' 0' 4 0 3600 u & 20' flare, mw=16.4, TOH Paradox Salt

i Trip out of hole to pick up coring tools. Stand back
BHA,pick up coring tools, TlH to btm, circ btms up,

21 25-Oct 7,590' 84' 5 16 4000 u &30' flare, began coring at 7590' Paradox Salt

i Continued coring to 7674' where core jammed. Trip
out of hole, cut 84', recovered 81'. Layed down core,

22 26-Oct 7,674' 126' 5 0 TlH Paradox Salt

i TlH, with directional BHAto 7674', circ, TG 2000 units
+20' flare, drill ahead to 7800' TD in Salt #22, circ btms
up, TOH, rig up electric loggers, run platform express

i 23 27-Oct 7,800' O' rr4 58 and lithoscanner Paradox Salt

24 28-Oct 7,800' O' rr4 0 Hole conditions dictated a clean out trip, TlH Paradox Salt

Continued trip in hole to btm, circ hole, 2600 units trip

i gas + 23' flare, decreased to 450 u in 30 min. TOH, Rig
25 29-Oct 7,800' O' rr4 0 up electric loggers for log runs 3 &4 Paradox Salt

i Run OBMI-Sonic Scanner-GR & USI-GR.Rig down
26 30-Oct 7,800' O' rr4 0 loggers, pick up tubing, TIH Paradox Salt

i TlH, circulate btms up, TG 3000 units & 15' flare, circ
16.5 mud I/0, pump cement plug, pull out to 5400',
reverse circ. hold pressure, WOC, incr mud wt to 17.1,

i TOH, layingdown tubing. Pressure test BOP, Well
27 31-Oct 7,800' O' rr4 52 flowing 35 gal/hr. gained 53 bbis oil from formation. Paradox Salt

TlH w/bit to kill well, incr mud wt to 17.5, at 5400' circ

i out gas, 1800 u, 5'flare, trip in & tag cmt at 6351' dress
off cement to 6500', circ. btms up 3000 u & 10-30'

28 1-Nov 6,351' 149' rr4 35 flare, TOH Paradox Salt

i Finish POOH, lay down D.C's, chg out orbit valve, P.U
directional BHA,TlH to csg shoe, cut and slip drlg line,
displace heavy kill mud with 16.0 mud in hole and pits,

i 29 2-Nov 6,500' 120' 6 29 drill ahead from 6500' to 6620' Paradox Salt
Drilling cement and salt to 6800', drill ahead in salt #18
to 6880', circulate, clear cement chunks partly plugging

i Haliburton choke, drill ahead slide and rotate to Clastic
18/19, top at 7092,base at 7142', 2389 units gas, drill

30 3-Nov 6,620' 535' 6 28 to 7155' Paradox Salt

i Drill ahead in Salt # 20 through, Clastic #20 at 7288'
31 4-Nov 7,155' 275' 6 0 and into Salt #21 at 7296' to 7430' Paradox Salt

Drill from 7430' to 7520'. Mud motor failed, Prep. to
32 5-Nov 7,430' 90' 6 0 displace 16.0 drilling mud. Paradox Salt

I
i DAILY DRILLING SUMMARY

FIDELITY EXPLORATION AND PRODUCTION
CANECREEKUNIT#7-lH

I
DEPTH 24 HR Mud

DAY DATE2013 06:00HRS FOOTAGE BIT# Losses

Short trip to casing
sh24H

b ko btm, circ btms up,
FORMATION

20 24-Oct 7,590' 0' 4 0 3600 u & 20' flare, mw=16.4, TOH Paradox Salt

i Trip out of hole to pick up coring tools. Stand back
BHA,pick up coring tools, TlH to btm, circ btms up,

21 25-Oct 7,590' 84' 5 16 4000 u &30' flare, began coring at 7590' Paradox Salt

i Continued coring to 7674' where core jammed. Trip
out of hole, cut 84', recovered 81'. Layed down core,

22 26-Oct 7,674' 126' 5 0 TlH Paradox Salt

i TlH, with directional BHAto 7674', circ, TG 2000 units
+20' flare, drill ahead to 7800' TD in Salt #22, circ btms
up, TOH, rig up electric loggers, run platform express

i 23 27-Oct 7,800' O' rr4 58 and lithoscanner Paradox Salt

24 28-Oct 7,800' O' rr4 0 Hole conditions dictated a clean out trip, TlH Paradox Salt

Continued trip in hole to btm, circ hole, 2600 units trip

i gas + 23' flare, decreased to 450 u in 30 min. TOH, Rig
25 29-Oct 7,800' O' rr4 0 up electric loggers for log runs 3 &4 Paradox Salt

i Run OBMI-Sonic Scanner-GR & USI-GR.Rig down
26 30-Oct 7,800' O' rr4 0 loggers, pick up tubing, TIH Paradox Salt

i TlH, circulate btms up, TG 3000 units & 15' flare, circ
16.5 mud I/0, pump cement plug, pull out to 5400',
reverse circ. hold pressure, WOC, incr mud wt to 17.1,

i TOH, layingdown tubing. Pressure test BOP, Well
27 31-Oct 7,800' O' rr4 52 flowing 35 gal/hr. gained 53 bbis oil from formation. Paradox Salt

TlH w/bit to kill well, incr mud wt to 17.5, at 5400' circ

i out gas, 1800 u, 5'flare, trip in & tag cmt at 6351' dress
off cement to 6500', circ. btms up 3000 u & 10-30'

28 1-Nov 6,351' 149' rr4 35 flare, TOH Paradox Salt

i Finish POOH, lay down D.C's, chg out orbit valve, P.U
directional BHA,TlH to csg shoe, cut and slip drlg line,
displace heavy kill mud with 16.0 mud in hole and pits,

i 29 2-Nov 6,500' 120' 6 29 drill ahead from 6500' to 6620' Paradox Salt
Drilling cement and salt to 6800', drill ahead in salt #18
to 6880', circulate, clear cement chunks partly plugging

i Haliburton choke, drill ahead slide and rotate to Clastic
18/19, top at 7092,base at 7142', 2389 units gas, drill

30 3-Nov 6,620' 535' 6 28 to 7155' Paradox Salt

i Drill ahead in Salt # 20 through, Clastic #20 at 7288'
31 4-Nov 7,155' 275' 6 0 and into Salt #21 at 7296' to 7430' Paradox Salt

Drill from 7430' to 7520'. Mud motor failed, Prep. to
32 5-Nov 7,430' 90' 6 0 displace 16.0 drilling mud. Paradox Salt



I
i DAILY DRILLING SUMMARY

FIDELITY EXPLORATION AND PRODUCTION
CANECREEKUNIT#7-lH

I
DEPTH 24 HR | Mud |

I DAY DATE2013 06:00HRS FOOTAGE BIT# Losses 24HRACTIVITY FORMATION

Displace 16.0 ppg drlg mud w/ 17.5ppg killmud,
33 6-Nov 7,520' O' 6 0 TOH,chg out mud motor, TlH, test mtr @csg shoe Paradox Salt

TlH to btm, displace 17.5 killmud with 16.0 drilling
34 7-Nov 7,520' 125' 6 0 mud, drillahead to 7645'. Paradox Salt

i Drillfrom 7645'to 7882', Top Cane Creek SH 7844'md, Cane Creek
35 8-Nov 7,645' 237' 6 9 7515'tvd SH

Drill from 7882' to 7980', gas increased to 4484' units

I w/ 25' flare@7942'-7972'. Incr mud wt from 16.0 to
16.4, lost 510 bbis, pumped LCMsweeps, Cane Creek

36 9-Nov 7,882' 98' 6 510 ECD=18.35,MPD 880psi to 460 as mud wt increased. SH

I Drill ahead, slidingfrom 7980'to 8011', rotate to 8020'
csg point for 7 " liner. Circulate btm up, pump LCMpill, Cane Creek

37 10-Nov 7,980' 40' 6 131 wiper trip to 6600' and back to btm SH

I Circulate out gas, 3000 units, displace 16.5 drilling mud
in hole with 18.45 ppg killmud, flow check, no flow,
dropped ball & opened well commander, pumped LCM Cane Creek

i 38 11-Nov 8,020' O' 156 pill, slug pipe start trip out of hole SH

Trip out of hole at 10 min/std to 4310', flow check,
continue trip out of hole, to BHA, L/D BHA,hold PJSM Cane Creek

I 39 12-Nov 8,020' O' 72 w B&LCasing crew. SH

Rig up casing equipment, run 7" casing liner, pick up
liner hanger, brk circ @5800,6800,7500, circ btms up

i @8020', set hanger, release from liner, rig up Cane Creek
40 13-Nov 8,020' O' 112 Halburton cementers, test lines. SH

Cement 7" liner. Circulate clean, TOH, lay down liner, Cane Creek
41 14-Nov 8,020' O' 80 make up polishing mill BHA SH

RIHwith polish mill, polish liner top, trip out of hole
laying down 4 1/2" drill pipe, TIH with balance of 4 1/2"
drill pipe and trip out layingdown drill pipe and HWDP.
Rig up casingtongs and equip, run 7" casing to tie back

i to surface, land casing at 3989', lay down landing joint, Cane Creek
42 15-Nov 8,020' O' mill 0 install pack off, chg bottom pipe rams in BOP. SH

Change out upper pipe rams in BOP, Chg HCRvalve,
pressure test BOP, test plug leaking, suspend test for
new test plug, fill pipe rack w/4"drill pipe, pick up drill Cane Creek

43 16-Nov 8,020' O' 0 pipe and make up stands. SH

RIHpicking up 4" drill pipe to 5100', TOH rack back
stds, P/U 21 jts HWDP, install test plug, finish test of Cane Creek

44 17-Nov 8,020' O' 0 BOP, R/D tester, picking up 4" HWDP SH
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dropped ball & opened well commander, pumped LCM Cane Creek

i 38 11-Nov 8,020' O' 156 pill, slug pipe start trip out of hole SH

Trip out of hole at 10 min/std to 4310', flow check,
continue trip out of hole, to BHA, L/D BHA,hold PJSM Cane Creek

I 39 12-Nov 8,020' O' 72 w B&LCasing crew. SH

Rig up casing equipment, run 7" casing liner, pick up
liner hanger, brk circ @5800,6800,7500, circ btms up

i @8020', set hanger, release from liner, rig up Cane Creek
40 13-Nov 8,020' O' 112 Halburton cementers, test lines. SH

Cement 7" liner. Circulate clean, TOH, lay down liner, Cane Creek
41 14-Nov 8,020' O' 80 make up polishing mill BHA SH

RIHwith polish mill, polish liner top, trip out of hole
laying down 4 1/2" drill pipe, TIH with balance of 4 1/2"
drill pipe and trip out layingdown drill pipe and HWDP.
Rig up casingtongs and equip, run 7" casing to tie back

i to surface, land casing at 3989', lay down landing joint, Cane Creek
42 15-Nov 8,020' O' mill 0 install pack off, chg bottom pipe rams in BOP. SH

Change out upper pipe rams in BOP, Chg HCRvalve,
pressure test BOP, test plug leaking, suspend test for
new test plug, fill pipe rack w/4"drill pipe, pick up drill Cane Creek

43 16-Nov 8,020' O' 0 pipe and make up stands. SH

RIHpicking up 4" drill pipe to 5100', TOH rack back
stds, P/U 21 jts HWDP, install test plug, finish test of Cane Creek

44 17-Nov 8,020' O' 0 BOP, R/D tester, picking up 4" HWDP SH
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Displace 16.0 ppg drlg mud w/ 17.5ppg killmud,
33 6-Nov 7,520' O' 6 0 TOH,chg out mud motor, TlH, test mtr @csg shoe Paradox Salt

TlH to btm, displace 17.5 killmud with 16.0 drilling
34 7-Nov 7,520' 125' 6 0 mud, drillahead to 7645'. Paradox Salt

i Drillfrom 7645'to 7882', Top Cane Creek SH 7844'md, Cane Creek
35 8-Nov 7,645' 237' 6 9 7515'tvd SH

Drill from 7882' to 7980', gas increased to 4484' units

I w/ 25' flare@7942'-7972'. Incr mud wt from 16.0 to
16.4, lost 510 bbis, pumped LCMsweeps, Cane Creek

36 9-Nov 7,882' 98' 6 510 ECD=18.35,MPD 880psi to 460 as mud wt increased. SH

I Drill ahead, slidingfrom 7980'to 8011', rotate to 8020'
csg point for 7 " liner. Circulate btm up, pump LCMpill, Cane Creek

37 10-Nov 7,980' 40' 6 131 wiper trip to 6600' and back to btm SH

I Circulate out gas, 3000 units, displace 16.5 drilling mud
in hole with 18.45 ppg killmud, flow check, no flow,
dropped ball & opened well commander, pumped LCM Cane Creek

i 38 11-Nov 8,020' O' 156 pill, slug pipe start trip out of hole SH

Trip out of hole at 10 min/std to 4310', flow check,
continue trip out of hole, to BHA, L/D BHA,hold PJSM Cane Creek

I 39 12-Nov 8,020' O' 72 w B&LCasing crew. SH

Rig up casing equipment, run 7" casing liner, pick up
liner hanger, brk circ @5800,6800,7500, circ btms up

i @8020', set hanger, release from liner, rig up Cane Creek
40 13-Nov 8,020' O' 112 Halburton cementers, test lines. SH

Cement 7" liner. Circulate clean, TOH, lay down liner, Cane Creek
41 14-Nov 8,020' O' 80 make up polishing mill BHA SH

RIHwith polish mill, polish liner top, trip out of hole
laying down 4 1/2" drill pipe, TIH with balance of 4 1/2"
drill pipe and trip out layingdown drill pipe and HWDP.
Rig up casingtongs and equip, run 7" casing to tie back

i to surface, land casing at 3989', lay down landing joint, Cane Creek
42 15-Nov 8,020' O' mill 0 install pack off, chg bottom pipe rams in BOP. SH

Change out upper pipe rams in BOP, Chg HCRvalve,
pressure test BOP, test plug leaking, suspend test for
new test plug, fill pipe rack w/4"drill pipe, pick up drill Cane Creek

43 16-Nov 8,020' O' 0 pipe and make up stands. SH

RIHpicking up 4" drill pipe to 5100', TOH rack back
stds, P/U 21 jts HWDP, install test plug, finish test of Cane Creek

44 17-Nov 8,020' O' 0 BOP, R/D tester, picking up 4" HWDP SH
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Continue to pick up drill pipe, TlH with drilling BHAto
7970', slip and cut drill line, displace heavy 18 ppg mud Cane Creek

45 18-Nov 8,020' O' 7 with 15 ppg mud. SH

Drill cement, float &shoe, plus 10' of new hole to
8030', FITto 18.0 EMW. TOH, lay down BHA,M/U

i directional BHA,TlH to 6130', pull trip nipple, install rot
head element, trip to 8030', drill to 8047', well kicked, Cane Creek

46 19-Nov 8,020' 27' 8 0 circ out gas. SH

17 to 18 3, MPD @1000 decr. to 500 psi as mud wt
increased. Gas peak 4500 u, 25' flare decr to
Background of 1800 u, chg out rotating head element. Cane Creek

47 20-Nov 8,047' 322' 8 58 Drill ahead to 8090' SH

Drill 8090 to 8552', MWD survey tool failed, trip out to
csg shoe at 8044', displace 16.2 drlg mud with 18.3 kill Cane Creek

48 21-Nov 8,369' 183' 8 74 mud. TOH to replace mwd tool. SH

Replace survey tool, TlH, displace kill wt mud with 16.2

ppg drillingmud, re-survey hole 8086'-8497'. Drill Cane Creek

49 22-Nov 8,552' 19' 8 33 ahead slidingfrom 8552'to 8571'. SH

Drill 8571' to 8780' in B dolomite. At 8780' to 8903 Cane Creek

I 50 23-Nov 8,571' 332' 8 37 drilled into Cane Creek C zone. SH

Drill 8903'to 9178'. Drilled through C zone and into Salt
#22 at 8932'. Drilled salt to 8975' where re-entered the

i Cane Creek due to Fm dip chg, drld ahead through the
CC section and out the top of the Fm at 9145'. Unable
to slide downward enough to match 23 deg downward Cane Creek

I 51 24-Nov 8,903' 275' 8 42 dip of the FM SH

Drill 9178' to 9281' in Salt # 21, decision made to
Sidetrack hole. Pull back to 8783' build trough, time Cane Creek

52 25-Nov 9,178' 103' 8 14 drill on Sidetrack #1 SH

Time drillto 8802' could not kickoff Sidetrack, moved Cane Creek

I 53 26-Nov 9,281' O' 8 0 to 8900' to try again. Building trough at 8900' SH
Cane Creek

54 27-Nov 8,900' 23' 8 8 Time drill 8900' to 8923', hole inc @bit, 100.24 deg. SH

I Time drill 8923' to 8930', Kicked off into Salt #22 at
8930', drilled ahead, re-entered base Cane Creek at Cane Creek

55 28-Nov 8,923' 117' 8 5 8975', drilled ahead to 9039'. SH

I Drilled from 9039'in C zone to 9091' in B dolomite.
Batteries failed in IPZIGtool, trip to casing shoe, Cane Creek

56 29-Nov 9,039' 52' 8 2 displace hole with 18.3 ppg mud in order to TOH SH
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Continue to pick up drill pipe, TlH with drilling BHAto
7970', slip and cut drill line, displace heavy 18 ppg mud Cane Creek

45 18-Nov 8,020' O' 7 with 15 ppg mud. SH

Drill cement, float &shoe, plus 10' of new hole to
8030', FITto 18.0 EMW. TOH, lay down BHA,M/U

i directional BHA,TlH to 6130', pull trip nipple, install rot
head element, trip to 8030', drill to 8047', well kicked, Cane Creek

46 19-Nov 8,020' 27' 8 0 circ out gas. SH

17 to 18 3, MPD @1000 decr. to 500 psi as mud wt
increased. Gas peak 4500 u, 25' flare decr to
Background of 1800 u, chg out rotating head element. Cane Creek

47 20-Nov 8,047' 322' 8 58 Drill ahead to 8090' SH

Drill 8090 to 8552', MWD survey tool failed, trip out to
csg shoe at 8044', displace 16.2 drlg mud with 18.3 kill Cane Creek

48 21-Nov 8,369' 183' 8 74 mud. TOH to replace mwd tool. SH

Replace survey tool, TlH, displace kill wt mud with 16.2

ppg drillingmud, re-survey hole 8086'-8497'. Drill Cane Creek

49 22-Nov 8,552' 19' 8 33 ahead slidingfrom 8552'to 8571'. SH

Drill 8571' to 8780' in B dolomite. At 8780' to 8903 Cane Creek

I 50 23-Nov 8,571' 332' 8 37 drilled into Cane Creek C zone. SH

Drill 8903'to 9178'. Drilled through C zone and into Salt
#22 at 8932'. Drilled salt to 8975' where re-entered the

i Cane Creek due to Fm dip chg, drld ahead through the
CC section and out the top of the Fm at 9145'. Unable
to slide downward enough to match 23 deg downward Cane Creek

I 51 24-Nov 8,903' 275' 8 42 dip of the FM SH

Drill 9178' to 9281' in Salt # 21, decision made to
Sidetrack hole. Pull back to 8783' build trough, time Cane Creek

52 25-Nov 9,178' 103' 8 14 drill on Sidetrack #1 SH

Time drillto 8802' could not kickoff Sidetrack, moved Cane Creek

I 53 26-Nov 9,281' O' 8 0 to 8900' to try again. Building trough at 8900' SH
Cane Creek

54 27-Nov 8,900' 23' 8 8 Time drill 8900' to 8923', hole inc @bit, 100.24 deg. SH

I Time drill 8923' to 8930', Kicked off into Salt #22 at

8930', drilled ahead, re-entered base Cane Creek at Cane Creek

55 28-Nov 8,923' 117' 8 5 8975', drilled ahead to 9039'. SH

I Drilled from 9039'in C zone to 9091' in B dolomite.
Batteries failed in IPZIGtool, trip to casing shoe, Cane Creek

56 29-Nov 9,039' 52' 8 2 displace hole with 18.3 ppg mud in order to TOH SH
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Continue to pick up drill pipe, TlH with drilling BHAto
7970', slip and cut drill line, displace heavy 18 ppg mud Cane Creek

45 18-Nov 8,020' O' 7 with 15 ppg mud. SH

Drill cement, float &shoe, plus 10' of new hole to
8030', FITto 18.0 EMW. TOH, lay down BHA,M/U

i directional BHA,TlH to 6130', pull trip nipple, install rot
head element, trip to 8030', drill to 8047', well kicked, Cane Creek

46 19-Nov 8,020' 27' 8 0 circ out gas. SH

17 to 18 3, MPD @1000 decr. to 500 psi as mud wt
increased. Gas peak 4500 u, 25' flare decr to
Background of 1800 u, chg out rotating head element. Cane Creek

47 20-Nov 8,047' 322' 8 58 Drill ahead to 8090' SH

Drill 8090 to 8552', MWD survey tool failed, trip out to
csg shoe at 8044', displace 16.2 drlg mud with 18.3 kill Cane Creek

48 21-Nov 8,369' 183' 8 74 mud. TOH to replace mwd tool. SH

Replace survey tool, TlH, displace kill wt mud with 16.2

ppg drillingmud, re-survey hole 8086'-8497'. Drill Cane Creek

49 22-Nov 8,552' 19' 8 33 ahead slidingfrom 8552'to 8571'. SH

Drill 8571' to 8780' in B dolomite. At 8780' to 8903 Cane Creek

I 50 23-Nov 8,571' 332' 8 37 drilled into Cane Creek C zone. SH

Drill 8903'to 9178'. Drilled through C zone and into Salt
#22 at 8932'. Drilled salt to 8975' where re-entered the

i Cane Creek due to Fm dip chg, drld ahead through the
CC section and out the top of the Fm at 9145'. Unable
to slide downward enough to match 23 deg downward Cane Creek

I 51 24-Nov 8,903' 275' 8 42 dip of the FM SH

Drill 9178' to 9281' in Salt # 21, decision made to
Sidetrack hole. Pull back to 8783' build trough, time Cane Creek

52 25-Nov 9,178' 103' 8 14 drill on Sidetrack #1 SH

Time drillto 8802' could not kickoff Sidetrack, moved Cane Creek

I 53 26-Nov 9,281' O' 8 0 to 8900' to try again. Building trough at 8900' SH
Cane Creek

54 27-Nov 8,900' 23' 8 8 Time drill 8900' to 8923', hole inc @bit, 100.24 deg. SH

I Time drill 8923' to 8930', Kicked off into Salt #22 at

8930', drilled ahead, re-entered base Cane Creek at Cane Creek

55 28-Nov 8,923' 117' 8 5 8975', drilled ahead to 9039'. SH

I Drilled from 9039'in C zone to 9091' in B dolomite.
Batteries failed in IPZIGtool, trip to casing shoe, Cane Creek

56 29-Nov 9,039' 52' 8 2 displace hole with 18.3 ppg mud in order to TOH SH
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Continue to pick up drill pipe, TlH with drilling BHAto
7970', slip and cut drill line, displace heavy 18 ppg mud Cane Creek

45 18-Nov 8,020' O' 7 with 15 ppg mud. SH

Drill cement, float &shoe, plus 10' of new hole to
8030', FITto 18.0 EMW. TOH, lay down BHA,M/U

i directional BHA,TlH to 6130', pull trip nipple, install rot
head element, trip to 8030', drill to 8047', well kicked, Cane Creek

46 19-Nov 8,020' 27' 8 0 circ out gas. SH

17 to 18 3, MPD @1000 decr. to 500 psi as mud wt
increased. Gas peak 4500 u, 25' flare decr to
Background of 1800 u, chg out rotating head element. Cane Creek

47 20-Nov 8,047' 322' 8 58 Drill ahead to 8090' SH

Drill 8090 to 8552', MWD survey tool failed, trip out to
csg shoe at 8044', displace 16.2 drlg mud with 18.3 kill Cane Creek

48 21-Nov 8,369' 183' 8 74 mud. TOH to replace mwd tool. SH

Replace survey tool, TlH, displace kill wt mud with 16.2

ppg drillingmud, re-survey hole 8086'-8497'. Drill Cane Creek

49 22-Nov 8,552' 19' 8 33 ahead slidingfrom 8552'to 8571'. SH

Drill 8571' to 8780' in B dolomite. At 8780' to 8903 Cane Creek

I 50 23-Nov 8,571' 332' 8 37 drilled into Cane Creek C zone. SH

Drill 8903'to 9178'. Drilled through C zone and into Salt
#22 at 8932'. Drilled salt to 8975' where re-entered the

i Cane Creek due to Fm dip chg, drld ahead through the
CC section and out the top of the Fm at 9145'. Unable
to slide downward enough to match 23 deg downward Cane Creek

I 51 24-Nov 8,903' 275' 8 42 dip of the FM SH

Drill 9178' to 9281' in Salt # 21, decision made to
Sidetrack hole. Pull back to 8783' build trough, time Cane Creek

52 25-Nov 9,178' 103' 8 14 drill on Sidetrack #1 SH

Time drillto 8802' could not kickoff Sidetrack, moved Cane Creek

I 53 26-Nov 9,281' O' 8 0 to 8900' to try again. Building trough at 8900' SH
Cane Creek

54 27-Nov 8,900' 23' 8 8 Time drill 8900' to 8923', hole inc @bit, 100.24 deg. SH

I Time drill 8923' to 8930', Kicked off into Salt #22 at

8930', drilled ahead, re-entered base Cane Creek at Cane Creek

55 28-Nov 8,923' 117' 8 5 8975', drilled ahead to 9039'. SH

I Drilled from 9039'in C zone to 9091' in B dolomite.
Batteries failed in IPZIGtool, trip to casing shoe, Cane Creek

56 29-Nov 9,039' 52' 8 2 displace hole with 18.3 ppg mud in order to TOH SH
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Continue to pick up drill pipe, TlH with drilling BHAto
7970', slip and cut drill line, displace heavy 18 ppg mud Cane Creek

45 18-Nov 8,020' O' 7 with 15 ppg mud. SH

Drill cement, float &shoe, plus 10' of new hole to
8030', FITto 18.0 EMW. TOH, lay down BHA,M/U

i directional BHA,TlH to 6130', pull trip nipple, install rot
head element, trip to 8030', drill to 8047', well kicked, Cane Creek

46 19-Nov 8,020' 27' 8 0 circ out gas. SH

17 to 18 3, MPD @1000 decr. to 500 psi as mud wt
increased. Gas peak 4500 u, 25' flare decr to
Background of 1800 u, chg out rotating head element. Cane Creek

47 20-Nov 8,047' 322' 8 58 Drill ahead to 8090' SH

Drill 8090 to 8552', MWD survey tool failed, trip out to
csg shoe at 8044', displace 16.2 drlg mud with 18.3 kill Cane Creek

48 21-Nov 8,369' 183' 8 74 mud. TOH to replace mwd tool. SH

Replace survey tool, TlH, displace kill wt mud with 16.2

ppg drillingmud, re-survey hole 8086'-8497'. Drill Cane Creek

49 22-Nov 8,552' 19' 8 33 ahead slidingfrom 8552'to 8571'. SH

Drill 8571' to 8780' in B dolomite. At 8780' to 8903 Cane Creek

I 50 23-Nov 8,571' 332' 8 37 drilled into Cane Creek C zone. SH

Drill 8903'to 9178'. Drilled through C zone and into Salt
#22 at 8932'. Drilled salt to 8975' where re-entered the

i Cane Creek due to Fm dip chg, drld ahead through the
CC section and out the top of the Fm at 9145'. Unable
to slide downward enough to match 23 deg downward Cane Creek

I 51 24-Nov 8,903' 275' 8 42 dip of the FM SH

Drill 9178' to 9281' in Salt # 21, decision made to
Sidetrack hole. Pull back to 8783' build trough, time Cane Creek

52 25-Nov 9,178' 103' 8 14 drill on Sidetrack #1 SH

Time drillto 8802' could not kickoff Sidetrack, moved Cane Creek

I 53 26-Nov 9,281' O' 8 0 to 8900' to try again. Building trough at 8900' SH
Cane Creek

54 27-Nov 8,900' 23' 8 8 Time drill 8900' to 8923', hole inc @bit, 100.24 deg. SH

I Time drill 8923' to 8930', Kicked off into Salt #22 at

8930', drilled ahead, re-entered base Cane Creek at Cane Creek

55 28-Nov 8,923' 117' 8 5 8975', drilled ahead to 9039'. SH

I Drilled from 9039'in C zone to 9091' in B dolomite.
Batteries failed in IPZIGtool, trip to casing shoe, Cane Creek

56 29-Nov 9,039' 52' 8 2 displace hole with 18.3 ppg mud in order to TOH SH

I
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Start trip out at 10 min./ std, TOH, chg BHA,new bit, Cane Creek
57 30-Nov 9,091' O' 8 48 mud motor, Ipzig. TlH to 4406' SH

Continue to trip in hole to 9091'. Drill out top Cane Cane Creek
58 1-Dec 9,091' 140' 9 57 Creek Shale at 9176'. Drill ahead to 9231' in Salt #21. SH

Drilled from 9231' to 10,165'. Drilled Salt #21 to Cane Creek
59 2-Dec 9,231' 934' 9 54 10.152'. Cane Creek Shale 10,152' to 10165'. SH

I Drilled ahead from 10,165' to 10,220'. Inclination
sensor failed in ipzig tool. Re-cycled tool, sensor still
bad, strip out to casing shoe @8064', transfer mud Cane Creek

60 3-Dec 10,165' 55' 9 7 from active system to tank farm. SH

Displace 16.2 ppg mud in hole with 18.3 ppg killwt Cane Creek
61 4-Dec 10,220' O' 9 9 mud, tripping out of hole. SH

I Finish POOH, changed out BHApzig tool, transfer 18.4
mud from active system to tank farm, replace with
16.3 ppg mud, TIH fillingpipe every 20 stds w/16.3

i mud, trip to csg shoe, displace hole with 16.3 mud, Cane Creek
62 5-Dec 10,220' 45' 9 23 strip to btm, drill from 10,220' to 10,265'. SH

Drill from 10,265' to 10,352', rig down for 6 hrs to fix Cane Creek
63 6-Dec 10,265' 99' 9 21 electrical problem, drill ahead to 10,364'. SH

Drill from 10,364' to 10,490'. Sliding up 100% to match Cane Creek

i 64 7-Dec 10,364' 126' 9 0 10 deg. formation updip. SH

Drill from 10,490' to 10,633'. Rotating and sliding
drilled up section from the C zone into the B dolomite Cane Creek

i 65 8-Dec 10,490' 143' 9 0 target zone at 10,600'. SH

Drilling ahead in the B target dolomite zone from Cane Creek
66 9-Dec 10,633' 143' 9 4 10,633' to 10,776'. B1 SH at 10, 771' SH

I Drill 10,776' to 10,935' from Bdolomite through B1
shale into top B zone/base A3 anhydrite. Fracture
indicated by Gamma at 10,861', lost 26 bbis mud Cane Creek

I 67 10-Dec 10,776' 159' 9 26 10,823'to 10,911' SH

Drill from 10,935' through A3 anhydrite into A1shale at
11,165' to A2 anhydrite and basal beds of overlying A2 Cane Creek

68 11-Dec 10,935' 415' 9 18 zone at 11,350'. SH

Drill from 11,350' back into underlying A2 anhydrite at
11,400',through A1 black shale, A3 anhydrite and B1

i black shale. At 11,600' drilled forward in B target Cane Creek
69 12-Dec 11,350' 545' 9 165 dolomite to 11832' and into Cl anhydrite. SH
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Start trip out at 10 min./ std, TOH, chg BHA,new bit, Cane Creek
57 30-Nov 9,091' O' 8 48 mud motor, Ipzig. TlH to 4406' SH

Continue to trip in hole to 9091'. Drill out top Cane Cane Creek
58 1-Dec 9,091' 140' 9 57 Creek Shale at 9176'. Drill ahead to 9231' in Salt #21. SH

Drilled from 9231' to 10,165'. Drilled Salt #21 to Cane Creek
59 2-Dec 9,231' 934' 9 54 10.152'. Cane Creek Shale 10,152' to 10165'. SH

I Drilled ahead from 10,165' to 10,220'. Inclination
sensor failed in ipzig tool. Re-cycled tool, sensor still
bad, strip out to casing shoe @8064', transfer mud Cane Creek

60 3-Dec 10,165' 55' 9 7 from active system to tank farm. SH

Displace 16.2 ppg mud in hole with 18.3 ppg killwt Cane Creek
61 4-Dec 10,220' O' 9 9 mud, tripping out of hole. SH

I Finish POOH, changed out BHApzig tool, transfer 18.4
mud from active system to tank farm, replace with
16.3 ppg mud, TIH fillingpipe every 20 stds w/16.3

i mud, trip to csg shoe, displace hole with 16.3 mud, Cane Creek
62 5-Dec 10,220' 45' 9 23 strip to btm, drill from 10,220' to 10,265'. SH

Drill from 10,265' to 10,352', rig down for 6 hrs to fix Cane Creek
63 6-Dec 10,265' 99' 9 21 electrical problem, drill ahead to 10,364'. SH

Drill from 10,364' to 10,490'. Sliding up 100% to match Cane Creek

i 64 7-Dec 10,364' 126' 9 0 10 deg. formation updip. SH

Drill from 10,490' to 10,633'. Rotating and sliding
drilled up section from the C zone into the B dolomite Cane Creek

i 65 8-Dec 10,490' 143' 9 0 target zone at 10,600'. SH

Drilling ahead in the B target dolomite zone from Cane Creek
66 9-Dec 10,633' 143' 9 4 10,633' to 10,776'. B1 SH at 10, 771' SH

I Drill 10,776' to 10,935' from Bdolomite through B1
shale into top B zone/base A3 anhydrite. Fracture
indicated by Gamma at 10,861', lost 26 bbis mud Cane Creek

I 67 10-Dec 10,776' 159' 9 26 10,823'to 10,911' SH

Drill from 10,935' through A3 anhydrite into A1shale at
11,165' to A2 anhydrite and basal beds of overlying A2 Cane Creek

68 11-Dec 10,935' 415' 9 18 zone at 11,350'. SH

Drill from 11,350' back into underlying A2 anhydrite at
11,400',through A1 black shale, A3 anhydrite and B1

i black shale. At 11,600' drilled forward in B target Cane Creek
69 12-Dec 11,350' 545' 9 165 dolomite to 11832' and into Cl anhydrite. SH
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Start trip out at 10 min./ std, TOH, chg BHA,new bit, Cane Creek
57 30-Nov 9,091' O' 8 48 mud motor, Ipzig. TlH to 4406' SH

Continue to trip in hole to 9091'. Drill out top Cane Cane Creek
58 1-Dec 9,091' 140' 9 57 Creek Shale at 9176'. Drill ahead to 9231' in Salt #21. SH

Drilled from 9231' to 10,165'. Drilled Salt #21 to Cane Creek
59 2-Dec 9,231' 934' 9 54 10.152'. Cane Creek Shale 10,152' to 10165'. SH

I Drilled ahead from 10,165' to 10,220'. Inclination
sensor failed in ipzig tool. Re-cycled tool, sensor still
bad, strip out to casing shoe @8064', transfer mud Cane Creek

60 3-Dec 10,165' 55' 9 7 from active system to tank farm. SH

Displace 16.2 ppg mud in hole with 18.3 ppg killwt Cane Creek
61 4-Dec 10,220' O' 9 9 mud, tripping out of hole. SH

I Finish POOH, changed out BHApzig tool, transfer 18.4
mud from active system to tank farm, replace with
16.3 ppg mud, TIH fillingpipe every 20 stds w/16.3

i mud, trip to csg shoe, displace hole with 16.3 mud, Cane Creek
62 5-Dec 10,220' 45' 9 23 strip to btm, drill from 10,220' to 10,265'. SH

Drill from 10,265' to 10,352', rig down for 6 hrs to fix Cane Creek
63 6-Dec 10,265' 99' 9 21 electrical problem, drill ahead to 10,364'. SH

Drill from 10,364' to 10,490'. Sliding up 100% to match Cane Creek

i 64 7-Dec 10,364' 126' 9 0 10 deg. formation updip. SH

Drill from 10,490' to 10,633'. Rotating and sliding
drilled up section from the C zone into the B dolomite Cane Creek

i 65 8-Dec 10,490' 143' 9 0 target zone at 10,600'. SH

Drilling ahead in the B target dolomite zone from Cane Creek
66 9-Dec 10,633' 143' 9 4 10,633' to 10,776'. B1 SH at 10, 771' SH

I Drill 10,776' to 10,935' from Bdolomite through B1
shale into top B zone/base A3 anhydrite. Fracture
indicated by Gamma at 10,861', lost 26 bbis mud Cane Creek

I 67 10-Dec 10,776' 159' 9 26 10,823'to 10,911' SH

Drill from 10,935' through A3 anhydrite into A1shale at
11,165' to A2 anhydrite and basal beds of overlying A2 Cane Creek

68 11-Dec 10,935' 415' 9 18 zone at 11,350'. SH

Drill from 11,350' back into underlying A2 anhydrite at
11,400',through A1 black shale, A3 anhydrite and B1

i black shale. At 11,600' drilled forward in B target Cane Creek
69 12-Dec 11,350' 545' 9 165 dolomite to 11832' and into Cl anhydrite. SH
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I Drilled C zone from 11,895' to 11,941 where TD was
called. Circulate btms up twice, spot LCMpill, strip out
to csg shoe at 8017', hold back pressure with MPD,

I strip in to 8900', wash and ream area of sidetrack Cane Creek
70 13-Dec 11,895' 46' 9 89 kickoff,continue strip in to btm. SH

Circulate btms up twice, spot 80 bbl LCMpill, strip out

i of hole to casing shoe at 8020', holding back pressure
with MPD, displace 16.2 ppg mud with 18.4 ppg kill wt.

mud, wash and condition sidetrack point, strip out to

I 8060', ship mud out of tanks, fillpits with 18.3 kill wt Cane Creek
71 14-Dec 11,941' O' 9 46 mud. SH

Displace 16.1 mud with 18.3 KWM. Trip out of hole to Cane Creek

i 72 15-Dec 11,941' O' 9 130 surface, Lay down BHA. SH

make up liner hanger & packer assembly, run liner in
hole on 4" drill pipe to casing shoe, displace kill wt mud Cane Creek

73 16-Dec 11,941' O' 9 104 with 16.1 ppg drilling mud, holding back pressure with SH

Trip on to bottom, circulate btms up, R/U cementers Cane Creek
74 17-Dec 11,941' O' 9 and cement 4.5" liner. SH
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GEOLOGICAL REPORT

INTRODUCTION

The Fidelity Exploration & Production Co. Cave Creek Unit State #7-1H, located in NE NE, Section 7, T26S,
R20E spud near the top of Jurassic, Wingate Sandstone on October 5, 2013. The vertical pilot hole was
drilled to a total depth of 7800'(driller) bottoming in the Pennsylvanian, Paradox Formation, Salt #22 on

i October 27, 2013. The pilot hole was plugged back with cement to 6501' in order to kickoff and drilla
horizontal lateral in a defined target zone within the Cane Creek Shale member.

I A horizontal lateral was kicked off from 6792' and directionally drilled reaching an approximate build
rate of 12 degrees per 100 feet at 7295' with an azimuth of 311degrees at the landing point of 8020' in
the target B dolomite of the Cane Creek Shale. A 7" casing liner was run and cemented. A string of 7

i inch casing was run to tie back to surface. A six inch diameter lateral was drilled in the Cane Creek Shale
objective following formation dip to 9144' where the bit drilled out the top of the formation and into
Salt #21. After drilling to 9281' in Salt #21, the drill string was pulled back to 8900' for an open hole
Sidetrack . The hole was then drilled forward from 8900' to total depth of 11.941' at a BHLof NW,SW,
Sec 6, T26S, R20E.

A 24 hour, two man geologist well site service began on October 9, 2013 at 1085', the base of surface

i casing. An MSI chromatograph was used to record total gas along with the various gas components of
C-1through C-4. The total gas readings were displayed on the rig electronic data recorder screen
"Pason" for viewing by operating personnel at the rig. The total gas and the various gas components

i recorded were plotted at lagged depth to compile a permanent mudlog record of drilling parameters,
the lithology drilled, gas flares along with fracture indicators such as mud loss, mud motor stalls and
pressure spikes.

7-1H PILOT HOLE

JURASSIC,TRIASSIC,PERMIAN

The well spudded near top, Jurassic, Wingate Sandstone and was drilled with air/water to 1085' in the
Triassic, Moenkopi Formation where 13 3/8 inch surface casing was set and cemented. Geologic

i service started at this depth. Air/water continued to be used as a drilling medium as drilling resumed
using a 12 ¼" air hammer bit.

The Moenkopi consisted of red, rust colored sandstone, very fine to fine grained and rusty red-brown,
soft, calcareous shale. Samples consisted largely of loose quartz sand grains with some calcareous
cemented clusters and soft, silty, calcareous shale. Due to drilling with air and water much of the shale
tends to be pulverized by the hammer action of the bit and washes out of the samples.

The Permian, Cutler Group was picked at 1224'based on correlation with offset wells and the drilled
lithology of thick, massive, arkosic, red-maroon, very fine to coarse grained, calcareous sandstones. A

i sandstone /conglomeratecontaining pebbles of igneous rocks and quartzite was noted at the top of the
Cutler. At 2070' the color of the sediments being drilled, slowly began changing from red to gray.
Sandstone which was the dominate lithology to 2070' slowly gave way to limestone and dark gray

i platey to fissle shale. The limestone was light gray to cream in color, micro-crystalline to dense and
hard and tight. Interbedded with the above were thin beds of white, salt and pepper appearing, fine
grained sandstone.
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PENNSYLVANIAN

Honaker Trail Formation

The Honaker Trail Formation was picked at 2161' where the lithology changed to light gray, micro
crystalline limestone and white, fine to medium grained sandstone.

At 2460' to 2700' limestone predominated with minor amounts of white to medium gray sandstone. The

i limestone was light to medium gray or cream in color, fine to micro-crystalline sometimes dense, with
scattered black mica flakes and traces of crinoid fossils.

From 2700' to 2800' the lithology was mostly sandstone with some thin limestone interbeds. The
sandstone was white, calcareous, very fine to fine grained becoming coarser grained in the lower part.

From 2800'to 3832'the lithology was light to medium gray, tan to cream colored limestone. The

i limestone is generally micro-crystalline, hard and contains traces of fossils, ools and white, tan to gray
chert. A zone from 3630' to 3700' contains thin beds of black, brittle, calcareous organic shale
interbedded with light gray-brown, very fine to micro crystalline, dense limestone. Minor amounts of

I gas,less than 50 units, with a connection gas increase to 219 units, was recorded while drilling
limestone from 3750' to 3832'.

Paradox Formationi The Paradox formation was picked at 3832'. Lithology consisted of limestone,Iight gray to light brown in

color, micro-crystalline to dense, with traces of fossil fragments. Background gas of 20 to 30 units was
recorded through the interval.

Top of the Ismay member was 39128' based on an increase in penetration rate and correlation to offset

I wells. The Ismay member consists of limestone, light to medium brown-gray in color, micro-crystalline
to dense. Background gas averaged 20 units with a sharp increase to 57 units at 3903'.

The top of Salt #1was interpreted at 3974' based entirely on drill rate. Due to drilling with water the
salt dissolved as it was being drilled and was not seen in samples.

Clastic #1was topped at 4183' and consisted of interbedded black shale, anhydrite and limestone. The

i black shale was organic, carbonaceous and dolomitic. Limestone was light gray to light gray-brown and
very fine to micro crystalline. Anhydrite was white, micro crystalline and opaque.

I The top of Salt #2 at 4273' was interpreted from an increase in drill rate. Drilling was halted at 4310'
after penetrating 38 feet of Salt #2. Intermediate 9 5/8 inch P110 47Ib BTCcasing was then run and
cemented at 4300.

I After a successful FIT, drilling continued using an 8 ½" diameter PDCbit, mud motor and oil base invert
mud system. With the change to oil base mud, more meaningful gas detection became possible
because of the absence of air diluting the drilling fluid. While drilling ahead gas increases were recorded
from various zones as detailed below.
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i Clastic #2: Gas increased to 148 units from 4384' to 4416' primarily from black, organic, carbonaceous,

sooty shale and brown- gray, calcareous, dolomite . Gas composition was methane and ethane. Mud
weight was 14.0 ppg.

Clastic # 14: Gas to 520 units was recorded from 6061' to 6068'. At 6068' the well flowed 44 bbls of
water and gas. Samples in the interval indicate the gas is coming from dolomite and black shale similar
in lithology to that described above. Mud wt. was 13.7 ppg prior to the "kick" and was raised to 15.8 ppg
to control the well. Downtime gas was 5388 units when circulation was resumed.

Clastic #18/19: Black, organic, carbonaceous shale and light to medium gray, calcareous, dolomite was

i logged at 7092' to 7138' along with some thin beds of white, anhydrite. This interval gave a gas
increase to 2600 units. Due to leaks in the flow line, the gas buster was not available for immediate use.
Down time of 2 hours fixing the leaks, and raising mud weight, generated a gas increase of 7140 units.

I Upon resuming circulation through the gas buster, background leveled out at 2500 units and stayed
steady at that rate while drilling ahead to the top of the Cane Creek Shale at 7585'. Methane through
butane gases were recorded. Mud weight was 16.0 ppg prior to drilling this clastic and was cut to 15.6
when the down time gas surfaced. Weight was raised to 16.2 ppg as drilling resumed.

CANE CREEKSHALE 7585' (-1605')sample

The upper one third "A zone" of the Cane Creek Shale is composed of alternating thin beds of
anhydrite, black shale and dolomite. Anhydrite tends to predominate towards the top of the
interval.Black, radioactive, carbonaceous, sooty shale and light to medium gray, silty,

I argillaceous dolomite predominate in the middle of the Cane Creek "B zone" and this is the
principal productive interval in the shale. The lower third "C zone" is composed of alternating
beds of anhydrite, dolomite and black shale. The anhydrite beds are up to 4+ feet thick and are
the dominate lithology in the interval.

The top of the Cane Creek Shale "A zone" was 7585' based on drill rate and later confirmed by gamma
ray. Drilling stopped at 7590 after five feet was penetrated and samples were circulated up. Good
samples consisting of anhydrite, black shale and dolomite were recovered confirming the top.

The directional BHA was tripped out of the hole in order to core the Cane Creek. Coring tools were run

i in the hole and 84' was cut from 7590' to 7674' when the core jammed. Core recovery was 81'. The
core was processed by Core Lab and taken to their lab in Denver, COfor detailed analysis. Sample chips
were taken in the field , where the aluminum encased core was exposed as the core was cut into 3 foot

i sections for transportation to the lab for processing. The chips were examined in the field with a
microscope and described to generate a "core" log based on this limited data. Background gas was
steady at approximately 1600 units while coring. Good cuttings were also recovered while coring
consisting of anhydrite, black shale and dolomite and are described and plotted on the mudlog.

After the core was recovered, the directional BHA was tripped in the hole and drilling resumed. The
base of the Cane Creek was 7690' and total depth of the pilot hole was called at 7800 feet in Salt #22.

Electric logs were run in the pilot hole from TD to casing @4300': Run #1. Platform Express-AIT, Run #2.
CMR-LithoScanner-HNGS, Run #3, OBMI-Sonic Scanner-GR. Run #4, the cement bond log USI-GR, was
run from casing point to ground level.

After electric logs were run the pilot hole was plugged back with cement to 6500' in order to kick off and
drill a horizontal lateral in the Cane Creek Shale.

i
I
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in lithology to that described above. Mud wt. was 13.7 ppg prior to the "kick" and was raised to 15.8 ppg
to control the well. Downtime gas was 5388 units when circulation was resumed.

Clastic #18/19: Black, organic, carbonaceous shale and light to medium gray, calcareous, dolomite was

i logged at 7092' to 7138' along with some thin beds of white, anhydrite. This interval gave a gas
increase to 2600 units. Due to leaks in the flow line, the gas buster was not available for immediate use.
Down time of 2 hours fixing the leaks, and raising mud weight, generated a gas increase of 7140 units.

I Upon resuming circulation through the gas buster, background leveled out at 2500 units and stayed
steady at that rate while drilling ahead to the top of the Cane Creek Shale at 7585'. Methane through
butane gases were recorded. Mud weight was 16.0 ppg prior to drilling this clastic and was cut to 15.6
when the down time gas surfaced. Weight was raised to 16.2 ppg as drilling resumed.

CANE CREEKSHALE 7585' (-1605')sample

The upper one third "A zone" of the Cane Creek Shale is composed of alternating thin beds of
anhydrite, black shale and dolomite. Anhydrite tends to predominate towards the top of the
interval.Black, radioactive, carbonaceous, sooty shale and light to medium gray, silty,

I argillaceous dolomite predominate in the middle of the Cane Creek "B zone" and this is the
principal productive interval in the shale. The lower third "C zone" is composed of alternating
beds of anhydrite, dolomite and black shale. The anhydrite beds are up to 4+ feet thick and are
the dominate lithology in the interval.

The top of the Cane Creek Shale "A zone" was 7585' based on drill rate and later confirmed by gamma
ray. Drilling stopped at 7590 after five feet was penetrated and samples were circulated up. Good
samples consisting of anhydrite, black shale and dolomite were recovered confirming the top.

The directional BHA was tripped out of the hole in order to core the Cane Creek. Coring tools were run

i in the hole and 84' was cut from 7590' to 7674' when the core jammed. Core recovery was 81'. The
core was processed by Core Lab and taken to their lab in Denver, COfor detailed analysis. Sample chips
were taken in the field , where the aluminum encased core was exposed as the core was cut into 3 foot

i sections for transportation to the lab for processing. The chips were examined in the field with a
microscope and described to generate a "core" log based on this limited data. Background gas was
steady at approximately 1600 units while coring. Good cuttings were also recovered while coring
consisting of anhydrite, black shale and dolomite and are described and plotted on the mudlog.

After the core was recovered, the directional BHA was tripped in the hole and drilling resumed. The
base of the Cane Creek was 7690' and total depth of the pilot hole was called at 7800 feet in Salt #22.

Electric logs were run in the pilot hole from TD to casing @4300': Run #1. Platform Express-AIT, Run #2.
CMR-LithoScanner-HNGS, Run #3, OBMI-Sonic Scanner-GR. Run #4, the cement bond log USI-GR, was
run from casing point to ground level.

After electric logs were run the pilot hole was plugged back with cement to 6500' in order to kick off and
drill a horizontal lateral in the Cane Creek Shale.

i
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HORIZONTAL LATERAL 7-1H

The lateral was kicked off the plug at 6792' into Salt #18 and then drilled ahead at the existing vertical
inclination of 19 to 20 degrees and slowly deviating westward from its original 356 degree azimuth.

I Returns were routed through Halliburton's MPD system. Background gas averaged 500 units. Mud wt
was 16.0 ppg and ECD 17.81.

As drilling continued, hole inclination was increased at 5 to 10 degrees per 100'. Clastic 18/19 was

i topped at 7092'md, 7008' tvd. Gas increased to 2500 units in the clastic. While drilling forward the gas
decreased to 1500 units background with connection gas increases to 3500 units. At 7296'to 7460' as
Salt #21was drilled, gas decreased to 500/1000 units with connection and downtime gas increases to

i 2000+ units. Mud wt. was 15.9 to 16.0 ppg. Hole inclination at 7460' was 40 degrees with an azimuth of
319 degrees. At 7460' to top Cane Creek Formation at 7844', background gas averaged 1500 units
while gas increases to 3000 units were recorded from down time and connections. Mud wt averaged
16.0 ppg while drilling this section.

When drilling the A zone of the Cane Creek at 7844'to 7940', gas averaged 1000 units with an increase
to 2500 units from down time. At 7940' to landing point at 8020', while drilling the upper B zone,
background gas averaged 2500 units with numerous sharp gas increases to 4000+ units and 20' to 25'
flares. At 7975' mud wt. was increased to 16.4 ppg and 510 bbls of mud was lost to the formation. Mud
gains of 30 to 25 bbls were recorded as drilling continued. Mud loss was stabilized using LCM sweeps

I with mud wt of 16.4 and ECD OF 17.98. At casing point of 8020', 7 inch casing liner was run and
cemented. A tie back string was then run to tie the liner back to surface.

I A 6" tri-cone bit was used to drill out the cement, float, shoe and 10' of formation. An FITto 18.0 ECD
was then run. The drilling BHA was tripped out of the hole and a directional BHA was then tripped in
consisting of a 6 inch diameter PDCbit and 1.5 degree bend mud motor, along with an iPZIG gamma
tool. Upon reaching bottom, mud weight was cut back to 15.5 ppg and drilling continued.

At 8046' the well started to flow and had to be shut in. As the kick was circulated out gas peaked at
4500 units and a 25'flare was recorded. Mud weight was then increased to 16.2 ppg with an ECD of
18.8. Drilling ahead in the target B zone dolomite, following the upward dipping formation , background
gas averaged 500 units or less. Slow mud seepage to the formation of 60 to 70 bbis every 12 hrs
occurred while drilling to 8552'. Mud seepage to the formation continued while drilling from 8552' to
the base of the target B zone dolomite at 8780'.

Upon penetrating the C1anhydrite numerous slides were employed to try to bring the 6 degree

i inclination of the hole up to match the formation dip which had unexpectedly steepened to 23
degrees. The steep formation dip could not be matched and the bit drilled through the C zone and into
the underlying Salt #22 at 8932'md. Approximately 40 feet of Salt #22 was drilled when the base of the

i Cane Creek was again penetrated at 8975'md. The formation dip had suddenly changed and was now
dipping downward at 23 degrees. Down slides were employed to change the angle of the hole to follow
the formation but, again the hole angle could not be changed fast enough to follow the formation dip
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i and the bit drilled through the Cane Creek formation, out the top and into Salt #21at 9144'md. Drilling

continued in Salt #21to 9281' where the decision was made to pull back and sidetrack the hole.

SIDETRACK#1

Sidetrack #1started at 8783' but was not successful in kicking off. By moving to 8900' the sidetrack hole
was kicked off into the lower part of the C zone. At 8930'md the bit again drilled out the base of the

i Cane Creek Shale and into Salt #22. Fifty feet of Salt #22 was drilled before the bit drilled back into the
base of the Cane Creek of the down dipping formation at 8975' md. Almost continuous downslides were
employed to turn the hole angle to match the 23 deg. downward dipping formation. This again was not
successful and the bit drilled out the top of the Cane Creek and into overlying Salt #21at 9176'md.

Drilling continued in Salt #21 heading downward in anticipation of drilling into the Cane Creek Shale

I where it flattens structurally, based on hazy seismic data. Hole inclination was slowly increased from 82
deg. at 9176'md to 77 deg. at 10,152'md where the top of the Cane Creek Shale was again penetrated.

Upon drilling out of the salt and into the clastics of the Cane Creek, the inclination sensor in the ipzig

i began giving invalid data. Drilling continued in the upper A zone of the Cane Creek to 10,220'. The ipzig
tool was recycled in the hope that the inclination sensor would repair itself. This did not work and the
BHAwas tripped out of the hole to replace or repair the ipzig tool.

With the replacement of the ipzig tool, drilling resumed through the balance of the A zone, into the B
and into the C zone. The upward dip of the formation was matched at 10,500' and the inclination of the

i bit slowly began to exceed the up dip of the formation so that the B dolomite was again penetrated at
10,600'. Mud wt. at 16.4 and an ECD of 18.7 tended to depress any oil or gas influx into the well bore.
Some minor mud loss was recorded while drilling in the B zone from 10,690' to 10,911' and into the A

i zone at 10,970'. The formation at this point rolled over and began to dip downward.

At 11,100 the ipzig batteries died and the decision was made to rotate ahead using the gamma in the
BHAfor information rather than trip out for new ipzig batteries. Rotating ahead the bit tended to follow

I the formation dip and stayed in the A zone to 11,600' where the B target dolomite was again
penetrated. While drilling this favorable zone gas increases and flares were recorded along with
significant mud loss to the formation indicating that reservoir was present. At 11,832' the C1anhydrite
was drilled which marks a less favorable zone. Total depth was called at 11,941' in the C1shale.

This well will be completed as an oil producer from the Cane Creek Shale. The production quality

i depends on the amount of fracturing that has been penetrated. This well has indications that favorable
fracturing is present.

Hal Schmidt

Consulting Geologist
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continued in Salt #21to 9281' where the decision was made to pull back and sidetrack the hole.

SIDETRACK#1

Sidetrack #1started at 8783' but was not successful in kicking off. By moving to 8900' the sidetrack hole
was kicked off into the lower part of the C zone. At 8930'md the bit again drilled out the base of the

i Cane Creek Shale and into Salt #22. Fifty feet of Salt #22 was drilled before the bit drilled back into the
base of the Cane Creek of the down dipping formation at 8975' md. Almost continuous downslides were
employed to turn the hole angle to match the 23 deg. downward dipping formation. This again was not
successful and the bit drilled out the top of the Cane Creek and into overlying Salt #21at 9176'md.

Drilling continued in Salt #21 heading downward in anticipation of drilling into the Cane Creek Shale

I where it flattens structurally, based on hazy seismic data. Hole inclination was slowly increased from 82
deg. at 9176'md to 77 deg. at 10,152'md where the top of the Cane Creek Shale was again penetrated.

Upon drilling out of the salt and into the clastics of the Cane Creek, the inclination sensor in the ipzig

i began giving invalid data. Drilling continued in the upper A zone of the Cane Creek to 10,220'. The ipzig
tool was recycled in the hope that the inclination sensor would repair itself. This did not work and the
BHAwas tripped out of the hole to replace or repair the ipzig tool.

With the replacement of the ipzig tool, drilling resumed through the balance of the A zone, into the B
and into the C zone. The upward dip of the formation was matched at 10,500' and the inclination of the

i bit slowly began to exceed the up dip of the formation so that the B dolomite was again penetrated at
10,600'. Mud wt. at 16.4 and an ECD of 18.7 tended to depress any oil or gas influx into the well bore.
Some minor mud loss was recorded while drilling in the B zone from 10,690' to 10,911' and into the A

i zone at 10,970'. The formation at this point rolled over and began to dip downward.

At 11,100 the ipzig batteries died and the decision was made to rotate ahead using the gamma in the
BHAfor information rather than trip out for new ipzig batteries. Rotating ahead the bit tended to follow

I the formation dip and stayed in the A zone to 11,600' where the B target dolomite was again
penetrated. While drilling this favorable zone gas increases and flares were recorded along with
significant mud loss to the formation indicating that reservoir was present. At 11,832' the C1anhydrite
was drilled which marks a less favorable zone. Total depth was called at 11,941' in the C1shale.

This well will be completed as an oil producer from the Cane Creek Shale. The production quality

i depends on the amount of fracturing that has been penetrated. This well has indications that favorable
fracturing is present.

Hal Schmidt

Consulting Geologist

i
i

i
i
i and the bit drilled through the Cane Creek formation, out the top and into Salt #21at 9144'md. Drilling

continued in Salt #21to 9281' where the decision was made to pull back and sidetrack the hole.

SIDETRACK#1

Sidetrack #1started at 8783' but was not successful in kicking off. By moving to 8900' the sidetrack hole
was kicked off into the lower part of the C zone. At 8930'md the bit again drilled out the base of the

i Cane Creek Shale and into Salt #22. Fifty feet of Salt #22 was drilled before the bit drilled back into the
base of the Cane Creek of the down dipping formation at 8975' md. Almost continuous downslides were
employed to turn the hole angle to match the 23 deg. downward dipping formation. This again was not
successful and the bit drilled out the top of the Cane Creek and into overlying Salt #21at 9176'md.

Drilling continued in Salt #21 heading downward in anticipation of drilling into the Cane Creek Shale

I where it flattens structurally, based on hazy seismic data. Hole inclination was slowly increased from 82
deg. at 9176'md to 77 deg. at 10,152'md where the top of the Cane Creek Shale was again penetrated.

Upon drilling out of the salt and into the clastics of the Cane Creek, the inclination sensor in the ipzig

i began giving invalid data. Drilling continued in the upper A zone of the Cane Creek to 10,220'. The ipzig
tool was recycled in the hope that the inclination sensor would repair itself. This did not work and the
BHAwas tripped out of the hole to replace or repair the ipzig tool.

With the replacement of the ipzig tool, drilling resumed through the balance of the A zone, into the B
and into the C zone. The upward dip of the formation was matched at 10,500' and the inclination of the

i bit slowly began to exceed the up dip of the formation so that the B dolomite was again penetrated at
10,600'. Mud wt. at 16.4 and an ECD of 18.7 tended to depress any oil or gas influx into the well bore.
Some minor mud loss was recorded while drilling in the B zone from 10,690' to 10,911' and into the A

i zone at 10,970'. The formation at this point rolled over and began to dip downward.

At 11,100 the ipzig batteries died and the decision was made to rotate ahead using the gamma in the
BHAfor information rather than trip out for new ipzig batteries. Rotating ahead the bit tended to follow

I the formation dip and stayed in the A zone to 11,600' where the B target dolomite was again
penetrated. While drilling this favorable zone gas increases and flares were recorded along with
significant mud loss to the formation indicating that reservoir was present. At 11,832' the C1anhydrite
was drilled which marks a less favorable zone. Total depth was called at 11,941' in the C1shale.

This well will be completed as an oil producer from the Cane Creek Shale. The production quality

i depends on the amount of fracturing that has been penetrated. This well has indications that favorable
fracturing is present.

Hal Schmidt

Consulting Geologist

i
i



BIT RECORD
FIDELITY EXPLORATION AND PRODUCTION

CANE CREEK #7-lH

FIDELITY EXPLORATION
OPERATOR: & PRODUCTION CO. CONTRACTOR: Nabors Rig M40 SPUD DATE October 5, 2013

Loadmaster 142' 550K
WELL NAME: CANE CREEK UNIT #7-1H RIG MAKE: 1500 HP

LOCATION: Sec 7, T26S, R20E PUMPS: 2 H&H 1600 12" TD DEPTH/ DATE: 11,941' TD December 13, 2013
NE/NE SEC 7, T26S, R20E

GROUND
LEVEL: 5,957' (meas. Graded)
KELLY

BUSHING: 5,980' (meas. Graded)

1 17 1/2" NUMA HAMMER open 172786 103' 1,085' 982' 15 65.5 0.6

2 12 1/4" NUMA HAMMER open 209282 1,085' 3,609' 2,524' 38.5 65.6 0.6

3 12 1/4" REED R-40AP 3x20 D153697 3,609' 4,310' 701' 17.8 39.4 1

4 8 1/2" SEC MMD64M 6x16 12232820 4,310' 7,590' 3,280' 56 58.6 1-18-1

5 8 1/2" HTC FC3643 CORE HEAD 12249319 7,590' 7674' 84' 9.4 8.9 1

RR4 8 1/2" SEC MMD64M 6X16 12232820 7,674' 7,800' 126' 1.9 66.3 1

6 8 1/2" SEC MMD64M 6X16 12060835 6,501' 8,020' 1,519' 103.67 14.7 Curve

7 6" HTC STX-1 3X18 5231346 8,020' 8,030' 10' 8' 1.25 Lateral

8 6" LOGIC PLt613S6 6x18 508315 8,030' 9,091' 1,061' 149' 7.14 Lateral

9 6" REED SKHE613M 6x19 A157687 9,091' 11,941' 2,850' 145' 19.66
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TIME VS DEPTH
FIDELITY EXPLORATION AND PRODUCTION

CANE CREEK UNIT # 7-1H
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i
i FORMATION TOPS

FIDELITY EXPLORATION AND P LODUCTION
CANE CREEKUNIT # 7 1H

I Well Name: Fidelity Cane Creek Unit # 7-1H

Location: Sec 7, T263, R 20E

Elevation: KB: 5,980'

i FORMATION Prognosis Subsea
Prognosis Sample top E Log tops

/ ZONE Subsea E Logs

i Wingate Surface
Chinle 336' 5,644'
Moenkopi 693' 5,287'

I Cutler 1,175' 4,805' 1,224'
Honaker Trail 2,222' 3,758' 2,161'

Paradox Formation 3,746' 2,234' 3,832'

i Salt 1 3,962' 2,018' 3,974'
Clastic 1 4,192' 1,788' 4,183'

Salt 2 4,277' 1,703' 4,273'

I Intermediate Casing Pt. 4,285' 1,695' 4,300'

Clastic 2 4,441' 1,539' 4,353' 4,346' 1,634'
Salt 3 4,495' 1,485' 4,432' 4,426' 1,554'

Clastic 3 4,645' 1,335' 4,534' 4,530' 1,450'
Salt 4 4,678' 1,302' 4,585' 4,580' 1,400'
Clastic 4 4,807' 1,173' 4,687' 4,682' 1,298'

Salt 5 4,864' 1,116' 4,748' 4,746' 1,234'
Clastic 5 5,160' 820' 5,006' 5,004' 976'
Salt 6 5,183' 797' 5,030' 5,028' 952'
Clastic 7 5,365' 615' 5,186' 5,182' 798'
Salt 8 5,409' 571' 5,231' 5,226' 754'

i Clastic 8 5,559' 421' 5,361' 5,356' 624'
Salt 9 5,593' 387' 5,398' 5,394' 586'
Clastic 9 5,749' 231' 5,554' 5,548' 432'

i Salt 10 5,782' 198' 5,592' 5,584' 396'
Clastic 10 5,851' 129' 5,653' 5,648' 332'
Salt 12 5,921' 59' 5,782' 5,778' 202'

I Clastic 12 6,009' -29' 5,872' 5,866' 114'
Salt 13 6,025' -45' 5,894' 5,896' 84'
Clastic 14 6,193' -213' 6,053' 6,048' -68'

I Clastic 18/19 7,153' -1,173' 7,088' 7,082' -1,102'

Salt 20 7,209' -1,229' 7,138' 7,132' -1,152'

Clastic 20 7,354' -1,374' 7,293' 7,286' -1,306'

Salt 21 7,361' -1,381' 7,301' 7,298' -1,318'

Top Cane Creek 7,560' -1,580' 7,585' 7,580' -1,600'

Cane Creek Shale B 7,583' -1,603' 7,610' 7,610' -1,630'

Horizontal Tartget 7,595' -1,615' 7,618' 7,618' -1,638'

Base Cane Creek Sh. 7,650' -1,670' 7,690' 7,686' -1,706'

Salt 22 7,690' 7,686' -1,706'

TD 7,750' -1,770' 7,800' 7,798
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i Clastic 8 5,559' 421' 5,361' 5,356' 624'
Salt 9 5,593' 387' 5,398' 5,394' 586'
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FIDEL1TY EXPLORATION AND PRODUCTION
INVERT MUD REPORTS

CANE CREEK UNIT#7-1H

DATE Flow Line
2013

DEPTH
Temp W FV PV YP GELS API FILT OIL/WATER

ELECTRIC
STABILITY CORRECTEDSOLIDS NaCl%wt CaCl2%wt MgCl2%wt 24HOUR

MUD
LOSSES

19-Oct 4357 68 14.00 70 24 12 8 2 75.3/24.7 534 24.04 5.97 22.45 3.03 0

20-Oct 5056 115 13.86 50 23 13 7/11 2 75.8/24.2 639 23.47 4.06 23.24 0.39 0

21-Oct 6068 108 15.00 65 25 14 7/12 2 75/25 724 39.80 3.98 25.90 1.09 177

22-Oct 6068 85 15.80 82 33 17 10/13 4 73.5/26.5 563 30.48 5.01 24.66 4.59 62

23-Oct 7180 98 16.20 71 39 24 12/15 4 73.1/26.9 718 31.08 6.43 23.16 5.75 0

24-Oct 7590 118 16.45 74 42 24 13/15 4 73.8/26.2 700 31.12 4.45 10.61 2.36 33

25-Oct 7590 n/a 16.60 88 40 26 13/15 4 73.4/26.6 863 31.62 5.38 10.63 2.89 16

26-Oct 7597 117 16.40 55 24 13 6/5 4 79.7/20.3 588 32.81 5.61 25.9 6.02 0

27-Oct 7800 102 16.50 67 34 17 9/13 4 77.2/22.8 784 32.51 3.88 27.58 7.65 58

28-Oct 7,800 n/a 16.60 78 33 16 9/13 4 77.2/22.8 841 32.64 3.88 27.63 7.20 0

29-Oct 7800 n/a 16.60 75 31 15 9/12 4 77.8/22.2 835 32.61 4.14 28.84 8.66 0

30-Oct 7800 n/a 16.60 79 32 18 10/13 4 78.7/21.3 902 33.28 4.34 28.43 5.22 0

31-Oct 5400 88 17.10 81 39 15 9/13 4 78.9/21.1 604 38.50 6.33 24.54 5.06 52

1-Nov 6501 96 17.60 92 49 20 11/14 4 79.2/20.8 590 37.28 5.83 25.45 4.71 35

2-Nov 6500 n/a 17.50 87 40 18 10/14 4 80/20 625 37.33 5.63 25.81 4.90 29

3-Nov 6880 100 16.00 66 33 19 9/10 4 80.3/19.7 810 31.79 5.57 25.96 2.01 28

4-Nov 7306 110 16.00 62 31 18 11/14 5 81.5/18.5 700 31.20 3.45 30.41 8.40 0

5-Nov 7410 120 16.00 62 31 18 11/14 4 82.8/17.2 800 31.86 2.33 33.37 10.02 0

6-Nov 7520 n/a 16.10 62 30 17 11/14 4 32.8/17.2 800 32.22 2.63 32.53 8.98 0
7-Nov 7617 112 16.10 60 28 18 11/14 4 85.7/14.3 864 33.53 1.35 36.68 9.18 9

8-Nov 7869 112 16.00 57 27 17 11/14 2 83.1/16.9 913 31.52 3.01 31.52 5.10 0

9-Nov 7972 112 16.20 61 28 20 12/15 4 80.6/19.4 948 33.63 6.44 24.39 1.05 510

10-Nov 8020 114 16.50 53 32 18 12/15 3 84.1/15.9 926 34.57 3.60 30.07 5.05 131

11-Nov 8020 n/a 16.50 56 30 22 13/15 4 82.8/17.2 987 33.95 3.95 29.26 2.31 156

12-Nov 8020 n/a 18.40 94 45 23 13/16 3 82.1/17.9 803 43.41 5.36 26.31 1.30 72

13-Nov 8020 n/a 18.40 100 41 19 11/14 3 82.1/17.9 830 42.41 5.38 26.31 1.30 112

14-Nov 8020 n/a 18.00 99 44 19 13/16 2 81.9/18.1 790 40.21 5.02 27 1.85 80

15-Nov 8020 n/a 18.10 101 44 19 12/16 3 81.9/18.1 770 40.21 5.02 27 1.85 0
16-Nov 8020 n/a 18.00 103 44 19 13/16 2 81.9/18.1 800 40.21 i 5.02 27.00 1.85 0

17-Nov 8020 n/a 18.00 102 44 19 13/16 2 81.9/18.1 780 40.21 5.02 27.00 1.85 0

18-Nov 8020 n/a 18.00 102 44 19 13/16 2 81.9/18.1 802 40.59 5.85 25.42 0.00 0

19-Nov 8030 92 15.35 58 29 14 12/15 3 88.2/11.8 968 30.38 . 4.02 29.14 3.18 0

20-Nov 8052 84 16.20 60 33 19 13/15 3 85.5/14.5 901 32.35 4.73 27.65 4.74 58

21-Nov| 8,280 | 107 16.20 | 53 33 16 13/15 3 88.5/11.5 860 32.94 2.35 33.32 5.72
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31-Oct 5400 88 17.10 81 39 15 9/13 4 78.9/21.1 604 38.50 6.33 24.54 5.06 52

1-Nov 6501 96 17.60 92 49 20 11/14 4 79.2/20.8 590 37.28 5.83 25.45 4.71 35

2-Nov 6500 n/a 17.50 87 40 18 10/14 4 80/20 625 37.33 5.63 25.81 4.90 29

3-Nov 6880 100 16.00 66 33 19 9/10 4 80.3/19.7 810 31.79 5.57 25.96 2.01 28

4-Nov 7306 110 16.00 62 31 18 11/14 5 81.5/18.5 700 31.20 3.45 30.41 8.40 0

5-Nov 7410 120 16.00 62 31 18 11/14 4 82.8/17.2 800 31.86 2.33 33.37 10.02 0

6-Nov 7520 n/a 16.10 62 30 17 11/14 4 32.8/17.2 800 32.22 2.63 32.53 8.98 0
7-Nov 7617 112 16.10 60 28 18 11/14 4 85.7/14.3 864 33.53 1.35 36.68 9.18 9

8-Nov 7869 112 16.00 57 27 17 11/14 2 83.1/16.9 913 31.52 3.01 31.52 5.10 0

9-Nov 7972 112 16.20 61 28 20 12/15 4 80.6/19.4 948 33.63 6.44 24.39 1.05 510

10-Nov 8020 114 16.50 53 32 18 12/15 3 84.1/15.9 926 34.57 3.60 30.07 5.05 131

11-Nov 8020 n/a 16.50 56 30 22 13/15 4 82.8/17.2 987 33.95 3.95 29.26 2.31 156

12-Nov 8020 n/a 18.40 94 45 23 13/16 3 82.1/17.9 803 43.41 5.36 26.31 1.30 72

13-Nov 8020 n/a 18.40 100 41 19 11/14 3 82.1/17.9 830 42.41 5.38 26.31 1.30 112

14-Nov 8020 n/a 18.00 99 44 19 13/16 2 81.9/18.1 790 40.21 5.02 27 1.85 80

15-Nov 8020 n/a 18.10 101 44 19 12/16 3 81.9/18.1 770 40.21 5.02 27 1.85 0
16-Nov 8020 n/a 18.00 103 44 19 13/16 2 81.9/18.1 800 40.21 i 5.02 27.00 1.85 0

17-Nov 8020 n/a 18.00 102 44 19 13/16 2 81.9/18.1 780 40.21 5.02 27.00 1.85 0

18-Nov 8020 n/a 18.00 102 44 19 13/16 2 81.9/18.1 802 40.59 5.85 25.42 0.00 0

19-Nov 8030 92 15.35 58 29 14 12/15 3 88.2/11.8 968 30.38 . 4.02 29.14 3.18 0

20-Nov 8052 84 16.20 60 33 19 13/15 3 85.5/14.5 901 32.35 4.73 27.65 4.74 58

21-Nov| 8,280 | 107 16.20 | 53 33 16 13/15 3 88.5/11.5 860 32.94 2.35 33.32 5.72



FIDELITY EXPLORATION AND PRODUCTION
INVERT MUD REPORTS

CANE CREEK UNIT#7-1H

DATE Flow Line ELECTRIC 24 HOURDEPTH WT FV PV YP GELS APIFILT OIL/WATER CORRECTEDSOLIDS NaCl%wt CaCl2%wt MgCl2%wt2013 Temp STABILITY MUD
LOSSES

22-Nov 8552 90 18.30 70 44 22 13/15 3 82.9/17.1 758 39.52 4.57 27.93 3.21 32

23-Nov 8785 98 16.20 57 31 18 13/16 3 82.1/12.9 912 32.58 8.08 21.63 2.36 37

24-Nov 8870 112 16.30 53 33 15 13/17 3 88.4/11.6 900 34.30 6.99 23.40 1.77 42

25-Nov 9127 112 16.15 51 34 12 12/17 3 90.9/9.1 950 32.97 3.06 31.36 1.04 14

26-Nov 8789 119 16.20 50 35 11 13/17 3 87.9/12.1 950 32.73 6.75 23.81 1.65 0

27-Nov 8906 118 16.20 54 35 16 13/18 3 87.9/12.1 1025 31.77 2.71 32.32 6.19 8

28-Nov 8920 118 16.20 52 35 14 14/18 3 88.5/11.5 925 32.28 2.15 33.92 6.49 5

29-Nov 9028 106 16.20 52 35 14 13/19 3 87.7/12.3 975 32.90 2.68 32.41 5.41 2

30-Nov 4557 90 18.30 79 49 22 14/20 3 86.1/13.9 835 40.47 2.18 33.85 4.57 48

1-Dec 9091 66 16.40 75 33 16 13/16 3 87.6/12.4 974 33.30 2.97 31.63 6.23 57

2-Dec 9495 110 16.30 55 28 17 11/15 2 87.5/12.5 936 34.05 2.88 31.83 4.66 54

3-Dec 10050 106 16.30 51 33 12 12/16 3 88.3/11.7 1000 33.72 1.72 35.29 6.40 7

4-Dec 8064 46 18.35 96 44 21 14/18 2 87.7/12.3 900 41.26 2.18 33.79 4.35 9

5-Dec 9067 44 16.45 88 30 17 12/16 2 87.5/12.5 950 34.08 3.16 31.12 4.69 23

6-Dec 10324 80 16.40 60 29 17 12/16 2 87.5/12.5 997 34.08 3.16 31.13 4.69 21

7-Dec 10402 80 16.40 59 28 15 10/14 2 88.2/11.8 998 34.86 2.77 32.18 3.30 0

8-Dec 10551 70 16.40 58 28 15 10/14 2 88.2/11.8 970 34.74 2.80 32.07 4.13 0

9-Dec 10692 76 16.40 58 29 15 11/14 2 88.2/11.8 1026 34.62 2.84 31.97 4.97 4

10-Dec 10911 92 16.35 62 28 16 12/16 2 88.3/11.7 1107 34.12 2.82 31.98 4.97 26

11-Dec 11243 84 16.15 60 27 15 11/15 2 88.4/11.6 1140 33.89 3.04 31.44 3.33 18

12-Dec 11805 67 16.30 62 28 20 13/18 2 88.3/11.7 1069 34.39 3.05 31.44 3.33 165

13-Dec 11941 78 16.20 60 27 15 12/15 2 88.4/11.6 1097 33.70 3.39 30.57 4.19 89

14-Dec 11941 76 16.20 60 27 15 12/15 2 88.4/11.6 1097 33.79 3.39 30.57 4.19 46

15-Dec 11941 86 18.40 78 43 21 14/19 2 87.7/12.3 852 41.60 3.27 30.87 2.69 130

16-Dec 100 82 18.40 79 43 23 14/19 2 87.7/12.3 881 41.45 2.03 6.03 0.53 104

17-Dec 8022 78 16.20 61 24 13 9/13 2 90.6/9.4 1241 34.74 2.29 33.45 2.55

FIDELITY EXPLORATION AND PRODUCTION
INVERT MUD REPORTS

CANE CREEK UNIT#7-1H

DATE Flow Line ELECTRIC 24 HOURDEPTH WT FV PV YP GELS APIFILT OIL/WATER CORRECTEDSOLIDS NaCl%wt CaCl2%wt MgCl2%wt2013 Temp STABILITY MUD
LOSSES

22-Nov 8552 90 18.30 70 44 22 13/15 3 82.9/17.1 758 39.52 4.57 27.93 3.21 32

23-Nov 8785 98 16.20 57 31 18 13/16 3 82.1/12.9 912 32.58 8.08 21.63 2.36 37

24-Nov 8870 112 16.30 53 33 15 13/17 3 88.4/11.6 900 34.30 6.99 23.40 1.77 42

25-Nov 9127 112 16.15 51 34 12 12/17 3 90.9/9.1 950 32.97 3.06 31.36 1.04 14

26-Nov 8789 119 16.20 50 35 11 13/17 3 87.9/12.1 950 32.73 6.75 23.81 1.65 0

27-Nov 8906 118 16.20 54 35 16 13/18 3 87.9/12.1 1025 31.77 2.71 32.32 6.19 8

28-Nov 8920 118 16.20 52 35 14 14/18 3 88.5/11.5 925 32.28 2.15 33.92 6.49 5

29-Nov 9028 106 16.20 52 35 14 13/19 3 87.7/12.3 975 32.90 2.68 32.41 5.41 2

30-Nov 4557 90 18.30 79 49 22 14/20 3 86.1/13.9 835 40.47 2.18 33.85 4.57 48

1-Dec 9091 66 16.40 75 33 16 13/16 3 87.6/12.4 974 33.30 2.97 31.63 6.23 57

2-Dec 9495 110 16.30 55 28 17 11/15 2 87.5/12.5 936 34.05 2.88 31.83 4.66 54

3-Dec 10050 106 16.30 51 33 12 12/16 3 88.3/11.7 1000 33.72 1.72 35.29 6.40 7

4-Dec 8064 46 18.35 96 44 21 14/18 2 87.7/12.3 900 41.26 2.18 33.79 4.35 9

5-Dec 9067 44 16.45 88 30 17 12/16 2 87.5/12.5 950 34.08 3.16 31.12 4.69 23

6-Dec 10324 80 16.40 60 29 17 12/16 2 87.5/12.5 997 34.08 3.16 31.13 4.69 21

7-Dec 10402 80 16.40 59 28 15 10/14 2 88.2/11.8 998 34.86 2.77 32.18 3.30 0

8-Dec 10551 70 16.40 58 28 15 10/14 2 88.2/11.8 970 34.74 2.80 32.07 4.13 0

9-Dec 10692 76 16.40 58 29 15 11/14 2 88.2/11.8 1026 34.62 2.84 31.97 4.97 4

10-Dec 10911 92 16.35 62 28 16 12/16 2 88.3/11.7 1107 34.12 2.82 31.98 4.97 26

11-Dec 11243 84 16.15 60 27 15 11/15 2 88.4/11.6 1140 33.89 3.04 31.44 3.33 18

12-Dec 11805 67 16.30 62 28 20 13/18 2 88.3/11.7 1069 34.39 3.05 31.44 3.33 165

13-Dec 11941 78 16.20 60 27 15 12/15 2 88.4/11.6 1097 33.70 3.39 30.57 4.19 89

14-Dec 11941 76 16.20 60 27 15 12/15 2 88.4/11.6 1097 33.79 3.39 30.57 4.19 46

15-Dec 11941 86 18.40 78 43 21 14/19 2 87.7/12.3 852 41.60 3.27 30.87 2.69 130

16-Dec 100 82 18.40 79 43 23 14/19 2 87.7/12.3 881 41.45 2.03 6.03 0.53 104

17-Dec 8022 78 16.20 61 24 13 9/13 2 90.6/9.4 1241 34.74 2.29 33.45 2.55

FIDELITY EXPLORATION AND PRODUCTION
INVERT MUD REPORTS

CANE CREEK UNIT#7-1H

DATE Flow Line ELECTRIC 24 HOURDEPTH WT FV PV YP GELS APIFILT OIL/WATER CORRECTEDSOLIDS NaCl%wt CaCl2%wt MgCl2%wt2013 Temp STABILITY MUD
LOSSES
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23-Nov 8785 98 16.20 57 31 18 13/16 3 82.1/12.9 912 32.58 8.08 21.63 2.36 37

24-Nov 8870 112 16.30 53 33 15 13/17 3 88.4/11.6 900 34.30 6.99 23.40 1.77 42

25-Nov 9127 112 16.15 51 34 12 12/17 3 90.9/9.1 950 32.97 3.06 31.36 1.04 14

26-Nov 8789 119 16.20 50 35 11 13/17 3 87.9/12.1 950 32.73 6.75 23.81 1.65 0

27-Nov 8906 118 16.20 54 35 16 13/18 3 87.9/12.1 1025 31.77 2.71 32.32 6.19 8

28-Nov 8920 118 16.20 52 35 14 14/18 3 88.5/11.5 925 32.28 2.15 33.92 6.49 5

29-Nov 9028 106 16.20 52 35 14 13/19 3 87.7/12.3 975 32.90 2.68 32.41 5.41 2

30-Nov 4557 90 18.30 79 49 22 14/20 3 86.1/13.9 835 40.47 2.18 33.85 4.57 48

1-Dec 9091 66 16.40 75 33 16 13/16 3 87.6/12.4 974 33.30 2.97 31.63 6.23 57

2-Dec 9495 110 16.30 55 28 17 11/15 2 87.5/12.5 936 34.05 2.88 31.83 4.66 54

3-Dec 10050 106 16.30 51 33 12 12/16 3 88.3/11.7 1000 33.72 1.72 35.29 6.40 7

4-Dec 8064 46 18.35 96 44 21 14/18 2 87.7/12.3 900 41.26 2.18 33.79 4.35 9

5-Dec 9067 44 16.45 88 30 17 12/16 2 87.5/12.5 950 34.08 3.16 31.12 4.69 23

6-Dec 10324 80 16.40 60 29 17 12/16 2 87.5/12.5 997 34.08 3.16 31.13 4.69 21

7-Dec 10402 80 16.40 59 28 15 10/14 2 88.2/11.8 998 34.86 2.77 32.18 3.30 0

8-Dec 10551 70 16.40 58 28 15 10/14 2 88.2/11.8 970 34.74 2.80 32.07 4.13 0

9-Dec 10692 76 16.40 58 29 15 11/14 2 88.2/11.8 1026 34.62 2.84 31.97 4.97 4

10-Dec 10911 92 16.35 62 28 16 12/16 2 88.3/11.7 1107 34.12 2.82 31.98 4.97 26

11-Dec 11243 84 16.15 60 27 15 11/15 2 88.4/11.6 1140 33.89 3.04 31.44 3.33 18

12-Dec 11805 67 16.30 62 28 20 13/18 2 88.3/11.7 1069 34.39 3.05 31.44 3.33 165

13-Dec 11941 78 16.20 60 27 15 12/15 2 88.4/11.6 1097 33.70 3.39 30.57 4.19 89

14-Dec 11941 76 16.20 60 27 15 12/15 2 88.4/11.6 1097 33.79 3.39 30.57 4.19 46

15-Dec 11941 86 18.40 78 43 21 14/19 2 87.7/12.3 852 41.60 3.27 30.87 2.69 130

16-Dec 100 82 18.40 79 43 23 14/19 2 87.7/12.3 881 41.45 2.03 6.03 0.53 104

17-Dec 8022 78 16.20 61 24 13 9/13 2 90.6/9.4 1241 34.74 2.29 33.45 2.55
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2-Dec 9495 110 16.30 55 28 17 11/15 2 87.5/12.5 936 34.05 2.88 31.83 4.66 54
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5-Dec 9067 44 16.45 88 30 17 12/16 2 87.5/12.5 950 34.08 3.16 31.12 4.69 23

6-Dec 10324 80 16.40 60 29 17 12/16 2 87.5/12.5 997 34.08 3.16 31.13 4.69 21

7-Dec 10402 80 16.40 59 28 15 10/14 2 88.2/11.8 998 34.86 2.77 32.18 3.30 0

8-Dec 10551 70 16.40 58 28 15 10/14 2 88.2/11.8 970 34.74 2.80 32.07 4.13 0

9-Dec 10692 76 16.40 58 29 15 11/14 2 88.2/11.8 1026 34.62 2.84 31.97 4.97 4

10-Dec 10911 92 16.35 62 28 16 12/16 2 88.3/11.7 1107 34.12 2.82 31.98 4.97 26

11-Dec 11243 84 16.15 60 27 15 11/15 2 88.4/11.6 1140 33.89 3.04 31.44 3.33 18

12-Dec 11805 67 16.30 62 28 20 13/18 2 88.3/11.7 1069 34.39 3.05 31.44 3.33 165

13-Dec 11941 78 16.20 60 27 15 12/15 2 88.4/11.6 1097 33.70 3.39 30.57 4.19 89
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16-Dec 100 82 18.40 79 43 23 14/19 2 87.7/12.3 881 41.45 2.03 6.03 0.53 104

17-Dec 8022 78 16.20 61 24 13 9/13 2 90.6/9.4 1241 34.74 2.29 33.45 2.55
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RECEIVED: Jan. 29, 2014

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-53626 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK UNIT 7-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500100000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0823 FNL 0874 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENE Section: 07 Township: 26.0S Range: 20.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

1 /27 /2014

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Cane Creek Unit 7-1 had first production on January 27, 2014. 352 BO
and 139 MCF.

NAME (PLEASE PRINT) PHONE NUMBER 
 Joy Gardner 720 956-5763

TITLE
 Sr. Engineering Tech

SIGNATURE
 N/A

DATE
 1 /29 /2014

January 30, 2014

Sundry Number: 47209 API Well Number: 43019500100000Sundry Number: 47209 API Well Number: 43019500100000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 7-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500100000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0823 FNL 0874 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 07 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

1/27/2014
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Cane Creek Unit 7-1 had first production on January 27, 2014. 352 BO Accepted by the
and 139 MCF. Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
January 30, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 1/29/2014

RECEIVED: Jan. 29,

Sundry Number: 47209 API Well Number: 43019500100000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 7-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500100000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0823 FNL 0874 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 07 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

1/27/2014
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Cane Creek Unit 7-1 had first production on January 27, 2014. 352 BO Accepted by the
and 139 MCF. Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
January 30, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 1/29/2014

RECEIVED: Jan. 29,

Sundry Number: 47209 API Well Number: 43019500100000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 7-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500100000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0823 FNL 0874 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 07 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

1/27/2014
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Cane Creek Unit 7-1 had first production on January 27, 2014. 352 BO Accepted by the
and 139 MCF. Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
January 30, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 1/29/2014

RECEIVED: Jan. 29,

Sundry Number: 47209 API Well Number: 43019500100000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 7-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500100000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0823 FNL 0874 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 07 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

1/27/2014
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Cane Creek Unit 7-1 had first production on January 27, 2014. 352 BO Accepted by the
and 139 MCF. Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
January 30, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 1/29/2014

RECEIVED: Jan. 29,

Sundry Number: 47209 API Well Number: 43019500100000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 7-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500100000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0823 FNL 0874 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 07 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

1/27/2014
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Cane Creek Unit 7-1 had first production on January 27, 2014. 352 BO Accepted by the
and 139 MCF. Utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
January 30, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 1/29/2014

RECEIVED: Jan. 29,



RECEIVED: Feb. 05, 2014

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-53626 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK UNIT 7-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500100000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0823 FNL 0874 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENE Section: 07 Township: 26.0S Range: 20.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

2 /5 /2014

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Please see the attached chronological well report for January, 2014.

NAME (PLEASE PRINT) PHONE NUMBER 
 Joy Gardner 720 956-5763

TITLE
 Sr. Engineering Tech

SIGNATURE
 N/A

DATE
 2 /5 /2014

February 05, 2014

Sundry Number: 47537 API Well Number: 43019500100000Sundry Number: 47537 API Well Number: 43019500100000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 7-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500100000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0823 FNL 0874 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 07 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

2/5/2014
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Please see the attached chronological well report for January, 2014. Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
February 05, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 2/5/2014

RECEIVED: Feb. 05,

Sundry Number: 47537 API Well Number: 43019500100000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 7-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500100000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0823 FNL 0874 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 07 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

2/5/2014
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Please see the attached chronological well report for January, 2014. Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
February 05, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 2/5/2014

RECEIVED: Feb. 05,

Sundry Number: 47537 API Well Number: 43019500100000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 7-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500100000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0823 FNL 0874 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 07 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

2/5/2014
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Please see the attached chronological well report for January, 2014. Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
February 05, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 2/5/2014

RECEIVED: Feb. 05,

Sundry Number: 47537 API Well Number: 43019500100000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 7-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500100000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0823 FNL 0874 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 07 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

2/5/2014
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Please see the attached chronological well report for January, 2014. Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
February 05, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 2/5/2014

RECEIVED: Feb. 05,

Sundry Number: 47537 API Well Number: 43019500100000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 7-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500100000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1700 Lincoln Street Ste 2800 , Denver, CO, 80203 720 931-6459 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0823 FNL 0874 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 07 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

2/5/2014
WILDCAT WELL DETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Please see the attached chronological well report for January, 2014. Accepted by the
utah Division of

Oil, Gas and Mining

FOR RECORD ONLY
February 05, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Joy Gardner 720 956-5763 Sr. Engineering Tech

SIGNATURE DATE
N/A 2/5/2014

RECEIVED: Feb. 05,



RECEIVED: Feb. 05, 2014

Page  1/2

Well Name: Cane Creek Unit 7-1

Report Printed:   2/5/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin

Paradox Basin
Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Operator

Fidelity E&P
Completions Start Date

1/5/2014
Completions Finished Date

1/24/2014
Well Status

PROD
Job Category

Completion
Job Typ

Original
Job SubTyp Planned Start Date

1/4/2014
Start Date

1/5/2014
End Date

Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date

1/5/2014 06:00
Report End Date

1/6/2014 06:00
Operations at Report Time

MIRU #21, MI rig equip, ND tree, NU BOPs, MI tanks and fluids
Operations Summary

MIRU #21, MI rig equip, ND tree, NU BOPs, MI tanks and fluids
Operations Next Report Period

Weather

Sunny and Clear
Wellbore

Original Hole
Daily Contacts

Job Contact Position Office

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 SDFN SDFN

07:00 1.00 2.00 GOP Crew travel

08:00 1.00 3.00 SMTG Hold safety meeting and discuss job. MIRU Monument rig #21 from the CC  
13-1H. 

09:00 7.00 10.00 RMOV MI and spot all rig equip. MI and spot the catwalk, racks, swivel, manifold,  
rig tank, pump, BOPs & acc. ND the security head on the well. NU the  
Vision 10,000# BOPs, 5000# annular & Washington head. Cont to MI 400  
bbls tanks and completion fluids.  

16:00 0.50 10.50 GOP SI csg & BOPs.

16:30 1.00 11.50 SDFN Secure Well   /   SDFN   /   Travel

17:30 12.50 24.00 SDFN SDFN

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in)
ID Nom Min  

(in)
Prop 
Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A… pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Report for: 1/5/2014
Report #: 1

Sundry Number: 47537 API Well Number: 43019500100000Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/5/2014
Report #: 1

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 1/5/2014 1/24/2014 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Original 1/4/2014 1/5/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

1/5/2014 06:00 1/6/2014 06:00
Operations at Report Time

MIRU #21, MI rig equip, ND tree, NU BOPs, MI tanks and fluids
Operations Summary

MIRU #21, MI rig equip, ND tree, NU BOPs, MI tanks and fluids
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 SDFN SDFN
07:00 1.00 2.00 GOP Crew travel
08:00 1.00 3.00 SMTG Hold safety meeting and discuss job. MIRU Monument rig #21 from the CC

13-1H.

09:00 7.00 10.00 RMOV MI and spot all rig equip. MI and spot the catwalk, racks, swivel, manifold,
rig tank, pump, BOPs & acc. ND the security head on the well. NU the
Vision 10,000# BOPs, 5000# annular & Washington head. Cont to MI 400
bbls tanks and completion fluids.

16:00 0.50 10.50 GOP SI csg & BOPs.
16:30 1.00 11.50 SDFN Secure Well / SDFN / Travel
17:30 12.50 24.00 SDFN SDFN
Casing & Liners

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

7/1/2013 Conductor 103.0 No
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No
10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No
12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Page 1/2 Report Printed:

Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/5/2014
Report #: 1

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 1/5/2014 1/24/2014 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Original 1/4/2014 1/5/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

1/5/2014 06:00 1/6/2014 06:00
Operations at Report Time

MIRU #21, MI rig equip, ND tree, NU BOPs, MI tanks and fluids
Operations Summary

MIRU #21, MI rig equip, ND tree, NU BOPs, MI tanks and fluids
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 SDFN SDFN

07:00 1.00 2.00 GOP Crew travel
08:00 1.00 3.00 SMTG Hold safety meeting and discuss job. MIRU Monument rig #21 from the CC

13-1H.

09:00 7.00 10.00 RMOV MI and spot all rig equip. MI and spot the catwalk, racks, swivel, manifold,
rig tank, pump, BOPs & acc. ND the security head on the well. NU the
Vision 10,000# BOPs, 5000# annular & Washington head. Cont to MI 400
bbls tanks and completion fluids.

16:00 0.50 10.50 GOP SI csg & BOPs.

16:30 1.00 11.50 SDFN Secure Well / SDFN / Travel

17:30 12.50 24.00 SDFN SDFN

Casing & Liners
Set Depth OD Nom Max ID Nom Min Prop

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Page 1/2 Report Printed:

Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/5/2014
Report #: 1

Well Name: Cane Creek Unit 7-1
APl/UWI - xcaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 1/5/2014 1/24/2014 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Original 1/4/2014 1/5/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

1/5/2014 06:00 1/6/2014 06:00
Operations at Report Time

MIRU #21, MI rig equip, ND tree, NU BOPs, MI tanks and fluids
Operations Summary

MIRU #21, MI rig equip, ND tree, NU BOPs, MI tanks and fluids
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 SDFN SDFN

07:00 1.00 2.00 GOP Crew travel
08:00 1.00 3.00 SMTG Hold safety meeting and discuss job. MIRU Monument rig #21 from the CC

13-1H.

09:00 7.00 10.00 RMOV MI and spot all rig equip. MI and spot the catwalk, racks, swivel, manifold,
rig tank, pump, BOPs & acc. ND the security head on the well. NU the
Vision 10,000# BOPs, 5000# annular & Washington head. Cont to MI 400
bbls tanks and completion fluids.

16:00 0.50 10.50 GOP SI csg & BOPs.

16:30 1.00 11.50 SDFN Secure Well / SDFN / Travel

17:30 12.50 24.00 SDFN SDFN

Casing & Liners
Set Depth OD Nom Max ID Nom Min Prop

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Page 1/2 Report Printed:

Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/5/2014
Report #: 1

Well Name: Cane Creek Unit 7-1
APl/UWI - xcaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 1/5/2014 1/24/2014 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Original 1/4/2014 1/5/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

1/5/2014 06:00 1/6/2014 06:00
Operations at Report Time

MIRU #21, MI rig equip, ND tree, NU BOPs, MI tanks and fluids
Operations Summary

MIRU #21, MI rig equip, ND tree, NU BOPs, MI tanks and fluids
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 SDFN SDFN

07:00 1.00 2.00 GOP Crew travel
08:00 1.00 3.00 SMTG Hold safety meeting and discuss job. MIRU Monument rig #21 from the CC

13-1H.

09:00 7.00 10.00 RMOV MI and spot all rig equip. MI and spot the catwalk, racks, swivel, manifold,
rig tank, pump, BOPs & acc. ND the security head on the well. NU the
Vision 10,000# BOPs, 5000# annular & Washington head. Cont to MI 400
bbls tanks and completion fluids.

16:00 0.50 10.50 GOP SI csg & BOPs.

16:30 1.00 11.50 SDFN Secure Well / SDFN / Travel

17:30 12.50 24.00 SDFN SDFN

Casing & Liners
Set Depth OD Nom Max ID Nom Min Prop

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Page 1/2 Report Printed:

Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/5/2014
Report #: 1

Well Name: Cane Creek Unit 7-1
APl/UWI - xcaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 1/5/2014 1/24/2014 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Original 1/4/2014 1/5/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

1/5/2014 06:00 1/6/2014 06:00
Operations at Report Time

MIRU #21, MI rig equip, ND tree, NU BOPs, MI tanks and fluids
Operations Summary

MIRU #21, MI rig equip, ND tree, NU BOPs, MI tanks and fluids
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 SDFN SDFN

07:00 1.00 2.00 GOP Crew travel
08:00 1.00 3.00 SMTG Hold safety meeting and discuss job. MIRU Monument rig #21 from the CC

13-1H.

09:00 7.00 10.00 RMOV MI and spot all rig equip. MI and spot the catwalk, racks, swivel, manifold,
rig tank, pump, BOPs & acc. ND the security head on the well. NU the
Vision 10,000# BOPs, 5000# annular & Washington head. Cont to MI 400
bbls tanks and completion fluids.

16:00 0.50 10.50 GOP SI csg & BOPs.

16:30 1.00 11.50 SDFN Secure Well / SDFN / Travel

17:30 12.50 24.00 SDFN SDFN

Casing & Liners
Set Depth OD Nom Max ID Nom Min Prop

Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Page 1/2 Report Printed:

alexishuefner
Sticky Note
API on drilling reports should be 4301950010



RECEIVED: Feb. 05, 2014

Page  2/2

Well Name: Cane Creek Unit 7-1

Report Printed:   2/5/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin

Paradox Basin
Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu… Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (lb/gal) Conc BH (lb/gal)

Perforations
Date

1/24/2014
Type

Perforated
Top (ftKB)

7,920.0
Btm (ftKB)

8,880.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

5,40
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

9,035.0
Btm (ftKB)

9,125.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

480
String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

10,205.0
Btm (ftKB)

10,555.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

1,98
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

10,595.0
Btm (ftKB)

10,950.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,00
4

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

11,000.0
Btm (ftKB)

11,395.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,23
2

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

11,445.0
Btm (ftKB)

11,870.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,40
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Report for: 1/5/2014
Report #: 1

Sundry Number: 47537 API Well Number: 43019500100000Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/5/2014
Report #: 1

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 7,920.0 8,880.0 Original Hole Cane Creek, Original 5,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 9,035.0 9,125.0 Original Hole Cane Creek, Original 480 Production, 11,938.0ftKB
Hole

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,205.0 10,555.0 Original Hole Cane Creek, Original 1,98 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,595.0 10,950.0 Original Hole Cane Creek, Original 2,00 Production, 11,938.0ftKB
Hole 4

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,000.0 11,395.0 Original Hole Cane Creek, Original 2,23 Production, 11,938.0ftKB
Hole 2

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,445.0 11,870.0 Original Hole Cane Creek, Original 2,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status
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Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/5/2014
Report #: 1
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APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
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Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated
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Hole

Perforation Statuses
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Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated
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Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated
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Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated
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Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status
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Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/5/2014
Report #: 1

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
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Perforation Statuses
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Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated
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Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/5/2014
Report #: 1
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Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status
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Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/5/2014
Report #: 1
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RECEIVED: Feb. 05, 2014

Page  1/2

Well Name: Cane Creek Unit 7-1

Report Printed:   2/5/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin

Paradox Basin
Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Operator

Fidelity E&P
Completions Start Date

1/5/2014
Completions Finished Date

1/24/2014
Well Status

PROD
Job Category

Completion
Job Typ

Original
Job SubTyp Planned Start Date

1/4/2014
Start Date

1/5/2014
End Date

Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date

1/6/2014 06:00
Report End Date

1/7/2014 06:00
Operations at Report Time

Test BOPs, recieve tbg, TIH 7'' scraper assembly, EOT @ 5435'.
Operations Summary

Test BOPs, recieve tbg, TIH 7'' scraper assembly, EOT @5435'.
Operations Next Report Period

Weather

Sunny and Clear
Wellbore

Original Hole
Daily Contacts

Job Contact Position Office

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 SDFN SDFN

07:00 1.00 2.00 GOP Crew travel

08:00 0.50 2.50 SMTG Hold safety meeting and discuss job. SICP- 0# Prep for BOP tests.

08:30 5.00 7.50 BOPT Prep Cameron to test the BOPs and annulus. Test the 10,000# equip to  
8,000# (high) & 250# (low). Test the 5000# equip to 4500# (high) & 250#  
(low). All ended up being good tests. MI tbg from TCAP. Unload 200 jnts of  
2 7/8'' 6.5# N-80 EUE 8rd tbg. Unload 20 jnts of 2 3/8'' 4.7# N-80 EUE 8rd  
tbg. MI & unload 43 jnts of 2 7/8'' 6.5# N-80 EUE 8rd tbg from the CC 13-
1H. MI & unload 48 jnts of 2 3/8'' 4.7# N-80 EUE 8rd tbg from the CC 26-
2H. MI and unload 85 jnts of  the 2 3/8'' 5.95# HTC/IJ P-110 work string.  

13:30 3.50 11.00 TRIP RD & release the Cameron test unit. Prep to TIH 7'' scraper assembly. TIH  
the 7'' scraper assembly as follows: 6'' (3) blade drag bit, Weatherford 7''  
csg scraper, BS, 1 jnt of 2 7/8'' 6.5# N-80 EUE 8rd tbg, X nipple (2.313'' ID),  
167 jnts of 2 7/8'' 6.5# N-80 EUE 8rd tbg. Tally and PU jnts off of the rig  
racks. TIH 168 jnts, EOT @ 5435'. Ld the tbg in the rig slips.

17:00 0.50 11.50 GOP SI tbg, csg and BOPs.

17:30 1.00 12.50 SDFN Secure Well   /   SDFN   /   Travel

18:30 11.50 24.00 SDFN SDFN

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in)
ID Nom Min  

(in)
Prop 
Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Report for: 1/6/2014
Report #: 2

Sundry Number: 47537 API Well Number: 43019500100000Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/6/2014
Report #: 2

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 1/5/2014 1/24/2014 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Original 1/4/2014 1/5/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

1/6/2014 06:00 1/7/2014 06:00
Operations at Report Time

Test BOPs, recieve tbg, TlH 7" scraper assembly, EOT @5435'.
Operations Summary

Test BOPs, recieve tbg, TlH 7" scraper assembly, EOT @5435'.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 SDFN SDFN
07:00 1.00 2.00 GOP Crew travel
08:00 0.50 2.50 SMTG Hold safety meeting and discuss job. SICP- 0# Prep for BOP tests.
08:30 5.00 7.50 BOPT Prep Cameron to test the BOPs and annulus. Test the 10,000# equip to

8,000# (high) & 250# (low). Test the 5000# equip to 4500# (high) & 250#
(low). All ended up being good tests. MI tbg from TCAP. Unload 200 jnts of
2 7/8" 6.5# N-80 EUE 8rd tbg. Unload 20 jnts of 2 3/8" 4.7# N-80 EUE 8rd
tbg. MI & unload 43 jnts of 2 7/8" 6.5# N-80 EUE 8rd tbg from the CC 13-
1H. MI & unload 48 jnts of 2 3/8" 4.7# N-80 EUE 8rd tbg from the CC 26-
2H. MI and unload 85 jnts of the 2 3/8" 5.95# HTC/lJ P-110 work string.

13:30 3.50 11.00 TRIP RD & release the Cameron test unit. Prep to TlH 7" scraper assembly. TlH
the 7" scraper assembly as follows: 6" (3) blade drag bit, Weatherford 7"
csg scraper, BS, 1 jnt of 2 7/8" 6.5# N-80 EUE 8rd tbg, X nipple (2.313" ID),
167 jnts of 2 7/8" 6.5# N-80 EUE 8rd tbg. Tally and PU jnts off of the rig
racks. TlH 168 jnts, EOT @5435'. Ld the tbg in the rig slips.

17:00 0.50 11.50 GOP SI tbg, csg and BOPs.
17:30 1.00 12.50 SDFN Secure Well / SDFN / Travel
18:30 11.50 24.00 SDFN SDFN
Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

7/1/2013 Conductor 103.0 No
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No
10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No
12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor
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Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/6/2014
Report #: 2

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 1/5/2014 1/24/2014 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Original 1/4/2014 1/5/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

1/6/2014 06:00 1/7/2014 06:00
Operations at Report Time

Test BOPs, recieve tbg, TlH 7" scraper assembly, EOT @5435'.
Operations Summary

Test BOPs, recieve tbg, TlH 7" scraper assembly, EOT @5435'.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 SDFN SDFN

07:00 1.00 2.00 GOP Crew travel
08:00 0.50 2.50 SMTG Hold safety meeting and discuss job. SICP- 0# Prep for BOP tests.
08:30 5.00 7.50 BOPT Prep Cameron to test the BOPs and annulus. Test the 10,000# equip to

8,000# (high) & 250# (low). Test the 5000# equip to 4500# (high) & 250#
(low). All ended up being good tests. MI tbg from TCAP. Unload 200 jnts of
2 7/8" 6.5# N-80 EUE 8rd tbg. Unload 20 jnts of 2 3/8" 4.7# N-80 EUE 8rd
tbg. MI & unload 43 jnts of 2 7/8" 6.5# N-80 EUE 8rd tbg from the CC 13-
1H. MI & unload 48 jnts of 2 3/8" 4.7# N-80 EUE 8rd tbg from the CC 26-
2H. MI and unload 85 jnts of the 2 3/8" 5.95# HTC/lJ P-110 work string.

13:30 3.50 11.00 TRIP RD & release the Cameron test unit. Prep to TlH 7" scraper assembly. TlH
the 7" scraper assembly as follows: 6" (3) blade drag bit, Weatherford 7"
csg scraper, BS, 1 jnt of 2 7/8" 6.5# N-80 EUE 8rd tbg, X nipple (2.313" ID),
167 jnts of 2 7/8" 6.5# N-80 EUE 8rd tbg. Tally and PU jnts off of the rig
racks. TlH 168 jnts, EOT @5435'. Ld the tbg in the rig slips.

17:00 0.50 11.50 GOP SI tbg, csg and BOPs.

17:30 1.00 12.50 SDFN Secure Well / SDFN / Travel

18:30 11.50 24.00 SDFN SDFN

Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor
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Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/6/2014
Report #: 2

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
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Report Start Date Report End Date
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Weather Wellbore
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Time Log
Cum Dur
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17:00 0.50 11.50 GOP SI tbg, csg and BOPs.

17:30 1.00 12.50 SDFN Secure Well / SDFN / Travel

18:30 11.50 24.00 SDFN SDFN

Casing & Line-s
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10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
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Tubing Components
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Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor
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2H. MI and unload 85 jnts of the 2 3/8" 5.95# HTC/lJ P-110 work string.

13:30 3.50 11.00 TRIP RD & release the Cameron test unit. Prep to TlH 7" scraper assembly. TlH
the 7" scraper assembly as follows: 6" (3) blade drag bit, Weatherford 7"
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(low). All ended up being good tests. MI tbg from TCAP. Unload 200 jnts of
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1H. MI & unload 48 jnts of 2 3/8" 4.7# N-80 EUE 8rd tbg from the CC 26-
2H. MI and unload 85 jnts of the 2 3/8" 5.95# HTC/lJ P-110 work string.

13:30 3.50 11.00 TRIP RD & release the Cameron test unit. Prep to TlH 7" scraper assembly. TlH
the 7" scraper assembly as follows: 6" (3) blade drag bit, Weatherford 7"
csg scraper, BS, 1 jnt of 2 7/8" 6.5# N-80 EUE 8rd tbg, X nipple (2.313" ID),
167 jnts of 2 7/8" 6.5# N-80 EUE 8rd tbg. Tally and PU jnts off of the rig
racks. TlH 168 jnts, EOT @5435'. Ld the tbg in the rig slips.

17:00 0.50 11.50 GOP SI tbg, csg and BOPs.
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Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No
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Tubing
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Date Type String Wellbore Stim/Treat Company StimTreat Supervisor
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Well Name: Cane Creek Unit 7-1

Report Printed:   2/5/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin

Paradox Basin
Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A… pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu… Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (lb/gal) Conc BH (lb/gal)

Perforations
Date

1/24/2014
Type

Perforated
Top (ftKB)

7,920.0
Btm (ftKB)

8,880.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

5,40
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

9,035.0
Btm (ftKB)

9,125.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

480
String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

10,205.0
Btm (ftKB)

10,555.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

1,98
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

10,595.0
Btm (ftKB)

10,950.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,00
4

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

11,000.0
Btm (ftKB)

11,395.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,23
2

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

11,445.0
Btm (ftKB)

11,870.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,40
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Report for: 1/6/2014
Report #: 2

Sundry Number: 47537 API Well Number: 43019500100000Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/6/2014
Report #: 2

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 7,920.0 8,880.0 Original Hole Cane Creek, Original 5,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 9,035.0 9,125.0 Original Hole Cane Creek, Original 480 Production, 11,938.0ftKB
Hole

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,205.0 10,555.0 Original Hole Cane Creek, Original 1,98 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,595.0 10,950.0 Original Hole Cane Creek, Original 2,00 Production, 11,938.0ftKB
Hole 4

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,000.0 11,395.0 Original Hole Cane Creek, Original 2,23 Production, 11,938.0ftKB
Hole 2

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,445.0 11,870.0 Original Hole Cane Creek, Original 2,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status
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FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/6/2014
Report #: 2
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County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
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Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)
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Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated
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Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated
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Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,205.0 10,555.0 Original Hole Cane Creek, Original 1,98 Production, 11,938.0ftKB
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Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,595.0 10,950.0 Original Hole Cane Creek, Original 2,00 Production, 11,938.0ftKB
Hole 4

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated
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FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/6/2014
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Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
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Well Name: Cane Creek Unit 7-1

Report Printed:   2/5/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin

Paradox Basin
Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Operator

Fidelity E&P
Completions Start Date

1/5/2014
Completions Finished Date

1/24/2014
Well Status

PROD
Job Category

Completion
Job Typ

Original
Job SubTyp Planned Start Date

1/4/2014
Start Date

1/5/2014
End Date

Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date

1/7/2014 06:00
Report End Date

1/8/2014 06:00
Operations at Report Time

Cont TIH, hole problems, TOOH, TIH kill string.
Operations Summary

Cont to TIH, hole problems, TOOH, TIH kill string
Operations Next Report Period

Weather

Sunny and Clear
Wellbore

Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew travel

07:00 0.50 1.50 SMTG Hold safety meeting and discuss job. SITP- 0#   SICP- 0#

07:30 2.50 4.00 TRIP Cont to TIH with the 7'' scraper assembly. Tag up on the Baker RBP @  
7187'. Tag 10' in on jnt #223.

10:00 4.50 8.50 TRIP Make a short trip. During the short trip the assembly hung up 1 std up.  
Work the string up and down to free up. Cont to work the string up hole.  
Hanging up at different depth each time. Not just hanging up in csg collars.  
There is something very hard above the scraper assembly or on it. Having  
to pull as much as 25,000# to 30,000# over to work the string up the hole.  
With 115 jnts left in the hole the string began to pull freer. There was no  
excess drag on the string. Cont to TOOH. Checked the scraper while still in  
the BOPs. There was nothing noticeable on top of the scraper. LD the  
scraper assembly. The scraper has some scars on it from the debris that  
hung the string. TIH a kill string to 3195'. TIH a notched collar, 1 jnt if 2 7/8''  
N-80 tbg X nipple ( 2.313'' ID ), 99 jnts of 2 7/8'' N-80 tbg.

14:30 0.50 9.00 GOP Ld the tbg in the slips,. Stab the TIW valve & SI.

15:00 1.00 10.00 GOP SI tbg, sccg & BOPs. Set up pump and tank.

16:00 1.00 11.00 SDFN Secure Well   /   SDFN   /   travel

17:00 13.00 24.00 SDFN SDFN

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in)
ID Nom Min  

(in)
Prop 
Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Report for: 1/7/2014
Report #: 3

Sundry Number: 47537 API Well Number: 43019500100000Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/7/2014
Report #: 3

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 1/5/2014 1/24/2014 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Original 1/4/2014 1/5/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

1/7/2014 06:00 1/8/2014 06:00
Operations at Report Time

Cont TlH, hole problems, TOOH, TlH kill string.
Operations Summary

Cont to TlH, hole problems, TOOH, TlH kill string
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew travel
07:00 0.50 1.50 SMTG Hold safety meeting and discuss job. SITP- 0# SICP- 0#
07:30 2.50 4.00 TRIP Cont to TlH with the 7" scraper assembly. Tag up on the Baker RBP @

7187'. Tag 10' in on jnt #223.

10:00 4.50 8.50 TRIP Make a short trip. During the short trip the assembly hung up 1 std up.
Work the string up and down to free up. Cont to work the string up hole.
Hanging up at different depth each time. Not just hanging up in csg collars.
There is something very hard above the scraper assembly or on it. Having
to pull as much as 25,000# to 30,000#over to work the string up the hole.
With 115 jnts left in the hole the string began to pull freer. There was no
excess drag on the string. Cont to TOOH. Checked the scraper while still in
the BOPs. There was nothing noticeable on top of the scraper. LD the
scraper assembly. The scraper has some scars on it from the debris that
hung the string. TlH a kill string to 3195'. TlH a notched collar, 1 jnt if 2 7/8"
N-80 tbg X nipple ( 2.313" ID ), 99 jnts of 2 7/8" N-80 tbg.

14:30 0.50 9.00 GOP Ld the tbg in the slips,. Stab the TlW valve & SI.
15:00 1.00 10.00 GOP SI tbg, sccg & BOPs. Set up pump and tank.
16:00 1.00 11.00 SDFN Secure Well / SDFN / travel
17:00 13.00 24.00 SDFN SDFN
Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

7/1/2013 Conductor 103.0 No
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11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No
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Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
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Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor
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Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor
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Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/7/2014
Report #: 3

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 1/5/2014 1/24/2014 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Original 1/4/2014 1/5/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

1/7/2014 06:00 1/8/2014 06:00
Operations at Report Time

Cont TlH, hole problems, TOOH, TlH kill string.
Operations Summary

Cont to TlH, hole problems, TOOH, TlH kill string
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew travel
07:00 0.50 1.50 SMTG Hold safety meeting and discuss job. SITP- 0# SICP- 0#

07:30 2.50 4.00 TRIP Cont to TlH with the 7" scraper assembly. Tag up on the Baker RBP @
7187'. Tag 10' in on jnt #223.

10:00 4.50 8.50 TRIP Make a short trip. During the short trip the assembly hung up 1 std up.
Work the string up and down to free up. Cont to work the string up hole.
Hanging up at different depth each time. Not just hanging up in csg collars.
There is something very hard above the scraper assembly or on it. Having
to pull as much as 25,000# to 30,000#over to work the string up the hole.
With 115 jnts left in the hole the string began to pull freer. There was no
excess drag on the string. Cont to TOOH. Checked the scraper while still in
the BOPs. There was nothing noticeable on top of the scraper. LD the
scraper assembly. The scraper has some scars on it from the debris that
hung the string. TlH a kill string to 3195'. TlH a notched collar, 1 jnt if 2 7/8"
N-80 tbg X nipple ( 2.313" ID ), 99 jnts of 2 7/8" N-80 tbg.

14:30 0.50 9.00 GOP Ld the tbg in the slips,. Stab the TlW valve & SI.

15:00 1.00 10.00 GOP SI tbg, sccg & BOPs. Set up pump and tank.
16:00 1.00 11.00 SDFN Secure Well / SDFN / travel
17:00 13.00 24.00 SDFN SDFN

Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
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Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor
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Well Name: Cane Creek Unit 7-1

Report Printed:   2/5/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin

Paradox Basin
Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A… pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu… Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (lb/gal) Conc BH (lb/gal)

Perforations
Date

1/24/2014
Type

Perforated
Top (ftKB)

7,920.0
Btm (ftKB)

8,880.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

5,40
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

9,035.0
Btm (ftKB)

9,125.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

480
String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

10,205.0
Btm (ftKB)

10,555.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

1,98
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

10,595.0
Btm (ftKB)

10,950.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,00
4

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

11,000.0
Btm (ftKB)

11,395.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,23
2

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

11,445.0
Btm (ftKB)

11,870.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,40
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Report for: 1/7/2014
Report #: 3

Sundry Number: 47537 API Well Number: 43019500100000Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/7/2014
Report #: 3

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 7,920.0 8,880.0 Original Hole Cane Creek, Original 5,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 9,035.0 9,125.0 Original Hole Cane Creek, Original 480 Production, 11,938.0ftKB
Hole

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,205.0 10,555.0 Original Hole Cane Creek, Original 1,98 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,595.0 10,950.0 Original Hole Cane Creek, Original 2,00 Production, 11,938.0ftKB
Hole 4

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,000.0 11,395.0 Original Hole Cane Creek, Original 2,23 Production, 11,938.0ftKB
Hole 2

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,445.0 11,870.0 Original Hole Cane Creek, Original 2,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status
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Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 9,035.0 9,125.0 Original Hole Cane Creek, Original 480 Production, 11,938.0ftKB
Hole

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,205.0 10,555.0 Original Hole Cane Creek, Original 1,98 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,595.0 10,950.0 Original Hole Cane Creek, Original 2,00 Production, 11,938.0ftKB
Hole 4

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,000.0 11,395.0 Original Hole Cane Creek, Original 2,23 Production, 11,938.0ftKB
Hole 2

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,445.0 11,870.0 Original Hole Cane Creek, Original 2,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status
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Well Name: Cane Creek Unit 7-1

Report Printed:   2/5/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin

Paradox Basin
Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Operator

Fidelity E&P
Completions Start Date

1/5/2014
Completions Finished Date

1/24/2014
Well Status

PROD
Job Category

Completion
Job Typ

Original
Job SubTyp Planned Start Date

1/4/2014
Start Date

1/5/2014
End Date

Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date

1/8/2014 06:00
Report End Date

1/9/2014 06:00
Operations at Report Time

TOOH, TIH w/magnet, TOOH w/ magnet, test csg, TIH kill string
Operations Summary

TOOH, TIH w/  magnet, TOOH w/ magnet, test csg, TIH w/ kill string.
Operations Next Report Period

Weather

Sunny and Clear
Wellbore

Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew travel

07:00 0.50 1.50 SMTG Hold safety meeting and discuss job.   SITP- 0#   SICP- 0#

07:30 1.50 3.00 TRIP TOOH w/kill string. PU 5.750'' magnet.

09:00 2.50 5.50 TRIP TIH w/ magnet as follows: Weatherford 5.750'' magnet, Xover to 2 7/8'' 8rd,  
Xover 2 7/8'' to 2 3/8'' 8rd, 2 3/8'' perf sub, Xover 2 3/8'' to 2 7/8'' 8rd, 1 jnt  
of 2 7/8'' N-80 tbg, Xnipple ( 2.313'' ID ), 222 jnts of 2 7/8'' 6.5# N-80 EUE  
8rd tbg. Tag up @7187'. No stall or drag on the magnet during the TIH.

11:30 3.50 9.00 TRIP TOOH w/ magnet assembly. Dragging and stalling every tbg collar during  
the TOOH. Hanging up on the tbg collars. Pulling 25,000# to get through  
the obstruction. Unable to tell what is hanging up the tbg. Pulled 96 jnts  
(3096') and then pulled free for the rest of the trip. Noticed that the top of  
the collars were damaged for the last 3190' of tbg pulled. LD and inspect  
the magnet. Inspection of the magnet showed that the collar were shaved  
in the damaged area. Shavings were as much as 1.50'' long. Many  
shavings were on the magnet. This mean there are many shavings on the  
plug from the trip yesterday.  

15:00 1.00 10.00 TRIP TIH w/ notched collar and 100 jnts of 2 7/8'' N-80 tbg for a kill string. EOT  
@ 3137'.

16:00 0.50 10.50 WTST Open the valve on the 9 5/8'' csg. Pressure up the 7'' csg for a test to  
2500#. Good test. Bleed off the pressure.  

16:30 0.50 11.00 GOP SI tbg, csg and BOPs.

17:00 1.00 12.00 SDFN Secure Well   /   SDFN   /   Travel

18:00 12.00 24.00 SDFN SDFN

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in)
ID Nom Min  

(in)
Prop 
Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Report for: 1/8/2014
Report #: 4

Sundry Number: 47537 API Well Number: 43019500100000Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/8/2014
Report #: 4

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 1/5/2014 1/24/2014 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Original 1/4/2014 1/5/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

1/8/2014 06:00 1/9/2014 06:00
Operations at Report Time

TOOH, TlH w/magnet, TOOH w/ magnet, test csg, TlH kill string
Operations Summary

TOOH, TlH w/ magnet, TOOH w/ magnet, test csg, TlH w/ kill string.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew travel
07:00 0.50 1.50 SMTG Hold safety meeting and discuss job. SITP-0# SICP-0#

07:30 1.50 3.00 TRIP TOOH w/kill string. PU 5.750" magnet.
09:00 2.50 5.50 TRIP TlH w/ magnet as follows: Weatherford 5.750" magnet, Xover to 2 7/8" 8rd,

Xover 2 7/8" to 2 3/8" 8rd, 2 3/8" perf sub, Xover 2 3/8" to 2 7/8" 8rd, 1 jnt
of 2 7/8" N-80 tbg, Xnipple ( 2.313" ID ), 222 jnts of 2 7/8" 6.5# N-80 EUE
8rd tbg. Tag up @7187'.No stall or drag on the magnet during the TlH.

11:30 3.50 9.00 TRIP TOOH w/ magnet assembly. Dragging and stalling every tbg collar during
the TOOH. Hanging up on the tbg collars. Pulling 25,000# to get through
the obstruction. Unable to tell what is hanging up the tbg. Pulled 96 jnts
(3096') and then pulled free for the rest of the trip. Noticed that the top of
the collars were damaged for the last 3190' of tbg pulled. LD and inspect
the magnet. Inspection of the magnet showed that the collar were shaved
in the damaged area. Shavings were as much as 1.50" long. Many
shavings were on the magnet. This mean there are many shavings on the
plug from the trip yesterday.

15:00 1.00 10.00 TRIP TlH w/ notched collar and 100 jnts of 2 7/8" N-80 tbg for a kill string. EOT
@3137'.

16:00 0.50 10.50 WTST Open the valve on the 9 5/8" csg. Pressure up the 7" csg for a test to
2500#. Good test. Bleed off the pressure.

16:30 0.50 11.00 GOP SI tbg, csg and BOPs.
17:00 1.00 12.00 SDFN Secure Well / SDFN / Travel
18:00 12.00 24.00 SDFN SDFN
Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

7/1/2013 Conductor 103.0 No
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No
10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No
12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
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Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/8/2014
Report #: 4

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 1/5/2014 1/24/2014 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Original 1/4/2014 1/5/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

1/8/2014 06:00 1/9/2014 06:00
Operations at Report Time

TOOH, TlH w/magnet, TOOH w/ magnet, test csg, TlH kill string
Operations Summary

TOOH, TlH w/ magnet, TOOH w/ magnet, test csg, TlH w/ kill string.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew travel
07:00 0.50 1.50 SMTG Hold safety meeting and discuss job. SITP-0# SICP-0#

07:30 1.50 3.00 TRIP TOOH w/kill string. PU 5.750" magnet.

09:00 2.50 5.50 TRIP TlH w/ magnet as follows: Weatherford 5.750" magnet, Xover to 2 7/8" 8rd,
Xover 2 7/8" to 2 3/8" 8rd, 2 3/8" perf sub, Xover 2 3/8" to 2 7/8" 8rd, 1 jnt
of 2 7/8" N-80 tbg, Xnipple ( 2.313" ID ), 222 jnts of 2 7/8" 6.5# N-80 EUE
8rd tbg. Tag up @7187'.No stall or drag on the magnet during the TlH.

11:30 3.50 9.00 TRIP TOOH w/ magnet assembly. Dragging and stalling every tbg collar during
the TOOH. Hanging up on the tbg collars. Pulling 25,000# to get through
the obstruction. Unable to tell what is hanging up the tbg. Pulled 96 jnts
(3096') and then pulled free for the rest of the trip. Noticed that the top of
the collars were damaged for the last 3190' of tbg pulled. LD and inspect
the magnet. Inspection of the magnet showed that the collar were shaved
in the damaged area. Shavings were as much as 1.50" long. Many
shavings were on the magnet. This mean there are many shavings on the
plug from the trip yesterday.

15:00 1.00 10.00 TRIP TlH w/ notched collar and 100 jnts of 2 7/8" N-80 tbg for a kill string. EOT
@3137'.

16:00 0.50 10.50 WTST Open the valve on the 9 5/8" csg. Pressure up the 7" csg for a test to
2500#. Good test. Bleed off the pressure.

16:30 0.50 11.00 GOP SI tbg, csg and BOPs.

17:00 1.00 12.00 SDFN Secure Well / SDFN / Travel

18:00 12.00 24.00 SDFN SDFN

Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
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Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/8/2014
Report #: 4

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 1/5/2014 1/24/2014 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Original 1/4/2014 1/5/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

1/8/2014 06:00 1/9/2014 06:00
Operations at Report Time

TOOH, TlH w/magnet, TOOH w/ magnet, test csg, TlH kill string
Operations Summary

TOOH, TlH w/ magnet, TOOH w/ magnet, test csg, TlH w/ kill string.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew travel
07:00 0.50 1.50 SMTG Hold safety meeting and discuss job. SITP-0# SICP-0#

07:30 1.50 3.00 TRIP TOOH w/kill string. PU 5.750" magnet.

09:00 2.50 5.50 TRIP TlH w/ magnet as follows: Weatherford 5.750" magnet, Xover to 2 7/8" 8rd,
Xover 2 7/8" to 2 3/8" 8rd, 2 3/8" perf sub, Xover 2 3/8" to 2 7/8" 8rd, 1 jnt
of 2 7/8" N-80 tbg, Xnipple ( 2.313" ID ), 222 jnts of 2 7/8" 6.5# N-80 EUE
8rd tbg. Tag up @7187'.No stall or drag on the magnet during the TlH.

11:30 3.50 9.00 TRIP TOOH w/ magnet assembly. Dragging and stalling every tbg collar during
the TOOH. Hanging up on the tbg collars. Pulling 25,000# to get through
the obstruction. Unable to tell what is hanging up the tbg. Pulled 96 jnts
(3096') and then pulled free for the rest of the trip. Noticed that the top of
the collars were damaged for the last 3190' of tbg pulled. LD and inspect
the magnet. Inspection of the magnet showed that the collar were shaved
in the damaged area. Shavings were as much as 1.50" long. Many
shavings were on the magnet. This mean there are many shavings on the
plug from the trip yesterday.

15:00 1.00 10.00 TRIP TlH w/ notched collar and 100 jnts of 2 7/8" N-80 tbg for a kill string. EOT
@3137'.

16:00 0.50 10.50 WTST Open the valve on the 9 5/8" csg. Pressure up the 7" csg for a test to
2500#. Good test. Bleed off the pressure.

16:30 0.50 11.00 GOP SI tbg, csg and BOPs.

17:00 1.00 12.00 SDFN Secure Well / SDFN / Travel

18:00 12.00 24.00 SDFN SDFN

Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
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Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/8/2014
Report #: 4

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 1/5/2014 1/24/2014 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Original 1/4/2014 1/5/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

1/8/2014 06:00 1/9/2014 06:00
Operations at Report Time

TOOH, TlH w/magnet, TOOH w/ magnet, test csg, TlH kill string
Operations Summary

TOOH, TlH w/ magnet, TOOH w/ magnet, test csg, TlH w/ kill string.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew travel
07:00 0.50 1.50 SMTG Hold safety meeting and discuss job. SITP-0# SICP-0#

07:30 1.50 3.00 TRIP TOOH w/kill string. PU 5.750" magnet.

09:00 2.50 5.50 TRIP TlH w/ magnet as follows: Weatherford 5.750" magnet, Xover to 2 7/8" 8rd,
Xover 2 7/8" to 2 3/8" 8rd, 2 3/8" perf sub, Xover 2 3/8" to 2 7/8" 8rd, 1 jnt
of 2 7/8" N-80 tbg, Xnipple ( 2.313" ID ), 222 jnts of 2 7/8" 6.5# N-80 EUE
8rd tbg. Tag up @7187'.No stall or drag on the magnet during the TlH.

11:30 3.50 9.00 TRIP TOOH w/ magnet assembly. Dragging and stalling every tbg collar during
the TOOH. Hanging up on the tbg collars. Pulling 25,000# to get through
the obstruction. Unable to tell what is hanging up the tbg. Pulled 96 jnts
(3096') and then pulled free for the rest of the trip. Noticed that the top of
the collars were damaged for the last 3190' of tbg pulled. LD and inspect
the magnet. Inspection of the magnet showed that the collar were shaved
in the damaged area. Shavings were as much as 1.50" long. Many
shavings were on the magnet. This mean there are many shavings on the
plug from the trip yesterday.

15:00 1.00 10.00 TRIP TlH w/ notched collar and 100 jnts of 2 7/8" N-80 tbg for a kill string. EOT
@3137'.

16:00 0.50 10.50 WTST Open the valve on the 9 5/8" csg. Pressure up the 7" csg for a test to
2500#. Good test. Bleed off the pressure.

16:30 0.50 11.00 GOP SI tbg, csg and BOPs.

17:00 1.00 12.00 SDFN Secure Well / SDFN / Travel

18:00 12.00 24.00 SDFN SDFN

Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
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Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/8/2014
Report #: 4

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 1/5/2014 1/24/2014 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Original 1/4/2014 1/5/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

1/8/2014 06:00 1/9/2014 06:00
Operations at Report Time

TOOH, TlH w/magnet, TOOH w/ magnet, test csg, TlH kill string
Operations Summary

TOOH, TlH w/ magnet, TOOH w/ magnet, test csg, TlH w/ kill string.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew travel
07:00 0.50 1.50 SMTG Hold safety meeting and discuss job. SITP-0# SICP-0#

07:30 1.50 3.00 TRIP TOOH w/kill string. PU 5.750" magnet.

09:00 2.50 5.50 TRIP TlH w/ magnet as follows: Weatherford 5.750" magnet, Xover to 2 7/8" 8rd,
Xover 2 7/8" to 2 3/8" 8rd, 2 3/8" perf sub, Xover 2 3/8" to 2 7/8" 8rd, 1 jnt
of 2 7/8" N-80 tbg, Xnipple ( 2.313" ID ), 222 jnts of 2 7/8" 6.5# N-80 EUE
8rd tbg. Tag up @7187'.No stall or drag on the magnet during the TlH.

11:30 3.50 9.00 TRIP TOOH w/ magnet assembly. Dragging and stalling every tbg collar during
the TOOH. Hanging up on the tbg collars. Pulling 25,000# to get through
the obstruction. Unable to tell what is hanging up the tbg. Pulled 96 jnts
(3096') and then pulled free for the rest of the trip. Noticed that the top of
the collars were damaged for the last 3190' of tbg pulled. LD and inspect
the magnet. Inspection of the magnet showed that the collar were shaved
in the damaged area. Shavings were as much as 1.50" long. Many
shavings were on the magnet. This mean there are many shavings on the
plug from the trip yesterday.

15:00 1.00 10.00 TRIP TlH w/ notched collar and 100 jnts of 2 7/8" N-80 tbg for a kill string. EOT
@3137'.

16:00 0.50 10.50 WTST Open the valve on the 9 5/8" csg. Pressure up the 7" csg for a test to
2500#. Good test. Bleed off the pressure.

16:30 0.50 11.00 GOP SI tbg, csg and BOPs.

17:00 1.00 12.00 SDFN Secure Well / SDFN / Travel

18:00 12.00 24.00 SDFN SDFN

Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
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Well Name: Cane Creek Unit 7-1

Report Printed:   2/5/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin

Paradox Basin
Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A… pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu… Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (lb/gal) Conc BH (lb/gal)

Perforations
Date

1/24/2014
Type

Perforated
Top (ftKB)

7,920.0
Btm (ftKB)

8,880.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

5,40
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

9,035.0
Btm (ftKB)

9,125.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

480
String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

10,205.0
Btm (ftKB)

10,555.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

1,98
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

10,595.0
Btm (ftKB)

10,950.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,00
4

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

11,000.0
Btm (ftKB)

11,395.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,23
2

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

11,445.0
Btm (ftKB)

11,870.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,40
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Report for: 1/8/2014
Report #: 4

Sundry Number: 47537 API Well Number: 43019500100000Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/8/2014
Report #: 4

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 7,920.0 8,880.0 Original Hole Cane Creek, Original 5,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 9,035.0 9,125.0 Original Hole Cane Creek, Original 480 Production, 11,938.0ftKB
Hole

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,205.0 10,555.0 Original Hole Cane Creek, Original 1,98 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,595.0 10,950.0 Original Hole Cane Creek, Original 2,00 Production, 11,938.0ftKB
Hole 4

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,000.0 11,395.0 Original Hole Cane Creek, Original 2,23 Production, 11,938.0ftKB
Hole 2

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,445.0 11,870.0 Original Hole Cane Creek, Original 2,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status
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Report #: 4

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
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Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
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1/24/2014 Perforated 7,920.0 8,880.0 Original Hole Cane Creek, Original 5,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 9,035.0 9,125.0 Original Hole Cane Creek, Original 480 Production, 11,938.0ftKB
Hole

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,205.0 10,555.0 Original Hole Cane Creek, Original 1,98 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,595.0 10,950.0 Original Hole Cane Creek, Original 2,00 Production, 11,938.0ftKB
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Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated
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APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
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Well Name: Cane Creek Unit 7-1

Report Printed:   2/5/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin

Paradox Basin
Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Operator

Fidelity E&P
Completions Start Date

1/5/2014
Completions Finished Date

1/24/2014
Well Status

PROD
Job Category

Completion
Job Typ

Original
Job SubTyp Planned Start Date

1/4/2014
Start Date

1/5/2014
End Date

Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date

1/9/2014 06:00
Report End Date

1/10/2014 06:00
Operations at Report Time

TOOH, TIH w/ mill, mill, SI.
Operations Summary

TOOH, TIH w/ mill, mill, SI.
Operations Next Report Period

Weather

Sunny and Clear
Wellbore

Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew travel

07:00 0.50 1.50 SMTG Hold safety meeting and discuus job. SITP- 0#   SICP- 0#

07:30 1.50 3.00 TRIP TOOH w/ kill string. PU 6.00'' string mill.

09:00 3.25 6.25 TRIP TIH w/ string mill as follows: Notched collar, 1 jnt of 2 7/8'' N-80 tbg, Xover,  
Weatherford 6.00'' tapered string mill, Xover to 2 7/8'' 8rd, 1 jnt of 2 7/8'' N-
80 tbg, X nipple ( 2.313'' ID ), 124 jnts of 2 7/8'' 6.5# N-80 EUE 8rd tbg. Tag  
up on hanger problem in the gap @ 4001'.  

12:15 1.50 7.75 GOP Pull into the problem area a couple of times to insure that the mill is in the  
right area. PU the power swivel. Make a mark at the tag then drop the mill  
8''. Work the mill at 120 rpm. Mill at each depth for 5 min. Move up 2'' at a  
time after rotating in the spot for 5 min. Move 2'' at a time for 18''. Torqueing  
up as if the mill is mill on metal. After working the mill through the problem  
area, SD. Std back the swivel. PU 4 jnts of tbg and TIH below the hanger  
assembly. Pull up through the assembly. Hanging up on each tbg while  
pulling up hole, LD 4 jnts of tbg. Pull as much as 25,000bls over to pull free.   

13:45 0.75 8.50 GOP PU the power swivel. Tag up in the problem area. Drop the mill 8''. Work on  
the area as before. 5 min each spot then move up 2'' to the next spot.  
Torqueing up through the gap in the tie back assembly. Work the mill a  
total of 18''.  

14:30 1.00 9.50 GOP Std back the swivel. PU 4 jnts of tbg and TIH. Pull the collars back through  
the gap. Hanging up on every tbg collar as before, pulling over as much as  
25,000lbs. LD the 4 jnts of tbg. Ld the tbg in the rig slips. Talk to  
Weatherford about a spherical mill. Design a mill and have it machined.  
Order out the mill from Casper, Wy. The mill will be on location tomorrow.  
Leave the string in the hole for a kill string. EOT @ 4020'.  

15:30 0.50 10.00 GOP SI tbg, csg and BOPs. Drain pump and lines.

16:00 1.00 11.00 SDFN Secure Well   /   SDFN   /   Travel

17:00 13.00 24.00 SDFN SDFN

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in)
ID Nom Min  

(in)
Prop 
Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Report for: 1/9/2014
Report #: 5

Sundry Number: 47537 API Well Number: 43019500100000Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/9/2014
Report #: 5

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 1/5/2014 1/24/2014 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Original 1/4/2014 1/5/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

1/9/2014 06:00 1/10/2014 06:00
Operations at Report Time

TOOH, TlH w/ mill, mill, SI.
Operations Summary

TOOH, TlH w/ mill, mill, SI.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew travel
07:00 0.50 1.50 SMTG Hold safety meeting and discuus job. SITP-0# SICP-0#

07:30 1.50 3.00 TRIP TOOH w/ kill string. PU 6.00" string mill.
09:00 3.25 6.25 TRIP TlH w/ string mill as follows: Notched collar, 1 jnt of 2 7/8" N-80 tbg, Xover,

Weatherford 6.00" tapered string mill, Xover to 2 7/8" 8rd, 1 jnt of 2 7/8" N-
80 tbg, X nipple ( 2.313" ID ), 124 jnts of 2 7/8" 6.5# N-80 EUE 8rd tbg. Tag
up on hanger problem in the gap @4001'.

12:15 1.50 7.75 GOP Pull into the problem area a couple of times to insure that the mill is in the
right area. PU the power swivel. Make a mark at the tag then drop the mill
8". Work the mill at 120 rpm. Mill at each depth for 5 min. Move up 2" at a
time after rotating in the spot for 5 min. Move 2" at a time for 18". Torqueing
up as if the mill is mill on metal. After working the mill through the problem
area, SD. Std back the swivel. PU 4 jnts of tbg and TlH below the hanger
assembly. Pull up through the assembly. Hanging up on each tbg while
pulling up hole, LD 4 jnts of tbg. Pull as much as 25,000bls over to pull free.

13:45 0.75 8.50 GOP PU the power swivel. Tag up in the problem area. Drop the mill 8". Work on
the area as before. 5 min each spot then move up 2" to the next spot.
Torqueing up through the gap in the tie back assembly. Work the mill a
total of 18".

14:30 1.00 9.50 GOP Std back the swivel. PU 4 jnts of tbg and TlH. Pull the collars back through
the gap. Hanging up on every tbg collar as before, pulling over as much as
25,000Ibs. LD the 4 jnts of tbg. Ld the tbg in the rig slips. Talk to
Weatherford about a spherical mill. Design a mill and have it machined.
Order out the mill from Casper, Wy. The mill will be on location tomorrow.
Leave the string in the hole for a kill string. EOT @4020'.

15:30 0.50 10.00 GOP SI tbg, csg and BOPs. Drain pump and lines.
16:00 1.00 11.00 SDFN Secure Well / SDFN / Travel
17:00 13.00 24.00 SDFN SDFN
Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

7/1/2013 Conductor 103.0 No
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No
10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No
12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
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07:00 0.50 1.50 SMTG Hold safety meeting and discuus job. SITP-0# SICP-0#

07:30 1.50 3.00 TRIP TOOH w/ kill string. PU 6.00" string mill.

09:00 3.25 6.25 TRIP TlH w/ string mill as follows: Notched collar, 1 jnt of 2 7/8" N-80 tbg, Xover,
Weatherford 6.00" tapered string mill, Xover to 2 7/8" 8rd, 1 jnt of 2 7/8" N-
80 tbg, X nipple ( 2.313" ID ), 124 jnts of 2 7/8" 6.5# N-80 EUE 8rd tbg. Tag
up on hanger problem in the gap @4001'.

12:15 1.50 7.75 GOP Pull into the problem area a couple of times to insure that the mill is in the
right area. PU the power swivel. Make a mark at the tag then drop the mill
8". Work the mill at 120 rpm. Mill at each depth for 5 min. Move up 2" at a
time after rotating in the spot for 5 min. Move 2" at a time for 18". Torqueing
up as if the mill is mill on metal. After working the mill through the problem
area, SD. Std back the swivel. PU 4 jnts of tbg and TlH below the hanger
assembly. Pull up through the assembly. Hanging up on each tbg while
pulling up hole, LD 4 jnts of tbg. Pull as much as 25,000bls over to pull free.

13:45 0.75 8.50 GOP PU the power swivel. Tag up in the problem area. Drop the mill 8". Work on
the area as before. 5 min each spot then move up 2" to the next spot.
Torqueing up through the gap in the tie back assembly. Work the mill a
total of 18".

14:30 1.00 9.50 GOP Std back the swivel. PU 4 jnts of tbg and TlH. Pull the collars back through
the gap. Hanging up on every tbg collar as before, pulling over as much as
25,000Ibs. LD the 4 jnts of tbg. Ld the tbg in the rig slips. Talk to
Weatherford about a spherical mill. Design a mill and have it machined.
Order out the mill from Casper, Wy. The mill will be on location tomorrow.
Leave the string in the hole for a kill string. EOT @4020'.

15:30 0.50 10.00 GOP SI tbg, csg and BOPs. Drain pump and lines.

16:00 1.00 11.00 SDFN Secure Well / SDFN / Travel

17:00 13.00 24.00 SDFN SDFN

Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
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Weatherford 6.00" tapered string mill, Xover to 2 7/8" 8rd, 1 jnt of 2 7/8" N-
80 tbg, X nipple ( 2.313" ID ), 124 jnts of 2 7/8" 6.5# N-80 EUE 8rd tbg. Tag
up on hanger problem in the gap @4001'.

12:15 1.50 7.75 GOP Pull into the problem area a couple of times to insure that the mill is in the
right area. PU the power swivel. Make a mark at the tag then drop the mill
8". Work the mill at 120 rpm. Mill at each depth for 5 min. Move up 2" at a
time after rotating in the spot for 5 min. Move 2" at a time for 18". Torqueing
up as if the mill is mill on metal. After working the mill through the problem
area, SD. Std back the swivel. PU 4 jnts of tbg and TlH below the hanger
assembly. Pull up through the assembly. Hanging up on each tbg while
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the gap. Hanging up on every tbg collar as before, pulling over as much as
25,000Ibs. LD the 4 jnts of tbg. Ld the tbg in the rig slips. Talk to
Weatherford about a spherical mill. Design a mill and have it machined.
Order out the mill from Casper, Wy. The mill will be on location tomorrow.
Leave the string in the hole for a kill string. EOT @4020'.

15:30 0.50 10.00 GOP SI tbg, csg and BOPs. Drain pump and lines.

16:00 1.00 11.00 SDFN Secure Well / SDFN / Travel

17:00 13.00 24.00 SDFN SDFN
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7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No
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right area. PU the power swivel. Make a mark at the tag then drop the mill
8". Work the mill at 120 rpm. Mill at each depth for 5 min. Move up 2" at a
time after rotating in the spot for 5 min. Move 2" at a time for 18". Torqueing
up as if the mill is mill on metal. After working the mill through the problem
area, SD. Std back the swivel. PU 4 jnts of tbg and TlH below the hanger
assembly. Pull up through the assembly. Hanging up on each tbg while
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Order out the mill from Casper, Wy. The mill will be on location tomorrow.
Leave the string in the hole for a kill string. EOT @4020'.
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right area. PU the power swivel. Make a mark at the tag then drop the mill
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time after rotating in the spot for 5 min. Move 2" at a time for 18". Torqueing
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the area as before. 5 min each spot then move up 2" to the next spot.
Torqueing up through the gap in the tie back assembly. Work the mill a
total of 18".

14:30 1.00 9.50 GOP Std back the swivel. PU 4 jnts of tbg and TlH. Pull the collars back through
the gap. Hanging up on every tbg collar as before, pulling over as much as
25,000Ibs. LD the 4 jnts of tbg. Ld the tbg in the rig slips. Talk to
Weatherford about a spherical mill. Design a mill and have it machined.
Order out the mill from Casper, Wy. The mill will be on location tomorrow.
Leave the string in the hole for a kill string. EOT @4020'.
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Well Name: Cane Creek Unit 7-1

Report Printed:   2/5/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin

Paradox Basin
Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A… pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu… Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (lb/gal) Conc BH (lb/gal)

Perforations
Date

1/24/2014
Type

Perforated
Top (ftKB)

7,920.0
Btm (ftKB)

8,880.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

5,40
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

9,035.0
Btm (ftKB)

9,125.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

480
String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

10,205.0
Btm (ftKB)

10,555.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

1,98
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

10,595.0
Btm (ftKB)

10,950.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,00
4

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

11,000.0
Btm (ftKB)

11,395.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,23
2

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

11,445.0
Btm (ftKB)

11,870.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,40
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Report for: 1/9/2014
Report #: 5

Sundry Number: 47537 API Well Number: 43019500100000Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/9/2014
Report #: 5

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 7,920.0 8,880.0 Original Hole Cane Creek, Original 5,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 9,035.0 9,125.0 Original Hole Cane Creek, Original 480 Production, 11,938.0ftKB
Hole

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,205.0 10,555.0 Original Hole Cane Creek, Original 1,98 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,595.0 10,950.0 Original Hole Cane Creek, Original 2,00 Production, 11,938.0ftKB
Hole 4

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,000.0 11,395.0 Original Hole Cane Creek, Original 2,23 Production, 11,938.0ftKB
Hole 2

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,445.0 11,870.0 Original Hole Cane Creek, Original 2,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status
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Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/9/2014
Report #: 5

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 7,920.0 8,880.0 Original Hole Cane Creek, Original 5,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 9,035.0 9,125.0 Original Hole Cane Creek, Original 480 Production, 11,938.0ftKB
Hole

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,205.0 10,555.0 Original Hole Cane Creek, Original 1,98 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,595.0 10,950.0 Original Hole Cane Creek, Original 2,00 Production, 11,938.0ftKB
Hole 4

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,000.0 11,395.0 Original Hole Cane Creek, Original 2,23 Production, 11,938.0ftKB
Hole 2

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,445.0 11,870.0 Original Hole Cane Creek, Original 2,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status
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Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/9/2014
Report #: 5

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 7,920.0 8,880.0 Original Hole Cane Creek, Original 5,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 9,035.0 9,125.0 Original Hole Cane Creek, Original 480 Production, 11,938.0ftKB
Hole

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,205.0 10,555.0 Original Hole Cane Creek, Original 1,98 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,595.0 10,950.0 Original Hole Cane Creek, Original 2,00 Production, 11,938.0ftKB
Hole 4

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,000.0 11,395.0 Original Hole Cane Creek, Original 2,23 Production, 11,938.0ftKB
Hole 2

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,445.0 11,870.0 Original Hole Cane Creek, Original 2,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status
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Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/9/2014
Report #: 5

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
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Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 7,920.0 8,880.0 Original Hole Cane Creek, Original 5,40 Production, 11,938.0ftKB
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Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 9,035.0 9,125.0 Original Hole Cane Creek, Original 480 Production, 11,938.0ftKB
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Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,205.0 10,555.0 Original Hole Cane Creek, Original 1,98 Production, 11,938.0ftKB
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Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,595.0 10,950.0 Original Hole Cane Creek, Original 2,00 Production, 11,938.0ftKB
Hole 4

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,000.0 11,395.0 Original Hole Cane Creek, Original 2,23 Production, 11,938.0ftKB
Hole 2

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,445.0 11,870.0 Original Hole Cane Creek, Original 2,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Page 2/2 Report Printed:

Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/9/2014
Report #: 5

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 7,920.0 8,880.0 Original Hole Cane Creek, Original 5,40 Production, 11,938.0ftKB
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Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated
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Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated
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Date Top Depth (ftKB) Bottom Depth (ftKB) Status
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1/24/2014 Perforated 11,000.0 11,395.0 Original Hole Cane Creek, Original 2,23 Production, 11,938.0ftKB
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Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status
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Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status
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RECEIVED: Feb. 05, 2014

Page  1/2

Well Name: Cane Creek Unit 7-1

Report Printed:   2/5/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin

Paradox Basin
Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Operator

Fidelity E&P
Completions Start Date

1/5/2014
Completions Finished Date

1/24/2014
Well Status

PROD
Job Category

Completion
Job Typ

Original
Job SubTyp Planned Start Date

1/4/2014
Start Date

1/5/2014
End Date

Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date

1/10/2014 06:00
Report End Date

1/11/2014 06:00
Operations at Report Time

TOOH, TIH w/ overshot, SI.
Operations Summary

TOOH, TIH w/ overshot, SI.
Operations Next Report Period

Weather

Sunny and Clear
Wellbore

Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.00 2.00 SDFN SDFN

08:00 1.00 3.00 GOP Crew travel

09:00 0.50 3.50 SMTG Hold safety meeting and discuss job. SITP- 0#   SICP- 0#

09:30 2.00 5.50 TRIP TOOH w/mill string. LD the mill. The Xover and jnt under the mill was left in  
the hole. They must have vibrated off while milling. Inspection of the mill  
showed that the mill was milling on very hard metal. The mill was scared on  
the top and bottom of the cutting area.  

11:30 4.00 9.50 WOV Order out an overshot for the fish in the hole. Wait on tools.

15:30 2.00 11.50 TRIP Tools on location. PU Vision's 5 1/2'' overshot and TIH as follows: 5 1/2''  
overshot w/ 4 3/4'' grapples, Xover to 2 7/8'', 1 jnt of 2 7/8'' N-80 tbg, X  
nipple ( 2.313'' ID ), 143 jnt for 2 7/8'' 6.5# N-80 EUE 8rd tbg.  

17:30 0.50 12.00 GOP Ld the tbg in the rig slips, EOT @ 4666'. SI tbg, csg and BOPs.

18:00 1.00 13.00 SDFN Secure Well   /   SDFN   /   Travel

19:00 11.00 24.00 SDFN SDFN

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in)
ID Nom Min  

(in)
Prop 
Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A… pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Report for: 1/10/2014
Report #: 6

Sundry Number: 47537 API Well Number: 43019500100000Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/10/2014
Report #: 6

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 1/5/2014 1/24/2014 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Original 1/4/2014 1/5/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

1/10/2014 06:00 1/11/2014 06:00
Operations at Report Time

TOOH, TlH w/ overshot, SI.
Operations Summary

TOOH, TlH w/ overshot, SI.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.00 2.00 SDFN SDFN
08:00 1.00 3.00 GOP Crew travel
09:00 0.50 3.50 SMTG Hold safety meeting and discuss job. SITP- 0# SICP- 0#
09:30 2.00 5.50 TRIP TOOH w/mill string. LD the mill. The Xover and jnt under the mill was left in

the hole. They must have vibrated off while milling. Inspection of the mill
showed that the mill was milling on very hard metal. The mill was scared on
the top and bottom of the cutting area.

11:30 4.00 9.50 WOV Order out an overshot for the fish in the hole. Wait on tools.
15:30 2.00 11.50 TRIP Tools on location. PU Vision's 5 1/2" overshot and TlH as follows: 5 1/2"

overshot w/ 4 3/4" grapples, Xover to 2 7/8", 1 jnt of 2 7/8" N-80 tbg, X
nipple ( 2.313" ID ), 143 jnt for 2 7/8" 6.5# N-80 EUE 8rd tbg.

17:30 0.50 12.00 GOP Ld the tbg in the rig slips, EOT @4666'. SI tbg, csg and BOPs.
18:00 1.00 13.00 SDFN Secure Well / SDFN / Travel
19:00 11.00 24.00 SDFN SDFN
Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

7/1/2013 Conductor 103.0 No
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No
10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No
12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Page 1/2 Report Printed:

Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/10/2014
Report #: 6

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 1/5/2014 1/24/2014 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Original 1/4/2014 1/5/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

1/10/2014 06:00 1/11/2014 06:00
Operations at Report Time

TOOH, TlH w/ overshot, SI.
Operations Summary

TOOH, TlH w/ overshot, SI.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 2.00 2.00 SDFN SDFN

08:00 1.00 3.00 GOP Crew travel
09:00 0.50 3.50 SMTG Hold safety meeting and discuss job. SITP- 0# SICP- 0#

09:30 2.00 5.50 TRIP TOOH w/mill string. LD the mill. The Xover and jnt under the mill was left in
the hole. They must have vibrated off while milling. Inspection of the mill
showed that the mill was milling on very hard metal. The mill was scared on
the top and bottom of the cutting area.

11:30 4.00 9.50 WOV Order out an overshot for the fish in the hole. Wait on tools.
15:30 2.00 11.50 TRIP Tools on location. PU Vision's 5 1/2" overshot and TlH as follows: 5 1/2"

overshot w/ 4 3/4" grapples, Xover to 2 7/8", 1 jnt of 2 7/8" N-80 tbg, X
nipple ( 2.313" ID ), 143 jnt for 2 7/8" 6.5# N-80 EUE 8rd tbg.

17:30 0.50 12.00 GOP Ld the tbg in the rig slips, EOT @4666'. SI tbg, csg and BOPs.

18:00 1.00 13.00 SDFN Secure Well / SDFN / Travel

19:00 11.00 24.00 SDFN SDFN
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Fluid Additives
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RECEIVED: Feb. 05, 2014

Page  2/2

Well Name: Cane Creek Unit 7-1

Report Printed:   2/5/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin

Paradox Basin
Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu… Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (lb/gal) Conc BH (lb/gal)

Perforations
Date

1/24/2014
Type

Perforated
Top (ftKB)

7,920.0
Btm (ftKB)

8,880.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

5,40
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

9,035.0
Btm (ftKB)

9,125.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

480
String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

10,205.0
Btm (ftKB)

10,555.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

1,98
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

10,595.0
Btm (ftKB)

10,950.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,00
4

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

11,000.0
Btm (ftKB)

11,395.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,23
2

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

11,445.0
Btm (ftKB)

11,870.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,40
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Report for: 1/10/2014
Report #: 6

Sundry Number: 47537 API Well Number: 43019500100000Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/10/2014
Report #: 6

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 7,920.0 8,880.0 Original Hole Cane Creek, Original 5,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 9,035.0 9,125.0 Original Hole Cane Creek, Original 480 Production, 11,938.0ftKB
Hole

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,205.0 10,555.0 Original Hole Cane Creek, Original 1,98 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,595.0 10,950.0 Original Hole Cane Creek, Original 2,00 Production, 11,938.0ftKB
Hole 4

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,000.0 11,395.0 Original Hole Cane Creek, Original 2,23 Production, 11,938.0ftKB
Hole 2

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,445.0 11,870.0 Original Hole Cane Creek, Original 2,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status
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Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/10/2014
Report #: 6

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated
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Well Name: Cane Creek Unit 7-1

Report Printed:   2/5/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin

Paradox Basin
Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Operator

Fidelity E&P
Completions Start Date

1/5/2014
Completions Finished Date

1/24/2014
Well Status

PROD
Job Category

Completion
Job Typ

Original
Job SubTyp Planned Start Date

1/4/2014
Start Date

1/5/2014
End Date

Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date

1/11/2014 06:00
Report End Date

1/12/2014 06:00
Operations at Report Time

TIH w/ overshot, TOOH, TIH w/ mill, milll, SI.
Operations Summary

TIH w/ overshot, TOOH, TIH w/ mill, mill, SI.
Operations Next Report Period

Weather

Sunny and Clear
Wellbore

Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew travel.

07:00 0.50 1.50 SMTG Hold safety meeting ssand discuss job. SITP- 0# SICP- 0#

07:30 4.00 5.50 TRIP Cont to TIH w/ overshot. Tag up on the fish @ 7152'. Turn the string and  
the string dropped 1.0'. Set 10,000# on the fish. TOOH w/ the fish. LD the  
jnt of tbg and Xover. LD the overshot assembly.  

11:30 2.50 8.00 TRIP PU the new mill ( 6.00'' spherical ) and TIH as follows: Notched collar, 4  
jnts of 2 7/8'' 6.5# N-80 EUE 8rd tbg, Mill, 1 jnt of 2 7/8'' N-80 tbg, Xnipple  
( 2.313'' ID ), 125 jnts of 2 7/8'' 6.5# N-80 EUE 8rd tbg. Work the collars  
and mill through the hanger gap. Insure that the mill is at the right depth.  
Std back 1 std. PU the power swivel.   

14:00 1.50 9.50 GOP Mill from the bottom of the gap to the top part of the gap. Rotate the mill at  
80 rpms. Mill in a spot for 10 mins and then move up 2'' each time.  

15:30 0.50 10.00 GOP PU 6 jnts of tbg and TIH. LD the 6 jnts and check for drag on the tbg  
collars. You could fell some drag but it felt as though the mill was doing  
good.  

16:00 1.00 11.00 GOP Cont to mill on the gap area of the hanger as before.

17:00 0.75 11.75 GOP LD the power swivel. PU the mill to above the problem area. Ld the tbg in  
the rig slips. SI tbg, csg and BOPs.

17:45 1.00 12.75 SDFN Secure Well   /   SDFN   /   Travel

18:45 11.25 24.00 SDFN SDFN

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in)
ID Nom Min  

(in)
Prop 
Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Report for: 1/11/2014
Report #: 7

Sundry Number: 47537 API Well Number: 43019500100000Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/11/2014
Report #: 7

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 1/5/2014 1/24/2014 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Original 1/4/2014 1/5/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date
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Operations at Report Time

TlH w/ overshot, TOOH, TlH w/ mill, milll, SI.
Operations Summary

TlH w/ overshot, TOOH, TlH w/ mill, mill, SI.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew travel.
07:00 0.50 1.50 SMTG Hold safety meeting ssand discuss job. SITP- 0# SICP- 0#
07:30 4.00 5.50 TRIP Cont to TlH w/overshot. Tag up on the fish @7152'. Turn the string and

the string dropped 1.0'. Set 10,000# on the fish. TOOH w/ the fish. LD the
jnt of tbg and Xover. LD the overshot assembly.

11:30 2.50 8.00 TRIP PU the new mill (6.00" spherical ) and TlH as follows: Notched collar, 4
jnts of 2 7/8" 6.5# N-80 EUE 8rd tbg, Mill, 1 jnt of 2 7/8" N-80 tbg, Xnipple
( 2.313" ID ), 125 jnts of 2 7/8" 6.5# N-80 EUE 8rd tbg. Work the collars
and mill through the hanger gap. Insure that the mill is at the right depth.
Std back 1 std. PU the power swivel.

14:00 1.50 9.50 GOP Mill from the bottom of the gap to the top part of the gap. Rotate the mill at
80 rpms. Mill in a spot for 10 mins and then move up 2" each time.

15:30 0.50 10.00 GOP PU 6 jnts of tbg and TlH. LD the 6 jnts and check for drag on the tbg
collars. You could fell some drag but it felt as though the mill was doing
good.

16:00 1.00 11.00 GOP Cont to mill on the gap area of the hanger as before.
17:00 0.75 11.75 GOP LD the power swivel. PU the mill to above the problem area. Ld the tbg in

the rig slips. SI tbg, csg and BOPs.

17:45 1.00 12.75 SDFN Secure Well / SDFN / Travel
18:45 11.25 24.00 SDFN SDFN
Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?
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Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor
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Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/11/2014
Report #: 7

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 1/5/2014 1/24/2014 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Original 1/4/2014 1/5/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

1/11/2014 06:00 1/12/2014 06:00
Operations at Report Time

TlH w/ overshot, TOOH, TlH w/ mill, milll, SI.
Operations Summary

TlH w/ overshot, TOOH, TlH w/ mill, mill, SI.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew travel.
07:00 0.50 1.50 SMTG Hold safety meeting ssand discuss job. SITP- 0# SICP- 0#

07:30 4.00 5.50 TRIP Cont to TlH w/overshot. Tag up on the fish @7152'. Turn the string and
the string dropped 1.0'. Set 10,000# on the fish. TOOH w/ the fish. LD the
jnt of tbg and Xover. LD the overshot assembly.

11:30 2.50 8.00 TRIP PU the new mill (6.00" spherical ) and TlH as follows: Notched collar, 4
jnts of 2 7/8" 6.5# N-80 EUE 8rd tbg, Mill, 1 jnt of 2 7/8" N-80 tbg, Xnipple
( 2.313" ID ), 125 jnts of 2 7/8" 6.5# N-80 EUE 8rd tbg. Work the collars
and mill through the hanger gap. Insure that the mill is at the right depth.
Std back 1 std. PU the power swivel.

14:00 1.50 9.50 GOP Mill from the bottom of the gap to the top part of the gap. Rotate the mill at
80 rpms. Mill in a spot for 10 mins and then move up 2" each time.

15:30 0.50 10.00 GOP PU 6 jnts of tbg and TlH. LD the 6 jnts and check for drag on the tbg
collars. You could fell some drag but it felt as though the mill was doing
good.

16:00 1.00 11.00 GOP Cont to mill on the gap area of the hanger as before.

17:00 0.75 11.75 GOP LD the power swivel. PU the mill to above the problem area. Ld the tbg in
the rig slips. SI tbg, csg and BOPs.

17:45 1.00 12.75 SDFN Secure Well / SDFN / Travel

18:45 11.25 24.00 SDFN SDFN

Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No
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Date Type String Wellbore Stim/Treat Company StimTreat Supervisor
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Well Name: Cane Creek Unit 7-1

Report Printed:   2/5/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin

Paradox Basin
Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A… pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu… Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (lb/gal) Conc BH (lb/gal)

Perforations
Date

1/24/2014
Type

Perforated
Top (ftKB)

7,920.0
Btm (ftKB)

8,880.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

5,40
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

9,035.0
Btm (ftKB)

9,125.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

480
String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

10,205.0
Btm (ftKB)

10,555.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

1,98
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

10,595.0
Btm (ftKB)

10,950.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,00
4

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

11,000.0
Btm (ftKB)

11,395.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,23
2

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

11,445.0
Btm (ftKB)

11,870.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,40
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Report for: 1/11/2014
Report #: 7

Sundry Number: 47537 API Well Number: 43019500100000Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/11/2014
Report #: 7

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 7,920.0 8,880.0 Original Hole Cane Creek, Original 5,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 9,035.0 9,125.0 Original Hole Cane Creek, Original 480 Production, 11,938.0ftKB
Hole

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,205.0 10,555.0 Original Hole Cane Creek, Original 1,98 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,595.0 10,950.0 Original Hole Cane Creek, Original 2,00 Production, 11,938.0ftKB
Hole 4

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,000.0 11,395.0 Original Hole Cane Creek, Original 2,23 Production, 11,938.0ftKB
Hole 2

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,445.0 11,870.0 Original Hole Cane Creek, Original 2,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status
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Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 7,920.0 8,880.0 Original Hole Cane Creek, Original 5,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 9,035.0 9,125.0 Original Hole Cane Creek, Original 480 Production, 11,938.0ftKB
Hole

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,205.0 10,555.0 Original Hole Cane Creek, Original 1,98 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,595.0 10,950.0 Original Hole Cane Creek, Original 2,00 Production, 11,938.0ftKB
Hole 4

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,000.0 11,395.0 Original Hole Cane Creek, Original 2,23 Production, 11,938.0ftKB
Hole 2

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,445.0 11,870.0 Original Hole Cane Creek, Original 2,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status
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Well Name: Cane Creek Unit 7-1

Report Printed:   2/5/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin

Paradox Basin
Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Operator

Fidelity E&P
Completions Start Date

1/5/2014
Completions Finished Date

1/24/2014
Well Status

PROD
Job Category

Completion
Job Typ

Original
Job SubTyp Planned Start Date

1/4/2014
Start Date

1/5/2014
End Date

Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date

1/12/2014 06:00
Report End Date

1/13/2014 06:00
Operations at Report Time

Mill, TOOH w/mill, TIH w/notched collar to 5045', SI.
Operations Summary

Mill, TOOH w/ mill, TIH w/ notched collar to 5045', SI.
Operations Next Report Period

Weather

Sunny and Clear
Wellbore

Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 SDFN SDFN

07:00 1.00 2.00 GOP Crew travel

08:00 0.50 2.50 SMTG Hold safety meeting and discuss job.  SITP- 0#   SICP- 0#   PU the power  
swivel.

08:30 2.50 5.00 GOP PU  the 10' X 2 7/8'' pup. Begin milling on the hanger in the gap area. Mill  
from the bottom of the gap to the top of the gap. Stay in one spot for 10  
mins then move up 2''. Mill a distance of 26''. Torqueing up on the top and  
the bottom of the gap. Repeat this process 2 times. LD the power swivel.  

11:00 0.50 5.50 TRIP PU 6 jnts of tbg and TIH. LD the 6 jnts of tbg and check for drag on the  
collars. There was no noticeable tag or drag.  

11:30 2.25 7.75 TRIP LD the power swivel. TOOH w/ mill assembly. Inspection of the mill showed  
that the top and bottom was in contact with the top and bottom of the gap.  
The cutting surface was wore evenly. The mill looks good.  

13:45 2.25 10.00 TRIP TIH w/ the kill string as follows: Notched collar, 1 jnt of 2 7/8'' 6.5# N-80  
EUE 8rd tbg, X nipple ( 2.313'' ID ), 155 jnts of 2 7/8'' 6.5# N-80 EUE 8rd  
tbg. Monitor the tbg and tags as the tbg collars passed by the hanger.  
There was no noticeable tags going in the hole. Everything seems to be  
dressed and clean going in. EOT @ 5045'.

16:00 0.50 10.50 GOP Ld the tbg in the rig slips. SI tbg, csg and BOPs.

16:30 1.00 11.50 SDFN Secure Well   /   SDFN   /   Travel

17:30 12.50 24.00 SDFN SDFN

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in)
ID Nom Min  

(in)
Prop 
Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Report for: 1/12/2014
Report #: 8

Sundry Number: 47537 API Well Number: 43019500100000Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/12/2014
Report #: 8

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 1/5/2014 1/24/2014 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Original 1/4/2014 1/5/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

1/12/2014 06:00 1/13/2014 06:00
Operations at Report Time

Mill, TOOH w/mill, TlH w/notched collar to 5045', SI.
Operations Summary

Mill, TOOH w/ mill, TlH w/ notched collar to 5045', SI.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 SDFN SDFN
07:00 1.00 2.00 GOP Crew travel
08:00 0.50 2.50 SMTG Hold safety meeting and discuss job. SITP- 0# SICP- 0# PU the power

swivel.

08:30 2.50 5.00 GOP PU the 10' X 2 7/8" pup. Begin milling on the hanger in the gap area. Mill
from the bottom of the gap to the top of the gap. Stay in one spot for 10
mins then move up 2". Mill a distance of 26". Torqueing up on the top and
the bottom of the gap. Repeat this process 2 times. LD the power swivel.

11:00 0.50 5.50 TRIP PU 6 jnts of tbg and TlH. LD the 6 jnts of tbg and check for drag on the
collars. There was no noticeable tag or drag.

11:30 2.25 7.75 TRIP LD the power swivel. TOOH w/ mill assembly. Inspection of the mill showed
that the top and bottom was in contact with the top and bottom of the gap.
The cutting surface was wore evenly. The mill looks good.

13:45 2.25 10.00 TRIP TlH wl the kill string as follows: Notched collar, 1 jnt of 2 7/8" 6.5# N-80
EUE 8rd tbg, X nipple (2.313" ID ), 155 jnts of 2 7/8" 6.5# N-80 EUE 8rd
tbg. Monitor the tbg and tags as the tbg collars passed by the hanger.
There was no noticeable tags going in the hole. Everything seems to be
dressed and clean going in. EOT @5045'.

16:00 0.50 10.50 GOP Ld the tbg in the rig slips. SI tbg, csg and BOPs.
16:30 1.00 11.50 SDFN Secure Well / SDFN / Travel
17:30 12.50 24.00 SDFN SDFN
Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

7/1/2013 Conductor 103.0 No
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No
10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No
12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
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Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/12/2014
Report #: 8

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 1/5/2014 1/24/2014 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Original 1/4/2014 1/5/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

1/12/2014 06:00 1/13/2014 06:00
Operations at Report Time

Mill, TOOH w/mill, TlH w/notched collar to 5045', SI.
Operations Summary

Mill, TOOH w/ mill, TlH w/ notched collar to 5045', SI.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 SDFN SDFN

07:00 1.00 2.00 GOP Crew travel
08:00 0.50 2.50 SMTG Hold safety meeting and discuss job. SITP- 0# SICP- 0# PU the power

swivel.

08:30 2.50 5.00 GOP PU the 10' X 2 7/8" pup. Begin milling on the hanger in the gap area. Mill
from the bottom of the gap to the top of the gap. Stay in one spot for 10
mins then move up 2". Mill a distance of 26". Torqueing up on the top and
the bottom of the gap. Repeat this process 2 times. LD the power swivel.

11:00 0.50 5.50 TRIP PU 6 jnts of tbg and TlH. LD the 6 jnts of tbg and check for drag on the
collars. There was no noticeable tag or drag.

11:30 2.25 7.75 TRIP LD the power swivel. TOOH w/ mill assembly. Inspection of the mill showed
that the top and bottom was in contact with the top and bottom of the gap.
The cutting surface was wore evenly. The mill looks good.

13:45 2.25 10.00 TRIP TlH wl the kill string as follows: Notched collar, 1 jnt of 2 7/8" 6.5# N-80
EUE 8rd tbg, X nipple (2.313" ID ), 155 jnts of 2 7/8" 6.5# N-80 EUE 8rd
tbg. Monitor the tbg and tags as the tbg collars passed by the hanger.
There was no noticeable tags going in the hole. Everything seems to be
dressed and clean going in. EOT @5045'.

16:00 0.50 10.50 GOP Ld the tbg in the rig slips. SI tbg, csg and BOPs.

16:30 1.00 11.50 SDFN Secure Well / SDFN / Travel

17:30 12.50 24.00 SDFN SDFN

Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
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Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/12/2014
Report #: 8

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 1/5/2014 1/24/2014 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Original 1/4/2014 1/5/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

1/12/2014 06:00 1/13/2014 06:00
Operations at Report Time

Mill, TOOH w/mill, TlH w/notched collar to 5045', SI.
Operations Summary

Mill, TOOH w/ mill, TlH w/ notched collar to 5045', SI.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 SDFN SDFN

07:00 1.00 2.00 GOP Crew travel
08:00 0.50 2.50 SMTG Hold safety meeting and discuss job. SITP- 0# SICP- 0# PU the power

swivel.

08:30 2.50 5.00 GOP PU the 10' X 2 7/8" pup. Begin milling on the hanger in the gap area. Mill
from the bottom of the gap to the top of the gap. Stay in one spot for 10
mins then move up 2". Mill a distance of 26". Torqueing up on the top and
the bottom of the gap. Repeat this process 2 times. LD the power swivel.

11:00 0.50 5.50 TRIP PU 6 jnts of tbg and TlH. LD the 6 jnts of tbg and check for drag on the
collars. There was no noticeable tag or drag.

11:30 2.25 7.75 TRIP LD the power swivel. TOOH w/ mill assembly. Inspection of the mill showed
that the top and bottom was in contact with the top and bottom of the gap.
The cutting surface was wore evenly. The mill looks good.

13:45 2.25 10.00 TRIP TlH wl the kill string as follows: Notched collar, 1 jnt of 2 7/8" 6.5# N-80
EUE 8rd tbg, X nipple (2.313" ID ), 155 jnts of 2 7/8" 6.5# N-80 EUE 8rd
tbg. Monitor the tbg and tags as the tbg collars passed by the hanger.
There was no noticeable tags going in the hole. Everything seems to be
dressed and clean going in. EOT @5045'.

16:00 0.50 10.50 GOP Ld the tbg in the rig slips. SI tbg, csg and BOPs.

16:30 1.00 11.50 SDFN Secure Well / SDFN / Travel

17:30 12.50 24.00 SDFN SDFN

Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
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Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/12/2014
Report #: 8

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 1/5/2014 1/24/2014 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Original 1/4/2014 1/5/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

1/12/2014 06:00 1/13/2014 06:00
Operations at Report Time

Mill, TOOH w/mill, TlH w/notched collar to 5045', SI.
Operations Summary

Mill, TOOH w/ mill, TlH w/ notched collar to 5045', SI.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 SDFN SDFN

07:00 1.00 2.00 GOP Crew travel
08:00 0.50 2.50 SMTG Hold safety meeting and discuss job. SITP- 0# SICP- 0# PU the power

swivel.

08:30 2.50 5.00 GOP PU the 10' X 2 7/8" pup. Begin milling on the hanger in the gap area. Mill
from the bottom of the gap to the top of the gap. Stay in one spot for 10
mins then move up 2". Mill a distance of 26". Torqueing up on the top and
the bottom of the gap. Repeat this process 2 times. LD the power swivel.

11:00 0.50 5.50 TRIP PU 6 jnts of tbg and TlH. LD the 6 jnts of tbg and check for drag on the
collars. There was no noticeable tag or drag.

11:30 2.25 7.75 TRIP LD the power swivel. TOOH w/ mill assembly. Inspection of the mill showed
that the top and bottom was in contact with the top and bottom of the gap.
The cutting surface was wore evenly. The mill looks good.

13:45 2.25 10.00 TRIP TlH wl the kill string as follows: Notched collar, 1 jnt of 2 7/8" 6.5# N-80
EUE 8rd tbg, X nipple (2.313" ID ), 155 jnts of 2 7/8" 6.5# N-80 EUE 8rd
tbg. Monitor the tbg and tags as the tbg collars passed by the hanger.
There was no noticeable tags going in the hole. Everything seems to be
dressed and clean going in. EOT @5045'.

16:00 0.50 10.50 GOP Ld the tbg in the rig slips. SI tbg, csg and BOPs.

16:30 1.00 11.50 SDFN Secure Well / SDFN / Travel

17:30 12.50 24.00 SDFN SDFN

Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
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Cum Dur
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08:00 0.50 2.50 SMTG Hold safety meeting and discuss job. SITP- 0# SICP- 0# PU the power

swivel.

08:30 2.50 5.00 GOP PU the 10' X 2 7/8" pup. Begin milling on the hanger in the gap area. Mill
from the bottom of the gap to the top of the gap. Stay in one spot for 10
mins then move up 2". Mill a distance of 26". Torqueing up on the top and
the bottom of the gap. Repeat this process 2 times. LD the power swivel.

11:00 0.50 5.50 TRIP PU 6 jnts of tbg and TlH. LD the 6 jnts of tbg and check for drag on the
collars. There was no noticeable tag or drag.

11:30 2.25 7.75 TRIP LD the power swivel. TOOH w/ mill assembly. Inspection of the mill showed
that the top and bottom was in contact with the top and bottom of the gap.
The cutting surface was wore evenly. The mill looks good.

13:45 2.25 10.00 TRIP TlH wl the kill string as follows: Notched collar, 1 jnt of 2 7/8" 6.5# N-80
EUE 8rd tbg, X nipple (2.313" ID ), 155 jnts of 2 7/8" 6.5# N-80 EUE 8rd
tbg. Monitor the tbg and tags as the tbg collars passed by the hanger.
There was no noticeable tags going in the hole. Everything seems to be
dressed and clean going in. EOT @5045'.

16:00 0.50 10.50 GOP Ld the tbg in the rig slips. SI tbg, csg and BOPs.

16:30 1.00 11.50 SDFN Secure Well / SDFN / Travel

17:30 12.50 24.00 SDFN SDFN

Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
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RECEIVED: Feb. 05, 2014

Page  2/2

Well Name: Cane Creek Unit 7-1

Report Printed:   2/5/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin

Paradox Basin
Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A… pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu… Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (lb/gal) Conc BH (lb/gal)

Perforations
Date

1/24/2014
Type

Perforated
Top (ftKB)

7,920.0
Btm (ftKB)

8,880.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

5,40
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

9,035.0
Btm (ftKB)

9,125.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

480
String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

10,205.0
Btm (ftKB)

10,555.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

1,98
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

10,595.0
Btm (ftKB)

10,950.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,00
4

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

11,000.0
Btm (ftKB)

11,395.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,23
2

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

11,445.0
Btm (ftKB)

11,870.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,40
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Report for: 1/12/2014
Report #: 8

Sundry Number: 47537 API Well Number: 43019500100000Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/12/2014
Report #: 8

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 7,920.0 8,880.0 Original Hole Cane Creek, Original 5,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 9,035.0 9,125.0 Original Hole Cane Creek, Original 480 Production, 11,938.0ftKB
Hole

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,205.0 10,555.0 Original Hole Cane Creek, Original 1,98 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,595.0 10,950.0 Original Hole Cane Creek, Original 2,00 Production, 11,938.0ftKB
Hole 4

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,000.0 11,395.0 Original Hole Cane Creek, Original 2,23 Production, 11,938.0ftKB
Hole 2

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,445.0 11,870.0 Original Hole Cane Creek, Original 2,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status
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Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/12/2014
Report #: 8

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 7,920.0 8,880.0 Original Hole Cane Creek, Original 5,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 9,035.0 9,125.0 Original Hole Cane Creek, Original 480 Production, 11,938.0ftKB
Hole

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,205.0 10,555.0 Original Hole Cane Creek, Original 1,98 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,595.0 10,950.0 Original Hole Cane Creek, Original 2,00 Production, 11,938.0ftKB
Hole 4

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,000.0 11,395.0 Original Hole Cane Creek, Original 2,23 Production, 11,938.0ftKB
Hole 2

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,445.0 11,870.0 Original Hole Cane Creek, Original 2,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status
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Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/12/2014
Report #: 8

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 7,920.0 8,880.0 Original Hole Cane Creek, Original 5,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 9,035.0 9,125.0 Original Hole Cane Creek, Original 480 Production, 11,938.0ftKB
Hole

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,205.0 10,555.0 Original Hole Cane Creek, Original 1,98 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,595.0 10,950.0 Original Hole Cane Creek, Original 2,00 Production, 11,938.0ftKB
Hole 4

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,000.0 11,395.0 Original Hole Cane Creek, Original 2,23 Production, 11,938.0ftKB
Hole 2

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,445.0 11,870.0 Original Hole Cane Creek, Original 2,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status
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Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/12/2014
Report #: 8

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 7,920.0 8,880.0 Original Hole Cane Creek, Original 5,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 9,035.0 9,125.0 Original Hole Cane Creek, Original 480 Production, 11,938.0ftKB
Hole

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,205.0 10,555.0 Original Hole Cane Creek, Original 1,98 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,595.0 10,950.0 Original Hole Cane Creek, Original 2,00 Production, 11,938.0ftKB
Hole 4

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,000.0 11,395.0 Original Hole Cane Creek, Original 2,23 Production, 11,938.0ftKB
Hole 2

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,445.0 11,870.0 Original Hole Cane Creek, Original 2,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status
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Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/12/2014
Report #: 8

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 7,920.0 8,880.0 Original Hole Cane Creek, Original 5,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 9,035.0 9,125.0 Original Hole Cane Creek, Original 480 Production, 11,938.0ftKB
Hole

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,205.0 10,555.0 Original Hole Cane Creek, Original 1,98 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,595.0 10,950.0 Original Hole Cane Creek, Original 2,00 Production, 11,938.0ftKB
Hole 4

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,000.0 11,395.0 Original Hole Cane Creek, Original 2,23 Production, 11,938.0ftKB
Hole 2

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,445.0 11,870.0 Original Hole Cane Creek, Original 2,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status
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RECEIVED: Feb. 05, 2014

Page  1/2

Well Name: Cane Creek Unit 7-1

Report Printed:   2/5/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin

Paradox Basin
Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Operator

Fidelity E&P
Completions Start Date

1/5/2014
Completions Finished Date

1/24/2014
Well Status

PROD
Job Category

Completion
Job Typ

Original
Job SubTyp Planned Start Date

1/4/2014
Start Date

1/5/2014
End Date

Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date

1/13/2014 06:00
Report End Date

1/14/2014 06:00
Operations at Report Time

TIH magnet, TOOH, TIH to kill depth @ 3229'.
Operations Summary

TIH magnet, TOOH, TIH magnet to kill depth @3229'
Operations Next Report Period

Weather

Sunny and Clear
Wellbore

Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 SDFN SDFN

07:00 1.00 2.00 GOP Crew travel

08:00 0.50 2.50 SMTG Hold safety meeting and discuss job. SITP- 0#   SICP- 0#

08:30 2.25 4.75 TRIP TOOH w/ kill string. Monitor drag and tag. No excessive drag or tag.  

10:45 2.25 7.00 TRIP PU Weatherford 5 1/2'' magnet and TIH as follows: Magnet, Xover to 2 7/8''  
tbg, perf sub, 1 jnt of 2 7/8'' N-80 tbg, X nipple ( 2.313'' ID ), (222) jnts of 2  
7/8'' 6.5# N-80 EUE 8rd tbg. Tag @ 7187'.

13:00 2.50 9.50 TRIP TOOH w/ magnet assembly.

15:30 0.50 10.00 GOP LD the magnet. Inspection of the magnet showed that it collected a large  
amount of metal shavings and debris.  

16:00 1.00 11.00 TRIP The decision was made to run the magnet again. TIH with the magnet  
assembly on 100 jnts of 2 7/8'' N-80 tbg. EOT @ 3229'.

17:00 0.50 11.50 GOP SI tbg, csg and BOPs.

17:30 1.00 12.50 GOP Secure Well   /   SDFN   /   Travel    MI and spot the flowback equip, tanks  
and flare stack. NU some equip.

18:30 11.50 24.00 SDFN SDFN

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in)
ID Nom Min  

(in)
Prop 
Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Report for: 1/13/2014
Report #: 9

Sundry Number: 47537 API Well Number: 43019500100000Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/13/2014
Report #: 9

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 1/5/2014 1/24/2014 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Original 1/4/2014 1/5/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

1/13/2014 06:00 1/14/2014 06:00
Operations at Report Time

TlH magnet, TOOH, TlH to kill depth @3229'.
Operations Summary

TlH magnet, TOOH, TlH magnetto kill depth @3229'
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 SDFN SDFN
07:00 1.00 2.00 GOP Crew travel
08:00 0.50 2.50 SMTG Hold safety meeting and discuss job. SITP- 0# SICP- 0#
08:30 2.25 4.75 TRIP TOOH w/ kill string. Monitor drag and tag. No excessive drag or tag.

10:45 2.25 7.00 TRIP PU Weatherford 5 1/2" magnet and TlH as follows: Magnet, Xover to 2 7/8"
tbg, perf sub, 1 jnt of 2 7/8" N-80 tbg, X nipple ( 2.313" ID ), (222) jnts of 2
7/8" 6.5# N-80 EUE 8rd tbg. Tag @7187'.

13:00 2.50 9.50 TRIP TOOH w/ magnet assembly.
15:30 0.50 10.00 GOP LD the magnet. Inspection of the magnet showed that it collected a large

amount of metal shavings and debris.

16:00 1.00 11.00 TRIP The decision was made to run the magnet again. TlH with the magnet
assembly on 100 jnts of 2 7/8" N-80 tbg. EOT @3229'.

17:00 0.50 11.50 GOP SI tbg, csg and BOPs.
17:30 1.00 12.50 GOP Secure Well / SDFN / Travel MI and spot the flowback equip, tanks

and flare stack. NU some equip.

18:30 11.50 24.00 SDFN SDFN
Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

7/1/2013 Conductor 103.0 No
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No
10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No
12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
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Page  2/2

Well Name: Cane Creek Unit 7-1

Report Printed:   2/5/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin

Paradox Basin
Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A… pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu… Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (lb/gal) Conc BH (lb/gal)

Perforations
Date

1/24/2014
Type

Perforated
Top (ftKB)

7,920.0
Btm (ftKB)

8,880.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

5,40
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

9,035.0
Btm (ftKB)

9,125.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

480
String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

10,205.0
Btm (ftKB)

10,555.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

1,98
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

10,595.0
Btm (ftKB)

10,950.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,00
4

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

11,000.0
Btm (ftKB)

11,395.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,23
2

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

11,445.0
Btm (ftKB)

11,870.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,40
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Report for: 1/13/2014
Report #: 9

Sundry Number: 47537 API Well Number: 43019500100000Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/13/2014
Report #: 9

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 7,920.0 8,880.0 Original Hole Cane Creek, Original 5,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 9,035.0 9,125.0 Original Hole Cane Creek, Original 480 Production, 11,938.0ftKB
Hole

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,205.0 10,555.0 Original Hole Cane Creek, Original 1,98 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,595.0 10,950.0 Original Hole Cane Creek, Original 2,00 Production, 11,938.0ftKB
Hole 4

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,000.0 11,395.0 Original Hole Cane Creek, Original 2,23 Production, 11,938.0ftKB
Hole 2

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,445.0 11,870.0 Original Hole Cane Creek, Original 2,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status
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Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 7,920.0 8,880.0 Original Hole Cane Creek, Original 5,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 9,035.0 9,125.0 Original Hole Cane Creek, Original 480 Production, 11,938.0ftKB
Hole

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,205.0 10,555.0 Original Hole Cane Creek, Original 1,98 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,595.0 10,950.0 Original Hole Cane Creek, Original 2,00 Production, 11,938.0ftKB
Hole 4

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,000.0 11,395.0 Original Hole Cane Creek, Original 2,23 Production, 11,938.0ftKB
Hole 2

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,445.0 11,870.0 Original Hole Cane Creek, Original 2,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status
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Well Name: Cane Creek Unit 7-1

Report Printed:   2/5/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin

Paradox Basin
Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Operator

Fidelity E&P
Completions Start Date

1/5/2014
Completions Finished Date

1/24/2014
Well Status

PROD
Job Category

Completion
Job Typ

Original
Job SubTyp Planned Start Date

1/4/2014
Start Date

1/5/2014
End Date

Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date

1/14/2014 06:00
Report End Date

1/15/2014 06:00
Operations at Report Time

TIHmagnet, test, TOOH, TIH washpipe, circulate, TOOH to kill depth.
Operations Summary

TIH magnet, test, TOOH, TIH washpipe, circulate, TOOH to kill depth.
Operations Next Report Period

Weather

Sunny and Clear
Wellbore

Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 SDFN SDFN

07:00 1.00 2.00 GOP Crew travel

08:00 0.50 2.50 SMTG Hold safety meeting and discuss job.   SITP- 0#   SICP- 0#

08:30 1.25 3.75 TRIP Cont to TIH w/ magnet. Tag @  7187'. Test the csg to 3,000#, good test.  
Bleed off. Prep to TOOH.  

09:45 3.25 7.00 TRIP TOOH w/ magnet assembly. Inspection of the magnet showed it collected a  
large amount of metal shavings and debris. MU the washover assembly.  
Prep to TIH.

13:00 2.75 9.75 TRIP TIH the washover assembly as follows: 5 1/2'' washover pipe ( 5 1/2'' X 12'.  
swallow 8' ), BS, 1 jnt of 2 7/8'' N-80 tbg, X nipple ( 2.313'' ID ), 22 jnts of 2  
7/8''  6.5# N-80 EUE 8rd tbg, Tag up on the plug. PU 4'', prep to circulate.

15:45 0.75 10.50 CTU Reverse circulate the hole w/ 10.7 ppg CACL water w/ additives. Circ 1.5  
bottoms up. Circ out 12 bbls of mud. CCirc out some metal pieces. Pump  
around 67 bbls of water.

16:30 0.75 11.25 TRIP TOOH w/ 40 jnts of tbg and leave the string in the hole for a kill string. EOT  
@ 5914'.  

17:15 0.25 11.50 GOP SI tbg, csg and BOPs.

17:30 1.00 12.50 SDFN Secure Well   /   SDFN   /   Travel

18:30 11.50 24.00 SDFN SDFN

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in)
ID Nom Min  

(in)
Prop 
Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Report for: 1/14/2014
Report #: 10

Sundry Number: 47537 API Well Number: 43019500100000Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/14/2014
Report #: 10

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
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Daily Contacts
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Stimulations & Treatments
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Operations Summary

TlH magnet, test, TOOH, TlH washpipe, circulate, TOOH to kill depth.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 SDFN SDFN

07:00 1.00 2.00 GOP Crew travel
08:00 0.50 2.50 SMTG Hold safety meeting and discuss job. SITP-0# SICP-0#

08:30 1.25 3.75 TRIP Cont to TlH w/ magnet. Tag @ 7187'. Test the csg to 3,000#, good test.
Bleed off. Prep to TOOH.

09:45 3.25 7.00 TRIP TOOH w/ magnet assembly. Inspection of the magnet showed it collected a
large amount of metal shavings and debris. MU the washover assembly.
Prep to TlH.

13:00 2.75 9.75 TRIP TlH the washover assembly as follows: 5 1/2" washover pipe ( 5 1/2" X 12'.
swallow 8'), BS, 1 jnt of 2 7/8" N-80 tbg, X nipple ( 2.313" ID ), 22 jnts of 2
7/8" 6.5# N-80 EUE 8rd tbg, Tag up on the plug. PU 4", prep to circulate.

15:45 0.75 10.50 CTU Reverse circulate the hole w/ 10.7 ppg CACL water w/ additives. Circ 1.5
bottoms up. Circ out 12 bbls of mud. CCirc out some metal pieces. Pump
around 67 bbls of water.

16:30 0.75 11.25 TRIP TOOH w/ 40 jnts of tbg and leave the string in the hole for a kill string. EOT
@5914'.

17:15 0.25 11.50 GOP SI tbg, csg and BOPs.

17:30 1.00 12.50 SDFN Secure Well / SDFN / Travel

18:30 11.50 24.00 SDFN SDFN

Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Page 1/2 Report Printed:

Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/14/2014
Report #: 10

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
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Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Original 1/4/2014 1/5/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

1/14/2014 06:00 1/15/2014 06:00
Operations at Report Time

TlHmagnet, test, TOOH, TlH washpipe, circulate, TOOH to kill depth.
Operations Summary

TlH magnet, test, TOOH, TlH washpipe, circulate, TOOH to kill depth.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 SDFN SDFN

07:00 1.00 2.00 GOP Crew travel
08:00 0.50 2.50 SMTG Hold safety meeting and discuss job. SITP-0# SICP-0#

08:30 1.25 3.75 TRIP Cont to TlH w/ magnet. Tag @ 7187'. Test the csg to 3,000#, good test.
Bleed off. Prep to TOOH.

09:45 3.25 7.00 TRIP TOOH w/ magnet assembly. Inspection of the magnet showed it collected a
large amount of metal shavings and debris. MU the washover assembly.
Prep to TlH.

13:00 2.75 9.75 TRIP TlH the washover assembly as follows: 5 1/2" washover pipe ( 5 1/2" X 12'.
swallow 8'), BS, 1 jnt of 2 7/8" N-80 tbg, X nipple ( 2.313" ID ), 22 jnts of 2
7/8" 6.5# N-80 EUE 8rd tbg, Tag up on the plug. PU 4", prep to circulate.

15:45 0.75 10.50 CTU Reverse circulate the hole w/ 10.7 ppg CACL water w/ additives. Circ 1.5
bottoms up. Circ out 12 bbls of mud. CCirc out some metal pieces. Pump
around 67 bbls of water.

16:30 0.75 11.25 TRIP TOOH w/ 40 jnts of tbg and leave the string in the hole for a kill string. EOT
@5914'.

17:15 0.25 11.50 GOP SI tbg, csg and BOPs.

17:30 1.00 12.50 SDFN Secure Well / SDFN / Travel

18:30 11.50 24.00 SDFN SDFN

Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Page 1/2 Report Printed:

Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/14/2014
Report #: 10

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 1/5/2014 1/24/2014 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Original 1/4/2014 1/5/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

1/14/2014 06:00 1/15/2014 06:00
Operations at Report Time

TlHmagnet, test, TOOH, TlH washpipe, circulate, TOOH to kill depth.
Operations Summary

TlH magnet, test, TOOH, TlH washpipe, circulate, TOOH to kill depth.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 SDFN SDFN

07:00 1.00 2.00 GOP Crew travel
08:00 0.50 2.50 SMTG Hold safety meeting and discuss job. SITP-0# SICP-0#

08:30 1.25 3.75 TRIP Cont to TlH w/ magnet. Tag @ 7187'. Test the csg to 3,000#, good test.
Bleed off. Prep to TOOH.

09:45 3.25 7.00 TRIP TOOH w/ magnet assembly. Inspection of the magnet showed it collected a
large amount of metal shavings and debris. MU the washover assembly.
Prep to TlH.

13:00 2.75 9.75 TRIP TlH the washover assembly as follows: 5 1/2" washover pipe ( 5 1/2" X 12'.
swallow 8'), BS, 1 jnt of 2 7/8" N-80 tbg, X nipple ( 2.313" ID ), 22 jnts of 2
7/8" 6.5# N-80 EUE 8rd tbg, Tag up on the plug. PU 4", prep to circulate.

15:45 0.75 10.50 CTU Reverse circulate the hole w/ 10.7 ppg CACL water w/ additives. Circ 1.5
bottoms up. Circ out 12 bbls of mud. CCirc out some metal pieces. Pump
around 67 bbls of water.

16:30 0.75 11.25 TRIP TOOH w/ 40 jnts of tbg and leave the string in the hole for a kill string. EOT
@5914'.

17:15 0.25 11.50 GOP SI tbg, csg and BOPs.

17:30 1.00 12.50 SDFN Secure Well / SDFN / Travel

18:30 11.50 24.00 SDFN SDFN

Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor
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Well Name: Cane Creek Unit 7-1

Report Printed:   2/5/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin

Paradox Basin
Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A… pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu… Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (lb/gal) Conc BH (lb/gal)

Perforations
Date

1/24/2014
Type

Perforated
Top (ftKB)

7,920.0
Btm (ftKB)

8,880.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

5,40
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

9,035.0
Btm (ftKB)

9,125.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

480
String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

10,205.0
Btm (ftKB)

10,555.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

1,98
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

10,595.0
Btm (ftKB)

10,950.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,00
4

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

11,000.0
Btm (ftKB)

11,395.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,23
2

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

11,445.0
Btm (ftKB)

11,870.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,40
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Report for: 1/14/2014
Report #: 10

Sundry Number: 47537 API Well Number: 43019500100000Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/14/2014
Report #: 10

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 7,920.0 8,880.0 Original Hole Cane Creek, Original 5,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 9,035.0 9,125.0 Original Hole Cane Creek, Original 480 Production, 11,938.0ftKB
Hole

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,205.0 10,555.0 Original Hole Cane Creek, Original 1,98 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,595.0 10,950.0 Original Hole Cane Creek, Original 2,00 Production, 11,938.0ftKB
Hole 4

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,000.0 11,395.0 Original Hole Cane Creek, Original 2,23 Production, 11,938.0ftKB
Hole 2

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,445.0 11,870.0 Original Hole Cane Creek, Original 2,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status
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1/24/2014 Perforated 9,035.0 9,125.0 Original Hole Cane Creek, Original 480 Production, 11,938.0ftKB
Hole

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,205.0 10,555.0 Original Hole Cane Creek, Original 1,98 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,595.0 10,950.0 Original Hole Cane Creek, Original 2,00 Production, 11,938.0ftKB
Hole 4

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,000.0 11,395.0 Original Hole Cane Creek, Original 2,23 Production, 11,938.0ftKB
Hole 2

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,445.0 11,870.0 Original Hole Cane Creek, Original 2,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status
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Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/14/2014
Report #: 10

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 7,920.0 8,880.0 Original Hole Cane Creek, Original 5,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 9,035.0 9,125.0 Original Hole Cane Creek, Original 480 Production, 11,938.0ftKB
Hole

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,205.0 10,555.0 Original Hole Cane Creek, Original 1,98 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,595.0 10,950.0 Original Hole Cane Creek, Original 2,00 Production, 11,938.0ftKB
Hole 4

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,000.0 11,395.0 Original Hole Cane Creek, Original 2,23 Production, 11,938.0ftKB
Hole 2

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,445.0 11,870.0 Original Hole Cane Creek, Original 2,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status
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RECEIVED: Feb. 05, 2014

Page  1/2

Well Name: Cane Creek Unit 7-1

Report Printed:   2/5/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin

Paradox Basin
Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Operator

Fidelity E&P
Completions Start Date

1/5/2014
Completions Finished Date

1/24/2014
Well Status

PROD
Job Category

Completion
Job Typ

Original
Job SubTyp Planned Start Date

1/4/2014
Start Date

1/5/2014
End Date

Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date

1/15/2014 06:00
Report End Date

1/16/2014 06:00
Operations at Report Time

TOOH w/ washover assembly, TIH L-10, release plug, TOOH, TIH scraper.
Operations Summary

TOOH w/ waashover assembly, TIH L-10, release plug, TOOH, TIH scraper.
Operations Next Report Period

Weather

Sunny and Clear
Wellbore

Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew travel

07:00 0.50 1.50 SMTG Hold safety meeting and discuss job. SITP- 0#   SICP- 0#

07:30 1.50 3.00 TRIP TOOH w/ washover assembly. LD the washover assembly. PU the L-10  
connector.

09:00 2.00 5.00 TRIP TIH the L-10 connector as follows, Baker L-10 connector, 1 jnt of 2 7/8'' N-
80 tbg, X nipple (2.313'' ID ), 22 jnts of 2 7/8'' 6.5# N-80 EUE 8rd tbg. Tag  
up on the plug. Release the plug. Prep to TOOH.

11:00 4.00 9.00 TRIP TOOH w/ Baker  RBP. LD the plug. PU the 7'' scraper.

15:00 2.00 11.00 TRIP TIH w/ 7'' scraper as follows: 6'' 3 bladed drag bit, Weatherford 7'' csg  
scraper, BS, 1 jnt of 2 7/8'' N-80 tbg, X nipple (2.313'' ID ), 202 jnts of 2 7/8''  
6.5# N-80 EUE 8rd tbg. Ld the tbg in the rig slips. EOT@ 6555'.

17:00 0.50 11.50 GOP SI tbg, csg & BOPs.

17:30 1.00 12.50 SDFN Secure Well   /   SDFN   /   Travel

18:30 11.50 24.00 SDFN SDFN

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in)
ID Nom Min  

(in)
Prop 
Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A… pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Report for: 1/15/2014
Report #: 11

Sundry Number: 47537 API Well Number: 43019500100000Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/15/2014
Report #: 11

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 1/5/2014 1/24/2014 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Original 1/4/2014 1/5/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

1/15/2014 06:00 1/16/2014 06:00
Operations at Report Time

TOOH w/ washover assembly, TlH L-10, release plug, TOOH, TlH scraper.
Operations Summary

TOOH w/ waashover assembly, TlH L-10, release plug, TOOH, TlH scraper.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew travel
07:00 0.50 1.50 SMTG Hold safety meeting and discuss job. SITP- 0# SICP- 0#
07:30 1.50 3.00 TRIP TOOH w/ washover assembly. LD the washover assembly. PU the L-10

connector.

09:00 2.00 5.00 TRIP TlH the L-10 connector as follows, Baker L-10 connector, 1 jnt of 2 7/8" N-
80 tbg, X nipple (2.313" ID ), 22 jnts of 2 7/8" 6.5# N-80 EUE 8rd tbg. Tag
up on the plug. Release the plug. Prep to TOOH.

11:00 4.00 9.00 TRIP TOOH w/ Baker RBP. LD the plug. PU the 7" scraper.
15:00 2.00 11.00 TRIP TlH w/ 7" scraper as follows: 6" 3 bladed drag bit, Weatherford 7" csg

scraper, BS, 1 jnt of 2 7/8" N-80 tbg, X nipple (2.313" ID ), 202 jnts of 2 7/8"
6.5# N-80 EUE 8rd tbg. Ld the tbg in the rig slips. EOT@ 6555'.

17:00 0.50 11.50 GOP SI tbg, csg & BOPs.
17:30 1.00 12.50 SDFN Secure Well / SDFN / Travel
18:30 11.50 24.00 SDFN SDFN
Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

7/1/2013 Conductor 103.0 No
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No
10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No
12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Page 1/2 Report Printed:

Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/15/2014
Report #: 11

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 1/5/2014 1/24/2014 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Original 1/4/2014 1/5/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

1/15/2014 06:00 1/16/2014 06:00
Operations at Report Time

TOOH w/ washover assembly, TlH L-10, release plug, TOOH, TlH scraper.
Operations Summary

TOOH w/ waashover assembly, TlH L-10, release plug, TOOH, TlH scraper.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew travel
07:00 0.50 1.50 SMTG Hold safety meeting and discuss job. SITP- 0# SICP- 0#

07:30 1.50 3.00 TRIP TOOH w/ washover assembly. LD the washover assembly. PU the L-10
connector.

09:00 2.00 5.00 TRIP TlH the L-10 connector as follows, Baker L-10 connector, 1 jnt of 2 7/8" N-
80 tbg, X nipple (2.313" ID ), 22 jnts of 2 7/8" 6.5# N-80 EUE 8rd tbg. Tag
up on the plug. Release the plug. Prep to TOOH.

11:00 4.00 9.00 TRIP TOOH w/ Baker RBP. LD the plug. PU the 7" scraper.

15:00 2.00 11.00 TRIP TlH w/ 7" scraper as follows: 6" 3 bladed drag bit, Weatherford 7" csg
scraper, BS, 1 jnt of 2 7/8" N-80 tbg, X nipple (2.313" ID ), 202 jnts of 2 7/8"
6.5# N-80 EUE 8rd tbg. Ld the tbg in the rig slips. EOT@ 6555'.

17:00 0.50 11.50 GOP SI tbg, csg & BOPs.

17:30 1.00 12.50 SDFN Secure Well / SDFN / Travel

18:30 11.50 24.00 SDFN SDFN

Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Page 1/2 Report Printed:

Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/15/2014
Report #: 11

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 1/5/2014 1/24/2014 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Original 1/4/2014 1/5/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

1/15/2014 06:00 1/16/2014 06:00
Operations at Report Time

TOOH w/ washover assembly, TlH L-10, release plug, TOOH, TlH scraper.
Operations Summary

TOOH w/ waashover assembly, TlH L-10, release plug, TOOH, TlH scraper.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew travel
07:00 0.50 1.50 SMTG Hold safety meeting and discuss job. SITP- 0# SICP- 0#

07:30 1.50 3.00 TRIP TOOH w/ washover assembly. LD the washover assembly. PU the L-10
connector.

09:00 2.00 5.00 TRIP TlH the L-10 connector as follows, Baker L-10 connector, 1 jnt of 2 7/8" N-
80 tbg, X nipple (2.313" ID ), 22 jnts of 2 7/8" 6.5# N-80 EUE 8rd tbg. Tag
up on the plug. Release the plug. Prep to TOOH.

11:00 4.00 9.00 TRIP TOOH w/ Baker RBP. LD the plug. PU the 7" scraper.

15:00 2.00 11.00 TRIP TlH w/ 7" scraper as follows: 6" 3 bladed drag bit, Weatherford 7" csg
scraper, BS, 1 jnt of 2 7/8" N-80 tbg, X nipple (2.313" ID ), 202 jnts of 2 7/8"
6.5# N-80 EUE 8rd tbg. Ld the tbg in the rig slips. EOT@ 6555'.

17:00 0.50 11.50 GOP SI tbg, csg & BOPs.

17:30 1.00 12.50 SDFN Secure Well / SDFN / Travel

18:30 11.50 24.00 SDFN SDFN

Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Page 1/2 Report Printed:

Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/15/2014
Report #: 11

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 1/5/2014 1/24/2014 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Original 1/4/2014 1/5/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

1/15/2014 06:00 1/16/2014 06:00
Operations at Report Time

TOOH w/ washover assembly, TlH L-10, release plug, TOOH, TlH scraper.
Operations Summary

TOOH w/ waashover assembly, TlH L-10, release plug, TOOH, TlH scraper.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew travel
07:00 0.50 1.50 SMTG Hold safety meeting and discuss job. SITP- 0# SICP- 0#

07:30 1.50 3.00 TRIP TOOH w/ washover assembly. LD the washover assembly. PU the L-10
connector.

09:00 2.00 5.00 TRIP TlH the L-10 connector as follows, Baker L-10 connector, 1 jnt of 2 7/8" N-
80 tbg, X nipple (2.313" ID ), 22 jnts of 2 7/8" 6.5# N-80 EUE 8rd tbg. Tag
up on the plug. Release the plug. Prep to TOOH.

11:00 4.00 9.00 TRIP TOOH w/ Baker RBP. LD the plug. PU the 7" scraper.

15:00 2.00 11.00 TRIP TlH w/ 7" scraper as follows: 6" 3 bladed drag bit, Weatherford 7" csg
scraper, BS, 1 jnt of 2 7/8" N-80 tbg, X nipple (2.313" ID ), 202 jnts of 2 7/8"
6.5# N-80 EUE 8rd tbg. Ld the tbg in the rig slips. EOT@ 6555'.

17:00 0.50 11.50 GOP SI tbg, csg & BOPs.

17:30 1.00 12.50 SDFN Secure Well / SDFN / Travel

18:30 11.50 24.00 SDFN SDFN

Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Page 1/2 Report Printed:

Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/15/2014
Report #: 11

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 1/5/2014 1/24/2014 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Original 1/4/2014 1/5/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

1/15/2014 06:00 1/16/2014 06:00
Operations at Report Time

TOOH w/ washover assembly, TlH L-10, release plug, TOOH, TlH scraper.
Operations Summary

TOOH w/ waashover assembly, TlH L-10, release plug, TOOH, TlH scraper.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew travel
07:00 0.50 1.50 SMTG Hold safety meeting and discuss job. SITP- 0# SICP- 0#

07:30 1.50 3.00 TRIP TOOH w/ washover assembly. LD the washover assembly. PU the L-10
connector.

09:00 2.00 5.00 TRIP TlH the L-10 connector as follows, Baker L-10 connector, 1 jnt of 2 7/8" N-
80 tbg, X nipple (2.313" ID ), 22 jnts of 2 7/8" 6.5# N-80 EUE 8rd tbg. Tag
up on the plug. Release the plug. Prep to TOOH.

11:00 4.00 9.00 TRIP TOOH w/ Baker RBP. LD the plug. PU the 7" scraper.

15:00 2.00 11.00 TRIP TlH w/ 7" scraper as follows: 6" 3 bladed drag bit, Weatherford 7" csg
scraper, BS, 1 jnt of 2 7/8" N-80 tbg, X nipple (2.313" ID ), 202 jnts of 2 7/8"
6.5# N-80 EUE 8rd tbg. Ld the tbg in the rig slips. EOT@ 6555'.

17:00 0.50 11.50 GOP SI tbg, csg & BOPs.

17:30 1.00 12.50 SDFN Secure Well / SDFN / Travel

18:30 11.50 24.00 SDFN SDFN

Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)
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Well Name: Cane Creek Unit 7-1

Report Printed:   2/5/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin

Paradox Basin
Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu… Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (lb/gal) Conc BH (lb/gal)

Perforations
Date

1/24/2014
Type

Perforated
Top (ftKB)

7,920.0
Btm (ftKB)

8,880.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

5,40
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

9,035.0
Btm (ftKB)

9,125.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

480
String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

10,205.0
Btm (ftKB)

10,555.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

1,98
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

10,595.0
Btm (ftKB)

10,950.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,00
4

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

11,000.0
Btm (ftKB)

11,395.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,23
2

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

11,445.0
Btm (ftKB)

11,870.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,40
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Report for: 1/15/2014
Report #: 11

Sundry Number: 47537 API Well Number: 43019500100000Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/15/2014
Report #: 11

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 7,920.0 8,880.0 Original Hole Cane Creek, Original 5,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 9,035.0 9,125.0 Original Hole Cane Creek, Original 480 Production, 11,938.0ftKB
Hole

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,205.0 10,555.0 Original Hole Cane Creek, Original 1,98 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,595.0 10,950.0 Original Hole Cane Creek, Original 2,00 Production, 11,938.0ftKB
Hole 4

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,000.0 11,395.0 Original Hole Cane Creek, Original 2,23 Production, 11,938.0ftKB
Hole 2

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,445.0 11,870.0 Original Hole Cane Creek, Original 2,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status
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Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/15/2014
Report #: 11

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 7,920.0 8,880.0 Original Hole Cane Creek, Original 5,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 9,035.0 9,125.0 Original Hole Cane Creek, Original 480 Production, 11,938.0ftKB
Hole

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,205.0 10,555.0 Original Hole Cane Creek, Original 1,98 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,595.0 10,950.0 Original Hole Cane Creek, Original 2,00 Production, 11,938.0ftKB
Hole 4

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,000.0 11,395.0 Original Hole Cane Creek, Original 2,23 Production, 11,938.0ftKB
Hole 2

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,445.0 11,870.0 Original Hole Cane Creek, Original 2,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status
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Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/15/2014
Report #: 11

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 7,920.0 8,880.0 Original Hole Cane Creek, Original 5,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 9,035.0 9,125.0 Original Hole Cane Creek, Original 480 Production, 11,938.0ftKB
Hole

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,205.0 10,555.0 Original Hole Cane Creek, Original 1,98 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,595.0 10,950.0 Original Hole Cane Creek, Original 2,00 Production, 11,938.0ftKB
Hole 4

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,000.0 11,395.0 Original Hole Cane Creek, Original 2,23 Production, 11,938.0ftKB
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Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated
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Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status
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Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/15/2014
Report #: 11

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 7,920.0 8,880.0 Original Hole Cane Creek, Original 5,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 9,035.0 9,125.0 Original Hole Cane Creek, Original 480 Production, 11,938.0ftKB
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Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,205.0 10,555.0 Original Hole Cane Creek, Original 1,98 Production, 11,938.0ftKB
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Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,595.0 10,950.0 Original Hole Cane Creek, Original 2,00 Production, 11,938.0ftKB
Hole 4

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,000.0 11,395.0 Original Hole Cane Creek, Original 2,23 Production, 11,938.0ftKB
Hole 2

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,445.0 11,870.0 Original Hole Cane Creek, Original 2,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status
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Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/15/2014
Report #: 11

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 7,920.0 8,880.0 Original Hole Cane Creek, Original 5,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 9,035.0 9,125.0 Original Hole Cane Creek, Original 480 Production, 11,938.0ftKB
Hole

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,205.0 10,555.0 Original Hole Cane Creek, Original 1,98 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,595.0 10,950.0 Original Hole Cane Creek, Original 2,00 Production, 11,938.0ftKB
Hole 4

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,000.0 11,395.0 Original Hole Cane Creek, Original 2,23 Production, 11,938.0ftKB
Hole 2

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated
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Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status
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Well Name: Cane Creek Unit 7-1

Report Printed:   2/5/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin

Paradox Basin
Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Operator

Fidelity E&P
Completions Start Date

1/5/2014
Completions Finished Date

1/24/2014
Well Status

PROD
Job Category

Completion
Job Typ

Original
Job SubTyp Planned Start Date

1/4/2014
Start Date

1/5/2014
End Date

Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date

1/16/2014 06:00
Report End Date

1/17/2014 06:00
Operations at Report Time

TIH 7'' scraper, circulate, TOOH, TIH 4 1/2'' scraper assembly.
Operations Summary

TIH 7'' scraper, circulate, TOOH, TIH 4 1/2'' scraper assembly.
Operations Next Report Period

Weather

Sunny and Clear
Wellbore

Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew travel

07:00 0.50 1.50 SMTG Hold safety meeting and discuss job. SITP- 0#   SICP- 0#

07:30 1.00 2.50 TRIP Cont to TIH w/ 7'' scraper assembly. Tag @ 7262'. PU 6'' and prep to  
circulate out the mud.  

08:30 1.00 3.50 CTU Reverse circulate out the mud. Pump: 2 bpm @ 950#. Pumped 80 bbls  
before the mud cleared. Good returns.

09:30 1.75 5.25 TRIP TOOH w/ 7'' scraper assembly.

11:15 0.75 6.00 GOP Prep to TIH the 4 1/2'' scraper assembly. Change out the elevators for 2  
3/8'' WTS. PU the scraper assembly.

12:00 4.50 10.50 TRIP TIH the 4 1/2'' scraper assembly as follows: 4 5/8'' bit, Weatherford 4 1/2''  
scraper, BS, 2 7/8'' X 2 3/8'' Xover, 1 jnt of 2 3/8'' N-80 8rd tbg, X nipple  
( 1.875'' ID ), 2 3/8'' EUE to 2 3/8'' WTS Xover, 85 jnts of 2 3/8'' 4.7# P-110  
WTS IJ tbg, 2 3/8'' WTS to 2 3/8'' EUE Xover, 64 jnts of 2 3/8'' 4.7# N-80  
EUE 8rd tbg, 2 3/8'' EUE to 2 7/8'' EUE Xover, 1 jnt of 2 7/8'' 6.5# N-80  
EUE 8rd tbg, Xnipple ( 2.313'' ID ), 71 jnts of 2 7/8'' 6.5# N-80 EUE 8rd tbg.  
Ld the tbg in the rig slips. EOT @ 7180', 83' above the 4 1/2'' liner top.

16:30 0.50 11.00 GOP SI tbg, csg and BOPs. Drain pump and lines.

17:00 1.00 12.00 SDFN Secure Well   /   SDFN   /   Travel

18:00 12.00 24.00 SDFN SDFN

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in)
ID Nom Min  

(in)
Prop 
Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Report for: 1/16/2014
Report #: 12

Sundry Number: 47537 API Well Number: 43019500100000Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/16/2014
Report #: 12

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 1/5/2014 1/24/2014 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Original 1/4/2014 1/5/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

1/16/2014 06:00 1/17/2014 06:00
Operations at Report Time

TlH 7" scraper, circulate, TOOH, TlH 4 1/2" scraper assembly.
Operations Summary

TlH 7" scraper, circulate, TOOH, TlH 4 1/2" scraper assembly.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew travel
07:00 0.50 1.50 SMTG Hold safety meeting and discuss job. SITP- 0# SICP- 0#
07:30 1.00 2.50 TRIP Cont to TlH w/7" scraper assembly. Tag @7262'. PU 6" and prep to

circulate out the mud.

08:30 1.00 3.50 CTU Reverse circulate out the mud. Pump: 2 bpm @950#. Pumped 80 bbls
before the mud cleared. Good returns.

09:30 1.75 5.25 TRIP TOOH w/ 7" scraper assembly.
11:15 0.75 6.00 GOP Prep to TlH the 4 1/2" scraper assembly. Change out the elevators for 2

3/8" WTS. PU the scraper assembly.

12:00 4.50 10.50 TRIP TlH the 4 1/2" scraper assembly as follows: 4 5/8" bit, Weatherford 4 1/2"
scraper, BS, 2 7/8" X 2 3/8" Xover, 1 jnt of 2 3/8" N-80 8rd tbg, X nipple
( 1.875" ID ), 2 3/8" EUE to 2 3/8" WTS Xover, 85 jnts of 2 3/8" 4.7# P-110
WTS IJ tbg, 2 3/8" WTS to 2 3/8" EUE Xover, 64 jnts of 2 3/8" 4.7# N-80
EUE 8rd tbg, 2 3/8" EUE to 2 7/8" EUE Xover, 1 jnt of 2 7/8" 6.5# N-80
EUE 8rd tbg, Xnipple (2.313" ID ), 71 jnts of 2 7/8" 6.5# N-80 EUE 8rd tbg.
Ld the tbg in the rig slips. EOT @7180', 83' above the 4 1/2" liner top.

16:30 0.50 11.00 GOP SI tbg, csg and BOPs. Drain pump and lines.
17:00 1.00 12.00 SDFN Secure Well / SDFN / Travel
18:00 12.00 24.00 SDFN SDFN
Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

7/1/2013 Conductor 103.0 No
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No
10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No
12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor
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Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/16/2014
Report #: 12

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 1/5/2014 1/24/2014 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Original 1/4/2014 1/5/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

1/16/2014 06:00 1/17/2014 06:00
Operations at Report Time

TlH 7" scraper, circulate, TOOH, TlH 4 1/2" scraper assembly.
Operations Summary

TlH 7" scraper, circulate, TOOH, TlH 4 1/2" scraper assembly.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew travel
07:00 0.50 1.50 SMTG Hold safety meeting and discuss job. SITP- 0# SICP- 0#

07:30 1.00 2.50 TRIP Cont to TlH w/7" scraper assembly. Tag @7262'. PU 6" and prep to
circulate out the mud.

08:30 1.00 3.50 CTU Reverse circulate out the mud. Pump: 2 bpm @950#. Pumped 80 bbls
before the mud cleared. Good returns.

09:30 1.75 5.25 TRIP TOOH w/ 7" scraper assembly.

11:15 0.75 6.00 GOP Prep to TlH the 4 1/2" scraper assembly. Change out the elevators for 2
3/8" WTS. PU the scraper assembly.

12:00 4.50 10.50 TRIP TlH the 4 1/2" scraper assembly as follows: 4 5/8" bit, Weatherford 4 1/2"
scraper, BS, 2 7/8" X 2 3/8" Xover, 1 jnt of 2 3/8" N-80 8rd tbg, X nipple
( 1.875" ID ), 2 3/8" EUE to 2 3/8" WTS Xover, 85 jnts of 2 3/8" 4.7# P-110
WTS IJ tbg, 2 3/8" WTS to 2 3/8" EUE Xover, 64 jnts of 2 3/8" 4.7# N-80
EUE 8rd tbg, 2 3/8" EUE to 2 7/8" EUE Xover, 1 jnt of 2 7/8" 6.5# N-80
EUE 8rd tbg, Xnipple (2.313" ID ), 71 jnts of 2 7/8" 6.5# N-80 EUE 8rd tbg.
Ld the tbg in the rig slips. EOT @7180', 83' above the 4 1/2" liner top.

16:30 0.50 11.00 GOP SI tbg, csg and BOPs. Drain pump and lines.

17:00 1.00 12.00 SDFN Secure Well / SDFN / Travel

18:00 12.00 24.00 SDFN SDFN

Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor
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Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/16/2014
Report #: 12

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 1/5/2014 1/24/2014 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Original 1/4/2014 1/5/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

1/16/2014 06:00 1/17/2014 06:00
Operations at Report Time

TlH 7" scraper, circulate, TOOH, TlH 4 1/2" scraper assembly.
Operations Summary

TlH 7" scraper, circulate, TOOH, TlH 4 1/2" scraper assembly.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew travel
07:00 0.50 1.50 SMTG Hold safety meeting and discuss job. SITP- 0# SICP- 0#

07:30 1.00 2.50 TRIP Cont to TlH w/7" scraper assembly. Tag @7262'. PU 6" and prep to
circulate out the mud.

08:30 1.00 3.50 CTU Reverse circulate out the mud. Pump: 2 bpm @950#. Pumped 80 bbls
before the mud cleared. Good returns.

09:30 1.75 5.25 TRIP TOOH w/ 7" scraper assembly.

11:15 0.75 6.00 GOP Prep to TlH the 4 1/2" scraper assembly. Change out the elevators for 2
3/8" WTS. PU the scraper assembly.

12:00 4.50 10.50 TRIP TlH the 4 1/2" scraper assembly as follows: 4 5/8" bit, Weatherford 4 1/2"
scraper, BS, 2 7/8" X 2 3/8" Xover, 1 jnt of 2 3/8" N-80 8rd tbg, X nipple
( 1.875" ID ), 2 3/8" EUE to 2 3/8" WTS Xover, 85 jnts of 2 3/8" 4.7# P-110
WTS IJ tbg, 2 3/8" WTS to 2 3/8" EUE Xover, 64 jnts of 2 3/8" 4.7# N-80
EUE 8rd tbg, 2 3/8" EUE to 2 7/8" EUE Xover, 1 jnt of 2 7/8" 6.5# N-80
EUE 8rd tbg, Xnipple (2.313" ID ), 71 jnts of 2 7/8" 6.5# N-80 EUE 8rd tbg.
Ld the tbg in the rig slips. EOT @7180', 83' above the 4 1/2" liner top.

16:30 0.50 11.00 GOP SI tbg, csg and BOPs. Drain pump and lines.

17:00 1.00 12.00 SDFN Secure Well / SDFN / Travel

18:00 12.00 24.00 SDFN SDFN

Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor
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Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/16/2014
Report #: 12

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 1/5/2014 1/24/2014 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Original 1/4/2014 1/5/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

1/16/2014 06:00 1/17/2014 06:00
Operations at Report Time

TlH 7" scraper, circulate, TOOH, TlH 4 1/2" scraper assembly.
Operations Summary

TlH 7" scraper, circulate, TOOH, TlH 4 1/2" scraper assembly.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew travel
07:00 0.50 1.50 SMTG Hold safety meeting and discuss job. SITP- 0# SICP- 0#

07:30 1.00 2.50 TRIP Cont to TlH w/7" scraper assembly. Tag @7262'. PU 6" and prep to
circulate out the mud.

08:30 1.00 3.50 CTU Reverse circulate out the mud. Pump: 2 bpm @950#. Pumped 80 bbls
before the mud cleared. Good returns.

09:30 1.75 5.25 TRIP TOOH w/ 7" scraper assembly.

11:15 0.75 6.00 GOP Prep to TlH the 4 1/2" scraper assembly. Change out the elevators for 2
3/8" WTS. PU the scraper assembly.

12:00 4.50 10.50 TRIP TlH the 4 1/2" scraper assembly as follows: 4 5/8" bit, Weatherford 4 1/2"
scraper, BS, 2 7/8" X 2 3/8" Xover, 1 jnt of 2 3/8" N-80 8rd tbg, X nipple
( 1.875" ID ), 2 3/8" EUE to 2 3/8" WTS Xover, 85 jnts of 2 3/8" 4.7# P-110
WTS IJ tbg, 2 3/8" WTS to 2 3/8" EUE Xover, 64 jnts of 2 3/8" 4.7# N-80
EUE 8rd tbg, 2 3/8" EUE to 2 7/8" EUE Xover, 1 jnt of 2 7/8" 6.5# N-80
EUE 8rd tbg, Xnipple (2.313" ID ), 71 jnts of 2 7/8" 6.5# N-80 EUE 8rd tbg.
Ld the tbg in the rig slips. EOT @7180', 83' above the 4 1/2" liner top.

16:30 0.50 11.00 GOP SI tbg, csg and BOPs. Drain pump and lines.

17:00 1.00 12.00 SDFN Secure Well / SDFN / Travel

18:00 12.00 24.00 SDFN SDFN

Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor
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Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/16/2014
Report #: 12

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 1/5/2014 1/24/2014 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Original 1/4/2014 1/5/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

1/16/2014 06:00 1/17/2014 06:00
Operations at Report Time

TlH 7" scraper, circulate, TOOH, TlH 4 1/2" scraper assembly.
Operations Summary

TlH 7" scraper, circulate, TOOH, TlH 4 1/2" scraper assembly.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew travel
07:00 0.50 1.50 SMTG Hold safety meeting and discuss job. SITP- 0# SICP- 0#

07:30 1.00 2.50 TRIP Cont to TlH w/7" scraper assembly. Tag @7262'. PU 6" and prep to
circulate out the mud.

08:30 1.00 3.50 CTU Reverse circulate out the mud. Pump: 2 bpm @950#. Pumped 80 bbls
before the mud cleared. Good returns.

09:30 1.75 5.25 TRIP TOOH w/ 7" scraper assembly.

11:15 0.75 6.00 GOP Prep to TlH the 4 1/2" scraper assembly. Change out the elevators for 2
3/8" WTS. PU the scraper assembly.

12:00 4.50 10.50 TRIP TlH the 4 1/2" scraper assembly as follows: 4 5/8" bit, Weatherford 4 1/2"
scraper, BS, 2 7/8" X 2 3/8" Xover, 1 jnt of 2 3/8" N-80 8rd tbg, X nipple
( 1.875" ID ), 2 3/8" EUE to 2 3/8" WTS Xover, 85 jnts of 2 3/8" 4.7# P-110
WTS IJ tbg, 2 3/8" WTS to 2 3/8" EUE Xover, 64 jnts of 2 3/8" 4.7# N-80
EUE 8rd tbg, 2 3/8" EUE to 2 7/8" EUE Xover, 1 jnt of 2 7/8" 6.5# N-80
EUE 8rd tbg, Xnipple (2.313" ID ), 71 jnts of 2 7/8" 6.5# N-80 EUE 8rd tbg.
Ld the tbg in the rig slips. EOT @7180', 83' above the 4 1/2" liner top.

16:30 0.50 11.00 GOP SI tbg, csg and BOPs. Drain pump and lines.

17:00 1.00 12.00 SDFN Secure Well / SDFN / Travel

18:00 12.00 24.00 SDFN SDFN

Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor
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Well Name: Cane Creek Unit 7-1

Report Printed:   2/5/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin

Paradox Basin
Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A… pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu… Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (lb/gal) Conc BH (lb/gal)

Perforations
Date

1/24/2014
Type

Perforated
Top (ftKB)

7,920.0
Btm (ftKB)

8,880.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

5,40
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

9,035.0
Btm (ftKB)

9,125.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

480
String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

10,205.0
Btm (ftKB)

10,555.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

1,98
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

10,595.0
Btm (ftKB)

10,950.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,00
4

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

11,000.0
Btm (ftKB)

11,395.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,23
2

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

11,445.0
Btm (ftKB)

11,870.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,40
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Report for: 1/16/2014
Report #: 12

Sundry Number: 47537 API Well Number: 43019500100000Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/16/2014
Report #: 12

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 7,920.0 8,880.0 Original Hole Cane Creek, Original 5,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 9,035.0 9,125.0 Original Hole Cane Creek, Original 480 Production, 11,938.0ftKB
Hole

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,205.0 10,555.0 Original Hole Cane Creek, Original 1,98 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,595.0 10,950.0 Original Hole Cane Creek, Original 2,00 Production, 11,938.0ftKB
Hole 4

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,000.0 11,395.0 Original Hole Cane Creek, Original 2,23 Production, 11,938.0ftKB
Hole 2

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,445.0 11,870.0 Original Hole Cane Creek, Original 2,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status
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FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/16/2014
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Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/16/2014
Report #: 12
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RECEIVED: Feb. 05, 2014

Page  1/2

Well Name: Cane Creek Unit 7-1

Report Printed:   2/5/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin

Paradox Basin
Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Operator

Fidelity E&P
Completions Start Date

1/5/2014
Completions Finished Date

1/24/2014
Well Status

PROD
Job Category

Completion
Job Typ

Original
Job SubTyp Planned Start Date

1/4/2014
Start Date

1/5/2014
End Date

Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date

1/17/2014 06:00
Report End Date

1/18/2014 06:00
Operations at Report Time

TIH 4 1/2'' scraper, tag @ 7655', TOOH w/ 4 1/2'' sccraper, TIH w/ 2 3/8'' notched collar, TOOH to k
Operations Summary

TIH 4 1/2'' scraper, Tag @ 7655', TOOH w/ 4 1/2'' scraper, TIH w/ notched collar, TOOH to kill depth.
Operations Next Report Period

Weather

Sunny and Clear
Wellbore

Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP crew travel

07:00 0.50 1.50 SMTG Hold safety meeting and discuss job. SITP- 0#   SICP- 0#

07:30 1.50 3.00 TRIP Cont to TIH 4 1/2'' scraper assembly. Tag @ 7655'.

09:00 2.25 5.25 GOP Unable to slide into the hole. Set as much as 15,000lbs on the string. PU  
the swivel and work 1 jnt in. Unable to work the jnt in without circulating the  
hole and rotating the jnt in. Reverse circulate the hole. Work in another jnt  
of tbg to 7715'. Circulate up mud and cmt chunks. Prep to TOOH, Std back  
the swivel. The tbg is fluid light. Pump 15 bbls of 11.3 ppg CACL water to  
wt up the tbg.

11:15 2.75 8.00 TRIP TOOH w/ 4 1/2'' scraper assembly.

14:00 0.50 8.50 GOP LD the bit and scraper. Inspection of the tools shows no signs of a problem.  
PU the 2 3/8'' notched collar.

14:30 2.50 11.00 TRIP TIH 2 3/8'' notched collar on the end of the tapered string.Taking wt @  
7902'. Worked the string to 8074' KB. The string was taking wt of 25,000lbs  
to move down hole. Pulled 18,000lbs over to move up hole. The tbg is plug  
and not draining. Pump the tbg to 1500# to clear. Flow to equalize.  

17:00 0.50 11.50 TRIP TOOH to kill depth. EOT @ 7180'.

17:30 0.50 12.00 GOP SI tbg, csg and BOPs. Drain pump and lines.

18:00 1.00 13.00 SDFN Secure Well   /   SDFN   /   Travel

19:00 11.00 24.00 SDFN SDFN

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in)
ID Nom Min  

(in)
Prop 
Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Report for: 1/17/2014
Report #: 13

Sundry Number: 47537 API Well Number: 43019500100000Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/17/2014
Report #: 13

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 1/5/2014 1/24/2014 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Original 1/4/2014 1/5/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

1/17/2014 06:00 1/18/2014 06:00
Operations at Report Time

TlH 4 1/2" scraper, tag @7655', TOOH w/ 4 1/2" sccraper, TlH w/ 2 3/8" notched collar, TOOH to k
Operations Summary

TlH 4 1/2" scraper, Tag @7655', TOOH w/ 4 1/2" scraper, TlH w/ notched collar, TOOH to kill depth.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP crew travel
07:00 0.50 1.50 SMTG Hold safety meeting and discuss job. SITP- 0# SICP- 0#
07:30 1.50 3.00 TRIP Cont to TlH 4 1/2" scraper assembly. Tag @7655'.
09:00 2.25 5.25 GOP Unable to slide into the hole. Set as much as 15,000Ibs on the string. PU

the swivel and work 1 jnt in. Unable to work the jnt in without circulating the
hole and rotating the jnt in. Reverse circulate the hole. Work in another jnt
of tbg to 7715'. Circulate up mud and cmt chunks. Prep to TOOH, Std back
the swivel. The tbg is fluid light. Pump 15 bbls of 11.3 ppg CACL water to
wt up the tbg.

11:15 2.75 8.00 TRIP TOOH w/ 4 1/2" scraper assembly.
14:00 0.50 8.50 GOP LD the bit and scraper. Inspection of the tools shows no signs of a problem.

PU the 2 3/8" notched collar.

14:30 2.50 11.00 TRIP TlH 2 3/8" notched collaron the end of the tapered string.Taking wt @
7902'. Worked the string to 8074' KB. The string was taking wt of 25,000Ibs
to move down hole. Pulled 18,000Ibs over to move up hole. The tbg is plug
and not draining. Pump the tbg to 1500# to clear. Flow to equalize.

17:00 0.50 11.50 TRIP TOOH to kill depth. EOT @7180'.
17:30 0.50 12.00 GOP SI tbg, csg and BOPs. Drain pump and lines.
18:00 1.00 13.00 SDFN Secure Well / SDFN / Travel
19:00 11.00 24.00 SDFN SDFN
Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

7/1/2013 Conductor 103.0 No
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No
10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No
12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
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Daily Operations
Report Start Date Report End Date

1/17/2014 06:00 1/18/2014 06:00
Operations at Report Time

TlH 4 1/2" scraper, tag @7655', TOOH w/ 4 1/2" sccraper, TlH w/ 2 3/8" notched collar, TOOH to k
Operations Summary

TlH 4 1/2" scraper, Tag @7655', TOOH w/ 4 1/2" scraper, TlH w/ notched collar, TOOH to kill depth.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP crew travel
07:00 0.50 1.50 SMTG Hold safety meeting and discuss job. SITP- 0# SICP- 0#

07:30 1.50 3.00 TRIP Cont to TlH 4 1/2" scraper assembly. Tag @7655'.

09:00 2.25 5.25 GOP Unable to slide into the hole. Set as much as 15,000Ibs on the string. PU
the swivel and work 1 jnt in. Unable to work the jnt in without circulating the
hole and rotating the jnt in. Reverse circulate the hole. Work in another jnt
of tbg to 7715'. Circulate up mud and cmt chunks. Prep to TOOH, Std back
the swivel. The tbg is fluid light. Pump 15 bbls of 11.3 ppg CACL water to
wt up the tbg.

11:15 2.75 8.00 TRIP TOOH w/ 4 1/2" scraper assembly.

14:00 0.50 8.50 GOP LD the bit and scraper. Inspection of the tools shows no signs of a problem.
PU the 2 3/8" notched collar.

14:30 2.50 11.00 TRIP TlH 2 3/8" notched collaron the end of the tapered string.Taking wt @
7902'. Worked the string to 8074' KB. The string was taking wt of 25,000Ibs
to move down hole. Pulled 18,000Ibs over to move up hole. The tbg is plug
and not draining. Pump the tbg to 1500# to clear. Flow to equalize.

17:00 0.50 11.50 TRIP TOOH to kill depth. EOT @7180'.

17:30 0.50 12.00 GOP SI tbg, csg and BOPs. Drain pump and lines.

18:00 1.00 13.00 SDFN Secure Well / SDFN / Travel

19:00 11.00 24.00 SDFN SDFN

Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
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Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/17/2014
Report #: 13

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 1/5/2014 1/24/2014 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Original 1/4/2014 1/5/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

1/17/2014 06:00 1/18/2014 06:00
Operations at Report Time

TlH 4 1/2" scraper, tag @7655', TOOH w/ 4 1/2" sccraper, TlH w/ 2 3/8" notched collar, TOOH to k
Operations Summary

TlH 4 1/2" scraper, Tag @7655', TOOH w/ 4 1/2" scraper, TlH w/ notched collar, TOOH to kill depth.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP crew travel
07:00 0.50 1.50 SMTG Hold safety meeting and discuss job. SITP- 0# SICP- 0#
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09:00 2.25 5.25 GOP Unable to slide into the hole. Set as much as 15,000Ibs on the string. PU
the swivel and work 1 jnt in. Unable to work the jnt in without circulating the
hole and rotating the jnt in. Reverse circulate the hole. Work in another jnt
of tbg to 7715'. Circulate up mud and cmt chunks. Prep to TOOH, Std back
the swivel. The tbg is fluid light. Pump 15 bbls of 11.3 ppg CACL water to
wt up the tbg.
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PU the 2 3/8" notched collar.

14:30 2.50 11.00 TRIP TlH 2 3/8" notched collaron the end of the tapered string.Taking wt @
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to move down hole. Pulled 18,000Ibs over to move up hole. The tbg is plug
and not draining. Pump the tbg to 1500# to clear. Flow to equalize.

17:00 0.50 11.50 TRIP TOOH to kill depth. EOT @7180'.

17:30 0.50 12.00 GOP SI tbg, csg and BOPs. Drain pump and lines.

18:00 1.00 13.00 SDFN Secure Well / SDFN / Travel

19:00 11.00 24.00 SDFN SDFN

Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts
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Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date
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Report Start Date Report End Date
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TlH 4 1/2" scraper, tag @7655', TOOH w/ 4 1/2" sccraper, TlH w/ 2 3/8" notched collar, TOOH to k
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TlH 4 1/2" scraper, Tag @7655', TOOH w/ 4 1/2" scraper, TlH w/ notched collar, TOOH to kill depth.
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Weather Wellbore

Sunny and Clear Original Hole
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Cum Dur
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06:00 1.00 1.00 GOP crew travel
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07:30 1.50 3.00 TRIP Cont to TlH 4 1/2" scraper assembly. Tag @7655'.

09:00 2.25 5.25 GOP Unable to slide into the hole. Set as much as 15,000Ibs on the string. PU
the swivel and work 1 jnt in. Unable to work the jnt in without circulating the
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the swivel. The tbg is fluid light. Pump 15 bbls of 11.3 ppg CACL water to
wt up the tbg.

11:15 2.75 8.00 TRIP TOOH w/ 4 1/2" scraper assembly.

14:00 0.50 8.50 GOP LD the bit and scraper. Inspection of the tools shows no signs of a problem.
PU the 2 3/8" notched collar.

14:30 2.50 11.00 TRIP TlH 2 3/8" notched collaron the end of the tapered string.Taking wt @
7902'. Worked the string to 8074' KB. The string was taking wt of 25,000Ibs
to move down hole. Pulled 18,000Ibs over to move up hole. The tbg is plug
and not draining. Pump the tbg to 1500# to clear. Flow to equalize.

17:00 0.50 11.50 TRIP TOOH to kill depth. EOT @7180'.

17:30 0.50 12.00 GOP SI tbg, csg and BOPs. Drain pump and lines.

18:00 1.00 13.00 SDFN Secure Well / SDFN / Travel

19:00 11.00 24.00 SDFN SDFN
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Set Depth OD Nom Max ID Nom Min Prop
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11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No
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FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/17/2014
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07:30 1.50 3.00 TRIP Cont to TlH 4 1/2" scraper assembly. Tag @7655'.

09:00 2.25 5.25 GOP Unable to slide into the hole. Set as much as 15,000Ibs on the string. PU
the swivel and work 1 jnt in. Unable to work the jnt in without circulating the
hole and rotating the jnt in. Reverse circulate the hole. Work in another jnt
of tbg to 7715'. Circulate up mud and cmt chunks. Prep to TOOH, Std back
the swivel. The tbg is fluid light. Pump 15 bbls of 11.3 ppg CACL water to
wt up the tbg.

11:15 2.75 8.00 TRIP TOOH w/ 4 1/2" scraper assembly.

14:00 0.50 8.50 GOP LD the bit and scraper. Inspection of the tools shows no signs of a problem.
PU the 2 3/8" notched collar.

14:30 2.50 11.00 TRIP TlH 2 3/8" notched collaron the end of the tapered string.Taking wt @
7902'. Worked the string to 8074' KB. The string was taking wt of 25,000Ibs
to move down hole. Pulled 18,000Ibs over to move up hole. The tbg is plug
and not draining. Pump the tbg to 1500# to clear. Flow to equalize.

17:00 0.50 11.50 TRIP TOOH to kill depth. EOT @7180'.

17:30 0.50 12.00 GOP SI tbg, csg and BOPs. Drain pump and lines.

18:00 1.00 13.00 SDFN Secure Well / SDFN / Travel

19:00 11.00 24.00 SDFN SDFN

Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No
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Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Page 1/2 Report Printed:



RECEIVED: Feb. 05, 2014
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Well Name: Cane Creek Unit 7-1

Report Printed:   2/5/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin

Paradox Basin
Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A… pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu… Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (lb/gal) Conc BH (lb/gal)

Perforations
Date

1/24/2014
Type

Perforated
Top (ftKB)

7,920.0
Btm (ftKB)

8,880.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

5,40
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

9,035.0
Btm (ftKB)

9,125.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

480
String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

10,205.0
Btm (ftKB)

10,555.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

1,98
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

10,595.0
Btm (ftKB)

10,950.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,00
4

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

11,000.0
Btm (ftKB)

11,395.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,23
2

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

11,445.0
Btm (ftKB)

11,870.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,40
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Report for: 1/17/2014
Report #: 13

Sundry Number: 47537 API Well Number: 43019500100000Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/17/2014
Report #: 13

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 7,920.0 8,880.0 Original Hole Cane Creek, Original 5,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 9,035.0 9,125.0 Original Hole Cane Creek, Original 480 Production, 11,938.0ftKB
Hole

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,205.0 10,555.0 Original Hole Cane Creek, Original 1,98 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,595.0 10,950.0 Original Hole Cane Creek, Original 2,00 Production, 11,938.0ftKB
Hole 4

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,000.0 11,395.0 Original Hole Cane Creek, Original 2,23 Production, 11,938.0ftKB
Hole 2

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,445.0 11,870.0 Original Hole Cane Creek, Original 2,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status
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Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/17/2014
Report #: 13

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
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Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated
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Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,595.0 10,950.0 Original Hole Cane Creek, Original 2,00 Production, 11,938.0ftKB
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Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,000.0 11,395.0 Original Hole Cane Creek, Original 2,23 Production, 11,938.0ftKB
Hole 2

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,445.0 11,870.0 Original Hole Cane Creek, Original 2,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Page 2/2 Report Printed:

Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/17/2014
Report #: 13

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 7,920.0 8,880.0 Original Hole Cane Creek, Original 5,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 9,035.0 9,125.0 Original Hole Cane Creek, Original 480 Production, 11,938.0ftKB
Hole

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,205.0 10,555.0 Original Hole Cane Creek, Original 1,98 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,595.0 10,950.0 Original Hole Cane Creek, Original 2,00 Production, 11,938.0ftKB
Hole 4

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,000.0 11,395.0 Original Hole Cane Creek, Original 2,23 Production, 11,938.0ftKB
Hole 2

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,445.0 11,870.0 Original Hole Cane Creek, Original 2,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status
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Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/17/2014
Report #: 13

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 7,920.0 8,880.0 Original Hole Cane Creek, Original 5,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 9,035.0 9,125.0 Original Hole Cane Creek, Original 480 Production, 11,938.0ftKB
Hole

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,205.0 10,555.0 Original Hole Cane Creek, Original 1,98 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,595.0 10,950.0 Original Hole Cane Creek, Original 2,00 Production, 11,938.0ftKB
Hole 4

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,000.0 11,395.0 Original Hole Cane Creek, Original 2,23 Production, 11,938.0ftKB
Hole 2

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,445.0 11,870.0 Original Hole Cane Creek, Original 2,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status
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Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/17/2014
Report #: 13

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
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Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 7,920.0 8,880.0 Original Hole Cane Creek, Original 5,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 9,035.0 9,125.0 Original Hole Cane Creek, Original 480 Production, 11,938.0ftKB
Hole

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,205.0 10,555.0 Original Hole Cane Creek, Original 1,98 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,595.0 10,950.0 Original Hole Cane Creek, Original 2,00 Production, 11,938.0ftKB
Hole 4

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,000.0 11,395.0 Original Hole Cane Creek, Original 2,23 Production, 11,938.0ftKB
Hole 2

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,445.0 11,870.0 Original Hole Cane Creek, Original 2,40 Production, 11,938.0ftKB
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Perforation Statuses
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Well Name: Cane Creek Unit 7-1

Report Printed:   2/5/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin

Paradox Basin
Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Operator

Fidelity E&P
Completions Start Date

1/5/2014
Completions Finished Date

1/24/2014
Well Status

PROD
Job Category

Completion
Job Typ

Original
Job SubTyp Planned Start Date

1/4/2014
Start Date

1/5/2014
End Date

Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date

1/18/2014 06:00
Report End Date

1/19/2014 06:00
Operations at Report Time

TIH w/ 2 3/8'' notched collar, circ and work collar to 11,891', TOOH to 7180'.
Operations Summary

TIH w/ 2 3/8'' notched collar, circ and work collar to 11,891', TOOH to 7180'.
Operations Next Report Period

Weather

Sunny and Clear
Wellbore

Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew travel.

07:00 0.50 1.50 SMTG Hold safety meeting and discuss job.  SITP- 0#   SICP- 0#

07:30 1.50 3.00 TRIP Cont to TIH w/ notched collar. Tag @ 8080'. Work the collar to 9190'.  
Pushing up to 25,000lbs to move the string in the hole. Reverse circ the  
hole@ 9190'. Pumped 20 bbls @ 1400#.  

09:00 2.50 5.50 TRIP Cont to TIH with the notched collar. Work the string into the hole. After  
9310' the string was sliding easier. Pushing from 6,000lbs to 10,000lbs to  
move the string.  Stop @ 9604'. Reverse circulate out the mud with 10.8  
ppg CACL water. Pump: 1.0 bpm @ 1600#. Pumped 65 bbls to clean the  
hole. 

11:30 3.00 8.50 TRIP Cont to TIH with the notched collar. Move 9604' to 10,660'. Reverse  
circulate the hole with 10.8 ppg CACL water. Pump: 1.25 bpm @ 2000#.  
Pumped a total of 85 bbls to clean the hole. Shipping the contaminated  
mud to the disposal.  

14:30 1.00 9.50 TRIP Cont to TIH with the notched collar. Hard tag @ 11,891', this is the wiper  
plug. Send 45 bbls of contaminated mud to the disposal.  

15:30 1.50 11.00 TRIP TOOH to the kill depth of 7180'. Ld the tbg in the rig slips.

17:00 0.50 11.50 GOP SI tbg, csg and BOPs. Drain pump and lines.

17:30 1.00 12.50 SDFN Secure Well   /   SDFN   /   Travel

18:30 11.50 24.00 SDFN SDFN

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in)
ID Nom Min  

(in)
Prop 
Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Report for: 1/18/2014
Report #: 14

Sundry Number: 47537 API Well Number: 43019500100000Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/18/2014
Report #: 14

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 1/5/2014 1/24/2014 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Original 1/4/2014 1/5/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

1/18/2014 06:00 1/19/2014 06:00
Operations at Report Time

TlH w/ 2 3/8" notched collar, circ and work collar to 11,891', TOOH to 7180'.
Operations Summary

TlH w/ 2 3/8" notched collar, circ and work collar to 11,891', TOOH to 7180'.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew travel.
07:00 0.50 1.50 SMTG Hold safety meeting and discuss job. SITP- 0# SICP- 0#
07:30 1.50 3.00 TRIP Cont to TlH w/ notched collar. Tag @8080'. Work the collar to 9190'.

Pushing up to 25,000Ibs to move the string in the hole. Reverse circ the
hole@ 9190'. Pumped 20 bbls @1400#.

09:00 2.50 5.50 TRIP Cont to TlH with the notched collar. Work the string into the hole. After
9310' the string was sliding easier. Pushing from 6,000Ibs to 10,000Ibs to
move the string. Stop @9604'. Reverse circulate out the mud with 10.8
ppg CACL water. Pump: 1.0 bpm @1600#. Pumped 65 bbls to clean the
hole.

11:30 3.00 8.50 TRIP Cont to TlH with the notched collar. Move 9604' to 10,660'. Reverse
circulate the hole with 10.8 ppg CACL water. Pump: 1.25 bpm @2000#.
Pumped a total of 85 bbls to clean the hole. Shipping the contaminated
mud to the disposal.

14:30 1.00 9.50 TRIP Cont to TlH with the notched collar. Hard tag @ 11,891', this is the wiper
plug. Send 45 bbls of contaminated mud to the disposal.

15:30 1.50 11.00 TRIP TOOH to the kill depth of 7180'. Ld the tbg in the rig slips.
17:00 0.50 11.50 GOP SI tbg, csg and BOPs. Drain pump and lines.
17:30 1.00 12.50 SDFN Secure Well / SDFN / Travel
18:30 11.50 24.00 SDFN SDFN
Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

7/1/2013 Conductor 103.0 No
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No
10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No
12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor
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Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/18/2014
Report #: 14

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 1/5/2014 1/24/2014 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Original 1/4/2014 1/5/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

1/18/2014 06:00 1/19/2014 06:00
Operations at Report Time

TlH w/ 2 3/8" notched collar, circ and work collar to 11,891', TOOH to 7180'.
Operations Summary

TlH w/ 2 3/8" notched collar, circ and work collar to 11,891', TOOH to 7180'.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew travel.
07:00 0.50 1.50 SMTG Hold safety meeting and discuss job. SITP- 0# SICP- 0#

07:30 1.50 3.00 TRIP Cont to TlH w/ notched collar. Tag @8080'. Work the collar to 9190'.
Pushing up to 25,000Ibs to move the string in the hole. Reverse circ the
hole@ 9190'. Pumped 20 bbls @1400#.

09:00 2.50 5.50 TRIP Cont to TlH with the notched collar. Work the string into the hole. After
9310' the string was sliding easier. Pushing from 6,000Ibs to 10,000Ibs to
move the string. Stop @9604'. Reverse circulate out the mud with 10.8
ppg CACL water. Pump: 1.0 bpm @1600#. Pumped 65 bbls to clean the
hole.

11:30 3.00 8.50 TRIP Cont to TlH with the notched collar. Move 9604' to 10,660'. Reverse
circulate the hole with 10.8 ppg CACL water. Pump: 1.25 bpm @2000#.
Pumped a total of 85 bbls to clean the hole. Shipping the contaminated
mud to the disposal.

14:30 1.00 9.50 TRIP Cont to TlH with the notched collar. Hard tag @ 11,891', this is the wiper
plug. Send 45 bbls of contaminated mud to the disposal.

15:30 1.50 11.00 TRIP TOOH to the kill depth of 7180'. Ld the tbg in the rig slips.

17:00 0.50 11.50 GOP SI tbg, csg and BOPs. Drain pump and lines.

17:30 1.00 12.50 SDFN Secure Well / SDFN / Travel

18:30 11.50 24.00 SDFN SDFN

Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor
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Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/18/2014
Report #: 14

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 1/5/2014 1/24/2014 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Original 1/4/2014 1/5/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

1/18/2014 06:00 1/19/2014 06:00
Operations at Report Time

TlH w/ 2 3/8" notched collar, circ and work collar to 11,891', TOOH to 7180'.
Operations Summary

TlH w/ 2 3/8" notched collar, circ and work collar to 11,891', TOOH to 7180'.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew travel.
07:00 0.50 1.50 SMTG Hold safety meeting and discuss job. SITP- 0# SICP- 0#

07:30 1.50 3.00 TRIP Cont to TlH w/ notched collar. Tag @8080'. Work the collar to 9190'.
Pushing up to 25,000Ibs to move the string in the hole. Reverse circ the
hole@ 9190'. Pumped 20 bbls @1400#.

09:00 2.50 5.50 TRIP Cont to TlH with the notched collar. Work the string into the hole. After
9310' the string was sliding easier. Pushing from 6,000Ibs to 10,000Ibs to
move the string. Stop @9604'. Reverse circulate out the mud with 10.8
ppg CACL water. Pump: 1.0 bpm @1600#. Pumped 65 bbls to clean the
hole.

11:30 3.00 8.50 TRIP Cont to TlH with the notched collar. Move 9604' to 10,660'. Reverse
circulate the hole with 10.8 ppg CACL water. Pump: 1.25 bpm @2000#.
Pumped a total of 85 bbls to clean the hole. Shipping the contaminated
mud to the disposal.

14:30 1.00 9.50 TRIP Cont to TlH with the notched collar. Hard tag @ 11,891', this is the wiper
plug. Send 45 bbls of contaminated mud to the disposal.

15:30 1.50 11.00 TRIP TOOH to the kill depth of 7180'. Ld the tbg in the rig slips.

17:00 0.50 11.50 GOP SI tbg, csg and BOPs. Drain pump and lines.

17:30 1.00 12.50 SDFN Secure Well / SDFN / Travel

18:30 11.50 24.00 SDFN SDFN

Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor
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Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/18/2014
Report #: 14

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 1/5/2014 1/24/2014 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Original 1/4/2014 1/5/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

1/18/2014 06:00 1/19/2014 06:00
Operations at Report Time

TlH w/ 2 3/8" notched collar, circ and work collar to 11,891', TOOH to 7180'.
Operations Summary

TlH w/ 2 3/8" notched collar, circ and work collar to 11,891', TOOH to 7180'.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew travel.
07:00 0.50 1.50 SMTG Hold safety meeting and discuss job. SITP- 0# SICP- 0#

07:30 1.50 3.00 TRIP Cont to TlH w/ notched collar. Tag @8080'. Work the collar to 9190'.
Pushing up to 25,000Ibs to move the string in the hole. Reverse circ the
hole@ 9190'. Pumped 20 bbls @1400#.

09:00 2.50 5.50 TRIP Cont to TlH with the notched collar. Work the string into the hole. After
9310' the string was sliding easier. Pushing from 6,000Ibs to 10,000Ibs to
move the string. Stop @9604'. Reverse circulate out the mud with 10.8
ppg CACL water. Pump: 1.0 bpm @1600#. Pumped 65 bbls to clean the
hole.

11:30 3.00 8.50 TRIP Cont to TlH with the notched collar. Move 9604' to 10,660'. Reverse
circulate the hole with 10.8 ppg CACL water. Pump: 1.25 bpm @2000#.
Pumped a total of 85 bbls to clean the hole. Shipping the contaminated
mud to the disposal.

14:30 1.00 9.50 TRIP Cont to TlH with the notched collar. Hard tag @ 11,891', this is the wiper
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Well Name: Cane Creek Unit 7-1

Report Printed:   2/5/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin

Paradox Basin
Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A… pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu… Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (lb/gal) Conc BH (lb/gal)

Perforations
Date

1/24/2014
Type

Perforated
Top (ftKB)

7,920.0
Btm (ftKB)

8,880.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

5,40
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

9,035.0
Btm (ftKB)

9,125.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

480
String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

10,205.0
Btm (ftKB)

10,555.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

1,98
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

10,595.0
Btm (ftKB)

10,950.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,00
4

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

11,000.0
Btm (ftKB)

11,395.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,23
2

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

11,445.0
Btm (ftKB)

11,870.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,40
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Report for: 1/18/2014
Report #: 14

Sundry Number: 47537 API Well Number: 43019500100000Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/18/2014
Report #: 14

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 7,920.0 8,880.0 Original Hole Cane Creek, Original 5,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 9,035.0 9,125.0 Original Hole Cane Creek, Original 480 Production, 11,938.0ftKB
Hole

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,205.0 10,555.0 Original Hole Cane Creek, Original 1,98 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,595.0 10,950.0 Original Hole Cane Creek, Original 2,00 Production, 11,938.0ftKB
Hole 4

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,000.0 11,395.0 Original Hole Cane Creek, Original 2,23 Production, 11,938.0ftKB
Hole 2

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,445.0 11,870.0 Original Hole Cane Creek, Original 2,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status
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County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 7,920.0 8,880.0 Original Hole Cane Creek, Original 5,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 9,035.0 9,125.0 Original Hole Cane Creek, Original 480 Production, 11,938.0ftKB
Hole

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,205.0 10,555.0 Original Hole Cane Creek, Original 1,98 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,595.0 10,950.0 Original Hole Cane Creek, Original 2,00 Production, 11,938.0ftKB
Hole 4

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,000.0 11,395.0 Original Hole Cane Creek, Original 2,23 Production, 11,938.0ftKB
Hole 2

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,445.0 11,870.0 Original Hole Cane Creek, Original 2,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status
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RECEIVED: Feb. 05, 2014

Page  1/2

Well Name: Cane Creek Unit 7-1

Report Printed:   2/5/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin

Paradox Basin
Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Operator

Fidelity E&P
Completions Start Date

1/5/2014
Completions Finished Date

1/24/2014
Well Status

PROD
Job Category

Completion
Job Typ

Original
Job SubTyp Planned Start Date

1/4/2014
Start Date

1/5/2014
End Date

Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date

1/19/2014 06:00
Report End Date

1/20/2014 06:00
Operations at Report Time

TOOH w/ NC, TIH w/ 3 5/8'' bit and scraper, circ hole, TOOH to kill depth.
Operations Summary

TOOH w/ NC, TIH w/ 3 5/8'' bit and scraper, circ hole, TOOH to kill depth.
Operations Next Report Period

Weather

Sunny and Clear
Wellbore

Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew travel.

07:00 0.50 1.50 SMTG Hold safety meeting and discuss  job. SITP- 0#   SICP- 0#

07:30 2.50 4.00 TRIP Cont to TOOH w/ notched collar. PU bit and scraper.

10:00 2.50 6.50 TRIP TIH the bit and scraper as follows: 3 bladed drag bit, Weatherford 4 1/2''  
csg scraper, BS, 2 7/8'' X 2 3/8'' Xover, 1 jnt of 2 3/8'' 4.7# N-80 EUE 8rd  
tbg, 2 3/8'' X nipple ( 1.875'' ), 2 3/8'' EUE X 2 3/8'' WTS Xover, 85 jnts of 2  
3/8'' 5.95# P-110 WTS IJ tbg, 2 3/8'' WTS X 2 3/8'' EUE Xover, 64 jnts of 2  
3/8'' 4.7# N-80 EUE 8rd tbg, 2 3/8'' WTS X 2 7/8'' EUE Xover, 1 jnt of 2 7/8''  
6.5#N-80 EUE 8rd tbg, X nipple ( 2.313'' ID ), 221 jnts of 2 7/8'' 6.5# N-80  
EUE 8rd tbg. Tag @ 11,891'. PU the string 4'.  

12:30 2.75 9.25 CTU Reverse circ the hole w/ 315 bbls of 9.6 ppg CACL water. Reverse out the  
mud and water from the hole. Dispose of the mud and save as much of the  
water as possible. Pump: 2.0 bpm @ 2000#.

15:15 1.50 10.75 TRIP TOOH to kill depth of 7180'.

16:45 0.25 11.00 GOP SI tbg, csg and BOPs. Drain pump and lines.

17:00 1.00 12.00 SDFN Secure Well   /   SDFN   /   Travel

18:00 12.00 24.00 SDFN SDFN

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in)
ID Nom Min  

(in)
Prop 
Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A… pH Filter Size (in) Description

Report for: 1/19/2014
Report #: 15

Sundry Number: 47537 API Well Number: 43019500100000Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/19/2014
Report #: 15

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 1/5/2014 1/24/2014 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Original 1/4/2014 1/5/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

1/19/2014 06:00 1/20/2014 06:00
Operations at Report Time

TOOH w/ NC, TlH w/ 3 5/8" bit and scraper, circ hole, TOOH to kill depth.
Operations Summary

TOOH w/ NC, TlH w/ 3 5/8" bit and scraper, circ hole, TOOH to kill depth.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew travel.
07:00 0.50 1.50 SMTG Hold safety meeting and discuss job. SITP-0# SICP-0#

07:30 2.50 4.00 TRIP Cont to TOOH w/ notched collar. PU bit and scraper.
10:00 2.50 6.50 TRIP TlH the bit and scraper as follows: 3 bladed drag bit, Weatherford 4 1/2"

csg scraper, BS, 2 7/8" X 2 3/8" Xover, 1 jnt of 2 3/8" 4.7# N-80 EUE 8rd
tbg, 2 3/8" X nipple ( 1.875"), 2 3/8" EUE X 2 3/8" WTS Xover, 85 jnts of 2
3/8" 5.95# P-110 WTS IJ tbg, 2 3/8" WTS X 2 3/8" EUE Xover, 64 jnts of 2
3/8" 4.7# N-80 EUE 8rd tbg, 2 3/8" WTS X 2 7/8" EUE Xover, 1 jnt of 2 7/8"
6.5#N-80 EUE 8rd tbg, X nipple ( 2.313" ID ), 221 jnts of 2 7/8" 6.5# N-80
EUE 8rd tbg. Tag @ 11,891'. PU the string 4'.

12:30 2.75 9.25 CTU Reverse circ the hole w/ 315 bbls of 9.6 ppg CACL water. Reverse out the
mud and water from the hole. Dispose of the mud and save as much of the
water as possible. Pump: 2.0 bpm @2000#.

15:15 1.50 10.75 TRIP TOOH to kill depth of 7180'.
16:45 0.25 11.00 GOP SI tbg, csg and BOPs. Drain pump and lines.
17:00 1.00 12.00 SDFN Secure Well / SDFN / Travel
18:00 12.00 24.00 SDFN SDFN
Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

7/1/2013 Conductor 103.0 No
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No
10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No
12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Page 1/2 Report Printed:

Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/19/2014
Report #: 15

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 1/5/2014 1/24/2014 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Original 1/4/2014 1/5/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

1/19/2014 06:00 1/20/2014 06:00
Operations at Report Time

TOOH w/ NC, TlH w/ 3 5/8" bit and scraper, circ hole, TOOH to kill depth.
Operations Summary

TOOH w/ NC, TlH w/ 3 5/8" bit and scraper, circ hole, TOOH to kill depth.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew travel.
07:00 0.50 1.50 SMTG Hold safety meeting and discuss job. SITP-0# SICP-0#

07:30 2.50 4.00 TRIP Cont to TOOH w/ notched collar. PU bit and scraper.

10:00 2.50 6.50 TRIP TlH the bit and scraper as follows: 3 bladed drag bit, Weatherford 4 1/2"
csg scraper, BS, 2 7/8" X 2 3/8" Xover, 1 jnt of 2 3/8" 4.7# N-80 EUE 8rd
tbg, 2 3/8" X nipple ( 1.875"), 2 3/8" EUE X 2 3/8" WTS Xover, 85 jnts of 2
3/8" 5.95# P-110 WTS IJ tbg, 2 3/8" WTS X 2 3/8" EUE Xover, 64 jnts of 2
3/8" 4.7# N-80 EUE 8rd tbg, 2 3/8" WTS X 2 7/8" EUE Xover, 1 jnt of 2 7/8"
6.5#N-80 EUE 8rd tbg, X nipple ( 2.313" ID ), 221 jnts of 2 7/8" 6.5# N-80
EUE 8rd tbg. Tag @ 11,891'. PU the string 4'.

12:30 2.75 9.25 CTU Reverse circ the hole w/ 315 bbls of 9.6 ppg CACL water. Reverse out the
mud and water from the hole. Dispose of the mud and save as much of the
water as possible. Pump: 2.0 bpm @2000#.

15:15 1.50 10.75 TRIP TOOH to kill depth of 7180'.

16:45 0.25 11.00 GOP SI tbg, csg and BOPs. Drain pump and lines.

17:00 1.00 12.00 SDFN Secure Well / SDFN / Travel

18:00 12.00 24.00 SDFN SDFN

Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description
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Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/19/2014
Report #: 15

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 1/5/2014 1/24/2014 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Original 1/4/2014 1/5/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

1/19/2014 06:00 1/20/2014 06:00
Operations at Report Time

TOOH w/ NC, TlH w/ 3 5/8" bit and scraper, circ hole, TOOH to kill depth.
Operations Summary

TOOH w/ NC, TlH w/ 3 5/8" bit and scraper, circ hole, TOOH to kill depth.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew travel.
07:00 0.50 1.50 SMTG Hold safety meeting and discuss job. SITP-0# SICP-0#

07:30 2.50 4.00 TRIP Cont to TOOH w/ notched collar. PU bit and scraper.

10:00 2.50 6.50 TRIP TlH the bit and scraper as follows: 3 bladed drag bit, Weatherford 4 1/2"
csg scraper, BS, 2 7/8" X 2 3/8" Xover, 1 jnt of 2 3/8" 4.7# N-80 EUE 8rd
tbg, 2 3/8" X nipple ( 1.875"), 2 3/8" EUE X 2 3/8" WTS Xover, 85 jnts of 2
3/8" 5.95# P-110 WTS IJ tbg, 2 3/8" WTS X 2 3/8" EUE Xover, 64 jnts of 2
3/8" 4.7# N-80 EUE 8rd tbg, 2 3/8" WTS X 2 7/8" EUE Xover, 1 jnt of 2 7/8"
6.5#N-80 EUE 8rd tbg, X nipple ( 2.313" ID ), 221 jnts of 2 7/8" 6.5# N-80
EUE 8rd tbg. Tag @ 11,891'. PU the string 4'.

12:30 2.75 9.25 CTU Reverse circ the hole w/ 315 bbls of 9.6 ppg CACL water. Reverse out the
mud and water from the hole. Dispose of the mud and save as much of the
water as possible. Pump: 2.0 bpm @2000#.

15:15 1.50 10.75 TRIP TOOH to kill depth of 7180'.

16:45 0.25 11.00 GOP SI tbg, csg and BOPs. Drain pump and lines.

17:00 1.00 12.00 SDFN Secure Well / SDFN / Travel

18:00 12.00 24.00 SDFN SDFN

Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description
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Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/19/2014
Report #: 15

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 1/5/2014 1/24/2014 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Original 1/4/2014 1/5/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

1/19/2014 06:00 1/20/2014 06:00
Operations at Report Time

TOOH w/ NC, TlH w/ 3 5/8" bit and scraper, circ hole, TOOH to kill depth.
Operations Summary

TOOH w/ NC, TlH w/ 3 5/8" bit and scraper, circ hole, TOOH to kill depth.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew travel.
07:00 0.50 1.50 SMTG Hold safety meeting and discuss job. SITP-0# SICP-0#

07:30 2.50 4.00 TRIP Cont to TOOH w/ notched collar. PU bit and scraper.

10:00 2.50 6.50 TRIP TlH the bit and scraper as follows: 3 bladed drag bit, Weatherford 4 1/2"
csg scraper, BS, 2 7/8" X 2 3/8" Xover, 1 jnt of 2 3/8" 4.7# N-80 EUE 8rd
tbg, 2 3/8" X nipple ( 1.875"), 2 3/8" EUE X 2 3/8" WTS Xover, 85 jnts of 2
3/8" 5.95# P-110 WTS IJ tbg, 2 3/8" WTS X 2 3/8" EUE Xover, 64 jnts of 2
3/8" 4.7# N-80 EUE 8rd tbg, 2 3/8" WTS X 2 7/8" EUE Xover, 1 jnt of 2 7/8"
6.5#N-80 EUE 8rd tbg, X nipple ( 2.313" ID ), 221 jnts of 2 7/8" 6.5# N-80
EUE 8rd tbg. Tag @ 11,891'. PU the string 4'.

12:30 2.75 9.25 CTU Reverse circ the hole w/ 315 bbls of 9.6 ppg CACL water. Reverse out the
mud and water from the hole. Dispose of the mud and save as much of the
water as possible. Pump: 2.0 bpm @2000#.

15:15 1.50 10.75 TRIP TOOH to kill depth of 7180'.

16:45 0.25 11.00 GOP SI tbg, csg and BOPs. Drain pump and lines.

17:00 1.00 12.00 SDFN Secure Well / SDFN / Travel

18:00 12.00 24.00 SDFN SDFN

Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description
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Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/19/2014
Report #: 15

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 1/5/2014 1/24/2014 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Original 1/4/2014 1/5/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

1/19/2014 06:00 1/20/2014 06:00
Operations at Report Time

TOOH w/ NC, TlH w/ 3 5/8" bit and scraper, circ hole, TOOH to kill depth.
Operations Summary

TOOH w/ NC, TlH w/ 3 5/8" bit and scraper, circ hole, TOOH to kill depth.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew travel.
07:00 0.50 1.50 SMTG Hold safety meeting and discuss job. SITP-0# SICP-0#

07:30 2.50 4.00 TRIP Cont to TOOH w/ notched collar. PU bit and scraper.

10:00 2.50 6.50 TRIP TlH the bit and scraper as follows: 3 bladed drag bit, Weatherford 4 1/2"
csg scraper, BS, 2 7/8" X 2 3/8" Xover, 1 jnt of 2 3/8" 4.7# N-80 EUE 8rd
tbg, 2 3/8" X nipple ( 1.875"), 2 3/8" EUE X 2 3/8" WTS Xover, 85 jnts of 2
3/8" 5.95# P-110 WTS IJ tbg, 2 3/8" WTS X 2 3/8" EUE Xover, 64 jnts of 2
3/8" 4.7# N-80 EUE 8rd tbg, 2 3/8" WTS X 2 7/8" EUE Xover, 1 jnt of 2 7/8"
6.5#N-80 EUE 8rd tbg, X nipple ( 2.313" ID ), 221 jnts of 2 7/8" 6.5# N-80
EUE 8rd tbg. Tag @ 11,891'. PU the string 4'.

12:30 2.75 9.25 CTU Reverse circ the hole w/ 315 bbls of 9.6 ppg CACL water. Reverse out the
mud and water from the hole. Dispose of the mud and save as much of the
water as possible. Pump: 2.0 bpm @2000#.

15:15 1.50 10.75 TRIP TOOH to kill depth of 7180'.

16:45 0.25 11.00 GOP SI tbg, csg and BOPs. Drain pump and lines.

17:00 1.00 12.00 SDFN Secure Well / SDFN / Travel

18:00 12.00 24.00 SDFN SDFN

Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description
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Well Name: Cane Creek Unit 7-1

Report Printed:   2/5/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin

Paradox Basin
Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu… Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (lb/gal) Conc BH (lb/gal)

Perforations
Date

1/24/2014
Type

Perforated
Top (ftKB)

7,920.0
Btm (ftKB)

8,880.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

5,40
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

9,035.0
Btm (ftKB)

9,125.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

480
String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

10,205.0
Btm (ftKB)

10,555.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

1,98
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

10,595.0
Btm (ftKB)

10,950.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,00
4

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

11,000.0
Btm (ftKB)

11,395.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,23
2

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

11,445.0
Btm (ftKB)

11,870.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,40
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Report for: 1/19/2014
Report #: 15

Sundry Number: 47537 API Well Number: 43019500100000Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/19/2014
Report #: 15

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 7,920.0 8,880.0 Original Hole Cane Creek, Original 5,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 9,035.0 9,125.0 Original Hole Cane Creek, Original 480 Production, 11,938.0ftKB
Hole

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,205.0 10,555.0 Original Hole Cane Creek, Original 1,98 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,595.0 10,950.0 Original Hole Cane Creek, Original 2,00 Production, 11,938.0ftKB
Hole 4

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,000.0 11,395.0 Original Hole Cane Creek, Original 2,23 Production, 11,938.0ftKB
Hole 2

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,445.0 11,870.0 Original Hole Cane Creek, Original 2,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status
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Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/19/2014
Report #: 15

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 7,920.0 8,880.0 Original Hole Cane Creek, Original 5,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 9,035.0 9,125.0 Original Hole Cane Creek, Original 480 Production, 11,938.0ftKB
Hole

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,205.0 10,555.0 Original Hole Cane Creek, Original 1,98 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,595.0 10,950.0 Original Hole Cane Creek, Original 2,00 Production, 11,938.0ftKB
Hole 4

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,000.0 11,395.0 Original Hole Cane Creek, Original 2,23 Production, 11,938.0ftKB
Hole 2

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,445.0 11,870.0 Original Hole Cane Creek, Original 2,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status
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Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/19/2014
Report #: 15

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 7,920.0 8,880.0 Original Hole Cane Creek, Original 5,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 9,035.0 9,125.0 Original Hole Cane Creek, Original 480 Production, 11,938.0ftKB
Hole

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,205.0 10,555.0 Original Hole Cane Creek, Original 1,98 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,595.0 10,950.0 Original Hole Cane Creek, Original 2,00 Production, 11,938.0ftKB
Hole 4

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,000.0 11,395.0 Original Hole Cane Creek, Original 2,23 Production, 11,938.0ftKB
Hole 2

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,445.0 11,870.0 Original Hole Cane Creek, Original 2,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status
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Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/19/2014
Report #: 15

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 7,920.0 8,880.0 Original Hole Cane Creek, Original 5,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 9,035.0 9,125.0 Original Hole Cane Creek, Original 480 Production, 11,938.0ftKB
Hole

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,205.0 10,555.0 Original Hole Cane Creek, Original 1,98 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,595.0 10,950.0 Original Hole Cane Creek, Original 2,00 Production, 11,938.0ftKB
Hole 4

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,000.0 11,395.0 Original Hole Cane Creek, Original 2,23 Production, 11,938.0ftKB
Hole 2

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,445.0 11,870.0 Original Hole Cane Creek, Original 2,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status
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Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/19/2014
Report #: 15

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 7,920.0 8,880.0 Original Hole Cane Creek, Original 5,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 9,035.0 9,125.0 Original Hole Cane Creek, Original 480 Production, 11,938.0ftKB
Hole

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,205.0 10,555.0 Original Hole Cane Creek, Original 1,98 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,595.0 10,950.0 Original Hole Cane Creek, Original 2,00 Production, 11,938.0ftKB
Hole 4

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,000.0 11,395.0 Original Hole Cane Creek, Original 2,23 Production, 11,938.0ftKB
Hole 2

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,445.0 11,870.0 Original Hole Cane Creek, Original 2,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status
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Well Name: Cane Creek Unit 7-1

Report Printed:   2/5/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin

Paradox Basin
Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Operator

Fidelity E&P
Completions Start Date

1/5/2014
Completions Finished Date

1/24/2014
Well Status

PROD
Job Category

Completion
Job Typ

Original
Job SubTyp Planned Start Date

1/4/2014
Start Date

1/5/2014
End Date

Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date

1/20/2014 06:00
Report End Date

1/21/2014 06:00
Operations at Report Time

TIH to 11,891', circ diesel, TOOH 4 1/2'' assembly, TIH kill string.
Operations Summary

TIH to 11,891', circ diesel, TOOH 4 1.2'' assembly, TIH kill string.
Operations Next Report Period

Weather

Sunny and Clear
Wellbore

Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew travel

07:00 0.50 1.50 SMTG Hold safety meeting and discuss job. SITP- 0#   SICP- 0#

07:30 1.50 3.00 TRIP TIH w/ 4 1/2'' scraper assembly. Tag up @  11,891'. PU 4' and Ld the string  
in the slips. Prep to pump diesel.

09:00 2.75 5.75 CTU MI Onsite fire safety crew and equip. Begin pumping #2 red dye diesel.  
Reverse circ the diesel @ 2 bpm @ 1700#. Pump 319 bbls of diesel. Save  
the 9.6 ppg CACL water.  

11:45 0.75 6.50 GOP RD and release the fire safety crew and equip. Prep to TOOH w/ 4 1/2''  
scraper assembly.

12:30 4.00 10.50 TRIP TOOH w/ 4 1/2'' scraper assembly. LD the 2 3/8'' wts and 24 jnts of the 2  
3/8'' 8rd. Std back the rest of the tbg in the derrick.

16:30 1.50 12.00 TRIP LD the scraper assembly. TIH a kill string to 3190'.

18:00 0.50 12.50 GOP SI the tbg, csg and BOPs.

18:30 1.00 13.50 SDFN Secure Well   /   SDFN   /   Travel

19:30 10.50 24.00 SDFN SDFN

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in)
ID Nom Min  

(in)
Prop 
Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A… pH Filter Size (in) Description

Report for: 1/20/2014
Report #: 16

Sundry Number: 47537 API Well Number: 43019500100000Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/20/2014
Report #: 16

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 1/5/2014 1/24/2014 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Original 1/4/2014 1/5/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

1/20/2014 06:00 1/21/2014 06:00
Operations at Report Time

TlH to 11,891', circ diesel, TOOH 4 1/2" assembly, TlH kill string.
Operations Summary

TlH to 11,891', circ diesel, TOOH 4 1.2" assembly, TlH kill string.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew travel
07:00 0.50 1.50 SMTG Hold safety meeting and discuss job. SITP- 0# SICP- 0#
07:30 1.50 3.00 TRIP TlH w/ 4 1/2" scraper assembly. Tag up @ 11,891'. PU 4' and Ld the string

in the slips. Prep to pump diesel.

09:00 2.75 5.75 CTU MI Onsite fire safety crew and equip. Begin pumping #2 red dye diesel.
Reverse circ the diesel @2 bpm @ 1700#. Pump 319 bbls of diesel. Save
the 9.6 ppg CACL water.

11:45 0.75 6.50 GOP RD and release the fire safety crew and equip. Prep to TOOH w/ 4 1/2"
scraper assembly.

12:30 4.00 10.50 TRIP TOOH w/ 4 1/2" scraper assembly. LD the 2 3/8" wts and 24 jnts of the 2
3/8" 8rd. Std back the rest of the tbg in the derrick.

16:30 1.50 12.00 TRIP LD the scraper assembly. TlH a kill string to 3190'.
18:00 0.50 12.50 GOP SI the tbg, csg and BOPs.
18:30 1.00 13.50 SDFN Secure Well / SDFN / Travel
19:30 10.50 24.00 SDFN SDFN
Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

7/1/2013 Conductor 103.0 No
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No
10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No
12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Page 1/2 Report Printed:

Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/20/2014
Report #: 16

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 1/5/2014 1/24/2014 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Original 1/4/2014 1/5/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

1/20/2014 06:00 1/21/2014 06:00
Operations at Report Time

TlH to 11,891', circ diesel, TOOH 4 1/2" assembly, TlH kill string.
Operations Summary

TlH to 11,891', circ diesel, TOOH 4 1.2" assembly, TlH kill string.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew travel
07:00 0.50 1.50 SMTG Hold safety meeting and discuss job. SITP- 0# SICP- 0#

07:30 1.50 3.00 TRIP TlH w/ 4 1/2" scraper assembly. Tag up @ 11,891'. PU 4' and Ld the string
in the slips. Prep to pump diesel.

09:00 2.75 5.75 CTU MI Onsite fire safety crew and equip. Begin pumping #2 red dye diesel.
Reverse circ the diesel @2 bpm @ 1700#. Pump 319 bbls of diesel. Save
the 9.6 ppg CACL water.

11:45 0.75 6.50 GOP RD and release the fire safety crew and equip. Prep to TOOH w/ 4 1/2"
scraper assembly.

12:30 4.00 10.50 TRIP TOOH w/ 4 1/2" scraper assembly. LD the 2 3/8" wts and 24 jnts of the 2
3/8" 8rd. Std back the rest of the tbg in the derrick.

16:30 1.50 12.00 TRIP LD the scraper assembly. TlH a kill string to 3190'.

18:00 0.50 12.50 GOP SI the tbg, csg and BOPs.

18:30 1.00 13.50 SDFN Secure Well / SDFN / Travel

19:30 10.50 24.00 SDFN SDFN

Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description
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Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/20/2014
Report #: 16

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 1/5/2014 1/24/2014 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Original 1/4/2014 1/5/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

1/20/2014 06:00 1/21/2014 06:00
Operations at Report Time

TlH to 11,891', circ diesel, TOOH 4 1/2" assembly, TlH kill string.
Operations Summary

TlH to 11,891', circ diesel, TOOH 4 1.2" assembly, TlH kill string.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew travel
07:00 0.50 1.50 SMTG Hold safety meeting and discuss job. SITP- 0# SICP- 0#

07:30 1.50 3.00 TRIP TlH w/ 4 1/2" scraper assembly. Tag up @ 11,891'. PU 4' and Ld the string
in the slips. Prep to pump diesel.

09:00 2.75 5.75 CTU MI Onsite fire safety crew and equip. Begin pumping #2 red dye diesel.
Reverse circ the diesel @2 bpm @ 1700#. Pump 319 bbls of diesel. Save
the 9.6 ppg CACL water.

11:45 0.75 6.50 GOP RD and release the fire safety crew and equip. Prep to TOOH w/ 4 1/2"
scraper assembly.

12:30 4.00 10.50 TRIP TOOH w/ 4 1/2" scraper assembly. LD the 2 3/8" wts and 24 jnts of the 2
3/8" 8rd. Std back the rest of the tbg in the derrick.

16:30 1.50 12.00 TRIP LD the scraper assembly. TlH a kill string to 3190'.

18:00 0.50 12.50 GOP SI the tbg, csg and BOPs.

18:30 1.00 13.50 SDFN Secure Well / SDFN / Travel

19:30 10.50 24.00 SDFN SDFN

Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description
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Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/20/2014
Report #: 16

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 1/5/2014 1/24/2014 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Original 1/4/2014 1/5/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

1/20/2014 06:00 1/21/2014 06:00
Operations at Report Time

TlH to 11,891', circ diesel, TOOH 4 1/2" assembly, TlH kill string.
Operations Summary

TlH to 11,891', circ diesel, TOOH 4 1.2" assembly, TlH kill string.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew travel
07:00 0.50 1.50 SMTG Hold safety meeting and discuss job. SITP- 0# SICP- 0#

07:30 1.50 3.00 TRIP TlH w/ 4 1/2" scraper assembly. Tag up @ 11,891'. PU 4' and Ld the string
in the slips. Prep to pump diesel.

09:00 2.75 5.75 CTU MI Onsite fire safety crew and equip. Begin pumping #2 red dye diesel.
Reverse circ the diesel @2 bpm @ 1700#. Pump 319 bbls of diesel. Save
the 9.6 ppg CACL water.

11:45 0.75 6.50 GOP RD and release the fire safety crew and equip. Prep to TOOH w/ 4 1/2"
scraper assembly.

12:30 4.00 10.50 TRIP TOOH w/ 4 1/2" scraper assembly. LD the 2 3/8" wts and 24 jnts of the 2
3/8" 8rd. Std back the rest of the tbg in the derrick.

16:30 1.50 12.00 TRIP LD the scraper assembly. TlH a kill string to 3190'.

18:00 0.50 12.50 GOP SI the tbg, csg and BOPs.

18:30 1.00 13.50 SDFN Secure Well / SDFN / Travel

19:30 10.50 24.00 SDFN SDFN

Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description
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Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/20/2014
Report #: 16

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 1/5/2014 1/24/2014 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Original 1/4/2014 1/5/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

1/20/2014 06:00 1/21/2014 06:00
Operations at Report Time

TlH to 11,891', circ diesel, TOOH 4 1/2" assembly, TlH kill string.
Operations Summary

TlH to 11,891', circ diesel, TOOH 4 1.2" assembly, TlH kill string.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew travel
07:00 0.50 1.50 SMTG Hold safety meeting and discuss job. SITP- 0# SICP- 0#

07:30 1.50 3.00 TRIP TlH w/ 4 1/2" scraper assembly. Tag up @ 11,891'. PU 4' and Ld the string
in the slips. Prep to pump diesel.

09:00 2.75 5.75 CTU MI Onsite fire safety crew and equip. Begin pumping #2 red dye diesel.
Reverse circ the diesel @2 bpm @ 1700#. Pump 319 bbls of diesel. Save
the 9.6 ppg CACL water.

11:45 0.75 6.50 GOP RD and release the fire safety crew and equip. Prep to TOOH w/ 4 1/2"
scraper assembly.

12:30 4.00 10.50 TRIP TOOH w/ 4 1/2" scraper assembly. LD the 2 3/8" wts and 24 jnts of the 2
3/8" 8rd. Std back the rest of the tbg in the derrick.

16:30 1.50 12.00 TRIP LD the scraper assembly. TlH a kill string to 3190'.

18:00 0.50 12.50 GOP SI the tbg, csg and BOPs.

18:30 1.00 13.50 SDFN Secure Well / SDFN / Travel

19:30 10.50 24.00 SDFN SDFN

Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description
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RECEIVED: Feb. 05, 2014

Page  2/2

Well Name: Cane Creek Unit 7-1

Report Printed:   2/5/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin

Paradox Basin
Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu… Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (lb/gal) Conc BH (lb/gal)

Perforations
Date

1/24/2014
Type

Perforated
Top (ftKB)

7,920.0
Btm (ftKB)

8,880.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

5,40
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

9,035.0
Btm (ftKB)

9,125.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

480
String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

10,205.0
Btm (ftKB)

10,555.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

1,98
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

10,595.0
Btm (ftKB)

10,950.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,00
4

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

11,000.0
Btm (ftKB)

11,395.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,23
2

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

11,445.0
Btm (ftKB)

11,870.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,40
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Report for: 1/20/2014
Report #: 16

Sundry Number: 47537 API Well Number: 43019500100000Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/20/2014
Report #: 16

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 7,920.0 8,880.0 Original Hole Cane Creek, Original 5,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 9,035.0 9,125.0 Original Hole Cane Creek, Original 480 Production, 11,938.0ftKB
Hole

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,205.0 10,555.0 Original Hole Cane Creek, Original 1,98 Production, 11,938.0ftKB
Hole O

Perforation Statuses
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Well Name: Cane Creek Unit 7-1

Report Printed:   2/5/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin

Paradox Basin
Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Operator

Fidelity E&P
Completions Start Date

1/5/2014
Completions Finished Date

1/24/2014
Well Status

PROD
Job Category

Completion
Job Typ

Original
Job SubTyp Planned Start Date

1/4/2014
Start Date

1/5/2014
End Date

Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date

1/21/2014 06:00
Report End Date

1/22/2014 06:00
Operations at Report Time

TOOH w/ kill string, prep and move guns, TIH TCP guns, set packer, test packer.
Operations Summary

TOOH w/ kill string, prep and move guns, TIH TCP guns, set packer, test packer.
Operations Next Report Period

Weather

Sunny and Clear
Wellbore

Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew travel

07:00 0.50 1.50 SMTG Hold safety meeting and discuss job. SITP- 0#   SICP- 0#

07:30 1.00 2.50 TRIP TOOH w/ kill string.

08:30 1.50 4.00 GOP Move the 2 3/8'' tbg and store on the edge of location. Move and prep the  
TCP guns.

10:00 8.50 12.50 CTTCP TIH w/ Baker TCP guns as follows: Baker 3 1/8'' TCP guns  and spacers  
(187)  ( 3 1/8'', 6 spf, 60 deg phasing, 21 gm, SDP-3125-311NT4 Super  
Hero Charges ), Top shot @ 7920' to bottom shot @ 11,870', 14,450 shots,  
3 1/8'' blank safety spacer, Model D/RD absolute pressure Dual Firing  
Head, (3) 2 3/8'' ported disc assembly, 41 jnts of 2 3/8'' 4.7# N-80 EUE 8rd  
tbg, 2 3/8'' EUE X 2 7/8'' EUE Xover, 2 7/8'' tbg swivel, 6' X 2 7/8'' N-80  
pup, 2 7/8'' XN nipple ( 2.205'' NG ), 10' X 2 7/8'' N-80 pup, Baker 7'' Hornet  
packer, L-10 connector, 1 jnt of 2 7/8'' 6.5# N-80 EUE 8rd tbg, X nipple  
( 2.313'' ID ), 202 jnts of 2 7/8'' 6.5# N-80 EUE 8rd tbg. Packer set @ 6551'.  
Top shot @ 7920' & Bottom shot @ 11,870'. Set the packer and LD 1 jnt of  
2 7/8'' tbg.

18:30 0.50 13.00 PTST Test the packer on the back side and the inside to 2000#. Good tests.  
Release the packer and LD one more jnt of 2 7/8'' tbg.  

19:00 0.50 13.50 GOP SI tbg, csg & BOPs, Drain pump and lines. Turn off lights.

19:30 1.00 14.50 SDFN Secure Well   /   SDFN   /   Travel

20:30 9.50 24.00 SDFN SDFN

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in)
ID Nom Min  

(in)
Prop 
Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Report for: 1/21/2014
Report #: 17

Sundry Number: 47537 API Well Number: 43019500100000Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/21/2014
Report #: 17

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
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Hero Charges ), Top shot @7920' to bottom shot @ 11,870', 14,450 shots,
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Head, (3) 2 3/8" ported disc assembly, 41 jnts of 2 3/8" 4.7# N-80 EUE 8rd
tbg, 2 3/8" EUE X 2 7/8" EUE Xover, 2 7/8" tbg swivel, 6' X 2 7/8" N-80
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11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor
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Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/21/2014
Report #: 17

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 1/5/2014 1/24/2014 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Original 1/4/2014 1/5/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

1/21/2014 06:00 1/22/2014 06:00
Operations at Report Time

TOOH w/ kill string, prep and move guns, TlH TCP guns, set packer, test packer.
Operations Summary

TOOH w/ kill string, prep and move guns, TlH TCP guns, set packer, test packer.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew travel
07:00 0.50 1.50 SMTG Hold safety meeting and discuss job. SITP- 0# SICP- 0#

07:30 1.00 2.50 TRIP TOOH w/ kill string.

08:30 1.50 4.00 GOP Move the 2 3/8" tbg and store on the edge of location. Move and prep the
TCP guns.

10:00 8.50 12.50 CTTCP TlH w/ Baker TCP guns as follows: Baker 3 1/8" TCP guns and spacers
(187) ( 3 1/8", 6 spf, 60 deg phasing, 21 gm, SDP-3125-311NT4 Super
Hero Charges ), Top shot @7920' to bottom shot @ 11,870', 14,450 shots,
3 1/8" blank safety spacer, Model DIRD absolute pressure Dual Firing
Head, (3) 2 3/8" ported disc assembly, 41 jnts of 2 3/8" 4.7# N-80 EUE 8rd
tbg, 2 3/8" EUE X 2 7/8" EUE Xover, 2 7/8" tbg swivel, 6' X 2 7/8" N-80
pup, 2 7/8" XN nipple ( 2.205" NG ), 10' X 2 7/8" N-80 pup, Baker 7" Hornet
packer, L-10 connector, 1 jnt of 2 7/8" 6.5# N-80 EUE 8rd tbg, X nipple
( 2.313" ID ), 202 jnts of 2 7/8" 6.5# N-80 EUE 8rd tbg. Packer set @6551'.
Top shot @7920' & Bottom shot @ 11,870'. Set the packer and LD 1 jnt of
2 7/8" tbg.

18:30 0.50 13.00 PTST Test the packer on the back side and the inside to 2000#. Good tests.
Release the packer and LD one more jnt of 2 7/8" tbg.

19:00 0.50 13.50 GOP SI tbg, csg & BOPs, Drain pump and lines. Turn off lights.

19:30 1.00 14.50 SDFN Secure Well / SDFN / Travel

20:30 9.50 24.00 SDFN SDFN

Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?
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Rod Components
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Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor
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Well Name: Cane Creek Unit 7-1

Report Printed:   2/5/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin

Paradox Basin
Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A… pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu… Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (lb/gal) Conc BH (lb/gal)

Perforations
Date

1/24/2014
Type

Perforated
Top (ftKB)

7,920.0
Btm (ftKB)

8,880.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

5,40
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

9,035.0
Btm (ftKB)

9,125.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

480
String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

10,205.0
Btm (ftKB)

10,555.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

1,98
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

10,595.0
Btm (ftKB)

10,950.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,00
4

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

11,000.0
Btm (ftKB)

11,395.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,23
2

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

11,445.0
Btm (ftKB)

11,870.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,40
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Report for: 1/21/2014
Report #: 17

Sundry Number: 47537 API Well Number: 43019500100000Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/21/2014
Report #: 17

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 7,920.0 8,880.0 Original Hole Cane Creek, Original 5,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 9,035.0 9,125.0 Original Hole Cane Creek, Original 480 Production, 11,938.0ftKB
Hole

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,205.0 10,555.0 Original Hole Cane Creek, Original 1,98 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,595.0 10,950.0 Original Hole Cane Creek, Original 2,00 Production, 11,938.0ftKB
Hole 4

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,000.0 11,395.0 Original Hole Cane Creek, Original 2,23 Production, 11,938.0ftKB
Hole 2

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,445.0 11,870.0 Original Hole Cane Creek, Original 2,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status
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Date Top Depth (ftKB) Bottom Depth (ftKB) Status
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Well Name: Cane Creek Unit 7-1

Report Printed:   2/5/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin

Paradox Basin
Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Operator

Fidelity E&P
Completions Start Date

1/5/2014
Completions Finished Date

1/24/2014
Well Status

PROD
Job Category

Completion
Job Typ

Original
Job SubTyp Planned Start Date

1/4/2014
Start Date

1/5/2014
End Date

Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date

1/22/2014 06:00
Report End Date

1/23/2014 06:00
Operations at Report Time

TOOH w/ L-10 connector, Prep to run prod string, TIH, Circ, Test
Operations Summary

TOOH w/ L-10 connector, Prep to run prod string, TIH, Circ, Test.
Operations Next Report Period

Weather

Sunny and Clear
Wellbore

Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew travel.

07:00 0.50 1.50 SMTG Hold safety meeting and discuss job. SITP- 0#   SICP- 0#

07:30 3.00 4.50 TRIP TOOH w/ 2 7/8'' tbg and L-10 connector. LD 19 jnts of tbg from the derrick.

10:30 1.50 6.00 GOP MI Baker cap string unit. Prep to run the production string and cap string.

12:00 3.50 9.50 TRIP TIH the production string and cap tbg as follows: L=10 connector, cap tbg  
injection sub, 1 jnt of 2 7/8'' 6.5# N-80 EUE 8rd tbg, X nipple ( 2.313'' ID ),  
46 jnts of 2 7/8'' 6.5# N-80 EUE 8rd tbg, Weatherford 2 7/8'' side pocket  
mandrill, 155 jnts of 2 7/8'' 6.5# N-80 EUE 8rd tbg, (2) 4' X 2 7/8'' N-80  
pups, Cameron tbg hanger.  

15:30 1.75 11.25 CTU Circ conventional the fresh water w/ packer chemicals. Circ out the diesel  
from the packer to the surface.  

17:15 0.50 11.75 GOP NU the cap tbg to the hanger. Space out and land the hanger in the tbg  
head w/ 20,000lbs on the packer.  

17:45 0.50 12.25 PTST Pressure test the tbg to 2000#, test the csg and the packer to 2000#. Good  
tests.

18:15 0.50 12.75 GOP SI tbg, csg and BOPs. Drain up pump and lines. Turn off lights.

18:45 1.00 13.75 SDFN Secure Well   /   SDFN   /   Travel

19:45 10.25 24.00 SDFN SDFN

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in)
ID Nom Min  

(in)
Prop 
Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Report for: 1/22/2014
Report #: 18

Sundry Number: 47537 API Well Number: 43019500100000Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/22/2014
Report #: 18

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 1/5/2014 1/24/2014 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Original 1/4/2014 1/5/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

1/22/2014 06:00 1/23/2014 06:00
Operations at Report Time

TOOH w/ L-10 connector, Prep to run prod string, TlH, Circ, Test
Operations Summary

TOOH w/ L-10 connector, Prep to run prod string, TlH, Circ, Test.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew travel.
07:00 0.50 1.50 SMTG Hold safety meeting and discuss job. SITP- 0# SICP- 0#
07:30 3.00 4.50 TRIP TOOH w/ 2 7/8" tbg and L-10 connector. LD 19 jnts of tbg from the derrick.

10:30 1.50 6.00 GOP MI Baker cap string unit. Prep to run the production string and cap string.

12:00 3.50 9.50 TRIP TlH the production string and cap tbg as follows: L=10 connector, cap tbg
injection sub, 1 jnt of 2 7/8" 6.5# N-80 EUE 8rd tbg, X nipple ( 2.313" ID ),
46 jnts of 2 7/8" 6.5# N-80 EUE 8rd tbg, Weatherford 2 7/8" side pocket
mandrill, 155 jnts of 2 7/8" 6.5# N-80 EUE 8rd tbg, (2) 4' X 2 7/8" N-80
pups, Cameron tbg hanger.

15:30 1.75 11.25 CTU Circ conventional the fresh water w/ packer chemicals. Circ out the diesel
from the packer to the surface.

17:15 0.50 11.75 GOP NU the cap tbg to the hanger. Space out and land the hanger in the tbg
head w/ 20,000Ibs on the packer.

17:45 0.50 12.25 PTST Pressure test the tbg to 2000#, test the csg and the packer to 2000#. Good
tests.

18:15 0.50 12.75 GOP SI tbg, csg and BOPs. Drain up pump and lines. Turn off lights.
18:45 1.00 13.75 SDFN Secure Well / SDFN / Travel
19:45 10.25 24.00 SDFN SDFN
Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

7/1/2013 Conductor 103.0 No
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No
10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No
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Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
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Tubing Components
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Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor
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Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 GOP Crew travel.
07:00 0.50 1.50 SMTG Hold safety meeting and discuss job. SITP- 0# SICP- 0#

07:30 3.00 4.50 TRIP TOOH w/ 2 7/8" tbg and L-10 connector. LD 19 jnts of tbg from the derrick.

10:30 1.50 6.00 GOP MI Baker cap string unit. Prep to run the production string and cap string.

12:00 3.50 9.50 TRIP TlH the production string and cap tbg as follows: L=10 connector, cap tbg
injection sub, 1 jnt of 2 7/8" 6.5# N-80 EUE 8rd tbg, X nipple ( 2.313" ID ),
46 jnts of 2 7/8" 6.5# N-80 EUE 8rd tbg, Weatherford 2 7/8" side pocket
mandrill, 155 jnts of 2 7/8" 6.5# N-80 EUE 8rd tbg, (2) 4' X 2 7/8" N-80
pups, Cameron tbg hanger.

15:30 1.75 11.25 CTU Circ conventional the fresh water w/ packer chemicals. Circ out the diesel
from the packer to the surface.

17:15 0.50 11.75 GOP NU the cap tbg to the hanger. Space out and land the hanger in the tbg
head w/ 20,000Ibs on the packer.

17:45 0.50 12.25 PTST Pressure test the tbg to 2000#, test the csg and the packer to 2000#. Good
tests.

18:15 0.50 12.75 GOP SI tbg, csg and BOPs. Drain up pump and lines. Turn off lights.

18:45 1.00 13.75 SDFN Secure Well / SDFN / Travel

19:45 10.25 24.00 SDFN SDFN

Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor
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Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/22/2014
Report #: 18

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 1/5/2014 1/24/2014 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Original 1/4/2014 1/5/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

1/22/2014 06:00 1/23/2014 06:00
Operations at Report Time

TOOH w/ L-10 connector, Prep to run prod string, TlH, Circ, Test
Operations Summary

TOOH w/ L-10 connector, Prep to run prod string, TlH, Circ, Test.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
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injection sub, 1 jnt of 2 7/8" 6.5# N-80 EUE 8rd tbg, X nipple ( 2.313" ID ),
46 jnts of 2 7/8" 6.5# N-80 EUE 8rd tbg, Weatherford 2 7/8" side pocket
mandrill, 155 jnts of 2 7/8" 6.5# N-80 EUE 8rd tbg, (2) 4' X 2 7/8" N-80
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18:45 1.00 13.75 SDFN Secure Well / SDFN / Travel

19:45 10.25 24.00 SDFN SDFN
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Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No
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Rods
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Tubing
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Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor
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Well Name: Cane Creek Unit 7-1

Report Printed:   2/5/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin

Paradox Basin
Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A… pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu… Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (lb/gal) Conc BH (lb/gal)

Perforations
Date

1/24/2014
Type

Perforated
Top (ftKB)

7,920.0
Btm (ftKB)

8,880.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

5,40
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

9,035.0
Btm (ftKB)

9,125.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

480
String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

10,205.0
Btm (ftKB)

10,555.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

1,98
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

10,595.0
Btm (ftKB)

10,950.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,00
4

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

11,000.0
Btm (ftKB)

11,395.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,23
2

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

11,445.0
Btm (ftKB)

11,870.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,40
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Report for: 1/22/2014
Report #: 18

Sundry Number: 47537 API Well Number: 43019500100000Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/22/2014
Report #: 18

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 7,920.0 8,880.0 Original Hole Cane Creek, Original 5,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 9,035.0 9,125.0 Original Hole Cane Creek, Original 480 Production, 11,938.0ftKB
Hole

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,205.0 10,555.0 Original Hole Cane Creek, Original 1,98 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,595.0 10,950.0 Original Hole Cane Creek, Original 2,00 Production, 11,938.0ftKB
Hole 4

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,000.0 11,395.0 Original Hole Cane Creek, Original 2,23 Production, 11,938.0ftKB
Hole 2

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,445.0 11,870.0 Original Hole Cane Creek, Original 2,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status
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Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/22/2014
Report #: 18

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
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Stim/Treat Fluids
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Fluid Additives
Additive Amount Units Concentration (%)
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Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)
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Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated
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Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated
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Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated
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1/24/2014 Perforated 11,445.0 11,870.0 Original Hole Cane Creek, Original 2,40 Production, 11,938.0ftKB
Hole O
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Date Top Depth (ftKB) Bottom Depth (ftKB) Status
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FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/22/2014
Report #: 18

Well Name: Cane Creek Unit 7-1
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1/24/2014 Perforated 11,445.0 11,870.0 Original Hole Cane Creek, Original 2,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status
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Well Name: Cane Creek Unit 7-1

Report Printed:   2/5/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin

Paradox Basin
Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Operator

Fidelity E&P
Completions Start Date

1/5/2014
Completions Finished Date

1/24/2014
Well Status

PROD
Job Category

Completion
Job Typ

Original
Job SubTyp Planned Start Date

1/4/2014
Start Date

1/5/2014
End Date

Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date

1/23/2014 06:00
Report End Date

1/24/2014 06:00
Operations at Report Time

ND BOPs, NU tree, RDMO #21, Attempt test, Move equip, Fab flowline.
Operations Summary

ND BOPs, NU tree, RDMO #21, Attempt test, Move equip, Fab flowline.
Operations Next Report Period

Weather

Sunny and Clear
Wellbore

Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 SDFN SDFN

07:00 1.00 2.00 GOP Crew travel.

08:00 0.50 2.50 SMTG Hold safety meeting and discuss job. SITP- 0#   SICP- 0#

08:30 2.00 4.50 NIPDW
N

Set 2 way check in wellhead. ND BOPs & move off.

10:30 1.50 6.00 SRIGDN RD the monument rig #21.

12:00 1.50 7.50 NIPUP NU the tree. on the well. Attempt to test the tree. Unable to test the tree  
with the test equip. Set up the test for the next day. RD test equip.

13:30 2.00 9.50 GOP Move the rig equip to the edge of location. The roustabouts are locating  
and fabricating the flowline to the wellhead. This will take the rest of the day  
and some of tomorrow. Tomorrow: complete the wellhead test and  
complete fabricating the flowline.

15:30 0.50 10.00 GOP SI tbg & CSg. Turn the rig crew loose. The roustabouts are still working on  
the flowline.

16:00 1.00 11.00 SDFN Secure Well   /   SDFN   /   Travel

17:00 13.00 24.00 SDFN SDFN

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in)
ID Nom Min  

(in)
Prop 
Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A… pH Filter Size (in) Description

Report for: 1/23/2014
Report #: 19

Sundry Number: 47537 API Well Number: 43019500100000Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/23/2014
Report #: 19

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 1/5/2014 1/24/2014 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Original 1/4/2014 1/5/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

1/23/2014 06:00 1/24/2014 06:00
Operations at Report Time

ND BOPs, NU tree, RDMO #21, Attempt test, Move equip, Fab flowline.
Operations Summary

ND BOPs, NU tree, RDMO #21, Attempt test, Move equip, Fab flowline.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 SDFN SDFN
07:00 1.00 2.00 GOP Crew travel.
08:00 0.50 2.50 SMTG Hold safety meeting and discuss job. SITP- 0# SICP- 0#
08:30 2.00 4.50 NIPDW Set 2 way check in wellhead. ND BOPs & move off.

N

10:30 1.50 6.00 SRIGDN RD the monument rig #21.

12:00 1.50 7.50 NIPUP NU the tree. on the well. Attempt to test the tree. Unable to test the tree
with the test equip. Set up the test for the next day. RD test equip.

13:30 2.00 9.50 GOP Move the rig equip to the edge of location. The roustabouts are locating
and fabricating the flowline to the wellhead. This will take the rest of the day
and some of tomorrow. Tomorrow: complete the wellhead test and
complete fabricating the flowline.

15:30 0.50 10.00 GOP SI tbg & CSg. Turn the rig crew loose. The roustabouts are still working on
the flowline.

16:00 1.00 11.00 SDFN Secure Well / SDFN / Travel
17:00 13.00 24.00 SDFN SDFN
Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

7/1/2013 Conductor 103.0 No
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No
10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No
12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description
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Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/23/2014
Report #: 19

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 1/5/2014 1/24/2014 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Original 1/4/2014 1/5/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

1/23/2014 06:00 1/24/2014 06:00
Operations at Report Time

ND BOPs, NU tree, RDMO #21, Attempt test, Move equip, Fab flowline.
Operations Summary

ND BOPs, NU tree, RDMO #21, Attempt test, Move equip, Fab flowline.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 SDFN SDFN

07:00 1.00 2.00 GOP Crew travel.
08:00 0.50 2.50 SMTG Hold safety meeting and discuss job. SITP- 0# SICP- 0#

08:30 2.00 4.50 NIPDW Set 2 way check in wellhead. ND BOPs & move off.
N

10:30 1.50 6.00 SRIGDN RD the monument rig #21.

12:00 1.50 7.50 NIPUP NU the tree. on the well. Attempt to test the tree. Unable to test the tree
with the test equip. Set up the test for the next day. RD test equip.

13:30 2.00 9.50 GOP Move the rig equip to the edge of location. The roustabouts are locating
and fabricating the flowline to the wellhead. This will take the rest of the day
and some of tomorrow. Tomorrow: complete the wellhead test and
complete fabricating the flowline.

15:30 0.50 10.00 GOP SI tbg & CSg. Turn the rig crew loose. The roustabouts are still working on
the flowline.

16:00 1.00 11.00 SDFN Secure Well / SDFN / Travel

17:00 13.00 24.00 SDFN SDFN

Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description
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Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/23/2014
Report #: 19

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 1/5/2014 1/24/2014 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Original 1/4/2014 1/5/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

1/23/2014 06:00 1/24/2014 06:00
Operations at Report Time

ND BOPs, NU tree, RDMO #21, Attempt test, Move equip, Fab flowline.
Operations Summary

ND BOPs, NU tree, RDMO #21, Attempt test, Move equip, Fab flowline.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 SDFN SDFN

07:00 1.00 2.00 GOP Crew travel.
08:00 0.50 2.50 SMTG Hold safety meeting and discuss job. SITP- 0# SICP- 0#

08:30 2.00 4.50 NIPDW Set 2 way check in wellhead. ND BOPs & move off.
N

10:30 1.50 6.00 SRIGDN RD the monument rig #21.

12:00 1.50 7.50 NIPUP NU the tree. on the well. Attempt to test the tree. Unable to test the tree
with the test equip. Set up the test for the next day. RD test equip.

13:30 2.00 9.50 GOP Move the rig equip to the edge of location. The roustabouts are locating
and fabricating the flowline to the wellhead. This will take the rest of the day
and some of tomorrow. Tomorrow: complete the wellhead test and
complete fabricating the flowline.

15:30 0.50 10.00 GOP SI tbg & CSg. Turn the rig crew loose. The roustabouts are still working on
the flowline.

16:00 1.00 11.00 SDFN Secure Well / SDFN / Travel

17:00 13.00 24.00 SDFN SDFN

Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description
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Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/23/2014
Report #: 19

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 1/5/2014 1/24/2014 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Original 1/4/2014 1/5/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

1/23/2014 06:00 1/24/2014 06:00
Operations at Report Time

ND BOPs, NU tree, RDMO #21, Attempt test, Move equip, Fab flowline.
Operations Summary

ND BOPs, NU tree, RDMO #21, Attempt test, Move equip, Fab flowline.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 SDFN SDFN

07:00 1.00 2.00 GOP Crew travel.
08:00 0.50 2.50 SMTG Hold safety meeting and discuss job. SITP- 0# SICP- 0#

08:30 2.00 4.50 NIPDW Set 2 way check in wellhead. ND BOPs & move off.
N

10:30 1.50 6.00 SRIGDN RD the monument rig #21.

12:00 1.50 7.50 NIPUP NU the tree. on the well. Attempt to test the tree. Unable to test the tree
with the test equip. Set up the test for the next day. RD test equip.

13:30 2.00 9.50 GOP Move the rig equip to the edge of location. The roustabouts are locating
and fabricating the flowline to the wellhead. This will take the rest of the day
and some of tomorrow. Tomorrow: complete the wellhead test and
complete fabricating the flowline.

15:30 0.50 10.00 GOP SI tbg & CSg. Turn the rig crew loose. The roustabouts are still working on
the flowline.

16:00 1.00 11.00 SDFN Secure Well / SDFN / Travel

17:00 13.00 24.00 SDFN SDFN

Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description
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Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/23/2014
Report #: 19

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 1/5/2014 1/24/2014 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Original 1/4/2014 1/5/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

1/23/2014 06:00 1/24/2014 06:00
Operations at Report Time

ND BOPs, NU tree, RDMO #21, Attempt test, Move equip, Fab flowline.
Operations Summary

ND BOPs, NU tree, RDMO #21, Attempt test, Move equip, Fab flowline.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 SDFN SDFN

07:00 1.00 2.00 GOP Crew travel.
08:00 0.50 2.50 SMTG Hold safety meeting and discuss job. SITP- 0# SICP- 0#

08:30 2.00 4.50 NIPDW Set 2 way check in wellhead. ND BOPs & move off.
N

10:30 1.50 6.00 SRIGDN RD the monument rig #21.

12:00 1.50 7.50 NIPUP NU the tree. on the well. Attempt to test the tree. Unable to test the tree
with the test equip. Set up the test for the next day. RD test equip.

13:30 2.00 9.50 GOP Move the rig equip to the edge of location. The roustabouts are locating
and fabricating the flowline to the wellhead. This will take the rest of the day
and some of tomorrow. Tomorrow: complete the wellhead test and
complete fabricating the flowline.

15:30 0.50 10.00 GOP SI tbg & CSg. Turn the rig crew loose. The roustabouts are still working on
the flowline.

16:00 1.00 11.00 SDFN Secure Well / SDFN / Travel

17:00 13.00 24.00 SDFN SDFN

Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description
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RECEIVED: Feb. 05, 2014

Page  2/2

Well Name: Cane Creek Unit 7-1

Report Printed:   2/5/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin

Paradox Basin
Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu… Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (lb/gal) Conc BH (lb/gal)

Perforations
Date

1/24/2014
Type

Perforated
Top (ftKB)

7,920.0
Btm (ftKB)

8,880.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

5,40
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

9,035.0
Btm (ftKB)

9,125.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

480
String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

10,205.0
Btm (ftKB)

10,555.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

1,98
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

10,595.0
Btm (ftKB)

10,950.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,00
4

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

11,000.0
Btm (ftKB)

11,395.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,23
2

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

11,445.0
Btm (ftKB)

11,870.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,40
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Report for: 1/23/2014
Report #: 19

Sundry Number: 47537 API Well Number: 43019500100000Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/23/2014
Report #: 19

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 7,920.0 8,880.0 Original Hole Cane Creek, Original 5,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 9,035.0 9,125.0 Original Hole Cane Creek, Original 480 Production, 11,938.0ftKB
Hole

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,205.0 10,555.0 Original Hole Cane Creek, Original 1,98 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,595.0 10,950.0 Original Hole Cane Creek, Original 2,00 Production, 11,938.0ftKB
Hole 4

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,000.0 11,395.0 Original Hole Cane Creek, Original 2,23 Production, 11,938.0ftKB
Hole 2

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,445.0 11,870.0 Original Hole Cane Creek, Original 2,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Page 2/2 Report Printed:

Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/23/2014
Report #: 19
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Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 7,920.0 8,880.0 Original Hole Cane Creek, Original 5,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 9,035.0 9,125.0 Original Hole Cane Creek, Original 480 Production, 11,938.0ftKB
Hole

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,205.0 10,555.0 Original Hole Cane Creek, Original 1,98 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,595.0 10,950.0 Original Hole Cane Creek, Original 2,00 Production, 11,938.0ftKB
Hole 4

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,000.0 11,395.0 Original Hole Cane Creek, Original 2,23 Production, 11,938.0ftKB
Hole 2

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,445.0 11,870.0 Original Hole Cane Creek, Original 2,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Page 2/2 Report Printed:

Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/23/2014
Report #: 19

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 7,920.0 8,880.0 Original Hole Cane Creek, Original 5,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 9,035.0 9,125.0 Original Hole Cane Creek, Original 480 Production, 11,938.0ftKB
Hole

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,205.0 10,555.0 Original Hole Cane Creek, Original 1,98 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,595.0 10,950.0 Original Hole Cane Creek, Original 2,00 Production, 11,938.0ftKB
Hole 4

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,000.0 11,395.0 Original Hole Cane Creek, Original 2,23 Production, 11,938.0ftKB
Hole 2

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,445.0 11,870.0 Original Hole Cane Creek, Original 2,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Page 2/2 Report Printed:

Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/23/2014
Report #: 19

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 7,920.0 8,880.0 Original Hole Cane Creek, Original 5,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 9,035.0 9,125.0 Original Hole Cane Creek, Original 480 Production, 11,938.0ftKB
Hole

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,205.0 10,555.0 Original Hole Cane Creek, Original 1,98 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,595.0 10,950.0 Original Hole Cane Creek, Original 2,00 Production, 11,938.0ftKB
Hole 4

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,000.0 11,395.0 Original Hole Cane Creek, Original 2,23 Production, 11,938.0ftKB
Hole 2

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,445.0 11,870.0 Original Hole Cane Creek, Original 2,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Page 2/2 Report Printed:



RECEIVED: Feb. 05, 2014

Page  1/2

Well Name: Cane Creek Unit 7-1

Report Printed:   2/5/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin

Paradox Basin
Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Operator

Fidelity E&P
Completions Start Date

1/5/2014
Completions Finished Date

1/24/2014
Well Status

PROD
Job Category

Completion
Job Typ

Original
Job SubTyp Planned Start Date

1/4/2014
Start Date

1/5/2014
End Date

Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date

1/24/2014 06:00
Report End Date

1/25/2014 06:00
Operations at Report Time

Fab flowline, test wellhead, fire guns, flowtest well.
Operations Summary

Fab flowline, test wellhead, fire guns, flowtest well.
Operations Next Report Period

Weather

Sunny and Clear
Wellbore

Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 SDFN SDFN

07:00 1.00 2.00 GOP Crew travel

08:00 0.50 2.50 SMTG Hold safety meeting and discuss job. SITP- 0#   SICP- 0#

08:30 5.75 8.25 GOP Cont to fabricate the flowline to the wellhead. Test the 10,000# equip to an  
8000# (high) & 250# (low). Wait to test the 5000# equip and flowline till the  
work is done. Pump chemical through the 3/8'' line from the pump to the  
wellhead. Making sure the line is clear of debris. Pump for 20 min. All lines  
are completed and back filled.  

14:15 2.00 10.25 PTST Test all of the 5000# equip and flowline to the flowback manifold. 4500#  
(high) and 250# (low). Pull the 2way check from the wellhead. Prep to fire  
guns.

16:15 0.25 10.50 PFRT Pressure up the csg to 300# . Pressure up on the guns to 3800#. Bleed off  
the tbg to 500#. Wait for guns to fire.  

16:30 0.50 11.00 PFRT The guns fired in 7 mins & 04 secs.  The went off at 1630 hrs. The tbg  
jumped from 500# to 2476# immediately. The tbg cont to climb in pressure.  
BU: 10 min- 3410#   20 min- 3485#  Perf Interval: 7920' to 11,870'  14,450  
holes

17:00 0.00 11.00 GOP The tbg and csg press @ 1700 hrs: SITP- 3507#   SICP- 391#   Open the  
well @ 1 bpm on a 18/64'' choke to clean the lateral & wellbore. Cont to  
flowtest well.

17:00 7.00 18.00 WTST FTP- 4061#   SICP- 575#   Choke- 4/64''  Rec last hr: Oil- 1 bbls   Water- 0  
bbls   Mud- 11 bbls   Gas- good show   Cont to flowtest well.  

00:00 5.00 23.00 WTST FTP- 4065#   SICP- 550#   Choke- 4/64''   Rec last hr:  Oil- 3 bbls   Water-  
0 bbls   Mud- 9 bbls   Gas- good show   Flowtest the well @ 10 to 12  
bbls/hr. Flowing the well to the flowback tank. Oil/ mud ratio: 25% oil/ 75%  
mud   Daily info: Hrs- 12 hrs   Choke- 4/64''   Oil- 21 bbls   Water- 52 bbls    
Mud- 175 bbls   Gas- good show   Sales- 0 bbls   Acc info: Days- 1   Hrs-  
12   Oil- 21 bbls   Water- 52 bbls   Mud- 175 bbls   Gas- good show   Sales-  
0 bbls  Cont to flowtest well.   See flowtest reports.

05:00 1.00 24.00 WTST This hr will be on the next days reports.

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in)
ID Nom Min  

(in)
Prop 
Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Report for: 1/24/2014
Report #: 20

Sundry Number: 47537 API Well Number: 43019500100000Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/24/2014
Report #: 20

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 1/5/2014 1/24/2014 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Original 1/4/2014 1/5/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

1/24/2014 06:00 1/25/2014 06:00
Operations at Report Time

Fab flowline, test wellhead, fire guns, flowtest well.
Operations Summary

Fab flowline, test wellhead, fire guns, flowtest well.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 SDFN SDFN
07:00 1.00 2.00 GOP Crew travel
08:00 0.50 2.50 SMTG Hold safety meeting and discuss job. SITP- 0# SICP- 0#
08:30 5.75 8.25 GOP Cont to fabricate the flowline to the wellhead. Test the 10,000# equip to an

8000# (high) & 250# (low). Wait to test the 5000# equip and flowline tillthe
work is done. Pump chemical through the 3/8" line from the pump to the
wellhead. Making sure the line is clear of debris. Pump for 20 min. All lines
are completed and back filled.

14:15 2.00 10.25 PTST Test all of the 5000# equip and flowline to the flowback manifold. 4500#
(high) and 250# (low). Pull the 2way check from the wellhead. Prep to fire
guns.

16:15 0.25 10.50 PFRT Pressure up the csg to 300#. Pressure up on the guns to 3800#. Bleed off
the tbg to 500#. Wait for guns to fire.

16:30 0.50 11.00 PFRT The guns fired in 7 mins & 04 secs. The went off at 1630 hrs. The tbg
jumped from 500# to 2476# immediately. The tbg cont to climb in pressure.
BU: 10 min- 3410# 20 min- 3485# Perf Interval: 7920' to 11,870' 14,450
holes

17:00 0.00 11.00 GOP The tbg and csg press @ 1700 hrs: SITP- 3507# SICP- 391# Open the
well @ 1 bpm on a 18/64" choke to clean the lateral & wellbore. Cont to
flowtest well.

17:00 7.00 18.00 WTST FTP- 4061# SICP- 575# Choke- 4/64" Rec last hr: Oil- 1 bbls Water- 0
bbls Mud- 11 bbls Gas- good show Cont to flowtest well.

00:00 5.00 23.00 WTST FTP- 4065# SICP- 550# Choke- 4/64" Rec last hr: Oil- 3 bbls Water-
0 bbls Mud- 9 bbls Gas- good show Flowtest the well @ 10 to 12
bbls/hr. Flowing the well to the flowback tank. Oill mud ratio: 25% oill 75%
mud Daily info: Hrs- 12 hrs Choke- 4/64" Oil- 21 bbls Water- 52 bbls
Mud- 175 bbls Gas- good show Sales- 0 bbls Acc info: Days- 1 Hrs-
12 Oil- 21 bbls Water- 52 bbls Mud- 175 bbls Gas- good show Sales-
0 bbls Cont to flowtest well. See flowtest reports.

05:00 1.00 24.00 WTST This hr will be on the next days reports.
Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

7/1/2013 Conductor 103.0 No
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No
10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No
12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
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Fidelity E&P 1/5/2014 1/24/2014 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Original 1/4/2014 1/5/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

1/24/2014 06:00 1/25/2014 06:00
Operations at Report Time

Fab flowline, test wellhead, fire guns, flowtest well.
Operations Summary

Fab flowline, test wellhead, fire guns, flowtest well.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 SDFN SDFN

07:00 1.00 2.00 GOP Crew travel
08:00 0.50 2.50 SMTG Hold safety meeting and discuss job. SITP- 0# SICP- 0#

08:30 5.75 8.25 GOP Cont to fabricate the flowline to the wellhead. Test the 10,000# equip to an
8000# (high) & 250# (low). Wait to test the 5000# equip and flowline tillthe
work is done. Pump chemical through the 3/8" line from the pump to the
wellhead. Making sure the line is clear of debris. Pump for 20 min. All lines
are completed and back filled.

14:15 2.00 10.25 PTST Test all of the 5000# equip and flowline to the flowback manifold. 4500#
(high) and 250# (low). Pull the 2way check from the wellhead. Prep to fire
guns.

16:15 0.25 10.50 PFRT Pressure up the csg to 300#. Pressure up on the guns to 3800#. Bleed off
the tbg to 500#. Wait for guns to fire.

16:30 0.50 11.00 PFRT The guns fired in 7 mins & 04 secs. The went off at 1630 hrs. The tbg
jumped from 500# to 2476# immediately. The tbg cont to climb in pressure.
BU: 10 min- 3410# 20 min- 3485# Perf Interval: 7920' to 11,870' 14,450
holes

17:00 0.00 11.00 GOP The tbg and csg press @ 1700 hrs: SITP- 3507# SICP- 391# Open the
well @ 1 bpm on a 18/64" choke to clean the lateral & wellbore. Cont to
flowtest well.

17:00 7.00 18.00 WTST FTP- 4061# SICP- 575# Choke- 4/64" Rec last hr: Oil- 1 bbls Water- 0
bbls Mud- 11 bbls Gas- good show Cont to flowtest well.

00:00 5.00 23.00 WTST FTP- 4065# SICP- 550# Choke- 4/64" Rec last hr: Oil- 3 bbls Water-
0 bbls Mud- 9 bbls Gas- good show Flowtest the well @ 10 to 12
bbls/hr. Flowing the well to the flowback tank. Oill mud ratio: 25% oill 75%
mud Daily info: Hrs- 12 hrs Choke- 4/64" Oil- 21 bbls Water- 52 bbls
Mud- 175 bbls Gas- good show Sales- 0 bbls Acc info: Days- 1 Hrs-
12 Oil- 21 bbls Water- 52 bbls Mud- 175 bbls Gas- good show Sales-
0 bbls Cont to flowtest well. See flowtest reports.

05:00 1.00 24.00 WTST This hr will be on the next days reports.

Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
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Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/24/2014
Report #: 20

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 1/5/2014 1/24/2014 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Original 1/4/2014 1/5/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

1/24/2014 06:00 1/25/2014 06:00
Operations at Report Time

Fab flowline, test wellhead, fire guns, flowtest well.
Operations Summary

Fab flowline, test wellhead, fire guns, flowtest well.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 SDFN SDFN

07:00 1.00 2.00 GOP Crew travel
08:00 0.50 2.50 SMTG Hold safety meeting and discuss job. SITP- 0# SICP- 0#

08:30 5.75 8.25 GOP Cont to fabricate the flowline to the wellhead. Test the 10,000# equip to an
8000# (high) & 250# (low). Wait to test the 5000# equip and flowline tillthe
work is done. Pump chemical through the 3/8" line from the pump to the
wellhead. Making sure the line is clear of debris. Pump for 20 min. All lines
are completed and back filled.

14:15 2.00 10.25 PTST Test all of the 5000# equip and flowline to the flowback manifold. 4500#
(high) and 250# (low). Pull the 2way check from the wellhead. Prep to fire
guns.

16:15 0.25 10.50 PFRT Pressure up the csg to 300#. Pressure up on the guns to 3800#. Bleed off
the tbg to 500#. Wait for guns to fire.

16:30 0.50 11.00 PFRT The guns fired in 7 mins & 04 secs. The went off at 1630 hrs. The tbg
jumped from 500# to 2476# immediately. The tbg cont to climb in pressure.
BU: 10 min- 3410# 20 min- 3485# Perf Interval: 7920' to 11,870' 14,450
holes

17:00 0.00 11.00 GOP The tbg and csg press @ 1700 hrs: SITP- 3507# SICP- 391# Open the
well @ 1 bpm on a 18/64" choke to clean the lateral & wellbore. Cont to
flowtest well.

17:00 7.00 18.00 WTST FTP- 4061# SICP- 575# Choke- 4/64" Rec last hr: Oil- 1 bbls Water- 0
bbls Mud- 11 bbls Gas- good show Cont to flowtest well.

00:00 5.00 23.00 WTST FTP- 4065# SICP- 550# Choke- 4/64" Rec last hr: Oil- 3 bbls Water-
0 bbls Mud- 9 bbls Gas- good show Flowtest the well @ 10 to 12
bbls/hr. Flowing the well to the flowback tank. Oill mud ratio: 25% oill 75%
mud Daily info: Hrs- 12 hrs Choke- 4/64" Oil- 21 bbls Water- 52 bbls
Mud- 175 bbls Gas- good show Sales- 0 bbls Acc info: Days- 1 Hrs-
12 Oil- 21 bbls Water- 52 bbls Mud- 175 bbls Gas- good show Sales-
0 bbls Cont to flowtest well. See flowtest reports.

05:00 1.00 24.00 WTST This hr will be on the next days reports.

Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
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Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/24/2014
Report #: 20
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APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 1/5/2014 1/24/2014 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Original 1/4/2014 1/5/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

1/24/2014 06:00 1/25/2014 06:00
Operations at Report Time

Fab flowline, test wellhead, fire guns, flowtest well.
Operations Summary

Fab flowline, test wellhead, fire guns, flowtest well.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 SDFN SDFN

07:00 1.00 2.00 GOP Crew travel
08:00 0.50 2.50 SMTG Hold safety meeting and discuss job. SITP- 0# SICP- 0#

08:30 5.75 8.25 GOP Cont to fabricate the flowline to the wellhead. Test the 10,000# equip to an
8000# (high) & 250# (low). Wait to test the 5000# equip and flowline tillthe
work is done. Pump chemical through the 3/8" line from the pump to the
wellhead. Making sure the line is clear of debris. Pump for 20 min. All lines
are completed and back filled.

14:15 2.00 10.25 PTST Test all of the 5000# equip and flowline to the flowback manifold. 4500#
(high) and 250# (low). Pull the 2way check from the wellhead. Prep to fire
guns.

16:15 0.25 10.50 PFRT Pressure up the csg to 300#. Pressure up on the guns to 3800#. Bleed off
the tbg to 500#. Wait for guns to fire.

16:30 0.50 11.00 PFRT The guns fired in 7 mins & 04 secs. The went off at 1630 hrs. The tbg
jumped from 500# to 2476# immediately. The tbg cont to climb in pressure.
BU: 10 min- 3410# 20 min- 3485# Perf Interval: 7920' to 11,870' 14,450
holes

17:00 0.00 11.00 GOP The tbg and csg press @ 1700 hrs: SITP- 3507# SICP- 391# Open the
well @ 1 bpm on a 18/64" choke to clean the lateral & wellbore. Cont to
flowtest well.

17:00 7.00 18.00 WTST FTP- 4061# SICP- 575# Choke- 4/64" Rec last hr: Oil- 1 bbls Water- 0
bbls Mud- 11 bbls Gas- good show Cont to flowtest well.

00:00 5.00 23.00 WTST FTP- 4065# SICP- 550# Choke- 4/64" Rec last hr: Oil- 3 bbls Water-
0 bbls Mud- 9 bbls Gas- good show Flowtest the well @ 10 to 12
bbls/hr. Flowing the well to the flowback tank. Oill mud ratio: 25% oill 75%
mud Daily info: Hrs- 12 hrs Choke- 4/64" Oil- 21 bbls Water- 52 bbls
Mud- 175 bbls Gas- good show Sales- 0 bbls Acc info: Days- 1 Hrs-
12 Oil- 21 bbls Water- 52 bbls Mud- 175 bbls Gas- good show Sales-
0 bbls Cont to flowtest well. See flowtest reports.

05:00 1.00 24.00 WTST This hr will be on the next days reports.

Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
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FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/24/2014
Report #: 20
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43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
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Fidelity E&P 1/5/2014 1/24/2014 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Original 1/4/2014 1/5/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

1/24/2014 06:00 1/25/2014 06:00
Operations at Report Time

Fab flowline, test wellhead, fire guns, flowtest well.
Operations Summary

Fab flowline, test wellhead, fire guns, flowtest well.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 1.00 1.00 SDFN SDFN

07:00 1.00 2.00 GOP Crew travel
08:00 0.50 2.50 SMTG Hold safety meeting and discuss job. SITP- 0# SICP- 0#

08:30 5.75 8.25 GOP Cont to fabricate the flowline to the wellhead. Test the 10,000# equip to an
8000# (high) & 250# (low). Wait to test the 5000# equip and flowline tillthe
work is done. Pump chemical through the 3/8" line from the pump to the
wellhead. Making sure the line is clear of debris. Pump for 20 min. All lines
are completed and back filled.

14:15 2.00 10.25 PTST Test all of the 5000# equip and flowline to the flowback manifold. 4500#
(high) and 250# (low). Pull the 2way check from the wellhead. Prep to fire
guns.

16:15 0.25 10.50 PFRT Pressure up the csg to 300#. Pressure up on the guns to 3800#. Bleed off
the tbg to 500#. Wait for guns to fire.

16:30 0.50 11.00 PFRT The guns fired in 7 mins & 04 secs. The went off at 1630 hrs. The tbg
jumped from 500# to 2476# immediately. The tbg cont to climb in pressure.
BU: 10 min- 3410# 20 min- 3485# Perf Interval: 7920' to 11,870' 14,450
holes

17:00 0.00 11.00 GOP The tbg and csg press @ 1700 hrs: SITP- 3507# SICP- 391# Open the
well @ 1 bpm on a 18/64" choke to clean the lateral & wellbore. Cont to
flowtest well.

17:00 7.00 18.00 WTST FTP- 4061# SICP- 575# Choke- 4/64" Rec last hr: Oil- 1 bbls Water- 0
bbls Mud- 11 bbls Gas- good show Cont to flowtest well.

00:00 5.00 23.00 WTST FTP- 4065# SICP- 550# Choke- 4/64" Rec last hr: Oil- 3 bbls Water-
0 bbls Mud- 9 bbls Gas- good show Flowtest the well @ 10 to 12
bbls/hr. Flowing the well to the flowback tank. Oill mud ratio: 25% oill 75%
mud Daily info: Hrs- 12 hrs Choke- 4/64" Oil- 21 bbls Water- 52 bbls
Mud- 175 bbls Gas- good show Sales- 0 bbls Acc info: Days- 1 Hrs-
12 Oil- 21 bbls Water- 52 bbls Mud- 175 bbls Gas- good show Sales-
0 bbls Cont to flowtest well. See flowtest reports.

05:00 1.00 24.00 WTST This hr will be on the next days reports.
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Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)
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Well Name: Cane Creek Unit 7-1

Report Printed:   2/5/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin

Paradox Basin
Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Rod Components

Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A… pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu… Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (lb/gal) Conc BH (lb/gal)

Perforations
Date

1/24/2014
Type

Perforated
Top (ftKB)

7,920.0
Btm (ftKB)

8,880.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

5,40
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

9,035.0
Btm (ftKB)

9,125.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

480
String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

10,205.0
Btm (ftKB)

10,555.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

1,98
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

10,595.0
Btm (ftKB)

10,950.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,00
4

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

11,000.0
Btm (ftKB)

11,395.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,23
2

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

11,445.0
Btm (ftKB)

11,870.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,40
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Report for: 1/24/2014
Report #: 20

Sundry Number: 47537 API Well Number: 43019500100000Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/24/2014
Report #: 20

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Rod Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 7,920.0 8,880.0 Original Hole Cane Creek, Original 5,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 9,035.0 9,125.0 Original Hole Cane Creek, Original 480 Production, 11,938.0ftKB
Hole

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,205.0 10,555.0 Original Hole Cane Creek, Original 1,98 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,595.0 10,950.0 Original Hole Cane Creek, Original 2,00 Production, 11,938.0ftKB
Hole 4

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,000.0 11,395.0 Original Hole Cane Creek, Original 2,23 Production, 11,938.0ftKB
Hole 2

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,445.0 11,870.0 Original Hole Cane Creek, Original 2,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status
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Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/24/2014
Report #: 20

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Rod Components

Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 7,920.0 8,880.0 Original Hole Cane Creek, Original 5,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 9,035.0 9,125.0 Original Hole Cane Creek, Original 480 Production, 11,938.0ftKB
Hole

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,205.0 10,555.0 Original Hole Cane Creek, Original 1,98 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,595.0 10,950.0 Original Hole Cane Creek, Original 2,00 Production, 11,938.0ftKB
Hole 4

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,000.0 11,395.0 Original Hole Cane Creek, Original 2,23 Production, 11,938.0ftKB
Hole 2

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,445.0 11,870.0 Original Hole Cane Creek, Original 2,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status
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Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/24/2014
Report #: 20

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
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Well Name: Cane Creek Unit 7-1

Report Printed:   2/5/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin

Paradox Basin
Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Operator

Fidelity E&P
Completions Start Date

1/5/2014
Completions Finished Date

1/24/2014
Well Status

PROD
Job Category

Completion
Job Typ

Original
Job SubTyp Planned Start Date

1/4/2014
Start Date

1/5/2014
End Date

Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date

1/25/2014 06:00
Report End Date

1/26/2014 06:00
Operations at Report Time

Day #2, flowtest well, enter test equip.
Operations Summary

Day #2, flowtest well, enter test equip.
Operations Next Report Period

Weather

Sunny and Clear
Wellbore

Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 WTST FTP- 4044#   SICP- 558#   Choke- 4/64''   Rec last hr: Oil- 12 bbls   Water-  
0 bbls   Mud- 1 bbls   Gas- good show.  Turn well into the flowtest equip.  
Turn oil prod into the prod tanks. Flare the well at the pit. Cont to flowtest  
well @ 10 to 12 bbls/hr.

12:00 5.00 11.00 WTST FTP- 4037#   SICP- 539#   Inj Press- 3875#   Choke- 4/64''   Rec last hr:  
Oil- 8 bbls   Water- 0 bbls   Mud- 0 bbls   Gas- 1 mcf   Cont to flowtest well.

17:00 7.00 18.00 WTST FTP- 4025#   SICP- 533#   Inj Press- 4994#   Choke- 4/64''   Rec last hr:   
Oil- 8 bbls   Water- 0 bbls   Mud- 0 bbls   Gas- 1 mcf    The inj press is  
climbing. Cont to flowtest well.

00:00 5.00 23.00 WTST FTP- 3987#   SICP- 553#   Inj Press- N/A   Choke- 6/64''   Rec last hr: Oil-  
11 bbls   Water- 0 bbls   Mud- 0 bbls   Gas- 1 mcf   Daily Info: Hrs- 24 hrs  
Chokes- 4/64'' & 6/64''   Oil- 237 bbls   Water- 0 bbls   Mud- 9 bbls   Gas--  
70 mcf   Sales- 0 bbls   Acc Info:  Days- 2   HHrs- 36 hrs.  Oil- 258 bbls    
Water- 52 bbls   Mud- 184 bbls   Gas- 70 mcf   Sales- 0 bbls  Cont to  
flowtest well.  

05:00 1.00 24.00 WTST This hr will be on the next days reports. See flowtest reports.

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in)
ID Nom Min  

(in)
Prop 
Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A… pH Filter Size (in) Description

Report for: 1/25/2014
Report #: 21

Sundry Number: 47537 API Well Number: 43019500100000Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/25/2014
Report #: 21

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 1/5/2014 1/24/2014 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Original 1/4/2014 1/5/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

1/25/2014 06:00 1/26/2014 06:00
Operations at Report Time

Day #2, flowtest well, enter test equip.
Operations Summary

Day #2, flowtest well, enter test equip.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 WTST FTP- 4044# SICP- 558# Choke- 4/64" Rec last hr: Oil- 12 bbls Water-
0 bbls Mud- 1 bbls Gas- good show. Turn well into the flowtest equip.
Turn oil prod into the prod tanks. Flare the well at the pit. Cont to flowtest
well @ 10 to 12 bbls/hr.

12:00 5.00 11.00 WTST FTP- 4037# SICP- 539# Inj Press- 3875# Choke- 4/64" Rec last hr:
Oil- 8 bbls Water- 0 bbls Mud- 0 bbls Gas- 1 mcf Cont to flowtest well.

17:00 7.00 18.00 WTST FTP- 4025# SICP- 533# Inj Press- 4994# Choke- 4/64" Rec last hr:
Oil- 8 bbls Water- 0 bbls Mud- 0 bbls Gas- 1 mcf The inj press is
climbing. Cont to flowtest well.

00:00 5.00 23.00 WTST FTP- 3987# SICP- 553# Inj Press- N/A Choke- 6/64" Rec last hr: Oil-
11 bbls Water- 0 bbls Mud- 0 bbls Gas- 1 mcf Daily Info: Hrs- 24 hrs
Chokes- 4/64" & 6/64" Oil- 237 bbls Water- 0 bbls Mud- 9 bbls Gas--
70 mcf Sales- 0 bbls Acc Info: Days- 2 HHrs- 36 hrs. Oil- 258 bbls
Water- 52 bbls Mud- 184 bbls Gas- 70 mcf Sales- 0 bbls Cont to
flowtest well.

05:00 1.00 24.00 WTST This hr will be on the next days reports. See flowtest reports.
Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?
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12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
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Tubing Components
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Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description
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Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description
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Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/25/2014
Report #: 21

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 1/5/2014 1/24/2014 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Original 1/4/2014 1/5/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

1/25/2014 06:00 1/26/2014 06:00
Operations at Report Time

Day #2, flowtest well, enter test equip.
Operations Summary

Day #2, flowtest well, enter test equip.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 WTST FTP- 4044# SICP- 558# Choke- 4/64" Rec last hr: Oil- 12 bbls Water-
0 bbls Mud- 1 bbls Gas- good show. Turn well into the flowtest equip.
Turn oil prod into the prod tanks. Flare the well at the pit. Cont to flowtest
well @ 10 to 12 bbls/hr.

12:00 5.00 11.00 WTST FTP- 4037# SICP- 539# Inj Press- 3875# Choke- 4/64" Rec last hr:
Oil- 8 bbls Water- 0 bbls Mud- 0 bbls Gas- 1 mcf Cont to flowtest well.

17:00 7.00 18.00 WTST FTP- 4025# SICP- 533# Inj Press- 4994# Choke- 4/64" Rec last hr:
Oil- 8 bbls Water- 0 bbls Mud- 0 bbls Gas- 1 mcf The inj press is
climbing. Cont to flowtest well.

00:00 5.00 23.00 WTST FTP- 3987# SICP- 553# Inj Press- N/A Choke- 6/64" Rec last hr: Oil-
11 bbls Water- 0 bbls Mud- 0 bbls Gas- 1 mcf Daily Info: Hrs- 24 hrs
Chokes- 4/64" & 6/64" Oil- 237 bbls Water- 0 bbls Mud- 9 bbls Gas--
70 mcf Sales- 0 bbls Acc Info: Days- 2 HHrs- 36 hrs. Oil- 258 bbls
Water- 52 bbls Mud- 184 bbls Gas- 70 mcf Sales- 0 bbls Cont to
flowtest well.

05:00 1.00 24.00 WTST This hr will be on the next days reports. See flowtest reports.

Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
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Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description
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Well Name: Cane Creek Unit 7-1

Report Printed:   2/5/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin

Paradox Basin
Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu… Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (lb/gal) Conc BH (lb/gal)

Perforations
Date

1/24/2014
Type

Perforated
Top (ftKB)

7,920.0
Btm (ftKB)

8,880.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

5,40
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

9,035.0
Btm (ftKB)

9,125.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

480
String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

10,205.0
Btm (ftKB)

10,555.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

1,98
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

10,595.0
Btm (ftKB)

10,950.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,00
4

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

11,000.0
Btm (ftKB)

11,395.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,23
2

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

11,445.0
Btm (ftKB)

11,870.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,40
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Report for: 1/25/2014
Report #: 21

Sundry Number: 47537 API Well Number: 43019500100000Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/25/2014
Report #: 21

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 7,920.0 8,880.0 Original Hole Cane Creek, Original 5,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 9,035.0 9,125.0 Original Hole Cane Creek, Original 480 Production, 11,938.0ftKB
Hole

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,205.0 10,555.0 Original Hole Cane Creek, Original 1,98 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,595.0 10,950.0 Original Hole Cane Creek, Original 2,00 Production, 11,938.0ftKB
Hole 4

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,000.0 11,395.0 Original Hole Cane Creek, Original 2,23 Production, 11,938.0ftKB
Hole 2

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,445.0 11,870.0 Original Hole Cane Creek, Original 2,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status
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Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 7,920.0 8,880.0 Original Hole Cane Creek, Original 5,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 9,035.0 9,125.0 Original Hole Cane Creek, Original 480 Production, 11,938.0ftKB
Hole

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,205.0 10,555.0 Original Hole Cane Creek, Original 1,98 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,595.0 10,950.0 Original Hole Cane Creek, Original 2,00 Production, 11,938.0ftKB
Hole 4

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,000.0 11,395.0 Original Hole Cane Creek, Original 2,23 Production, 11,938.0ftKB
Hole 2

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,445.0 11,870.0 Original Hole Cane Creek, Original 2,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status
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Well Name: Cane Creek Unit 7-1

Report Printed:   2/5/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin

Paradox Basin
Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Operator

Fidelity E&P
Completions Start Date

1/5/2014
Completions Finished Date

1/24/2014
Well Status

PROD
Job Category

Completion
Job Typ

Original
Job SubTyp Planned Start Date

1/4/2014
Start Date

1/5/2014
End Date

Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date

1/26/2014 06:00
Report End Date

1/27/2014 06:00
Operations at Report Time

Day #3, flowtest well.
Operations Summary

Day #3, flowtest well.
Operations Next Report Period

Weather

Sunny and Clear
Wellbore

Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 WTST FTP- 3945#   SICP- 556#   Inj Press- 4135#   Choke- 6/64''  Rec  last hr:   
Oil- 12 bbls   Water- 0 bbls   Mud- 0 bbls    Gas- 2 mcf  Working on the  
injection system. Hung all of the insulation in the chemical pod. Cont to  
flowtest well.

12:00 5.00 11.00 WTST FTP- 3926#   SICP- 582#   Inj Press- 3456#   Choke- 7/64   Rec last hr:  Oil
- 13 bbls   Water- 0 bbls   Mud- 0 bbls   Gas- 2 mcf  Working on the  
chemical injection system. Cont to flowtest well.

17:00 7.00 18.00 WTST FTP- 3849#   SICP- 616#   Inj Press- 3615#   Choke- 6/64''   Rec last hr:   
Oil- 13 bbls   Water- 0 bbls   Mud- 0 bbls   Gas- 1 mcf   Cont to work on the  
injection system. Cont to flowtest well.

00:00 5.00 23.00 WTST FTP- 3811#   SICP- 612#   Inj Press- 1826#   Choke- 5/64''   Rec last hr:   
Oil- 13 bbls   Water- 0 bbls   Mud- 0 bbls   Gas- 1 mcf   Daily Info:  Hrs- 24  
hrs   Chokes- 4/64'', 5/64'', 6/64'' & 7/64''   Oil- 351 bbls    Water- 0 bbls    
Mud- 0 bbls   Gas- 139 mcf/d   Sales- 0 bbls   Acc Info: Days- 3   Hrs- 60  
hrs   Oil- 610 bbls   Water- 52 bbls   Mud- 184 bbls   Gas- 209 mcf   Sales-  
0 bbls   Cont to flowtest well.

05:00 1.00 24.00 WTST This hr will be on the next days reports. See flowtest reports.

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in)
ID Nom Min  

(in)
Prop 
Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A… pH Filter Size (in) Description

Report for: 1/26/2014
Report #: 22

Sundry Number: 47537 API Well Number: 43019500100000Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/26/2014
Report #: 22

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 1/5/2014 1/24/2014 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date
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Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

1/26/2014 06:00 1/27/2014 06:00
Operations at Report Time

Day #3, flowtest well.
Operations Summary

Day #3, flowtest well.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 WTST FTP- 3945# SICP- 556# Inj Press- 4135# Choke- 6/64" Rec last hr:
Oil- 12 bbls Water- 0 bbls Mud- 0 bbls Gas- 2 mcf Working on the
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hrs Chokes- 4/64", 5/64", 6/64" & 7/64" Oil- 351 bbls Water- 0 bbls
Mud- 0 bbls Gas- 139 mcfld Sales- 0 bbls Acc Info: Days- 3 Hrs- 60
hrs Oil- 610 bbls Water- 52 bbls Mud- 184 bbls Gas- 209 mcf Sales-
0 bbls Cont to flowtest well.

05:00 1.00 24.00 WTST This hr will be on the next days reports. See flowtest reports.
Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

7/1/2013 Conductor 103.0 No
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12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No
Rods
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Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description
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00:00 5.00 23.00 WTST FTP- 3811# SICP- 612# Inj Press- 1826# Choke- 5/64" Rec last hr:
Oil- 13 bbls Water- 0 bbls Mud- 0 bbls Gas- 1 mcf Daily Info: Hrs- 24
hrs Chokes- 4/64", 5/64", 6/64" & 7/64" Oil- 351 bbls Water- 0 bbls
Mud- 0 bbls Gas- 139 mcfld Sales- 0 bbls Acc Info: Days- 3 Hrs- 60
hrs Oil- 610 bbls Water- 52 bbls Mud- 184 bbls Gas- 209 mcf Sales-
0 bbls Cont to flowtest well.

05:00 1.00 24.00 WTST This hr will be on the next days reports. See flowtest reports.

Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Page 1/2 Report Printed:



RECEIVED: Feb. 05, 2014

Page  2/2

Well Name: Cane Creek Unit 7-1

Report Printed:   2/5/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin

Paradox Basin
Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu… Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (lb/gal) Conc BH (lb/gal)

Perforations
Date

1/24/2014
Type

Perforated
Top (ftKB)

7,920.0
Btm (ftKB)

8,880.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

5,40
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

9,035.0
Btm (ftKB)

9,125.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

480
String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

10,205.0
Btm (ftKB)

10,555.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

1,98
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

10,595.0
Btm (ftKB)

10,950.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,00
4

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

11,000.0
Btm (ftKB)

11,395.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,23
2

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

11,445.0
Btm (ftKB)

11,870.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,40
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Report for: 1/26/2014
Report #: 22

Sundry Number: 47537 API Well Number: 43019500100000Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/26/2014
Report #: 22

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 7,920.0 8,880.0 Original Hole Cane Creek, Original 5,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 9,035.0 9,125.0 Original Hole Cane Creek, Original 480 Production, 11,938.0ftKB
Hole

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,205.0 10,555.0 Original Hole Cane Creek, Original 1,98 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,595.0 10,950.0 Original Hole Cane Creek, Original 2,00 Production, 11,938.0ftKB
Hole 4

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,000.0 11,395.0 Original Hole Cane Creek, Original 2,23 Production, 11,938.0ftKB
Hole 2

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,445.0 11,870.0 Original Hole Cane Creek, Original 2,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status
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FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/26/2014
Report #: 22

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
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Hole 4

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated
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Date Top Depth (ftKB) Bottom Depth (ftKB) Status
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Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/26/2014
Report #: 22

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date
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FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/26/2014
Report #: 22
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Well Name: Cane Creek Unit 7-1

Report Printed:   2/5/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin

Paradox Basin
Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Operator

Fidelity E&P
Completions Start Date

1/5/2014
Completions Finished Date

1/24/2014
Well Status

PROD
Job Category

Completion
Job Typ

Original
Job SubTyp Planned Start Date

1/4/2014
Start Date

1/5/2014
End Date

Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date

1/27/2014 06:00
Report End Date

1/28/2014 06:00
Operations at Report Time

Day #4, flowtest well.
Operations Summary

Day #4, flowtest well.
Operations Next Report Period

Weather

Sunny and Clear
Wellbore

Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 WTST FTP- 3778#   SICP- 613#   Inj Press- 4210#   Choke- 5/64''    Rec last hr:  
Oil- 15 bbls   Water- 0 bbls   Mud- 0 bbls   Gas- 2 mcf   Working to keep the  
chemical system going. Bleed off the chemical press to 0# to clear the line.  
Cont to flowtest well.

12:00 5.00 11.00 WTST FTP- 3751#   SICP- 613#   Inj Press- 4210#   Choke- 5/64''   Rec last hr:   
Oil- 12 bbls   Water- 0 bbls   Mud- 0 bbls   Gas- 1 mcf   The chemical  
injection has stabilized. Inj chemical @ 20 gals/day. Cont to flowtest well.

17:00 7.00 18.00 WTST FTP- 3683#   SICP- 600#   Inj Press- 3629#   Choke- 5/64''   Rec last hr:  
Oil- 14 bbls   Water- 0 bbls   Mud- 0 bbls   Gas- 1 mcf   Well flowing into the  
flowtest equip. Chemical @ 20 gals/day. Cont to flowtest well.

00:00 5.00 23.00 WTST FTP- 3619#   SICP- 594#   Inj Press- 3662#   Choke- 5/64''   Rec last hr:   
Oil- 14 bbls   Water- 0 bbls   Mud- 0 bbls   Gas- 1 mcf   Chemical 20  
gals/day. Well flowing through the flowtest equip.  Daily Info:  Hrs- 24 hrs.    
Choke- 5/64''   Oil- 356 bbls   Water- 0 bbls   Mud- 0 bbls   Gas- 149 mcf/d   
Sales- 279 bbls   Acc Info:  Days- 4   Hrs- 84 hrs.   Oil- 968 bbls   Water- 52  
bbls   Mud- 184 bbls   Gas- 279 mcf   Cont to flowtest well.

05:00 1.00 24.00 WTST This hr will be on the next days reports. See flowback reports. Cont to  
flowtest well.

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in)
ID Nom Min  

(in)
Prop 
Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Report for: 1/27/2014
Report #: 23

Sundry Number: 47537 API Well Number: 43019500100000Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/27/2014
Report #: 23

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 1/5/2014 1/24/2014 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Original 1/4/2014 1/5/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

1/27/2014 06:00 1/28/2014 06:00
Operations at Report Time

Day #4, flowtest well.
Operations Summary

Day #4, flowtest well.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 WTST FTP- 3778# SICP- 613# Inj Press- 4210# Choke- 5/64" Rec last hr:
Oil- 15 bbls Water- 0 bbls Mud- 0 bbls Gas- 2 mcf Working to keep the
chemical system going. Bleed off the chemical press to 0# to clear the line.
Cont to flowtest well.

12:00 5.00 11.00 WTST FTP- 3751# SICP- 613# Inj Press- 4210# Choke- 5/64" Rec last hr:
Oil- 12 bbls Water- 0 bbls Mud- 0 bbls Gas- 1 mcf The chemical
injection has stabilized. Inj chemical @20 gals/day. Cont to flowtest well.

17:00 7.00 18.00 WTST FTP- 3683# SICP- 600# Inj Press- 3629# Choke- 5/64" Rec last hr:
Oil- 14 bbls Water- 0 bbls Mud- 0 bbls Gas- 1 mcf Well flowing into the
flowtest equip. Chemical @20 gals/day. Cont to flowtest well.

00:00 5.00 23.00 WTST FTP- 3619# SICP- 594# Inj Press- 3662# Choke- 5/64" Rec last hr:
Oil- 14 bbls Water- 0 bbls Mud- 0 bbls Gas- 1 mcf Chemical 20
gals/day. Well flowing through the flowtest equip. Daily Info: Hrs- 24 hrs.
Choke- 5/64" Oil- 356 bbls Water- 0 bbls Mud- 0 bbls Gas- 149 mcfld
Sales- 279 bbls Acc Info: Days- 4 Hrs- 84 hrs. Oil- 968 bbls Water- 52
bbls Mud- 184 bbls Gas- 279 mcf Cont to flowtest well.

05:00 1.00 24.00 WTST This hr will be on the next days reports. See flowback reports. Cont to
flowtest well.

Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

7/1/2013 Conductor 103.0 No
10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No
10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No
11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No
12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor
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Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/27/2014
Report #: 23

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
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Weather Wellbore
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Job Contact Position Office
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06:00 6.00 6.00 WTST FTP- 3778# SICP- 613# Inj Press- 4210# Choke- 5/64" Rec last hr:
Oil- 15 bbls Water- 0 bbls Mud- 0 bbls Gas- 2 mcf Working to keep the
chemical system going. Bleed off the chemical press to 0# to clear the line.
Cont to flowtest well.

12:00 5.00 11.00 WTST FTP- 3751# SICP- 613# Inj Press- 4210# Choke- 5/64" Rec last hr:
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00:00 5.00 23.00 WTST FTP- 3619# SICP- 594# Inj Press- 3662# Choke- 5/64" Rec last hr:
Oil- 14 bbls Water- 0 bbls Mud- 0 bbls Gas- 1 mcf Chemical 20
gals/day. Well flowing through the flowtest equip. Daily Info: Hrs- 24 hrs.
Choke- 5/64" Oil- 356 bbls Water- 0 bbls Mud- 0 bbls Gas- 149 mcfld
Sales- 279 bbls Acc Info: Days- 4 Hrs- 84 hrs. Oil- 968 bbls Water- 52
bbls Mud- 184 bbls Gas- 279 mcf Cont to flowtest well.

05:00 1.00 24.00 WTST This hr will be on the next days reports. See flowback reports. Cont to
flowtest well.
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11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
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Tubing
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Tubing Components
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Stimulations & Treatments
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bbls Mud- 184 bbls Gas- 279 mcf Cont to flowtest well.

05:00 1.00 24.00 WTST This hr will be on the next days reports. See flowback reports. Cont to
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bbls Mud- 184 bbls Gas- 279 mcf Cont to flowtest well.
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flowtest well.

Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Page 1/2 Report Printed:

Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/27/2014
Report #: 23

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 1/5/2014 1/24/2014 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Original 1/4/2014 1/5/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

1/27/2014 06:00 1/28/2014 06:00
Operations at Report Time

Day #4, flowtest well.
Operations Summary

Day #4, flowtest well.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 WTST FTP- 3778# SICP- 613# Inj Press- 4210# Choke- 5/64" Rec last hr:
Oil- 15 bbls Water- 0 bbls Mud- 0 bbls Gas- 2 mcf Working to keep the
chemical system going. Bleed off the chemical press to 0# to clear the line.
Cont to flowtest well.
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17:00 7.00 18.00 WTST FTP- 3683# SICP- 600# Inj Press- 3629# Choke- 5/64" Rec last hr:
Oil- 14 bbls Water- 0 bbls Mud- 0 bbls Gas- 1 mcf Well flowing into the
flowtest equip. Chemical @20 gals/day. Cont to flowtest well.

00:00 5.00 23.00 WTST FTP- 3619# SICP- 594# Inj Press- 3662# Choke- 5/64" Rec last hr:
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gals/day. Well flowing through the flowtest equip. Daily Info: Hrs- 24 hrs.
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Sales- 279 bbls Acc Info: Days- 4 Hrs- 84 hrs. Oil- 968 bbls Water- 52
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Date Type String Wellbore Stim/Treat Company StimTreat Supervisor
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RECEIVED: Feb. 05, 2014

Page  2/2

Well Name: Cane Creek Unit 7-1

Report Printed:   2/5/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin

Paradox Basin
Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A… pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu… Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (lb/gal) Conc BH (lb/gal)

Perforations
Date

1/24/2014
Type

Perforated
Top (ftKB)

7,920.0
Btm (ftKB)

8,880.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

5,40
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

9,035.0
Btm (ftKB)

9,125.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

480
String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

10,205.0
Btm (ftKB)

10,555.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

1,98
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

10,595.0
Btm (ftKB)

10,950.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,00
4

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

11,000.0
Btm (ftKB)

11,395.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,23
2

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

11,445.0
Btm (ftKB)

11,870.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,40
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Report for: 1/27/2014
Report #: 23

Sundry Number: 47537 API Well Number: 43019500100000Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/27/2014
Report #: 23

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 7,920.0 8,880.0 Original Hole Cane Creek, Original 5,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 9,035.0 9,125.0 Original Hole Cane Creek, Original 480 Production, 11,938.0ftKB
Hole

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,205.0 10,555.0 Original Hole Cane Creek, Original 1,98 Production, 11,938.0ftKB
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Well Name: Cane Creek Unit 7-1

Report Printed:   2/5/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin

Paradox Basin
Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Operator

Fidelity E&P
Completions Start Date

1/5/2014
Completions Finished Date

1/24/2014
Well Status

PROD
Job Category

Completion
Job Typ

Original
Job SubTyp Planned Start Date

1/4/2014
Start Date

1/5/2014
End Date

Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date

1/28/2014 06:00
Report End Date

1/29/2014 06:00
Operations at Report Time

Day #5 flowtest well
Operations Summary

Day #5 flowtest well.
Operations Next Report Period

Weather

Sunny and Clear
Wellbore

Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 WTST FTP- 3513#   SICP- 581#   Inj Press- 3494#   Choke- 5/64''  Rec last hr:   
Oil- 13 bbls   Water- 0 bbls   Mud- 0 bbls   Gas- 2 mcf   Cont to flowtest  
well.

12:00 5.00 11.00 WTST FTP- 3466#   SICP- 579#   Inj Press- 3383#   Choke- 5/64''   Rec last hr:    
Oil- 14 bbls   Water- 0 bbls   Mud- 0 bbls   Gas- 1 mcf   Increase the  
Chemical rate to 30 gals/day. Cont to flowtest well.

17:00 7.00 18.00 WTST FTP- 3615#   SICP- 518#   Inj Press- 3342#   Choke- 6/64''   Rec last hr:   
Oil- 9 bbls   Water- 0 bbls   Mud- 0 bbls   Gas- 1 mcf   Fighting freezing in  
the system. Making changes to keep the well on. Cont to flowtest well.

00:00 5.00 23.00 WTST FTP- 3631   SICP- 532#   Inj Press- 3349#   Choke- 5/64''   Rec last hr:  Oil
- 12 bbls   Water- 0 bbls   Mud- 0 bbls   Gas- 1 mcf   Daily Info:  Hrs- 24  
hrs.   Choke- 5/64'', 6/64'' & 7/64''   Oil- 257 bbls   Water- 0 bbls   Mud- 0  
bbls   Gas- 96 mcf/d   Sales- 280 bbls   Acc Info:  Days- 5   Hrs- 108 hrs    
Oil- 1225 bbls   Water- 52 bbls   Mud- 184 bbls   Gas- 470 mcf   Sales- 559  
bbls   Cont to flowtest well.

05:00 1.00 24.00 WTST this hr will be on the next days reports. See flowtest reports. Cont to  
flowtest well.

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in)
ID Nom Min  

(in)
Prop 
Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A… pH Filter Size (in) Description

Report for: 1/28/2014
Report #: 24
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Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description
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Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/28/2014
Report #: 24

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 1/5/2014 1/24/2014 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Original 1/4/2014 1/5/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

1/28/2014 06:00 1/29/2014 06:00
Operations at Report Time

Day #5 flowtest well
Operations Summary

Day #5 flowtest well.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 WTST FTP- 3513# SICP- 581# Inj Press- 3494# Choke- 5/64" Rec last hr:
Oil- 13 bbls Water- 0 bbls Mud- 0 bbls Gas- 2 mcf Cont to flowtest
well.

12:00 5.00 11.00 WTST FTP- 3466# SICP- 579# Inj Press- 3383# Choke- 5/64" Rec last hr:
Oil- 14 bbls Water- 0 bbls Mud- 0 bbls Gas- 1 mcf Increase the
Chemical rate to 30 gals/day. Cont to flowtest well.

17:00 7.00 18.00 WTST FTP- 3615# SICP- 518# Inj Press- 3342# Choke- 6/64" Rec last hr:
Oil- 9 bbls Water- 0 bbls Mud- 0 bbls Gas- 1 mcf Fighting freezing in
the system. Making changes to keep the well on. Cont to flowtest well.

00:00 5.00 23.00 WTST FTP- 3631 SICP- 532# Inj Press- 3349# Choke- 5/64" Rec last hr: Oil
- 12 bbls Water- 0 bbls Mud- 0 bbls Gas- 1 mcf Daily Info: Hrs- 24
hrs. Choke- 5/64", 6/64" & 7/64" Oil- 257 bbls Water- 0 bbls Mud- 0
bbls Gas- 96 mcfld Sales- 280 bbls Acc Info: Days- 5 Hrs- 108 hrs
Oil- 1225 bbls Water- 52 bbls Mud- 184 bbls Gas- 470 mcf Sales- 559
bbls Cont to flowtest well.

05:00 1.00 24.00 WTST this hr will be on the next days reports. See flowtest reports. Cont to
flowtest well.

Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
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Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description
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Well Name: Cane Creek Unit 7-1

Report Printed:   2/5/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin

Paradox Basin
Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu… Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (lb/gal) Conc BH (lb/gal)

Perforations
Date

1/24/2014
Type

Perforated
Top (ftKB)

7,920.0
Btm (ftKB)

8,880.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

5,40
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

9,035.0
Btm (ftKB)

9,125.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

480
String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

10,205.0
Btm (ftKB)

10,555.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

1,98
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

10,595.0
Btm (ftKB)

10,950.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,00
4

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

11,000.0
Btm (ftKB)

11,395.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,23
2

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

11,445.0
Btm (ftKB)

11,870.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,40
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Report for: 1/28/2014
Report #: 24

Sundry Number: 47537 API Well Number: 43019500100000Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/28/2014
Report #: 24

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 7,920.0 8,880.0 Original Hole Cane Creek, Original 5,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 9,035.0 9,125.0 Original Hole Cane Creek, Original 480 Production, 11,938.0ftKB
Hole

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,205.0 10,555.0 Original Hole Cane Creek, Original 1,98 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,595.0 10,950.0 Original Hole Cane Creek, Original 2,00 Production, 11,938.0ftKB
Hole 4

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,000.0 11,395.0 Original Hole Cane Creek, Original 2,23 Production, 11,938.0ftKB
Hole 2

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,445.0 11,870.0 Original Hole Cane Creek, Original 2,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status
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County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 7,920.0 8,880.0 Original Hole Cane Creek, Original 5,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 9,035.0 9,125.0 Original Hole Cane Creek, Original 480 Production, 11,938.0ftKB
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Date Top Depth (ftKB) Bottom Depth (ftKB) Status
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Date Top Depth (ftKB) Bottom Depth (ftKB) Status
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Well Name: Cane Creek Unit 7-1

Report Printed:   2/5/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin

Paradox Basin
Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Operator

Fidelity E&P
Completions Start Date

1/5/2014
Completions Finished Date

1/24/2014
Well Status

PROD
Job Category

Completion
Job Typ

Original
Job SubTyp Planned Start Date

1/4/2014
Start Date

1/5/2014
End Date

Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date

1/29/2014 06:00
Report End Date

1/30/2014 06:00
Operations at Report Time

Day #6, flowtest well.
Operations Summary

Day #6, flowtest well.
Operations Next Report Period

Weather

Sunny and Clear
Wellbore

Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 WTST FTP- 3623#   SICP-  548#   Inj Press- 3339#   Choke-   Rec last hr:  Oil- 11  
bbls   Water- 0 bbls   Mud- 0 bbls   Gas- 1 mcf   Repairs on the flowtest  
equip has been completed. Inj rate @ 30 gals/day. Cont to flowtest well.

12:00 5.00 11.00 WTST FTP- 3547#   SICP- 606#   Inj Press- 3252#   Choke- 7/64''   Rec last hr:   
Oil- 16 bbls   Water- 0 bbls   Mud- 0 bbls   Gas- 3 mcf   Cont to flowtest  
well.

17:00 7.00 18.00 WTST FTP- 3556#   SICP- 600#   Inj Press- 3225#   Choke- 6/64''   Rec last hr:   
Oil- 14 bbls   Water- 0 bbls   Mud- 0 bbls   Gas- 3 mcf   Chemical @ 30  
gals/day, Cont to flowtest well.

00:00 5.00 23.00 WTST FTP- 3538#   SICP- 592#   Inj Press- 3210#   Choke- 6/64''   Rec last hr:   
Oil- 14 bbls   Water- 0 bbls   Mud- 0 bbls   Gas- 3 mcf   Daily Info: Hrs- 24  
hrs   Chokes- 6/64'' & 7/64''   Oil- 331 bbls   Water- 0 bbls   Mud- 0 bbls    
Gas- 150 mcf/d   Chemical- 30 gals/day   Sales- 282 bbls    Acc Info:  Days
- 6   Hrs- 132 hrs   Oil- 1557 bbls   Water- 52 bbls   Mud- 184 bbls   Gas-  
620 mcf   Sales- 841 bbls   Cont to flowtest well.

05:00 1.00 24.00 WTST This hr will be on the next days reports. Cont to flowtest well.

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in)
ID Nom Min  

(in)
Prop 
Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A… pH Filter Size (in) Description

Report for: 1/29/2014
Report #: 25

Sundry Number: 47537 API Well Number: 43019500100000Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/29/2014
Report #: 25

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 1/5/2014 1/24/2014 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Original 1/4/2014 1/5/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

1/29/2014 06:00 1/30/2014 06:00
Operations at Report Time

Day #6, flowtest well.
Operations Summary

Day #6, flowtest well.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)
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well.
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Oil- 14 bbls Water- 0 bbls Mud- 0 bbls Gas- 3 mcf Chemical @30
gals/day, Cont to flowtest well.

00:00 5.00 23.00 WTST FTP- 3538# SICP- 592# Inj Press- 3210# Choke- 6/64" Rec last hr:
Oil- 14 bbls Water- 0 bbls Mud- 0 bbls Gas- 3 mcf Daily Info: Hrs- 24
hrs Chokes- 6/64" & 7/64" Oil- 331 bbls Water- 0 bbls Mud- 0 bbls
Gas- 150 mcfld Chemical- 30 gals/day Sales-282 bbls Acc Info: Days
- 6 Hrs- 132 hrs Oil- 1557 bbls Water- 52 bbls Mud- 184 bbls Gas-
620 mcf Sales- 841 bbls Cont to flowtest well.

05:00 1.00 24.00 WTST This hr will be on the next days reports. Cont to flowtest well.
Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?
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Rods
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Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
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11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description
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Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/29/2014
Report #: 25

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 1/5/2014 1/24/2014 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Original 1/4/2014 1/5/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

1/29/2014 06:00 1/30/2014 06:00
Operations at Report Time

Day #6, flowtest well.
Operations Summary

Day #6, flowtest well.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 WTST FTP- 3623# SICP- 548# Inj Press- 3339# Choke- Rec last hr: Oil- 11
bbls Water- 0 bbls Mud- 0 bbls Gas- 1 mcf Repairs on the flowtest
equip has been completed. Inj rate @30 gals/day. Cont to flowtest well.

12:00 5.00 11.00 WTST FTP- 3547# SICP- 606# Inj Press- 3252# Choke- 7/64" Rec last hr:
Oil- 16 bbls Water- 0 bbls Mud- 0 bbls Gas- 3 mcf Cont to flowtest
well.

17:00 7.00 18.00 WTST FTP- 3556# SICP- 600# Inj Press- 3225# Choke- 6/64" Rec last hr:
Oil- 14 bbls Water- 0 bbls Mud- 0 bbls Gas- 3 mcf Chemical @30
gals/day, Cont to flowtest well.

00:00 5.00 23.00 WTST FTP- 3538# SICP- 592# Inj Press- 3210# Choke- 6/64" Rec last hr:
Oil- 14 bbls Water- 0 bbls Mud- 0 bbls Gas- 3 mcf Daily Info: Hrs- 24
hrs Chokes- 6/64" & 7/64" Oil- 331 bbls Water- 0 bbls Mud- 0 bbls
Gas- 150 mcfld Chemical- 30 gals/day Sales-282 bbls Acc Info: Days
- 6 Hrs- 132 hrs Oil- 1557 bbls Water- 52 bbls Mud- 184 bbls Gas-
620 mcf Sales- 841 bbls Cont to flowtest well.

05:00 1.00 24.00 WTST This hr will be on the next days reports. Cont to flowtest well.

Casing & Line-s

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description
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Well Name: Cane Creek Unit 7-1

Report Printed:   2/5/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin

Paradox Basin
Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu… Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (lb/gal) Conc BH (lb/gal)

Perforations
Date

1/24/2014
Type

Perforated
Top (ftKB)

7,920.0
Btm (ftKB)

8,880.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

5,40
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

9,035.0
Btm (ftKB)

9,125.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

480
String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

10,205.0
Btm (ftKB)

10,555.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

1,98
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

10,595.0
Btm (ftKB)

10,950.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,00
4

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

11,000.0
Btm (ftKB)

11,395.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,23
2

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

11,445.0
Btm (ftKB)

11,870.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,40
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Report for: 1/29/2014
Report #: 25

Sundry Number: 47537 API Well Number: 43019500100000Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/29/2014
Report #: 25

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 7,920.0 8,880.0 Original Hole Cane Creek, Original 5,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 9,035.0 9,125.0 Original Hole Cane Creek, Original 480 Production, 11,938.0ftKB
Hole

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,205.0 10,555.0 Original Hole Cane Creek, Original 1,98 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,595.0 10,950.0 Original Hole Cane Creek, Original 2,00 Production, 11,938.0ftKB
Hole 4

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,000.0 11,395.0 Original Hole Cane Creek, Original 2,23 Production, 11,938.0ftKB
Hole 2

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,445.0 11,870.0 Original Hole Cane Creek, Original 2,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status
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FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/29/2014
Report #: 25
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RECEIVED: Feb. 05, 2014
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Well Name: Cane Creek Unit 7-1

Report Printed:   2/5/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin

Paradox Basin
Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Operator

Fidelity E&P
Completions Start Date

1/5/2014
Completions Finished Date

1/24/2014
Well Status

PROD
Job Category

Completion
Job Typ

Original
Job SubTyp Planned Start Date

1/4/2014
Start Date

1/5/2014
End Date

Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date

1/30/2014 06:00
Report End Date

1/31/2014 06:00
Operations at Report Time

Day#7, flowtest well, increase rate to 20 bbls/hr
Operations Summary

Day #7, flowtest well, increase rate to 20 bbls/hr
Operations Next Report Period

Weather

Sunny and Clear
Wellbore

Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 WTST FTP- 3515#   SICP- 592#   Inj Press- 3187#   Choke- 6/64''   Rec last hr:   
Oil- 13 bbls   Water- 0 bbls   Mud- 0 bbls   Gas- 3 mcf  Cont to flowtest well.

12:00 5.00 11.00 WTST FTP- 3469#   SICP- 600#   Inj Press- 3166#   Choke- 9/64''   Rec last hr:   
Oil- 15 bbls   Water- 0 bbls   Mud- 0 bbls   Gas- 3 mcf   Increased the rate  
@ 1400 hrs to 20 bbls/hr, increased the chemical rate to 40 gaals/day.  
Cont to flowtest well.

17:00 7.00 18.00 WTST FTP- 3389#   SICP- 629#   Inj Press- 3066#   Choke- 9/64''   Rec last hr:   
Oil- 18 bbls   Water- 0 bbls   Mud- 0 bbls   Gas- 4 mcf   Cont to flowtest  
well.

00:00 5.00 23.00 WTST FTP- 3376#   SICP- 629#   Inj Press- 3066#   Choke- 9/64''   Rec last hr:   
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hrs   Chokes- 6/64'' & 9/64''  Oil- 393 bbls   Water- 0 bbls   Mud- 0 bbls    
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1950 bbls   Water- 52 bbls   Mud- 184 bbls   Gas- 796 mcf   Sales- 1126  
bbls   Cont to flowtest well.

05:00 1.00 24.00 WTST This hr will be on the next days reports. Cont to flowtest well.

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in)
ID Nom Min  

(in)
Prop 
Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A… pH Filter Size (in) Description

Report for: 1/30/2014
Report #: 26

Sundry Number: 47537 API Well Number: 43019500100000Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/30/2014
Report #: 26

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 1/5/2014 1/24/2014 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Original 1/4/2014 1/5/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

1/30/2014 06:00 1/31/2014 06:00
Operations at Report Time

Day#7, flowtest well, increase rate to 20 bbls/hr
Operations Summary

Day #7, flowtest well, increase rate to 20 bbls/hr
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 WTST FTP- 3515# SICP- 592# Inj Press- 3187# Choke- 6/64" Rec last hr:
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Gas- 176 mcfld Sales- 285 bbls Acc Info: Days- 7 Hrs- 156 hrs Oil-
1950 bbls Water- 52 bbls Mud- 184 bbls Gas- 796 mcf Sales- 1126
bbls Cont to flowtest well.

05:00 1.00 24.00 WTST This hr will be on the next days reports. Cont to flowtest well.
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RECEIVED: Feb. 05, 2014
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Well Name: Cane Creek Unit 7-1

Report Printed:   2/5/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin

Paradox Basin
Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu… Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (lb/gal) Conc BH (lb/gal)

Perforations
Date

1/24/2014
Type

Perforated
Top (ftKB)

7,920.0
Btm (ftKB)

8,880.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

5,40
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

9,035.0
Btm (ftKB)

9,125.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

480
String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

10,205.0
Btm (ftKB)

10,555.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

1,98
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

10,595.0
Btm (ftKB)

10,950.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,00
4

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

11,000.0
Btm (ftKB)

11,395.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,23
2

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

11,445.0
Btm (ftKB)

11,870.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,40
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Report for: 1/30/2014
Report #: 26

Sundry Number: 47537 API Well Number: 43019500100000Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/30/2014
Report #: 26

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)

Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 7,920.0 8,880.0 Original Hole Cane Creek, Original 5,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 9,035.0 9,125.0 Original Hole Cane Creek, Original 480 Production, 11,938.0ftKB
Hole

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,205.0 10,555.0 Original Hole Cane Creek, Original 1,98 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,595.0 10,950.0 Original Hole Cane Creek, Original 2,00 Production, 11,938.0ftKB
Hole 4

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,000.0 11,395.0 Original Hole Cane Creek, Original 2,23 Production, 11,938.0ftKB
Hole 2

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,445.0 11,870.0 Original Hole Cane Creek, Original 2,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status
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RECEIVED: Feb. 05, 2014

Page  1/2

Well Name: Cane Creek Unit 7-1

Report Printed:   2/5/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin

Paradox Basin
Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Operator

Fidelity E&P
Completions Start Date

1/5/2014
Completions Finished Date

1/24/2014
Well Status

PROD
Job Category

Completion
Job Typ

Original
Job SubTyp Planned Start Date

1/4/2014
Start Date

1/5/2014
End Date

Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date

1/31/2014 06:00
Report End Date

2/1/2014 06:00
Operations at Report Time

Day #8, flowtest well, turn weell over to the prod. dept.
Operations Summary

Day #8, flowtest well, turn well over to the prod dept.
Operations Next Report Period

Weather

Sunny and Clear
Wellbore

Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log

Start Time Dur (hr)
Cum Dur 

(hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 WTST FTP- 3331#   SICP- 644#   Inj Press- 3093#   Choke- 9/64''   Rec last hr:  
Oil- 19 bbls   Water- 0 bbls   Mud- 0 bbls   Gas- 7 mcf   Chemical- 40  
gals/day   Flow well @ 20 bbls/hr. Turn well over to the production  
department. Cont to flowtest well.

12:00 18.00 24.00 WTST Cont to flowtest well.  See flowtest report.  LAST REPORT.

Casing & Liners

Run Date Csg Des
Set Depth 

(ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (lb/ft) Grade
OD Nom Max 

(in)
ID Nom Min  

(in)
Prop 
Run?

7/1/2013 Conductor 103.0 No

10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (lb/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (lb/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A… pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu… Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (lb/gal) Conc BH (lb/gal)

Report for: 1/31/2014
Report #: 27

Sundry Number: 47537 API Well Number: 43019500100000Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/31/2014
Report #: 27

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 1/5/2014 1/24/2014 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Original 1/4/2014 1/5/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

1/31/2014 06:00 2/1/2014 06:00
Operations at Report Time

Day #8, flowtest well, turn weell over to the prod. dept.
Operations Summary

Day #8, flowtest well, turn well over to the prod dept.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 WTST FTP- 3331# SICP- 644# Inj Press- 3093# Choke- 9/64" Rec last hr:
Oil- 19 bbls Water- 0 bbls Mud- 0 bbls Gas- 7 mcf Chemical- 40
gals/day Flow well @20 bbls/hr. Turn well over to the production
department. Cont to flowtest well.

12:00 18.00 24.00 WTST Cont to flowtest well. See flowtest report. LAST REPORT.
Casing & Liners

Set Depth OD Nom Max ID Nom Min Prop
Run Date Csg Des (ftKB) Top (ftKB) OD (in) ID (in) Wt/Len (Ib/ft) Grade (in) (in) Run?
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12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No
Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
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Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)
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10/7/2013 Surface 1,085.0 28.0 13 3/8 12.615 54.50 J-55 13 3/8 12.615 No

10/16/2013 Intermediate 4,300.0 21.7 9 5/8 8.681 47.00 HCP-110 9 5/8 8.681 No

11/14/2013 7" Liner 8,017.0 25.5 7 6.094 32.00 P-110 7 6.094 No

12/17/2013 Production 11,938.0 7,262.8 4 1/2 3.826 15.10 P-110 4 1/2 3.826 No

Rods
Rod Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Rod Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Tubing
Tubing Description Run Date Pull Date Set Depth (ftKB) Weight/Length (Ib/ft) String Grade String Length (ft) Top Depth (ftKB)

Tubing Components
Item Des OD (in) Wt (Ib/ft) Grade Len (ft) Jts

Stimulations & Treatments
Date Type String Wellbore Stim/Treat Company StimTreat Supervisor

Stim/Treat Fluids
Fluid Name Fluid Type Dens Fluid (°A... pH Filter Size (in) Description

Fluid Additives
Additive Amount Units Concentration (%)

Stim/Treat Stages
Stage Type Stg # Start Date End Date Top (ftKB) Btm (ftKB) Stim/Treat Fluid Vol Clean Pu... Vol Slurry (bbl)

Initial Fluid Rate (gpm) Initial Rate Bottom Hole (gpm) Tubing Pressure Start (psi) Casing Pressure Start (psi) Bottom Hole Pressure Start (psi)

Final Fluid Rate (gpm) Final Rate Bottom Hole (gpm) Pressure Tubing End (psi) Casing Pressure End (psi) Pressure BH End (psi)

Stim/Treat Additives
Additive Type Amount Units Sand Size Conc (Ib/gal) Conc BH (Ib/gal)
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Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/31/2014
Report #: 27

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Operator Completions Start Date Completions Finished Date Well Status

Fidelity E&P 1/5/2014 1/24/2014 PROD
Job Category Job Typ Job SubTyp Planned Start Date Start Date End Date

Completion Original 1/4/2014 1/5/2014
Rig Company Man\Well Site Lead Rig Email Address Rig Phone Number Rig Release Previous Well Rig Release Date

Daily Operations
Report Start Date Report End Date

1/31/2014 06:00 2/1/2014 06:00
Operations at Report Time

Day #8, flowtest well, turn weell over to the prod. dept.
Operations Summary

Day #8, flowtest well, turn well over to the prod dept.
Operations Next Report Period

Weather Wellbore

Sunny and Clear Original Hole
Daily Contacts

Job Contact Position Office

Paul Nicholas Company Man / WSL (307) 321-0544

Time Log
Cum Dur

Start Time Dur (hr) (hr) Code 1 Comment Start Depth (ftKB) End Depth (ftKB)

06:00 6.00 6.00 WTST FTP- 3331# SICP- 644# Inj Press- 3093# Choke- 9/64" Rec last hr:
Oil- 19 bbls Water- 0 bbls Mud- 0 bbls Gas- 7 mcf Chemical- 40
gals/day Flow well @20 bbls/hr. Turn well over to the production
department. Cont to flowtest well.

12:00 18.00 24.00 WTST Cont to flowtest well. See flowtest report. LAST REPORT.
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Page  2/2

Well Name: Cane Creek Unit 7-1

Report Printed:   2/5/2014

Daily Completion - Paradox Executive Daily No Costs

API/UWI

43-019-31591
Excaliber ID

74*26635
Well Area

Paradox
Basin

Paradox Basin
Regulatory Field Name

Cane Creek
Well Configuration Type

County

Grand
State/Province

UT
Ungraded Surveyed Elevation (ft)

5,960.00
KB-Ground Distance (ft)

23.00
Spud Date

2/21/2013 00:00
Rig Release Date

12/22/2013 06:00
Perforations
Date

1/24/2014
Type

Perforated
Top (ftKB)

7,920.0
Btm (ftKB)

8,880.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

5,40
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

9,035.0
Btm (ftKB)

9,125.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

480
String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

10,205.0
Btm (ftKB)

10,555.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

1,98
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

10,595.0
Btm (ftKB)

10,950.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,00
4

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

11,000.0
Btm (ftKB)

11,395.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,23
2

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date

1/24/2014
Type

Perforated
Top (ftKB)

11,445.0
Btm (ftKB)

11,870.0
Wellbore

Original Hole
Zone

Cane Creek, Original  
Hole

Shot… Ente…

2,40
0

String Perforated

Production, 11,938.0ftKB

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Report for: 1/31/2014
Report #: 27

Sundry Number: 47537 API Well Number: 43019500100000Sundry Number: 47537 API Well Number: 43019500100000

FIDELITY Daily Completion - Paradox Executive Daily No CostS Report for: 1/31/2014
Report #: 27

Well Name: Cane Creek Unit 7-1
APl/UWI Excaliber ID Well Area Basin Regulatory Field Name Well Configuration Type
43-019-31591 74*26635 Paradox Paradox Basin Cane Creek
County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 7,920.0 8,880.0 Original Hole Cane Creek, Original 5,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 9,035.0 9,125.0 Original Hole Cane Creek, Original 480 Production, 11,938.0ftKB
Hole

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,205.0 10,555.0 Original Hole Cane Creek, Original 1,98 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,595.0 10,950.0 Original Hole Cane Creek, Original 2,00 Production, 11,938.0ftKB
Hole 4

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,000.0 11,395.0 Original Hole Cane Creek, Original 2,23 Production, 11,938.0ftKB
Hole 2

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,445.0 11,870.0 Original Hole Cane Creek, Original 2,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status
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County State/Province Ungraded Surveyed Elevation (ft) KB-Ground Distance (ft) Spud Date Rig Release Date

Grand UT 5,960.00 23.00 2/21/2013 00:00 12/22/2013 06:00
Perforations
Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 7,920.0 8,880.0 Original Hole Cane Creek, Original 5,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 9,035.0 9,125.0 Original Hole Cane Creek, Original 480 Production, 11,938.0ftKB
Hole

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,205.0 10,555.0 Original Hole Cane Creek, Original 1,98 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 10,595.0 10,950.0 Original Hole Cane Creek, Original 2,00 Production, 11,938.0ftKB
Hole 4

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,000.0 11,395.0 Original Hole Cane Creek, Original 2,23 Production, 11,938.0ftKB
Hole 2

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Date Type Top (ftKB) Btm (ftKB) Wellbore Zone Shot... Ente... String Perforated

1/24/2014 Perforated 11,445.0 11,870.0 Original Hole Cane Creek, Original 2,40 Production, 11,938.0ftKB
Hole O

Perforation Statuses
Date Top Depth (ftKB) Bottom Depth (ftKB) Status

Page 2/2 Report Printed:



RECEIVED: Mar. 18, 2014

Sundry Number: 48907 API Well Number: 43019500100000Sundry Number: 48907 API Well Number: 43019500100000

STATE OF UTAH AMENDED REPORT FORM 8
DEPARTMENT OF NATURAL RESOURCES (highlight changes)

DIVISION OF OIL, GAS AND MINING 5. LEASEDESIONATIONANDSERIALNUMBER:

UTU53626

WELL COMPLETION OR RECOMPLETION REPORT AND LOG
6. IFINDIAN,ALLOTTEEORTRIBENAME

1a. TYPE OF WELL:
LL LL DRY OTHER

7. UNIT oreCACAGREEkMEUNTNAME

b. TYPE OF WORK 8. WELLNAMEarid NUMBER:

EL
TRZ. EP-

RY R. OTHER Cane Creek Unit7-1
2.NAMEOFOPERATOR: 9.APINUMBER:

Fidelity Exploration & Production 4301935001
3. ADORESS OF OPERATOR: PHONE NUMBER: 10 FIELDANDPOOL,OR WILOCAT

1700 Lincoln ciTy Denver STATE ÛÛ ZIP8D203 (303) 893-3133
4. LOCATION OF WELL (FOOTAGES) 11. QTR/QTR, SECTION, TOWNSHIP, RANGE,

MERIDIAN
ATSURFACE. 823 FNL 874 FEL

NENE 8 26S 20E 6
AT TOP PRODUCING INTERVAL REPORTED BELOW: Sec 6, 163' FSL, 122T FEL

12. COUNTY 13. STATE
AT TOTAL DEPTH: Sec 6, 2791' FSL, 906' FWL Grand UTAH

14. DATESPUODED: 15. DATE T.O. REACHED: 16. DATE COMPLETED: 17 ELEVATIONS(DF, RKB, RT, GL)

2/21/2013 12/13/2014 2/22/2014 ABANDONED READYTO PRODUCE

18. TOTAL DEPTH: MD gg 19. PLUG BACKT D MO 20. IF MULTIPLE COMPLETIONS, HOW MANY?* 21. DEPTHBRIDGE MO
PLUGSET:

TVD 7,765 TVD TVD

22. TYPE ELECTRICANDOTHERMECHANICALLOGS RUN(Submitcopyofeach) 23.

WAS WELL CORED7 NO VES (Submit analysts)

WAS DST RUN? NO YES (Submit report)

DIRECTIONALSURVEY? NO YES (Submit copy)

24. CASINGAliD LINERRECORD(Report all strings set in well)

HOLE SIZE SIZE/GRADE WEFGHT(#lft.) TOP (MD) BOTTOM(MD) STAGEDCEMHENTER CNEMENF
SA

KES
VO

UL
E BL) CEMENT TOP ** AMOUNTPULLED

26 2o 0 103 Redig 11 0
17 1/2 13 3/8 J55 54.5 0 1,085 Classg 650 269 0
12 1/4 e 5/8 HClà 47 0 4,300 ciassg 1,105 403 4300
8 1/2 7 P118 26 0 3,990
8 1/2 7 P118 13.5 3,990 8,018 Classg 355 112 3900
6 4 1/2 P116 13.5 7,263 11,938 Classg 245 75 7263
25. TUBINGRECOR

DEPTHSET (MD) PACKERSET (MD) SIZE DEPTH SET (MD) PACKERSET (MD SIZE DEPTHSET (MD) PACKERSET (MD)

26. PRODUCING INTERVALS 27. PERFORATION RECORD

FORMATIONNAME TOP (MD) BOTTOM(MD) TOP (TVD) BOTTOM(TVD) INTERVAL(ToplBot - MD) SIZE NO. HOLES PERFORATIONSTATUS

(A) Cane Creek 7,515 5,894 7,920 9,125 .35 6,300 OPen Squeezed

(B) 10,205 10,555 .35 2,100 open squeezed

(c> 10,595 10,950 .35 2,130 open Squeezed

to) 11,000 11,870 .35 4,920 open squeezed
28. ACID,FRACTURE,TREATMENT,CEMENTSQUEEZE, ETC,

WAS WELL HYDRAULICALLY FRACTURED? YES NO IF YES - DATE FRACTURED:

DEPTH INTERVAL AMOUNT AND TYPE OF MATERPAL

29. ENCLOSED ATTACHMENTS: 30. WELL STATUS:

ELECTRICAL/MECHANICAL LOGS GEOLOGICREPORT DST REPORT DIRECTIONALSURVEY Producing
SUNDRYNOTICEFOR PLUGGINGANDCEMENTVERIF1CATION CORE ANALYSIS OTHER:

(5/2013) (CONTINUED ON BACK)

RECEIVED: Mar. 18,

Sundry Number: 48907 API Well Number: 43019500100000

STATE OF UTAH AMENDED REPORT FORM 8
DEPARTMENT OF NATURAL RESOURCES (highlight changes)

DIVISION OF OIL, GAS AND MINING 5. LEASEDESIONATIONANDSERIALNUMBER:

UTU53626

WELL COMPLETION OR RECOMPLETION REPORT AND LOG
6. IFINDIAN,ALLOTTEEORTRIBENAME

1a. TYPE OF WELL:
LL LL DRY OTHER

7. UNIT oreCACAGREEkMEUNTNAME

b. TYPE OF WORK 8. WELLNAMEarid NUMBER:

EL
TRZ. EP-

RY R. OTHER Cane Creek Unit7-1
2.NAMEOFOPERATOR: 9.APINUMBER:

Fidelity Exploration & Production 4301935001
3. ADORESS OF OPERATOR: PHONE NUMBER: 10 FIELDANDPOOL,OR WILOCAT

1700 Lincoln ciTy Denver STATE ÛÛ ZIP8D203 (303) 893-3133
4. LOCATION OF WELL (FOOTAGES) 11. QTR/QTR, SECTION, TOWNSHIP, RANGE,

MERIDIAN
ATSURFACE. 823 FNL 874 FEL

NENE 8 26S 20E 6
AT TOP PRODUCING INTERVAL REPORTED BELOW: Sec 6, 163' FSL, 122T FEL

12. COUNTY 13. STATE
AT TOTAL DEPTH: Sec 6, 2791' FSL, 906' FWL Grand UTAH

14. DATESPUODED: 15. DATE T.O. REACHED: 16. DATE COMPLETED: 17 ELEVATIONS(DF, RKB, RT, GL)

2/21/2013 12/13/2014 2/22/2014 ABANDONED READYTO PRODUCE

18. TOTAL DEPTH: MD gg 19. PLUG BACKT D MO 20. IF MULTIPLE COMPLETIONS, HOW MANY?* 21. DEPTHBRIDGE MO
PLUGSET:

TVD 7,765 TVD TVD

22. TYPE ELECTRICANDOTHERMECHANICALLOGS RUN(Submitcopyofeach) 23.

WAS WELL CORED7 NO VES (Submit analysts)

WAS DST RUN? NO YES (Submit report)

DIRECTIONALSURVEY? NO YES (Submit copy)

24. CASINGAliD LINERRECORD(Report all strings set in well)

HOLE SIZE SIZE/GRADE WEFGHT(#lft.) TOP (MD) BOTTOM(MD) STAGEDCEMHENTER CNEMENF
SA

KES
VO

UL
E BL) CEMENT TOP ** AMOUNTPULLED

26 2o 0 103 Redig 11 0
17 1/2 13 3/8 J55 54.5 0 1,085 Classg 650 269 0
12 1/4 e 5/8 HClà 47 0 4,300 ciassg 1,105 403 4300
8 1/2 7 P118 26 0 3,990
8 1/2 7 P118 13.5 3,990 8,018 Classg 355 112 3900
6 4 1/2 P116 13.5 7,263 11,938 Classg 245 75 7263
25. TUBINGRECOR

DEPTHSET (MD) PACKERSET (MD) SIZE DEPTH SET (MD) PACKERSET (MD SIZE DEPTHSET (MD) PACKERSET (MD)

26. PRODUCING INTERVALS 27. PERFORATION RECORD

FORMATIONNAME TOP (MD) BOTTOM(MD) TOP (TVD) BOTTOM(TVD) INTERVAL(ToplBot - MD) SIZE NO. HOLES PERFORATIONSTATUS

(A) Cane Creek 7,515 5,894 7,920 9,125 .35 6,300 OPen Squeezed

(B) 10,205 10,555 .35 2,100 open squeezed

(c> 10,595 10,950 .35 2,130 open Squeezed

to) 11,000 11,870 .35 4,920 open squeezed

28. ACID,FRACTURE,TREATMENT,CEMENTSQUEEZE, ETC,

WAS WELL HYDRAULICALLY FRACTURED? YES NO IF YES - DATE FRACTURED:

DEPTH INTERVAL AMOUNT AND TYPE OF MATERPAL

29. ENCLOSED ATTACHMENTS: 30. WELL STATUS:

ELECTRICAL/MECHANICAL LOGS GEOLOGICREPORT DST REPORT DIRECTIONALSURVEY Producing
SUNDRYNOTICEFOR PLUGGINGANDCEMENTVERIF1CATION CORE ANALYSIS OTHER:

(5/2013) (CONTINUED ON BACK)

RECEIVED: Mar. 18,

Sundry Number: 48907 API Well Number: 43019500100000

STATE OF UTAH AMENDED REPORT FORM 8
DEPARTMENT OF NATURAL RESOURCES (highlight changes)

DIVISION OF OIL, GAS AND MINING 5. LEASEDESIONATIONANDSERIALNUMBER:

UTU53626

WELL COMPLETION OR RECOMPLETION REPORT AND LOG
6. IFINDIAN,ALLOTTEEORTRIBENAME

1a. TYPE OF WELL:
LL LL DRY OTHER

7. UNIT oreCACAGREEkMEUNTNAME

b. TYPE OF WORK 8. WELLNAMEarid NUMBER:

EL
TRZ. EP-

RY R. OTHER Cane Creek Unit7-1
2.NAMEOFOPERATOR: 9.APINUMBER:

Fidelity Exploration & Production 4301950010
3. ADORESS OF OPERATOR: PHONE NUMBER: 10 FIELDANDPOOL,OR WILOCAT

1700 Lincoln ciTy Denver STATE ÛÛ ZIP8D203 (303) 893-3133
4. LOCATION OF WELL (FOOTAGES) 11. QTR/QTR, SECTION, TOWNSHIP, RANGE,

MERIDIAN
ATSURFACE. 823 FNL 874 FEL

NENE 8 26S 20E 6
AT TOP PRODUCING INTERVAL REPORTED BELOW: Sec 6, 163' FSL, 122T FEL

12. COUNTY 13. STATE
AT TOTAL DEPTH: Sec 6, 2791' FSL, 906' FWL Grand UTAH

14. DATESPUODED: 15. DATE T.O. REACHED: 16. DATE COMPLETED: 17 ELEVATIONS(DF, RKB, RT, GL)

2/21/2013 12/13/2014 2/22/2014 ABANDONED READYTO PRODUCE

18. TOTAL DEPTH: MD gg 19. PLUG BACKT D MO 20. IF MULTIPLE COMPLETIONS, HOW MANY?* 21. DEPTHBRIDGE MO
PLUGSET:

TVD 7,765 TVD TVD

22. TYPE ELECTRICANDOTHERMECHANICALLOGS RUN(Submitcopyofeach) 23.

WAS WELL CORED7 NO VES (Submit analysts)

WAS DST RUN? NO YES (Submit report)

DIRECTIONALSURVEY? NO YES (Submit copy)

24. CASINGAliD LINERRECORD(Report all strings set in well)

HOLE SIZE SIZE/GRADE WEFGHT(#lft.) TOP (MD) BOTTOM(MD) STAGEDCEMHENTER CNEMENF
SA

KES
VO

UL
E BL) CEMENT TOP ** AMOUNTPULLED

26 2o 0 103 Redig 11 0
17 1/2 13 3/8 J55 54.5 0 1,085 Classg 650 269 0
12 1/4 e 5/8 HClà 47 0 4,300 ciassg 1,105 403 4300
8 1/2 7 P118 26 0 3,990
8 1/2 7 P118 13.5 3,990 8,018 Classg 355 112 3900
6 4 1/2 P116 13.5 7,263 11,938 Classg 245 75 7263
25. TUBINGRECOR

DEPTHSET (MD) PACKERSET (MD) SIZE DEPTH SET (MD) PACKERSET (MD SIZE DEPTHSET (MD) PACKERSET (MD)

26. PRODUCING INTERVALS 27. PERFORATION RECORD

FORMATIONNAME TOP (MD) BOTTOM(MD) TOP (TVD) BOTTOM(TVD) INTERVAL(ToplBot - MD) SIZE NO. HOLES PERFORATIONSTATUS

(A) Cane Creek 7,515 5,894 7,920 9,125 .35 6,300 OPen Squeezed

(B) 10,205 10,555 .35 2,100 open squeezed

(c> 10,595 10,950 .35 2,130 open Squeezed

to) 11,000 11,870 .35 4,920 open squeezed

28. ACID,FRACTURE,TREATMENT,CEMENTSQUEEZE, ETC,

WAS WELL HYDRAULICALLY FRACTURED? YES NO IF YES - DATE FRACTURED:

DEPTH INTERVAL AMOUNT AND TYPE OF MATERPAL

29. ENCLOSED ATTACHMENTS: 30. WELL STATUS:

ELECTRICAL/MECHANICAL LOGS GEOLOGICREPORT DST REPORT DIRECTIONALSURVEY Producing
SUNDRYNOTICEFOR PLUGGINGANDCEMENTVERIF1CATION CORE ANALYSIS OTHER:

(5/2013) (CONTINUED ON BACK)

RECEIVED: Mar. 18,

Sundry Number: 48907 API Well Number: 43019500100000

STATE OF UTAH AMENDED REPORT FORM 8
DEPARTMENT OF NATURAL RESOURCES (highlight changes)

DIVISION OF OIL, GAS AND MINING 5. LEASEDESIONATIONANDSERIALNUMBER:

UTU53626

WELL COMPLETION OR RECOMPLETION REPORT AND LOG
6. IFINDIAN,ALLOTTEEORTRIBENAME

1a. TYPE OF WELL:
LL LL DRY OTHER

7. UNIT oreCACAGREEkMEUNTNAME

b. TYPE OF WORK 8. WELLNAMEarid NUMBER:

EL
TRZ. EP-

RY R. OTHER Cane Creek Unit7-1
2.NAMEOFOPERATOR: 9.APINUMBER:

Fidelity Exploration & Production 4301950010
3. ADORESS OF OPERATOR: PHONE NUMBER: 10 FIELDANDPOOL,OR WILOCAT

1700 Lincoln ciTy Denver STATE ÛÛ ZIP8D203 (303) 893-3133
4. LOCATION OF WELL (FOOTAGES) 11. QTR/QTR, SECTION, TOWNSHIP, RANGE,

MERIDIAN
ATSURFACE. 823 FNL 874 FEL

NENE 8 26S 20E 6
AT TOP PRODUCING INTERVAL REPORTED BELOW: Sec 6, 163' FSL, 122T FEL

12. COUNTY 13. STATE
AT TOTAL DEPTH: Sec 6, 2791' FSL, 906' FWL Grand UTAH

14. DATESPUODED: 15. DATE T.O. REACHED: 16. DATE COMPLETED: 17 ELEVATIONS(DF, RKB, RT, GL)

2/21/2013 12/13/2014 2/22/2014 ABANDONED READYTO PRODUCE

18. TOTAL DEPTH: MD gg 19. PLUG BACKT D MO 20. IF MULTIPLE COMPLETIONS, HOW MANY?* 21. DEPTHBRIDGE MO
PLUGSET:

TVD 7,765 TVD TVD

22. TYPE ELECTRICANDOTHERMECHANICALLOGS RUN(Submitcopyofeach) 23.

WAS WELL CORED7 NO VES (Submit analysts)

WAS DST RUN? NO YES (Submit report)

DIRECTIONALSURVEY? NO YES (Submit copy)

24. CASINGAliD LINERRECORD(Report all strings set in well)

HOLE SIZE SIZE/GRADE WEFGHT(#lft.) TOP (MD) BOTTOM(MD) STAGEDCEMHENTER CNEMENF
SA

KES
VO

UL
E BL) CEMENT TOP ** AMOUNTPULLED

26 2o 0 103 Redig 11 0
17 1/2 13 3/8 J55 54.5 0 1,085 Classg 650 269 0
12 1/4 e 5/8 HClà 47 0 4,300 ciassg 1,105 403 4300
8 1/2 7 P118 26 0 3,990
8 1/2 7 P118 13.5 3,990 8,018 Classg 355 112 3900
6 4 1/2 P116 13.5 7,263 11,938 Classg 245 75 7263
25. TUBINGRECOR

DEPTHSET (MD) PACKERSET (MD) SIZE DEPTH SET (MD) PACKERSET (MD SIZE DEPTHSET (MD) PACKERSET (MD)

26. PRODUCING INTERVALS 27. PERFORATION RECORD

FORMATIONNAME TOP (MD) BOTTOM(MD) TOP (TVD) BOTTOM(TVD) INTERVAL(ToplBot - MD) SIZE NO. HOLES PERFORATIONSTATUS

(A) Cane Creek 7,515 5,894 7,920 9,125 .35 6,300 OPen Squeezed

(B) 10,205 10,555 .35 2,100 open squeezed

(c> 10,595 10,950 .35 2,130 open Squeezed

to) 11,000 11,870 .35 4,920 open squeezed

28. ACID,FRACTURE,TREATMENT,CEMENTSQUEEZE, ETC,

WAS WELL HYDRAULICALLY FRACTURED? YES NO IF YES - DATE FRACTURED:

DEPTH INTERVAL AMOUNT AND TYPE OF MATERPAL

29. ENCLOSED ATTACHMENTS: 30. WELL STATUS:

ELECTRICAL/MECHANICAL LOGS GEOLOGICREPORT DST REPORT DIRECTIONALSURVEY Producing
SUNDRYNOTICEFOR PLUGGINGANDCEMENTVERIF1CATION CORE ANALYSIS OTHER:

(5/2013) (CONTINUED ON BACK)

RECEIVED: Mar. 18,

Sundry Number: 48907 API Well Number: 43019500100000

STATE OF UTAH AMENDED REPORT FORM 8
DEPARTMENT OF NATURAL RESOURCES (highlight changes)

DIVISION OF OIL, GAS AND MINING 5. LEASEDESIONATIONANDSERIALNUMBER:

UTU53626

WELL COMPLETION OR RECOMPLETION REPORT AND LOG
6. IFINDIAN,ALLOTTEEORTRIBENAME

1a. TYPE OF WELL:
LL LL DRY OTHER

7. UNIT oreCACAGREEkMEUNTNAME

b. TYPE OF WORK 8. WELLNAMEarid NUMBER:

EL
TRZ. EP-

RY R. OTHER Cane Creek Unit7-1
2.NAMEOFOPERATOR: 9.APINUMBER:

Fidelity Exploration & Production 4301950010
3. ADORESS OF OPERATOR: PHONE NUMBER: 10 FIELDANDPOOL,OR WILOCAT

1700 Lincoln ciTy Denver STATE ÛÛ ZIP8D203 (303) 893-3133
4. LOCATION OF WELL (FOOTAGES) 11. QTR/QTR, SECTION, TOWNSHIP, RANGE,

MERIDIAN
ATSURFACE. 823 FNL 874 FEL

NENE 8 26S 20E 6
AT TOP PRODUCING INTERVAL REPORTED BELOW: Sec 6, 163' FSL, 122T FEL

12. COUNTY 13. STATE
AT TOTAL DEPTH: Sec 6, 2791' FSL, 906' FWL Grand UTAH

14. DATESPUODED: 15. DATE T.O. REACHED: 16. DATE COMPLETED: 17 ELEVATIONS(DF, RKB, RT, GL)

2/21/2013 12/13/2014 2/22/2014 ABANDONED READYTO PRODUCE

18. TOTAL DEPTH: MD gg 19. PLUG BACKT D MO 20. IF MULTIPLE COMPLETIONS, HOW MANY?* 21. DEPTHBRIDGE MO
PLUGSET:

TVD 7,765 TVD TVD

22. TYPE ELECTRICANDOTHERMECHANICALLOGS RUN(Submitcopyofeach) 23.

WAS WELL CORED7 NO VES (Submit analysts)

WAS DST RUN? NO YES (Submit report)

DIRECTIONALSURVEY? NO YES (Submit copy)

24. CASINGAliD LINERRECORD(Report all strings set in well)

HOLE SIZE SIZE/GRADE WEFGHT(#lft.) TOP (MD) BOTTOM(MD) STAGEDCEMHENTER CNEMENF
SA

KES
VO

UL
E BL) CEMENT TOP ** AMOUNTPULLED

26 2o 0 103 Redig 11 0
17 1/2 13 3/8 J55 54.5 0 1,085 Classg 650 269 0
12 1/4 e 5/8 HClà 47 0 4,300 ciassg 1,105 403 4300
8 1/2 7 P118 26 0 3,990
8 1/2 7 P118 13.5 3,990 8,018 Classg 355 112 3900
6 4 1/2 P116 13.5 7,263 11,938 Classg 245 75 7263
25. TUBINGRECOR

DEPTHSET (MD) PACKERSET (MD) SIZE DEPTH SET (MD) PACKERSET (MD SIZE DEPTHSET (MD) PACKERSET (MD)

26. PRODUCING INTERVALS 27. PERFORATION RECORD

FORMATIONNAME TOP (MD) BOTTOM(MD) TOP (TVD) BOTTOM(TVD) INTERVAL(ToplBot - MD) SIZE NO. HOLES PERFORATIONSTATUS

(A) Cane Creek 7,515 5,894 7,920 9,125 .35 6,300 OPen Squeezed

(B) 10,205 10,555 .35 2,100 open squeezed

(c> 10,595 10,950 .35 2,130 open Squeezed

to) 11,000 11,870 .35 4,920 open squeezed

28. ACID,FRACTURE,TREATMENT,CEMENTSQUEEZE, ETC,

WAS WELL HYDRAULICALLY FRACTURED? YES NO IF YES - DATE FRACTURED:

DEPTH INTERVAL AMOUNT AND TYPE OF MATERPAL

29. ENCLOSED ATTACHMENTS: 30. WELL STATUS:

ELECTRICAL/MECHANICAL LOGS GEOLOGICREPORT DST REPORT DIRECTIONALSURVEY Producing
SUNDRYNOTICEFOR PLUGGINGANDCEMENTVERIF1CATION CORE ANALYSIS OTHER:

(5/2013) (CONTINUED ON BACK)

RECEIVED: Mar. 18,

alexishuefner
Text Box
4301950010



RECEIVED: Mar. 18, 2014

Sundry Number: 48907 API Well Number: 43019500100000Sundry Number: 48907 API Well Number: 43019500100000

31. [NiTIAL PRODUCTION INTERVAL A (As shown in item #26}

DATE FIRST PRODUCED: TEST DATE: HOURSTESTED: TEST PRODUCTION OIL- BBL: GAS - MCF: WATER - BBL: PROD. METHOD:

1/27/2014 1/30/2014 24 RATES 337 176 0 Flowing
CHOKE StZE: TBG PRESS. CSG. PRESS. API GRAVITY BTU-GAS GAS/OIL RATIO 24 HR PROOUCTION OfL- BBL: GAS -MOF WATER - BBL: INTERVAL STATUS:

6/64 3,376 629 RATES:

1NTERVALB (As shown in item #28}

DATEFIRSTPRODUCED: TESTDATE. HOURSTESTED: TESTPRODUCTION OIL-BBL: GAS-MCF: WATER-BBL PROD.METHOD:
RATES:

CHOKE SIZE: TBG PRESS- CSG. PRESS. API GRAVITY BTU-GAS GAS/OlL RATIO 24 HR PRODUCTION 01L - BBL: GAS-MCF: WATER - BBL INTERVAL STATUS:
RATES: -

INTERVALC (As shown in item #26}

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL BBL: GAS- MCF: WATER , BBL PROD. METHOO:
RATES:

CHOKESIZE: TBG. PRESS. CSG. PRESS. API GRAViTY 19TU-GAS GAS/OfLRATIO 24 HR PRODUCTION OIL- BBL: GAS- MCF: WATER - BBL INTERVAL STATUS:
RATES: *

INTERVAL D(As shown in item #26]

DATE FIRST PRODUCED: TEST DATE: HOURSTESTED: TEST PRODUCTION Ol L- BBL: GAS - MCF: WATER - BBL PROD. METHOD:
RATES:

CHOKE $1ZE: TBG. PRESS. CSG. PRESS. API GRAVETY BTU-GAS GAS/OIL RATIO 24 HR PRODUCTION OIL- BBL: GAS- MCF: WATER- BBL: INTERVALSTATUS:
RATES:

32. DISPOSITIONOF GAS [Sold, Used for Fuel, Vented, Etc.)
Flared

33. SUMMARY OF POROUS ZONES (include Aquiters): 34, FORMATION(Log) MARKERS:

Show all important zones of porasliy and contents thereof: Cored intervals and all drit1-stemtests, including depth interval tested,
cushionused,timetoolopen,flowlagandshut-inpressures and recoveries,

Formation Descriptions, Contents, etc. Name (Measu Depth)

Clastic 12 5,872 5,894 Cutler 1.224
Clastic 18 7,008 7,049 Honaker Trail 2,161
Cane Creek 7,515 7,614 Paradox 3,832

35. ADD1TIONAL REMARKE (include plugging procedure)

Cement tops are calculated

36. I flereby certifythatthe foregoing and attaclied information is complete and correct as determined from all available records.

NAME(PLEASEPRINT Joy Gardner TFTLE Sr. Engineering Tech

S[GNATURE DATE 3/18/2014

This report must be submitted within30 days of
a completingor plugginga new well • reentering a previouslyplugged and abandoned well
e drilling horizontal laterals from an existing well bore e significantlydeepening an existirig well bore below the previous bottom-hole depth
a recompleting to a different producing formation e drilling hydrocarbon exploratoryholes, such as core samples and stratigraphic tests

* ITEM 20: Show the number of completions if production is measured separately from twoor more forrnations.

** ITEM 24: Cement Top-Show how reported top(s) of cement were determined (circulated (CIR), calculated (CAL), cement bond log (CBL), temperature survey (TS)).

Send to: Utah Division of Oil, Gas and Mining Phone: 801-538-5340
1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801

(5/2013)

RECEIVED: Mar. 18,

Sundry Number: 48907 API Well Number: 43019500100000

31. [NiTIAL PRODUCTION INTERVAL A (As shown in item #26}

DATE FIRST PRODUCED: TEST DATE: HOURSTESTED: TEST PRODUCTION OIL- BBL: GAS - MCF: WATER - BBL: PROD. METHOD:

1/27/2014 1/30/2014 24 RATES 337 176 0 Flowing
CHOKE StZE: TBG PRESS. CSG. PRESS. API GRAVITY BTU-GAS GAS/OIL RATIO 24 HR PROOUCTION OfL- BBL: GAS -MOF WATER - BBL: INTERVAL STATUS:

6/64 3,376 629 RATES:

1NTERVALB (As shown in item #28}

DATEFIRSTPRODUCED: TESTDATE. HOURSTESTED: TESTPRODUCTION OIL-BBL: GAS-MCF: WATER-BBL PROD.METHOD:
RATES:

CHOKE SIZE: TBG PRESS- CSG. PRESS. API GRAVITY BTU-GAS GAS/OlL RATIO 24 HR PRODUCTION 01L - BBL: GAS-MCF: WATER - BBL INTERVAL STATUS:
RATES: -

INTERVALC (As shown in item #26}

DATE FIRST PRODUCED: TEST DATE: HOURS TESTED: TEST PRODUCTION OIL BBL: GAS- MCF: WATER , BBL PROD. METHOO:
RATES:

CHOKESIZE: TBG. PRESS. CSG. PRESS. API GRAViTY 19TU-GAS GAS/OfLRATIO 24 HR PRODUCTION OIL- BBL: GAS- MCF: WATER - BBL INTERVAL STATUS:
RATES: *

INTERVAL D(As shown in item #26]

DATE FIRST PRODUCED: TEST DATE: HOURSTESTED: TEST PRODUCTION Ol L- BBL: GAS - MCF: WATER - BBL PROD. METHOD:
RATES:

CHOKE $1ZE: TBG. PRESS. CSG. PRESS. API GRAVETY BTU-GAS GAS/OIL RATIO 24 HR PRODUCTION OIL- BBL: GAS- MCF: WATER- BBL: INTERVALSTATUS:
RATES:

32. DISPOSITIONOF GAS [Sold, Used for Fuel, Vented, Etc.)
Flared

33. SUMMARY OF POROUS ZONES (include Aquiters): 34, FORMATION(Log) MARKERS:

Show all important zones of porasliy and contents thereof: Cored intervals and all drit1-stemtests, including depth interval tested,
cushionused,timetoolopen,flowlagandshut-inpressures and recoveries,

Formation Descriptions, Contents, etc. Name (Measu Depth)

Clastic 12 5,872 5,894 Cutler 1.224
Clastic 18 7,008 7,049 Honaker Trail 2,161
Cane Creek 7,515 7,614 Paradox 3,832

35. ADD1TIONAL REMARKE (include plugging procedure)

Cement tops are calculated

36. I flereby certifythatthe foregoing and attaclied information is complete and correct as determined from all available records.

NAME(PLEASEPRINT Joy Gardner TFTLE Sr. Engineering Tech

S[GNATURE DATE 3/18/2014

This report must be submitted within30 days of
a completingor plugginga new well • reentering a previouslyplugged and abandoned well
e drilling horizontal laterals from an existing well bore e significantlydeepening an existirig well bore below the previous bottom-hole depth
a recompleting to a different producing formation e drilling hydrocarbon exploratoryholes, such as core samples and stratigraphic tests

* ITEM 20: Show the number of completions if production is measured separately from twoor more forrnations.

** ITEM 24: Cement Top-Show how reported top(s) of cement were determined (circulated (CIR), calculated (CAL), cement bond log (CBL), temperature survey (TS)).

Send to: Utah Division of Oil, Gas and Mining Phone: 801-538-5340
1594 West North Temple, Suite 1210
Box 145801 Fax: 801-359-3940
Salt Lake City, Utah 84114-5801

(5/2013)

RECEIVED: Mar. 18,

Sundry Number: 48907 API Well Number: 43019500100000
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Tie-in Date: 10/19/2013PathFmder - a Schlumberger company Date Completed: 12/11/2013

FIDELITYEXPLORATION& PRODUCTION Survey Report Survey Horiz. Reference:WELLHEAD 2
CANE CREEK UNIT #7-1H ST2 Ref Coordinates: LAT:38.33.39.1356 N LON:109.44.53.3158 W
GRANDCOUNTYCOUNTY,UT GRID Reference:NAD27 utah central Lambert
API#: 43-019-50010 Rig: NABORS M40 Ref GRID Coor: X: 2501005.0357 Y: 87787.1935 o
PathFinder Office Supervisor: DAN HARWELL North Aligned To:TRUE NORTH
PathFinder Field Engineers: P. FOREMAN Total Magnetic Correction:10.67° EAST TO TRUE

S. ROBERTSON Vertical Section Plane: 316.30
Survey Vert. Reference: 23.00' Rotary Table To Ground

Survey Calculations by RX5 V6.04D using Minimum Curvature Altitude:5957.00' Ground To MSL

Measured incl Drift TVD Course Vertical TOTAL Closure DLS
Depth Dir. Length Section Rectangular Offsets Dist Dir

(ft) (deg) (deg) (ft) (ft) (ft) (ft) (ft) (ft) (deg) (dg/100ft)

THE FOLLOWING ARE SCIENTIFIC DRlLLING GYRO SURVEYS.
0.00 0.00 0.00 -0.00 0.00 0.03 0.01 N 0.03 W 0.03@ 287.84 0.00

100.00 0.26 63.40 100.00 100.00 -0.04 0.11 N 0.17 E 0,21@ 57.43 0.26
200.00 0.18 23.90 200.00 100.00 -0.05 0.36 N 0.44 E 0.57@ 51.02 0.17

300.00 0.14 47.23 300.00 100.00 0.01 0.58 N 0.59 E 0.83@ 45.53 0.08
400.00 0.14 68.65 400.00 100.00 -0.04 0.71 N 0.80 E 1.07@ 48.30 0.05
500.00 0.26 99.24 500.00 100.00 -0.26 0.72 N 1.13 E 1,34@ 57.67 0.16
600.00 0.10 106.78 600.00 100.00 -0.52 0.66 N 1.44 E 1.58@ 65,52 0.16

700.00 0.04 190.35 700.00 100.00 -0.62 0.60 N 1.52 E 1.63@ 68.55 0.10
800.00 0.19 132.46 800.00 100.00 -0.80 0.45 N 1.64 E 1,70@ 74.59 0.17
900.00 0.23 145.27 899.99 100.00 -1,17 0.17 N 1.87 E 1.88@ 84.69 0.06

1000,00 0.19 145.28 999.99 100.00 -1.53 0.13 S 2.08 E 2.08@ 93.50 0.04
o

1100.00 0.28 142.32 1099.99 100.00 -1.94 0.46 S 2.32 E 2.37@ 101.12 0.09
1200.00 0.16 125.92 1199.99 100,00 -2.32 0.73 S 2.59 E 2.69@ 105.80 0.13
1300.00 0.19 103.24 1299.99 100.00 -2.59 0.85 S 2.86 E 2.99@ 106.58 0.08 o
1400.00 0.24 46.77 1399.99 100.00 -2.73 0.75 S 3.18 E 3.26@ 103.23 0.21

1500.00 0.30 34.38 1499.99 100.00 -2.68 0.39 S 3.48 E 3.50@ 96.35 0.08
1600.00 0.47 25.53 1599,99 100.00 -2.48 0.20 N 3.80 E 3.81@ 87.00 0.18
1700,00 0.60 38.68 1699.98 100.00 -2.27 0.98 N 4.30 E 4.41@ 77.20 0.18
1800.00 0.45 36.87 1799.98 100.00 -2.13 1.70 N 4.87 E 5.16@ 70.74 0.15

1900.00 0.47 25.30 1899.98 100.00 -1.92 2.39 N 5.28 E 5.79@ 65.68 0.09
2000,00 0.43 35.10 1999.97 100.00 -1.70 3.06 N 5.67 E 6.44@ 61.62 0.09
2100.00 0.36 44.75 2099.97 100.00 -1.62 3.59 N 6.11 E 7.09@ 59.52 0.10
2200.00 0.52 60.29 2199.97 100.00 -1.72 4.04 N 6.72 E 7.84@ 58.98 0.20

æ
2300.00 0.54 53.80 2299.96 100.00 -1.89 4.54 N 7.50 E 8.77@ 58.77 0.06
2400.00 0.44 42.16 2399.96 100.00 -1.93 5.11 N 8.13 E 9.60@ 57.87 0.14
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API#: 43-019-50010 Rig: NABORS M40 Ref GRID Coor: X: 2501005.0357 Y: 87787.1935 o
PathFinder Office Supervisor: DAN HARWELL North Aligned To:TRUE NORTH
PathFinder Field Engineers: P. FOREMAN Total Magnetic Correction:10.67° EAST TO TRUE

S. ROBERTSON Vertical Section Plane: 316.30
Survey Vert. Reference: 23.00' Rotary Table To Ground

Survey Calculations by RX5 V6.04D using Minimum Curvature Altitude:5957.00' Ground To MSL

Measured incI Drift TVD Course Vertical TOTAL Closure DLS
Depth Dir. Length Section Rectangular Offsets Dist Dir

(ft) (deg) (deg) (ft) (ft) (ft) (ft) (ft) (ft) (deg) (dg/100ft)

THE FOLLOWINGARE SCIENTIFIC DRILLING GYRO SURVEYS.
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200.00 0.18 23.90 200.00 100.00 -0.05 0,36 N 0.44 E 0.57@ 51.02 0.17

300.00 0.14 47.23 300.00 100.00 0.01 0.58 N 0.59 E 0.83@ 45.53 0.08
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500.00 0.26 99.24 500.00 100.00 -0.26 0.72 N 1.13 E 1.34@ 57.67 0.16
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1700,00 0.60 38.68 1699.98 100.00 -2.27 0.98 N 4.30 E 4.41@ 77.20 0.18
1800.00 0.45 36.87 1799.98 100.00 -2.13 1.70 N 4.87 E 5.16@ 70.74 0.15
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PathFinder - a Schlumberger company
Survey Report

FIDELITYEXPLORATION& PRODUCTION
CANE CREEK UNIT #7-1H ST2
GRAND COUNTY COUNTY, UT Page 02/06 o
APl#: 43-019-50010 Rig: NABORS M40

Measured Incl Drift TVD Course Vertical TOTAL Closure DLS æ

Depth Dir. Length Section Rectangular Offsets Dist Dir
(ft) (deg) (deg} (ft) (ft) (ft} (ft) (ft) (ft) (deg) (dg/100ft)

2500.00 0.37 34.54 2499.96 100.00 -1.83 5.66 N 8.57 E 10.27@ 56,58 0.09
2600.00 0.38 85.00 2599.96 100.00 -1.97 5.95 N 9.09 E 10.86@ 56.77 0.32
2700.00 0.15 46.22 2699.95 100.00 -2.18 6.07 N 9.51 E 11.29@ 57.45 0.28
2800.00 0.13 103.67 2799.95 100.00 -2.28 6.14 N 9.72 E 11.49@ 57.73 0.14

2900.00 0.44 44.75 2899.95 100.00 -2.36 6.38 N 10.10 E 11.95@ 57.71 0.39
3000.00 0.53 85.81 2999.95 100.00 -2.65 6.69 N 10.83 E 12.73@ 58.30 0.35
3100.00 0.46 92.92 3099.95 100.00 -3.23 6.70 N 11.69 E 13.48@ 60.18 0.09
3200.00 0.21 98.88 3199.94 100.00 -3.67 6.65 N 12.27 E 13.96@ 61.54 0.25

3300.00 0.36 106.95 3299.94 100.00 -4.09 6.53 N 12.76 E 14.33@ 62.88 0.16
3400.00 0.48 83.31 3399.94 100.00 -4.62 6.49 N 13.47 E 14.95@ 64.28 0.21
3500.00 0.31 84.04 3499.94 100,00 -5.03 6.57 N 14.16 E 15.61@ 65.11 0.17
3600.00 0.36 134.00 3599.94 100.00 -5.51 6.38 N 14.65 E 15.98@ 66.48 0.29

3700.00 1.02 123.09 3699.93 100.00 -6.69 5.67 N 15.62 E 16.62@ 70,04 0.67
3800.00 0.59 134.74 3799.92 100.00 -8.07 4.83 N 16.74 E 17.42@ 73.92 0.46
3900.00 0.71 149.49 3899.91 100.00 -9.19 3.93 N 17.42 E 17.85@ 77.29 0.20 o
4000.00 0.30 174.33 3999.91 100.00 -10.00 3.13 N 17.76 E 18.03@ 79.99 0.46

o
o

4100.00 0.41 252.51 4099.91 100.00 -10.05 2.77 N 17.44 E 17.66@ 80.99 0.46 o
** TIED INTOSCIENTIFIC DRILLING GYRO SURVEYAT 4200'MD.

4200.00 0.91 248.66 4199.90 100.00 -9.59 2.37 N 16.36 E 16.53@ 81.76 0.50
THE FOLLOWING ARE PATHFINDER MWD SURVEYS.

4402.00 1.06 270.39 4401.87 202.00 -7.68 1.80 N 13.00 E 13.12@ 82.12 0.20
4498.00 0.62 288.77 4497.86 96.00 -6.60 1.97 N 11.62 E 11.78@ 80.37 0.53
4592.00 0.53 313.40 459L86 94.00 -5.72 2.43 N 10.82 E 11.09@ 77.32 0.28
4688.00 L41 343,65 4687.84 96.00 -4.22 3.87 N 10.17 E 10.88@ 69.14 1.03
4782.00 2.81 351.66 4781.78 94.00 -1.32 7.26 N 9.51 E 11.96@ 52.62 1.52

. 4878.00 3.52 2.50 4877.63 96.00 2.64 12.54 N 9.29 E 15.60@ 36.55 0.96
4974.00 5.10 358.41 4973.36 96.00 7.85 19.75 N 9.30 E 21.83@ 25.23 1.67
5070.00 5.98 355.71 5068.91 96.00 14.88 29.00 N 8.81 E 30.31@ 16.90 0.96
5166.00 7.12 354.47 5164.28 96.00 23.42 39.91 N 7.86 E 40.67@ 11.15
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CANE CREEK UNIT #7-1H ST2
GRANDCOUNTYCOUNTY,UT Page 02/06 o
API#: 43-019-50010 Rig: NABORS NI40

Measured Incl Drift TVD Course Vertical TOTAL Closure DLS œ

Depth Dir. Length Section Rectangular Offsets Dist Dir
(ft) (deg) (deg) (ft) (ft) (ft) (ft) (ft) (ft) (deg) (dg/100ft)

2500.00 0.37 34.54 2499.96 100.00 -1.83 5.66 N 8.57 E 10.27@ 56.58 0.09
2600.00 0.38 85.00 2599.96 100.00 -1.97 5.95 N 9.09 E 10.86@ 56.77 0.32
2700.00 0.15 46.22 2699.95 100.00 -2.18 6.07 N 9.51 E 1L29@ 57.45 0.28
2800.00 0.13 103.67 2799.95 100.00 -2.28 6.14 N 9,72 E 11.49@ 57.73 0.14

2900.00 0.44 44.75 2899.95 100.00 -2.36 6.38 N 10.10 E it95@ 57.71 0.39
3000.00 0.53 85.81 2999.95 100.00 -2.65 6.69 N 10.83 E 12.73@ 58.30 0.35
3100.00 0.46 92.92 3099.95 100.00 -3.23 6.70 N 11.69 E 13.48@ 60.18 0.09
3200.00 0.21 98.88 3199.94 100.00 -3.67 6.65 N 12.27 E 13.96@ 61.54 0.25

3300.00 0.36 106.95 3299.94 100.00 -4.09 6.53 N 12.76 E 14.33@ 62.88 0.16
3400.00 0.48 83.31 3399.94 100.00 -4.62 6.49 N 13.47 E 14.95@ 64.28 0.21
3500.00 0.31 84.04 3499.94 100.00 -5.03 6.57 N 14.16 E 15.61@ 65.11 0.17
3600.00 0.36 134.00 3599.94 100.00 -5.51 6.38 N 14.65 E 15.98@ 66.48 0.29

3700.00 1.02 123.09 3699.93 100.00 -6.69 5.67 N 15.62 E 16.62@ 70.04 0.67
3800.00 0.59 134.74 3799.92 100.00 -8.07 4.83 N 16.74 E 17.42@ 73.92 0.46
3900.00 0.71 149.49 3899.91 100.00 -9.19 3.93 N 17.42 E 17.85@ 77.29 0.20
4000.00 0.30 174.33 3999.91 100.00 -10.00 3.13 N 17.76 E 18.03@ 79.99 0.46

o
o

4100.00 0.41 252.51 4099.91 100.00 -10.05 2.77 N 17.44 E 17.66@ 80.99 0.46 o
** TIED INTO SCIENTIFlC DR]LLING GYRO SURVEY AT 4200'MD.

4200.00 0.91 248.66 4199.90 100.00 -9.59 2.37 N 16.36 E 16.53@ 81.76 0.50
THE FOLLOWINGARE PATHFINDERMWDSURVEYS.

4402.00 1.06 270.39 4401.87 202.00 -7.68 1.80 N 13.00 E 13.12@ 82.12 0.20
4498.00 0.62 288.77 4497.86 96.00 -6.60 1.97 N 11.62 E 11.78@ 80.37 0.53
4592.00 0.53 313.40 4591.86 94.00 -5.72 2.43 N 10.82 E 11.09@ 77.32 0.28
4688.00 1.41 343.65 4687.84 96.00 -4.22 3.87 N 10,17 E 10.88@ 69.14 1.03
4782.00 2.81 351.66 4781.78 94.00 -1.32 7.26 N 9.51 E 11.96@ 52.62 1.52

. 4878.00 3.52 2.50 4877.63 96.00 2.64 12.54 N 9.29 E 15.60@ 36.55 0.96
4974.00 5.10 358.41 4973.36 96.00 7.85 19.75 N 9.30 E 21.83@ 25.23 1.67
5070.00 5.98 355.71 5068,91 96.00 14.88 29.00 N 8.81 E 30.31@ 16.90 0.96
5166.00 7.12 354.47 5164.28 96.00 23.42 39.91 N 7.86 E 40.67@ 11,15
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PathFinder - a Schlumberger company
Survey Report

FIDELITY EXPLORATION & PRODUCTION
CANE CREEK UNIT #7-1H ST2
GRAND COUNTY COUNTY, UT Page 03/06
API#: 43-019-50010 Rig: NABORS M40

Measured Incl Drift TVD Course Vertical TOTAL Closure DLS
Depth Dir. Length Section Rectangular Offsets Dist Dir

(ft) (deg) (deg) (ft) (ft) (ft) (ft) (ft) (ft) (deg) (dg/100ft)

5261.00 8.97 354.08 5258.34 95.00 33.90 53.13 N 6.53 E 53.53@ 7.01 1.95
5357.00 11.52 358.35 5352.80 96.00 46.94 70.16 N 5.48 E 70.38@ 4.47 2.77
5453.00 13.01 0.45 5446.61 96.00 61.81 90.55 N 5.29 E 90.71@ 3.34 1.62
5549.00 14.60 1.79 5539.83 96.00 78.05 113.45 N 5.76 E 113.60@ 2.90 1.69

5645.00 16.44 359.05 5632.33 96.00 96.51 139.13 N 5.91 E 139.26@ 2.43 2.06
5741.00 17.41 357.96 5724.17 96.00 117.21 167.07 N 5.17 E 167.15@ 1.77 1.06
5837.00 18.38 2.82 5815.53 96.00 138.36 196.54 N 5.40 E 196.61@ 1.58 1.85
5931.00 18.64 5.20 5904.67 94.00 158.43 226.30 N 7.50 E 226.43@ 1,90 0.85

6026.00 17.94 4.28 5994.87 95.00 178.21 256.01 N 9.96 E 256.21@ 2.23 0.80
6120.00 17.85 4.16 6084.32 94.00 197.56 284.82 N 12.09 E 285.07@ 2.43 0.10
6216.00 17.50 1.31 6175.79 96.00 217.64 313.92 N 13.49 E 314,21@ 2.46 0.97
6312.00 17.15 0.74 6267.44 96.00 237.95 342,51 N 14.00 E 342.79@ 2.34 0.41

6408.00 18.03 359.32 6358.95 96.00 258.92 371.52 N 14.01 E 371.78@ 2.16 1.02
6504.00 17.76 358.32 6450.30 96.00 280.66 401.01 N 13.40 E 401.23@ 1.91 0.43
6600.00 16.88 356.27 6541.95 96.00 302.22 429.55 N 12.06 E 429.72@ 1.61 1.12
6696.00 17.41 353.36 6633.68 96.00 324.36 457.73 N 9.50 E 457.82@ 1.19 1.05

6792.00 18.73 356.73 6724.95 96.00 347.55 487.38 N 6.96 E 487.43@ 0.82 1.75
6822.00 18.64 : 352.90 6753,37 30.00 355.07 496.95 N 6.09 E 496.99@ 0.70 4.10
6854.00 18.99 349.49 6783.66 32.00 363.53 507.14 N 4.51 E 507.16@ 0.51 3.61

ST1 DEPARTS ORIGINAL WELLBORE AT 6860'MD.
6886.00 19.61 342.04 6813.87 32.00 372.73 517.37 N 1.90 E 517.37@ 0.21 7.93
6918.00 20.22 338.13 6843.95 32.00 382.70 527.61 N 1.81 W 527,61@ 359.80 4.58
6950.00 20.84 336.90 6873.92 32.00 393.16 537.98 N 6.11 W 538.01@ 359.35 2.36
6982.00 21.19 336.08 6903.79 32.00 403.93 548.50 N 10,69 W 548.61@ 358.88 1.43
7014.00 21.37 332.30 6933.61 32.00 414.98 558.95 N 15.74 W 559.17@ 356.39 4.32

7046.00 21.37 328.70 6963.42 32.00 426.28 569.10 N 21.48 W 569.50@ 357.84 4.10
7078.00 21.63 327.45 6993.19 32.00 437.76 579.05 N 27.68 W 579.71@ 357.26 1.65

o 7110.00 21.72 326.37 7022.93 32.00 449.37 588.95 N 34.14 W 589.94@ 356.68 1.28
7142,00 22.07 326.03 7052.62 32.00 461.13 598.87 N 40.77 W 600.25@ 356.11

En

PathFinder - a Schlumberger company
Survey Report

FIDELITY EXPLORATION & PRODUCTION
CANE CREEK UNIT #7-1H ST2
GRAND COUNTY COUNTY, UT Page 03/06
API#: 43-019-50010 Rig: NABORS M40

Measured Incl Drift TVD Course Vertical TOTAL Closure DLS
Depth Dir. Length Section Rectangular Offsets Dist Dir

(ft) (deg) (deg) (ft) (ft) (ft) (ft) (ft) (ft) (deg) (dg/100ft)

5261.00 8.97 354.08 5258.34 95.00 33.90 53.13 N 6.53 E 53.53@ 7.01 1.95
5357.00 11.52 358.35 5352.80 96.00 46.94 70.16 N 5.48 E 70.38@ 4.47 2.77
5453.00 13.01 0.45 5446.61 96.00 61.81 90.55 N 5.29 E 90.71@ 3.34 1.62
5549.00 14.60 1.79 5539.83 96.00 78.05 113.45 N 5.76 E 113.60@ 2.90 1.69

5645.00 16.44 359.05 5632.33 96.00 96.51 139.13 N 5.91 E 139.26@ 2.43 2.06
5741.00 17.41 357.96 5724.17 96.00 117.21 167.07 N 5.17 E 167.15@ 1.77 1.06
5837.00 18.38 2.82 5815.53 96.00 138.36 196.54 N 5.40 E 196.61@ 1.58 1.85
5931.00 18.64 5.20 5904.67 94.00 158.43 226.30 N 7.50 E 226.43@ 1,90 0.85

6026.00 17.94 4.28 5994.87 95.00 178.21 256.01 N 9.96 E 256.21@ 2.23 0.80
6120.00 17.85 4.16 6084.32 94.00 197.56 284.82 N 12.09 E 285.07@ 2.43 0.10
6216.00 17.50 1.31 6175.79 96.00 217.64 313.92 N 13.49 E 314,21@ 2.46 0.97
6312.00 17.15 0.74 6267.44 96.00 237.95 342,51 N 14.00 E 342.79@ 2.34 0.41

6408.00 18.03 359.32 6358.95 96.00 258.92 371.52 N 14.01 E 371.78@ 2.16 1.02
6504.00 17.76 358.32 6450.30 96.00 280.66 401.01 N 13.40 E 401.23@ 1.91 0.43
6600.00 16.88 356.27 6541.95 96.00 302.22 429.55 N 12.06 E 429.72@ 1.61 1.12
6696.00 17.41 353.36 6633.68 96.00 324.36 457.73 N 9.50 E 457.82@ 1.19 1.05

6792.00 18.73 356.73 6724.95 96.00 347.55 487.38 N 6.96 E 487.43@ 0.82 1.75
6822.00 18.64 : 352.90 6753,37 30.00 355.07 496.95 N 6.09 E 496.99@ 0.70 4.10
6854.00 18.99 349.49 6783.66 32.00 363.53 507.14 N 4.51 E 507.16@ 0.51 3.61

ST1 DEPARTS ORIGINAL WELLBORE AT 6860'MD.
6886.00 19.61 342.04 6813.87 32.00 372.73 517.37 N 1.90 E 517.37@ 0.21 7.93
6918.00 20.22 338.13 6843.95 32.00 382.70 527.61 N 1.81 W 527,61@ 359.80 4.58
6950.00 20.84 336.90 6873.92 32.00 393.16 537.98 N 6.11 W 538.01@ 359.35 2.36
6982.00 21.19 336.08 6903.79 32.00 403.93 548.50 N 10,69 W 548.61@ 358.88 1.43
7014.00 21.37 332.30 6933.61 32.00 414.98 558.95 N 15.74 W 559.17@ 356.39 4.32

7046.00 21.37 328.70 6963.42 32.00 426.28 569.10 N 21.48 W 569.50@ 357.84 4.10
7078.00 21.63 327.45 6993.19 32.00 437.76 579.05 N 27.68 W 579.71@ 357.26 1.65

o 7110.00 21.72 326.37 7022.93 32.00 449.37 588.95 N 34.14 W 589.94@ 356.68 1.28
7142,00 22.07 326.03 7052.62 32.00 461.13 598.87 N 40.77 W 600.25@ 356.11

PathFinder -- a Schlumberger company
Survey Report

FIDELITY EXPLORATION& PRODUCTION
CANE CREEK UNIT #7-1H ST2
GRAND COUNTY COUNTY, UT Page 03/06
API#: 43-019-50010 Rig: NABORS M40

Measured Incl Drift TVD Course Vertical TOTAL Closure DLS
Depth Dir. Length Section Rectangular Offsets Dist Dir

(ft) (deg) (deg) (ft) (ft) (ft) (ft) (ft) (ft) (deg) (dg/100ft)

5261.00 8.97 354,08 5258.34 95.00 33.90 53.13 N 6.53 E 53.53@ 7.01 1.95
5357,00 11.52 358.35 5352.80 96.00 46.94 70.16 N 5.48 E 70.38@ 4.47 2.77
5453.00 13.01 0.45 5446.61 96.00 61.81 90.55 N 5.29 E 90.71@ 3.34 1.62
5549.00 14.60 1.79 5539.83 96.00 78.05 113.45 N 5.76 E 113.60@ 2.90 1.69

5645.00 16.44 359.05 5632.33 96.00 96.51 139.13 N 5.91 E 139.26@ 2.43 2.06
5741.00 17.41 357.96 5724.17 96.00 117.21 167.07 N 5.17 E 167.15@ 1.77 1.06
5837.00 18.38 2.82 5815.53 96.00 138.36 196.54 N 5.40 E 196.61@ 1.58 1.85
5931.00 18.64 5.20 5904.67 94.00 158.43 226.30 N 7.50 E 226.43@ 1.90 0.85

6026.00 17.94 4.28 5994.87 95.00 178.21 256.01 N 9.96 E 256.21@ 2.23 0.80
6120,00 17.85 4.16 6084.32 94.00 197.56 284.82 N 12.09 E 285.07@ 2.43 0.10
6216.00 17.50 1.31 6175.79 96.00 217.64 313.92 N 13.49 E 314,21@ 2.46 0.97
6312.00 17.15 0.74 6267.44 96.00 237.95 342.51 N 14.00 E 342.79@ 2.34 0,41

6408.00 18,03 359.32 6358.95 96.00 258.92 371.52 N 14.01 E 371.78@ 2.16 1.02
6504.00 17.76 358.32 6450.30 96.00 280.66 401.01 N 13.40 E 401.23@ 1.91 0.43
6600.00 16.88 356.27 6541.95 96.00 302.22 429.55 N 12.06 E 429.72@ 1.61 1.12
6696.00 17.41 353.36 6633.68 96.00 324.36 457.73 N 9.50 E 457.82@ 1.19 1.05

6792.00 18.73 356.73 6724.95 96.00 347.55 487.38 N 6.96 E 487.43@ 0.82 1.75
6822.00 18.64 : 352.90 6753.37 30.00 355.07 496.95 N 6.09 E 496.99@ 0.70 4.10
6854.00 18.99 349.49 6783.66 32.00 363.53 507.14 N 4.51 E 507.16@ 0.51 3.61

ST1 DEPARTS ORIGINAL WELLBORE AT 6860'MD,
6886.00 19.61 342.04 6813.87 32.00 372.73 517.37 N 1.90 E 517,37@ 0.21 7.93
6918.00 20.22 338.13 6843.95 32.00 382.70 527.61 N 1.81 W 527.61@ 359.80 4.58
6950.00 20.84 336.90 6873.92 32.00 393.16 537.98 N 6.11 W 538.01@ 359.35 2.36
6982.00 21.19 336.08 6903.79 32.00 403.93 548.50 N 10.69 W 548.61@ 358.88 1.43
7014.00 21.37 332.30 6933.61 32.00 414.98 558.95 N 15.74 W 559.17@ 358.39 4.32

7046,00 21.37 328.70 6963.42 32.00 426.28 569.10 N 21.48 W 569.50@ 357.84 4.10
7078.00 21.63 327.45 6993.19 32.00 437.76 579.05 N 27.68 W 579.71@ 357,26 1.65

o 7110.00 21.72 326.37 7022.93 32.00 449.37 588.95 N 34.14 W 589.94@ 356.68 1.28
7142.00 22.07 326.03 7052.62 32.00 461.13 598.87 N 40.77 W 600.25@ 356.11

PathFinder -- a Schlumberger company
Survey Report

FIDELITY EXPLORATION& PRODUCTION
CANE CREEK UNIT #7-1H ST2
GRAND COUNTY COUNTY, UT Page 03/06
API#: 43-019-50010 Rig: NABORS M40

Measured Incl Drift TVD Course Vertical TOTAL Closure DLS
Depth Dir. Length Section Rectangular Offsets Dist Dir

(ft) (deg) (deg) (ft) (ft) (ft) (ft) (ft) (ft) (deg) (dg/100ft)

5261.00 8.97 354,08 5258.34 95.00 33.90 53.13 N 6.53 E 53.53@ 7.01 1.95
5357,00 11.52 358.35 5352.80 96.00 46.94 70.16 N 5.48 E 70.38@ 4.47 2.77
5453.00 13.01 0.45 5446.61 96.00 61.81 90.55 N 5.29 E 90.71@ 3.34 1.62
5549.00 14.60 1.79 5539.83 96.00 78.05 113.45 N 5.76 E 113.60@ 2.90 1.69

5645.00 16.44 359.05 5632.33 96.00 96.51 139.13 N 5.91 E 139.26@ 2.43 2.06
5741.00 17.41 357.96 5724.17 96.00 117.21 167.07 N 5.17 E 167.15@ 1.77 1.06
5837.00 18.38 2.82 5815.53 96.00 138.36 196.54 N 5.40 E 196.61@ 1.58 1.85
5931.00 18.64 5.20 5904.67 94.00 158.43 226.30 N 7.50 E 226.43@ 1.90 0.85

6026.00 17.94 4.28 5994.87 95.00 178.21 256.01 N 9.96 E 256.21@ 2.23 0.80
6120,00 17.85 4.16 6084.32 94.00 197.56 284.82 N 12.09 E 285.07@ 2.43 0.10
6216.00 17.50 1.31 6175.79 96.00 217.64 313.92 N 13.49 E 314,21@ 2.46 0.97
6312.00 17.15 0.74 6267.44 96.00 237.95 342.51 N 14.00 E 342.79@ 2.34 0,41

6408.00 18,03 359.32 6358.95 96.00 258.92 371.52 N 14.01 E 371.78@ 2.16 1.02
6504.00 17.76 358.32 6450.30 96.00 280.66 401.01 N 13.40 E 401.23@ 1.91 0.43
6600.00 16.88 356.27 6541.95 96.00 302.22 429.55 N 12.06 E 429.72@ 1.61 1.12
6696.00 17.41 353.36 6633.68 96.00 324.36 457.73 N 9.50 E 457.82@ 1.19 1.05

6792.00 18.73 356.73 6724.95 96.00 347.55 487.38 N 6.96 E 487.43@ 0.82 1.75
6822.00 18.64 : 352.90 6753.37 30.00 355.07 496.95 N 6.09 E 496.99@ 0.70 4.10
6854.00 18.99 349.49 6783.66 32.00 363.53 507.14 N 4.51 E 507.16@ 0.51 3.61

ST1 DEPARTS ORIGINAL WELLBORE AT 6860'MD,
6886.00 19.61 342.04 6813.87 32.00 372.73 517.37 N 1.90 E 517,37@ 0.21 7.93
6918.00 20.22 338.13 6843.95 32.00 382.70 527.61 N 1.81 W 527.61@ 359.80 4.58
6950.00 20.84 336.90 6873.92 32.00 393.16 537.98 N 6.11 W 538.01@ 359.35 2.36
6982.00 21.19 336.08 6903.79 32.00 403.93 548.50 N 10.69 W 548.61@ 358.88 1.43
7014.00 21.37 332.30 6933.61 32.00 414.98 558.95 N 15.74 W 559.17@ 358.39 4.32

7046,00 21.37 328.70 6963.42 32.00 426.28 569.10 N 21.48 W 569.50@ 357.84 4.10
7078.00 21.63 327.45 6993.19 32.00 437.76 579.05 N 27.68 W 579.71@ 357,26 1.65

o 7110.00 21.72 326.37 7022.93 32.00 449.37 588.95 N 34.14 W 589.94@ 356.68 1.28
7142.00 22.07 326.03 7052.62 32.00 461.13 598.87 N 40.77 W 600.25@ 356.11

PathFinder -- a Schlumberger company
Survey Report

FIDELITY EXPLORATION& PRODUCTION
CANE CREEK UNIT #7-1H ST2
GRAND COUNTY COUNTY, UT Page 03/06
API#: 43-019-50010 Rig: NABORS M40

Measured Incl Drift TVD Course Vertical TOTAL Closure DLS
Depth Dir. Length Section Rectangular Offsets Dist Dir

(ft) (deg) (deg) (ft) (ft) (ft) (ft) (ft) (ft) (deg) (dg/100ft)

5261.00 8.97 354,08 5258.34 95.00 33.90 53.13 N 6.53 E 53.53@ 7.01 1.95
5357,00 11.52 358.35 5352.80 96.00 46.94 70.16 N 5.48 E 70.38@ 4.47 2.77
5453.00 13.01 0.45 5446.61 96.00 61.81 90.55 N 5.29 E 90.71@ 3.34 1.62
5549.00 14.60 1.79 5539.83 96.00 78.05 113.45 N 5.76 E 113.60@ 2.90 1.69

5645.00 16.44 359.05 5632.33 96.00 96.51 139.13 N 5.91 E 139.26@ 2.43 2.06
5741.00 17.41 357.96 5724.17 96.00 117.21 167.07 N 5.17 E 167.15@ 1.77 1.06
5837.00 18.38 2.82 5815.53 96.00 138.36 196.54 N 5.40 E 196.61@ 1.58 1.85
5931.00 18.64 5.20 5904.67 94.00 158.43 226.30 N 7.50 E 226.43@ 1.90 0.85

6026.00 17.94 4.28 5994.87 95.00 178.21 256.01 N 9.96 E 256.21@ 2.23 0.80
6120,00 17.85 4.16 6084.32 94.00 197.56 284.82 N 12.09 E 285.07@ 2.43 0.10
6216.00 17.50 1.31 6175.79 96.00 217.64 313.92 N 13.49 E 314,21@ 2.46 0.97
6312.00 17.15 0.74 6267.44 96.00 237.95 342.51 N 14.00 E 342.79@ 2.34 0,41

6408.00 18,03 359.32 6358.95 96.00 258.92 371.52 N 14.01 E 371.78@ 2.16 1.02
6504.00 17.76 358.32 6450.30 96.00 280.66 401.01 N 13.40 E 401.23@ 1.91 0.43
6600.00 16.88 356.27 6541.95 96.00 302.22 429.55 N 12.06 E 429.72@ 1.61 1.12
6696.00 17.41 353.36 6633.68 96.00 324.36 457.73 N 9.50 E 457.82@ 1.19 1.05

6792.00 18.73 356.73 6724.95 96.00 347.55 487.38 N 6.96 E 487.43@ 0.82 1.75
6822.00 18.64 : 352.90 6753.37 30.00 355.07 496.95 N 6.09 E 496.99@ 0.70 4.10
6854.00 18.99 349.49 6783.66 32.00 363.53 507.14 N 4.51 E 507.16@ 0.51 3.61

ST1 DEPARTS ORIGINAL WELLBORE AT 6860'MD,
6886.00 19.61 342.04 6813.87 32.00 372.73 517.37 N 1.90 E 517,37@ 0.21 7.93
6918.00 20.22 338.13 6843.95 32.00 382.70 527.61 N 1.81 W 527.61@ 359.80 4.58
6950.00 20.84 336.90 6873.92 32.00 393.16 537.98 N 6.11 W 538.01@ 359.35 2.36
6982.00 21.19 336.08 6903.79 32.00 403.93 548.50 N 10.69 W 548.61@ 358.88 1.43
7014.00 21.37 332.30 6933.61 32.00 414.98 558.95 N 15.74 W 559.17@ 358.39 4.32

7046,00 21.37 328.70 6963.42 32.00 426.28 569.10 N 21.48 W 569.50@ 357.84 4.10
7078.00 21.63 327.45 6993.19 32.00 437.76 579.05 N 27.68 W 579.71@ 357,26 1.65

o 7110.00 21.72 326.37 7022.93 32.00 449.37 588.95 N 34.14 W 589.94@ 356.68 1.28
7142.00 22.07 326.03 7052.62 32.00 461.13 598.87 N 40.77 W 600.25@ 356.11
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En

PathFinder - a Schlumberger company
Survey Report

FIDELITY EXPLORATION & PRODUCTION
CANE CREEK UNIT #7-1H ST2
GRAND COUNTY COUNTY, UT Page 04/06
API#: 43-019-50010 Rig: NABORS M40

Measured Incl Drift TVD Course Vertical TOTAL Closure DLS
Depth Dir. Length Section Rectangular Offsets Dist Dir o

(ft) (deg) (deg) (ft) {ft) (ft) (ft) (ft) (ft) (deg) (dg/100ft)

7174.00 .22.34 326.13 7082.24 32.00 473.05 608.90 N 47.52 W 610.75@ 355.54 0.85
7206.00 22.77 326.21 7111.80 32.00 485.14 619.10 N 54.36 W 621.48@ 354.98 1.35
7238.00 23.83 326.41 7141.19 32.00 497.60 629.63 N 61.38 W 632.61@ 354.43 3.32
7270.00 25.76 324.75 7170.24 32.00 510.85 640.69 N 68.97 W 644.40@ 353.86 6.41

7302.00 28.49 324.60 7198.71 32.00 525.28 652.60 N 77.40 W 657.17@ 353.24 8,53
7334.00 31.66 322.69 7226.40 32.00 541.18 665.50 N 86.92 W 671.15@ 352.56 10.35
7366.00 33.77 321.27 7253.33 32.00 558.39 679.12 N 97.57 W 686.09@ 351.82 7.02
7398.00 36.14 319.71 7279.55 32.00 576.68 693,26 N 109.24 W 701.81@ 351.05 7.91 ty

7429.00 39.31 318.79 7304.07 31.00 595.62 707.62 N 121.62 W 718.00@ 350.25 10.39 .

7461.00 42.56 317.88 7328.24 32.00 616.57 723.28 N 135.56 W 735.87@ 349,38 10.33
7493.00 45.55 317.55 7351.23 32.00 638.81 739.74 N 150.54 W 754.90@ 348.50 9.37
7525.00 49.33 315.51 7372.87 32.00 662.37 756.83 N 166.76 W 774.98@ 347.57 12.71

7557.00 53.11 314.28 7392.91 32.00 687.30 774.43 N 184.43 W 796.09@ 346.60 12.19
7589.00 56.98 313.52 7411.25 32.00 713.50 792.61 N 203.33 W 818.27@ 345.61 12.25
7621.00 60.23 313.51 7427.91 32.00 740.78 811,41 N 223.13 W 841.53@ 344.62 10.16
7652.00 63.75 313.48 7442.47 31.00 768,11 830.25 N 242.98 W 865.07@ 343.69 11.35

o
7684.00 67.09 313.28 7455.78 32.00 797.17 850.23 N 264.13 W 890.31@ 342.74 10.45
7716.00 68.06 314.07 7467,98 32.00 826.72 870.66 N 285.52 W 916.28@ 341.84 3.79
7748.00 68.24 314.67 7479.89 32.00 856.40 891.43 N 306.76 W 942.73@ 341.01 1.83
7780.00 68.15 314.52 7491.78 32.00 886.10 912.29 N 327.91 W 969.43@ 340.23 0.52

7812.00 68.68 313.79 7503.55 32.00 915.84 933.01 N 349.26 W 996.24@ 339.48 2.69
7844.00 70.70 312.61 7514.66 32.00 945.80 953.55 N 371.14 W 1023.23@ 338.73 7.20
7876.00 74.04 311.31 7524.35 32.00 976,20 973.94 N 393.81 W 1050.55@ 337.98 11.13
7908.00 77.65 311.54 7532.17 32.00 1007.12 994.47 N 417.08 W 1078,39@ 337.25 11.30

• 7940.00 81.78 310.99 7537.89 32.00 1038.47 1015.23 N 440.74 W 1106.77@ 338.53 13.02
7957.00 83.89 311.04 7540.01 17.00 1055.27 1026.30 N 453.46 W 1122.01@ 336.16 12.41

o 8086.00 90.75 312.04 7546.04 129.00 1183.60 1111.70 N 549.85 W 1240.25@ 333.68 5.37
8118.00 90.04 311.33 7545.82 32.00 1215.50 1132.98 N 573.75 W 1269.97@ 333.14
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PathFinder - a Schlumberger company
Survey Report

FIDELITY EXPLORATION & PRODUCTION
CANE CREEK UNIT#7-1H ST2
GRANDCOUNTYCOUNTY,UT Page05/06
API#: 43-019-50010 Rig: NABORS M40

Measured Incl Drift TVD Course Vertical TOTAL Closure DLS
Depth Dir. Length Section Rectangular Offsets Dist Dir

(ft) (deg) (deg) (ft) (ft) (ft) (ft) (ft) (ft) (deg) (dg/100ft)

8212.00 89.87 312.94 7545.89 94.00 1309.25 1196.04 N 643.45 W 1358.14@ 33t72 1.72
8307.00 91.63 311.24 7544.65 95.00 1403.98 1259.71 N 713.94 W 1447.96@ 330.46 2.58
8402.00 92.33 310.75 7541.36 95.00 1498.51 1321.99 N 785.60 W 1537.80@ 329.28 0.90
8497.00 92.51 311.04 7537.35 95.00 1593.00 1364.13 N 657.35 W 1628.14@ 328.23 0.36

8593.00 94.44 309.54 7531.53 96.00 1688.30 1446.09 N 930.43 W 1719.56@ 327.24 2.54
8688.00 95.67 310.10 7523.16 95.00 1782.32 1506.69 N 1003.11 W 1810.07@ 326.35 1.42
8783.00 95.76 311.27 7513.70 95.00 1878.39 1568.31 N 1074.79 W 1901.26@ 325.58 1.23
8878.00 100.95 310.30 7499.90 95.00 1969.92 1629.69 N 1145,93 W 1992.25@ 324.89 5.56

ST2 DEPARTS ST1 AT 8900'MD IN OPEN HOLE.
8973.00 96.46 313.75 7485.52 95.00 2063.52 1692.54 N 1215.65 W 2083.87@ 324.31 5.93
9068.00 88.99 316.57 7481.01 95.00 2158.32 1759.78 N 1282.50 W 2177.53@ 323.92 8.40
9163.00 82.57 317.18 7488.00 95.00 2253.01 1828.89 N 1347.24 W 2271.54@ 323.62 6.79

9258.00 82.04 314.73 7500.72 95.00 2347.14 1896.55 N 1412.68 W 2364.86@ 323.32 2.62
9354.00 82.57 312.52 7513.58 96.00 2442.17 1962.18 N 1481.54 W 2458.69@ 322.95 2.35
9449.00 81.87 313.61 7526.44 95.00 2536.14 2026.45 N 1550.31 W 2551.47@ 322.58 1.36
9544.00 81.07 314.02 7540.53 95.00 2630,00 2091.50 N 1618.10 W 2644.35@ 322.27 0.94

o
9639.00 80.46 314.03 7555.77 95.00 2723.70 2156,66 N 1685.52 W 2737.19@ 321.99 0.64
9733.00 79.76 314.16 7571.92 94.00 2816.23 2221.10 N 1752.03 W 2828.94@ 321.73 0.76
9828.00 79.05 314.44 7589.38 95.00 2909.55 2286.32 N 1818.86 W 2921.56@ 321.50 0.80
9923.00 78.61 314.22 7607.79 95.00 3002.70 2351.45 N 1885.53 W 3014.05@ 321.28 0.52

10018.00 78.17 312.81 7626.91 95.00 3095.64 2415.52 N 1953.01 W 3106.28@ 321,04 1.53
lo113.00 77.29 313.09 7647.10 95.00 3188.31 2478.77 N 2020.96 W 3198.21@ 320.81 0.97
10208.00 80.02 312.89 7665.78 95.00 3281.29 2542.27 N 2089.08 W 3290.50@ 320.59 2.88
10303.00 86.17 309.15 7677.20 95.00 3375.14 2604.12 N 2160.20 W 3383.47@ 320.32 7.56

10398.00 92.24 305.58 7678.52 95.00 3468.92 2661.73 N 2235.65 W 3476.05@ 319.97 7.41
10494.00 100,16 305.49 7668.16 96.00 3562.60 2717.15 N 2313.26 W 3568.48@ 319.59 8.25

æ 10588.00 104.46 303.45 7648.12 94.00 3652.46 2769.13 N 2388.94 W 3657.20@ 319.22 5.04
10683.00 100.77 305.57 7627.38 95.00 3743,20 2821.65 N 2465.31 W 3746.92@ 318.86

En

PathFinder - a Schlumberger company
Survey Report

FIDELITY EXPLORATION & PRODUCTION
CANE CREEK UNIT#7-1H ST2
GRANDCOUNTYCOUNTY,UT Page05/06
API#: 43-019-50010 Rig: NABORS M40

Measured Incl Drift TVD Course Vertical TOTAL Closure DLS
Depth Dir. Length Section Rectangular Offsets Dist Dir

(ft) (deg) (deg) (ft) (ft) (ft) (ft) (ft) (ft) (deg) (dg/100ft)

8212.00 89.87 312.94 7545.89 94.00 1309.25 1196.04 N 643.45 W 1358.14@ 33t72 1.72
8307.00 91.63 311.24 7544.65 95.00 1403.98 1259.71 N 713.94 W 1447.96@ 330.46 2.58
8402.00 92.33 310.75 7541.36 95.00 1498.51 1321.99 N 785.60 W 1537.80@ 329.28 0.90
8497.00 92.51 311.04 7537.35 95.00 1593.00 1364.13 N 657.35 W 1628.14@ 328.23 0.36

8593.00 94.44 309.54 7531.53 96.00 1688.30 1446.09 N 930.43 W 1719.56@ 327.24 2.54
8688.00 95.67 310.10 7523.16 95.00 1782.32 1506.69 N 1003.11 W 1810.07@ 326.35 1.42
8783.00 95.76 311.27 7513.70 95.00 1878.39 1568.31 N 1074.79 W 1901.26@ 325.58 1.23
8878.00 100.95 310.30 7499.90 95.00 1969.92 1629.69 N 1145,93 W 1992.25@ 324.89 5.56

ST2 DEPARTS ST1 AT 8900'MD IN OPEN HOLE.
8973.00 96.46 313.75 7485.52 95.00 2063.52 1692.54 N 1215.65 W 2083.87@ 324.31 5.93
9068.00 88.99 316.57 7481.01 95.00 2158.32 1759.78 N 1282.50 W 2177.53@ 323.92 8.40
9163.00 82.57 317.18 7488.00 95.00 2253.01 1828.89 N 1347.24 W 2271.54@ 323.62 6.79

9258.00 82.04 314.73 7500.72 95.00 2347.14 1896.55 N 1412.68 W 2364.86@ 323.32 2.62
9354.00 82.57 312.52 7513.58 96.00 2442.17 1962.18 N 1481.54 W 2458.69@ 322.95 2.35
9449.00 81.87 313.61 7526.44 95.00 2536.14 2026.45 N 1550.31 W 2551.47@ 322.58 1.36
9544.00 81.07 314.02 7540.53 95.00 2630,00 2091.50 N 1618.10 W 2644.35@ 322.27 0.94

o
9639.00 80.46 314.03 7555.77 95.00 2723.70 2156,66 N 1685.52 W 2737.19@ 321.99 0.64
9733.00 79.76 314.16 7571.92 94.00 2816.23 2221.10 N 1752.03 W 2828.94@ 321.73 0.76
9828.00 79.05 314.44 7589.38 95.00 2909.55 2286.32 N 1818.86 W 2921.56@ 321.50 0.80
9923.00 78.61 314.22 7607.79 95.00 3002.70 2351.45 N 1885.53 W 3014.05@ 321.28 0.52

10018.00 78.17 312.81 7626.91 95.00 3095.64 2415.52 N 1953.01 W 3106.28@ 321,04 1.53
lo113.00 77.29 313.09 7647.10 95.00 3188.31 2478.77 N 2020.96 W 3198.21@ 320.81 0.97
10208.00 80.02 312.89 7665.78 95.00 3281.29 2542.27 N 2089.08 W 3290.50@ 320.59 2.88
10303.00 86.17 309.15 7677.20 95.00 3375.14 2604.12 N 2160.20 W 3383.47@ 320.32 7.56

10398.00 92.24 305.58 7678.52 95.00 3468.92 2661.73 N 2235.65 W 3476.05@ 319.97 7.41
10494.00 100,16 305.49 7668.16 96.00 3562.60 2717.15 N 2313.26 W 3568.48@ 319.59 8.25

æ 10588.00 104.46 303.45 7648.12 94.00 3652.46 2769.13 N 2388.94 W 3657.20@ 319.22 5.04
10683.00 100.77 305.57 7627.38 95.00 3743,20 2821.65 N 2465.31 W 3746.92@ 318.86

PathFinder - a Schlumberger company
Survey Report

FIDELITY EXPLORATION & PRODUCTION
CANE CREEK UNIT #7-1H ST2
GRANDCOUNTYCOUNTY,UT PageB5/06
API#: 43-019-50010 Rig• NABORS M40

Measured incl Drift TVD Course Vertical TOTAL Closure DLS
Depth Dir. Length Section Rectangular Offsets Dist Dir

(ft) (deg) (deg) (ft) (ft) (ft) (ft) (ft) (ft) (deg) (dg/100ft)

8212.00 89.87 312.94 7545.89 94.00 1309.25 1196.04 N 643.45 W 1358.14@ 331.72 1.72
8307.00 91.63 311.24 7544.65 95.00 1403.98 1259,71 N 713.94 W 1447.96@ 330.46 2.58
8402.00 92.33 310.75 7541.36 95.00 1498.51 1321.99 N 785.60 W 1537.80@ 329.28 0.90
8497.00 92.51 311.04 7537.35 95.00 1593.00 1384.13 N 857.35 W 1628.14@ 328.23 0.36

8593,00 94.44 309.54 7531.53 96.00 1688.30 1446.09 N 930.43 W 1719.56@ 327,24 2.54
8688.00 95.67 310.10 7523.16 95.00 1782.32 1506.69 N 1003.11 W 1810.07@ 326.35 1.42
8783.00 95.76 311.27 7513.70 95.00 1876.39 1568.31 N 1074.79 W 1901.26@ 325.58 1.23
8878,00 100.95 310.30 7499.90 95.00 1969.92 1629.69 N 1145.93 W 1992.25@ 324.89 5.56

ST2 DEPARTS ST1 AT 8900'MD IN OPEN HOLE.
8973.00 96.46 313.75 7485.52 95.00 2063.62 1692.54 N 1215.65 W 2083.87@ 324.31 5.93
9068.00 88.99 316.57 7481.01 95.00 2158.32 1759.78 N 1282.50 W 2177.53@ 323.92 8.40
9163.00 82.57 317.18 7488.00 95.00 2253.01 1828.89 N 1347.24 W 2271,54@ 323.62 6.79

9258.00 82.04 314.73 7500.72 95.00 2347.14 1896.55 N 1412.68 W 2364.86@ 323.32 2.62
9354.00 82.57 312.52 7513.58 96.00 2442.17 1962.18 N 1481.54 W 2458.69@ 322.95 2.35
9449.00 81.87 313.61 7526.44 95.00 2536.14 2026.45 N 1550.31 W 2551.47@ 322.58 1,36
9544.00 81.07 314.02 7540.53 95.00 2630.00 2091.50 N 1618.10 W 2644.35@ 322.27 0.94

9639.00 80.46 314.03 7555.77 95.00 2723.70 2156.66 N 1685.52 W 2737.19@ 321.99 0.64
9733.00 79.76 314.16 7571.92 94.00 2816.23 2221.10 N 1752.03 W 2828.94@ 321.73 0.76
9828.00 79.05 314.44 7589.38 95.00 2909.55 2286.32 N 1818.86 W 2921.56@ 321.50 0.80
9923.00 78.61 314.22 7607.79 95.00 3002.70 2351.45 N 1885.53 W 3014.05@ 321.28 0.52

10018.00 78.17 312.81 7626.91 95.00 3095.64 2415.52 N 1953.01 W 3106.28@ 321.04 1.53
10113.00 77.29 313.09 7647.10 95.00 3188.31 2478.77 N 2020.96 W 3198.21@ 320.81 0.97
10208.00 80.02 312.89 7665.78 95.00 3281.29 2542.27 N 2089.08 W 3290.50@ 320.59 2.88
10303.00 86.17 309.15 7677.20 95.00 3375.14 2604.12 N 2160.20 W 3383.47@ 320.32 7.56

• 10398.00 92.24 305.58 7678.52 95.00 3468.92 2661.73 N 2235.65 W 3476.05@ 319.97 7.41
10494.00 100.16 305.49 7668.16 96.00 3562.60 2717.15 N 2313.26 W 3568.48@ 319.59 8.25

o 10588.00 104.46 303.45 7648.12 94.00 3652.46 2769.13 N 2388.94 W 3657.20@ 319.22 5.04
10683.00 100.77 305.57 7627.38 95.00 3743.20 2821.65 N 2465.31 W 3746.92@ 318.86

PathFinder - a Schlumberger company
Survey Report

FIDELITY EXPLORATION & PRODUCTION
CANE CREEK UNIT #7-1H ST2
GRANDCOUNTYCOUNTY,UT PageB5/06
API#: 43-019-50010 Rig• NABORS M40

Measured incl Drift TVD Course Vertical TOTAL Closure DLS
Depth Dir. Length Section Rectangular Offsets Dist Dir

(ft) (deg) (deg) (ft) (ft) (ft) (ft) (ft) (ft) (deg) (dg/100ft)

8212.00 89.87 312.94 7545.89 94.00 1309.25 1196.04 N 643.45 W 1358.14@ 331.72 1.72
8307.00 91.63 311.24 7544.65 95.00 1403.98 1259,71 N 713.94 W 1447.96@ 330.46 2.58
8402.00 92.33 310.75 7541.36 95.00 1498.51 1321.99 N 785.60 W 1537.80@ 329.28 0.90
8497.00 92.51 311.04 7537.35 95.00 1593.00 1384.13 N 857.35 W 1628.14@ 328.23 0.36

8593,00 94.44 309.54 7531.53 96.00 1688.30 1446.09 N 930.43 W 1719.56@ 327,24 2.54
8688.00 95.67 310.10 7523.16 95.00 1782.32 1506.69 N 1003.11 W 1810.07@ 326.35 1.42
8783.00 95.76 311.27 7513.70 95.00 1876.39 1568.31 N 1074.79 W 1901.26@ 325.58 1.23
8878,00 100.95 310.30 7499.90 95.00 1969.92 1629.69 N 1145.93 W 1992.25@ 324.89 5.56

ST2 DEPARTS ST1 AT 8900'MD IN OPEN HOLE.
8973.00 96.46 313.75 7485.52 95.00 2063.62 1692.54 N 1215.65 W 2083.87@ 324.31 5.93
9068.00 88.99 316.57 7481.01 95.00 2158.32 1759.78 N 1282.50 W 2177.53@ 323.92 8.40
9163.00 82.57 317.18 7488.00 95.00 2253.01 1828.89 N 1347.24 W 2271,54@ 323.62 6.79

9258.00 82.04 314.73 7500.72 95.00 2347.14 1896.55 N 1412.68 W 2364.86@ 323.32 2.62
9354.00 82.57 312.52 7513.58 96.00 2442.17 1962.18 N 1481.54 W 2458.69@ 322.95 2.35
9449.00 81.87 313.61 7526.44 95.00 2536.14 2026.45 N 1550.31 W 2551.47@ 322.58 1,36
9544.00 81.07 314.02 7540.53 95.00 2630.00 2091.50 N 1618.10 W 2644.35@ 322.27 0.94

9639.00 80.46 314.03 7555.77 95.00 2723.70 2156.66 N 1685.52 W 2737.19@ 321.99 0.64
9733.00 79.76 314.16 7571.92 94.00 2816.23 2221.10 N 1752.03 W 2828.94@ 321.73 0.76
9828.00 79.05 314.44 7589.38 95.00 2909.55 2286.32 N 1818.86 W 2921.56@ 321.50 0.80
9923.00 78.61 314.22 7607.79 95.00 3002.70 2351.45 N 1885.53 W 3014.05@ 321.28 0.52

10018.00 78.17 312.81 7626.91 95.00 3095.64 2415.52 N 1953.01 W 3106.28@ 321.04 1.53
10113.00 77.29 313.09 7647.10 95.00 3188.31 2478.77 N 2020.96 W 3198.21@ 320.81 0.97
10208.00 80.02 312.89 7665.78 95.00 3281.29 2542.27 N 2089.08 W 3290.50@ 320.59 2.88
10303.00 86.17 309.15 7677.20 95.00 3375.14 2604.12 N 2160.20 W 3383.47@ 320.32 7.56

• 10398.00 92.24 305.58 7678.52 95.00 3468.92 2661.73 N 2235.65 W 3476.05@ 319.97 7.41
10494.00 100.16 305.49 7668.16 96.00 3562.60 2717.15 N 2313.26 W 3568.48@ 319.59 8.25

o 10588.00 104.46 303.45 7648.12 94.00 3652.46 2769.13 N 2388.94 W 3657.20@ 319.22 5.04
10683.00 100.77 305.57 7627.38 95.00 3743.20 2821.65 N 2465.31 W 3746.92@ 318.86

PathFinder - a Schlumberger company
Survey Report

FIDELITY EXPLORATION & PRODUCTION
CANE CREEK UNIT #7-1H ST2
GRANDCOUNTYCOUNTY,UT PageB5/06
API#: 43-019-50010 Rig• NABORS M40

Measured incl Drift TVD Course Vertical TOTAL Closure DLS
Depth Dir. Length Section Rectangular Offsets Dist Dir

(ft) (deg) (deg) (ft) (ft) (ft) (ft) (ft) (ft) (deg) (dg/100ft)

8212.00 89.87 312.94 7545.89 94.00 1309.25 1196.04 N 643.45 W 1358.14@ 331.72 1.72
8307.00 91.63 311.24 7544.65 95.00 1403.98 1259,71 N 713.94 W 1447.96@ 330.46 2.58
8402.00 92.33 310.75 7541.36 95.00 1498.51 1321.99 N 785.60 W 1537.80@ 329.28 0.90
8497.00 92.51 311.04 7537.35 95.00 1593.00 1384.13 N 857.35 W 1628.14@ 328.23 0.36

8593,00 94.44 309.54 7531.53 96.00 1688.30 1446.09 N 930.43 W 1719.56@ 327,24 2.54
8688.00 95.67 310.10 7523.16 95.00 1782.32 1506.69 N 1003.11 W 1810.07@ 326.35 1.42
8783.00 95.76 311.27 7513.70 95.00 1876.39 1568.31 N 1074.79 W 1901.26@ 325.58 1.23
8878,00 100.95 310.30 7499.90 95.00 1969.92 1629.69 N 1145.93 W 1992.25@ 324.89 5.56

ST2 DEPARTS ST1 AT 8900'MD IN OPEN HOLE.
8973.00 96.46 313.75 7485.52 95.00 2063.62 1692.54 N 1215.65 W 2083.87@ 324.31 5.93
9068.00 88.99 316.57 7481.01 95.00 2158.32 1759.78 N 1282.50 W 2177.53@ 323.92 8.40
9163.00 82.57 317.18 7488.00 95.00 2253.01 1828.89 N 1347.24 W 2271,54@ 323.62 6.79

9258.00 82.04 314.73 7500.72 95.00 2347.14 1896.55 N 1412.68 W 2364.86@ 323.32 2.62
9354.00 82.57 312.52 7513.58 96.00 2442.17 1962.18 N 1481.54 W 2458.69@ 322.95 2.35
9449.00 81.87 313.61 7526.44 95.00 2536.14 2026.45 N 1550.31 W 2551.47@ 322.58 1,36
9544.00 81.07 314.02 7540.53 95.00 2630.00 2091.50 N 1618.10 W 2644.35@ 322.27 0.94

9639.00 80.46 314.03 7555.77 95.00 2723.70 2156.66 N 1685.52 W 2737.19@ 321.99 0.64
9733.00 79.76 314.16 7571.92 94.00 2816.23 2221.10 N 1752.03 W 2828.94@ 321.73 0.76
9828.00 79.05 314.44 7589.38 95.00 2909.55 2286.32 N 1818.86 W 2921.56@ 321.50 0.80
9923.00 78.61 314.22 7607.79 95.00 3002.70 2351.45 N 1885.53 W 3014.05@ 321.28 0.52

10018.00 78.17 312.81 7626.91 95.00 3095.64 2415.52 N 1953.01 W 3106.28@ 321.04 1.53
10113.00 77.29 313.09 7647.10 95.00 3188.31 2478.77 N 2020.96 W 3198.21@ 320.81 0.97
10208.00 80.02 312.89 7665.78 95.00 3281.29 2542.27 N 2089.08 W 3290.50@ 320.59 2.88
10303.00 86.17 309.15 7677.20 95.00 3375.14 2604.12 N 2160.20 W 3383.47@ 320.32 7.56

• 10398.00 92.24 305.58 7678.52 95.00 3468.92 2661.73 N 2235.65 W 3476.05@ 319.97 7.41
10494.00 100.16 305.49 7668.16 96.00 3562.60 2717.15 N 2313.26 W 3568.48@ 319.59 8.25

o 10588.00 104.46 303.45 7648.12 94.00 3652.46 2769.13 N 2388.94 W 3657.20@ 319.22 5.04
10683.00 100.77 305.57 7627.38 95.00 3743.20 2821.65 N 2465.31 W 3746.92@ 318.86
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En

PathFinder - a Schlumberger company
Survey Report

FIDELITY EXPLORATION & PRODUCTION
CANE CREEK UNIT #7-1H ST2
GRANDCOUNTYCOUNTY,UT Page 06/06 o
API#: 43-019-50010 Rig: NABORS M40

Measured Incl Drift TVD Course Vertical TOTAL Closure DLS æ

Depth Dir. Length Section Rectangular Offsets Dist Dir
(ft) (deg) (deg) (ft} (ft) (ft} (ft) (ft) (ft) (deg) (dg/100ft)

10778,00 94.09 306.91 7615.10 95.00 3835.90 2877.31 N 2541.24 W 3838.85@ 318.55 7.17
10873.00 89.87 308.31 7611.82 95.00 3929.73 2935.24 N 2616.43 W 3932.09@ 318.29 4.68
10968.00 83.89 308.66 7616.98 95.00 4023.66 2994.24 N 2690.65 W 4025.56@ 318.06 6.31
11064.00 81.87 308.40 7628.88 96.00 4118.04 3053.58 N 2765.17 W 4119.53@ 317.84 2.12

11159.00 84.33 308.51 7640.30 95.00 4211.47 3112.23 N 2839.02 W 4212.60@ 317.63 2.59
11254.00 80.81 306.81 7652.58 95.00 4304.58 3169.78 N 2913.57 W 4305.39@ 317.41 4.11
11349.00 79.40 305.39 7668.90 95.00 4396.68 3224.92 N 2989.19 W 4397.19@ 317.17 2.09
11445.00 78.96 305.30 7686.93 96.00 4489.26 3279.47 N 3066.10 W 4489.53@ 316.93 0.47

11540.00 80.46 306.31 7703.90 95.00 4581.16 3334.15 N 3141.90 W 4581.28@ 316.70 1.89
11634.00 81.34 307.95 7718.76 94.00 4672.79 3390.17 N 3215.90 W 4672.82@ 316.51 1.96
11729.00 81.51 308.08 7732.93 95.00 4765.75 3448.03 N 3289.91 W 4765.75@ 316,34 0.22
11824.00 81.07 308.14 7747.31 95.00 4858.69 3505.98 N 3363.79 W 4858,70@ 316.19 0.47

11887.00 81.25 308.06 7757.00 63.00 4920.31 3544.39 N 3412.78 W 4920.34@ 316.08 0.31
STRAIGHT LINE PROJECTION TO BIT DEPTH AT 11,941' MD.

11941.00 81.25 308.06 7765.21 54.00 4973.13 3577.30 N 3454.80 W 4973.20@ 316.00 0.00 o

o
** The survey data at tie-in point was furnished by a recognized survey company and entered as submitted. Survey stations o

above the tie-in point represent recalculated data by PathFinder- a Schlumberger company and may reflect minor
changes due to rounding differences between survey programs. Only survey stations taken by qualified PathFinder
personnel are subject to
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PathFinder - a Schlumberger company
Survey Report

FIDELITY EXPLORATION & PRODUCTION
CANE CREEK UNIT #7-1H ST2
GRANDCOUNTYCOUNTY,UT Page 06/06 o
API#: 43-019-50010 Rig: NABORS M40

Measured Incl Drift TVD Course Vertical TOTAL Closure DLS æ

Depth Dir. Length Section Rectangular Offsets Dist Dir
(ft) (deg) (deg) (ft} (ft) (ft} (ft) (ft) (ft) (deg) (dg/100ft)

10778,00 94.09 306.91 7615.10 95.00 3835.90 2877.31 N 2541.24 W 3838.85@ 318.55 7.17
10873.00 89.87 308.31 7611.82 95.00 3929.73 2935.24 N 2616.43 W 3932.09@ 318.29 4.68
10968.00 83.89 308.66 7616.98 95.00 4023.66 2994.24 N 2690.65 W 4025.56@ 318.06 6.31
11064.00 81.87 308.40 7628.88 96.00 4118.04 3053.58 N 2765.17 W 4119.53@ 317.84 2.12

11159.00 84.33 308.51 7640.30 95.00 4211.47 3112.23 N 2839.02 W 4212.60@ 317.63 2.59
11254.00 80.81 306.81 7652.58 95.00 4304.58 3169.78 N 2913.57 W 4305.39@ 317.41 4.11
11349.00 79.40 305.39 7668.90 95.00 4396.68 3224.92 N 2989.19 W 4397.19@ 317.17 2.09
11445.00 78.96 305.30 7686.93 96.00 4489.26 3279.47 N 3066.10 W 4489.53@ 316.93 0.47

11540.00 80.46 306.31 7703.90 95.00 4581.16 3334.15 N 3141.90 W 4581.28@ 316.70 1.89
11634.00 81.34 307.95 7718.76 94.00 4672.79 3390.17 N 3215.90 W 4672.82@ 316.51 1.96
11729.00 81.51 308.08 7732.93 95.00 4765.75 3448.03 N 3289.91 W 4765.75@ 316,34 0.22
11824.00 81.07 308.14 7747.31 95.00 4858.69 3505.98 N 3363.79 W 4858,70@ 316.19 0.47

11887.00 81.25 308.06 7757.00 63.00 4920.31 3544.39 N 3412.78 W 4920.34@ 316.08 0.31
STRAIGHT LINE PROJECTION TO BIT DEPTH AT 11,941' MD.

11941.00 81.25 308.06 7765.21 54.00 4973.13 3577.30 N 3454.80 W 4973.20@ 316.00 0.00 o

o
** The survey data at tie-in point was furnished by a recognized survey company and entered as submitted. Survey stations o

above the tie-in point represent recalculated data by PathFinder- a Schlumberger company and may reflect minor
changes due to rounding differences between survey programs. Only survey stations taken by qualified PathFinder
personnel are subject to

PathFinder - a Schlumberger company
Survey Report

FIDELITY EXPLORATION & PRODUCTION
CANE CREEK UNIT #7-1H ST2
GRAND COUNTY COUNTY, UT Page 06/06 o
API#: 43-019-50010 Rig: NABORS M40

Measured Incl Drift TVD Course Vertical TOTAL Closure DLS o
Depth Dir. Length Section Rectangular Offsets Dist Dir

(ft) (deg} (deg) (ft) (ft) (ft) (ft) (ft) (ft) (deg) {dg/100ft)

10778.00 94.09 306.91 7615.10 95.00 3835.90 2877.31 N 2541.24 W 3838.85@ 318.55 7.17
10873.00 89.87 308.31 7611.82 95.00 3929.73 2935.24 N 2616.43 W 3932.09@ 318.29 4.68
10968.00 83.89 308.66 7616.98 95.00 4023.66 2994.24 N 2690.65 W 4025.56@ 318.06 6.31
11064.00 81.87 308.40 7628.88 96.00 4tl8.04 3053.58 N 2765.17 W 4119.53@ 317.84 2.12

11159.00 84.33 308.51 7640.30 95.00 4211.47 3112.23 N 2839.02 W 4212.60@ 317.63 2.59
11254.00 80.81 306.81 7652.58 95.00 4304.58 3169.78 N 2913.57 W 4305.39@ 317.41 4.11
11349.00 79.40 305.39 7668.90 95.00 4396.68 3224.92 N 2989.19 W 4397.19@ 317.17 2.09
11445.00 78.96 305.30 7686.93 96.00 4489.26 3279.47 N 3066.10 W 4489.53@ 316.93 0.47

11540.00 80.46 306.31 7703.90 95.00 4581.16 3334.15 N 3141.90 W 4581.28@ 316.70 1.89
11634.00 81.34 307.95 7718.76 94.00 4672.79 3390.17 N 3215.90 W 4672.82@ 316.51 1.96
11729.00 81.51 308.08 7732.93 95.00 4765.75 3448.03 N 3289.91 W 4765.75@ 316.34 0.22
11824.00 81.07 308.14 7747.31 95.00 4858.69 3505.98 N 3363.79 W 4858.70@ 316.19 0.47

11887.00 81.25 308.06 7757.00 63.00 4920.31 3544,39 N 3412.78 W 4920.34@ 316.08 0.31
STRAIGHTLINE PROJECTION TO BIT DEPTHAT 11,94¾ MD.

11941.00 81.25 308.06 7765.21 54.00 4973.13 3577.30 N 3454.80 W 4973.20@ 316.00 0.00 o

o
o

** The survey data at tie-in point was furnished by a recognized survey company and entered as submitted. Survey stations o
above the tie-in point represent recalculated data by PathFinder- a Schlumberger company and may reflect minor
changes due to rounding differences between survey programs. Only survey stations taken by qualified PathFinder
personnel are subject to

PathFinder - a Schlumberger company
Survey Report

FIDELITY EXPLORATION & PRODUCTION
CANE CREEK UNIT #7-1H ST2
GRAND COUNTY COUNTY, UT Page 06/06 o
API#: 43-019-50010 Rig: NABORS M40

Measured Incl Drift TVD Course Vertical TOTAL Closure DLS o
Depth Dir. Length Section Rectangular Offsets Dist Dir

(ft) (deg} (deg) (ft) (ft) (ft) (ft) (ft) (ft) (deg) {dg/100ft)

10778.00 94.09 306.91 7615.10 95.00 3835.90 2877.31 N 2541.24 W 3838.85@ 318.55 7.17
10873.00 89.87 308.31 7611.82 95.00 3929.73 2935.24 N 2616.43 W 3932.09@ 318.29 4.68
10968.00 83.89 308.66 7616.98 95.00 4023.66 2994.24 N 2690.65 W 4025.56@ 318.06 6.31
11064.00 81.87 308.40 7628.88 96.00 4tl8.04 3053.58 N 2765.17 W 4119.53@ 317.84 2.12

11159.00 84.33 308.51 7640.30 95.00 4211.47 3112.23 N 2839.02 W 4212.60@ 317.63 2.59
11254.00 80.81 306.81 7652.58 95.00 4304.58 3169.78 N 2913.57 W 4305.39@ 317.41 4.11
11349.00 79.40 305.39 7668.90 95.00 4396.68 3224.92 N 2989.19 W 4397.19@ 317.17 2.09
11445.00 78.96 305.30 7686.93 96.00 4489.26 3279.47 N 3066.10 W 4489.53@ 316.93 0.47

11540.00 80.46 306.31 7703.90 95.00 4581.16 3334.15 N 3141.90 W 4581.28@ 316.70 1.89
11634.00 81.34 307.95 7718.76 94.00 4672.79 3390.17 N 3215.90 W 4672.82@ 316.51 1.96
11729.00 81.51 308.08 7732.93 95.00 4765.75 3448.03 N 3289.91 W 4765.75@ 316.34 0.22
11824.00 81.07 308.14 7747.31 95.00 4858.69 3505.98 N 3363.79 W 4858.70@ 316.19 0.47

11887.00 81.25 308.06 7757.00 63.00 4920.31 3544,39 N 3412.78 W 4920.34@ 316.08 0.31
STRAIGHTLINE PROJECTION TO BIT DEPTHAT 11,94¾ MD.

11941.00 81.25 308.06 7765.21 54.00 4973.13 3577.30 N 3454.80 W 4973.20@ 316.00 0.00 o

o
o

** The survey data at tie-in point was furnished by a recognized survey company and entered as submitted. Survey stations o
above the tie-in point represent recalculated data by PathFinder- a Schlumberger company and may reflect minor
changes due to rounding differences between survey programs. Only survey stations taken by qualified PathFinder
personnel are subject to

PathFinder - a Schlumberger company
Survey Report

FIDELITY EXPLORATION & PRODUCTION
CANE CREEK UNIT #7-1H ST2
GRAND COUNTY COUNTY, UT Page 06/06 o
API#: 43-019-50010 Rig: NABORS M40

Measured Incl Drift TVD Course Vertical TOTAL Closure DLS o
Depth Dir. Length Section Rectangular Offsets Dist Dir

(ft) (deg} (deg) (ft) (ft) (ft) (ft) (ft) (ft) (deg) {dg/100ft)

10778.00 94.09 306.91 7615.10 95.00 3835.90 2877.31 N 2541.24 W 3838.85@ 318.55 7.17
10873.00 89.87 308.31 7611.82 95.00 3929.73 2935.24 N 2616.43 W 3932.09@ 318.29 4.68
10968.00 83.89 308.66 7616.98 95.00 4023.66 2994.24 N 2690.65 W 4025.56@ 318.06 6.31
11064.00 81.87 308.40 7628.88 96.00 4tl8.04 3053.58 N 2765.17 W 4119.53@ 317.84 2.12

11159.00 84.33 308.51 7640.30 95.00 4211.47 3112.23 N 2839.02 W 4212.60@ 317.63 2.59
11254.00 80.81 306.81 7652.58 95.00 4304.58 3169.78 N 2913.57 W 4305.39@ 317.41 4.11
11349.00 79.40 305.39 7668.90 95.00 4396.68 3224.92 N 2989.19 W 4397.19@ 317.17 2.09
11445.00 78.96 305.30 7686.93 96.00 4489.26 3279.47 N 3066.10 W 4489.53@ 316.93 0.47

11540.00 80.46 306.31 7703.90 95.00 4581.16 3334.15 N 3141.90 W 4581.28@ 316.70 1.89
11634.00 81.34 307.95 7718.76 94.00 4672.79 3390.17 N 3215.90 W 4672.82@ 316.51 1.96
11729.00 81.51 308.08 7732.93 95.00 4765.75 3448.03 N 3289.91 W 4765.75@ 316.34 0.22
11824.00 81.07 308.14 7747.31 95.00 4858.69 3505.98 N 3363.79 W 4858.70@ 316.19 0.47

11887.00 81.25 308.06 7757.00 63.00 4920.31 3544,39 N 3412.78 W 4920.34@ 316.08 0.31
STRAIGHTLINE PROJECTION TO BIT DEPTHAT 11,94¾ MD.

11941.00 81.25 308.06 7765.21 54.00 4973.13 3577.30 N 3454.80 W 4973.20@ 316.00 0.00 o

o
o

** The survey data at tie-in point was furnished by a recognized survey company and entered as submitted. Survey stations o
above the tie-in point represent recalculated data by PathFinder- a Schlumberger company and may reflect minor
changes due to rounding differences between survey programs. Only survey stations taken by qualified PathFinder
personnel are subject to



RECEIVED: May. 21, 2014

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-53626 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK UNIT 7-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500100000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0823 FNL 0874 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENE Section: 07 Township: 26.0S Range: 20.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

6 /15 /2014

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  Pit Closure

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Fidelity E&P proposes to: Encapsulate the dried cuttings in place.
Remove all free liquids from the cuttings pit. Add minimal volume of
clean backfill material to create a slightly domed subsurface. Remove

liner from sides of pit and fold it over the top of the cuttings. If needed,
use additional 12-mil synthetic liner material to cover any gaps

remaining after the pit liner has been folded over. Backfill the rest of
the pit with spoils stockpiled onsite to create a level working surface

for subsequent drilling operations.

NAME (PLEASE PRINT) PHONE NUMBER 
 Sandi Stocker 720 931-9637

TITLE
 Engineering Tech

SIGNATURE
 N/A

DATE
 5 /21 /2014

May 21, 2014

Sundry Number: 51365 API Well Number: 43019500100000Sundry Number: 51365 API Well Number: 43019500100000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 7-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500100000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0823 FNL 0874 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 07 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

6/15/2014
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER: Pit Closure

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity E&P proposes to: Encapsulate the dried cuttings in place. Accepted by the
Remove all free liquids from the cuttings pit. Add minimal volume of Utah Division of
clean backfill material to create a slightly domed subsurface. Remove Oil, Gas and Mining

liner from sides of pit and fold it over the top of the cuttings. If needed, FOBagg§989 ONLY
use additional 12-mil synthetic liner material to cover any gaps

remaining after the pit liner has been folded over. Backfill the rest of
the pit with spoils stockpiled onsite to create a level working surface

for subsequent drilling operations.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 5/21/2014

RECEIVED: May. 21,

Sundry Number: 51365 API Well Number: 43019500100000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 7-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500100000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0823 FNL 0874 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 07 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

6/15/2014
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER: Pit Closure

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity E&P proposes to: Encapsulate the dried cuttings in place. Accepted by the
Remove all free liquids from the cuttings pit. Add minimal volume of Utah Division of
clean backfill material to create a slightly domed subsurface. Remove Oil, Gas and Mining

liner from sides of pit and fold it over the top of the cuttings. If needed, FOBagg§989 ONLY
use additional 12-mil synthetic liner material to cover any gaps

remaining after the pit liner has been folded over. Backfill the rest of
the pit with spoils stockpiled onsite to create a level working surface

for subsequent drilling operations.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 5/21/2014

RECEIVED: May. 21,

Sundry Number: 51365 API Well Number: 43019500100000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 7-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500100000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0823 FNL 0874 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 07 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

6/15/2014
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER: Pit Closure

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity E&P proposes to: Encapsulate the dried cuttings in place. Accepted by the
Remove all free liquids from the cuttings pit. Add minimal volume of Utah Division of
clean backfill material to create a slightly domed subsurface. Remove Oil, Gas and Mining

liner from sides of pit and fold it over the top of the cuttings. If needed, FOBagg§989 ONLY
use additional 12-mil synthetic liner material to cover any gaps

remaining after the pit liner has been folded over. Backfill the rest of
the pit with spoils stockpiled onsite to create a level working surface

for subsequent drilling operations.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 5/21/2014

RECEIVED: May. 21,

Sundry Number: 51365 API Well Number: 43019500100000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 7-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500100000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0823 FNL 0874 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 07 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

6/15/2014
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER: Pit Closure

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity E&P proposes to: Encapsulate the dried cuttings in place. Accepted by the
Remove all free liquids from the cuttings pit. Add minimal volume of Utah Division of
clean backfill material to create a slightly domed subsurface. Remove Oil, Gas and Mining

liner from sides of pit and fold it over the top of the cuttings. If needed, FOBagg§989 ONLY
use additional 12-mil synthetic liner material to cover any gaps

remaining after the pit liner has been folded over. Backfill the rest of
the pit with spoils stockpiled onsite to create a level working surface

for subsequent drilling operations.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 5/21/2014

RECEIVED: May. 21,

Sundry Number: 51365 API Well Number: 43019500100000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 7-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500100000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0823 FNL 0874 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 07 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

6/15/2014
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCAT WELL DETERMINATION OTHER OTHER: Pit Closure

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity E&P proposes to: Encapsulate the dried cuttings in place. Accepted by the
Remove all free liquids from the cuttings pit. Add minimal volume of Utah Division of
clean backfill material to create a slightly domed subsurface. Remove Oil, Gas and Mining

liner from sides of pit and fold it over the top of the cuttings. If needed, FOBagg§989 ONLY
use additional 12-mil synthetic liner material to cover any gaps

remaining after the pit liner has been folded over. Backfill the rest of
the pit with spoils stockpiled onsite to create a level working surface

for subsequent drilling operations.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 5/21/2014

RECEIVED: May. 21,



RECEIVED: Jun. 03, 2014

                           FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-53626 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK UNIT 7-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500100000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0823 FNL 0874 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENE Section: 07 Township: 26.0S Range: 20.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

6 /16 /2014

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Fidelity is submitting notice of our intent to add perforations to the
Cane Creek Unit 7-1. Fidelity would like to add perforations in the

uphole clastic #18 and #19 in the vertical, cased section of the
wellbore. The proposed gross perforation interval is at 7,092’-7,150’

MD. After perforating operations, a temporary hydraulic rod lift system
will be installed as artificial lift. 

NAME (PLEASE PRINT) PHONE NUMBER 
 Sandi Stocker 720 931-9637

TITLE
 Engineering Tech

SIGNATURE
 N/A

DATE
 6 /3 /2014

June 04, 2014

Sundry Number: 51802 API Well Number: 43019500100000Sundry Number: 51802 API Well Number: 43019500100000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 7-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500100000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0823 FNL 0874 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 07 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

6/16/2014
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity is submitting notice of our intent to add perforations to the Accepted by the
Cane Creek Unit 7-1. Fidelity would like to add perforations in the utah Division of

uphole clastic #18 and #19 in the vertical, cased section of the June'0a4 ing

wellbore. The proposed gross perforation interval is at 7,092'-7,150' Date:
MD. After perforating operations, a temporary hydraulic rod lift system

will be installed as artificial lift. sy: \ \ È

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 6/3/2014

RECEIVED: Jun. 03,

Sundry Number: 51802 API Well Number: 43019500100000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 7-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500100000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0823 FNL 0874 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 07 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

6/16/2014
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity is submitting notice of our intent to add perforations to the Accepted by the
Cane Creek Unit 7-1. Fidelity would like to add perforations in the utah Division of

uphole clastic #18 and #19 in the vertical, cased section of the June'0a4 ing

wellbore. The proposed gross perforation interval is at 7,092'-7,150' Date:
MD. After perforating operations, a temporary hydraulic rod lift system

will be installed as artificial lift. sy: \ \ È

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 6/3/2014

RECEIVED: Jun. 03,

Sundry Number: 51802 API Well Number: 43019500100000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 7-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500100000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0823 FNL 0874 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 07 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

6/16/2014
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity is submitting notice of our intent to add perforations to the Accepted by the
Cane Creek Unit 7-1. Fidelity would like to add perforations in the utah Division of

uphole clastic #18 and #19 in the vertical, cased section of the June'0a4 ing

wellbore. The proposed gross perforation interval is at 7,092'-7,150' Date:
MD. After perforating operations, a temporary hydraulic rod lift system

will be installed as artificial lift. sy: \ \ È

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 6/3/2014

RECEIVED: Jun. 03,

Sundry Number: 51802 API Well Number: 43019500100000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 7-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500100000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0823 FNL 0874 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 07 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

6/16/2014
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity is submitting notice of our intent to add perforations to the Accepted by the
Cane Creek Unit 7-1. Fidelity would like to add perforations in the utah Division of

uphole clastic #18 and #19 in the vertical, cased section of the June'0a4 ing

wellbore. The proposed gross perforation interval is at 7,092'-7,150' Date:
MD. After perforating operations, a temporary hydraulic rod lift system

will be installed as artificial lift. sy: \ \ È

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 6/3/2014

RECEIVED: Jun. 03,

Sundry Number: 51802 API Well Number: 43019500100000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 7-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500100000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0823 FNL 0874 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 07 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

6/16/2014
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity is submitting notice of our intent to add perforations to the Accepted by the
Cane Creek Unit 7-1. Fidelity would like to add perforations in the utah Division of

uphole clastic #18 and #19 in the vertical, cased section of the June'0a4 ing

wellbore. The proposed gross perforation interval is at 7,092'-7,150' Date:
MD. After perforating operations, a temporary hydraulic rod lift system

will be installed as artificial lift. sy: \ \ È

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 6/3/2014

RECEIVED: Jun. 03,



RECEIVED: May. 29, 2014

                           FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-53626 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK UNIT 7-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500100000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0823 FNL 0874 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENE Section: 07 Township: 26.0S Range: 20.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

6 /5 /2014

    SUBSEQUENT REPORT
Date of Work Completion:

 

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER:  Artificial lift

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Fidelity is submitting notice of our intent to install an artificial lift
system on the Cane Creek Unit 7-1. Fidelity would like to install a
temporary hydraulic rod lift system for a production well test. This
equipment set up will minimize footprint and minimize noise. The
hydraulic rod lift system has a low visual impact of under 20 ft in

height. Fidelity has committed to limiting the visual and noise impact of
all artificial lift systems in the Paradox field. At a future date, a

permanent artificial lift solution will be evaluated for this individual
well. 

NAME (PLEASE PRINT) PHONE NUMBER 
 Sandi Stocker 720 931-9637

TITLE
 Engineering Tech

SIGNATURE
 N/A

DATE
 5 /29 /2014

June 05, 2014

Sundry Number: 51587 API Well Number: 43019500100000Sundry Number: 51587 API Well Number: 43019500100000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 7-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500100000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0823 FNL 0874 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 07 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

6/5/2014
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELL DETERMINATION OTHER OTHER: Artificial lift

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity is submitting notice of our intent to install an artificial lift Accepted by the
system on the Cane Creek Unit 7-1. Fidelity would like to install a utah Division of

temporary hydraulic rod lift system for a production well test. This June ing

equipment set up will minimize footprint and minimize noise. The Date:
hydraulic rod lift system has a low visual impact of under 20 ft in

height. Fidelity has committed to limiting the visual and noise impact of sy:
all artificial lift systems in the Paradox field. At a future date, a

permanent artificial lift solution will be evaluated for this individual
well.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 5/29/2014

RECEIVED: May. 29,

Sundry Number: 51587 API Well Number: 43019500100000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 7-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500100000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0823 FNL 0874 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 07 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

6/5/2014
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELL DETERMINATION OTHER OTHER: Artificial lift

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity is submitting notice of our intent to install an artificial lift Accepted by the
system on the Cane Creek Unit 7-1. Fidelity would like to install a utah Division of

temporary hydraulic rod lift system for a production well test. This June ing

equipment set up will minimize footprint and minimize noise. The Date:
hydraulic rod lift system has a low visual impact of under 20 ft in

height. Fidelity has committed to limiting the visual and noise impact of sy:
all artificial lift systems in the Paradox field. At a future date, a

permanent artificial lift solution will be evaluated for this individual
well.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 5/29/2014

RECEIVED: May. 29,

Sundry Number: 51587 API Well Number: 43019500100000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 7-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500100000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0823 FNL 0874 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 07 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

6/5/2014
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELL DETERMINATION OTHER OTHER: Artificial lift

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity is submitting notice of our intent to install an artificial lift Accepted by the
system on the Cane Creek Unit 7-1. Fidelity would like to install a utah Division of

temporary hydraulic rod lift system for a production well test. This June ing

equipment set up will minimize footprint and minimize noise. The Date:
hydraulic rod lift system has a low visual impact of under 20 ft in

height. Fidelity has committed to limiting the visual and noise impact of sy:
all artificial lift systems in the Paradox field. At a future date, a

permanent artificial lift solution will be evaluated for this individual
well.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 5/29/2014

RECEIVED: May. 29,

Sundry Number: 51587 API Well Number: 43019500100000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 7-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500100000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0823 FNL 0874 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 07 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

6/5/2014
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELL DETERMINATION OTHER OTHER: Artificial lift

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity is submitting notice of our intent to install an artificial lift Accepted by the
system on the Cane Creek Unit 7-1. Fidelity would like to install a utah Division of

temporary hydraulic rod lift system for a production well test. This June ing

equipment set up will minimize footprint and minimize noise. The Date:
hydraulic rod lift system has a low visual impact of under 20 ft in

height. Fidelity has committed to limiting the visual and noise impact of sy:
all artificial lift systems in the Paradox field. At a future date, a

permanent artificial lift solution will be evaluated for this individual
well.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 5/29/2014

RECEIVED: May. 29,

Sundry Number: 51587 API Well Number: 43019500100000
FEDERAL APPROVAL OF THIS ACTION IS NECESSARY

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 7-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500100000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0823 FNL 0874 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 07 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR
NOTICE OF INTENT

Approximate date work will start: CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME

6/5/2014
CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT DEEPEN FRACTURE TREAT NEW CONSTRUCTION
Date of Work Completion:

OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
SPUD REPORT

Date of Spud: REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION
Report Date:

WILDCATWELL DETERMINATION OTHER OTHER: Artificial lift

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Fidelity is submitting notice of our intent to install an artificial lift Accepted by the
system on the Cane Creek Unit 7-1. Fidelity would like to install a utah Division of

temporary hydraulic rod lift system for a production well test. This June ing

equipment set up will minimize footprint and minimize noise. The Date:
hydraulic rod lift system has a low visual impact of under 20 ft in

height. Fidelity has committed to limiting the visual and noise impact of sy:
all artificial lift systems in the Paradox field. At a future date, a

permanent artificial lift solution will be evaluated for this individual
well.

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 5/29/2014

RECEIVED: May. 29,



RECEIVED: Oct. 27, 2014

 

STATE OF UTAH
DEPARTMENT OF NATURAL RESOURCES

DIVISION OF OIL, GAS, AND MINING 

FORM 9
 

5.LEASE DESIGNATION AND SERIAL NUMBER:
 UTU-53626 

SUNDRY NOTICES AND REPORTS ON WELLS

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION
FOR PERMIT TO DRILL form for such proposals.

6. IF INDIAN, ALLOTTEE OR TRIBE NAME:
 

7.UNIT or CA AGREEMENT NAME:
 CANE CREEK 

1. TYPE OF WELL
  Oil Well 

8. WELL NAME and NUMBER:
 CANE CREEK UNIT 7-1 

2. NAME OF OPERATOR:
 FIDELITY E&P COMPANY

9. API NUMBER:
 43019500100000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 
 1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968  Ext 

9. FIELD and POOL or WILDCAT:
 BIG FLAT 

4. LOCATION OF WELL
  FOOTAGES AT SURFACE:
     0823 FNL 0874 FEL 
  QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN:
     Qtr/Qtr: NENE Section: 07 Township: 26.0S Range: 20.0E Meridian: S

COUNTY:
 GRAND 

STATE:
 UTAH

11.

CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

 

    NOTICE OF INTENT
Approximate date work will start:

    SUBSEQUENT REPORT
Date of Work Completion:

10/27 /2014

    SPUD REPORT
Date of Spud:

 

    DRILLING REPORT
Report Date:

 

     ACIDIZE       ALTER CASING       CASING REPAIR  

     CHANGE TO PREVIOUS PLANS       CHANGE TUBING       CHANGE WELL NAME  

     CHANGE WELL STATUS       COMMINGLE PRODUCING FORMATIONS       CONVERT WELL TYPE   

     DEEPEN       FRACTURE TREAT       NEW CONSTRUCTION  

     OPERATOR CHANGE       PLUG AND ABANDON       PLUG BACK  

     PRODUCTION START OR RESUME       RECLAMATION OF WELL SITE       RECOMPLETE DIFFERENT FORMATION  

     REPERFORATE CURRENT FORMATION       SIDETRACK TO REPAIR WELL       TEMPORARY ABANDON  

     TUBING REPAIR       VENT OR FLARE        WATER DISPOSAL  

     WATER SHUTOFF       SI TA STATUS EXTENSION       APD EXTENSION  

     WILDCAT WELL DETERMINATION       OTHER  OTHER: 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

 Produced water generated from this well is disposed of either at the
Fidelity-operated Kane Springs 16-1 injection well or the commercial

Danish Flats facility in Grand County, Utah.

NAME (PLEASE PRINT) PHONE NUMBER 
 Sandi Stocker 720 931-9637

TITLE
 Engineering Tech

SIGNATURE
 N/A

DATE
 10/27/2014

October 29, 2014

Sundry Number: 57053 API Well Number: 43019500100000Sundry Number: 57053 API Well Number: 43019500100000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 7-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500100000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0823 FNL 0874 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 07 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

10/27/2014
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Produced water generated from this well is disposed of either at the Accepted by theFidelity-operated Kane Springs 16-1 injection well or the commercial Utah Division of
Danish Flats facility in Grand County, Utah. Oil, Gas and Mining

FOR RECORD ONLY
October 29, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 10/27/2014

RECEIVED: Oct. 27,

Sundry Number: 57053 API Well Number: 43019500100000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 7-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500100000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0823 FNL 0874 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 07 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

10/27/2014
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Produced water generated from this well is disposed of either at the Accepted by theFidelity-operated Kane Springs 16-1 injection well or the commercial Utah Division of
Danish Flats facility in Grand County, Utah. Oil, Gas and Mining

FOR RECORD ONLY
October 29, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 10/27/2014

RECEIVED: Oct. 27,

Sundry Number: 57053 API Well Number: 43019500100000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 7-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500100000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0823 FNL 0874 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 07 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

10/27/2014
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Produced water generated from this well is disposed of either at the Accepted by theFidelity-operated Kane Springs 16-1 injection well or the commercial Utah Division of
Danish Flats facility in Grand County, Utah. Oil, Gas and Mining

FOR RECORD ONLY
October 29, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 10/27/2014

RECEIVED: Oct. 27,

Sundry Number: 57053 API Well Number: 43019500100000

FORM 9
STATE OF UTAH

DEPARTMENTOF NATURALRESOURCES
5.LEASE DESIGNATION AND SERIAL NUMBER:DIVISION OF OIL, GAS, AND MINING UTU-53626

SUNDRY NOTICES AND REPORTS ON WELLS 6. IF INDIAN, ALLOTTEE OR TRIBE NAME:

Do not use this form for proposals to drill new wells, significantly deepen existing wells below
current bottom-hole depth, reenter plugged wells, or to drill horizontal laterals. Use APPLICATION 7.UNITor CA AGREEMENT NAME:

FOR PERMIT TO DRILL form for such proposals. CANE CREEK

1. TYPE OF WELL 8. WELL NAME and NUMBER:
Oil Well CANE CREEK UNIT 7-1

2. NAME OF OPERATOR: 9. API NUMBER:
FIDELITYE&P COMPANY 43019500100000

3. ADDRESS OF OPERATOR: PHONE NUMBER: 9. FIELD and POOL or WILDCAT:
1801 California St. Ste 2500 , Denver, CO, 80202 713 351-1968 Ext BIG FLAT

4. LOCATION OF WELL COUNTY:
FOOTAGES AT SURFACE: GRAND

0823 FNL 0874 FEL
QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:

QtrlQtr: NENE Section: 07 Township: 26.0S Range: 20.0E Meridian: S UTAH

CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA

TYPE OF SUBMISSION TYPE OF ACTION

ACI DIZE ALTER CASING CASING REPAIR

NOTICE OF INTENT CHANGE TO PREVIOUS PLANS CHANGE TUBING CHANGE WELL NAME
Approximate date work will start:

CHANGE WELL STATUS COMMINGLE PRODUCING FORMATIONS CONVERT WELL TYPE

SUBSEQUENT REPORT
Date of Work Completion: DEEPEN FRACTURE TREAT NEW CONSTRUCTION

10/27/2014
OPERATOR CHANGE PLUG AND ABANDON PLUG BACK

SPUD REPORT PRODUCTION START OR RESUME RECLAMATION OF WELL SITE RECOMPLETE DIFFERENT FORMATION
Date of Spud:

REPERFORATE CURRENT FORMATION SIDETRACK TO REPAIR WELL TEMPORARY ABANDON

TUBING REPAIR VENT OR FLARE WATER DISPOSAL

DRILLING REPORT
Report Date: WATER SHUTOFF SI TA STATUS EXTENSION APD EXTENSION

WILDCATWELLDETERMINATION OTHER OTHER:

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Produced water generated from this well is disposed of either at the Accepted by theFidelity-operated Kane Springs 16-1 injection well or the commercial Utah Division of
Danish Flats facility in Grand County, Utah. Oil, Gas and Mining

FOR RECORD ONLY
October 29, 2014

NAME (PLEASE PRINT) PHONE NUMBER TITLE
Sandi Stocker 720 931-9637 Engineering Tech

SIGNATURE DATE
N/A 10/27/2014

RECEIVED: Oct. 27,



Division of Oil, Gas and Mining 

Operator Change/Name Change Worksheet-for State use only 

Effective Date: 3/112016 
FORMER OPERA TOR: NEW OPERA TOR: 
Fidelity E&P Company N3155 Wesco Operating, Inc. N4030 
1801 Califorina Street, Suite 2500 PO Box 1650 
Denver, CO 80202 Casper, WY 82602 

CA Number(s): Unites): Cane Creek 
Threemile 

WELL INFORMATION: 
Well Name API 
See Attached List 

OPERATOR CHANGES DOCUMENTATION: 
1. Sundry or legal documentation was received from the FORMER operator on: 
2. Sundry or legal documentation was received from the NEW operator on: 
3. New operator Division of Corporations Business Number: 8742016-0143 

REVIEW: 
1. Surface Agreement Sundry from NEW operator on Fee Surface wells received on: 
2. Receipt of Acceptance of Drilling Procedures for APD on: 
3. Reports current for ProductionlDisposition & Sundries: 4/1912016 
4. OPS/SIITA welles) reviewed for full cost bonding: 4119/2016 
5. UIC5 on all disposal/injection/storage welles) approved on: 4/13/2016 
6. Surface Facility(s) included in operator change: Blue Hills Gas Plant 

Dead House Lateral Pipeline 
Dubinky Booster Station 
Long Canyon Facility 

7. Inspections ofPA statelfee well sites complete on (only upon operators request): 

NEW OPERATOR BOND VERIFICATION: 
1. Federal welles) covered by Bond Number: 
2. Indian welles) covered by Bond Number: 
3.State/fee welles) covered by Bond Number(s): 

DATA ENTRY: 
I. Welles) update in the OGIS on: 
2. Entity Number(s) updated in OGIS on: 
3. Unites) operator number update in OGIS on: 
4. Surface Facilities update in OGIS on: 
5. StatelFee welles) attached to bond(s) in RBDMS on: 
6. Surface Facilities update in RBDMS on: 

LEASE INTEREST OWNER NOTIFICATION: 

UTB0000685 
N/A 
RLB0016443 

4/2112016 " 
4/2112016 
4/2112016 
4/2112016 
4/2112016 
4/2112016 

411212016 

4/12/2016 
4/12/2016 

4/12/2016 

N/A 

1. The NEW operator ofthe Fee (Mineral) wells has been contacted and informed by a letter from the Division 
of their responsibility to notify all interest owners of this change on: NI A 
COMMENTS: 

4/21/2016 

Division of Oil, Gas and Mining
Operator Change/Name Change Worksheet-for State use only

Effective Date: 3/1/2016
FORMER OPERATOR: NEW OPERATOR:
Fidelity E&P Company N3155 Wesco Operating, Inc. N4030
1801 Califorina Street, Suite 2500 PO Box 1650
Denver, CO 80202 Casper, WY 82602

CA Number(s): Unit(s): Cane Creek
Threemile

WELL INFORMATION:
Well Name Sec TWN RNG API Entity Mineral Surface Type Status
See Attached List

OPERATOR CHANGES DOCUMENTATION:
1. Sundry or legal documentation was received from the FORMER operator on: 4/12/2016
2. Sundry or legal documentation was received from the NEW operator on: 4/12/2016
3. New operator Division of Corporations Business Number: 8742016-0143

REVIEW:
1. Surface Agreement Sundry from NEW operator on Fee Surface wells received on: 4/12/2016
2. Receipt of Acceptance of Drilling Procedures for APD on: 4712/2016
3. Reports current for Production/Disposition & Sundries: 4/19/2016
4. OPS/SI/TA well(s) reviewed for full cost bonding: 4/19/2016
5. UIC5 on all disposal/injection/storage well(s) approved on: 4/13/2016
6. Surface Facility(s) included in operator change: Blue Hills Gas Plant

Dead House Lateral Pipeline
Dubinky Booster Station
Long Canyon Facility

7. Inspections of PA state/fee well sites complete on (only upon operators request): N/A

NEW OPERATOR BOND VERIFICATION:
1. Federal well(s) covered by Bond Number: UTBOOOO685
2. Indian well(s) covered by Bond Number: N/A
3.State/fee well(s) covered by Bond Number(s): RLB0016443

DATA ENTRY:
1. Well(s) update in the OGIS on: 4/21/2016
2. Entity Number(s) updated in OGIS on: 4/21/2016
3. Unit(s) operator number update in OGIS on: 4/21/2016
4. Surface Facilities update in OGIS on: 4/21/2016
5. State/Fee well(s) attached to bond(s) in RBDMS on: 4/21/2016
6. Surface Facilities update in RBDMS on: 4/21/2016

LEASE INTEREST OWNER NOTIFICATION:
1. The NEW operator of the Fee (Mineral) wells has been contacted and informed by a letter from the Division
of their responsibility to notify all interest owners of this change on: N/A
COMMENTS:



From: Fidelity Exploration Production Comany N3155 
To: Wesco Operating, Inc. N4030 
Effective: 3/1/2016 

\llJ5lJ!lJam~ . __ .____ . Sectioll_J"""Lti RNG AP'-N~mner Jntity . Miner(~L~r!§l~~jType I Status_ Unit 
KANE SPRINGS 16-1 16 250S 180E 4301931341 11484 State State 'WD A CANE CREEK -. ----.. . .-.,--... I - --- --.- ------.---- -.. ----.-.---... ----- - .... --.--- -. -----

CANE CREEK UNIT 2-2-25-18 2 i250S 180E 4301950044 State State OW .APD CANE CREEK 

g:~:g:ff~~~H~~: :~:' j~!!!1~~!~1[g:~~t-~:;:~E:~!lg~ 1~:~I~~nm~ 
Cane Creek 10-1-25-19102508 190E 14301950054 Federal Federal'OWAPD 
Cane Creek Unit 30-1-25-19 30 12505190EA301950055- -Federal Federal-bw APDCANECREEK-
Cane Creek Unii19-i-26-20

u 

19
U

- -, 260S200E 4301950056 Federal Federal jOW~PD 'CANE CREEK 

g:~~:~~~:!~~~~u .~4 __ ul~~~~ ~!:r::=~~. ·~=~~!t:r~I,g~-:!~~- ~~g~~~~--
Cane Creek Unit 16-3-25-18----=:'---16 _ _ 1250S . 180E '4~Q1950059 Feder~ State O~~+gANE CREEK-
gane Creek Unit 1~-1-25-19 19 ,250S 'I 190E ·1'4301950060.. Federal_Federalllo~_ ~ .A_ PD ~~ANE CREEK 
CaneCreekUnit32-2-25-1932 '1250S.190EA301950061. State State .OW lAPD CANECREEK 
Cane Creek Unit 17-1-25-19 . '-17 .250S ,190E !4301950062 _U Federal Federal OW -APD CANE CREEK 
Cane Creek Unit 16-4-25-18 16 !250S 180E 4301950063 Federal State OW APD __ ,CANE CREEK 
Cane Creek Unit 2-4-25-18 ,2 250S 180E 4301950064 Federal State OW APD CANE CREEK 

----:--:-:--:--:::c----c-: --:--=--- - L --- .. I .. -:-+-=-=-==-
Cane Creek Unit 5-1-25-18 '5 1250S J80E 14301950065. Federal Ff:!derallOW !APD C;ANE CREEK 
8-2-26-20 8260S '200E 4301950068 Federal Federal OW 'APD .CANE CREEK 
Cane Creek Unit 19-3-26-20 19 +260S 200E 4301950069 Federal Federal ,OW 1APD tANE CREEK 

g:~: g~::~ ~~:! ~~~~~~~~~~ !~~.- r~~~~I~~~~:;~~~~~_ .. n_~:~:~::~:~:~:: 19~-;~:~=g~~~ g~~~~ 
~:~:@~~~ ~~:!~f-t~~~~: -- -- .. -:~~ --'1~~~ I~~ggj:~;:i~::-~:~~~:~:~;::~~~Z_§~~~l~~g~ 
Cane Creek Unit 9-1-25-18 9 ~50S180E ,430195QQ74 Federal Fed~rCiI'OW API:) CAN!:: gREEK 

g:~:§[~~~i!~]~:l !_'~ '_,.tml, iigi f:=~'---~~i~~:i g~f~1 g~~~ ~U~: 
~:~~~=~t-:: 1~t=~:~! Illgi !!i!!g~~- '~~i!=: Ig~ I~~~' 'I~~:!~C~~_, 
Cane Creek Unit 7-2-26-20 ____ __ 7_ 2.60S h2.QQE 143019. 50051 +.1_9706 Fe. deral Xederal i0'N._ O. PS .. ,CANE CREEK 
THREEMILE 16-1716 l290S k220E 430375000317984 State State lOW OPS ]THREEMILE 
Three Mile Unit 12-2-29-21 12 1290S .210E430375006919646 Federal Federal OW :OPS THREEMILE 
KANE SPRINGS FED 27-1 ,27 250Stl190E 14301931310 14505 Federal Federal lOW p.. 'CAN-E CREEK .• 
KANE SPRINGS FED 19-1A 19 1260S 200E 4301931324' 14505 Federal Federal lOW P CANE CREEK 
KANE SPRINGS FED 10-1 10 :250S '180E 4301931331 14509 Federal Federal OWP-- CANE CREEK 

KANESPRINGSFED25-19-3~.-1 134._ . i250SII!~bE 43019313.34~14505 Fede.ral Federal:OW Ip-~ ICANECREEK ... 
CANE CREEK 2-1 2 ~S 190E 4301931396 14505 State State lOW P CANE CREEK 
CANE CREEK UNIT 12-1 - ~ 12 ~S 190E '4301950009 14505 Federal Federal~ OW I P~ANE CREEtS, 

~~. i. ~~i~ ~~:~~h~~~-=-l~!. [.~.·~~.r.l .. :~ .. I:~~ii~~§[;t~:.;:.~~:~:_.g~ :1{ .. =1g.',~.~fi-. ~.!t 
g~~g g~~~~li~r;~-3 I;~ 1~~g~f1~~~ 1:~g~~~~~J~_f~~~l~:~~~~1:~:~_:~~f fg~ .~. l2A~~g~~~~-
g:~eE 9~::kE~n~~~~128-2 . i1~ . 1~;~~11~ ... ~.-._.~··.·I,:;g~~~~~~-0.8 +. ~~:~§;:}:~.:. :~:~:~:1 !¢~-1~... .. j~AN. E CREEI5 
Cane Creel<..!!nit ~6-1 ._.l6_~Q§ :190~_j_43019_509~0, 14505 State _ State:Q""'-P __ ~C::At-J.~gR~EIS._ 
Can~ C!~~k Uni! 36-2H36 250S 190E 4301950033 14505 State State OW ~CANE CREEK 

g:~: g~::~ ~~:! ;:~;~ n ---~~~~---n~g~=~~;~g;: ,~~;~~~~~:ral~~~:rang~-~~_-=~W{~~g~~~~ 
CANE_CREEK UNIT 2-1-25-18 ~2 __ . . .250S

1

180E:.'.4. 30. 1950036 _19343 Federal.State JOW. I~ .. --t.ANE CREEK. 
<2ane Creek Unit 32-1-25-19_ _ ~_ 1250S 190E f430195003719396 State State iod__ __ . 
Cane Creek Unit 28-3 .. __ ~28 !250S '1. 90E !4301_95004.5 19767 Fed. eral Fed_e!iJl OW I~_,C.ANE CREE.K 
Cane Creek 32-1-25-20~ 250S I?OOE 14301950049 19588 State State lOW +p.. _ 
HATCH POINT 1 14 :290S !210E:4303731658.11356 Federal Federal OW P ~ _ 
THRE:!::MILE 43-~ ___ !8 __ ._,.!290S.220E_430373~857 17276 Federalfederal 9~_ 1. __ 
LONG CANYON 1 9 260S :200E 4301915925 674 Federal Federal ,OW IS 
CANE CREEK 1-1 --~1---~i260S-t19oE 43c)1931446 14505 Federal FederaIOW--r-s- CANE CREEK 

From: Fidelity Exploration Production Comany N3155
To: Wesco Operating, Inc. N4030
Effective: 3/1/2016

Well Name Section TWN RNG API Numner Entity Mineral Surface Type Status Unit
KANE SPRINGS 16-1 16 250S 180E 4301931341 11484 State State WD A CANE CREEK
CANE CREEK UNIT 2-2-25-18 2 250S 180E 4301950044 State State OW APD CANE CREEK
Cane Creek Unit 25-1-25-19 25 250S 190E 4301950048 Federal Federal OW ÄPD CÄNE CREEK
Cane Creek Unit 6-1-25-19 6 250S 190E 4301950052 Federal Federal OW APD CANE CREEK
Cane Creek Unit 29-1-25-19 29 250S 190E 4301950053 Federal Federal OW APD CANE CREEK
Cane Creek 10-1-25-19 10 250S 190E 4301950054 Federal Federal OW APD
Cane Creek Unit 30-1-25-19 30 250S 190E 4301950055 Federal Federal OW APD CANE CREEK
Cane Creek Unit 19-2-26-20 19 260S 200E 4301950056 Federal Federal OW APD CANE CREEK
Cane Creek Unit 14-1-25-19 14 250S 190E 4301950057 Federal Federal OW APD CANE CREEK
Cane Creek Unit 2-3-25-18 2 2505Ï180E 4301950058 Federal State OW APD CANE CREEK
Cane Creek Unit 16-3-25-18 16 250S 180E 4301950059 Federal State OW APD CANE CREEK
Cane Creek Unit 19-1-25-19 19 250S 190E 4301950060 Federal Federal OW APD CANE CREEK
Cane Creek Unit 32-2-25-19 32 250S 190E 4301950061 State State OW APD CANE CREEK
Cane Creek Unit 17-1-25-19 17 250S 190E 4301950062 Federal Federal OW APD CANE CREEK
Cane Creek Unit 16-4-25-18 16 250S 180E 4301950063 Federal State OW APD CANE CREEK
Cane Creek Unit 2-4-25-18 2 250S 180E 4301950064 Federal State OW APD CANE CREEK
Cane Creek Unit 5-1-25-18 5 250 180E 4301950065 Federal Federal OW APD CANE CR
8-2-26-20 8 260S 200E 4301950068 Federal Federal OW APD CANE CREEK
Cane Creek Unit 19-3-26-20 19 260S 200E 4301950069 Federal Federal OW APD CANE CREEK
Cane Creek Unit 21-1-25-19 21 250S 190E 4301950070 Federal Federal OW APD CANE CREEK
Cane Creek Unit 12-2-26-19 260S 190E 4301950 Federal Federal OV\ÏÄPD ÖÄNE CREEK
Cane Creek Unit 26-4-25-19 26 250S 190E 4301950072 Federal Federal OW APD CANE CREEK
Cane Creek Unitž1-1-25-18 21 250S 180E 43019500Ì3 F¾eral EederaÏOW APD CANE CREEK
Cane Creek Unit 9-1-25-18 9 250S 180E 4301950074 Federal Federal OW APD CANE CREEK
Cane Creek Unit 7-1-25-19 7 250S 190E 4301950075 Federal Federal OW APD CANE CREEK
Cane Creek Unit 5-2-25-18 5 250S 180E 4301950076 Federal Federal OW APD CANE CREEK
Cane Creek Unit 7-1-25-18 7 250S 180E 4301950077 Federal Federal OW APD CANE CREEK
Cane Creek Unit 13-1-25-18 13 250S 180E 4301950078 Federal Federal OW APD CANE CREEK
Three Mile Unti 12-3-29-21 12 290S 210E 4303750070 Federal Federal OW APD THREEMILE
Three Mile Unit 16-2-29-22 1Ï 290S 220E 4303750071 Federal State OW APD THREEMILE
Cane Creek Unit 7-2-26-20 7 260S 200E 4301950051 19706 Federal Federal OW OPS CANE CREEK
THREEMILE 16-17 16 290S 220E 4303750003 17984 State State OW OPS THREEMILE
Three Mile Unit 12-2-29-21 12 290S 210E 4303Ì5006919646 Federal Federal OW OPS THREEMILE
KANE SPRINGS FED 27-1 27 250S 190E 4301931310 14505 Federal Federal OW P CANE CREEK
KÄNE SPRINGS FED 19-1Ä 19 260S 200E 4301931324 14505 Federal Federa OW P CANÈCREEK
KANE SPRINGS FED 10-1 10 250S 180E 4301931331 14509 Federal Federal OW P CANE CREEK
KANE SPRINGS FED 25-19-34-1 34 250S 190E 4301931334 14505 Federal Federal OW P CANE CREEK
CANE CREEK 2-1 2 260S 190E 4301931396 14505 State State OW P CANE CREEK
CANE CREEK UNIT 12-1 12 260S 190E 4301950009 14505 Federal Federal OW P CANE CREEK
CANE CREEK UNIT 7-1 7 260S 200E 4301950010 18923 Federal Federal OW P CANE CREEK
CÃNE CREEK UÑIT# 26-2 26 250S 190E 4301950011 14505 Federal Federal OW P CANE CREEK
CANE CREEK UNIT #18-1 18 260S 200E 4301950012 14505 Federal Federal OW P CANE CREEK
CANE CREEK U #13-1 13 260S 190E 4301950014 145Ò5Federal Federal ÓW P CÄNE CREEK
CÃlúECREEKUÑIÌ26-3 26 250S 190E 430195001914505 Federal Federal ÒW P CÄNECREEK
CANE CREEK UNIT 28-2 28 250S 190E 4 1950020 18681 Federal Federal OW P
Cane Creek Unit 17-1 17 260S 200E 4301950028 18980 Federal Federal OW P CANE CREEK
Cane Creek Unit 36-1 36 250S 190E 4301950030 14505 State State OW P CANE CREEK
Cane Creek Unit 36-2H 36 250S 190E 4301950033 14505 State State OW P CANE CREEK
Cane Creek Unit 24-2H 24 260S 190E 4301950034 19342 Federal Federal OW P CANE CREEK
Cane Creek Unit 36-3H 36 50S 190E 4301950035 19528 State State OW P CANE CREEK
CANE CREEK UNIT 2-1-25-18 2 250S 180E 4301950036 19343 Federal State OW P CANE CREEK
Cane Creek Unit 32-1-25-19 32 250S 190E 4301950037 19396 State State OW P
Cane Creek Unit 28-3 28 250S 190E 4301950045 19767 Federal Federal OW P CANE CREEK
Cane Creek 32-1-25-20 32 250S 200E 4301950049 19588 State State OW P
HATCH POINT 1 14 290S 210E 4303731658 11356 Federal Federal OW P
THREEMILE 43-18H 18 290S 220E 4303731857 17276 Federal Federal OW P
LONG CANYON 1 9 260S 200E 4301915925 674 Federal Federal OW S
CANE CREEK 1-1 1 260S 190E 4301931446 14505 Federal Federal Ow CANE



From: Fidelity Exploration Production Comany N3155 
To: Wesco Operating, Inc. N4030 
Effective: 3/1/2016 

~NI::CREEK 24-1 ___ ~~4 ~§.~ '.!~OE 430.1931447. 1. 4.5. 05IFedera.llfede,"-allQwJ5 
CANE CREEK 8-1 8 2605 200E 4301931449 16464 Federal Federal OW '5 
~fr~ek Unit 18~2-=----=--~18 2605 "f200E I 430 19s002Yj 14505 Federal Federal OW 15--
Cane Creek Unit 17-2 __ .17_ . _1260§1200E _4301~50032f4505 FederaLFederaliovv-----,§ 
c:;ane CrE;!ek 36-1-25-18_ ---f36 _ ,250S .180E 43019§00381194-40~e i§tCitE! ___ OV'{~ 

'CANE CREEK 
- ---- --~--

! g~~~3~~~~-
-lCANE¢~EE~ __ -

CHEVRON FED 1 ~_ _ 2905-.-130E _4303730005 975 I Feder~1 : federal Q""-_~_. 

~~l.[i~9~;~7 .. _____c~~--- +I~ I~j~~t~~-;~gg~ I ~~~~~ ~:~:~~:i ~:~:~::,g~-l~m rT-_H-R-EE:MI~~--= 
CANE CrfEEK UNIT 16-2~25-f8 116 --'2505! 180E 4301950046 19512 ·State-~5tate-toWTAICANE CREEK 

From: Fidelity Exploration Production Comany N3155
To: Wesco Operating, Inc. N4030
Effective: 3/1/2016

CANE CREEK 24-1 24 260S 190E 4301931447 14505 Federal Federal OW S CANE CREEK
CANE CREEK 8-1 8 260S 200E 4301931449 16464 Federal Federal OW S CÄNE CREEK
Cane Creek Unit 18-2 18 260S 200E 4301950027 14505 Federal Federal OW S CANE CREEK
Cane Creek Unit 17-2 17 260S 200E 4301950032 14505 Federal Federal OW S CANE CREEK
Cane Creek 36-1-25-18 36 250S 180E 4301950038 19440 State State OW S
CHEVRON FED 1 24 290S 230E 4303730005 975 Federal Federal OW S
Ìhreemile12-7 12 290S 210E 4303750001 7837 Federal Federal OW S THREEMILE
LASAL 29-28 29 290S 230E 4303750002 17920 Federal Federal OW S
CANE CREEK UNIT 16-2-25-18 16 250S 180E 4301950046 19512 State State OW TA CÄNE
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WESCO OPERATING, INC. 
a I L & .G AS·.. a ... PE R'iA T I a N S 

April 8, 2016 

John Rogers 

Utah Division of Oil, Gas and Mining 

1594 West North Temple, Suite 1210 Box 145801 

Salt Lake City, Utah 84114 

RE: Change of Operator 

A) Wells 

B) APD'S 

C) Dubinky Booster Station 

D) Blue Hills Gas Plant 

E) Dead Horse Lateral Pipeline 
F) Authority to Inject 

Sundry Notices 

Dear John Rodgers, 

RECE.\\lED 
~PR} -i 'l.G\b 

oN. Of Oll. G~$" .\",~G 

Please find enclosed the following documents from Fidelity Exploration & Production Company 
to Wesco Operating, Inc for your further handing. If you have any further questions please 
contact us.-

s~\\ 
casSYHa~ ~ 
307-577-5337 

1208. Durbin • P.D. Box 1650 • Casper. WY82602 • 307/4724618 • 307/265-1791 FAX 

WESCOOPERATING,INC.
OIL & GAS OPERATIONS

RygEWED

April 8, 2016

John Rogers OW.0FOL
Utah Division of Oil, Gas and Mining
1594 West North Temple, Suite 1210 Box 145801
Salt Lake City, Utah 84114

RE: Change of Operator
A) Wells
B) APD'S
C) Dubinky Booster Station
D) Blue Hills Gas Plant
E) Dead Horse Lateral Pipeline
F) Authority to Inject
Sundry Notices

Dear John Rodgers,

Please find enclosed the following documents from Fidelity Exploration & Production Company
to Wesco Operating, Inc for your further handing. If you have any further questions please
contact us.

307-577-5337

120 S. Durbin • P.O.Box 1650 • Casper, WY 82602 • 307/472-4618 • 307/265-1791



FORM 9 STATE OF UTAH 
DEPARTMENT OF NATURAL RESOURCES 

DIVISION OF OIL, GAS AND MINING 5. LEASE DESIGNATION AND SERIAL NUMBER: 

SUNDRY NOTICES AND REPORTS ON WELLS 

Do not use this fann for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to 
drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals. 

1. TYPEOFWELL 
OIL WELL III GAS WELL D OTHER __________ _ 

2. NAME OF OPERATOR: 

Fidelity Exploration & Production Company 
3. ADDRESS OF OPERATOR: 

See Attached Exhibit 
6. IF INDIAN, ALLOTIEE OR TRIBE NAME: 

See Attached Exhibit 
7. UNIT or CA AGREEMENT NAME: 

See Attached Exhibit 
8. 'hELL NAME and NUMBER: 

See Attached Exhibit 
9. API NUMBER: 

10. FIELD AND POOL, OR VIIILDCAT: 

1801 California St., STE 2501 CITY Denver STATE CO ZIP 80202 I PHONE NUMBER: 

(303) 893-3133 See Attached Exhibit 
4. LOCATION OF 'hELL 

FOOTAGES AT SURFACE: See attached exhibit for all wells and details COUNTY: Grand 

QTRlQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE: 
UTAH 

11. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA 

TYPE OF SUBMISSION TYPE OF ACTION 

III D ACIDIZE D DEEPEN D REPERFORATE CURRENT FORMATION 
NOTICE OF INTENT 

(Submit in Duplicate) D ALTER CASING D FRACTURE TREAT D SIDETRACK TO REPAIR WELL 

Approximate date work will start: D CASING REPAIR D NEW CONSTRUCTION D TEMPORARILY ABANDON 

3/1/2016 D CHANGE TO PREVIOUS PLANS III OPERATOR CHANGE D TUBING REPAIR 

D CHANGE TUBING D PLUG AND ABANDON D VENT OR FLARE 

D SUBSEQUENT REPORT D CHANGE 'hELL NAME D PLUG BACK D WATER DISPOSAL 
(Submit Original Form Only) 

D CHANGE WELL STATUS D PRODUCTION (STARTIRESUME) D WATER SHUT -OFF 
Date of work completion: 

D D D COMMINGLE PRODUCING FORMATIONS RECLAMATION OF WELL SITE OTHER: 

D CONVERT WELL TYPE D RECOMPLETE - DIFFERENT FORMATION 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc. 

Effective March 1,2016, Fidelity Exploration & Production Company (Operator Number N1355) resigns as Operator of the 
wells listed on the attached exhibit and Wesco Operating, Inc, has been designated as successor Operator. 

Wesco Operating, Inc. 
P.O. Box 1650 
Casper, Wyoming 82602 
Phone 307-265-5178 

Wesco Operating, Inc. 

R;Up~ 
Signature 

'"''I''''''''''''''' Darwin SUba~ 
SIGNATURE ~( 

(This space for State use only) B\..t'(\ ~ 

Fidelity Exploration & Production Company 
1801 California Street, Suite 2500 
Denver, Colorado 80202 
Phone 303-893-3133 

TITLE 

DATE 

Chief Financial Officer 

APPROVED 
APR 2 \ 20\6 

(512000) (See Instructions on Reverse Side) 

DIV. OIL GAS & MINING _ 

ay:~ oh 9 o..\'Pe d 9 ~ 

STATE OF UTAH FORM 9
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

See Attached Exhibit

SUNDRY NOTICES AND REPORTS ON WELLS glFINDIAAN,ÆcLhedEEExhiBENAME:

7. UNITorCA AGREEMENTNAME:
Do notuse thisform for proposals to drillnewwells,significantly deepen existingwells below currentbottom-hole depth, reenterplugged wells, or t° See Attached Exhibitdrillhorizontal laterals. Use APPLICATIONFOR PERMIT TO DRILLform for suchproposals.

1. TYPE OF WELL 8 WELLNAMEand NUMBER:
OIL WELL GAS WELL OTHER See Attached Exhibit

2. NAMEOF OPERATOR: 9 API NUMBER:

Fidelity Exploration & Production Company
3. ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:

1801 Califomia St., STE 250tciTY Denver STATE CO ZIP 80202 (303) 893-3133 See Attached Exhibit
4. LOCATIONOF WELL

FOOTAGES AT SURFACE: See attached exhibit for alfwells and details COUNTY: Grand

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
UTAH

ii. CHECK APPROPRIATE BOXES TO INDICATENATURE OF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTERCASING FRACTURE TREAT SIDETRACKTO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

3/1/2016 CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

CHANGETUBING PLUG ANDABANDON VENT OR FLARE

O SUBSEQUENT REPORT CHANGEWELLNAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGEWELLSTATUS PRODUCTION(STARTIRESUME) WATER SHUT43FF
Date ofworkcompletion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELLSITE OTHER:

CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Effective March 1, 2016, Fidelity Exploration & Production Company (Operator Number N1355) resigns as Operator of the
wells listed on the attached exhibit and Wesco Operating, Inc. has been designated as successor Operator.

Wesco Operating, Inc. Fidelity Exploration & Production Company
P.O. Box 1650 1801 California Street, Suite 2500
Casper, Wyoming 82602 Denver, Colorado 80202
Phone 307-265-5178 Phone 303-893-3133

Wesco Operating, Inc.
Robert W. Kirkwood, Preside

Signature

NAME(PLEASE PRINT) OfWin Subart TITLE Chief Financial Officer

SIGNATURE DATE

(This space for State use only) APPROVED

(5/2000) (See instructions on Reverse Side)

DIV.OIL GAS &M1NING



14506 

14505 

14509 

14506 

14505 

14505 

14505 
18923 

14506 

14505 

14505 
14506 

18681 
14505 

18980 
19057 

14505 
19527 

19342 

19528 
19396 
19767 

19588 
11356 
17276 

19706 

17984 

19646 
19343 

19512 
674 

14505 

16464 
19440 

975 
17837 

17920 

Permitted Well Name 

4301931310 KANE SPRINGS FED 27-1 

4301931324 KANE SPRINGS FED 19-1A 

4301931331 KANE SPRINGS FED 10-1 
4301931334 KANE SPRINGS FED 25-19-34-1 

4301931341 KANE SPRINGS 16-1-25-18 

4301931396 CANE CREEK 2-1 
4301931446 CANE CREEK 1-1 

4301950009 CANE CREEK UNIT 12-1 

4301950010 CANE CREEK UNIT 7-1 

4301950011 CANE CREEK UNIT# 26-2 

4301950012 CANE CREEK UNIT #18-1 
4301950014 CANE CREEK U #13-1 

4301950019 CANE CREEK UNIT 26-3 

4301950020 CANE CREEK UNIT 28-2 
4301950027 Cane Creek Unit 18-2 

4301950028 Cane Creek Unit 17-1 

4301950030 Cane Creek Unit 36-1 

4301950032 Cane Creek Unit 17-2 

4301950033 Cane Creek Unit 36-2H 
4301950034 Cane Creek Unit 24-2H 

4301950035 Cane Creek Unit 36-3H 
4301950037 Cane Creek Unit 32-1-25-19 
4301950045 Cane Creek Unit 28-3 
4301950049 Cane Creek 32-1-25-20 

4303731658 HATCH POINT 1 

4303731857 THREEMILE 43-18H 
4301950051 Cane Creek Unit 7-2-26-20 

4303750003 THREEMILE 16-17 
4303750069 Three Mile Unit 12-2-29-21 

4301950036 CANE CREEK UNIT 2-1-25-18 
4301950046 CANE CREEK UNIT 16-2-25-18 

4301915925 LONG CANYON 1 
4301931447 CANE CREEK 24-1 

4301931449 CANE CREEK 8-1 
4301950038 Cane Creek 36-1-25-18 

4303730005 CHEVRON FED 1 
4303750001 Threemile 12-7 

4303750002 LA SAL 29-28 
4301950044 CANE CREEK UNIT 2-2-25-18 

4301950048 Cane Creek Unit 25-1-25-19 

4301950052 Cane Creek Unit 6-1-25-19 
4301950053 Cane Creek Unit 29-1-25-19 

4301950054 Cane Creek 10-1-25-19 

4301950055 Cane Creek Unit 30-1-25-19 

4301950056 Cane Creek Unit 19-2-26-20 

Fidelity Exploration & Production Company Paradox Well & APD List 

AKA Well Name Township RiDB Sectlon(s) ~ ~ MiDIri! Surface Well Type Well Status 

KANE SPRINGS FED 27-1-25-19 

KANE SPRINGS FED 19-1A-ST-26-20 

KANE SPRINGS FED 10-1-25-18 

KANE SPRING5 FED 25-19-34-1 

Disposal Well 
CANE CREEK UNIT 2-1-26-19 
CANE CREEK UNIT 1-1-26-19 

CANE CREEK UNIT 12-1-26-19 

CANE CREEK UNIT 7-1-26-20 
CANE CREEK UNIT 26-2-25-19 

CANE CREEK UNIT 18-1-26-20 

CANE CREEK UNIT 13-1-26-19 

CANE CREEK UNIT 26-3-25-19 

CANE CREEK UNIT 28-2-25-19 

CANE CREEK UNIT 18-2-26-20 
CANE CREEK UNIT 17-1-26-20 

CANE CREEK UNIT 36-1-25-19 

CANE CREEK UNIT 17-2-26-20 

CANE CREEK UNIT 36-2H-25-19 
CANE CREEK UNIT 24-2-26-19 

CANE CREEK UNIT 36-3H-25-19 
CANE CREEK UNIT 32-1-25-19 
CANE CREEK UNIT 28-3-25-19 

CANE CREEK 32-1-25-20 
HATCH POINT FEDERAL 1 
THREEMILE UNIT 43-18H-29-22 

CANE CREEK UNIT 7-2-26-20 
THREEMILE UNIT 16-17-29-22 

THREE MILE UNIT 12-2-29-21 

CANE CREEK UNIT 2-1-25-18 
CANE CREEK UNIT 16-2-25-18 

LONG CANYON 1 
CANE CREEK UNIT 24-1-26-19 

CANE CREEK UNIT 8-1-26-20 
CANE CREEK 36-1-25-18 

CHEVRON FEDERAL 1H 
THREEMILE UNIT 12-7-29-21 

LA SAL UNIT 29-28-29-23 
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255 
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Fidelity Exploration &Production Company Paradox Well & APD List

Entity # RI_f! Permitted Well Name AKAWell Name Township REDgg Sectionis) Countv Salg Mingrpl Surface Well Tvne Well Status

14506 4301931310 KANESPRINGSFED27-1 KANESPRINGSFED27-1-25-19 255 19E 27 GRAND UT Federal Federal OW P

14505 4301931324 KANESPRINGSFED19-1A KANESPRINGSFED19-1A-ST-26-20 265 20E 19 GRAND UT Federal Federal OW P*

14509 4301931331 KANESPRINGSFED10-1 KANESPRINGSFED10-1-25-18 25S 18E 10 GRAND UT Federal Federal OW PV

14506 4301931334 KANESPRINGSFED25-19-34-1 KANESPRINGSFED25-19-34-1 25S 19E 34 GRAND UT Federal Federal OW PV

4301931341 KANESPRINGS16-1-25-18 DisposalWell 255 18E 16 GRAND UT State State SWD PV

14505 4301931396 CANECREEK2-1 CANECREEKUNIT2-1-26-19 26S 19E 2 GRAND UT State State OW PV

14505 4301931446 CANECREEK1-1 CANECREEKUNIT1-1-26-19 26S 19E 1 GRAND UT Federal Federal OW PV

14505 4301950009 CANECREEKUNIT12-1 CANECREEKUNIT12-1-26-19 26S 19E 12 GRAND UT Federal Federal OW P

18923 4301950010 CANECREEKUNIT7-1 CANECREEKUNIT7-1-26-20 26S 20E 7 GRAND UT Federal Federal OW P

14506 4301950011 CANECREEKUNIT#26-2 CANECREEKUNIT26-2-25-19 25S 19E 26 GRAND UT Federal Federal OW PV

14505 4301950012 CANECREEKUNIT#18-1 CANECREEKUNIT18-1-26-20 265 20E 18 GRAND UT Federal Federal OW PV

14505 4301950014 CANECREEKU #13-1 CANECREEKUNIT13-1-26-19 26S 19E 13 GRAND UT Federal Federal OW PV

14506 4301950019 CANECREEKUNIT26-3 CANECREEKUNIT26-3-25-19 25S 19E 26 GRAND UT Federal Federal OW PV

18681 4301950020 CANECREEKUNIT28-2 CANECREEKUNIT28-2-25-19 25S 19E 28 GRAND UT Federal Federal OW PV

14505 4301950027 Cane Creek Unit 18-2 CANECREEKUNIT18-2-26-20 265 20E 18 GRAND UT Federal Federal OW PV

18980 4301950028 Cane Creek Unit 17-1 CANECREEKUNIT17-1-2&-20 26S 20E 17 GRAND UT Federal Federal OW PV

19057 4301950030 Cane CreekUnit 36-1 CANECREEKUNIT36-1-25-19 25S 19E 36 GRAND UT State State OW PV

14505 4301950032 Cane Creek Unit 17-2 CANECREEKUNIT17-2-26-20 26S 20E 17 GRAND UT Federal Federal OW PV

19527 4301950033 CaneCreek Unit 36-2H CANECREEKUNIT36-2H-25-19 25S 19E 36 GRAND UT State State OW PV

19342 4301950034 Cane CreekUnit 24-2H CANECREEKUNIT24-2-26-19 26S 19E 24 GRAND UT Federal Federal OW PV

19528 4301950035 CaneCreek Unit 36-3H CANECREEKUNIT36-3H-25-19 255 19E 36 GRAND UT State State OW PV

19396 4301950037 Cane CreekUnit 32-1-25-19 CANECREEKUNIT32-1-25-19 25S 19E 32 GRAND UT State State OW PV

19767 4301950045 Cane Creek Unit 28-3 CANECREEKUNIT28-3-25-19 26S 19E 28 GRAND UT Federal Federal OW Pv

19588 4301950049 CaneCreek 32-1-25-20 CANECREEK32-1-25-20 25S 20E 32 GRAND UT State State OW Pv

11356 4303731658 HATCHPOINT1 HATCHPOINTFEDERAL1 295 21E 14 SANJUAN UT Federal Federal OW Pv

17276 4303731857 THREEMILE43-18H THREEMILEUNIT43-18H-29-22 295 22E 18 SANJUAN UT Federal Federal OW P

19706 4301950051 Cane Creek Unit 7-2-26-20 CANECREEKUNIT7-2-26-20 26S 20E 7 GRAND UT Federal Federal OW OPS v

17984 4303750003 THREEMILE16-17 THREEMILEUNIT16-17-29-22 295 22E 16 SANJUAN UT State State OW OPS Y

19646 4303750069 Three Mile Unit 12-2-29-21 THREEMILEUNIT12-2-29-21 29S 21E 12 SANJUAN UT Federal Federal OW OPS

19343 4301950036 CANECREEKUNIT2-1-25-18 CANECREEKUNIT2-1-25-18 255 18E 2 GRAND UT Federal State OW TA

19512 4301950046 CANECREEKUNIT16-2-25-18 CANECREEKUNIT16-2-25-18 25S 18E 16 GRAND UT State State OW TA

674 4301915925 LONGCANYON1 LONGCANYON1 26S 20E 9 GRAND UT Federal Federal OW S *

14505 4301931447 CANECREEK24-1 CANECREEKUNIT24-1-26-19 26S 19E 24 GRAND UT Federal Federal OW S *

16464 4301931449 CANECREEK8-1 CANECREEKUNIT8-1-26-20 26S 20E 8 GRAND UT Federal Federal OW S /

19440 4301950038 Cane Creek 36-1-25-18 CANECREEK36-1-25-18 255 18E 36 GRAND UT State State OW SV

975 4303730005 CHEVRONFED1 CHEVRONFEDERAL1H 29S 23E 24 SANJUAN UT Federal Federal OW SV

17837 4303750001 Threemile 12-7 THREEMILEUNIT12-7-29-21 295 21E 12 SANJUAN UT Federal Federal OW S *

17920 4303750002 LASAL29-28 LASALUNIT29-28-29-23 29S 23E 29 SANJUAN UT Federal Federal OW SY

4301950044 CANECREEKUNIT2-2-25-18 2505 180E 2 GRAND UT State State OW APD

4301950048 Cane Creek Unit 25-1-25-19 250s 190E 25 GRAND UT Federal Federal OW APD

4301950052 Cane CreekUnit 6-1-25-19 2505 190E 6 GRAND UT Federal Federal OW APD

4301950053 Cane Creek Unit 29-1-25-19 2505 190E 29 GRAND UT Federal Federal OW APD

4301950054 CaneCreek 10-1-25-19 250S 190E 10 GRAND UT Federal Federal OW APD y

4301950055 CaneCreek Unit 30-1-25-19 2505 190E 30 GRAND UT Federal Federal OW APD /
4301950056 CaneCreek Unit 19-2-26-20 260S 200E 19 GRAND UT Federal Federal OW APD



Entitv# API # Permitte!! W~II Ni!m~ AKAW~IINi!m~ Townshie Range ~~iQn(~1 County ~ Mineral Surface W~IITYI!!l Well~i!II!~ 
4301950057 Cane Creek Unit 14-1-25-19 2505 190E 14 GRAND UT Federal Federal OW APD v 
4301950058 Cane Creek Unit 2-3-25-18 2505 180E 2 GRAND UT Federal State OW APD v' 

4301950059 Cane Creek Unit 16-3-25-18 2505 180E 16 GRAND UT Federal State OW APD v 
4301950060 Cane Creek Unit 19-1-25-19 2505 190E 19 GRAND UT Federal Federal OW APD V 
4301950061 Cane Creek Unit 32-2-25-19 2505 190E 32 GRAND UT State State OW APD Y 
43019S0062 Cane Creek Unit 17-1-2S-19 2505 190E 17 GRAND UT Federal Federal OW APD v 
4301950063 Cane Creek Unit 16-4-25-18 2505 180E 16 GRAND UT Federal State OW APD v 
4301950064 Cane Creek Unit 2-4-25-18 2505 180E 2 GRAND UT Federal State OW APD 0/ 
4301950065 Cane Creek Unit 5-1-25-18 2505 180E 5 GRAND UT Federal Federal OW APD t/ 
4301950068 8-2-26-20 2605 200E 8 GRAND UT Federal Federal OW APD V 

4301950069 Cane Creek Unit 19-3-26-20 2605 200E 19 GRAND UT Federal Federal OW APD v' 
4301950070 Cane Creek Unit 21-1-25-19 2505 190E 21 GRAND UT Federal Federal OW APD v 
4301950071 Cane Creek Unit 12-2-26-19 2605 190E 12 GRAND UT Federal Federal OW APD v 
4301950072 Cane Creek Unit 26-4-25-19 2505 190E 26 GRAND UT Federal Federal OW APD ., 

4301950073 Cane Creek Unit 21-1-25-18 2505 180E 21 GRAND UT Federal Federal OW APD v 
43019S0074 Cane Creek Unit 9-1-25-18 2505 180E 9 GRAND UT Federal Federal OW APD .I 
4301950075 Cane Creek Unit 7-1-25-19 2505 190E 7 GRAND UT Federal Federal OW APD y 

4301950076 Cane Creek Unit 5-2-25-18 2505 180E 5 GRAND UT Federal Federal OW APDy 

4301950077 Cane Creek Unit 7-1-25-18 2505 180E 7 GRAND UT Federal Federal OW APD t/ 
4301950078 Cane Creek Unit 13-1-25-18 2S0S 180E 13 GRAND UT Federal Federal OW APD v 
4303750070 Three Mile Unti 12-3-29-21 2905 210E 12 SANJUAN UT Federal Federal OW APD ,I' 

4303750071 Three Mile Unit 16-2-29-22 2905 220E 16 SANJUAN UT Federal State OW APD v 
4301950036 CANE CREEK UNIT 2-1-25-18H2 255 18E 2 GRAND UT Federal State OW APD ,/ 

Entity ff API__# Permitted Well Name AKAWell Name Township _Range Sectionis) County gagg Mineral Surface Well Tvoe Well Status
4301950057 Cane Creek Unit 14-1-25-19 2505 190E 14 GRAND UT Federal Federal OW APD /
4301950058 Cane Creek Unit 2-3-25-18 2505 180E 2 GRAND UT Federal State OW APD V

4301950059 Cane Creek Unit 16-3-25-18 2505 180E 16 GRAND UT Federal State OW APD /

4301950060 Cane Creek Unit 19-1-25-19 2505 190E 19 GRAND UT Federal Federal OW APD /
4301950061 Cane Creek Unit 32-2-25-19 250S 190E 32 GRAND UT State State OW APD V
4301950062 Cane creekUnit 17-1-25-19 2505 190E 17 GRAND UT Federal Federal OW APD /
4301950063 Cane Creek Unit 16-4-25-18 2505 180E 16 GRAND UT Federal State OW APD y

4301950064 Cane Creek Unit 2-4-25-18 2505 180E 2 GRAND UT Federal State OW APD /
4301950065 Cane Creek Unit 5-1-25-18 2505 180E 5 GRAND UT Federal Federal OW APD /
4301950068 8-2-26-20 2605 200E 8 GRAND UT Federal Federal OW APD V
4301950069 Cane Creek Unit 19-3-26-20 2605 200E 19 GRAND UT Federal Federal OW APD V
4301950070 Cane Creek Unit 21-1-25-19 2505 190E 21 GRAND UT Federal Federal OW APD V
4301950071 Cane Creek Unit 12-2-26-19 260S 190E 12 GRAND UT Federal Federal OW APD v
4301950072 Cane Creek Unit 26-4-25-19 250s 190E 26 GRAND UT Federal Federal OW APD y
4301950073 Cane Creek Unit 21-1-25-18 250S 180E 21 GRAND UT Federal Federal OW APD y
4301950074 CaneCreekUnit9-1-25-18 2505 180E 9 GRAND UT Federal Federal OW APD /
4301950075 CaneCreekUnit7-1-25-19 250S 190E 7 GRAND UT Federal Federal OW APD y
4301950076 Cane Creek Unit 5-2-25-18 2505 180E 5 GRAND UT Federal Federal OW APD y
4301950077 Cane Creek Unit 7-1-25-18 250S 180E 7 GRAND UT Federal Federal OW APD /
4301950078 Cane Creek Unit 13-1-25-18 250s 180E 13 GRAND UT Federal Federal OW APD v
4303750070 Three Mile Unti 12-3-29-21 2905 210E 12 SANJUAN UT Federal Federal OW APD /
4303750071 Three Mile Unit 16-2-29-22 2905 220E 16 SANJUAN UT Federal State OW APD V

4301950036 CANECREEKUNIT2-1-25-18H2 25S 18E 2 GRAND UT Federal State OW



STATE OF UTAH 
DEPARTMENT OF NATURAL RESOURCES 

DIVISION OF OIL, GAS AND MINING 

Request to Transfer Application or Permit to Drill 

(This form should accompany a Sundry Notice, Form 9, requesting APD transfer) 

Well name: See attached welilist 

API number: 

Location: Qtr-Qtr: Section: Township: 

Company that filed original application: Fidelity Exploration & Production Company 

Date original permit was issued: 

Company that permit was issued to: Fidelity Exploration & Production Company 

Check 
Desired Action: one 

>;'>"" 

Transfer pending (unapproved) Application for Permit to Drill to new operator 

Range: 

The undersigned as owner with legal rights to drill on the property, hereby verifies that the information as 
submitted in the pending Application for Permit to Drill, remains valid and does not require revision. The new 
owner of the application accepts and agrees to the information and procedures as stated in the application . 

.f Transfer approved Application for Permit to Drill to new operator 

The undersigned as owner with legal rights to drill on the property as permitted, hereby verifies that the 
information as submitted in the previously approved application to drill, remains valid and does not require 
revision. 

Following is a checklist of some items related to the application, which should be verified. Yes 

If located on private land, has the ownership changed? 
Ilf ~-;;'-h~S the ~~rface agree~~~t been upd~ted?--'-----------------------'-----------------''--

Have any wells been drilled in the vicinity of the proposed well which would affect the spacing or siting 
requirements for this location? 

Have there been any unit or other agreements put in place that could affect the permitting or operation of this 
proposed well? 

Have there been any changes to the access route including ownership or right-of-way, which could affect the 
proposed location? 

Has the approved source of water for drilling changed? 

Have there been any physical changes to the surface location or access route which will require a change in 
plans from what was discussed at the onsite evaluation? 

Is bonding still in place, which covers this proposed well? Bond No. 

No 

.f 

.f 

.f 

.f 

.f 
,f 

Any desired or necessary changes to either a pending or approved Application for Permit to Drill that is being transferred, 
should be filed on a Sundry Notice, Form 9, or amended Application for Permit to Drill, Form 3, as appropriate, with 
necessary supporting information as required. 

Name (ple~obert W. Kirkwood 

Signature~ ~ 
Title President 

Date 'Y6//C' 
I 

Re~esenting~ompanynam~ _W_e_s_ro_o_p_e_rn_ti_~_,_ln_c_.~~~~~~~~~~~~~~~~~~~~~~~~~ 

The person signing this form must have legal authority to represent the company or individual(s) to be listed as the new operator on the Application for 
Permit to Drill. 

(3/2004) 

STATE OF UTAH
DEPARTMENTOF NATURAL RESOURCES

DIVISIONOF OIL, GAS AND MINING

Request to Transfer Application or Permit to Drill

(This form should accompany a Sundry Notice, Form 9, requesting APD transfer)

Well name: See attached well list

API number:
Location: Qtr-Qtr; Section: Township: Range:

Company that filed original application: Fidelity Exploration & Production Company

Date original permit was issued:

Company that permit was issued to: Fidelity Exploration &Production Company

Check Desired Action:one

Transfer pending (unapproved) Application for Permit to Drill to new operator

The undersigned as owner with legal rights to drill on the property, hereby verifies that the information as
submitted in the pending Application for Permit to Drill, remains valid and does not require revision. The new
owner of the application accepts and agrees to the information and procedures as stated in the application.

/ Transfer approved Application for Permit to Drill to new operator

The undersigned as owner with legal rights to drillon the property as permitted, hereby verifies that the
information as submitted in the previously approved application to drill, remains valid and does not require
revision.

Following is a checklist of some items related to the application, which should be verified. Yes No

Iflocated on private land, has the ownership changed?

If so, has the surface agreement been updated?
Have any wells been drilled in the vicinityof the proposed well which would affect the spacing or siting /
requirements for this location?
Have there been any unit or other agreements put in place that could affect the permitting or operation of this
proposed well?
Have there been any changes to the access route including ownership or right-of-way,which could affect the
proposed location?

Has the approved source of water for drillingchanged?
Have there been any physical changes to the surface location or access route which will require a change in
plans from what was discussed at the onsite evaluation?
Is bonding still in place, which covers this proposed well? Bond No.

Any desired or necessary changes to either a pending or approved Application for Permit to Drill that is being transferred,
should be filed on a Sundry Notice, Form 9, or amended Application for Permit to Drill,Form 3, as appropriate,with
necessary supporting information as required.

SName pleanRo ¡ ge Presiden

Representing (company name) Wesco Operating, Inc.

The person signing thisform must have legal authority to represent the company or individual(s) to be listed as the new operator on the Application for
Permit to Drill



Fidelity Exploration & Production Company Paradox APD List 

Date Issued Permitted Well Name 

3/4/2014 4301950044 CANE CREEK UNIT 2-2-25-18 

2/19/2015 4301950048 Cane Creek Unit 25-1-25-19 

6/26/2014 4301950052 Cane Creek Unit 6-1-25-19 

6/26/2014 4301950053 Cane Creek Unit 29-1-25-19 

6/26/2014 4301950054 Cane Creek 10-1-25-19 

6/26/20144301950055 Cane Creek Unit 30-1-25-19 

6/26/2014 4301950056 Cane Creek Unit 19-2-26-20 

6/26/2014 4301950057 Cane Creek Unit 14-1-25-19 

7/21/20144301950058 Cane Creek Unit 2-3-25-18 

8/6/2014 4301950059 Cane Creek Unit 16-3-25-18 

8/6/20144301950060 Cane Creek Unit 19-1-25-19 

9/22/2014 4301950061 Cane Creek Unit 32-2-25-19 

7/30/2014 4301950062 Cane Creek Unit 17-1-25-19 

8/12/2014 4301950063 Cane Creek Unit 16-4-25-18 

9/24/2014 4301950064 Cane Creek Unit 2-4-25-18 

9/2/2014 4301950065 Cane Creek Unit 5-1-25-18 

11/25/2014 4301950068 8-2-26-20 

12/19/2014 4301950069 Cane Creek Unit 19-3-26-20 

1/14/2015 4301950070 Cane Creek Unit 21-1-25-19 

1/13/2015 4301950071 Cane Creek Unit 12-2-26-19 

1/13/2015 4301950072 Cane Creek Unit 26-4-25-19 

1/14/2015 4301950073 Cane Creek Unit 21-1-25-18 

1/20/2015 4301950074 Cane Creek Unit 9-1-25-18 

1/14/2015 4301950075 Cane Creek Unit 7-1-25-19 

1/20/2015 4301950076 Cane Creek Unit 5-2-25-18 

1/14/2015 4301950077 Cane Creek Unit 7-1-25-18 

1/14/2015 4301950078 Cane Creek Unit 13-1-25-18 

7/8/2014 4303750070 Three Mile Unti 12-3-29-21 

10/2/2014 4303750071 Three Mile Unit 16-2-29-22 

12/16/2014 4301950036 Cane Creek Unit 2-1-25-18 H2 
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Mineral Surface Well Type Well Status 
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Fidelity Exploration & Production Company Paradox APD List

Date issued AB Permitted Well Name Township Range Section(s) County State Mineral Surface Well Tvoe Well Status

3/4/2014 4301950044 CANECREEKUNIT2-2-25-18 2505 180E 2 GRAND UT State State OVV APD
2/19/2015 4301950048 Cane Creek Lhlit25-1-25-19 2505 190E 25 GRAND UT Federal Federal OVV APD
6/26/2014 4301950052 Cane Creek thiit6-1-25-19 250S 190E 6 GRAND UT Federal Federal Ovv APD
6/26/2014 4301950053 Cane Creek Lhlit29-1-25-19 2505 190E 29 GRAND UT Federal Federal OVV APD
6/26/2014 4301950054 CaneCreekl0-1-25-19 250S 190E 10 GRAND UT Federal Fedeñal Ovv APD
6/26/2014 4301950055 Cane Creek Lhiit30-1-25-19 250S 190E 30 GRAND UT Federal Federal OVV APD
6/26/2014 4301950056 CaneCreekUnit19-2-26-20 2605 200E 19 GRAND UT Federal Federal O\V APD
6/26/2014 4301950057 CaneCreekUnit14-1-25-19 250S 190E 14 GRAND UT Federal Federal O\¾ APC
7/21/2014 4301950058 Cane Creek thiit2-3-25-18 250S 180E 2 GRAND UT Fedenal State OVV APD

8/6/2014 4301950059 CaneCreekUnit16-3-25-18 250S 180E 16 GFLAND UT Federal State OVV APD
8/6/2014 4301950060 CaneCreekUnit19-1-25-19 250S 190E 19 GRAND UT Federal Fedeñal OVV APD

9/22/2014 4301950061 CaneCreek Lhlit32-2-25-19 2505 190E 32 GRAND UT State State OVV APD
7/30/2014 4301950062 CaneCreek Lkiit17-1-25-19 250S 190E 17 GRAND UT Federal Federal O\¾ APD
8/12/2014 4301950063 CaneCreek Lhiit16-4-25-18 250S 180E 16 GRAND UT Federal State O\¾ APC
9/24/2014 4301950064 Cane Creek Lhiit2-4-25-18 2505 180E 2 GRAND UT Federal State O\W APD

9/2/2014 4301950065 Cane Creek Unit5-1-25-18 2505 180E 5 GRAND UT Federal Fedenal OVV APD
11/25/2014 4301950068 8-2-26-20 260S 200E 8 GRAND UT Federal Federal O\¾ APD
12/19/2014 4301950069 CaneCreekUnit19-3-26-20 2605 200E 19 GRAND UT Federal Federal OVV APD

1/14/2015 4301950070 Cane Creek Lhlit21-1-25-19 2505 190E 21 GRAND UT Federal Federal OVV APD
1/13/2015 4301950071 Canecreek Unit12-2-26-19 2605 190E 12 GRAND UT Federal Federal 0\¾ APD
1/13/2015 4301950072 Canecreek Lhiit26-4-25-19 250S 190E 26 GRAND UT Federal Federal Ovv APD
1/14/2015 4301950073 Cane Creek Unit21-1-25-18 2505 180E 21 GFLAND UT Federal Federal O\¾ APD
1/20/2015 4301950074 Cane Creek Unit9-1-25-18 250S 180E 9 GRAND UT Federal Federal OVV APD
1/14/2015 4301950075 Cane Creek Unit7-1-25-19 2505 190E 7 GRAND UT Federal Federal 0\¾ APD
1/20/2015 4301950076 Cane Creek Unit5-2-25-18 250S 180E 5 GRAND UT Federal Federal OVV APD
1/14/2015 4301950077 Canecreek Lhiit7-1-25-18 250S 180E 7 GRAND UT Federal Federal OVV APD
1/14/2015 4301950078 Cane Creek Lhiit13-1-25-18 250S 180E 13 GRAND UT Federal Federal Ovv APD

7/8/2014 4303750070 Three Adile Until2-3-29-21 2905 210E 12 SANJUAN UT Federal Federal O\¾ APD
10/2/2014 4303750071 Three Mile Lhlit16-2-29-22 2905 220E 16 SANJUAN UT Federal State OVV APD

12/16/2014 4301950036 CaneCreekUnit2-1-25-18H2 25S 18E 2 GRAND UT Federal State OUV



FORM 9 STATE OF UTAH 
DEPARTMENT OF NATURAL RESOURCES 

DIVISION OF OIL, GAS AND MINING 5. LEASE DESIGNATION AND SERIAL NUMBER: 

SUNDRY NOTICES AND REPORTS ON WELLS 

Do not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to 
drill horizontal laterals. Use APPLICATION FOR PERMIT TO DRILL form for such proposals. 

1. TYPE OF VVELL 
OIL WELL 0 GAS WELL 0 OTHER Blue Hills Gas Plant 

2. NAME OF OPERATOR: 

Fidelity Exploration & Production Company 
3. ADDRESS OF OPERATOR: 

UTU-90108 
6. IF INOlAN, ALLOTIEE OR TRIBE NAME: 

7. UNIT or CA AGREEMENT NAME: 

8. VVELL NAME and NUMBER: 

Blue Hills Gas Plant 
9. API NUMBER: 

10. FIELD AND POOL, ORVIIILDCAT: 

1801 California St., STE 250( CITY Denver STATE CO ZIP 80202 
I PHONE NUMBER: 

I (303) 893-3133 
4. LOCATION OF VVELL 

FOOTAGES AT SURFACE: COUNTY: Grand 

QTRIOTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE: 
UTAH 

11. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA 

TYPE OF SUBMISSION TYPE OF ACTION 

III 0 ACIDIZE 0 DEEPEN 0 REPERFORATE CURRENT FORMATION 
NOTICE OF INTENT 

(Submit in Duplicate) 0 ALTER CASING 0 FRACTURE TREAT 0 SIDETRACK TO REPAIR VVELL 

ApprOximate date work will start: 0 CASING REPAIR 0 NEW CONSTRUCTION 0 TEMPORARILY ABANDON 

3/1/2016 0 CHANGE TO PREVIOUS PLANS III OPERATOR CHANGE 0 TUBING REPAIR 

0 CHANGE TUBING 0 PLUG AND ABANDON 0 VENT OR FLARE 

0 SUBSEQUENT REPORT 0 CHANGE VVELL NAME 0 PLUG BACK 0 WATER DISPOSAL 
(Submit Original Form Only) 

0 CHANGE VVELL STATUS 0 PRODUCTION (STARTIRESUME) 0 WATER SHUT -OFF 
Date of work completion: 

0 COMMINGLE PRODUCING FORMATIONS 0 RECLAMATION OF VVELL SITE 0 OTHER: 

0 CONVERT VVELL TYPE 0 RECOMPLETE· DIFFERENT FORMATION 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show ali pertinent details including dates, depths, volumes, etc. 

Effective March1, 2016, Fidelity Exploration & Production Company (Operator Number N1355) resigns as Operator of the Blue 
Hills Gas Plant located in T23S-R19E, Sections 20,29, Wesco Operating, Inc. has been named as successor Operator. 

Wesco Operating, Inc. 
P.O Box 1650 
Casper, Wyoming 82602 
Phone 307-265-5178 

Wesco Operating, Inc. 
Robert W. Kirkwood, President 

.... ,"'''''''''''' Darwin Subart ~ 

SIGNATURE z]att1r 4. 
(This space for State use onty) 

Fidelity Exploration & Production Company 
1801 California Street, Suite 2500 
Denver, Colorado 80202 
Phone 303-893-3133 

TITLE Chief Financial Officer 

DATE 

APPROVED 
APR 2 1 2016 

(512000) (See Instructions on Reverse Side) 

~
IV~ OIL GAS & MINING, 

BY:_ ."'0 ho 0 ~(J d g {"\r"\ '- -... -=-~ ... ~ 

STATE OF UTAH FORM 9
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:
UTU-90108

SUNDRY NOTICES AND REPORTS ON WELLS 6 IFINDIAN,ALLOTTEEORTRIBENAME:

7 UNITor CA AGREEMENT NAME:
Do notuse thisform for proposals todrillnew wells, significantlydeepen existingwells below currentbottom-hole depth, reenterplugged wells,or to

drillhorizontal laterals. Use APPLICATIONFOR PERMITTODRILLform for such proposals.
1. TYPE OF WELL

OILWELL Q GAS WELL OTHER Blue HillsGas Plant 8 WELLNAMEand NUMBER:

Blue HillsGas Plant
2. NAMEOF OPERATOR: 9 API NUMBER:

Fidelity Exploration & Production Company
3 ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:
1801 California St., STE 250( zy Denver STATE CO ZIP 80202 (303) 893-3133

4 LOCATIONOF WELL

FOOTAGES AT SURFACE: COUNTY: Grand

QTRIQTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTERCASING FRACTURE TREAT SIDETRACKTO REPAIR WELL

Approximate date workwillstart CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

3/1/2016 CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

CHANGETUBING PLUG ANDABANDON VENT OR FLARE

SUBSEQUENT REPORT CHANGE WELLNAME PLUG BACK WATER DISPOSAL
(Submit Original Form Only)

CHANGE WELLSTATUS PRODUCTION (START/RESUME) WATER SHUT4)FF
Date ofwork completion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELLSITE OTHER:

O CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Effective Marchi, 2016, Fidelity Exploration & Production Company (Operator Number N1355) resigns as Operator of the Blue
Hills Gas Plant located in T23S-R19E, Sections 20, 29. Wesco Operating, Inc. has been named as successor Operator.

Wesco Operating, Inc. Fidelity Exploration & Production Company
P.O Box 1650 1801 California Street, Suite 2500
Casper, Wyoming 82602 Denver, Colorado 80202
Phone 307-265-5178 Phone 303-893-3133

Wesco Operating, Inc.
Robert W. Kirkwood, President

iOnnture

NAME(PLEASEPRINT) Darwin Subart TITLE Chief Financial Officer

SIGNATURE DATE

(This space for State use only) APPROVED
APR2 1 2016

(5/2000) (See Instnactions on Reverse Side) IV.OILG AS &MINING
,



FORM 9 STATE OF UTAH 
DEPARTMENT OF NATURAL RESOURCES 

DIVISION OF OIL, GAS AND MINING 5. LEASE DESIGNATION AND SERIAL NUMBER: 

SUNDRY NOTICES AND REPORTS ON WELLS 

00 not use this form for proposals to drill new wells, significantly deepen existing wells below current bottom-hole depth, reenter plugged wells, or to 
drill horlzontallaterais. Use APPLICATION FOR PERMIT TO DRILL form for such proposals. 

1. TYPE OF VllELL 
OIL WELL D GAS WELL D OTHER Compressor Booster Station 

2. NAME OF OPERATOR: 

Fidelity Exploration & Production Company 
3. ADDRESS OF OPERATOR: 

1801 California St., STE 2501 CITY Denver 

4. LOCATION OF VllELL 

FOOTAGES AT SURFACE: 

OTR/OTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: 

STATE CO ZIP 80202 I PHONE NUMBER: 

(303) 893-3133 

6. IF INDIAN, ALLOTTEE OR TRIBE NAME: 

7. UNIT or CA AGREEMENT NAME: 

8. VllELL NAME and NUMBER: 

Dubinky Booster Station 
9. API NUMBER: 

10. FIELD AND POOL, OR WlLOCAT: 

COUNTY: Grand 

STATE: 
UTAH 

11. CHECK APPROPRIATE BOXES TO INDICATE NATURE OF NOTICE, REPORT, OR OTHER DATA 

TYPE OF SUBMISSION TYPE OF ACTION 

III D ACIDIZE D DEEPEN D REPERFORATE CURRENT FORMATION 
NOTICE OF INTENT 

(Submit in Duplicate) D ALTER CASING D FRACTURE TREAT D SIDETRACK TO REPAIR VllELL 

Approximate date work will start: D CASING REPAIR D NEW CONSTRUCTION D TEMPORARILY ABANDON 

3/1/2016 D CHANGE TO PREVIOUS PLANS III OPERATOR CHANGE D TUBING REPAIR 

D CHANGE TUBING D PLUG AND ABANDON D VENT OR FLARE 

D SUBSEQUENT REPORT D CHANGE VllELL NAME D PLUG BACK D WATER DISPOSAL 
(Submit Original Form Only) 

D CHANGE VllELL STATUS D PRODUCTION (STARTIRESUME) D WATER SHUT-OFF 
Date of work completion: 

D COMMINGLE PRODUCING FORMATIONS D RECLAMATION OF VllELL SITE D OTHER: 

D CONVERT VllELL TYPE D RECOMPLETE - DIFFERENT FORMATION 

12. DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc. 

Effective March1, 2016, Fidelity Exploration & Production Company (Operator Number N1355) resigns as Operator of the 
Dubinky Booster Station located along Dubinky Road, approximately 18 miles northwest of Moab, 599142 E 4280872 N UTM 
Zone 12, NAD83, Wesco Operating, Inc. has been named as successor Operator. 

Wesco Operating, Inc_ 
P.O. Box 1650 
Casper, Wyoming 82602 
Phone 307-265-5178 

Signature 

NAME (PLEASE PRINT) Darwin Subart 

SIGNATURE ~tlt11' ~ 
(this space for State use only) 

(512000) 

Fidelity Exploration & Production Company 
1801 California Street, Suite 2500 
Denver, Colorado 80202 
Phone 303-893-3133 

TITLE 

DATE 

(See Instructions on Reverse Side) 

Chief Financial Officer 

APPROVED 
APR 2 1 2016 

~OJL GAS & MINING _ 

BY:~t Q.b o-QJ\{\.o d I V\cx 

STATE OF UTAH FORM 9
DEPARTMENTOF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING 5. LEASEDESIGNATIONANDSERIALNUMBER:

6. IF INDIAN,ALLOTTEEOR TRIBE NAME
SUNDRY NOTICES AND REPORTS ON WELLS

7. UNITorCA AGREEMENTNAME:
Do notuse thisform for proposals to drillnewwells,significantlydeepen existingwells below currentbottom-hole depth, reenterplugged wells,or to

drillhorlzontal laterals. Use APPLICATIONFOR PERMITTODRILLform for such proposals.

1. TYPE OF WELL
OIL WELL O GAS WELL OTHER Compressor Booster Station 'D

bLLnNkAyM

B
ONSUMeBr

ÍStiOn

2. NAMEOF OPERATOR: 9 API NUMBER:

Fidelity Exploration & Production Company
3 ADDRESS OF OPERATOR: PHONE NUMBER: 10. FIELDAND POOL, OR WILDCAT:

1801 California St., STE 2501 yy Denver STATE CO ZIP 80202 (303) 893-3133
4 LOCATIONOF WELL

FOOTAGESATSURFACE: COUNTY: Grand

QTR/QTR, SECTION, TOWNSHIP, RANGE, MERIDIAN: STATE:
UTAH

CHECK APPROPRIATE BOXES TO INDICATENATUREOF NOTICE, REPORT, OR OTHER DATA
TYPE OF SUBMISSION TYPE OF ACTION

ACIDIZE DEEPEN REPERFORATE CURRENT FORMATION
NOTICE OF INTENT

(Submit in Duplicate) ALTERCASING FRACTURE TREAT SIDETRACKTO REPAIR WELL

Approximate date work willstart: CASING REPAIR NEW CONSTRUCTION TEMPORARILYABANDON

3/1/2016 CHANGETO PREVIOUS PLANS OPERATOR CHANGE TUBINGREPAIR

CHANGETUBING PLUG ANDABANDON VENTOR FLARE

SUBSEQUENT REPORT CHANGEWELLNAME PLUG BACK WATER DISPOSAL
(Submit Original Foun Only)

CHANGEWELLSTATUS PRODUCTION(STARTIRESUME) WATERSHUT-OFF
Date ofwork completion:

COMMINGLEPRODUCING FORMATIONS RECLAMATIONOF WELLSITE OTHER:

CONVERT WELLTYPE RECOMPLETE - DIFFERENT FORMATION

12 DESCRIBE PROPOSED OR COMPLETED OPERATIONS. Clearly show all pertinent details including dates, depths, volumes, etc.

Effective Marchi, 2016, Fidelity Exploration & Production Company (Operator Number N1355) resigns as Operator of the
Dubinky Booster Station located along Dubinky Road, approximately 18 miles northwest of Moab, 599142 E 4280872 N UTM
Zone 12, NAD83. Wesco Operating, Inc. has been named as successor Operator.

Wesco Operating, Inc. Fidelity Exploration & Production Company
P.O. Box 1650 1801 California Street, Suite 2500
Casper, Wyoming 82602 Denver, Colorado 80202
Phone 307-265-5178 Phone 303-893-3133

Wesco Operating, Inc.
Robert W re

Signature

NAME(PLEASE PRINT) DatWin Subart TITLE Chief Financial Officer

SIGNATURE DATE

(This space for State use only)

APR2 1 2016
(SeelnstructionsonReverseSide)

OIL GAS& MINING -

(5/2000)

BY: gp Ko Og A



Well Name and Number 
Kane Springs 16-1 

Location of Well 

Footage: 960' FSL 1960' FWL 

QQ, Section, Township, Ran~e: SESW 

STATE OF UTAH 
DEPARTMENT OF NATURAL RESOURCES 

DIVISION OF OIL, GAS AND MINING 

TRANSFER OF AUTHORITY TO INJECT 

16 25 18 

County: Grand 

State: UTAH 

API Number 

4301931341 
Field or Unit Name 
Cane Creek 

Lease Designation and Number 

ML-44333 

I EFFECTIVE DATE OF TRANSFER: _3_/1_/2_0_1_6 __ _ 

CURRENT OPERATOR 

Company: Fidelity Exploration & Production Company Name: Darwin Subart 

Address: 1801 California Street, Suite 2500 Signature: 

city Denver state CO zip 80202 Title: Chief Financial Officer 

Phone: (303) 893-3133 Date: 

Comments: 

NEW OPERA TOR 

Company: Wesco Operating, Inc. Name: Robert W. Kirk~ 

Address: P.O. Box 1650 Signature: ,~~-" -' 
city Casper state WY zip 82602 Title: President 

Phone: (307) 265-5178 Date: t4# 
Comments: 

Approval Date: ----4-~1--I---03~/!~'j-

(5/2000) 

UIC FORM 5 STATE OF UTAH UIC FORM 5
DEPARTMENT OF NATURALRESOURCES

DIVISIONOF OIL, GAS AND MINING

TRANSFER OF AUTHORITY TO INJECT
Well Name and Number API Number

Kane Springs 16-1 4301931341
Location of Well Field or Unit Name

Cane Creek
Footage : 960' FSL 1960' FWL County : Grand

Lease Designation and Number

QQ, Section, Township, Range: SESW 16 25 18 state: UTAH ML-44333

EFFECTIVE DATE OF TRANSFER: 3/1/2016

CURRENT OPERATOR

Company: Fidelity Exploration & Production Company Name: Darwin Subart

Address: 1801 California Street, Suite 2500 Signature:

city Denver state CO zip 80202 Title: Chief Financial Officer

Phone: (303) 893-3133 Date:

Comments:

NEW OPERATOR

Company: Wesco Operating, Inc Name: Robert W. Kirkwood -

Address: P.O. Box 1650 Signature:

city Casper state WY zip 82602 Title: President

Phone: (307) 265-5178 Date: ( Y

Comments:

(This spraacnesferrapreovesdeb

Approval Date:

Title:

Comments:
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